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In* is-uing the Nineteenth E liti *n of ' IE - th Publishers 

wish to draw attention to the fact tliat it contains numerous 
important alterations and additions, which it is believed will 
-till further increase its value to practical Seamen. 

An entirely in w Chapter (Part II. XV.v), entitled “New 
Meteorological Measures for Old,” ha- been included, together 
with four Appendices dealing with the following subjects: 
1. Substitute for Iluri/jnn. < lyro-copie Compa—• -\ H. The 
Moon an Anxi ia y. I. Clnen-.nn t r- : * and A'ui-e. 
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PREFACE TO THE FIFTEENTH EDITION, 


For some years I was honoured with the close personal friend¬ 
ship of the late Captain Lecky, and, quite naturally, the future 
of “ Wrinkles” not infrequently came up for close consideration. 
All too soon, however, my friend and ma ter was compelled by 
failing health to seek a respite from his labours under the 
sunnier sky of Las Palmas, and there death put a period to his 
adventurous career and strenuous life. A sterling seaman of 
the salt-water school, modern to his finger-tips, and a staunch 
friend—one always more willing to walk with Sir Knight than 
with Sir Priest—Captain Lecky’s memory will long be cherished 
by seamen of every nation. His comprehensive intellect, his 
ripeness of judgment, his meditative mind, and his manly 
independence, are clearly displayed in “ Wrinkles'' which was 
to him a labour of love, and concerning which he might rightly 
have written, in the words of Horace on a similar occasion, 
“non omnis mortar : multaque pars mei vitabit Libitinam” 

It has devolved upon me to revise “ Wrinkles ” for this 
fifteenth edition, and in the task I have been greatly helped 
by a knowledge of Captain Lecky’s methods and his aims with 
respect to the book. Something new and true has been added ; 
some of the chapters have been re-written, consequent on changes 
which could not have been foreseen by the author; and neither 
time nor trouble has been spared to bring the book right up to 
date. It is therefore anticipated, with some degree of confidence, 
that “ Wrinkles ” will at least maintain the high reputation it 
has held among the world’s navigators ever since the First 
Edition brought out by Captain Lecky a quarter of a century 


ago. 
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Should this belief be justified by results, the Fifteenth Edition 
of “ I Vri tilde* * will serve not less than two purposes: It will 
continue to “awaken the interest of the student by making the 
subject attractive, and to train his intelligence by bringing 
before him whatever is striking, novel, and instructive” in the 
particular branches of the nautical profession with which it 
deals; and it will perpetuate the high navigational knowledge, 
and the capacity for taking pains, which were such marked 
features of the Author’s life. 


WILLIAM ALL! XU HAM. 


Avoca, Grove Park, 

Denmark Hill, London, 1007. 


PREFACE TO FIRST EDITION 


The particular aim of this treatise is to furnish seamen with 
thoroughly practical hints, such as are not found in the ordinary 
works on Navigation; or, if they do exist, are scattered through 
so many pages, and so smothered by their surroundings, as to 
require too much digging out—too many shells to be cracked 
before arriving at the kernel—a tedious process, which the practical 
mind recoils from: further, to indicate the shortest and most 
reliable methods, as well as the instruments and books necessary 
to enable the Navigator (amateur or professional) to conduct his 
vessel safely and expeditiously from port to port. 

The various nautical instruments are treated of separately, their 
peculiarities explained, and the errors to which they are liable 
pointed out, with the best means of remedying them, or of 
compensating their effects. 

The volume contains but little that is claimed as strictly 
original: it is based upon life-long observation, matter gleaned 
from the works of men of repute, and information derived from 
intercourse with shipmates and the cloth generally. 

The mass of material at one’s disposal renders its clear present¬ 
ment within a moderate compass somewhat difficult, but great 
pains have becu taken to select only the really essential problems, 
and, in view of those to whom the work is addressed, to choose 
the simplest possible language. If the style is thus more familial 



PUEFACK. 


than dignified, it is hoped that it may with greater success attract 
the ear, an«l rivet tin*-* understanding of the nautical reader, thereby 
awakening ami sustaining such an interest in the subject as will 
be most likely to create mental impressions of a lasting kind. 
Diagrams accompany many of the examples by way of illustrating 
and giving prominence to some of the more "important sim¬ 
plicities " of navigation, which are unhappily too often disregarded 
by reason of their true significance not being understood and 
appreciated. To this end also, a free use has been made of 
capitals, and certain words and s**ntencesare rendered conspicuous 
by a change of t\ pe when it appears advantageous to do so. 

If occasionally the reader < f tjuick apprehension is irritated by 
too great minuteness, he mu t remember that as far as possible 
every imaginable <juestion has to be anticipated, ami that a single 
point left unexplained may rentier useless an otherwise careful 
description. 

Kvery sailor knows what is meant by a “ Wrinkle ; some 
p,i.N*e*s more than others, and in penning the following pages 
the writer has ei» leav* tired to display his to tl c best advantage, 
ami place them ‘cut and dri' d “ at the disposal of Midi members 
>f the profe-s-it.n as have had a levs varied experience than him¬ 
self, and fewer facilities of acijuiriilg an intimate knowledge of 
this branch of their business. 

Methods lm\ e been select *d which other peculiar ad\.ullages in 
tin* matter of bre ■itj of s < ution. do seamen this D very impor¬ 
tant, as all know , at the sumv time accuracy of t/o vaults has 
been k*-pt in \ iew. ami care taken that tl •* latter tjuality is not 
unduly saeritice 1 to the former. 

Rigorous exactness of working so necessary m the schoolroom 

is but .seldom required on board sliip : it is, therefore, only 
introduce*! in the process of rating clroiraneters an*l one or two 
otln.r instance*, where, from the nature of the ipiestion, one is 
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absolutely forced to deal with minute arithmetical quantities. 
Very many problems of interest to the scientific Navigator, as 
well as the discussion of many refinements of correction and 
reduction—which, neat as they may be in theory, are of little 
practical value—have been purposely omitted. On the other hand, 
an endeavour has been made to avoid the slovenly “ Rule of 
thumb,” “ Rough and ready ” principle which has given rise to the 
saying—somewhat unjust to a good class of seamen—“ it is near 
enough for a collier.” 

These and other characteristics, it is hoped, may commend the 
work to the notice and approval of the profession. 

It must not be imagined that this book is written in any 
respect as a direct help to the Local Marine Board Examinations; 
there are plenty of excellent ones published lor that express pur¬ 
pose. This has entirety to do, as its name indicates, with every¬ 
day navigation on board ship : the reader is supposed, indeed, to 
be iu proud possession of his Master’s certificate—if with blue 
seal so much the better; to have overcome the moonshine terrors 
of Decimal Arithmetic, and to have some slight knowledge of 
Plane Trigonometry. If, however, these pages should be read 
by one who has yet to undergo the ordeal of examination, the 
writer trusts that the introduction behind the scenes, and the 
knowledge of first principles thereby acquired, will teach him to 
think for himself\ and be of service generally in enabling him to 
gain the coveted parchment. 

To the daring yachtsman, ambitious of personally undertaking 
the conduct of his white-winged craft to distant parts of the 
world, and who has already acquired a certain groundwork of 
navigation, it is hoped that this Manual will present not a few 
advantages: it will be a sort of nautical finger-post at the junc¬ 
tion of many devious paths, which will point out to him the 
safest way to his destination; and, whilst providing him with 
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sound advice on mo^t of the necessary points, will not distract 
his attention and waste his time on what, even to the professional, 
may l>e regarded as superfluous, or of questionable importance. 

Under this last heading comes Marine Surveying—which is, 
consequently, excluded in tolo as constituting a distinct study, 
and one which, in these exact days, can scarcely he said to come 
within the proviuce of merchant seamen, whatever it may have 
done in times gone hv. If, however, Marine Surveying should be 
taken up by anyone who has a natural taste for that sort of thing, 
with leisure and opportunity for indulging it, he should study 
such hooks as are devoted exclusively to it, since it is a subject 
more didicult than many at first would suppose. * 

In one matter, more especially, the Author would crave the 
gracious forbearance of the Critic. He wishes it thoroughly 
understood that not in the least degree does lie claim for his 
preseut venture what is known as “literary merit." A lad who, 
at twelve or thirteen, adopts the rough career of a sailor, when 
more fortunate ones of the same age are only just commencing 
fheir education, cannot reasonably be expected in after life to 
-shine as a brilliant star in the literary firmament. It is scarcely 
consistent with the “eternal fitness of things’ 1 that lie should. 
Onr Gallic neighbours have a proverb which is in every way 
applicable—“Chncun son metier, et les vaclies sont bien gardens;" 
which, when freely translated into the nautical language of 
Britain, reads thus—“ The Gunner to his linstock, the Steersman 
to the wheel, ami the Cook to the foresheeL” 

The book, therefore, is merely u inemlly oiler of help from one 
sailor to another—nothing more. Some readers, no doubt, will 
make it their proud boast that they “ clambered in through the 
hawse-pipes,” whilst others will have “entered by the cabin win¬ 
dows." To both the Author is not without hope his “ Wrinkles’’ 
may prove acceptable, and that, like u “ Handy-Billy" clapped 

* About III* m«<»t oinplel# w «ik i* " Ily.lr.'Rftplilcul >tir»rylnc,“ li } Capl W l\litrtun, 

U N It pn»ili*!<M l«y J >hn Murray in S*c md *ditluii in 
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on to the fall of a “ Luff-tackle Purchase,” the present book may 
assist the more powerful ones in pulling the Shipmaster through 
many of the navigational troubles by which he is often beset 

In conclusion, should Experts complain that they do not find 
anything novel in this volume, the writer would merely remind 
them that it was not his intention that they should. The book 
has been prepared for comparatively young members of the pro¬ 
fession ; and one of the leading objects has been to elucidate in 
plain English some of those important elementary principles 
which the Savants have enveloped in such a haze of mystery as 
to render pursuit hopeless to any but a skilled mathematician. 

Comparatively few sailors are good mathematicians, and, in the 
writer’s opinion, it is fortunate that such is the case; for Nature 
rarely combines the mathematical talent of a Cambridge wrangler 
with that practical tact, observation of outward things, and readi¬ 
ness on an emergency, so essential to a successful sea Captain, 
who, curiously enough, is always expected to be as many-sided as 
the “Admirable Crichton”—at once Sailor, Navigator, Parson, 
Lawyer, Doctor, and a host of things besides. 

The Author has only to add that he has done his best to secure 
accuracy in the printing of the book, and trusts that few errors 
ot moment will be found to have crept in. He will at ail times 
be thaukful to receive corrections and suggestions for the improve¬ 
ment of future editions. 

Squire Thornton Stratford Lecky. 


Liveri'ool, Xovember 1SS1. 


PREFACE TO THE NINTH EDITION. 


Ali.aii be praised! " Wrinkles’’ has successfully withstood that 

most crucial of all tests—the test of Time. On every sea and in 
every manner of craft it has been afloat for better than twelve 
years, and luckily seems to have found favour with * all sorts and 
conditions of men.’ 

On board the schools!)ips Conway of the Mersey, and Worcester 
of the Thames, it has long been included amono the prizes be¬ 
stowed upon the youthful heroes of the moment. With infinite 
satisfaction it has recently come to my knowledge that even in 
II.M.S. liritannia it is not considered unworthy of a place at 
similar oreat festivals. For a book with no pretensions to mix 
in such goodly company, this is not bad; on the contrary, it is 
very cheering, and 1ms acted as a stimulus in the production of 
the present edition. 

In view of self-evident facts, it is not stepping over the mark 
to say that the popularity ami wide circulation of " Wrinkles” 
has very considerably revolutionised the practice of navigation. 
This it h.as accomplished more particularly by drawing attention 
to points of working detail not previously dealt with by the 
text-books, these having—as might be expected—invariably 
treated the subject from a purely academical point of view, and 
that a trifle ancient of its kind 

.Somebody very truthfully lays it down that ‘ The mastery of 
the ocean cannot be learnt upon the shore’; and so the many 
impediments to turning Theory int > Practice were not even so 
much as hinted at. it being perforce ignored by the various 
learned writers mostly landsmen more accustomed to streets 
than straits, shops than slops no disrespect intended that 
navigation in the safe seclusion of the study, and navigation on 
board a storm-tossed and dancer-beset ship, were two vastly 
ditl'eicut tiling. In fact, the young commander, as soon as the 
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pilot uttered his parting benediction," A pleasant voyage,Captain," 
and had slipped over the side into his ding}', was left to flounder 
about as best he could in a veritable sea of difficulties. The 
mission of “ Wrinkles,” written by one who has been through the 
mill in right good earnest, was to go to the rescue and ‘stand by’ 
until such time as our young friend felt himself in every sense 
Master of the situation, and able to shift for himself. 

"Responsibility is a word devoid of meaning to all save those 
who have to bear it. Do not most Mates think themselves 
smarter men than the Masters ? And yet Masters are all made 
from Mates ! 1 What is accountable for the change ? 

Further, in the revision of works on Navigation, the produc¬ 
tion of new ones, perhaps also to some extent in the Board of 
Trade curriculum , and consequentially in the teaching of the 
‘Coaches/ “Wrinkles” has undeniably conduced to the discard¬ 
ing of ‘played out’ methods, and the substitutiou of others of 
greater pliability and less ponderosity. Some of the most capable 
instructors have not been above taking hints from it, and even 
saying so; whilst sundry opticians in the marine line have been 
stirred up to modify certain of their instruments, and in several 
cases to devise others better adapted to the ‘ Navigation of the 
Period/ which has become uncommonly rapid—so rapid, that to 
‘Look slippery’ is now the all-pervading motto. The Victorian 
era may truly be said to form an eventful epoch iii the progress 
of navigation, and no man knoweth the end. 

It is no longer the ‘staud-off-shore-till-it-clears ’ navigation of 
the two-foot rule order; no more ‘waiting for slants ’; no ‘ground¬ 
ing on beef bones. ‘ Growl you may, but go you must.’ 

There used to be a fo’k’stle phrase very often heard during 
the reign of the old ‘ Black Ball liners/ viz., ‘ Liverpool on her 
stern and bound to go.’ That was when every fellow who could 
handle pick, pan, and shovel—or at least thought he could—was 
in a state of frenzy to reach the Australian El Dorado: but in 
this later age of telephones, and telegraphs to the uttermost ends 
of the earth, craft of nearly ever}' shape and colour—no matter 
where they hail from—are ‘ bound to go.’ In fact, it is ‘ Rush ’ 
all the time; or, as Jack puts it—‘No peace for the wicked’ 
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As with other branches of science, so also in the seafaring 
direction, the inarch of events has brought about many improve¬ 
ments. There is a regular epidemic of inventions; some good, 
•jome indifferent, and others so absolutely worthless as to be at 
once relegated to the limbo of useless rubbish : but all bring grist 
to the mill of the patent agent, though not necessarily to the 
inventors. ' It is an ill wind.’ kc. 

(Jut of the ruck we have now instruments of beautiful pre¬ 
cision, and much greater capabilities than heretofore. It would, 
however, be wrong to infer that thereby the duties of the navi¬ 
gator had been rendered less arduous, or that lie was in any 
degree being coddled, or 4 fed with a spoon ’; on the contrary, the 
demands upon his energy, vigilance, nerve, and endurance, are 
greater than ever. These refined appliances—the outcome of 
the skill of the modern mechanician—are simply called into 
existence by the exigencies of rapid transit. Without them, aud 
without the right kind of men to use them, the speed, which costs 
-o enormously, would in a measure be thrown away. A ’ 22 * 
knott r. ’ costing half a million sterling, and despite triplc-expan- 
Mon engines, swallowing fully 20 tons of coal per hour , with 
perhaj s 200 of a 4 black s<juad,‘ and nearly as many hands in the 
victualling department, cannot, afford to wander nt large over 
the ocean u hi Columbus. To do so would seriously interfere 
with the gilt on the gingerbread, and probably permit a less 
vpeedy, though more skilful, rival to slip iu fir^t. dust fancy the 
discomfiture of the one, the jubilation of the other, and how the 
22 -knot engineers would swear' 'fhe atmosphere of the rness- 
ln m would be perfectly blue with parliamentary language. 

Hence the great need, in these highly-pitched competitive times, 
of the professional knowledge which will keep a vessel’s stem 
pointed d*iul straight for her destination i/urin<7 every singh' 

inute oj night and day. Owners, alive to this fact, are be* 
ciming nu l l and more particular in selecting men for command 
who can do it. It is the same on shore. There are drivers of 
goods trains and drivers of express trams, the latter are con¬ 
sidered tie* best nun, and entitled to best pay, and they get it. 
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No amount of ' cracking on ’ or ‘ tiring up 1 will compensate for 
bad courses, and eventually having to ‘skirmish round ’ for one’s 
port in thick weather; it is simply misdirected energy of an ex¬ 
pensive kind. On the whole, an impetus has been given to 
everything connected with this branch of the seaman’s art, 
whether in the humble ‘tramp,’ the gorgeous ‘greyhound,’or the 
perseveriug ‘ wind-jammer.’ It behoves their respective skippers 
to rise to the occasion and shew their mettle—not pot-metal. 

In the literature of navigation, ‘ Raper ’—probably because 
written by a seaman understanding seamen’s wants—still holds 
the position of premier epitome. It has recently ( 1891 ) been 
revised in a very judicious manner by that Ancient Mariner and 
Cunning Pilot, Commander T. A. Hull, R.N., formerly Superin¬ 
tendent of Admiralty Charts. Beyond a few modern necessities, 
such as a chapter on compasses in iron vessels, the extension of 
the Traverse Table, and bringing it up to date generally, Captain 
Hull has shewn his good sense by ‘leaving very well alone’; so, 
to the gratification of its devotees, * Raper 1 still remains ‘ Raper.’ 

Not so with our quondam chum, ‘John Norie.’ It is no more 
the same venerated oracle which was conned to destruction in the 
days of one’s apprenticeship, long long ago ; for * Norie ’ has been 
almost, if not entirely, rewritten by \V. II. Rosser ( 18 S 9 ), so well 
known to London aspirants for Board of Trade parchment. Were 
it not for the title, one would hardl}' recognise its re-juvenated 
pages. Certainly re-modelling was needed, and the new ‘ Norie’ 
will no doubt continue as popular with a certain set as it was in 
the now almost pre-historic times when the frigate-built Iudia- 
mcn of Green, Wigram, Smith, and Dunbar, entered Blackwall 
docks in all their glory, with yards and gnnports squared to a 
nicet} 7 , bunt-jiggers bowsed up for a harbour furl, stun’sail booms 
rigged out to the mark, hammock-nettings neatly stowed, and a 
welcoming crowd of botli sexes cheering and waving greetings 
from the pierheads. The sea then had a halo of romance about 
it, a blue-water flavour, which, alas, is now replaced by cast-iron 
and mild steel. The romance has been buried in the coal-bunkers. 

If one may judge by the differences here and there in the 
doctrines of die old and new ‘ Norie,’ its painstaking reviser 



PKEFAC'K. 


xviii 

has read “ Wrinkles” to some purpose, and has taken to heart at 
least some of its precepts. This tribute from a veteran teacher, 
silent though it be, is much appreciated. 

Inman’s excellent Tables have been revised, re-arranged, aim 
enlarged (1SSS;. They are the only nautical ones in which the 
log. sines, secants, tangents, kc , are given to every lo of arc— 
no inconsiderable advantage to close workers. It is inc »mpre- 
hensible that these fine tables are not better known in the 
merchant service. 

But the gem in its way is Xavigation and Xnuticul Astronomy, 
by Stall-Commander W. R. Martin, of the Koval Naval College 
(1 SO 1 ). It goes without saying that this is a thoroughly safe 
guide, and has accordingly been adopted by the Admiralty as 
the orthodox text-hook in the naval service; indeed, it was 
written expressly for this purpose. The deadly dulness incidental 
t<> ntlicial text-books in general is, in this case, relieved by copious 
notes and interesting historical references; but the character of 
the book is mathematical to a degree somewhat over the head- 
of the present generation of merchant officers, who, with the ex¬ 
ception perhaps of certain Conmiy and Worcester boys, and a 
few others with a natural bent that way, do not excel in the 
pursuit of ‘ the wily .r.’ This is unfortunate, but the remedy lies 
with the men themselves Owing to proofs of rules being given. 

Marlin' will be found specially useful for such as intend going 
in for " Honours.” 

In addition to the recognised standards, n bewildering host of 
' New and Short Methods ’ have °f late years passed through the 
printer’s hands, some of them so good in thenwd\os as to 

tempt one to backslide, and forsake his old loves. Rut from this 
heresy 1 have been saved by being confronted with the fact that 
it would mar a leading feature of M Wnnkhs " which I see every 
rejtson to stick to, namely, the retention of methods which, !y 
harmonising in their general arrangement* and character.-ties, 
lead up to each other so that the one may be a stepping stone U 
the next. At least such is the eiidcuMitir, so far us it is possible 
to carry it out Ry this system the mind is not distracted by u 



PREFACE. 


xix 


number of problems differing widely in detail, if not in principle ; 
nor is the memory needlessly burtliened. 

Not long since, an acquaintance, whilst discussing “ Wrinkles,” 
remarked—‘ One of its chief merits lies not so much in what 
you have }out into it, as in what you have kept out of it* Exactly 
so! He too had felt how the utility of a book might be jeopard¬ 
ised, if not destroyed, by offering to its readers more mental 
pabulum than they could conveniently digest, and more, indeed, 
than was actually required. * Enough is as good as a feast/ and 
it is possible to have too much of a good thing. 

Authors of the ‘New and Short Methods’ will please accept 
this in explanation of my seeming neglect. 

With this edition are incorporated the‘A and B Tables/so 
favourably known in the Peninsular and Oriental Co., through 
the instrumentality of Mr. H. S. Blackbnrne of that service. 
Interpolation—unless capable of being performed mentally— 
takes time, and is an unmitigated nuisance. To do away with 
it in most cases, and to minimise it in the remainder, I have very 
materially expanded both Tables. In the first half hour from 
the meridian the numbers are now given for each minute; thence 
to 2 hours, they are given for every other minute ; and afterwards, 
interpolation being easy owing to the values changing slowly 
and regularly, the original 4-minute interval has been reverted 
to. 

After mature consideration, Blackburne’s auxiliary tables for 
finding the azimuth have been rejected in favour of the simpler 
and more direct process by which it can be taken out from 
Table C absolutely at sight, and with even more accuracy than 
is required by the necessities of navigation. 

To include the moon, planets, and zodiacal stars, I have ex¬ 
tended Table B to 29° of declination. The ultra-zodiacal stars 
have been re-computed for the epoch a.d. 1900, and sixteen others 
added. Since the declinations of the so-called ‘ fixed stars’do 
not change appreciably in a man’s life-time, this lower portion of 
Table B will hold good for position finding till at least a.d. 1950; 
for Azimuths, practically for all time. Before 1950 comes, how¬ 
ever, many things will have passed away, and it may be that 
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?ieri-il ships will have superseded marine .ships, and sky-pilotf 
have wiped out sea-pilots. Quien sahe ? 

These extensions and additions render the ‘ A and B Tables 
simply invaluable, and immensely more complete than any 
tt inilar onea extant. It is only proper to mention that Mr 
Blackburne, in the interests of the profession, and in a most 
liberal spirit, had unreservedly placed the result of his labours 
at my disposal, to be dealt with as might seem to me best. 
Nearly seven years elapsed before 1 could see my way to accept 
such a genuinely unselfish other, and then only because convinced, 
us Mr. Blackburne also was, that if by this means the tables be¬ 
came better known, they could hardly fail to be appreciated at 
their full worth. Should their enlargement and insertion in 
“ Wrinkles” bring about so desirable a consummation, it will be 
a point scored for both of us, us well as a distinct gain to the sea 
faring community all over the world. 

Although with myself ;is Foster-father, both title and table* 
have grown stouter, and the use of the latter better developed as 
regards the azimuth, the tables ought ever to be more especially 
associated with Mr. Blackburne, as the seaman who first enlarged 
tin* scope of their far reaching utility, to whom is due the credit 
*f having de\oted himself for years to their elaboration, and of 
being the first in this country to publish them in an extended 
form. 

This is mentioned on the principle of ‘ Rendering unto Oosur 
the things which are Gosar's.' 

So far back a* l.S7<\ whilst on the Venice line of the 1*. and U., 
Mr. Black hurt *• was in the habit of using that portion of the 
I'ablt s tlmn in MS. - which was suitable to the route; but 
cireuin lances did not p« runt of his completing and publishing 
them till May 2 1 st, LvMk 

On July 1st oi same Near, in Ins Suitor Xari'jntion, Rosser 
bulowed Mill with an abridged set for the same purpose, which 
111113 be taken a* corroburat" mi ol their value. 

1 i»ie is, however, a statement 111 Rosser* ed turn ot Norms 
l pit. lit it these Tallies were lilsl put into their present iorm 


PREFACE. 


XXI 


in England, in 1SS2, in Rossers Stellar Navigation ; but, in view 
of the above autlientie facts, this is evidently a mistake. Though 
actually published in July, 1883, Stellar Navigation was not 
even entered at Stationers’ Hall till the following December. 

Table I. of previous editions, for which I was indebted to Mr. 
A. C. Johnson in connection with his now well-known method, has 
in this issue been superseded by Table C. The two are on precisely 
the same basis, but mine has been computed to three places of 
decimals, the arrangement is different, and it has been extended 
to just three times the size of the other. These important altera¬ 
tions render the Table susceptible of any degree of accuracy the 
worker may feel justified in going to. In Johnson’s deservedly 
popular method the object of his Table is to find the c Longitude 
correction ’ from the Latitude and Azimuth, and for this purpose 
he evidently considers two places of decimals sufficient. But in 
“Wrinkles” the introduction of the ‘A and B Tables’ permits 
of the Navigator suiting his own convenience as to whether he 
will follow the order laid down by Johnson as above, or, on the 
other hand, elect first to find the ‘Longitude correction’ from 
Tables * A and B,’ and subsequently the Azimuth from Table C. 
The extension of the latter permits of this being done to the 
nearest quarter of a degree, which is close enough in all con¬ 
science. 

It will thus be seen that in the use of Johnson’s method the 
Navigator has ‘ two strings to his bow.’ Sometimes one will be 
preferable, and sometimes the other. They will not fail to speak 
for themselves according to circumstances. 

Table D (Table II. of previous editions) has in all respects been 
treated similarly to C, aud is therefore uniform with it. When, 
according to the nature of the work in hand, it suits to drop the 
third decimal in either of them, it can of course be done ; but 
there is no harm in having it ‘ready for a call’ if required, 
bike money, you may not want it at the moment, but it’s handy 
to have it about you. Rather !! 

Should ’babies be found to contain errors, they are naturally 
regarded with suspicion, and their value is materially lessened. 
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I’hcre need be no doubt as to the correctness of A B. C. ami 0. 
To make assurance doubly sure, they were entrusted to that 
most accurate and indefatigable computer, Captain Alfred Fry 
of Liverpool, to be duly and truly checked in the most rigorous 
fashion possible, lie worked at them in Walton, and I in Xey- 
lund, some 200 and odd miles apart. Lest errors might exist in 
the Logarithmic Tables, which sometimes happens, he used one 
form da and 1 another. To ensure truth in the results, 7-figure 
logarithms were employed, and the natural numbers taken out 
though not printed) to four,and sometimes five, places of decimals. 
Kven the stereotype proofs were critically overhauled to detect 
possible slips in the manipulation of the type, and it was found 
that this precaution was necessary. Blackburne’s original work 
was also re-computed and checked. 

Alt igether, so conscientiously has the entire work been done 
tlmt there is every reason to believe that the 'fables arc free 
from the smallest inaccuracy, which is saying a good deal. At 
nil events, the fact is unassailable that no similar tables published 
up till now can compare with them in this respect. 

With regard to the amount of labour they entail, tables are 
very deceptive. The net result being alone visible, the user 
seldom has an adequate conception of what is behind. In the 
case before us the re-computing and expanding of A. 1». C. and 
P. involved some reams of foolscap, many hundreds of thousands 
f figures, and IS months otVand on. of sight trying work of t ie 
Horse in a mill' order, than which nothing can be more dis 
nnilly wearisome, except perhaps the healthier x?cnpatioii of 
breaking stones by tin* road side. The ‘net result to myself so 
fur has bet n i pair of steel-rimmed spectacles. 

Seeing how strongly stellar observations have always been 
nhoented in ‘ Wrinkles, tin* omission in previous edition* of a 
diopter devoted to star finding, has le 1 to my being reproached 
with inc him tency. The reproach is now removed and the book 
made complete in this respect. 

In conclusion the revision »>f Wrinkles' has had my best 
i(t nl i »u * e\ entiling in it has been considen d and iv con 
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sidered, turned upside down, shifted end for end, and examined 
microscopically. Throughout, an endeavour has been made to 
awaken the interest of the student by making the subject 
attractive , and to train his intelligence by bringing before him 
whatever is novel, striking, and instructive in that particular 
branch of his profession to which this book is devoted. If pains 
can do it, this ought to be quite a glorified edition. 

I have been told more than once by the ‘ know-alls ’ of the 
profession that ‘ Wrinkles ’ contains nothing that is original. I 
meet this by referring them to my own disavowal in the preface 
to the first edition. In this one also there is the usual amount 
of Editorial scissors and paste. Many are my quotations from 
other books, but I have tried my best to make due acknowledg¬ 
ment. This is not always so easy as it would appear, for in 
reading a large number of works upon any one subject, as I have 
done in the course of my career, one’s mind is sure to store up 
ideas without, at the time of reproducing them, being able to 
recollect the particular source from which they emanated. "As 
apothecaries we make new mixtures every day, pour out of one 
vessel into another ; and as those old Romans robbed all the 
cities of the world to set out their bad-sited Rome, we skim off 
the cream of other men’s wits, pick the choice flowers of their 

till’d gardens to set out our own sterile plots.As a 

good housewife, out of divers fleeces, weaves one piece of cloth, a 
bee gathers honey out of many flowers, and makes a new bundle 
of all.” 

An officer, who at various times had purchased in all some 
five copies of “ Wrinkles,” explained to the Publishers that he 
never made a voyage (well, “ hardly ever ”) without having either 
to sell or give away his own. (N.B.—It is to be hoped he got 
' sea price ’ for them). 

Kind reader, should the book be so fortunate as to meet with 
your approval, you cannot do better than follow his most ex¬ 
cellent example. 

S. T. S. L. 

Neyland, Pembrokeshire, 

April, 1894. 






r O X T E X 'I's 


PART I. 

0 n a p t f r. I. 

NAI TR’AL LI Hit A K V, ANR INSTRP MIwVl’S OF NAVIGATION 
NVeesaiv Pooka List of In.-trunients. . Pope 1 3 


Cu A 1*1 Kit II 

TilK MILK AND TilK KNOT. 

Compar $ n of M i; •«* Shape of tlie Lortli ... . Pape 4 10 

(’liA FT Kit III. 

TIIK MARIN Kit S (’o.MPASS, AND IMPORTANT PAHS 
«Y>N’NKtfTKI> WITH IT. 

Position of Standard (.’oii.pn.-s- Compass < r«N — Iinjortani Simj li< ities- 
Previ iitiMt* hiTnlentft The Steennc t Via pass Sympithy with Sun - 
A i traction ol laitid Lipl tiling and I mu Vessels I low SI 1 pa sire L »t*t 

’ I Veil 43 

CllVFTKIt IV 

TIIK MARINK tTIRoNuM 1 TKlt 

CaUe Ijonpituih * fare of t hr< iioinctt ra Lurking lkue'er?—l>nily Rate? 
•ind I’rror? . . Pape 44 G. r > 


(*11 V FTF.lt V 
TIIK SKXTANT 

Sir light T*i * I «r Purchasers Tmkerinp . ... Pape *U’> 7ii 

t ’ll \ 1‘TKK \ 1. 

rilK AllNKRlAL ANR SKA HORIZONS 

A K klc Mi-tren How to ele. n .Min-on 11 «. UIuss Ro< f Selection ol 
Oowr* Hi >n Sj-* t iNar to t ik» on . Iiore I)i«p aeeiiient t*f Sea llori/ni 
N hi uT'einent I a v and I \i sights .. ... I’.ipe ^0 '.»• 





CONTENTS. 


XXV 


Chapter VII. 

CHARTS. 

Mercator Charts—Chart and Map Projections—Admiralty Charts Informa¬ 
tion conveyed by a Chart —Rolled Charts an Abomination. 

Page 96—111. 


Chapter VIII. 

THE PARALLEL RULER. 

Horn Protractor and Straight-edge—Ivory and Boxwood Protractors 

Page 112 11C 


Chapter IX. 

DIVIDERS. 

Spring Peu and Pencil Holder—Dividers for use with one hand. 

Pages 117, 1 IS 


Chapter X. 

THE PELORUS, WITH REMARKS OX AZIMUTHS. 

True Fore-and-Att Adjustment—Azimuth Tables—Captain Weir’s Azimuth 
Diagram—Apparent Time at Ship—Time Azimuth of the Sun, of the 
Stars, of the Moon—Leeky’s ABC and D Tables Deviation by the 
Pelorus . Page 119 13G. 


CliAPTER XL 

THE STATION POINTER. 

Sextant Angles—Selection of Objects—Properties of the Circle Hood and 
Bad Fixes—The Homograph—The Angle-Sextant—Coastal Navigation- 
Fry’s Fixing Factors . Page 137—166 


Chapter XII. 

SOUNDIN'0 MACHINES AND LOGS. 

Basnett’s — Lord Kelvin’s Depth Recorder— Cooper and Wigzella Sea 
Sounder—The Blue Pigeon—Submarine Sentry—The Common Lo<:— 
Patent Logs—CJround Log—Electrical Logs The Dutchman’s Log- Dead 
Reckoning—The Mariner’s Creed . Page 167 —187 

Chapter XIII. 

THE MARINE BINOCULAR AND TELESCOPE 
Properties of Light—The Power of the Telescope—Binoculars. 

Pace 188—200. 




XXV) 


CONTENTS. 


Chapter XIV. 

LORD KELVIN’S NAVIGATIONAL INSTRUMENTS. 

New form of Azimuth and Steering Compass—The Card of the Period - 
Table for Uorreetnm of Qiindnmtal Error The Azimuth Mirror—An 
Adjustable LK fleet or Marine Dipping Needle—Sounding Machine. 

Pa_rc 201 - 224 


CHAPTER XV. 

THE MERCURIAL AND ANEROID RAROMETERS. 

ID netor ouly an Atmosphere Weigher—Defects of Aneroid. 

Page 225—2.13 

OlUPTKR XVI 
CUE AN METE* >RoL< K; Y 

American Pred ti-ms Synchronous Weather Charts—Weather Puzzles 
Ec.'eutricities of St •rin Progression—Tropical and Extra Tropical redone* 
— Roys-Hal lot’s Law Indian Ocean Cyclones Fitzroy's Weather Si_ns. 

Page 234 -2'12. 


Chapter XVII 

TIDES. CURRENTS, WAVES AND BREAKERS. 

Hi ' Hen and his tw • Ch ims Great Eruption of Krakatoa Tidal Waves- 
Me.m Set Lt vel Hores t Mling and Inshore Tides Diurnal Itic>|ii:/iiy 
Met*or«ih»yicil Tiles \dmiralty Tide Tables ... Pu-'e 2*13 3<>3. 

t-'ll APTEIt XVIII 
FOG AND FLOATING ICE. 

’.ivtwMc Nnngnt* m Doled *n of lee Exceptional Duneiisp»iis of Here* 
Lading in IV ~h and Salt Water . . l'u;e 3<»t 314 


PART II. 

Chapter I 
I N T III) DU CTO R Y. 

Nuv.'tt mi 1\ the SUrs Dairy >n NeedU s l'reci ion. Page 315 323 

I ’ll U-TKU 11 

SKY pii.*»tage. 

N otf i \Ini me in tw Pirr Star N.'iienei.iture * Vb tial and Trrres 
t •! M r mis \ Mvtluc.il \ oya Navigation'll Plm.t Pr- nnunit 
Sk\ looks N iv dtmnd Star-* I We 3 *g ( 304 



CONTENTS. XX\ii 

Chapter III. 

LATITUDE BY MERIDIAN ALTITUDE. 

How Wrecks may occur—Regulation of Clocks at Sea—Star Meridian Alti¬ 
tudes . Page 365—378. 


Chapter IV. 

LATITUDE BY MERIDIAN ALTITUDE BELOW THE POLE 

Circumpolar Stars—Azimuths—Diurnal Circle—IFow to calculate Meridian 
Altitude helow the Tole. Page 379—382. 


Chapter V. 

LATITUDE BY THE NORTH STAR (POLARIS). 

Interesting Items—Nautical Almanac Method—When shall we lose our Pole 
Star ? . Page 383—390. 


Chapter VI. 

LATITUDE BY EX-MERIDIAN OF TIIE SUN. 

Notes on Tables—The “New Navigation”—Ex-Meridian Dodges. 

Page 391—395. 

Chapter VII. 

TIME. 

Equation of Time—First point of Aries—Mean and Sidereal Time—Crossing 
Meridian of 180°—Week-day Symbols. Page 396—407. 


Chapter VIII. 

LATITUDE BY EX MERIDIAN ALTITUDE OF A STAR 

Suitable Stars—Ex Meridian v. Meridian Altitudes—Star Ex-Meridians sub 
Polo—Latitude by Pole Star . . Page 408—419 


Chapter IX. 

LECKY’S ABO TABLES. 

Rules for use of A and B—Azimuth by ABO Tables—Tables A and B— 
Table 0 . Page 420—451 


Chapter X. 

LONGITUDE BY CHRONOMETER. 

Sun the World’s Timekeeper—Eclipses of Jupiter’s Satellites, and Occulta 
tions of Stars Lunars and Chronometers—Sights taken on Prime ertiral 





xxviii 


CONTENTS, 


— X xk'ution in 11 ifrh Latitude* L« »g Sine Square—Venus in Sun«h no 
E <r»<*t i lmg tin* Meridian Altitude-Short Equal Altitudes Sun and 
St irs . . Page 4. r <2— lb(j 


fit A PTER xr. 

SUM NEK LINES. 

Circles of Equal Altitude -Sun’s Position Projected on Chart Circles of 
Position Line of Bearing Celestial and Terrestrial Cross Bcarinvs. 

Page 487—500 b. 

Chapter XII. 

POP 111,H AI.TITPPKS. 


Cse of A/.imutli Tables—Uosser's Arrangement— Johnsuu’s Mithod -Lord 
Kd\in's Sumner Tables Johnson t». Sumner Table C and 1 lunger Signal 
Captain Parker's Analysis Caution Page of Table C. Page f>0l 5*27. 


Chapter XII1. 

SIMP1 ,TANF.ol’S ALTITPPKS 

II »\v to ascertain Position of Star at any given instant —Altitudes ran be cal- 
eulated Cross Bearings of Stars . Page .V2* - 53. r i 


ClMPTEU XIV. 

SYSTEMATIC ERRORS IN Al.TITPPE. ANP HOW Tn TREAT THEM 
Three Star Problem Uses of a 1 trawing lloanl Table I>. Page f»3R r.51 . 

CtnPTEU XV. 

TO E INI* THE ERROR AND RATE n| A i URo.NoM ETKK 

L |U i Altitude* not recommended iVptoiiul Eqtutim Attitieial lion*. ti 
S \t nil lit ting for Stars Bating at Sea, mi Shore Star. East and \\ *>t 

Page .VJJ -ft*0 


Ciimrii \\A. 

NEW METEOIlOl.oiiU Al. ME AN I RES FoR CLP. 

V b •> im timit.il M« a n M to Pnj-ai 1 \Y ik for O'Vcer <». 1 
am) V w M lb- d l*.M «♦» ti r and Thermometer Pi its ; Bril', h. 1 • re# n 
*1 *• • C. tuuMn ii i min Si id Si let llidi S' ielico Pi.uteul 

Nil u i \ — t\ I >r S i |V»'ty o i l«*f, r .it v n "Al lute Sy-tcin «t 

I ■ tit.—< el i a i ot S ■ i •, ,. ... ... ... I \i c >0 1 b 1 1 


CONTENTS. 


XXIX 


Chapter XVI. 

COMPASS ADJUSTMENT. 

Distinctive Colouring— Magnetic Poles and Magnetic Equator—Hard Steel 
and Soft Iron—Earth’s Induced Magnetism—Magnetic Direction of Build¬ 
ing Slip — Semicircular Deviation — Admiralty Method Preparations — 
Compensating Quadrantal Error— Sub-permanent and Induced Magnetism 
— detained Magnetism—Adjustment in Suez Canal—Compensation of 
Heeling Error—Special Adjusting Marks—Coast Transit Marks—Com¬ 
pass Record Form—Compass Co-etficicnts—Beall’s Deviaseope- Utility of 
Traverse Tables—Rnndcll’s Proposal—Final Injunctions. Page 578—613 

Chapter XVII. 

SHAPING THE COURSE. 

Modes of Conversion—Earth’s Magnetism Changing—Retained Magnetism — 
Great Circle Sailing—Use of Globes—Bergen’s Epitome and Charts—Use 
of ABC and Burdwoods Tables in Great Circle Sailing—Versatility of the 
A B 0 Tables—Current Sailing—Leeway—Duncans Triangular Sailing- 
Coal Consumption and Speed—Duties of a Master Mariner—Rules not 
hitherto given in Navigation—Consumption of Coal and Revolutions— 
Variability of Slip . Page 644—676. 


Chapter XVIII. 

THE DANGER ANGLE AND CORRECT DETERMINATION OF 
DISTANCE FROM LAND. 

Distance of Sea Horizon—Four Point Bearing—Sextant Angles—Sextant 
the Seaman’s sure Friend—Leckv’s Off-Shore Distance Tables—Danger 
Angles, Vertical and Horizontal . Page 677—702. 

Chapter XIX. 

COMPOSITION AND RESOLUTION OF FORCES AND VELOCITIES. 

Parallelogram of Fences and Velocities-True Direction of Wind when Allout 
— Diagrams shewing how Strains can be Calculated-Disposition of 
Anchors in a Gale . . Page 703—711. 


Chapter XX. 

Algebra . Page 712- 714. 


Appendix. 

Correcting Chronometer Rates—Thermal Error Tables—Heeling Error—Star- 
Telescope for Sextants—Three-point Problem—Sextant and Station Pointer— 
Dctinitions—Lunars versus Chronometers—Substitute for Horizon—Gyro¬ 
scopic Compasses—The Moon an Auxiliary—Chronometers: Use and Abuse 

Nautical Almanac Elements used in previous pages ... 

Trans-Atlantic and other Distances 

Index . 

Reviews and Critiques. 


Page t lo—/ < b. 
Page 777-791. 
Tage 791-795. 
Page 796. 
Page 820 



LIST OF ILLUSTRATIONS AND PLATKS. 


Datum Plane ..... 

Rad ul Line Card ..... 

Compaq Card— North ami South Line 

Compass AU'ccted liy Derrick 

Sextant and Optical Law 

Angles of Incidence and Kelhrtion 

Refraction of Ligdit ... 

Map Pr'Mcctioiis ..... 
Compass Diayr nn 
Parallel Ruler, Fields Improved - 
Horn l'rotrai t<»r * 

Dividers ... 

Station Pointer .... 

l'i\in" position hy 

„ Method expl lined (Fij^s. 1 IT) 

fl miorraph 

Anje Sextant llnjrhiV*) 

Priam, A . . 

„ Di«p» rhion i f Raya • 

(’ ( ard 1/ual K* Urn's 

♦. . , Dap and IVaritu Point 

„ and l iiproved Hmnicle top 

,, Dm I Kelvin's 

Azimuth .Mirror 

A Ijustfilde D> lie* t r, Drl k< mu's • 


face. 

15 & If 
1 f 

to jace 39 
67 
SO 

91 

too & \fi) 
inn 
112 

11 1 A 115 
IIS 
137 
131* 
141 lot 
153 
156 

iso 
111» 
201 
2 

2<M) 

212 

215 

219 



LIST OF ILLUSTRATIONS AND PLATKS. 


XXXI 


Dipping Needle ..... 
Sounding Apparatus, Lord Kelvin’s - 
Atmospheric Pressure, Experiments illustrating - 
Siphon ■ ..... 

Isobaric Lines of the Ocean lor February 
„ „ „ August 

Tidal Waves * - 

„ Diagrams 

Co-tidal Map of British Islands for day of New Moon 
Tides in Strait of Magellan .... 
„ at Weymouth .... 

„ „ Strait of Dover - 

Tidal Table, Stag Hock - 
Star Maps.— Little and Great Bears 

Cassiopeia’s Chair and Cygnus 
„ „ and Pegasus 

Orion .... 

Leo and Corvus * 

Scorpio with Libra 
Southern Cross with Centaurs - 
Definition of Latitude .... 

Latitude by Stars ..... 
Meridian .... 

,, the Pole Star - 

Lost Time Problem .... 

Time by Lunar Methods .... 
Errors in Latitude, Methods of Correction 
Circles of Equal Altitude 
P. & O. ss. China - 

Circles of Double Altitude 

„ „ „ Sumner Line - 

Errors in Altitude—Three-Star Problem 


to ft a 268, 2’ 


Positions of Greatest Etl'ect (No. 1) and no Disturbance (No. 2) 
Magnetie Experiment 


I'AGB. 

2J0 
223 

226 & 227 
230 

to face 245 
„ 246 

70, 274, 2S7 
272 

to face 284 
„ 286 
„ 290 

294 

to face 299 
„ 345 

„ .346 

„ 317 

„ 347 

„ 347 

„ 34S 

„ 348 

307 

376 & 377 
380 

to face 384 
406 
461 
479—481 
90, 492, 497 
o face 500a 
„ 502 

503 

to face 537, 539, 539 
539 

to fa e 5^5 
„ 597 


to face 48«, 







XXXII 


LIST OF ILLUSTRATIONS AND PLAT US. 


Mngni h, How to place • 

Sl 'p’.s 11.,i*l .s.Mill M.A (i. 

K;ut „ .... 

North Fa>t M. \ C. - 

Magm tom, Pxamplc ot tlitlicu t Comp;is> Adjustment 
Linos of Iapnd Magnetic Variation, 11)12 
„ hip, 10'i7 
Horizontal Force, 1 DOT • 

„ Vertical Force, DOT 

1 Iw’ui" Fro r ..... 

Slop’s Head North M. .... 
Current Sailing ..... 

Tnungu'ar Sailing * * 

Instance l>y Four-Pont Fearing 
Sextant Angles lor hiotviee 

Vertical Aigles ..... 

hanger Angle, Horizontal - 

,. Illnslratid by Cork Harbour • 

„ „ ,, l\ail Kock, (JiKraltar 13.li 

Pnddiins • 

Para]hi z ams • 

Parallel »gr,un ol Forces .... 
Three Point I’r b cm .... 
Horizon and \ i rlical Circles - 

I. |U.it»on l Time ..... 

O I pie Sphere, *bu\\mg l»iu ml Cad* 

Spin tied \"*.le 

Ti ^ i <«n, try Piol>li iw * 


pagR 
to face 691 

• JKN 

„ 696 

„ 61 Hi 

it 

„ i>1' i 

‘ill 
„ Gil 

- „ (ill 

„ G12 

* „ GI3 

(><i3 

GG5 

6S3, *;s i, r,<:, 

- tO ,/W ‘i ss 

C9.">, G96 
G98 

to face G99 
„ TOO 
Tol 
701,706 
707, 7<»9 
723 

/o face 73 ^ 
713 

- (<> fa • 7! .2 

- 76 s 

7(»2 



PART I. 


CHAPTER I. 

NAUTICAL LIBRARY AND INSTRUMENTS OF NAVIGATION. 

There are so many works on Navigation—and the number 
thereof is ever on the upward grade—that anyone so disposed 
might easily convert his cabin into a book closet, thus leaving 
no room to stow away himself and his wardrobe. As such a 
proceeding would be neither convenient nor profitable, a selection 
from among the best has necessarily to be made. The following 
list is recommended as embracing all that are essential ; and 
the intending purchaser should take care to be supplied with 
the latest editions. An} T , or all, of them can be procured from, 
or through, a nautical bookseller :— 

1. Raper’s Practice of Navigation. 

2. The Epitome the reader is accustomed to use. 

3. Ex-meridian Tables ; by Brent, Walter, and Williams. 

4. Evans’s Elementary Manual for Deviation of the Compass. 

5. Owens’ ABC of Compass Adjustment. 

6. Allingham’s Manual of Marine Meteorology. 

7. De Miremont’s Popular Star Maps. 

8. Sumner’s Method, by Captain (now Admiral) Purev-Cust, R.N. 

9. Davis's Azimuth Tables, from 3(T of latitude to the Equator in both 

Hemispheres. 

10. Burdwood’s Azimuth Tables, from 60° to 30° of latitude iu both 

Hemispheres. 

11. Goodwin’s Azimuth Tables for the Higher Declinations (24® to 30*). 

12. Johnson on finding the Latitude and Longitude iu Cloudy Weather. 

13. Whall’s Handy Book of the Tides. 

14. Bedford’s Sailors’ Poeket Book. 

15. Admiralty Tide Tables for Current Year. 

16. Findlay’s Lighthouses of the World and Fog Signals. 

17. Nautical Almanac for Current and Following Year. 

A 


Necessaty 

Books. 
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Coit 


Exti* book* 


Nautical 

Magazine. 


18. The Wind and Current Charts, and the Monthly Meteorological Charts 
of the North Atlantic and Mediterranean, and also of the Indian 
Ocean, emanating from the Meteorological Office, London; the 
Monthly Pilot Charts of the North Atlantic, the North Pacific, etc., 
issued by the United States Hydrographic Office; and Sailing 
Directories, Admiralty or Private, for the parts intended to be 
navigated. Among the latter may be mentioned us worthy of 
special commendation :— 

Findlay’s North and South Atlantic. 

„ „ „ Pacific. 

„ Indian Ocean. 

„ Indian Archipelago and China. 

The above list comprises only such books as are deemed 
absolutely necessary in this Steel and Steam Age, when quick¬ 
ness, coupled with safety, bulks so largely in the calculation of 
profit und loss on a voyage. Their cost would be about X10— 
not a great expenditure when considered in connection with a 
Shipmaster’s responsibilities ; and otlicers co-operating with 
either England or America are awarded copies of the Meteoro¬ 
logical Charts or the Pilot Charts without charge. Indeed the 
addition of a few more instructive works may suggest itself to 
some, and they will do well to obtain any, or all, of the under¬ 
mentioned :— 

1. The ten Volumes of Chambers’s Encyclopedia. ( Excellent ) 

-. Practical Seamanship. Todd and Whall. 

3 Paasch's Illustrated Marine Encyclopedia. (Lx eUeut.) 

4. Popular Astronomy. Flammarion and Gore. 

Ik Chambers’s M uhemnliv-d 'Fables, by Pryde. 

<». Practical Plumes. Gluzcbrook ami Shaw. 

7 (biffin's Nautical Scries. Several volumes. 

8. An\ works, dealing with cither Navigation wr Nautical A-Urou any, by 
l(. P. Goodwin, A C. Johnson, G. W. LiulclmK*. or II. S. blackburno. 

Know Your Own Sli p. Walton. 

10. Glossary of Navigation. .1. It. llaibord. 

The navigator who desires to pass his spare moments, not 
only j lensantly but also profitably, should invest in a copy of 
a work entitled Azimuth, by Lieut.-Coiiitndr. (now Admiral) 
.1 E. Craig, U.S.N., published by J. Wi'ov & Sons, New York 
City, C.S.A. A more attractive combination of mathematics 
and natiticnl astronomy is dillieult to find. 

To complete his working outfit, every navigator should he a 
regular subscriber to the Suutical Mwjuznir, now published in 
CHasgow, and carefully read each month's number as soon 
as convenient after receipt. This organ of the Mercantile 
Maiine n<»t only allonh light and agreeable reading for leisure 
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moments, but also helps to keep the mariner closely in touch 
with matters—theoretical or practical—pertaining to his pro¬ 
fession. Notices of alterations and additions in buoys and 
lights; the discovery of hitherto uncharted dangers; modifi¬ 
cations in shipping laws; publication of the latest Admiralty 
Charts ; and similar items of importance to every seaman arc 
clearly set forth in the Nautical Magazine month by month. 

NAUTICAL INSTRUMENTS. 

To the master of any sea-going vessel other than a small 
coaster, the following nautical instruments are indispensable :— LUt of 
Compasses, chronometers, sextant, night-glasses, telescope, com- instrument* 
mon or patent log, hand and deep-sea leads, parallel rulers, 
dividers, charts, and mercurial barometer or aneroid—both it 
possible. Even the coaster must carry some of the above- 
mentioned instruments ; and, in deep-water vessels, an artificial 
horizon, pelorus, and a Station Pointer should be in evidence, station 
This last valuable instrument, until “ Wrinkles” called attention Poin t« 
to its virtues, had seldom or never been met with outside 
surve} r ing vessels of the Royal Navy. It is, however, now 
used freely in both War and Mercantile Navies. To vessels 
frequenting narrow waters and intricate channels the Station 
Pointer is most especially useful ; hence it should certainly be 
furnished to steamers trading to the Baltic, Mediterranean, 

Black Sea, East or West Indies, or China. The Radiograph .. 

° r Radiograph 

is a cheap and fairly accurate substitute for the Station Pointer. 

It is proposed to treat of the above-mentioned instruments 
separately, devoting either a whole chapter or but a portion 
of one to each ; so that, like any other good workman, the 
navigator may become familiar with the tools of his trade. 

Nothing but persevering ‘practice will make him an expert in 
their use. 

It will first, however, be convenient and in order to say some¬ 
thing about the size and shape of our planet, the seas of which 
the mariner has to traverse; and to explain in what way the 
“knot”—his unit of speed thereon—has been arrived at, 
together with its precise relation to units of a like nature. 



CHAPTER II. 


THE MILE AND THE KNOT. 

Knights of the quarter-deck, ns well as laymen, are frequently 
just a tnlle misty over this seemingly “knotty” subject. A short 
chapter will serve to clear away the haze an<l unravel the tangle. 

There are three perfectly distinct kinds of miles— 

Kind, of mil. 1. The Statute mile. 

2. The Geographical mile. 

3. The Nautical or Sea mile. 

Nos. 2 and 3 are often improperly taken to be one and the 
same thing. 

si.tuicmile The Statute mile is the English and American standard of 
itinerary measure, and was incidentally defined by an Aet passed 
in the 35th year of the reign of “Good Queen Bess” to be ‘8 
furlongs, of 10 perches of 16{ feet each,’ = 5.2S0 feet This is a 
purely arbitrary measure, mid has no connection with any scale 
in nature. 

Ceogr.phic.i Tlio Goyruphical mi/# is based upon the sice of the earth, 
it being the length of a minute of are of the earth's equator, 
and regarded as a fixed quantity in all longitudes. Assuming 
tho equatorial eireun f« ivnee to bo 24,902 1s statute miles, =» 
131 4s3,510 fet t, and dividing by 21 GOO ^3b0' x 1*0; we get 
00S7 2 feet as the length of the Geographical mile. 

But the navigator is not much concerned with either of the 
foregoing. \\ In n alloat lie 1 as only to deal with the Xuutical 
mile, whiel d< pi mis for its length upon the thipe as well as 
the size of the globe In sails over. In a general way we are 
accustomed to tlunk of our orange-,«d apt d p anet as a true 
sphere, but, it we go into c'ose detail, the flattening nt the poles 
and other lmgulnrities of shape will not nllow themselves to be 
slighting y passed over as negligible quantities. 

Most costly, rttim d, and protracted geodetic operations, under¬ 
taken by many countries during the past and present century, 
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have settled within such exceedingly narrow bounds the size, 
weight, and precise figure of the globe, that it is only left to 
‘ wranglers ’ to wrangle pleasantly over a trifle of a few hundred 
feet or so in any direction. 

The polar flattening was long looked upon as the only departure 
from the true sphere, but the elaborate investigations of General 
A. R. Clarke, R.E., seem to show that the eqnatoi is not quite Equatorial 
irreproachable in its rotundity, the excess of its longer over its bulR6 ‘ 
shorter diameter being not far from half a mile. General 
Schubert, of the Russian Survey, independently arrived at a 
somewhat similar conclusion. According to Clarke, the greater 
axis lies in S° 15' west, and 171° 45' east of Greenwich, the 
lesser axis being at right angles to this.* * The distortion of Earth’s shape 
the equatorial circumference is so small, comparatively, that its 
exact amount, and position of its vertices, are still under discus¬ 
sion and open to correction. Therefore, though a subject of 
interest to mathematicians of the higher order, for sailors it has 
no significance whatever. 

It is quite possible—indeed, probable—that no section of the 
earth is either a perfect circle or a perfect ellipse, even when 
minor or contour irregularities are negleeted. For purposes of 
nursery illustration, therefore, the time-honoured orange makes a 
capital “ object lesson,” more especially since it can be offered as 
a prize to be devoured after the lecture. Most oranges, however, 
rather overdo the flattening of the polar regions :—for example, Polar flatten 
in a 15-inch globe made correctly to scale, the flattening would 
only amount to ^th of an inch, a quantity which could not be 
detected without actual callipering, so that in sea-going practice 
we need not distress ourselves about this little eccentricity on 
the part of Mother Earth. Practical Navigation is not an “exact 
science,” and never will be. 

The earth’s equatorial diameter may be taken at 7926*59 Earth * size 
statute miles, and its polar diameter at 7899*58 statute miles; 
the compression is therefore 27 01 miles, or of the equatorial 
diameter. This is rather more than has hitherto been accepted, 

Sir George B. Airy (late Astronomer-Royal) having put the com¬ 
pression at 26*50 miles. If we reduce to inches the length of the 

* If confirmed, this discovery will no Ionger.permit of the earth being termed hd “ oblate 
spheroid to be strictly correct, its designation henceforth would be an “ellipsoid, a 
geometrical figure haviDg three rectangular axes of unequal lengths, its section in any 
direction being an ellipse; whereas an “ oblate spheroid" gives a circular section if cut 

*t right angles to the axis of revolution. 
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polar axis as above, we get in round numbers 500,500.500—a 
curious combination of figures, very easily remembered, and 
sufficiently near the truth for most purposes. 

Equatorial The earth’s equatorial circumference has already been stated 
" as 24,902 18 .statute miles; this, be it observed in passing, is the 

longest distance which can possibly be travelled in a direct line 
(Great Circle) over its surface. It is, however, the earth’s meri¬ 
dional circumference which is responsible for the length of the 
Mean length of nautical mile. Taking the arithmetical mean of diameters given 
on previous page, this will be 24,859 7 statute miles, = 131,25!*, 150 
feet, nu*l these, divided by 21,000, give 6076 8 feet as the mea¬ 
surement of the mean sea mile.* But why the qualification 
“ mean ” sea mile ? Because, as will presently be shown, the sea 
mile varies with the latitude. Jts length at the equator is 6046 
feet, increasing to 6109 feet at the poles. The difference is not 
appalling, and as ships on the high seas are not navigated 
to yards, it is clear that the variation in the length of the 
nautical mile is of no importance to the sailor, further than that 
if lie “ fancies himself,” and wishes to he a cut above his fellows, 
he ought not only to be acquainted with the fact, but also 
capable of giving an intelligent explanation. 

We have already seen that a section of the earth in the plane 
of the meridian—instead of being a mathematically true circle — 
is somewhat oval (or elliptic) in shape. If the circumference of 
n tru • circle (a compass card, for example) be divided into 360°, 
everybody knows that the length of each degree, or rati er the 
space between each degree, will be the same to a hair’s-bivath ; 
not so with the oval. As its radius of curvature is variable, in¬ 
creasing from the extremity of the major axis to the extremity of 
the minor axis, and as in consequence of this the direction of the 
vertical will n*»t go to the earth's centre, but meet at varying 
points, so on the earth's surface a degree of the meridian is found 
by geodetic measurement to increase from the equator to the poles. 
The nautical mil**, therefore, varies slightly with the latitude, and 


nautical mile. 


Variability in 
length. 


it thus happens that hooks of reference assign to it values pretty 
much in accordance with the enpric** of the writer and the idea 
_ pervading his mind at the moment; for example, a favourite 

Quot hnmlnrt 1 ° 1 

tut aeoifut.*- notion is tl at the nautical mile should correspond to the latitude 
of the region most traversed by the fleets of commerce. 

Norm and others give the Admiralty nautical mile as 6,6^0 b et 
but a visit to the Hydrogrnpher would probably lead to a repudia¬ 
tion on his part *>f that particular measure; indeed it is doubtful if 

• Sre Apppndu C 
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the Admiralty lay claim to a nautical mile of any fixed length. 

On page 37 of the 5th edition of the Admiralty Manual of 
Scientific Enquiry —a work published by authorit}'—the number 
of feet in a sea mile is given as 6075 ; and on another page the 
Table of Dip is stated to be calculated for a mile of 6060 feet. 

0080 feet correspond to latitilde 48°, and these figures— 
recommending themselves more particularly on account of round 
numbers—are adopted throughout “ Wrinkles.” The nautical 
mile is therefore 800 feet longer than the statute mile . 

For roughly converting nautical miles into statute miles, or Mile equiva- 
vioe versa, it is useful to know that 13 nautical miles are near lents * 
about the equivalent of 15 statute miles; then by simple pro¬ 
portion you can find the equivalent of any other number. The 
easiest way to do this, when an Epitome is at hand, is to open 
the Traverse Tables at 30° ; then against the nautical miles in 
the Latitude column will be found the corresponding number of 
statute miles in the Distance column. 

Landsmen, and seafarers in some instances, confound the knot 
with the nautical mile, and regard the word knot as used to 
discriminate against the statute land mile. This idea is quite 
erroneous! The knot is the world’s unit of speed, the mile is 
the unit of length. One knot, two knots, etc., are speeds of one 
nautical mile, two nautical miles, etc., an hour. This definition 
should never be forgotten. 

Instead of our “yard,” the French and other nations use the Metre, 
‘metre’ as their standard of length. It is assumed to be the 
ten-millionth part of the meridional quadrant, and was fixed by 
law at 39‘370432 inches, in accordance with what were then 
accepted as the dimensions of the earth. But taking the dimen¬ 
sions here given, the length of the metre should be 39 377786 
inches. This last may be termed the ‘ ideal ’ metre, in contra- Lejrai and 
distinction to the other or ' legal ’ metre. Idea1, 

By way of finish it will be interesting to glance at one or two 
points in connection with those extensive national surveys already 
alluded to. But little reflection is needed to shew that where 
exactness is sought after, all measurements of the earth’s surface . 

—whether vertical or horizontal—must be referred to a common Datom plan6 
datum plane. Looking at the figure, the question at once pre- 
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seats itself : -At what distance from its centre are we to measure 
the circumference of the globe, or, in other words, at what part is 
its diameter to be taken ? Is the circumference to be taken as 
the outer circle representing the summit of the highest mountain 
(Everest, 29,000 feet); or is the middle circle, representing the 
mean sea level, to be taken ; or lastly, is it to be the inner circle, 
representing the profoundcst depths of the ocean ?* It is evident 
a great deal depends upon the answer. 

There can be no doubt that the Mean Sea Level is the natural 
and only reference plane that can be employed for the purpose. 
In measuring the " base line”of a survey, it is necessary that the 
altitude of every part of it above the level of the sea be deter¬ 
mined, in order that the measured length may be reduced to what 
it would have been had the measurement been made on the sur¬ 
face of the sea itself. At first sight it would seem as if there were 
no special difficulty in determining the mean sea level, but, as a 
matter of fact, all measurements of the earth’s surface are very 
much hampered by its uncertainty. Observations seem to prove 
that the sea level does not coincide everywhere with the geo¬ 
metrical ligure which mo->t closely represents the earth’s surface, 
but may be raised or lowered here and there under the intluence 
of local and abnormal attractions. Matter attracts matter, as 
ships in a calm are said to draw near to each other. So it hap¬ 
pens that the absolute height of lofty mountains above m*'an sea 
level is difficult to arrive at on account of the permanent distor¬ 
tion of the neighbouring sea surface by the attractive f >rce ©f 
their own masses. 

Thus it has been calculated that the Himalayas ought to heap 
up the waters of the Hay of Bengal to the extent of jOO feet: 
but in reality they fail to do so, and it follows that what would 
be the undeniable action of the Himalayas, if of average density, 
must be counteracted by some occult inllnence. Science fortu¬ 
nately comes to the rescue. The observations made at the 
various stations of the Indian Meridian Arc have brought to light 
a physical fact of the very highest importance and interest, 
namely, that the density of the strata of the earth’s crust under 
and in the vicinity of the Himalayan Mountains, is less than that 
under the plains to the south, the deficiency increasing as the 
stations of observation approach the Himalayas, and being a 
maximum when they are situated on the range itself. OScmral 

* 1 Up proatcjit ilop' i n f»r r* r c >. ntcu 1 - I'.M . ,i luy lu'ltoniv lu 1’2* 4.1 
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Clarke shews that the form of the sea level along the 1 ndian arc 
departs hut slightly from that of the mean figure of the earth. 

As explained above, subterranean tenuity is the cause, and thus Unequal 
the non-appearance of the attraction which this gigantic range den9lty ‘ 
ought to produce is satisfactorily accounted for. 

The Chilian Andes, from their greater nearness to the Pacific, 
have been computed to exert an influence on the sea level equal 
to 2,000 feet, but it is probable that in their case, also, this is, for 
the most part, nullified by want of solidity in the earth’s crust; 
for what more likely than that, in the process of upheaval, sub¬ 
terranean voids have been left corresponding more or less to the 
elevations. Ben Nevis, which contains about a couple of cubic Be ° N«vi» 
miles of matter, is said to produce in the neighbouring sea an 
elevation of three inches. 

Dr. A. Supan, in “ Petermann’s Mitteilungen,” called attention 
to the fact that, according to the most recent measurements, 
particulars of which have lately been published, the old 
hypothesis, that there were important differences in the levels 
of the seas of Europe, is no longer tenable. The statistics 
given in the “Bulletin Annuel de la Commission de Metdorologie 
du Departement des Bouches du Rhone” (1S91), show that the 
mean level of the water at 38 stations in the Adriatic, Mediter¬ 
ranean, Atlantic, English Channel, North Sea, and Baltic, differs 
in most cases but a few centimetres from that at Marseilles, so 
that, for practical purposes, it may be taken that the mean sea- 
level on all the coasts of Europe is much about the same. It will 
be some } T ears yet before this can be definitely settled. Meanwhile 
the conclusion cannot be avoided, that measurements of heights 
above the sea level as commonly stated, though fairly comparable 
one with another over a limited area , are subject to no little un¬ 
certainty if regarded as absolute quantities referred to the ideal 
sea level of the mean terrestrial ellipsoid. 

Now, for the same reason that mean sea level is not quite uni¬ 
form for all parts of the world, the plumb-line, usually considered 
a model of rectitude, does not hang truly vertical everywhere. 

This is the same as saying that the surface of the mercury in an 
artificial horizon is not truly level everywhere. Just consider 
the effect of this on the more delicate astronomical observations of 
a survey, and the knowledge and skill required to eliminate such 
errors. 

In mountainous countries, as near the Alps and in the Caucasus, 
deflections of the plumb-line have been noted to the extent of 29 . 
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On the other hand, deflections have been observed in flat 
countries; for example, at certain stations in the vicinity of 
Moscow within a distance of 16 miles the plumb-line varies 16* 
in such a manner as to indicate a vast deficiency of matter in 
the underlying strata; but, luckily for the surveyor, these are 
exceptional cases. Here is another nearer home. On the north 
coast of Banffshire, near the village of Portsoy, there is a spot at 
which the deflection amounts to 10", so that if that village were 
laid down on a map in a position to correspond with its Astro¬ 
nomical latitude, it would be 1,000 feet out of its proper place, 
since a second of arc ( ,r ) about equals 100 feet on the earth’s surface. 

Astronomical or Observed Latitu<le is the angular distance from the 
equator of the apparent zenith ; or it may be expressed as the Declina¬ 
tion of' the apparent zenith. It is consequently dependent upon the 
direction of the plumb-line, since it is this latter which gives us the 
vertical point known as the zenith. 

Now, it has been shown that the plumb-line is subject to disturb¬ 
ance ; but when not disturbed, it coincides with the normal of the true 
ellipsoid, and, therefore, indicates the true, zenith. 

The normal to the undisturbed surface of mercury in an artificial 
horizon, that is, the undisturbed vertical at any point of the earth’s 
surface, is not in the direction of its centre except at the Poles and the 
Kquator. 

The Geodetic or Geographical, or True Latitude, is the angle which 
tliir- normal makes with the plane of the equator. On the other hand, 
some mathematicians consider the true zenith to be in the external 
prolongation of a line from the earth’s centre through the place of 
observation. I.ut, properly speaking, this is the Reduced zenith. 

Geocentric Latitude, not mentioned hitherto, is the angle at the 
centre of the earth subtended by the arc of the meridian between the 
place in question and the equator. It is therefore independent of the 
earth's shape. 

The f/eocentric is always less than the Geodetic Latitude, except at the 
equator and poles, where the two coincide. The maximum dilference 
(IT M ') is in Latitude 1.1°, As the Nmigiitor 1 as only to deal with 
Astronomical Latitude, he need not worry over these fine distinctions. 

With the foregoing intricacies before the mind, one can have 
some slight inkling of the exceedingly delicate and high-elas* 
mathematical character of the observations and calculations re¬ 
quired in an extensive geodetic survey, such, for instance, os our 
own " Ordnance Survey,” or the huge undertaking known as the 
"(beat Trigonometrical Survey of India.” 

Verily, broth**!*, there are more things in Heaven and m earth 
than are dreamt of in the simple philosophy of seamen * ! 





CHAPTER III. 


THE MARINER’S COMPASS, AND IMPORTANT FACTS CONNECTED 
WITH IT. 

Curiously enough, until comparatively recently, ship-builders 
and owners did not bestow on the compass the amount of con¬ 
sideration which it undoubtedly merits. It is pre-eminently the 
instrument upon which the safety of the vessel depends, and 
justly ranks first in importance. It would be easier to dispense 
with the Chronometer, or even the Sextant, than with this in¬ 
valuable guide. With a faulty compass, a straight course cannot 
be made. Formerly, when time was less an object than it is now, 
a bad landfall, or distance lost on the voyage through zigzagging 
over the ocean, was of no particular moment; but in these days 
of keen competition, when the public look for the arrival of 
Trans-Atlantic and other mail steamers almost to the very hour, 
and the rival companies wage paper wars over the splitting of 
minutes in the passages of their respective vessels, it is necessary 
that good navigating appliances should back up good ships. 

Compasses for use on board ship are of two classes—the Stan¬ 
dard and the Steering Compass. Taking them in this order, the 
Standard first claims the readers attention. 

To begin then, it is of the greatest importance that a spot 
should be selected for the Standard compass where it would only 
be acted upon by the general magnetic character of the ship , and 
not by particular masses of iron in its immediate vicinity. To 
this some builders pay considerable attention, whilst others, un¬ 
fortunately, seem unaware of the necessity for such a precaution, 
taking it for granted that the compass adjuster can effect his 
object, cpiite irrespective of how the compass may be fenced in 
with iron. 

The Standard may not inaptly be termed the “Navigating 
compass.” By it the course should be set, and all bearings taken 
for ascertaining the ship’s position. To this end, it must he 
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placed where an all-round view of the horizon can be had, ex¬ 
cepting, of course, when the masts or funnel intervene. In vessels 
of the larger class a special platform is erected, and in such cases 
the handrails and supports are of wood or brass. Unless, how¬ 
ever, the whole structure is tirmly and securely bolted down to 
the hull of the ship, it will be certain to vibrate in strong winds, 
or with much motion, and so destroy the steadiness of the card, 
rendering almost useless what may otherwise be a good compass. 

The binnacle should be large enough and of such a shape as 
would permit of the adjusting magnets being placed inside, in¬ 
stead of on the deck. This is a neat and compact arrangement, 
and access to the interior can bo had through a small door pro¬ 
vided with a yood patent lock and key. To prevent tampering 
with the magnets, or the inside being made use of by quarter¬ 
masters as a handy stow-hole for odds and ends, this door should 
be religiously kept locked, and the key in the possession of the 
captain. 

Gray, of Liverpool, was about the tirst to bring out a binnacle 
embodying this principle; or, to be more correct, it was a square 
stand or box, upon which the binnacle proper was placed. To 
the late Lord Kelvin is due the credit of having brought into 
fashion a really satisfactory form of binnacle; and, with modi¬ 
fications, the bulk of compass-makers have followed suit. 

One of the great advantages of the plan is that when it becomes 
necessary to remove the binnacle for any purpose—such as caulk¬ 
ing decks, &e., there is no occasion to disturb the magnets; 
whereas when they are nailed to the deck round about the bin¬ 
nacle, it will sometimes happen that they an* taken up by caulkers 
ignorant of the mischief they are doing; and when replaced—as 
likely ns not the magnets are shifted end for end, and put down 
at a greater or less distance from the compass than they occupied 
previously. 

When the Standard compass is improperly situated—as, for 
example, on a narrow bridge, hemmed in by iron hand-rails, 
Hanked by boats' davits, awning-stanchions, ridge chains, stoke¬ 
hold ventilators of largo size with moveable cowl s, and probably 
not tw ) feet from the iron stand of the engine-room telegraph, 
or twice that distance from the donkey boiler,—it is rather too 
much to expect that its behaviour will be satisfactory. No 
adjust* r in the world could even pretend to compensate the errors 
of such a compass. He might certainly manage, by a liberal us 0 
of magnets, to lick it into something like shape for the time 



TEMPTING PROVIDENCE. 13 

being; but such an adjustment could not be depended upon for 
twelve hours after it was effected, especially in a new vessel, and 
on a voyage to the southward the deviations would soon become 
so large as to be unmanageable. 

Compasses are uot infrequently so badly placed that the 
adjuster has to compensate errors amounting to eleven or twelve 
points. 

The reader may imagine that the foregoing is an overdrawn 
picture, but if he will take the trouble to look around, he will not 
be long in finding how true its description is. Sometimes, too, it 
occurs in steamers that the end of a trysail-boom, when guyed 
amidships, comes within IS inches or less of the compass. In this 
case, if the foot of the sail should be made to haul out with a 
traveller, on a massive iron jackstay—a very common mode of 
fitting now-a-days—it is clear the effect on the needle will 
entirely depend on the position of the boom, whether eased off 
to port or starboard, topped-up, or in the crutch. 

The writer was in one vessel where the wire toppinglifts of 
the main-boom came down within six feet or so of the Standard 
compass, and were proved to produce an effect of 5° when the 
boom was guyed over from one side to the other. Precaution, 
then, should be taken, that no iron subject to temporary removal, 
be within ten or twelve feet of the compass; and the latter 
should stand at least 4 feet 6 inches above the deck, not only on 
account of the beams, but to avoid the liability of being 
influenced by any moveable article of iron on the deck next 
below it. 

It is common enough, where the vessel is steered forward, to 
find a compass placed on the bridge just above the one in the 
wheelhouse.* In such cases it is imperative that the upper or 
bridge binnacle should be raised above the deck as much as 
possible, or the compensating magnets contained within it will 
affect the other compass in the wheelhouse, and vice versa. If 
raising the binnacle on a wooden stool or solid block should 
render it inconveniently high, it is not a killing matter to build 
a suitable step—or even a couple of them—round about its base. 
The reciprocal action of one compass and its magnets upon 
another—more particularly in the position here referred to 
is a thing very likely to be overlooked from the mere fact of the 
compasses not both being seen at one and the same time. 
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• See diagram facing page 39. 
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r4 POSITION OF STANDARD COMPASS. 

When fitting out a new ship, it is not uncommon for the 
builder to consult the wishes of the future captain in the matter 
of compasses, &:c.: if, however, the latter does not join the vessel 
till she is nearly tinished and ready for delivery, it will be too late 
to expect much in the way of alteration, as builders, at all times 
averse to it, are particularly so when they are just about to make 
the vesst.1 over to her owners. But there is no reason why the 
captain, if dissatisfied with the existing arrangements, should 
not himself endeavour to remedy them in the course of some 
subsequent voyage It is an easy matter with a spare compass 
to make trial of various places about the decks, until uue is hit 
upon comparatively free from the influence of the ship s iron, ami 
t/ure the Maudard should he rigged up, even if other important 
matters have to give way for it. 

It is well to know that in every vessel there is a “ neutral 
spot" where a compass would have little or no deviation; hut 
unfortunately, it may he fount! to exist in an impracticable 
position. Nevertheless it is worth looking for. There is only 
one caution n< cessarv—before finally screwing down the binnacle 
in the newly found neutral spot, he sure that it is really so 
by testing the deviation on two adjucent cardinal points, such as 
north and wist, as it may happen that a place has been hit upon 
where the compass will be tolerably correct on one point and 
very much out on another. Jt is questionable, however, whether 
this neutral spot would deserve the name in all latitudes. 

The writer is led to the above remarks by having noticed that 
the Standard compass of ships several years old had been allowed 
to remain from the commencement in most unsuitable positions, 
as if their captains considered, that once placed, there they should 
for ever ren nin. 

The following is a description of a Stum lard or Navigating 
compass- honest ami simple—which has stood tin* test of several 
years' trial, and been found to fulfil all the desirable conditions 
in a fair degiv* : 

In point of size it is a compromise between the justly lauded 
Admiralty Standard compass and the gigantic ones which, until 
lew ntly, were in use on hoard some of the Atlantic Mail 
St<* miers. In Lin* attempt to gain steadiness, ami secure large 
marginal divisions to ste«r by, the cards of these last-mentioned 
compasses sometimes attaint’d the amazing diameter of la in 
and 20 in. Tl-e card under <le eription has a diameter of II in., 
ami is mounted similarly to the Admiralty one, on two pairs of 
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needles, respectively and 6 inches in length, by half an inch 
in depth, and ^ of an inch in thickness. The longer pair occupy Position of 
the central position, the ends of each being 15° from the north needles - 
and south line, whilst the outer, or short needles, are each 45° 
from the same point, after the manner represented in Diagram 
No. 1. The needles, as will be seen, are secured to the card on 



their edges in the usual way, arc parallel to each other, and equi¬ 
distant. By this arrangement the advantages of a large card 
are secured without the drawback of long needles , which are 
objectionable for many reasons : the principal being that they are 
opposed to a perfect compensation of the compass by magnets, 
and that there is no practical gain of directive power, the latter 
being more than counterbalanced by the friction on the point of 
support, resulting from the increased weight. It follows from 
this last, that in all compasses the needles should be very thin, 
and the brass or aluminium carriers as light as possible.* 

* There will be no loss of power consequent on thinuess, as magnetism resides princi¬ 
pally in the surface. 





















Sluggishness 


In steamships 
the course 
should be set 
id degrees. 


ib LECKY'S RADIAL-USE STAS DA RD. 

It may he laid down as a fundamental principle that the smaller 
thr needles, the more correctly they point; and the laryer a card 
the more accurately it is read. When very large needles are 
used, shiyyishness results, which the unwary navigator is too apt 
to mistake for steadiness. 

Who has not seen a piece of marline or spun-yarn made fast 
to the compass bowl, and occasionally twitched by the man at the 
wheel to “keep the card alive,” or, as it is termed in Jack’s 
phraseology, “ to keep the compass afloat.” Independent of long 
needles, there are many causes to which this state of affairs can 
be traced, and they will he referred to further on. 



It will be noticed, by reference to above diagram, that the 
upper surface of the card is of novel pattern, 'flic outer rim is 
divided by radial lines into single degrees, every fifth and tenth 
being, for sake of clearness, marked stronger than the others. 
Now th it the course on Ixvird steamships at least—is very com¬ 
monly set in degrees, this, which might otherwise be considered 
an objection, is no longer one. Kach <pia Irant is numbered by 
tens, from zero at north and south, up to 00* at east and west 
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The diameter of the central space, representing the usual points 
and half points, is G*35 inches, and the length of the Stile or 
Shadow-pin mounted on the centre of the card is so proportioned 
(3*75 inches), that when the sun attains a greater elevation than 
50°, its shadow will fall ivithin the before-mentioned radial lines 
—showing at once, without reference to anything else, that the 
altitude is no longer favourable for observing azimuths. In this 
respect the compass is self-indicating. 

It is true that bearings of the heavenly bodies may be taken 
with other instruments up to altitudes of even GO 0 or upwards; 
but to get a correct azimuth, when the body observed is so near 
the zenith, necessitates a much more refined instrument than the 
ordinary ship’s compass. 

As a rule, except under great pressure, azimuths should not be 
taken at a higher altitude thau 30°; in fact, the nearer to the 
horizon, the better. 

To continue the description of this form of Standard compass,— 
the glass cover of the bowl is of a curved form, struck with a 
radius of G*5 inches, to allow room underneath for the play of the 
Shadow-pin; and the bowl, of stout copper, is suspended by six 
strong iudia rubber supporters to an additional or inner brass 
ring. This last arrangement, now in tolerably common use, 
diminishes the shocks which would otherwise be communicated 
to the card by the jar of the engines and propeller, and by the 
pitching of the vessel in a heavy head-sea. These may be 
lessened still further by placing a light spiral spring in the socket 
of the pivot which sustains the card. 

I 11 a well made compass of the ordinary pattern, the essentials 
are—that the pivot should be accurately centred in the bowl; 
that is to say, that its point should be exactly in the intersection 
of the two diameters, passing through the centre of the gimbals, 
aud in the same horizontal plane; the upper edges of the needles 
should also lie in the same horizontal plane, or, if anything , an 
eighth of an inch lower. To avoid distortion from shrinking, the 
card should be mounted on its mica base before printing, other¬ 
wise the graduation of the marginal divisions is likely to be in 
error. The shadow-pin, if there is one, should not only be straight, 
but accurately centred on the card, and the general balance of 
the instrument so well preserved that the shadow-pin will stand 
truly vertical under all circumstances. 

The compass should be sensitive in smooth, and steady in rough 
water. jj 
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The bowl, if inclined to list one way or the other, can be made 
to han^ horizontally by neatly serving the gimhal-rmg with lead 
wire; and in case the card itself should be a little out, some 
melted scaling wax sparingly dropped on the under side will 
speedily restore its balance. The card, when poised on its support, 
should not be more than ^ of au inch below the upper edge of the 
bowl whore the latter meets the glass cover, otherwise the sun 
would require to have considerable elevation before its shadow 
could strike down on it Moreover, the higher the level of the 
card, the easier it is to take bearings directly by the eye. The 
pivot should have a line point of hard steel or iridium, ground to 
lit the sapphire cap, and the magnetic axes of the needles must 
be strictly parallel to the north and south points of the card. 
Before going further, it may be as well brietly to explain one 
of the reasons why in modern compasses the needles are secured 
to the card on their edges, instead of on their tints, as formerly. 
As just stated, it is necessary, for obvious reasons, that the 
nno/iu tic axes of'the needles should be parallel to the meridian 
line of the card. Now, when needles or steel bars are magnetized, 
it sometimes happens that the poles do not lie exactly in the tU'is 
the fi'J ure, but obliquely to it, vide diagram; in which case if 
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mount'd on their lints, the above condition could not be con¬ 
veniently fulfilled, but by mounting the needles on their edges 
it can. 

If the foregoing points are conscientiously attended to in the 
nianufactun of the instrument, it will be found t<> give good 
results, and prove steady in n seaway. This latter quality may 
be still further ensured bv attaching a tint circular band of brass 
to the »aorg/ii of the card, on its under side, something after the 
fashion of the lly-whe« 1; its edict is to increase the vibrational 
period of tin* needles by throwing the weight to the outer edge, 
and in this manner it is a most \alnable auxiliary in conferring 
steadiness on the card. The dimensions of the brass ring are, 
* 0 of an inch in width on the lint, and ,‘ 0 of mi inch in thick- 
nes.. Lord k'dwn lists ingeniously a\nikd himself of this prin- 
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ciple in his patent Standard compass, which has proved such a 
wonderful success. 

With Lecky’s radial-line compass, azimuths of the sun or moon 
can readily be taken by simply watching where the shadow falls 
on the radial lines of the card. If partially veiled by clouds, so 
as to cast no shadow, a little practice will enable anyone to take 
a direct eye-bearing of the sun (if not too high) with a probable 
error of less than a degree. Bearings of objects on the horizon, 
such as ships, land, or lights, can be obtained with the utmost 
accuracy, by getting the Shadow-pin, margin of the card, and 
object in the same straight line. The writer and his officers have 
over and over again observed azimuths of stars—taking 3 or 4 on 
widely different bearings as a check. When worked out, the 
results generally corresponded within a degree, and never ex¬ 
ceeded two degrees, even when the vessel had considerable motion. 

See that the compass has not lateral end-play in the gimbals, 
which would jar the card, and cause it to oscillate every time the 
ship rolled. If the gimbals do not fit close up to the sides, 
insert a small piece of soft wood, but do not jam them or impede 
their action. 

See also that the freedom of the card is not interfered with by 
its edges touching the bowl; this sometimes happens with a too- 
ueat-fitting card when expanded by damp. Test it by spinning 
the card on its supporting pivot. 

In taking azimuths by the shadow of the sun or moon, the 
extreme convenience of the Stile is at once demonstrated. In 
smooth water the reading on the card can easily be made to half 
a degree, or under; at less favourable times, the swing can be 
observed and the mean taken. There is no stooping or manipu¬ 
lating of a refractory azimuth-ring and speculum, the use of 
which, when the bearing happens to be on the beam, is rendered 
additionally awkward in compasses fitted with chain boxes; nor 
does one’s nose get smeared with oil and brickdust that may be 
left on the brasswork by a careless quartermaster or lamp- 
trimmer. 

In swinging ship for a deviation table, there is nothing to do 
but stand still, with book and pencil in hand, and, as the ship is 
steadied on the required point, note the reading of the shadow 
simultaneously with the hour and minute by watch, previously 
set to Apparent Time at Ship. In fact the observer is master of 
the situation without an effort. With this compass, swinging 
the ship completely round, steadying her on every other point, 
should not occupy more than 30 or 35 minutes. 
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Some compasses are still fitted with a Shadow-pin, to ship in u 
socket on the glass cover; hut there are several serious objections 
to this arrangement. The pin, from its exposed position, is 
continually getting hent; if removable, it gets lost; if left on, 
and the binnacle top be hurriedly shipped or unshipped, it is apt 
to get a knock, which will probably break the glass, and cause 
no end of inconvenience. 

Again, it is seldom that the Shadow-piu is stepped exactly in 
the same vertical line as the centre of the card, which ought 
strictly to be the ease if a correct result is looked for ; the sun 
has to attain <|viite a considerable altitude before the shadow 
can possibly fall on the card ; and finally, from the motion of 
the bowl and the card not being always coincident, the shadow 
on the latter ranges about much more than it need do. 

On the other hand, when the Shadow-pin is mounted on the 
card iUelf.it docs not sutler by handling; if made straight, it 
will remain so; it is protected from injury; it is more easily 
centred; and from its curved shape the glass cover is stronger. 

The correctness of all the various instruments used for taking 
azimuths depends, in the first place, upon certain of their parts 
preserving cither a true horizontal or vertical position, so that, if 
the objection be made to u Shadow-pin on the card, that it may 
not always stand truly vertical, it must not he forgotten that it 
applies with oijual, if not greater, force to all the other modes of 
observing; and it is this liability of instruments to deviate from 
their proper position, whether vertical or horizontal, that makes 
it ad\isable to take azimuths at low altitudes, whereby any 
errors due to this cause are reduced to a minimum. 

To test the balance of the cant is a simple matter. First of all 
unship it and assure yourself that the shadow-pin stands exactly 
at right angles to its surface; this can be done with an ordinary 
set-M|iiare. Next, replace the card and put on the glass cover, 
then, standing at a convenient distance from the binnacle, and 
the helmet or top being removed, stoop sufficiently to make the 
shadow-) in appear to grow out of the sea horizon beyond. A 
good eye will now have no dilliculty in judging whether or not 
the pin is at right angles to the true horizontal line. 

lint this is only half of the test, since, though the pin may l>c 
all right win n looked at from one point of view, it may he very 
much out from another, therefore examine it a second time in 
a direction < ight points to the right or left of the former one. 
m 1 if the pm still continues upright, its verticality on all othei 
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points is definitely established. Thus if the ship should be steer¬ 
ing west, and you make the first trial along the N.W. point of 
the compass, the second trial should be made either along the 
N.E. or S.W. point. 

If, however, the pin should be found inclined to one side or the 
other, note carefully the direction of its inclination, and having 
unshipped the card, drop a little melted sealing-wax on the under Seaiing-wa* 
and opposite side, close out to the edge. Replace the card, a « ounter - 
examine it afresh, and repeat the dose until the result is satis¬ 
factory. It is best to do this on a smooth day, when the ship is 
upright and steady. 

If the card should get overloaded with sealing-wax, it is easy 
to chip it off when hard. 

The compass just described was contrived by the writer, and is 
a comparatively cheap and thoroughly useful form of Standard. 

It is unpatented, and can therefore be made by any optician, 
and, to avoid the expense of a fresh plate, mounted impressions 
of the card can be had through the post for a few pence from 
F. M. Moore, 102, High Street, Belfast, who has constructed com¬ 
passes on this pattern. 

When the owner’s pocket can afford it, however, there is no 
Standard compass which in any way can rival the one invented Lord KeIvins 
and patented by Lord Kelvin. Its mechanical construction Patent 
is as near perfection as may be ; and looking at it either Com P aSs * 
theoretically or practically, it has advantages which no other 
known compass possesses.* 

Unfortunately there is considerable misapprehension abroad 
as to this compass ; the writer has heard men, who ought to 
have known better, say, “ Oh ! it is too complicated tor ordinary the . Kelvin - 
folks.” Now there could not be a greater mistake than this. Compass. 
The entire arrangement is beautiful in its extreme simplicit}", 
and there is absolutely nothing to get out of order. 

“ The proof of the pudding is in the eating of it,” and five 
years’ experience of Lord Kelvin’s compass in all weathers and 
climates has convinced the writer that it is no more liable to a 
mishap than any other kind—perhaps not so much, whilst the 
facilities for adjusting it stand unrivalled. \\ e next come to 

•This was written in 1881. but since the expiry of the patent, compass makers 
generally have adopted the principle of short needles. In other respects, also, their 
compasses and binnacles approach the type of Lord Kelvius; so that, in some cases at 
least, there is not much difference between them. 
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THE STEERING COMPASS. 

Among the best is one in which the card is almost floated in 
diluted spirits of wine.* The howl is, of course, hermetically 
sealed, to prevent the escape of the spirit: and in the better de¬ 
scriptions there is a compensatory arrangement, which permits, 
without injury to the several parts, the expansion and contraction 
consequent on change of temperature. 

The objects of this form of compass are, first, to diminish the 
friction due to the weight of the card on the pivot, thereby 
materially increasing its sensitiveness, and secondly, to render 
the compass sternly in heavy weather, or when placed in positions 
where there is much tremor arising from machinery or otherwise. 
The dotation power of the card is so adjusted that, though the 
latter is several ounces in weight, its pressure on the point of 
support does not exceed 15 or 20 grains. The bowl should be so 
completely tilled by the spirit as to leave no air-bubble. If one 
should at any time appear, the bowl must he unshipped and 
turned upside down, to permit of the deficiency being made good 
through the proper filling hole, which is then closed by a screw- 
cap and washer. On no account must the '/lass con r ever be 
" farted . 

There is only one other caution necessary in the use of liquid 
compasses. In tropical climates they should be carefully shielded 
from the rays of the sun. which, if permitted to bent upon them, 
would turn the card a dirty yellow, and eventually, a brown colour; 
besides risking the breakage of the ghiss top, owing to excessive 
expansion of the spirit From neglect of this simple precaution 
the writer has seen several liquid compasses come to grief must 
unexpectedly, causing much annoyance during the rest of the 
passage, and < \pcnse lit tin* end of it. This is the only kind of 
compass which is suitable for boat work : in all other descriptions 
the card swings so much ns to he useless.! 

An erroneous idut ‘'ometiioes prevails, that, in an iron vessel 
Niich a compass is les affected than those of the common pattern. 
This is really not the case, i.ur do the makers wish to convey 

• Pi re ale h fa Marly kn..wu *' »)» nti f wine >a | refi all* lo water, or at y 
oilier liquid, because ll doe* in l freexe even al very low temperature*. 

t In lh» hevl l\qe. I cot |ia««es lit* card i* of I ar coiroel, n'l h permit* of pun 
ipiril* of wine tali g u*ed wiihoul dn ol niton, and render* fr«et tig nnpi »ible. 'ILc* 
point* cau never W gained lo the ordinary pan ted card. 
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sucli an idea. As explained above, a card, when nearly afloat, is 
much more sensitive and obedient to the earth’s directive force 
than the same one would be if suffered to rest its whole weight 
on the sustaining pivot, and that 4s all. The writer cannot here 
do better than quote the late Mr. Towson’s remarks on this 
subject. He says, on page 122, in his work entitled “Practical 
Information on the Deviation of the Compass for the use of 
Masters and Mates”:— 

“In connexion with compass deviations, inauy practical men 
have vainly attempted to discover some substance or medium that 
would insulate the needle from the influence of the magnetism of 
the ship’s iron. Many imagined discoveries of this character have 
been patented, and have served both to waste the time and money 
of the patentees, and to distract the attention of the mariner from 
that class of study which alone can promote his safety in navi¬ 
gating an iron ship. It may be stated with confidence that there 
is no available medium that can intercept magnetic influence. 
For two centuries, at least, every class of bodies has been sub¬ 
mitted to experiment, in order to discover a material capable of 
intercepting the influence of one magnet on another, not for the 
purpose of preventing deviation, but because the mechanic clearly 
perceives that if such a material were discovered, a motive power 
could be produced by various arrangements of permanent magnets 
and insulating bodies. But no one has succeeded in making this 
discovery. Should, however, the efforts, which for centuries have 
been unsuccessful, be realized, although a new motive power 
would thereby be available, it would be altogether valueless in 
connexion with the compasses of iron ships. The magnetism of 
the earth generally, the loadstone, soft iron, hard steel, or the 
electro-magnet, is all of the same nature. If we shut off one, we 
shut off all. 

“If, therefore, we could succeed in insulating the needle from 
the magnetism of the ship, we should by the same means intercept 
the magnetism of the earth, and thus the compass would be 
rendered absolutely useless. In the first place, then, the object 
sought for is not available; and, secondly, if such a medium did 
exist, it would be entirely valueless in connexion with the com¬ 
passes of iron ships.” 

There is an ill-defined idea prevalent among the older school 
of pilots and seamen that the compass is affected (1) by fog; 
(2) by strong winds of long duration in the same quarter; (3) by 
the phenomenon known as the A urora Borealis in the northern, 
and Aurora Australia in the southern hemisphere; (4) by the 
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ANTIQUE COMPASS LEGENDS . 


attraction of laml—notably when of volcanic origin, and by the 
proximity of the vessel’s keel to the bottom in the shallow waters 
of harbours, rivers, and estuaries; (5) by thunderstorms. 

These are the causes principally blamed for abnormal deflections 
of the needle; whether justly or unjustly remains to be seen. 

The two first may be disposed of very shortly. It can be 
stated in the most positive manner that neither mechanically 
Poi nor magnetically does fog nfleet the compass in the slightest 

degree. There is no difference in the magnetic constitution of a 
needle which has the good luck to reside on shore as compared 
with one whose misfortune it is to be buffeted about at sea This 
being admitted, we would have heard long ago if the doings of 
the needles in the basement of the Observatory at (Ireenwich had 
been at all erratic during logs, of which London can boast some 
very line specimens. There is also a magnetic department at the 
National Physical Laboratory near Richmond. In both these, the 
delicately-suspended needles are so arranged that their slightest 
movement is automatically registered on sensitized paper—in 
fact, photographed. Nothing out of the common can therefore 
occur without being detected, also tlie precise time of its occur¬ 
rence. It is therefore easy to trace connection between the 
behaviour of the needles and any outside phenomena supposed to 
influence them, jus the hitter are 21 Iso registered, though in a 
different manner. 

Hwd.bttried The same thing, of course, applies in the case of winds of long 
wlod '' duration, such as the still-necked easterly “ blows " that, in the 

spring of the year, used to drive scores of “ homeward bounders” 
into Queenstown and Falmouth and ton lesser extent do so still. 
Should the vessel be of iron, the deviation due to what is de¬ 
scribed further on jus “ Retained ” magnetism might be the 
culprit, inasmuch as, sifter a long stretch on one tack, with head 
pretty much in same direction, an iron vessel would have her 
ordinary magnetic character temporarily altered, so that when a 
shift of wind permitted a change in the course sjiy from north 
to east -the deviation on the new course would be found different 
to what it had been on east previous to the setting in of the spell 
of contrary wind. This is prolmhly the origin of the belief, 
and though indirectly it might jus shewn be accountable, wind, 
u.s such, could not deflect the needle a single hair's-bivjidth. 

We will p.iss on to No. .‘1. which is much more interesting, 
tnfluenrr of ihr Aided by the photographic camera uni spectroscope, substan¬ 
tia! progress In solar physic* luus been made within the past 
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twenty years or so. Sun-spot observations have been system¬ 
atized, and it is now accepted that the mean period of their 
recurrence is eleven 3 ’ears, though individual periods may depart 
from it considerably. For a long time it has been made evident 
that there is a decided connection between this period and that 
of terrestrial magnetic phenomena. That is to say, they are 
more frequent and more pronounced at times of maximum sun¬ 
spots. The records shew that magnetic storms, as they are 
termed, mostly occur when an exceptionally large spot is visible 
near the central meridian of the sun’s disc, or about the time of Sun-*pot». 
some great change in a sun-spot. It has been established, also, 
that these magnetic disturbances take place at the same absolute 
time over the entire earth. 

The spot-group on the sun February 5-17,1802, was the largest 
photographed at Greenwich since 1S73, in which year was 
commenced the Greenwich series of photos. Its presence was 
associated with a correspondingly large magnetic disturbance, 
which attained its maximum on February 13-14-. It began on 
the 13th, about 5*32 p.m., was at its best between midnight and Magnetic 
2 A.M., and gradually died out about 4 o’clock the same evening, storm ' 
thus lasting nearly 24 hours. It seriously disturbed the telegraph 
and telephone services throughout the world, and was attended by 
one of the most brilliant auroral displays seen of late years in 
this country. At Greenwich, the needle for recording the varia¬ 
tion was pulled out of the meridian line 1 ° and more. At Kew, 
the same occurred; whilst at Potsdam, “ enormous ” fluctuations 
were uoticed: changes of 2 ° in two minutes were recorded, and 
deflections of 14° were observed. (Dear reader, please note that 
changes or vibrations of 2 ° were considered “ enormous.”). 
November of 18S2 was marked by a disturbance falling but little 
short of the one just described. 

In investigating the relationship between large sun-spots and 
magnetic storms, it appears that one or more will usually occur 
during the life of any particularly noticeable sun-spot; and a 
curious point—so far unexplained—is that these disturbances are 
more common in spring and autumn than at other times: thus, Season of 
taking the Greenwich records for the last 50 years, disturbances d,sturba,IC ® 
are two or three times more frequent before and after the equi¬ 
noxes than at the solstices. 

A preliminary sudden movement is a common feature of mag¬ 
netic storms. It may be taken as a warning of the disturbance 
to follow in a lesser or greater number of hours, but sometimes 
the disturbance follows on at once. 
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Auroras and sun-spots are found to wax and wane together 
even in their smaller 11 actuations, but the theory that they de¬ 
pended for their frequency on the intlucnce and position of the 
planets had to be abandoned. Beyond question, the Aurora is an 
electrical phenomenon, something after the style of sheet light¬ 
ning. According to Lemstrum, who, by overspreading the top 
of Mount Orutunturi, in Northern Russia, with a network of 
insulated wires, succeeded in producing identical clleets, the 
Aurora is dm* to currents of positive electricity illuminating the 
atmosphere in their passage to the earth. The vertex of the 
luminous arch is always found in the direction of the magnetic 
meridian, and as the display is known to occur .simultaneously in 
both hemispheres, it shows, as might he expected, a connection 
between the magnetic poles of the earth. 

It is abundantly proved that the very largest magnetic storms 
do not pull the most delicately balanced needles more than 1$° 
out of tin* magnetic meridian, llow then about the rougher 
instrument of the mariner ? Further, the effect of these disturb¬ 
ances is more in the direction of causing small vibrations of the 
needle than in holding it over for a length of time to the right or 
left of the line of rest: in fact, a man might pass his life at sea, 
ami not experience a steady pull of 1 . * 

Km>ugh hns been said to shew that auroral displays, magnetic 
storms, and periods of solar activity, are each coincident with the 
other, and productive of magnetic disturbance; but even in their 
most intense form the amount of such disturbance would seldom 
be appreciable on board ship, certainly ne\er so great as to 
approach even a quarter of a point 

Should, then, unusual deviation be promt to exist during a 
time of fog. a long continuance of wind from one quarter, or 
during a display of the Aurora, the navigator may put these 
three “ uspeets *' on 011 c side, and look in some other direction 
for the cause 

Anyone can test these matt* rs for himself, in thick fogs it is 
often beautifully clear overhead and the water smooth, so that 
‘Time Azimuths' can readily be taken of Sun, Mo.m. or Stars, 
which can be repeated aft* r the fog has cleared otl': and these 
observations can be furth* r compared with those taken oa the 
mmio* ontrs* a short time previous to the fog setting in. The 
same c .111 1m* lone with the Aurora, and all doubts set at rest. In 
like manner, when | a sing close to islands known to be magnetic 

such a St. 11«*leii i, huitclUri 1 or tin* Salvages a series of 
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careful azimuths would do more to convince the sceptic than any 
amount of “ink-slinging.” Besides, why should any one parti¬ 
cular ship be selected for a manifestation of this kind, when 
thousands of others, under similar circumstances, had been al¬ 
lowed to go scot-free. It is altogether unreasonable, unless the 
magnetic demon is guilty of favouritism. 

The writer would wish it understood that the foregoing is 
strictly borne out in his own experience at sea. Whenever op¬ 
portunity offered, most careful experiments were made to confirm 
or disprove all such theories, and though many thousands of 
azimuths have been taken by him in such parts of the world as 
he has visited, and at various hours of the night and da} r , in no 
single instance was anything abnormal detected which could not 
otherwise be satisfactorily explained. 

No. 4. The attraction of land, and the effect produced by 
proximity of vessel’s keel to the bottom. 

This comes under the heading of “ Local Attraction ”—a term 
which will be more fully explained in another place: suffice it to 
say here, that it has reference only to the effects on the compass 
of magnetic forces external to the ship in which such compass is 
placed. From time to time one hears extremely foolish accounts 
of wreck through the supposed attraction of land. The writer 
recollects one in particular, which, from his familiarity with the 
locality, made rather an impression. It was that of a fine large 
steamer stranded near Cape Santa Maria in the River Plate. 
“ Fools step in where angels fear to tread,” so some sage newspaper 
correspondent attributed her loss to the effect of an imaginary 
magnetic hill somewhere round about that neighbourhood. This 
gentleman had probably been reading the story of Sinbad the 
Sailor, and how, on getting near one of these magnetic hills, its 
attraction was so powerful as to pull all the nails out of the ship’s 
side, and down she went, plump 0!! As a matter of fact, the 
steamer was lost through ignorance of the north-easterly current 
which invariably runs on that coast with great strength during 
a Pampero. 

Pretty much the same thing appeared in the Press when 
H.M.S. Serpent came to grief near Cape Finisterre in Nov. 1890, 
but it was clearly shewn in evidence at the court-martial, that 
even had there been any “ Local attraction ” thereabouts, its effect 
would have been to keep the vessel off shore. 

Magnetic laws do not permit of the supposition that visible 
land will disturb the compass of a ship at sea, because the effect 
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of a magnetic force diminishes in such exceedingly rapid propor¬ 
tion as the distance from it increases, that it would require a 
local centre of magnetic force of an amount absolutely unknown 
to affect a compass half a mile distant. It has never been dis¬ 
puted that masses of rock are sometimes intensely magnetic, and 
quite overpower the earth’s magnetism when a comjxiss is placed 
sufficiently near. There is nothing new in this. For example, 
in the account of the voyage of H.M.S. Beagle during the survey 
of Tierra del Fuego, about the year 1S30, it is mentioned that 
several times when the ' Kater’s ’ Standard compass was taken on 
shore to get bearings, the “ Local Attraction ” was so excessive 
that the card lmd no directive force whatever, and observations 
were impossible. On returning to the Beagle the effect dis¬ 
appeared, though the vessel was close in with the same land. 

The writer recollects full well that, during the time the western 
part of the Strait of Magellan had to be navigated with fear¬ 
fully imperfect charts, it was a regular thing to hear recounted, 
with a face as long as the main to’bowline, how in such and such 
channels the compasses had “jumped ” two points or so. and had 
nearly put them on shore. It was no use attempting to convince 
the narrator to the contrary. These "jumps ” are never heard 
of now : the magnetic phantom who delighted in these pranks 
has been exorcised by the mod< rn surveys of Wharton and 
others, which shew that the previous charts were frequently 
whole points in error. In the intricate channels leading from the 
Strait to the tlulf of Penas, the writer, during the six years he 
used them, found errors of 'A and 4 points to be quite common; 
but azimuths there-and-then always exonerated the compass, 
though the land was sometimes not more distant than half the 
length of the vessel. The distance traversed in these channels 
was about df»0 miles, with neither lights, buoys, nor beacons: 
sometimes a dozen or more of islets would be passed where none 
were shewn on the chart; and sometimes a number appeared on 
the chart which were invisible elsewhere. It was a splendid 
place to teach one to keep his eyes open and his wits nliout him. 

The law which has hitherto been found to hold good as regards 
‘ Local attraction " of magnetic rocks is, that north of the magnetic 
equator the north-snking end of the compass needle is attracted 
towards any centre of disturbance ; south of the magnetic equator 
it is repelled. Now, in the ease of the Serpent, steering south, 
the effect, had there been any (which was certainly not the case), 
would have hecn to cause easterly deviation, and, as an) one 
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may see, easterly deviation would have taken her off shore, as 
already stated. 

So far so good, but in some unaccountable manner it has 
hitherto been overlooked that while a ship is such a distance from 
visible land as to be altogether beyond reach of possible magnetic 
influence, she may, in shallow water , be passing closely over fer¬ 
ruginous rocks capable of producing very decided magnetic effects 
on her compass. This, however, was not the Serpent's case, as h.m.s. 
the water only shoals near Cape Villano when close in to the Ser ? eut 
coast. 

Some instructive cases of this kind have come to light within 
the past few years: one instance is furnished by observations of 
the Variation of the compass on the east coast of Madagascar. 

The normal lines of Variation for several miles southward from 
St. Mary’s Isle should vary from about 11° W. to 12" \V., but 
instead of this, the French meu-of-war, which are frequently 
running up and down this part of the coast, find that the Varia¬ 
tion near the shore at St. Mary’s Isle is only 6° or 7° W., the Bed of sea 
north end of the compass being repelled by the nature of the 
bottom. These results tally with observations made on shore in 
Madagascar, New Zealand, and other places. 

There is a similar area of magnetic disturbance in the Adriatic, 
which was examined at the request of the late Father Secchi, 
the astronomer; but by far the biggest thing in this way was 
discovered near Cossack by H.M.’s surveying schooner Meda — MeJa's 
a wooden vessel employed on the marine survey of the north- dlscovery 
west coast of Australia, a part of the world which is known to be 
highly magnetic in places. In July of 1885, the Meda, in pass¬ 
ing at night, found a sudden deflection of two points in the 
neighbourhood of Bezout Island, but was unable to investigate 
the cause until the following September, and then only partially. 

But in 1890, H.M.S. Penguin, then carrying on the survey, was 
employed to look into the matter more fully. It was supposed 
by the Meda’s officers and others that the island of Bezout was 
accountable for the vagaries of the compass in that neighbour¬ 
hood, but Captain Creak, R.N., F.R.S., the then Admiralty 
Superintendent of Compasses, adjudged it to be a magnetic 
ridge under the sea, and this proved to be the correct view. 

On November 4th, 1890, the Penguin being at work in the 
neighbourhood, the magnetic elements were obtained on shore 
near Reader Head, but nothing remarkable was found either in 
Dip, Declination, or Force. On the 5th, the ship was swu .12 
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twice when H to 0 miles from the shore. On the first occasion 
there was a very slight indication of unusual variation. Leaving 
Port Walcott on the usual track iu the afternoon, when Bezout 
Island bore S. TIP W. (true), distant two miles, the north point 
of the compass was suddenly deflected two points to the west¬ 
ward, just as had happened to the Meda, though not quite on 
the same ground. The ship was immediately anchored, and 
some hours of the next day were spent in examining this an¬ 
chorage aud locality generally; the soundings gave 9 fathoms 
throughout. Observations were also made during this time on 
Bezout Island (the nearest visible land) of the absolute values 
of the three magnetic elements, hut, notwithstanding the short 
distance separating the island from the ship, the results nr re 
normal. 

(>n hoard the Penyuin, the instruments employed were the 
standard compass, situated fiS feet above the bottom of the sea, 
and a Fox dip-circle, about fi feet higher. It was found that tin- 
centre of the disturbance was about 50 feet in diameter. Drift¬ 
ing slowly over it from N.W. to S.M three or four times, the 
greatest disturbance of the Standard compass was produced hy a 
force repelling the north end of the ueedle: this amounted to 
2.T of deviation when on the N.W. side of the centre, and to 55 
on the S. 1C. side. 

The ship was anchored for four hours, nearly over the centre 
of disturbance, the north-seeking end of the compass net die re¬ 
maining constantly repelled as much as 50’ to 55 . When exactly 
over the centre, th <»l>senvd dip was S.T S., the normal value for 
the general locality being 50’ S. The north-seeking end of the 
dip-needle was therefore repelled upwards to the extent of d.’l , 
tl» nigh at the same time— from being vertically over the focus 

tlie Standard e mpus-. shewed but little ih-viition. 

The- large vahn s of 55 iu the Declination (Variation), and 
T? in the Inclination Dip), were confined to a very small area, 
the values of the disturbance iu both elements dec re tsin / ripi/ly 
as the o litre was passed in any direction. The position of the 
J'tnyuius centre of disturbance was Bezout Island beacon on 
summit), S. TIP W. (true), distant 21 t miles, an 1 was I f? miles 
from the Mcda's centre of disturbance. 

A further, and, in some respects, even more detailed examina¬ 
tion was sul s<* jiieutly made < f this interesting locality with the 
foil, wing re nils: W ithin th<- limits of an urea four miles long 
noiili-eost and south west, by two miles broad, with a depth ol 
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S to 9 fathoms at low-water springs, ami bottom of quartz-sand, 
and shells, the compass was disturbed from 1° at the outer limits to 
as much as 50° near the focus of the disturbing force. Over this 
focus the dip-needle shewed ST 10' S., the north-seeking end 
being thus repelled upwards 31°. The greatest range in deflec¬ 
tion of the Standard compass was 8G°, viz., 5G° to the east and 
30' to the west, confirming the previous occasion’s observations. 
This place happens to be on the line of No Variation. 

Such deflections of the compass are due to magnetic minerals 
in the bed of the sea under the ship, and ivhen the water is shallow 
and the force strong , the compass may be temporarily deranged 
when passing over such a spot, but the area of disturbance will 
be small, unless there are many centres near together. Observa¬ 
tions prove that disturbance of the compass in a ship afloat is 
experienced only in a few places on the globe.* The excess of red 
magnetism found near Cossack, as above detailed, is a most 
unusual occurrence, and need not give navigators the nightmare. 
It, however, teaches a lesson. Observe azimuths as often as 
possible. Half his time, the officer of the watch is walking to 
and fro the bridge doing absolutely nothing. Why should this 
be, when he might be usefully occupied—not with a scraper or 
a paint-brush, ‘ tramp * fashion—but in contributing his quota 
towards the safe navigation of the ship ? 

The minor question of compass disturbance by proximity of 
the vessel’s keel to the bottom in frequented harbours, rivers, and 
estuaries, need scarcely be touched upon; not that it is impossible, 
as shewn above, but because there is no authentic instance of such 
a thing having happened. When iron vessels first came out, it was 
even conjectured that the anchor and chain cable, acting as media 
between the hull and ground, produced an effect upon the ship’s 
magnetism sufficient to cause deviation of the compass. There was 
an air of plausibility about this, but experiments have demolished 
it, so far at least as well known anchorages are concerned. It 
does not appear that it occurred to the Penguins officers to test 
this hypothesis in the locality of all others most likely to produce 
an effect. 

5. Here we have, beyond doubt, the most fertile source yet 
alluded to of possible compass disturbance, and disturbance of a 
more or less permanent character. Ordinarily , thunderstorms 
do not derange the compass, as has been proved over and over 
again; but there are many well authenticated instances where, 
when iron vessels have been actually struck by lightning, their 
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magnetic character lifts been so completely altered as even to cause 
reversal of the pointing of the needle. 

Now, though the hull of an iron vessel may be, and has been, 
struck by lightning, there is no record of its ever having sustained 
damay <*—indeed, such a mishap would seem to be impossible. 
Iron is a good conductor, and water is still better; therefore, 
when struck by lightning, the hull gives the electric iluid a free 
passage to the surrounding sea, where it is at once harmlessly 
dissipated. Wood, on the contrary, is a non-conductor, and, by 
resisting the current, is made to suffer accordingly. 

Moral—I t is unwise to oppose auylhiug or anybody stronger than ynur.self. 

lienee it is not uncommon to bear—even in iron vessels—of 
the wooden spires of masts, and, more rarely, other tittings of the 
same material, being rent ami shattered like matchwood. Masts 
composed entirely of iron from truck to keel would “determine” 
the discharge at their highest points, and secure perfect immunity 
from damage. 

It is conceivable that an iron vessel might he within the radius 
of a severe thunder-storm without being what is called " struck ” 
by lightning, owing to the vast conducting surface uf the hull 
steadily, but, in most cases, invisibly, draining oti the diffused 
eleetrieity in the circumambient air before it bad time to concen¬ 
trate and develop into either of the energetic forms known as 
Forked-lightning and Ball-lightning—the hull acting, in fact, as 
a sort of electric safety-valve. This is probably the condition 
when corposants (St. Klmo’s fire) are seen sitting on the mast¬ 
heads mid yard-arm*, ami luminous Will-o’-the-wisp-iike appear¬ 
ances silently chase each other down the wire rigging and funnel 
shrouds 

As the matter lias a really important bearing on safe naviga¬ 
tion, it will he dealt with at some leugtli. Perhaps the most 
satisfactory ami convincing mode of treating it will be to narrate 
a few bonil-tide experiences. The one referring to the Sedgcmore 
was related to the writer, and subsequently communicated to him 
on paper by her captain. 

When off Nantucket, on a passage from Liverpool to New 
York, the White Star steamer Germanic, Captain Kennedy, 
encountered an electric storm of unusual strength and duration. 
It came on at midnight, Jul}’ 11th, and ended at S o’clock 
the following morning. A very peculiar accompaniment w< s & 
fog, so »1< n^e at one time that the funnels could not be seen from 
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the bridge. The lightning was from every quarter, forming a 
complete network of flashes. The illumination of the fog was so 
thorough and sustained that the ship appeared to be in a con¬ 
tinuous blaze or halo of light. The soundings not agreeing with 
the reckoning, led Captain Kennedy to conclude that his com¬ 
passes were affected, and so it proved. 

At noon on the 12th, the true position was ascertained, and on 
shaping the course from Fire Island to Sandy Hook, the ship s.s. Germamo. 
had to be kept W. by S. h S. by compass, instead of W. i N. as 
usual, thus shewing an error of two points due to the electric 
storm. The account goes on to say that the Standard compass 
was so much affected during the storm, that for some two or 
three hours it was perfectly useless, and dependence had to be 
placed on the wheel-house compass (Lord Kelvin’s), though it 
also was affected. On the homeward passage it was found that 
the errors on easterly courses were the same as usual. 

Now the possible conclusion to be drawn from this last state¬ 
ment is, that in the interval the Germanic had recovered her 
normal magnetic character. 

It is a pity that the foregoing account is not more circum¬ 
stantial in details; its scientific value is absolutely nil. The next 
case is much more circumstantial, and consequently of consider¬ 
able value : it is also more recent. 

On March 2Sth, 1892, when crossing the Gulf Stream (lat. 

384° N., long. 67|" \\\), homewards from Baltimore to Liverpool, The 
the (s.s.) Seclgemore encountered a strong north-east gale, with e^tnTstorm. 
heavy rain, thunder, and lightning. Corposants were constantly 
hovering about the mastheads. At Ohr. 45m. A.M., during a 
squall, there was a loud report, sharp and defined like the firing 
of a cannon, with a concussion that shook the ship throughout: 
at the same moment she was enveloped in a fierce light that 
penetrated to every part. 

The masthead electric light—carried on the foreside of the 
wooden fox*e topgallant mast — was destroyed, and the mast 
slightly charred all over. The copper wire conductors were also 
destroyed from the lamp downwards until they reached the iron 
mast, after which they were uninjured. 

The steering compasses in the fore and after wheel-houses 
were completely reversed : the ship's course at the time by the Reversal 
forward one was E. by S. After the ship had been struck, this ofsh *ps 
compass shewed \Y. by N., and moved in the opposite direction ma8rnetism 
to the ship’s head; for example, when the helm was ported and 
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the ship’s head came to the right, the compass appeared to say 
that she had gone oil’ to the left. Later on, when observations 
had been obtained, Captain Trent ry tried to adjust this com¬ 
pass. First, the fore-and-aft magnets were reversed, but without 
the slightest eJl’ect. Then these magnets were replaced in their 
former positions, nud the ’thwartship magnet was reversed, when 
the card immediately spun round to east, working freely, but 
witli the original deviation on this point increased considerably. 
Previous to the attempt to correct this compass, spare ones had 
been tried in the same binnacle, but the result* in every case 
were exactly the same. 

The ‘ Kelvin ’ Standard on the upper bridge was not reversed 
na the others were, but was rendered sluggish, and had largely 
increased deviations. The following Tuble sh >ws the change f*>r 
the points on which azimuths had been taken. 
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Looking at the column of " Dev. before," the writer can .scarcely 
bring himself to believe that the errors recorded as between 
North and K.N.K. were determined <\t ih tim* as those 

between Fast and K.S.F. The latter lo.ik wry like tin* result <»f 
M kcUiuai " magnetism, and if so, ought to hive shewn a cor¬ 
responding but Contrary error on North, iVc., if belonging to the 
same series of observations 

When the compasses were re-adjusted in Liwrpool, it was 
found necessary to reverse all the magnets of the Standard, and 
to add several others. In the ease of the Steering o mi pass. the 
thwartship magnet was kept rewind as t’ajit. Trentry had 
placed it. but I* id to be mow] miieh closer to its werk , the 
other magnets rein lined in their original positions. 

Loth compasses and adjusting magnets were found to be iu 
good onh r, which proved (so sat' I Capt. Trm-n—and the writer 
agrees with hi in) that the edicts pro luerd w re solely due to 
change in the polarity of the ships magnetism. 

On May I‘**th, when in lat. Ifi* 12 N., lon K 70 00 M, 
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the s.s. Capella, commanded by Captain Woodcock, had a some¬ 
what similar experience to that of the Sedgcmore. The morning 
had been squally, with rain, thunder, and lightning. About 730 
the storm seemed to have passed over, and the weather shewed 
signs of clearing up, when, after a considerable interval, there 
was a very vivid flash, accompanied by a violent explosion close 
to the rail near the starboard fore rigging, which seemed as if 
something had exploded and scattered sparks and fire over the 
ship. The wooden foretopmast was splintered near the spire, 
and some service torn off the backstay, probably by a branch 
from the main current. The compass on the upper bridge was 
deflected from N. 72 3 W. to N. 45° W., and remained that way 
for a short time. The wheelhouse compass, which had previously 
shewn W.N.W., indicated E.S.E., and the one on the poop was 
considerably affected also. Trial in tho wheelhouse of a spare 
compass-card shewed that it and the original card were all right, 
but the shock had reversed the magnetism of the ship. Later 
on, the deviation of the upper bridge compass on N. 72° W. was 
found to have increased from 9" W. to 19° W. 

At 4 p.m. same day, the Capella was swung completely round, 
and errors ascertained.* They had very much altered. The 
deviation on north had changed from 0° W. to 27 W. After 
making the circle, the wheelhouse compass regained some of its 
directive force, as the north point again pointed somewhere 
towards the north. 

As the compasses did not go back to their original errors, they 
had to be entirely re-adjusted. 

Such is the Capella s experience, which quite corroborates that 
of the Sedyemore. Leaving out the Germanic for reasons already 
given, two things are made plain: (1) that the compasses them¬ 
selves had maintained their directive force intact; (2) that the 
normal magnetic character of both vessels—for an unknown 
period of time—had been completely overwhelmed by the new 
magnetism imparted by the shock. Each ship had virtually been 
made an electro-magnet by the terrible intensity of the discharge. 

It will be noticed that the wires communicating with the 
electric mast-head lamp of the Sedyemore were completely de¬ 
stroyed as far down as the point where the iron mast commenced. 
This simply means that the copper wires were not large enough 
in themselves to carry off the electricity until supplemented by 

* The date of previous swinging is not given—an unfortunate omission in an investigation 
of this kind. 
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the iron mast, when the}’ received immediate relief, and escaped 
further injury, topper is between rive and six times a better 
conductor than iron, but in this case the wire was much too 
small for so heavy a discharge. One of }-inch diameter, projecting 
two or three feet above each truck, and carried down to perfect 
contact with the iron mast, would probably have saved all damage; 
ami if carried down overboard to water, and properly insulated 
from the ship, would probably have saved the compass disturbance 
as well. The bridge compasses were, as might be exp'-eted, less 
troubled than those nearer to the hull. This is the case in all 
vessels where the bridge compass is kept clear of local iron, such 
as mast, funnel, stanchions, kc. 

It would be interesting to know if the Sedyemorc and Caprlla 
ever entirely recovered their previous magnetic state. There is 
no doubt that after a lapse of time they would part with some of 
the super posed magnetism, but how much it is impossible to 
conjecture. 

The foregoing amply demonstrates the absolute safety of iron 
vessels at such times. Wooden vessels, unprotected by lightning 
conductors, would almost certainly have been set on tire—a not 
by any means uncommon occurrence in olden times. 

This is a lit place to refer to experiments made in isriri, by 
Mr. Kvnn 11 >pkins, (\K,of London who went so far as to patent 
a process whereby be hoped to depolarise iron vessels, and leave 
them thenceforth free from any compass-disturbing influence 
whatever. For this purpose lie employed a number of Grove's 
batteries and electro magnets. The latter were to be passed 
along the plates till the desired end had been obtained. The 
irnentor was careful to explain that the process must not be 
overdone for fear of ?r-polarising in the opposite direction. 
Kvidriitly the idea was incapable of being carried to a successful 
issue, as it very «|uickly died a natural death. 

In n large vessel where, to gain power, the wheel is of consider¬ 
able diain»»t< r say 7 f* et or upwards two steering compasses 
are absolutely necessary, each so placed, to starboard and port, 
that tin helmsman may have the compass directly in front of 
him, n > matter at which side of the wheel he may he standing. 
If th re should happen to be but one compass, an error, due to 
I r.ill.ix, will be introduced in the course. Looking at the com- 
p.uvs in an oblitpie direction causes an apparent change in the 
iv’utive p >sition> of the 1 ill her line and the margiial di\ isions of 
the card —the greit» r tin* clearance In tween the edge of tin* card 
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and the compass bowl, the greater the error. Unless the helms¬ 
man can get the centre of the card and the lubber-point in one 
with his course, lie is sure to steer to one side of it. Where, from 
the inconvenient closeness of a skylight, stanchion, or other deck 
fixture, a single midship compass is unavoidably placed very near 
to the wheel, or is so placed because the steersmans sight will not 
define the degrees at a greater distance, this error or parallactic 
displacement of the lubber-line is aggravated, amounting fre¬ 
quently to a quarter of a point. Now, in a moderate day’s run 
of say 300 miles, in thick weather, this becomes a serious con¬ 
sideration, as it affects the ship’s position at the end of it to the 
tune of 15 miles. Hence the necessity for a compass directly 
facing the steersman, which should be as far distant from him as 
may be compatible with distinct vision; and to this end its 
diameter ought not, in the case of a spirit compass, to be less than 
eleven inches. If constructed, however, on the principle patented 
by Lord lvelvin, there would be a great advantage in increasing 
the size to fifteen or even sixteen inches.* 

By placing the compass as far forward of the wheel as possible, 
it is less within the influence of the iron spindle, tiller, rudder- 
head, and stern-post, all of which in an iron vessel are powerfully 
magnetic. 1 f, however, as is frequently the case now, the after- 
wheelhouse should be constructed wholly of iron, with possibly 
an iron deck in addition, and steam steering gear, it seems certain 
that trustivorthy compensation by magnets must be extremely 
difficult, and only to be accomplished after a lengthened investi¬ 
gation of the nature of the many forces acting on the compass. 
The same may be said of compasses in the conning towers and 
turrets of ironclads. 

In sailing vessels it is not uncommon to find an attempt made 
to remedy this liability to error, when steering with a single 
compass in the midship line, by having the binnacle containing it 
made to slide over from side to side as required; but it is easy to 
see that, even in a wooden ship, such an arrangement is far from 
advisable, as the iron spindle of the wheel must affect the compass 
in a different direction every time the latter is moved across. 
However, there is nothing like trial, and when the ship is in the 
graving dock, or at sea in a calm, with perfectly smooth water, 
the sliding binnacle can be tried in both positions; but the result 
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* Lord Kelvin has constructed 15-inch steering compasses which have been found by 
the writer and others to give excellent results. 
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cannot be consitleretl satisfactory unless the experiment is tried 
with the ships head in different directions. 

Now-a-days large steamers are steered by steam, one man, 
with a miniature wheel about 30 inches in diameter, sufficing 
to control the movements of the vessel’s head. In this ease one 
compass is all that is necessary, as the helmsman stands directiu 
behind the wheel, the spindle ami pedestal containing the con¬ 
nections being immediately on the fore side.* 

It is necessary here to say a few words touching the fittings, as, 
unless particularly specified, they are not always marie of brass. 
In one large mail steamer commanded by the writer, the spindle 
of the wheel and vertical shafting communicating with the steam¬ 
steering engine were actually made of iron, though their ends 
came within seven inches of the compass. How the maker had 
the hardihood to venture on sucli a petty economy, involving such 
‘■•erions consequences, it is difficult to sav. The iron work alluded 
to was enclosed in a brass pedestal, which would have concealed 
it most effectually; but fortunately, before the ship was delivered 
t ) her owners, the matter was discovered and reported to the 
builders, who insisted upon the maker substituting a brass spindle 
ami s feet of brass shafting for the iron. One cannot therefore 
be too wide-awake in these things when looking after tin* finish 
of a m w ship. 

In the same vessel there was a large teak skylight, almost 
touching the whoelliouse on the fore side; and to prevent the 
leaves of the skylight warping with the heat of the sun. one of 
the foremen caused three iron brackets, or stiffeners, to he screwed 
firmly on the under side of each leaf, and was very much astonished 
when told tlmt every time the skylight might be opened or shut, 
that the compass in the wheelhouse would he affected to the 
extent of several degrees. Nothing short of actual trial would 
convince him tlmt such would be the case his argument being, 
that as the wooden bulkhead of the wheelhouse intervened, the 
iron brackets could not possibly disturb the compass. II >\vrver, 
the question was set at rest soon after, when the compasses came 
down from the maker. The disturbance caused by opening and 
shutting the sky fight Amounted nearly to half n point, so the 
after iron brackets were removed, and brass ones substituted. 

In another large strainer, also commanded by the writer, the 
heels ■ »t the main hatch cargo derricks were fitted into sub- 


* I'li/r Dxtjran «i 12 on i IS, fOP. 
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stantial iron shoes, shaped something after the fashion of a 
tuning fork, and connected by a pin to the lugs of the goose¬ 
neck in the usual manner. 

Each shoe was four feet long, and firmly secured to its derrick 
by a couple of stout iron bands driven tightly on over-all. This 
mode of fitting is good and strong, and every way superior to the 
common rag-bolt. Reference to the diagram facing this page 
will show that the derricks were stepped on the forward break 
of the saloon deck-house in such a manner, that when raised to 
plumb the hatchway the upper ends of the shoes came within 
three feet six inches of the wheelhonse compass, and on about 
the same level as the card. 

Now, as the iron shoes were neatly let in flush with the surface 
of the wood, and as moreover the derricks—from head to heel— 
were plenteous^ smothered in mast-color paint, after the manner 
of steamboats in general, it was not likely that any one would 
readily suspect the presence of so daugerous and well-ambushed 
an enemy. 

On the 24th of October, 1SS—, when going round from Ports¬ 
mouth to Liverpool, it was decided to try what effect would 
be produced on the wheelhouse compass b}’ placing the derricks 
in their usual working position. The ship at the time was 
some ten miles to the westward of the Bill of Portland, and 
the course steered was West (corr. mag.). Azimuths were taken 
with the derricks in the two positions shewn in the diagram, and 
the difference in the compass between “derricks up” and “derricks 
down” amounted to no less than IS 0 !!! The Bridge compass 
being well elevated, proved to be beyond the influence of the iron 
shoes, as it was not affected in the slightest degree. Can it be 
wondered, then, that vessels are lost without those in charge being 
able to account for it. Regular comparisons, at short intervals, 
between the Standard and Steering compass should be a standing 
rule on board ship, and would materially assist in the detection 
of “ foggy ” cases like the above.* 

When a rag-bolt is buried in the heart of the spar, it is even 
less likely to attract attention than the shoe is. 

Some men fancy that by covering an iron stanchion with can¬ 
vas, and then painting it, or by sheathing it with brass or 
Muntz’s metal, they can destroy, or rather shut off, its magnetic 
influence on a compass; but unfortunately this is totally im- 

* The reader Deed not worry over the blue and red shading just at present. It will be 
idly explained in the chapter ou Compass Adjustment 
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possible. As already stated in these pages, no substance has 
ever been discovered which will accomplish this. 

It cannot be too strongly impressed on the sailor’s mind that 
if a given piece of iron produces, say ten degrees of effect, on a 
compass at a distance of three feet, it will produce precisely the 
same effect if the space between them should be built up solia 
with any non-magnetic material he chooses to name. Cranks 
waited time and ingenuity seeking a substance to shut ctl the 
magnetic action of an iron ship on her compasses: regardless of 
the fact that the earth’s directive action must then cease, and 
the compasses become useless. 

Tin re appears to be a diversity of opinion among shipbuilders 
as to the proper place for locating the steam-steering engine. 
Some have it amidship, on the main deck, just under tin* fore- 
wheelhouse; whilst others prefer to place it in the after-wheel- 
house, where it is controlled from forward by means of very 
simple shafting, leading aft under the deck. Allusion is here 
made to this only in so far as it has to do with the compass. 
Where the engine is placed aft, it is possible at all events, to 
have the steering compass in the /ore-wheelhouse tolerably free 
from iron in its vicinity, and on this account, if on no othei, it 
should l*e so placed. Fortunately this plan possesses mechanical 
as well its other advantages which renders its ultimate adoption 
a matter of certainty. 

Before quitting the subject of compasses, there are a few more 
points to be noted in connection with it. In a ship titled with a 
Mast, Tripod, or Bole compass, it would be an excellent plan to 
consider it as the “Standard compass,” and the one on deck other¬ 
wise known by that name to he called the “Navigating comp iss." 
Mast compasses, when properly constructed by experienced 
makers, and well placed, are often very reliable. Their deviation 
is \ cry ♦ 1 1111 1 1 in amoiint.um/ much more constant than compasses 
nearer the hull. Neva rtliclcss they are apt to defeat their object 
and al **M- the rout-deuce reposed in them, if sltip' 11 y ] 1 iced near 
wire rigging, iron cups or bauds, iron-stropped 1 locks, chain tvos, 
or hauls aids, A'c. 

If. then fore, in a steamer, it should be decided to have a M ist 
compass (and in the writ-r s opinion no iron steam v.-vcl should 
he without one), proper provision must he made for it -tile miet 
of course, must he of weed, the rigging of rop and the above 
precautions followed out to the U 11* r it is.se ireely likely how¬ 
ever in th.se days, win n tin re is the alternative of a Boh- com¬ 
pass, that owners will incur so much trouble and expense. 
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The ship’s course should always be set by the “ Navigating 
compass,’’ checked by the “ Standard compass,” and referred to 
the “ Steering compass ” by a signal agreed upon, such as the 
whistle in general use among officers. 

All observations should be made by the Xaviyating compass. 

It is clearly impracticable to ascertain the deviation of the 
Standard (mast) compass by direct observations, although it can 
be done very easily by a method described further on, under the 
heading of Friend’s Pelorus, or still more easily by comparison 
with another compass, the error of which has already been deter¬ 
mined. The same applies to the steering compass when inside a 
whcelhouse. 

Mast or pole compasses require more looking after than others. 
For example, the increased motion aloft causes extra wear and 
tear of the pivot point and jewelled cap. These should be ex¬ 
amined at frequent intervals, especially if the ship should he in 
a rough weather trade. The magnifying glass found in all sex¬ 
tant cases, and a fine sewing needle, serve to scrutinize the eap. 
If the stone is found to be flawed, it should be at once replaced 
with a spare one, of which several are generally supplied in a 
first outfit. If the pivot point is broken or dulled, it can be 
touched up on the carpenter’s oilstone. Since the adoption of 
light cards and a more elastic mode of suspension, there is less to 
fear from this cause. 

In case the elevated compass should be mounted North Country 
fashion—on a single pole, it is open to a special error. What sea¬ 
man is there who has not seen a spruce topgallant-mast warp 
with a tropical sun, until the sheavehole looked over one bow or 
other, instead of right ahead ? In the case of the pole compass, 
this twisting of the supporting spar lias frequently occurred, and 
without doubt will occur again; and, as an inevitable consequence, 
the lubber-line is slued to the right or left of its proper place, 
perhaps to a serious extent. Against this latter source of error 
it is specially important to warn the navigator. To some it may 
appear needless to do so, but experience shows that misplaced 
lubber-lines have escaped detection for months, and in some cases 
years. The supporting spar of the Pole compass should there¬ 
fore be fashioned out of wood not liable to twist (red pine and 
teak appear to be suitable), and, as an additional preventative, it 
should be well coated with white paint mixed with raw oil, and 
all rents carefully puttied up. 

In one steamer, the brass band carrying the masthead compass 
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had l»een slued out of position by the span of the after latch 
cargo derrick, and had remained so for several voyages. The 
error in the place of the luliher-liin? due to this cause was 7\ It 
has come under the writer’s observation that numerous vessels 
have been nearly lost through want of attei tion to this highlv 
important matter. 

On taking command of u vessel about to proceed to sea, it 
should be one of the first duties of the captain to ascertain if 
the lubber point of his “ Navigating compass ” be exactly in a 
true fore-and-aft line. In one instance, whore the error from 
this cause amounted to G°, a steamer was all but run ashore 
on the Arklow Hank during misty weather; and tie vessel 
actually completed her voyage to the Brazils and back without 
the master discovering what was the matter, though his course-s, 
day after day, must have conveyed to his mind that there was a 
screw loo»e somewhere. In another instance a line-of-battle ship, 
in which the writer had the pleasure of serving, after shaping a 
course from Milford Haven to the Sevenstones, was found, at 
d lybreak, to be miles outside the Scilly Islands. On investiga¬ 
tion, the lubber-line of the “ Navigating (\»mp;iss" was discovered 
to be . r >* to port of the midship-line. 

Like a snake in the grass this kind of error lies concealed, and 
cannot be draggo 1 to light by azimuths or amplitudes, us these 
observations unless treated in a mathematical manner reveal only 
the errors of the cmul and not those of the Bay strict 

attention, then, to this matter, as it is one of the "important sim- 
pUritics" of navigation. When compass bowl are being painted 
inside see then fore that the lubber-lines are not obliterated, and 
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afterwards put in almost at random by some one ignorant of the 
mischief which may accrue from their carelessness. It is surely 
an easy task to paint close up to the lubber-line with a small 
camel-hair brush; and, to avoid mistakes in reshipping the bowl, 
when temporarily removed from the binnacle for any purpose, 
there should be only one lubber-line. This will prevent the pos¬ 
sibility of reversal in the gimbals. Compass bowls are not unfre- 
quently marked with four lubber-lines, but the use of the after 
one is not manifest. It should be painted over at the earliest 
possible moment. Those at the side may facilitate beam bearings. 

The reader must not imagine that “ Pole Compasses ” are the 
only ones liable to this defect, which has been known to exist in 
“ Standard Compasses,” “ Steering Compasses,” and even “ Navi¬ 
gating Compasses.” When detected, cover over the faulty line 
with two coats of thick white paint, and, with a black lead 
pencil, rule it carefully in again, in its proper place. Avoid 
making the line gouty, or too thick. Compass errors arising 
from mechanical defects already referred to are not unfrequently 
attributed to deviation. Flaws, punctures, or roughness of the 
jewelled cap, blunted or broken pivot-points, excessive weight in 
card and consequent insufficiency of the directive force, or the 
card not traversing freely in the bowl, are of the class of defects 
to be guarded against. If any of these exist, it can be detected 
by using a small magnet to pull the north point of the card a 
few degrees to the right or left—say a point—and noting where 
it will come again to rest when the magnet is withdrawn. Then 
in like manner pull the needle in the other direction, and if in 
both cases the card comes to rest at the same half degree, the 
compass is free from any of the above-named defects. But 
should the card not come to rest at the same place, then the 
further apart the two resting places are from each other, the 
greater is the defect from which it arises. Though unknown 
currents sometimes wreck ships, it is more often a current of 
magnetism than a current of ivater. 

It should be borne in mind by owners and others that a perfect 
compass is not the only want of the navigator. In fact, too much 
cannot be done by adopting improved nautical instruments of all 
kinds, so as to lessen the constant risk incidental to such in 
arduous, responsible, and hazardous profession. 
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CHAPTER IV 

THE MARINE CHRONOMETER. 

The days of navigating; by a carpenter’s two-foot rule have 
gone by, and accurate time-keeping chronometers are a necessity 
of the “ lightning age ” in which we live. Without them the rapid 
ocean ' oyages, which are now of every-day occurrence, could not 
possibly be made, although the writer has heard it stated, in all 
seriousness, by noil-nautical men, that the quick transit, from port 
to port, of the present ocean-express steamers, obviates the neces¬ 
sity for carrying chronometers ! ‘ ‘ Such an idea, of course, could 
only be entertained by men entirely ignorant of the principles 
and requirements of navigation, and is scarcely in accordance 
with the steady increase in the establishment, all over the world, 
of Time-signals for the special use* of shipping. 

It may be truly said that when chronometers came in, lunars 
went out—concerning the latter, something will appear in sub¬ 
sequent pages. Of late years not only has the chronometer been 
perfected in a high degree, us a reliable timekeep r, but its price 
has been reduced so low. by excessive ai d unhealthy competition, 
that I i be without one, on any over sea voyage, would U> eon 
sid**red almost criminal negligence. 

In the principal porta, boti at home and abroad the process of 
rating is nnd'Ted quite simple by means of public tinn*-sigi als. 
Ill some j laces the exact time is gi\en by gun-fire, and at oth.rs 
by the dropping of a ball, or the iiistaulnuc ms collapse of a com*. 
No matter what may be the method employed, the result is the 
same, and he who is now ignorant of tl'e error and perforinaiict 
of his chronometers, cannot pi il want <f facilities for deter¬ 
mining them. 

The almost universal introduction, U>th by land and sea, of il»* 
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electric telegraph, has lately been much used tor the better deter¬ 
mination of meridian distances.* 

In this work the American Government, since 1874, has taken 
a most prominent part, and has rivalled this country in going 
beyond its own domains to accomplish it. Under the direction 
of the Bureau of Navigation a selected party of trained officers 
of the U.S.N. has successfully carried unusually long chains of 
meridian distances, by the aid of the telegraph wire, to many 
important places in various parts of the world. These have been 
adopted as fundamental points whereby to fix others. 

One of the first of these chains (187S-1S70) embraced Green¬ 
wich—Lisbon—Madeira—St. Vincent—Pernambuco—Bahia— 
Rio de Janeiro—Monte Video—Buenos Ayres and Para, all of 
which stations were duly occupied by members of the party. 

Dr. Gould, Director of the Argentine National Observatory at 
Cordoba, had previously connected Buenos Ayres telegraphically 
with Cordoba, which, consequently, became the end of the chain. 
Strange to say, the longitude of the Observatory at Lisbon— 
though so near home—proved to be wrong more than 2', shewing 
how unreliable Lunars, Moon culminations, &c., were for this 
work, notwithstanding the manifold resources of a well equipped 
Observatory. The other places were not half this amount in error. 

In 1883-1SS4, another expedition, including most of the 
officers of the preceding one, carried a telegraphic chain from 
Vera Cruz through Guatemala—La Libertad—Salvador—Paita— 
Lima—Arica—Valparaiso and Cordoba, thus closing again upon 
the same terminal point, but by a totally different route. The 
two independent longitudes came out as follows:— 

H. M. S. 

Cordoba Observatory by eastern chain - - 4 16 48*190 W. 

„ „ western chain - 4 16 48*238 W. 

Difference - - - 0 0 0*048 

The difference is barely the twentieth of a second, and when 
one considers the great length of each chain and the number of 
intermediate links, the result is little short of a miracle. 

No uncertainty can, however, attach to meridian distances 
made by comparing previously regulated Time-keepers b} T means 
of land or submarine telegraph lines, when effected by skilled 
observers, and with proper precautions. Another remarkable 
instance of accordance is shewn by the Trans-Atlantic longitude 
measurements of the United States Coast Survey, where three 

* When Sir G. B. Airy determined the Yalentia-Greenwich distance he had thirty 
chronometers carried to and from the two stations more than twenty times. By the aid oi 
the Pacific cable the San Franci.-f o-Wanila distance is found to be 7 brs. 46 m 18./61 secs. ; 
ami the time signal traversed the 7 817 nautical miles of the cable m 0.64^ secouda. 
Easier and more accurate ! 
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measurements between tlie meridian of Greenwich ami that of 
tlie New York City Hall, 1 aide in different years and through 
different cables, differed by only one-hundredth of a second of 
time!! 

It should be meutioued tlint, previous to the expedit'ons re¬ 
corded as ending at Cordoba, the principal places in Central 
America, including Vera Cruz, had been connected t •legraphically 
with Washington, so that the work of I8b3-b4 was but a con¬ 
tinuation to the southward of a chain which had been dropped 
for a time. 

In 1SS1—lbS2, more or less the same party of officers were 
employed fixing Yokohama—Nagasaki—Yladi\ostok Shang¬ 
hai—Amov—llong-Kong—Manila—Cap** St. .lame"—Singapore 
— Batnvia and Madras, this latter having been determined in 
1870—Ls77, through Bombay, Aden and Suez, by officers of the 
Croat Tri^ononn-tr cal Survey of India. 

Vladivostok had been determined ly Colonel Seharnhorst, in 
1875, “By order of the Czar,” an 1 lure we have the results of 
the two independent measurements .— 

II. M (• 

Russian * hain by way of Shi n i, in ls75 - ** 47 31 31 

American chain by way of Madras, m )*sl - s 47 oO'Ui 

IhlleieiHT one thinl >f a bCivnd n <> n 30 

Tlie Madras —Vladivostok eh lin was *1,4'0 mil**" in length ; 
the other, St. Petersburg—Vladivost *k. of al ont the same 
length, was effected 1 y land telegraphs, and was very much the 
more dilficult of the two. 

Again in lsss-sp MO, the American party carried out another 
chain between ports in M« xieo, Central America, tin* We t Indies, 
and on the north coast of South Ann rica. 

In all these American expeditions a specially designed combin¬ 
ation of the Transit-instrument and Z •nith-tch cope wa. used for 
the determination of Latitude and Neal time. 1’ime stars wt re 
selected as near the Zenith os possible, in ca-e the Transit instru¬ 
ment should be evi r so . iglitly out of tlie meridian. And for 
Latitude, from 10 to 20 j airs, north and south, wen observed on 
each of three or four m.dits, weather ) • rmitting. s) that there 
was every guannt *e of accuracy in the ros*ilts. 

* )Lsrr\.it i *ns o7‘ the Traits,t tf Venus in 1 ^7 L and again in 
1 svg. materially eontribu* < *1 to a more exact knowU l n e of selected 
stations, which until then had be* i known only ipproximntely. 
Ill Australia and New Zealand the system of teb _rapliie ditor- 
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urinations is being rapidly carried on. Paris—Greenwich was 
re-determined in 1902 with all imaginable care and refinement; 
so also was Montreal—Greenwich in 1S92; in fact it may be 
asserted that there are now but few habitable spots on the 
globe of which the longitude is not known with abundant 
accurac}* for navigational purposes.* 

Vessels destined for long voyages should carry not fewer than 
three chronometers. If there are only two, and one becomes in¬ 
accurate, it is impossible to decide which is in error, whereas, with 
the former number, and regular daily comparisons, a tolerably 
correct judgment may be formed as to the going of each. The 
only advantage, therefore, in carrying a second chronometer lies 
in the fact of having a stand-by in the case of accident to one of 
them—such as the breaking of the mainspring, or other part of 
the delicate mechanism. 

Chronometers should, if possible, be kept in a part of the vessel 
free from jars or much continuous vibration ; not in the after-end 
of a screw-steamer, nor in proximity to a steam-winch; neither 
should it be permitted to roll heavy bales or cases along the deck 
in their vicinity. If, however, this last cannot be avoided, it 
would be well to remove the chronometers from their outer cases 
for the time being, and bed them on soft feather pillows. On no 
account should they be slung in hammocks or cots whilst at sea, 
as it has been found to cause great irregularity in their per¬ 
formance. 

In most steamers of modern build there is a chart-room on the 
upper deck, about the midships of the vessel, and this, for many 
reasons, is a good place. In the absence of a cluirt-room the 
Captain’s own cabin is, of course, the next best place; and in this 
case it is well (in steamers) to have a fourth chronometer in the 
second officer's room, as a hack-watch for general use among the 
officers. If knocked about (so to speak), it will probably not go 
60 well as the others, but this is immaterial, as a comparison can 
be made at convenience with the standard instrument; indeed it 
should be made every third or fourth day, and entered in a small 
book kept in the outer case of the hack-watch. 

Chronometers are sometimes improperly stowed in one of the 
drawers of an ordinary set intended originally For clothing, <$:c. 
This is a very bad practice. To give them fair play, they should 
have a special mahogany box (as nearly air-tight as possible), 
fitted with a strong glass top, and divided by partitions, according 
to the number carried—each compartment being lined with green 
baize, and stuffed with best curled hair. 
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•Paris—Greenwich re-determination was carried out by English and French 
observers. The result of the Euglish showed that the longitude of Cassiui's meridiau is 
9 m. 20.932 *ecs. E. of the Greenwich Transit Circle with a prohahle error of ^0.006 secs. 
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Tlie chronometers should be removed from their own outer 
boxes, and the upper part of the double lid of the inner cose dis¬ 
pensed with by taking the screws out of the hinges, so that the 
face of the instrument may be seen through the glass whore the 
rate paper is usually kept. Being duly deposited in their several 
receptacles, all three can be seen through the double glass, and, as 
the opening of the lids for time-taking is rendered unnecessary, 
sudden fluctuations of temperature are thereby avoided. 

'fhe only occasion upon which the case requires to he touched 
is in the morning, to wind and compare, which should he done 
with closed doors. 

In some first-class vessels, to protect the plate-glass top from 
the possibility of accidents, a substantial outer mahogany case is 
fitted over all. If this wise precaution be taken, the reader will 
understand that the chronometers are then in three distinct cases 
—first, their own, with upper portion of the double top removed; 
the second, with slutled compartments and glass top; and the 
third, a strong outer shell entirely of hard wood. The steamships 
of the Pacific Steam Navigation Co., for example, have their 
time-keepers cared for in this way, and it is a plan well worthy 
of being generally adopted. 

To those not accustomed to this arrangement, it may he con¬ 
sidered cumbersome. and likely to occupy more space than can 
usually be afforded , but such is not r«illy the fact, and too much 
pains cannot be taken to guard these valuable instruments from 
d'm wjhts, ilamp, and dust. Ill port, the chronometers having 
first been removed, the inner case should he well dried in the 
sun, ami means taken to prevent cockroaches from making it 
their home rent free. A little camphor will “evict" them. 

Experience has fully demonstrated that any sudden alteration 
in the rate of a chronometer, which is otherwise fairly treated, is 
morr dur to chaw/t' of tnoprmtur? than any other cause. The 
great aim. therefore, of chronometer makers is so to adjust the 
relationship of the several part* of the balance, that their ex¬ 
pansion and contnetion may counteract the cl nngc of oln ticity 
in the hairspring caused by change of t< mperaMiv. Nevertheless, 
there are vtrv f*wv in strum* nt* so pirbctly compensated that 
they may he depended upon to preserve exactly the same rate, 
with a clmngy of even 10 of temperature How. then, can it be 
expected that a ehronoim t« r will continue it* “shop rate" on a 
\oyage extending over, say four months, during winch the tem¬ 
pi nuurc has ranged between 40 and i>.*» Tali roll hint < 
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Mr. Arthur E. Kevins, in a paper read before the Literary and 
Philosophical Society of Liverpool, says :— 

“ At present, chronometer makers allow no corrections upon 
the rate given for changes of temperature—and the universal 
practice at sea is to allow one rate for the voyage, whatever the 
temperature may be—apparently under the impression that an 
acknowledgment that such a correction is necessary, would be 
equivalent to acknowledging that the instrument was a defective 
one. The present method of compensating a marine chronometer 
is not absolutely perfect, but still leaves the rate of the watch 
subject to variations, owing to changes of temperature; and it is 
the infinite variety in amount and direction of these changes 
of rate in different watches, which causes the instruments on 
board a ship to differ from each other in the way they so 
frequently do. 

Every good watch is, however, always affected in the same 
way, and to the same amount, every time that it is exposed to 
the same temperature, and the changes in watches follow a fixed 
law; and knowing, from observation, how they perform in certain 
temperatures, it is possible to calculate in what way they will 
perform in any other temperature to which they may be exposed. 
This law was discovered by the father of the late Mr. Hartnup, 
when Astronomer to the Mersey Docks and Harbour Board, as 
the result of testing upwards of two thousand watches which 
passed through his hands at the Liverpool Observatory—having 
been sent there by the makers to be tested and supplied with 
accurate rates. 

“ Mr. Hartnup’s laws are the following :— 

1st. Every chronometer goes fastest (i.r., gains most or loses least) in some 
certain temperature, which has to be calculated for each chronometer 
from the rates that it makes in three fixed temperatures ; the tern 
peratures used at the Bidston Observatory for testing watches being 
55°, 70°, and 85° Fahrenheit during winter, and 65°, 75°, and 85° in 
summer. 

2nd. As the temperature varies, either increasing or decreasing from that 
in which the watch goes fastest, the watch goes slower ; and its rate 
varies in the ratio of the square of the distance in degrees of tempera 
ture, from its maximum gaining temperature. For example—if a watch 
goes fastest in temperature 75°, it will go slower as the temperature 
either rises above or falls below 75° ; and it will go slower by the same 
amount in any two temperatures that are the same distance from 75 
one being above and the other below, as in 65° and 85°—one being 10° 
below and the other 10° above 75°. 

“ The importance of a knowledge of these facts in using 
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chronometers is easily seen.* Supposing a ship bound to the 
southward has three chronometers, A, B, and C, and they are nil 
sent to the same chronometer maker to he rated. He gives the 
rate which these chronometers have kept while in his shop at a 
mean temperature of, say 00°. We will further suppose that *1 
goes fastest in t)0°. B in 70\ and C in 80 . As the ship gets into 
warmer weather in approaching the tropics, until site gets into a 
temperature of 80 or more, A gradually goes slower and slower 
all the time; B goes faster until the temperature rises to 70 , and 
then commences to lose, going slower and slower as the tempera¬ 
ture increases more and more ; and C goes faster all the time 
until it reaches SO , which is about as high a steady temperature 
as will he attained for any length of time out at sea. 

" Now, for these three chronometers to agree in showing the 
same longitude, it would be necessary for them all to keep 
steadily to the rates given them in Lngland, or wherever they 
have been rated ; but if they do not keep to these rates, the 
longitudes indicated by them will dilibr continually, and, by so 
doing, cause uncertainty and anxiety to the person using them. 

“There is another ease which may also occur and which is 
reallv more important than the one above mentioned. It may 
happen, especially if all the chronometers on board arc by the 
same maker, that they all go fastest in about the same tempera¬ 
ture. Now, supposing that all these went fastest in, .say 80 , and 
as in the above mentioned instance the rates of all of them were 
obtained in about 00 by the maker, they would all go steadily 
faster than the rates given as the weather got warmer, and 
would therefore all continue to indicate nearly, or exactly, corre¬ 
sponding longitudes, and these longitudes wouBl all be wrung; 
hut in this case the person using them would feel confidence in 
his position, and perhaps come to harm unexpectedly." 

Lord Kchin, in his “ Lecture on Navigation," published by 
William (Ad bus, Sons t’o., London A' (llasgow, gave the 
following example, illustrative of the great value of Ilartnup’s 
method;— 

"A certain chronometer,J. Bassnott Soil, No. 7LS, after being 
rated by Mr. llartnup, was put on board the ship “ Teimsserim,’' 
in Liverpool, December, 18711, fora voyage to Calcutta. 

Hie ship sailed from Liverpool on the 2ht id January, 1871, and 
on her voyage the chronometer was subjected to variations of 

• Seamen, at a rule, toed lo oalcrUui the crruncou* idea that chronometer*, like the 
-rfvmoner kin.I* of watch©*, always joined In cold sod losl in hoi woalhcr.— Ltd ry 
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temperature, ranging from 50* to 90°. The chronometer was 
tested by the Calcutta time-gun on the 20th of May. The time 
reckoned by it, with correction for temperature on Hartnup’s 
plan, was found wrong by S£ seconds. Another chronometer, 
similarly corrected by Mr. Hartnup’s method, and from his 
rating, gave an error of only seconds. . . . The reckon¬ 

ings of Greenwich time from the two chronometers, according to 
the ordinary method, differed actually by 4 minutes 35 seconds, 
corresponding to GSf geographical miles* of error for the ship’s 
place.” 

Apart from considerations of temperature, every new chrono¬ 
meter, possessing a well-hardened balance spring, has a tendency 
to gain gradually on its rate ; that is to say, if the mean gaining 
rate for two* months be five-tenths of a second per day, it will 
probably be seven-tenths or upwards in the next two months, 
and so on. The cause of this is involved in some mystery. It is 
supposed to be due to some molecular change in the material of 
the spring, which appears at first to strengthen it.f It is also 
perhaps produced by a thickening of the lubricating oil, which 
tends to diminish the amplitude of vibration of the balance, and 
thus cause an acceleration of the rate. A good chronometer, 
after its neivness has ivorn off, will settle down to a steady rate, 
depending upon temperature. 

For the convenience of the navigator, rules have been formu¬ 
lated and tables compiled in connection with this subject of 
rating for temperature. The author has availed himself of Mr. 
Hartnup’s kind permission to insert them in the Appendix. 

When it is intended to take account of change of rate from 
changes of temperature, a maximum and minimum thermometer 
should be kept in the chronometer case, and the reading of their 
indices taken daily, and recorded in the chronometer journal at 
the time of comparing. In addition to the “shop” rate, which is 
from time of ship’s return to port till she leaves again, the rate 
paper should shew the mean sea rate for the whole of the pre¬ 
ceding voyage, viz., from time of leaving her home port till 
return to it. 

In winding chronometers, care should be exercised to perform 
the operation steadily, without any jerky action which might 
endanger the chain. Most two-day watches require seven and a 


* If reckoned on the equator.— Lecky. 

•f If there is no acceleration in a new chronometer, it is a fairly certain sign that the 
balance spring is soft, and the instrument will pretty surely prove to be a bad goer. 
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lull’ turns of the key, the motion is always left-handed, and the 
last turn should be made slowly, but steadily, and continued 
until the mechanism is felt to butt, or, in other words, the 
chronometer should always be wound as far as it will go. A 
catch, acting at the proper moment, prevents undue stress being 
put upon the chain. 

Cases have occurred where, through four of causing injury, the 
ollicer having charge of the chronometers has neglected to tike 
the full number of turns, and the consequence has been that, after 
a time, the chronometer has run down just before the usual time 
of winding. The winding index on the face should prevent such 
a mishap, nevertheless it has occurred. 

A chronometer 1ms to be turned “ face down” to wind, and it 
must be eased back handsomely when the operation is completed, 
and not allowed to swing back with a jerk. This daily reversing 
of the watch is said to be a good thing, as it distributes the oil in 
the bearings. 

Furthermore, chronometers should be wound punctually at the 
sano hour every day, otherwise an unused part of the mainspring 
comes into action, which, if badly adjusted, is almost certain to 
produce an irregularity in the rate: attention to this also keeps 
them running on the same part of the chain, which is important. 
For similar reasons it has been found that eight-day chronometers 
do not preserve altogether the same rate throughout the entire 
week ; that is to say, that (though other conditions may be the 
same) their daily rate towards the end of the week will not agree 
with their daily rate at the commencement of it; notwithstanding 
which, the mean rates of two consecutive weeks may agree 
exactly. To prevent this edict, an eight-day chronometer should 
be wound every day, the same ns the others. On account also of 
the lightness of the balance, eight-day chronometers do not go so 
well on board steamers which sutler much vibration from their 
machinery. 

If a chronometer should run down through neglect or other 
cause, on being wound up again it will probably not start till it 
Ins been quickly, but not violently, slued half round and back 
again. This is easily done by placing the instrument on the table 
and turning it horizontally between the hands. 

When a chronometer luts run down, do not immediately wind 
it up and move the hands to the proper time, but wait till the 
(Ireeiiwich Mean Time by some other chronometer corresponds 
nearly with what the hands >f the stopped one point to, then wind 
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it up, and start it at the right instant. If this is neatly done, it 
is possible to set it going within a second or two of G.M.T. 

Altering the hands of a chronometer does not necessarily hurt 
the instrument, but it is not advisable for any but a skilled person 
to do it; nor does it inevitably follow that, because a chronometer 
has been allowed to run down for a few hours, its rate will alter. Effect on after 
The writer’s experience of half a dozen instances goes to show P erfortnance - 
that it will remain much as before. 

In such a delicate piece of mechanism, small and totally un¬ 
looked for causes will sometimes operate to derange the rate very 
considerably; for example, too much side-play in the gimbals will side play in 
have this effect. A chronometer loosely hung may go with g!mbals - 
beautiful regularity in 'port , and astonish its owner by its after 
performance at sea; therefore, when the vessel is rolling consider- 
abl}', the chronometers should be watched to see that they do not 
go over in the gimbals with a jerk ; if they do, the gimbals must 
be tightened up until the jerk is no longer perceptible. On the 
other hand, do not jam the free movement of the instrument. Too 
little play is almost as bad as too much. 

The writer on one occasion found his favourite time-keeper 
very wild in its rate, and for a long time he was at a loss to 
account for it. However, one day, when the vessel was going 
along in a heavy beam sea, he noticed the lateral play in the 
gimbals, and at once concluded that therein lay the cause of the 
trouble, which proved to be the case. When this was remedied (a 
very simple matter for a man whose fingers are not all thumbs), 
the chronometer resumed its former good behaviour. 

On another occasion, whilst loading in the tiers at Pernambuco, Magnetisation 
the master of an iron barque, lying alongside, asked the writer to of Balance - 
step on board, and look at a chronometer which he complained 
of as going in a most erratic manner ever since the vessel’s arrival 
in port. After due examination of the works with the magni¬ 
fying glass out of the sextant case, nothing could be discovered 
to account for the vagaries of the instrument. It was only when 
leaving the cabin that it occurred to the writer to ask what was 
in the square wooden box lying close against the chronometer 
complained of. The eat was let out of the bag when the master 
of the barque innocently explained that it was his Standard 
compass, which he had unshipped and placed below for greater 
security whilst in port. The powerful compass needles had by 
induction magnetized the steel portion of the balance, and mined 
the going of the chronometer. Of late years another element of 
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clangor has been added to the list in the case of vessels lit hy 
electricity. It is of the highest importance that the chronometers 
should be kept outside the radius of influence of the dynamos; 
say, at least, 50 or CO feet away from them. For the convenience 
of engineers and others employed about electric plant, pocket 
watches have been made with springs and balances of Palladium, 
or some alloy, and termed “ non-magnetic watches." 

For similar reasons great care should be taken not to stow the 
chronometers either close against an iron bulkhead, an iron ship’s 
side, the upper or lower end of a vertical iron stanchion, or within 
8 feet of compass compensating magnets. Nor should the chrono¬ 
meter case he screwed down to a table containing drawers which 
mvjht he used to hold spare compass cards, or even, in exceptional 
eases, a horse-shoe magnet. Such things are often done un¬ 
wittingly, and the ill-used chronometer condemned as a worthless 
instrument, when in Jact the blame rested entirely with its owner. 

Beware also of compass and chronometer makers who mix 
these instruments together in their shops as if they were so 
many pots and pans. 

In many steamers the chart-room or captain’s cabin is immedi¬ 
ately nhnft the fore wheelhousc, with which it communicates by 
a door or window. Should the chronometers happen to he stowed 
on a shelf or in a case on the fore side of this chart-room, they 
will probably be too near to the adjusting magnets of the wheel- 
house compass. 

As already stated, the mere fact of a bulkhead separating them 
won't 'dop the mischief in the slightest degree. 

Again, in many poop-decked steamers the Captain's cabin is 
at the fore-end of the poop, with windows looking out on the 
main deck, and most likely the Chief Officer occupies a similarly 
situated one on the opposite side. Now, it very often happens in 
steamers of the class alluded to, that to resist the effects of the 
sea, the transverse bulkhead forming the fore-end of the poop is 
constructed of iron, and sheathed with wood, to give it a finish. 
Of course it is lined inside also, and so the captain, unconscious 
of the mischief likely to ensue, may stow his chronometer close 
up against the concealed iron. 

Chronometers should he kept away from iron almost aa 
religiously ns compasses. Captain K. J. Sharpe, Board of Trade 
Surve yor, points out tint a chronometer should not he within 
70 ft «>f a dynamo. A point to remember! 

In modi rn vessels. where iron is fust superseding wood in cabin 
as well as in deck fittings, it is sometimes exceedingly difficult to 
h* loct a really good place for the time-keepers. Very uflon it is 
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“Hobson’s choice;” nevertheless these matters should receive 
full consideration, if the vessel is to go safely. From the foregoing 
causes alone, the “ Shore-rate ” and the “ Sea-rate ” will seldom 
agree. It is advisable, therefore, that when practicable, chrono¬ 
meters should be rated on board, in the positions they are 
intended to occupy during the voyage. As before remarked, 
there are many facilities, such as time-guns and time-balls, for 
effecting it. 

Chronometers, when received on board previous to sailing, 
should be compared with each other, and the respective errors 
and rates applied to each, to note if they agree in their Greenwich 
Mean Time. This may seem a very needless precaution, but the 
propriety of it has twice been made apparent to the writer; and 
what has occurred to one may happen to others also. 

Suppose that this matter of comparing be neglected, and that 
there should be only two chronometers on board ; suppose further, 
that a wrong original error has been given with one of them (say, 
to the extent of one minute), and that the vessel proceeds to sea 
with dirty weather, and perhaps is several days out before getting 
sights; then, when the comparison is made, the navigator finds to 
his dismay that his chronometers differ from each other to the 
extent of a quarter of a degree of longitude. The Dead Reckon¬ 
ing cannot help him—indeed, if it were depended upon, it might 
just double the error. The only thing left to be done is to make 
some well-known point of land as soon as possible, take careful 
sights, and find out which chronometer is at fault. 

If you intend passing close to an island for this purpose, do not 
go on the side which will bring the land between you and the 
sun, or where will your horizon be ? Always think beforehand 
of the necessities of the case. 

It so happened one fine day, when a friend was sailing for the 
West Coast of Africa, that the writer went on board to wish him 
“ good luek.” Being left for a time to his own devices in the 
skipper’s cabin, he thought he would keep his hand in by com¬ 
paring the chronometers which had just come on board. No 
sooner said than done : but to his amazement all three disagreed 
to the extent, not of seeonds, but of minutes. Another try with 
the same result. This was getting serious, and the writer was 
getting flustered. Once more the rate papers were examined, and 
behold they had been placed in the wrong boxes!! When pro¬ 
perly sorted, the chronometers proved in agreement. 

As few merchant vessels carry more than three chronometers, 
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that number will be adopted in treating of the proper mode of 
making the daily comparisons. For brevity, the several instru¬ 
ments should be known by letters, instead of the maker’s numbers. 
The letter should be marked on a small slip of paper, and gummed 
conspicuously on the outside of chronometer case. For example, 
when standing facing them, the left-hand chronometer might be 
called A, the middle one B, and the right-hand one C —everything, 
when possible, being taken in its natural order or sequence. 

An excellent form of chronometer journal is appended, and 
reference to it will shew that three chronometers enable three 
different comparisons to be made—the bust being a check upon 
the others; for example, A is compared with B; ll with C; and 
A with C. These comparisons should not he made simultaneously 
by three different observers, which is the common method on 
board ship; jus it is impossible by it to attain the necessary 
accuracy. All the comparisons must be made by one individual, 
and a fortnight’s practice, or at most a month’s, will enable him to 
effect tliis to the tenth of a second. When we consider how small 
a portion of time is represented by such a minute division, it is 
not improbable that some may feel incredulous jus to the practi¬ 
cability of estimating it correctly. But after the preliminary 
drill with the method about to be indicated, the doubters will be 
able to assure themselves that not only is it not impossible, but 
that with care it is sufficiently easy. 

In all observatories on shore, the astronomer and his assistants 
are in the constant habit of splitting 14 tenths ” with wonderful 
precision, and it may interest the reader to know that there are 
mechanical contrivances for dividing a second of time even into 
one thousand ptirts. As these do not enter into the practice of 
navigation, a description of them here would be out of place. 

To compare accurately, the operator, being quite alone, should 
close both windows and doors, so ius to exclude noise. Having 
opened the outer cases, he should make ready with book and 
pencil for the first comparison, by opening the inner case of A, 
winch will allow its ticking to be distinctly heard, whilst li is 
regarded through its glass lid. 

It will he perceived by the reader that the operation is per¬ 
formed by the delicate relationship or sympathy existing between 
the eye and ear. A will he heard, and /» will be seen. 

Now, look steadily at A, and mentally count with it, assisting 
by a quick motion of the hand corresponding to every lmlf-second 
heat. Having got well into the swing or rhythm of the beats 
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Note. —When temperature rates are used, the values in the daily rate columns'will require to be altered as the temperature varies. 

[In ordering this form the size must be increased to 14 in, x 8 in. over all. The divisional lines may be either red or black, according to purchaser’s fancy. 

All the left hand pages are blank, to allow space for remarks.] 
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ami decided to “stop,” say, at 00s. (the even minute); remove the 
eye to B when «d\s second-hand has got to 52s. or 53s., keeping 
the sound of each half-beat still in your care, and the hand going 
with it. When you have arrived by sound at 00s. (your chosen 
“stopping” point) the eye will enable you to decide upon the 
number of seconds and parts of a second shewn by B. 

The other two comparisons will be made in a precisely similar 
manner. Of course in actual practice yon note down beforehand 
the hour and even minute, by the opm chronometer, at which you 
intend to “stop,” or compare with the closed one; also, note the 
hour of the latter, and when proficient, the minute can also be 
noted, leaving only the seconds and tenths for the comparison. 

The beginner, after a few trials by himself, will soon drop into 
the way of comparing with accuracy, and will congratulate 
himself upon being independent of outside aid, whenever lie may 
wish to do so. 

Another plan has been suggested, but as the writer has not 
tried it, he can only say it seems feasible. “ Keep one hand free. 
At the beat of the second, or half-second, touch the table with 
the tip of the little linger, and rapidly pass along the other tips 
to the thumb, as a pianist would in playing a scale in the natural 
key. When, by practice, this can be effected in exactly half a 
second, then the touch of each finger will represent 01s.” 

Having compared all three chronometers, .1 with B. B with C, 
and A with accuracy of the result can, in a measure, be tested 
by comparing the interval between .1 and with the sum or 
difference, as the case mav be, of the other two intervals, for 
example— (vide form of Chronometer Journal) on ^ May Ibth 
we have 


II M S. 

Time bv Citron. A 2 31 00 0 

H 2 12 39 4 

Interval H 20 0 


II M. S. 

Oliron. II 2 If* 00 0 

„ r 2 14 5-1 

Interval 0 M0 


Oliron. A 
., V 

Interval 


n M. * 

2 36 00 0 
2 16 44 8 


19 15-2 


Here 13m. *20 bs. added to Om. 54'<)s. gives 19m. 15 2s., equal to 
the interval between J and (\ from which it may be assumed 
the comparisons have been accurately made, although, strictly 
speaking, such is by no means a certainty. 

I'hanveimt, in bis valuable work oil Spherical and Practical 
Astronomy, says 

“ When two chronometers are compared which keep the same 
kind of time, ami both of which beat lmif-seeonds, it will mostly 
happen that the beats of the two instrument* are not Muchronons, 
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but one will fall after the other by a certain fraction of a beat, 
which will be pretty nearly constant, and must be estimated by 
the ear. This estimate may be made within half a beat, or a 
quarter of a second, without difficulty; but it requires much 
practice to estimate the fraction within 01s. with certainty. But 
if a mean time or Solar chronometer is compared with a Sidereal 
chronometer, their difference may be obtained with ease within 
one-twentieth of a second. Since Is. sidereal time is less than Is. 
mean time, the beats of the Sidereal chronometer will not remain 
at a constant fraction behind those of the Solar chronometer, but 
will gradually gain on them, so that at certain times they will 
be coincident. 

“ Now, if the comparison be made at the time this coincidence 
occurs, there will be no fraction for the ear to estimate, and the 
difference of the two instruments at this time will be obtained 
exactly. The only error will be that which arises from judging 
the beats to be in coincidence when they are really separate by a 
small fraction, and it is found that the ear will easily distinguish 
the beats as not synchronous so long as they differ by as much 
as 0 05s. (half-a-tenth); consequently, the comparison is accu¬ 
rately obtained within that quantity. Indeed, with practice it 
is obtained within 0 03s. or even 0 02s. Now, since Is. sidereal 
time = 0'99727s. mean time, the Sidereal chronometer gains 
0'00273s. on the Solar chronometer in Is.; and therefore it 
gains 0‘5s. in lS3s., or very nearly 3m.; hence, once every three 
minutes the tw T o chronometers will beat together. When this 
is about to occur, the observer begins to count the seconds of 
one chronometer, while he directs his eye to the other ; when he 
no longer perceives any difference in the beats, he notes the 
corresponding half-seconds of the two instruments.” 

It follows that when two Solar chronometers are to be com¬ 
pared, it will in general be most accurately done by comparing 
each with a Sidereal chronometer by coincident beats, and after¬ 
wards reducing the comparisons. It is not likely that the ordinary 
navigator will possess a Sidereal chronometer, but the method is 
introduced here as likely to prove interesting, and to shew what 
can be done. 

It has been already stated that chronometers should be com¬ 
pared daily, and with methodical regularity, and the proper entries 
made in a book known as the Chronometer Journal.* The writer 

* It is not uncommon to see the error of a chronometer marked opposite each day, 
on the margin of the page for the month, in the Nautical Almanac. 'I his, in the 
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li:is for many years Used the form given at page 57, and it is so 
self-explanatory that very little more is requisite. The “‘2nd 
difference” is merely the dilference between the quantities for any 
two consecutive days in the column headed “ 1st ditfercnce." Titus, 
in the comparison of -I with />, on May hSth the “ 1st difference” 
is 1 Sin. 20*Gs., and on May 10th is lSm. 25’4s.: the ditfercnce be¬ 
tween these two is 4 Ss., and, as the one chronometer is gaining 
ami the other losing, it ought to he equal to the sum of their 
daily rates. As A’s rate is + l'Gs., and H' s — Tls., the sum 4'7s, 
shows a dissimilarity of only one-tenth of a second. 

In the case of the " 2nd dilference ” of H and C = 11s., us both 
these chronometers are losing, it ought to he equal to the differ¬ 
ence of their daily rates, which happens exactly to he the case. 

Of course, if two chronometers were both gaining, the “ 2nd 
difference” would in like manner he equal to the differenee of 
their daily rates. But when their rates are going in opposite 
directions, the amount in the “ 2nd difference ” column ought to 
he equal to their sum. 

By scrutinizing the journal day hy day, a fair judgment may 
he formed of how the chronometers are behaving. In the event 
of the " 2nd difference ” not agreeing with the daily rates, a careful 
analysis of the comparisons and record of temperatures, combined 
with a consideration of the respective merits of the instruments, 
may enable one to form a pretty jult estimate of the value and 
direction of the change, Bor instance, if -1 does not agree with 
H, nor yet with (\ hut if 7> and (' run well together, the inference 
that -1 has gone wrong would he a reasonable one, especially if 
.1 happened to he an old offender. In any case the navigator is 
put upon his guard, which is always something. 

• At the Bidston t >bserval'*ry, near Liverpool, any master sailing 
out of the port can have his chronometer rated for temperature. 
The time requisite is six weeks, and on leaving, a paper accom¬ 
panies the chronometer shewing its performance for every 5° of 
temperature between 45 and !i.V* } so that if the recommendation 
he attended to concerning the advisability of keeping a maximum 
and minimum thermometer in the case with the chronometers, 
and the rate altered to suit as often as necessary, the navigator 
can make sure of his tJreenwieh time within a few seconds, after 
a laji.se of some months.* The Observatory ft mperature r>ites 

e 11111.111(11 of some pe pie, iiuy “ linmly ' an l in a *m«io il n 10 hul on a tong 
voyage a prop- rly kepi "Journal " w • i I look more alilp *hape anil bn like, quiU 

apart from the quealion of ulillly. 

* See \pp» U>lit A. 
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can be copied out on any of the left-hand pages of the journal, all 
of which are headed “ Remarks,” and ruled in faint blue lines. 

In the specimen page of the Journal just given, it will be noticed 
that, for conciseness, it is only drawn up for four days; but in 
ordering one similar, the printer should be instructed to make the 
page deep enough to contain a week’s work; also to leave an inch 
and a-half of space at the bottom for adding up and getting the 
mean of the “second differences” and temperatures, so as to 
adjust the rates in accordance with their indications. 

Whenever the errors and rates have been ascertained afresh by 
observation, the proper entries corresponding to the given date 
should be made in red ink, so as to be easily found for reference. 
It will be found to simplify their application and facilitate calcu¬ 
lations generally, if the errors are all recorded as either fast or 
slow of G.M.T., and not some one way and some the other. The 
writer prefers to have them all slow, as addition is easier than 
subtraction. To avoid having, in certain cases, the errors in¬ 
conveniently large, the optician could be instructed to put them 
all slow, say anything between ten seconds and ten minutes, 
according to the direction of the rate. 

The winding and comparing ought to be invariably done by 
one person. The winding should be performed with care, and at 
the same speed on every occasion. This is important, because 
the maintaining power, which keeps the chronometer going while 
winding, varies, and, hence, if wound slowly, a chronometer may 
lose during the process. So long as this is regular, it does not 
affect the daily rate, as ascertained from observations at several 
day’s interval; but if wound sometimes slowly and sometimes 
rapidly, error may be introduced. In large Mail Steamship 
Companies, the second officer is generally constituted the “ Navi¬ 
gating officer,” and, as such, has charge of the chronometers. It 
is his duty every morning to make formal report to the com¬ 
mander that they have been attended to. It would be easy to 
devise a plan suitable to any particular ship, whereby it would 
become impossible to neglect this important duty. In some men- 
of-war, the crew cannot be piped to their mid-day meal until the 
chronometers have been reported. In a merchant vessel it is 
usual to wind them in the morning. But whatever the time fixed 
upon, there should be a certain formality observed, which could 
not be omitted without sure and speedy detection.* 
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* A card, •with the words "Wind Chronometers” printed or written on it, might be 
laid on the captain’s plate by the steward every morning at breakfaat time. 
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These sensitive instruments cuuuot receive too much care, for 
it is perfectly wonderful what apparently insignificant causes will 
sometimes affect them. Many years ago the writer owned two 
very valuable chronometers, which he highly prized, as their 
performance had been most satisfactory. On a ptissage home 
from the Kiver Plate they both came to grief quite unexpectedly. 
Comparisons with a third time-keeper, kept in the second otficcr’s 
room, and observations on shore at JSt. Vincent, shewed that they 
had taken up a prodigious losing rate, which grew day by day 
until on arrival ut Liverpool it amounted to 20 and 25 seconds. 
Kxaminntion by the maker disclosed the annoying fact, that the 
springs and other steel portions of the works were thickly pitted 
with rust. Now, the Captain’s room was situated directly over 
the main hold, which on that particular passage happened to be 
stowed full of stilted hides. The coat of the mast, which came up 
through one corner of the cabin, had worked adrift on the side 
which was hidden from view, and the only inference to be drawn 
was, that the salt steam from the hold had penetrated to the me¬ 
chanism, with the unfortunate result already mentioned. Though 
thoroughly cleaned and “ re-sprung ” they never went so well 
again. 

Jolting iu a railway train, or a conveyance of any description, 
is liable to alter the steady going of a chronometer. The quick 
jerk of a boat smartly propelled by oars is still more likely to 
prove injurious. If, therefore, a chronometer has to be taken 
from one place to another in a pulling boat, it should be held 
free in the hand by the leather strap, and the men ordered to 
pull out of stroke ; or, if the officer is afraid of being called a 
4 lubber,’ and his boat’s crew 4 a pack of old women,’ he can give the 
word to 44 pull easy." When carrying it by hand, avoid a rota¬ 
tory movement, as this would very easily stop it till a similar 
movement set it going again, and so on. When travelling by 
train, place it on a pile of overcoats or railway mgs, in such a 
position that it will not fall. The princijhil cause, however, of 
a chronometer altering its rate when reasonable care has been 
taken of it, is vlmnjr of temperature. 

In connection with this subject of rough carriage, the rein I or 
should know that a chronometer is exposed to a variety of mis¬ 
haps which are very little understood except by 44 the trade."— 
For example, when the locking-spring of the escapement is too 
weak, it is possible for two teeth of the 44 ’scape-wheel ’’ (instead 
of only one) to pass the locking-pallet during a single vibration 




MYSTIFICATION. 


t>3 


of the balance. This is called “ tripping,” and it is evident that 
in this way a chronometer may gain several seconds in a very 
short space of time, to the complete mystification of whoever has 
to do with it, unless he happens to be posted in respect of this 
peculiarity. 

Tripping may occur also through a worn “ ’scape-wheel,” the 
pallet-stone being badly set, or the several parts not being 
relatively in good adjustment. 

On the other hand, should the locking-spring be too strong, the 
pallet will not get back sufficiently to release the “ ’scape-wheel,” 
and the chronometer will not go at all, or if it does condescend to 
do so, will only move by fits and starts. Of course the maker 
would never let an instrument leave his hands in such a plight, but 
it is mentioned to shew the refinement of skill which is necessary 
in the manufacture and adjustment of such delicate mechanism. 

Again—owing to the axis of the balance-wheel being but slender, 
a sudden jerk may bend it or break the extremely fine pivot- 
points, a misfortune which at once puts the chronometer “ out of 
action ” till the damage has been repaired. 

Before removing it from its outer case to carry it anywhere, a 
chronometer should be stayed, otherwise the instrument is apt to 
capsize in the gimbals, and when the inner case is next opened, to 
astonish the individual who has carried it by his finding the XII 
next to himself, instead of facing him on the far side as usual. 
Incredible as it may appear, the writer knew an officer, who, to 
his consternation, got a chronometer into this very same fix, and 
worse than all, neither knew how it happened, nor what to do to 
get it back into its original position. 

The poising of a chronometer in the gimbals has a very great 
influence on its rate. This can be tested on shore by staying the 
chronometer and keeping the case on its side for three or four days 
with the XII up. Next try it with the III, VI, and IX up, and 
it will be found that the rate in each case will be different to 
what it was when the chronometer had a horizontal position. 
The more expensive pocket watches are adjusted for any position, 
but marine chronometers are intended always to be kept strictly 
horizontal, with the face up. 

Experience has proved that chronometers, with the words 
“ Auxiliary compensation ” engraved upon their face, are not one 
whit better than those fitted with the ordinary balance. Without 
this knowledge, a purchaser of one of these instruments might 
fancy he was getting something “ very special.” Auxiliary bal- 
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aliens, anil some of the more complicated kinds—from their fragile 
and jointed construction—are specially liable to injury by shock. 
On this ground, if no other, the writer prefers the ordinary 
balance. 

A caution will do no harm to those who, because an instrument 
is going pretty well, allow many years to pass without having it 
cleaned. It should be borne in mind that wear and tear is con - 
stmitly going on ; that the oil thickens, and eventually gets dried 
up: and that when this happens, the pivots of the moving parts 
must necessarily grind themselves away, and work differently to 
what is intended. Oil is one of the great ditliculties in dealing 
with chronometers. No two makers are agreed as to the best oil 
for use. All confess to great ditliculty. Not only is it difficult 
to get good oil that will remain perfectly fluid for some consider¬ 
able time, hut suitable oil, even if once made, cannot always be 
reproduced by the same processes. Not only does oil thicken, 
hut its lubricating properties change by lapse of time : probably, 
from combination with oxygen, its chemical constitution changes. 
Temperature also has a decided effect upon oil, and it is found 
that its viscosity is much more altered by a change from 55° to 
70' than by a change from 70 to N5°. Hence the rate of a chro¬ 
nometer under varying temperatures is intimately related to the 
behaviour, when heated, of the lubricating material employed. 
The oils least subject to thickening by time are some of the 
purified lish oils : their chief fault is an extreme fluidity and 
consequent liability to run away from the pivots. Never allow 
a chronometer to run longer than live years at the outside with¬ 
out giving it an overhauling at the hands of a lirst-rate workman, 
lhit if it is a new instrument, it should he looked at after a couple 
of years, and its rate ‘closed,’ It will then heat its best, and 
should continue so for years. This is so well known that the best 
makers never issue their chronometers till properly “seasoned.” 

Be tanr that the limn you give it to is a c/mmomr/er-maker, 
and not a watch or c/oe/i-maker. The latter may be Very good as 
such, and yet understand very little about marine chronometers. 
Moreover, a large percentage of those who style themselves 
chronomet' r-mu/.rrs are only chronometer-* tiers, as the instru¬ 
ments are purchased by them at trade price from tie* wholesale 
manufacturers. If you know where to look for it you am easily 
find the manufacturer's pm ate mark. 

Knough has been .said to shew that chronometers are really 
almost like living organisms in the various manners in which 
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they are affected by different influences; each has, in fact, its 
idiosyncrasy. On being removed from shore to ship, some 
become naturalised sooner than others, like human beings them¬ 
selves ; some again are less affected than their shipmates by the 
jar, sea-motion, and change of climate. To the scientifically 
inclined, their various constitutions and temperaments cannot 
fail to prove an interesting stud}'. Except that it would scarcely 
be compatible with a work of this elemental-} 7 description, it 
would be possible to illustrate the mode of utilising diagrams to 
exhibit curves of rate, temperature, and moisture. These, how¬ 
ever, are more likely to find favour with philosophic investi¬ 
gators than with Practical Navigators. 

Tn concluding this chapter, it may not come amiss to those 
desirous of purchasing a reliable timekeeper to be told where to 
find it, and how to get it. Many of the best makers send instru¬ 
ments to the Greenwich, Ivew, and Liverpool Observatories to be 
tested. At these institutions their performance is subjected to a 
rigorous cross-examination, and a careful record kept of their 
bchaviour under various trying circumstances, and extending 
over several months. The Greenwich trial is exclusively for the 
Royal Navy; but at Bidston (Liverpool) and Ivew the books are 
always courteously open for the inspection of those desirous of 
purchasing, and consequently, it should be an easy matter to 
select a good instrument from the many before you. When 
found, go at once to the maker, whoever he may be, and drive as 
good a bargain with him as you can. Do not grudge an extra 
pound or two; you will save it in sleep on a voyage. 

The two best chronometers the writer ever had the good fortune 
to meet with were obtained by him in this manner at the Liver¬ 
pool Observatory, Bidston Hill. They were selected from a large 
number, and, curiously enough, were by the same maker, and had 
eonsecutive numbers—a thing that might not happen again in 
one hundred years.* 

* There is do longer a stock of chronometers for sale at Bidston Observatory ; but 
before purchasing in Liverpool, it can always be stipulated that the instrument shall 
oe sent to Bidston to be tested,—that is to say, if the intending purchaser can afford the 
time. For example, when a vessel is being built, the owuer knows that she will require 
to be furnished with chronometers. If, then, he requests his clnonoiucter-makif to send 
a certain number to the Bidston Observatory lor trial, those necessary can be selected 
when the vessel is ready for sea, and he will enjoy ti e same privilege as the Admiralty 
have, for many years past, by means of their annual test of chronometers at the Green¬ 
wich Observatory. A fee of ten shillings on each chronometer is charged for incidental 
expenses by the Bidston Observatory, and this sum covers a period of twelve months 
from the date of first deposit. The difficulty is to get them to and fro, as the Observatory 
is in rather au out-of-the-way locality. Oidinaiilv a learners seldom leniam lougeuongh in 
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Thu Sextant, of all astronomical instrument* *, is especially 
adapted to the purpose of the navigator, and for this reason it is 
incumbent upon him to render himself in every way familiar 
with its principle and make. 

The multitude are sometimes puzzled to know why a sextant 
(derived from the Latin word sextans, signifying the sixth of a 
circle) should be thus named, when it is capable of measuring 
angles up to 1-0", or the third of a circle. 

If the possessor of one will but look at the arc, lie will lind out 
by lii.s eye alone that, as a matter of fact, it consists only of the 
sixth part of a circle. The optical principle upon which the 
instrument is founded (that of double reflection . permits <>j half 
a deyree of the arc briny numbered and considered as u whole 
degree. Thus, in the sextant, what is really only an arc of 00 , 
is divided into 1*20 equal parts, each of which dots duty as a 
deyree . 

The instrument commonly known as a Quadrant is improperly 
so called. Though it is capable of measuring angles up to 00 . 
the arc only consists of the riyhth part of a circle, and, in accord¬ 
ance with the rule adopted in the former case, it should be tunned 
an Octant.* These terms, being at present opposed to each other, 

]>ort (except under hi.ivy rq a r lo permit of their chronometers un lerv mg ll.e full 
temperature trial. St«<l, by waldung st nts, it enu be done. It by n mean f hows li nt, 
because a man has made a chronometer wh • b 1 as been purchased at a g-xd one by the 
Admiralty, all ml sequent chronometers male by him w l be tqua- y goo|. Krom an 
eiam'ifialr n of the pn dHied “ U tics of l‘li on met. rs on Ir al, for pur base by the Hjwd 
of Admiralty, at the lloval 01 serv.itorv, (.re iw.#»," it will be sien that the makir who 
bos a chrotioincler lb tl or se nd on the 1 at in the rder of merit, also n t ifre u »tly 
has another near the bottom of the Mine list. Tliia shows l'io oe>-*»ity »f testing thi 
chronometers llieni'e ves, iiro*p< 'tixe of the tnim» whrh they bear T’erei a I >1 o 
ln*k al-ut U 

* H c ori*Mt 1 quad ant devi d by dohn Pax is, oi.e of Fugland’s sterling se, .men, lo 
1 1> >, on isled of two arcs, which l . ll.er made up degrees, aud was therefore ao 
actual quadrant, as the name Hi pile*. It wuageuoia .y kitovin tx seamen a' the ‘ back- 
si* tl,” because the o server turned hti back lo the tuu whin »» ing u al. lude, sod it 
w«v anpcise le I by lltdU y's qua haul In 1731 
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are a source of confusion, and might be rectified by abolishing the 
word Quadrant, and substituting Octant. Instruments capable of 
measuring angles up to 144° are in like manner termed Quintants. Q uillUnts 
The optical principle upon which the Sextant is founded is thus 
announced:— 

“ If a ray of light sutlers two successive reflections in the same statement of 
plane by two plane mirrors, the angle between the first and last °P tical Law 

* ** A ° # governing 

direction of the ray is twice the angle of the mirrors.” Sextant. 

The following illustration is taken from Herschel’s Astronomy, 
page 117.* 


P 


C 



E 


Let AB be the limb or graduated arc of a portion of a circle Demonstrate 
60° in extent, but divided into 120 equal parts. On the radius of law of double 
CB let a silvered plane glass D be fixed at right angles to the 
plane of the circle, and on the moveable radius CE let another 
such silvered glass C be fixed. # 

The horizon glass D is permanently fixed parallel to AC, and 
only one-half of it is silvered, the other half allowing objects to 
be seen through it. 

The index glass C is wholly silvered, and its plane is parallel 
to the length of the moveable radius CE, at the extremity (E) of 
which a vernier is placed to read oft' the divisions of the limb. 

On the radius AC is set a telescope F, through which any object 
Q may be seen by direct rays which pass through the unsilvered 
portion of the glass D, while another object P is seen through 
the same telescope by rays which, after reflection at C, have been 


* Published by Longmans & Co. 
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thrown uj>on the silvern! part of D, and are thence directed by a 
second rcllectiou into the telescope. 

The two images so formed will both be seen in the held of 
view at once, and by moving the radius CE, will (if the rcllectors 
he truly perpendicular to the plane of the circle) meet and pass 
over without obliterating each other. 

The motion, however, is arrested when they meet, and at this 
point the angle included between the direction CT of one object, 
and FQ of the other, is twice the angle E(\\ , included between 
the fixed and moveable radii CM, CE. 

Now the graduations of the limb being purposely made only 
/to//'as distant as would correspond to degrees, the are -1 E. when 
read off as if the graduations were u'hoU degrees, will in fact 
read ■ loublc its mil amount, and therefore the numbers so road 
oil will express, not the angle ECA. hut its double, which is the 
actual angle subtended by the objects.* 

Though epitomes mostly explain how to read the vernier, they 
neglect to explain the peculiarity in the human eye which gave 
origin to its invention.t The value of the vernier as u means of 
reading minute divisions depends upon the fact that, when they 
are within a certain degree of closeness, the eye cannot separate 
a s< l ies of parallel lines lying side by side, there being a point 
for all vision where such linos appear to mix with the ground 
upon which they are drawn, ami thus form a tint: therefore it 
would be ditlieult to say, unless under extreme magnitication, to 
which one of these lines the index arrow pointed. Further than 
this, it would be ipiite impossible to graduate the arc of a sextant 
to the required degree of minuteness. Taking a sextant of 8-ineh 
radius divided to KT. the space between each line on the arc 
would l»e e.pml to -0001!) of an inch, and the line itself would 
almost ln\e to confoim to the geometrical definition ot ** length 
without breadth, conditions, m either c^e, clearly impracticable. 

Now it is u recognised fuel that so long as the eye can see a 
single straight line ilistnwth/, it can detect any break in its eon- 
tin lily. Tli * dnisioiis on the arc of an n inch sextant a tv easily 
discernible under tl> unguilhr. In modern instruments each 
degree is d \ ided by stroke*, into six eipial parts, each stroke 


• ll can K o» «y <Ipi M'Uslrat I Hit theatre FCA. - l»c* n zvr i ot l • e arc an l zero 

af llie In lex ven- i, a • il t« ti e n* -1» of tlie ni rror* <’A7», wliHi I* al lliat i wanted 

tic all It the t t* ft* t* p»rfm pueu al ve 

t S (I tunc' ''el .1 1 Now l«," from 1'itcr X 'in n, who, at-oit the middle ot the 

1 Ot .riitnry, I . I eautit ite* »U 1 * 1 •*»te> ami a; j 1 at* 11 in a soMfwtiat laboured ami 
crud* f rm, win li wna aimpUficl by Pit re Ven ier 1.1 11>31 
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therefore represents 10', and the space between each stroke— 
supposing the stroke to be infinitely thin—is *0110 of an inch, spacing of 
which is well within the | ower of a dividing engine. Under but divis: ° ns - 
weak magnification, this space, tiny as it is, appears perfectly 
clear and distinct. So far the arc. In the form known as the 
“ extended ” vernier, the divisions are nearly double the distance 
apart of those on the arc, and are therefore even more clear and 
distinct, so that, when any one of the veruier lines coincides 
exactly with a liue on the arc, the fact is easily observable, and 
this particular line may be taken as giving the true value of 
the reading. The principle of the vernier is such that, in a well 
cut sextant, only one at a time of the vernier lines can possibly 
coincide with one on the arc when the zero line or arrow of the 
vernier is itself out of coincidence. 

But when the zero line is in coincidence, then the terminal line 
of the vernier must also be in coincidence, or the sextant is badly 
cut. At such times as a line on the vernier coincides with one on 
the arc, all the others appear broken or discontinuous, becoming 
more so in proportion to their distance right or left of the reading, 
in badly divided instruments it may happen that two or even Testing 
three lines of the vernier may appear in coincidence and puzzle dlv,slons 
the observer as to which he should accept. Such a sextant is not 
worth having, except for rouse-about work, such as angles of 
land, &e. It is found that a line, as fine as it can be clearly seen, 
will appear broken in its end-to-end continuity with another 
equally fine line, if at their point of meeting the lateral displace¬ 
ment should amount to a quarter of the thickness of either line. 

The vernier permits of this being readily carried out in practice, 
and affords a method of arriving at small readings which cannot 
be excelled. To obtain the full benefit of it, the divisions, both of 
arc and vernier, must be accurately spaced, and sharply, though 
finely, cut. Instruments for the determination of angular measure 
arc not all alike in their graduation, so on attempting to read off 
a new instrument it is first necessary to ascertain by inspection 
the law of that particular vernier. To explain the principle of 
the vernier would be altogether too tedious, even if successful. 

The navigator who takes a proper pride in his work should Respective 
possess a first-class Sextant or Quintant, and a good Octant. Q^unt 
The latter is fully equal to everyday work in the broad ocean, — octant, 
for example, during the winter months iu the North Atlantic. 

The delicate exactness of the other instrument is quite thrown 
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away when one can only get Hying shots at the horizon, from the 
crest ot' a GO-feet wave. Showers of salt spray, with the chance 
of an occasional knock, certainly seem less suited to the sextant 
than to its hardier and more humble relative. 

Un the other hand, for tine weather use, for stars, lunar*, ob¬ 
servations on shore with artiticial horizon, and for fixing the ship's 
position in the neighbourhood of land by angles, the Quintant is 
undoubtedly the proper instrument 

Angles of the land for “ fixing " purposes are not required to 
seconds, nor even to minutes : ordinarily, it is sutlicient if the 
error does not exceed the sixth of a degree (10); the only reason, 
therefore, for mentioning the Quintant in this connection, is that 
occasionally one or both of the angles may he so large as to be 
beyond the range of the Octant.* 

A good Quintant or Sextant costs money —and is worth it. 
Unless you are a fair judge of one, it is as easy to be deceived in 
purchasing a sextant ns in buying a horse. The market is glutted 
with sextants made for sale. Every pawnbroker’s window in a 
seaport town is half full of them. Some vendors even hold out 
the inducement in large type that their instruments are “ free 
from error." If, indeed, by accident such should happen to be 
the case at the moment of purchase, it need not be a matter of 
speculation how long they will remain so. The thing is absurd, 
and might with equal justice be said of a chronometer or a 
patent log. At the Aberdeen meeting of the British Association 
in 1 s,s. r » (four years after this was written), tho late Mr. < 1. M. 
Whipple, H.Se., FR.AX, the then Superintendent of Few 
Observatory, read a paper “On the Errors of First-class Sex¬ 
tants, ns determined from the Records of the Verification Depart¬ 
ment nt the Kew Observatory. *’• 

lie p >inted out that tin* instruments were sometimes inferior, 
and it was generally observed that though good sextants could 
he 1 ad it a proper price were paid for them, there was a large 
liuinbt r of " cheap and nasty" instruments in the market, and 
in fact that the trade had partly drifted into improper hands, 
the munufaehire of such instruments having become a com¬ 
mercial instead of a scientific matter. 

The intending purchaser should spend half nil-hour or so in 
satisfying himself as to the following points. Avoid a sextant of 
less than S inches radius. The divisions of a smaller instrument 
are ditlieult to rend, especially at night, and are not likelv to l*e 


* U s ilil it |\ linn rn'fRtT} lx>p» o\irc* mr (>t< lt« ) 
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near so accurately cut. A G or 7-inch sextant is of course some¬ 
what lighter to handle, but sailors are not women ; and a certain 
amount of weight gives steadiness, especially in breezy weather. 
The writer’s instrument is a 10-inch “ pillar,” by Trough ton, 
divided on platinum. 

The old recommendation was to give the preference to a 
'* pillar M sextant: in its day it was without doubt the correct 
thing, if only because the make was confined to the very best 
instruments, and therefore a sort of guarantee of good workman¬ 
ship. But the world moves on, knowledge increases, good things 
are superseded by better, so farewell to the “ pillar.” 

An indispensable condition in a sextant is rigidity ; flexure is 
fatal, and, though the design varies considerably according to 
taste, all makers now adopt the principle of putting the stiffening 
on its edge; that is to say, the framework or webbing, between 
the two external arms at the ends of the arc, is much deeper than 
it is wide. Again, it is necessary to select a material capable of 
undergoing considerable thermal changes with the least possible 
amount of deformation, permanent or otherwise. 

Usually the casting is of gun-metal, or something approaching 
it; quite recently, however, some sextants have been made of 
Aluminium, on the score of lightness; but this latter, as shewn 
above, is not an unmixed blessing. In point of strength and 
liability to expansion there is not much between them, so in these 
respects one is as suitable as the other. Talking of expansion, 
sextants should not be laid down on a skylight under a broiling 
tropical sun. The divisions are beautifully fine, and supposing 
them to have been cut in the ordinary temperature of a work¬ 
shop—say 60°—it does not need much gumption to see that 
when the temperature runs up to, say 140" or 150" in the sun, 
there must occur a very considerable change in the limb and 
instrument generally. Under the immense strain the weakest 
part will give, and probably result in permanent distortion. Like 
the captain’s gharry hire—you may not see it—but it’s there all 
the same. 

Further, if we suppose the arc to be of platinum and the frame¬ 
work to be of gun-metal, or some similar alloy, the limb will try 
to tear away from the narrow strip of inlaid metal, owing to their 
vastly different rates of expansion. Therefore, if yon cherish 
your sextant as you should do, and expect it to be faithful to its 
trust, you, in j r our turn, must treat it with some degree of intel¬ 
ligent consideration. 
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To test the arc, set the zero of the vernier very carefully at 
various divisions along the arc, and then note if the left hand 
division of the vernier coincides exactly with one on the arc 
If the latter is correctly graduated, it should coincide in every 
instance. Cheap sextants won’t stand this test. 

Examine the vernier, to see that its feather edge lies perfectly 
llush with the face of the arc, otherwise, by a slight side move¬ 
ment of the eye to the right or left of a point exactly vertical 
to where the divisions “cut,” a false reading is obtained. This 
is very likely to occur at night, when reading otV hy the light 
from a swinging lamp. 

An extended vernier, by which is meant u vernier whose divi¬ 
sions arc twice the distance apart of those on the arc, is now 
considered to he “the correct thing,’’ and is a great help t> 
accurate reading. 

A steel tangent-screw will not only last longer, hut will work 
more evenly than a brass one. 

One of the eye pieces of the inverting telescope should have 
a tolerably high magnifying power—say 14 or 15 diameters,as 
contacts of the suns limbs in observations with the Artificial 
Horizon are easier made in proportion to the size of the suns. 

To do away with the annoying and error-producing glare so 
often witnessed on the sen horizon, till tin* sun gets above 50° or 
so, Mr. T. Mackenzie, of the R.M.S. Moselle , inserted a Xicol’s 
prism close up against the object-glass side of the diaphragm of 
his inverting telescope This was so placed that .when the tele¬ 
scope was screwed home in its collar, the polarising plane of the 
prism would he pnrnlh 1 to the plane of the sextant, and conse¬ 
quently perpendicular to the plane of the horizon when making 
observation*. By this device t!• • intense glare of light from the 
horizon is totally refracted out of the prism, and only the ‘extra¬ 
ordinary’ ray transmittid to the eye. The horizon is rendered 
comparatively dark, and clearly defined, being free, moreover, 
fmm the displacement which coloured shades, wanting in parallel¬ 
ism of their bices, always give. 

Mr. Mackenzie, in n cm iinunication to the Royal Astronomical 
Society, stated that it fulfilled all lie expected from it. t)ne 
eye piece might he so fitted at very little cost. 

1 ’h ry, <>f the Strand, who. by the way. makes a specialty in 
what he calls his " Edge-Bar ” Sextant, lias applied to sextant 
telescopes the principle of tie* " interrupted thread," hitherto 
»nl\ used for the breech mechanism of heavy guns. Half a turn 
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suffices to ship or unship the telescope without detracting from 
its security. This plan saves time, temper, and fumbling. 

Tn case 3 ’onr sextant is not already fitted with a good “ star 
telescope,” by all means get one. It will pick out the horizon on 
a dark night when the unassisted eye would be in error several 
minutes of arc. Some men, after getting the star roughly down 
uear the horizon, hold their sextant in one hand, and a binocular 
close up to it with the other, and then endeavour to perfect the 
contact. This is a bad plan, and to convince any one that it is 
so, let them try it with the sun in broad day-light. It is true the 
horizon is rendered much more distinct, but with every motion of 
the binocular the object will dance about—sometimes above the 
horizon, and sometimes below it. 

To ensure a correct altitude, the line of sight of the telescope 
used must be 'parallel to the plane of the instrument; this is termed 
"the line of collimation,” and it is abundantly evident that one 
cannot guarantee to effect this by guess-work, in the dark, with 
a pair of night-glasses held loosely in the hand. In Table 54 of 
Raper’s Epitome will be found the amount of error corresponding 
to the altitude of the body observed, and the angle the telescope 
makes with the plane of the sextant.* 

It is also well to know that the error, due to the optical axis ol 
the binocular not being held strictly parallel to the plane of the 
instrument, always lies in the direction of making the altitude 
too great , so that those who incline to this mode of observing 
would do well to make allowance in accordance with the rule. 

The index and horizon glass screens should be of neutral tint, 
instead of red, yellow, green, &c. The various depths of shade 
correspond to the thickness of the glass. The coloured screens 
which screw on to the eye end of the telescopes should also be 
neutral tint. 

The front and back faces of the index glass ought to be strictly 
parallel to each other. This can be tested by placing the sextants 
on a table or other steady support, and looking obliquely into the 
mirror at the reflection of some distant object. The image should 
have sharp and well-defined edges. If they are at all blurred or 
indistinct, the glass is more or less prismatic. 

Another method of determining this is to examine the reflected 
image of a star with the index set to a reading of 120° or there¬ 
abouts. The index glass reflects from its outer as well as from its 
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silvered face, though in a less degree. If the faces arc parallel, 
tlie rays from the star rellected from tlie two faces will be parallel 
after leaving the glass ; they will therefore be converged to the 
same focus in the telescope, and produce but a single image. But 
if the glass is prismatic, there will be two images, a fainter image 
superii posed upon the stronger one, and not quite coincident 
with it. The star, therefore, will not shew as a well defined 
point without sensible magnitude, which it ought to do if the 
glass were perfect. 

Want of parallelism of the horizon-ylass is of less consequence. 
It affects all angles (tlie index correction included) by the same 
quantity, and therefore produces no error in the results. 

Teji for Next, examine tlie coloured screens for the same defect If their 

Screen*. faces are not ground parallel, the sextant will have a dillercnt 
index error for each pair or combination of screens. Detection in 
this case is easy. Make an accurate contact of the sun’s limbs, 
on or off the are, as the case may he, using with the telescope one 
of the coloured screens belonging to it* Then, after discarding 
this screen from tlie telescope, turn down suitable combinations of 
the index and horizon screens, and sco if the contact still remains 
perfect. If not, make it so, and the difference between the first 
and last reading will be the error of that pair of screens, and so 
on for the remainder. 

Scroem fitted Iii some special seKtants the screens are so arranged as to 
torever'e ndiuit of bring instantaneously reversed, therefore, to eliminate 
the errors of these glasses, it is only necessary to take one half 
of a set of observations with one position of the scieens, and the 
other half with the reverse position. 

Imperfection in the colonic I shade, just alluded to, which ships 
on to the eve-piece of the telescope, is of no particular importance, 
as tin* object and reflected image are atfeeted alike, and the angle 
between them remains unchanged. 

The prismatic sextants, above referred to, differ from tin* 
ordinary sextant, not only in their general construction, but 
in their capabilities, for they can measure angles up to IbO° 
from the ordinary sextant, not only in their general construction, 
but in their capabilities, for they can measure angles up to lbO* 
with perfect accuracy. In dealing with large angles there is no 
confusion or multiplicity of images, and objects appear distinct 

• in the br«t Instrument' 11 li now u nal to fit wlh a revolving so that 

l.y * 'uii|t|)> movement of tlie ttnfjer you can inlerpo'e 'ervens of lhr»-e »liflerenl Intensities, 
or «lo without lliom if necessary. Till' saves au awf’il lot of I >lher fr >111 passing cioinlt 
when Ink »ig ul**»*rvjt|on' with the nrtifHa! horirm 
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and well defined in every position of the index glass. At all 
times, both the reflected and direct images are much better 
defined than is usual in other instruments. 


Finall}*, the are iu a high class sextant should be of platinum 
or gold. A good combination is a platinum arc and a gold ver¬ 
nier ; the contrast seems to make reading easier. The gold would 
be too soft if finer than 15 carat. To divide platinum satisfac¬ 
torily a diamond-pointed tool must be employed; steel is found 
to drag the edges of the cuts and spoil their sharpness. It is in 
dispensable that the divisions, both of the are and the vernier, 
should look fine and clean cut when viewed under the microscope. 
To ensure the best of everything, you must purchase from a 
maker of repute, and not grudge the eost. 

The index error should be found before and after all important 
observations. At night it can be determined with great facility 
by means of a star of the 2nd or 3rd magnitude. Set the vernier 
a few minutes one side or other of zero, screw in the telescope 
and direct it to a suitable star, and by means of the slow-motion- 
serew bring the images exact!}* in one. The reading will be the 
index error, subtractive if on the arc, and additive if o/’the arc. 
As a star of the 3rd magnitude is a mere speck of light, the 
method admits of great accuracy, and ivill be found much less 
fatiguing to the eye than a similar observation of the sun. The 
reflected image should pass exactly over the direct one; if it 
passes on either side of it, the horizon-glass is not perpendicular 
to the plane of the instrument, and wants attending to. 

It is a common practice to ascertain the index error by the sea 
horizon in a manner similar to the foregoing, and the method is a 
correct one; but it will not work on shore where the top of some 
straight and level object is employed to represent the horizon, 
unless the objeet so selected be at least half a mile distant. The 
index and horizon-glasses would subtend a sensible angle at the 
place of an object within that distance; and, though the glasses 
should be parallel to each other, coincidence would not be estab¬ 
lished between the reflected and true images. 

beware, therefore, of self-styled opticians who are occasionally 
to be seen at their shop doors adjusting sextants by the roof of 
the house opposite. In doing so they betray their own ignorance 
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as well as their customer's confidence. Some one, with more 
humour than reverence, lms suggested the word “ Shoptician ” as 
a fitting title for such men. Perhaps it is. 

Some officers have an idea that a large Horizon-glass is an 
advantage, as it gives more ‘ field.’ This is not the case. The 
amount of ‘field’ is regulated hv the Index-mirror, and so long 
as the Horizon-glass reflects the whole of the Index-mirror it does 
all that is required. For astronomical purposes the mirrors in 
ordinary use are ample ; but for measurement of points along the 
coast it is an undoubted advantage to have a large Index-mirror, 
to take in more of the landscape, and so facilitate the finding of 
the particular object from which 'lie angle is to be measured. 

The four adjustments, and the means of mnkii g them, are so 
lucidly explained in the various Kpitomes of navigation, and they 
are so simple in themselves, that it is cjnite unnecessary to waste 
space in treating of them here; as a rule, a good instrument, if 
carefully nursed, will remain in sufficiently close adjustment for 
an indefinite time. Some officers are never satisfied unless they 
are tinkering at the adjustment of their sextants, and, as a conse¬ 
quence, the screws work slack, and the sextant does not remain 
correct for 24 hours on a stretch—in fact, the more it is meddled 
with, the worse it gets. 

Paper is very emphatic on this matter. He says :— 

“The adjusting screws are never to be touched except from 
necessity, and then with the greatest possible caution. Particular 
attention is called to this point, because it is a common failing of 
' over handy gentlemen' (to use Troughton’s language) to ‘ torment 
their instruments. It is better that error should exist, provided 
it is allowed for nearly, than that mischief should ensue to the 
instrument from ignorant attempts at a perfect adjustment; and 
the skilful observer, instead of implicitly depending upon the 
supposed perfection of his instrument, will endeavour to avail 
himself of those eases in which errors, if they exist, will destroy 
each other.” 

If of a mechanical turn, however, and really anxious to learn 
the way a sextant is put together, first-rate practice can be had 
with a cheap second hand one, which can be taken to pieces with 
impunity, put together again, and experimented upon in a variety 
of interesting ways: for instance, it would be instructs 0 to 
determine by reversal, the error, if any. due to a prismatic form 
of the index and other ghisses. The refh etm-s might also be 
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resilvered according to Belcher’s method, as described in the 
Sailor’s Pocket Book. 

Bo not stow your sextant case in a drawer, or on an out-of-the- 
way shelf, from which a sudden jerk of the vessel might send it 
dying. Rather, get a brass band T \ of an inch thick, and f of 
an inch broad. Let it be bevelled to fit three sides of the box a 
little better than half way up. Cover this with coloured flannel 
or wash leather, and screw it to the bulkhead in such a manner 
that the sextant case can be dropped into it, and remain secure 
in any weather, and at the same time be handy for use. 

A square sextant case is in all respects an improvement on 
the old shape: it can be secured to the bulkhead pretty mueh in 
the same way as the other. Fit a brass handle on the keyhole 
side to carry’ it by. 

For convenience of reference, in ease of a suspected mistake 
in reading off, the lid of the sextant case should be fitted so that 
it will close with the index clamped at any part of the arc. 

Further, the receptacles for the telescopes should be long 
enough to allow of them being put into the case when set at 
focus. This is uncommonly handy when you are in a hurry. In 
an extra receptacle you should keep a nice soft camel-hair brush, 
about the size of the tip of your little finger; it is most useful 
for brushing off dust, Ac. 

Never put your sextant away without lightly wiping the 
glasses with a clean piece of fine soft chamois leather. Do 
not use your pocket handkerchief for this purpose. Moisture 
allowed to remain on the mirrors will soon impair the silvering, 
and render star observations difficult. The chamois leather 
should be washed with soap and water when requisite, and 
rubbed perfectly soft with the hand after being well dried. If 
pressure be applied to the glasses in cleaning them, their adjust¬ 
ment will be disturbed. So be careful. 

A little sweet oil and lamp-blaek occasionally smeared over 
the arc and lightly wiped off again, does good, and makes it 
easier to read. You may also, now and again, very sparingly oil 
the tangent screw, as well as the back of the arc, and the front 
of the vernier-plate, where in each case the springs traverse. 
Rub off the superfluous oil with another piece of chamois leather 
kept specially for the purpose. Do not let the two pieces come 
near each other, as oil or grease would not suit the mirrors. 

When you send your sextant to an optician to have the glasses 
resilvered, instruct him not to polish the arc. The ordinary 
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compass-maker, thinking to please you, is sure to do this, to the 
great detriment of the instrument, unless you give him most 
positive instructions to the contrary. Before finally deciding to 
purchase an expensive sextant or quintant, arrange with the 
maker to have it tested, and its errors determined and tabulated 
at the National Physical Laboratory. The fee is a trifling one 
—only five shillings, exclusive of carriage to and fro. Any 
person ordering instruments from opticians may direct them 
to be previously forwarded there for verification. Address— 
The Director, National Physical Laboratory, Teddington. In 
these pages it has been shewn how to test the mirrors, also the 
parallelism of the shades, but to test the ceuteriug errors is 
practically beyond the power of the navigator. If a man of 
infinite resolve, he may succeed, it is true, by vexing his soul 
with a series of astronomical observations of a paiufully tedious 
character. Much better to pack the instrument off to Kew, 
where, by a system of collimators, the centering errors are deter¬ 
mined for every 15° of arc both quickly and accurately. Please 
note that 'centering error’ and ‘index error’ arc quite inde¬ 
pendent of each other. Each must be applied in accordance 
with its own sign -f or — 

A few more hints re sextant management. In reading off, 
whether by day or night, do not hold it sideways to the light 
Let the light come straight along the index-bar to the vernier, 
and to tone down excessive glare, a moveable ground glass screen 
should be fitted in front of the vernier. Neglect of these things 
may cause an error in the reading of two or three minutes. Cary 
lues a neat arrangement by which to read off at night : a small 
dry-cell battery actuates a tiny incandescent lamp. This latter 
tits into a socket in the carrier of the “ reader,” and shews a light 
for two minutes. The current must then be switched off for an 
equal time ; hut in practice this is unnecessary, as reading off will 
not occupy more than half that time, and during the next obser¬ 
vation the lam]) is recovering its power. The cost is 10 s. 

The reading microscope is sometimes called the magnifier or 
" reader.” Now, it is no use for the mathematician and mechani¬ 
cian to expend their energies in the production of a refined 
instrument if the means of reading its indications nre of an 
inferior character. It would obviously be labour lost. Tho 
strength of a chain is measured by the strength of its weakest 
link. Therefore it is to the magnifier we look to give us truth¬ 
fully the final result to which the various parts of the instrument 
have jointly contributed. The magnifier has a duty to perlonn. 
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In traversing the vernier it is important, for delicate reading, 
that its sweep should have the same radius as the arc itself. To 
fulfil this condition, it is clear that it should rotate on the same 
centre as the index-bar. This is not possible in the ordinary 
sextant, but Messrs. Hughes, of Fenchurch Street, have brought 
out an ‘ improved Quintant’ having the legs in front and the index 
and horizon glasses at the back, which easily permits of it. The 
‘reader’ itself is so arranged that its focus can be altered without 
danger of bending the carrier. The legs being in front are a 
great convenience in setting down or taking up the instrument. 
The makers claim that, owing to the setting of the mirrors, and 
the index-bar having freer range, an unusually large angle ean be 
measured. Here it may be said that after 140° the relation 
between the index and horizon glasses in an ordinary sextant 
becomes such as to render observations impracticable. Messrs. 
Hughes achieve their object by placing the telescope holder close 
up under the index-mirror, and shifting the horizon-glass to the 
extreme end of the arc, so as to make the angle formed by the 
centre line passing through both mirrors, and that passing 
through the Horizon-glass and axis of the Telescope, as acute an 
possible. This instrument, therefore, is specially adapted to 
Artificial Horizon work and measurement of large angles gene¬ 
rally. It has many points to reeommend it, and is altogether a 
revelation and a revolution in Quintants. 

To conclude the chapter. There is a proverb that “ You should 
never lend to any one your horse, your gun, or your dog.” It 
applies also to the sextant, ‘only more so.’ Bear it in mind, dear 
boy. 
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Til K ARTIFICIAL ANI> REA HORIZONS. 

There are ninny varieties of the Artificial Horizon for shore 
use ; hut results, not to he surpassed for accuraey, are obtainable 
with the ordinary kind, in which a flat ami shallow cast-iron 
trough, containing pure quicksilver, is protected from the wind by 
nn angular glass roof. This form is not tjuite so compact and 
portable (or so expensive) as some others, hut circumstances 
alter cases; and the Navigator, unlike the explorer, has not, 
for an indefinite period, to trudge along under the weight of his 
own gear with the thermometer at roasting temperature. 

The Artificial Horizon is based upon the well known principle 
in Catoptrics—that the angle of njleclion is equal to th* angle of 
incidence: in other words, if a ray of light strikes any plane 
reflecting surface at a definite angle, it leaves it at the same angle, 
thus:— 



This fundamental law cannot he too strongly impressed on tlu 
mind, as its apj lieability to everyday matters is continually 
cropping up. Optician* avail themselves of it in quite a variety 
of in trunient'. The ^extant is partly hosed upon it, and it forms 
a leading fe iture in the science of lighthouse illumination. Sound 
waves and heat rays have this property in common, and in 
mechanics there is the same law precisely I'.very billiard player 
und -rstands it well, as it is applicable to the motion of tl e halls 
on the table 
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The principle can be illustrated in the simplest possible manner 
by driving one of the balls against the opposite cushion of the 
billiard table, and noticing the direction of its motion on ap¬ 
proaching the cushion, and again on rebounding from it. If the 
ball be propelled from the bottom left -hand pocket, so that it 
strikes the exact centre of the top cushion, it will return to the 
bottom riyht-hand pocket, always supposing that “ side ” has not 
been given to it. All schoolboys arc practically familiar with it in 
the common game of hand-ball, although some of the younger ones 
may possibly never have heard of the above rule relating to it. 

The Artificial Horizon, in conjunction with the all important 
sextant, is of service for astronomical observations on shore when 
the sea horizon is not obtainable. Even if the sea horizon were 
available, the artificial one possesses many advantages over it. 
For example, the accuracy of all observations taken with the sea 
horizon depends, in the first place, upon a correct knowledge of 
the estimated or measured height of the observer’s eye above the 
sea level, whereas with the Artificial Horizon it is quite immaterial 
what the height of the eye may be, as it does not enter into the 
after calculation. 

Secondly, owing to the uncertainty of the effects of refraction, 
the apparent position of the sea horizon can never be depended 
upon. It is found to be sometimes above its normal place, and 
at others below it. The rule seems to be, that when the sea is 
warmer than the air, the horizon appears below its mean place; 
and when the sea is colder than the air, the horizon appears above 
its mean place. The known capriciousness of terrestrial refraction 
has prevented the formation of a table of values in connection 
with this subject. 

Celestial refraction also varies much, so that the tabular amount 
applied to the altitudes of heavenly bodies may not at the time 
be the actual value. It is important to arrive as nearly as 
possible at the correct thing, by using auxiliary Tables 32 and 33 
of Kaper’s Epitome, to correct the mean refraction given in Table 
31. An investigation of the Tables will shew that the refraction 
is greatest with a high barometer and low thermometer. 

Again, if the sea be at all rough, and the observer not much 
elevated above it, the waves will give a dancing appearance to 
the horizon, from which the mercurial one is of course exempt 
That eminent authority, the late Lieut. Kaper, R.N.,* says,— 
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PKEVAUTIUXS IX FILLIXO THE THOUGH. 
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“Tito intake of a celestial object reflected from the surface of 
a tluifl at rest, appeal's as much below the true horizontal line as 
the object itself appears above it; the angular distance measured 
between the object and its image is therefore double the altitude. 
An advantage resulting from this is that in halving the angle 
shewn by the instrument, xveludvc at the same time all the errors 
of observation * The reflected image in the tluid is always less 
bright than the object, but, as it is perfectly formed, and as the 
surface is truly horizontal, the Artificial Horizon, when it can be 
employed, is always to be preferred to the sea horizon.’ 

To the navigator, the Artificial Horizon is seldom of other value 
than to enable him to ascertain the error and rate of his chrono¬ 
meter at ports abroad, where there are no time signals for the 
purpose. In its use there are many points to be attended to, all 
of which conduce materially to the desired accuracy of the result. 

The trough should not be less than 4 inches inside length 
because the convexity of the mercury at the edges renders that 
part unfit for reflecting truly. Moreover, the surface of the 
Central portion is necessarily foreshortened to the observer, and 
becomes more so as the altitude of the object decreases. 

'flic trough should stand sulliciently high inside the roof to 
admit of the surface of the mercury being on a level with the 
lower edges of the glasses, otherwise one is needlessly deprived 
of the full power of the instrument—that is to say, its range for 
measuring angles is lessened. For the same reason, and also to 
avoid all possibility of convexity of surface, do not be sting} with 
the <|uiclcsilvcr. Fill the trough as full as you conveniently can, 
and do not be content with merely covering the bottom of the 
dish. The <|uieksilver is usually contained in an iron bottle, the 
mouth of which is fitted with a screw plug or stopper. For ad¬ 
ditional safety, an iron cone (with a line hole at its apex) screws 
on over all. 

To I'll the trough for observing, proceed as follows : Carefully 
wipe clean the glasses of the roof, both inside and out; do this 
with soft chamois leather, breathing on the glasses to get oil* 
specks or stums. Next clean out the trough, and remove all dust 
from its inside with a hat brush. This is very important, since 
dust being speeilieally lighter than mercury, should any be left 
behind, it \\ i 1 infallibly rise to the surface and mar the observa¬ 
tion ; then place the tnnigh in it^ set-clod position, ready for 

* 1 % liy Ihc mil mr 
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tilling. Take the iron bottle, remove the cone and plug, and 
replace the cone, taking care to screw it on pretty tightly, as 
mercury is very searching. The cone is now intended to do duty 
as a filter, and to prevent scum from passing into the trough with 
the quicksilver. To facilitate this, cover the small hole with 
the linger, and shake the bottle, holding it upside down, so that 
the scum may rise to the surface inside . Then placing it over 
the trough, and close down (the bottle being still held inverted), 
remove the linger, and allow the quicksilver to flow. When the 
trough is sufficiently full, cover the aperture with the finger before 
reversing the bottle , which may then be set down on one side. 

It is necessary, when pouring the mercury into the trough, to 
stop while there yet remains a reasonable quantity in the bottle, 
otherwise, if it were all allowed to run out, the scum would pass 
with it, and, 'by clouding the otherwise bright surface of the 
mercury, oblige you to perform the whole operation over again. 
To cleanse the mercury when it has become very dirty, run it all 
out of its own bottle, shake it well up in a soda water bottle 
with some lump sugar broken small, and then strain it through 
silk. The action of the sugar is purely mechanical. 

Having sufficient mercury in the trough, immediately put on 
the roof to prevent dust getting on its surface, on which it would 
provokingly float, and impair its brilliancy and reflecting power. 
It is possible, however, to brush it off by sweeping the surface 
with the straight edge of a piece of clean blotting paper, cut to 
the full width of the trough. 

To put the mercury back again into the bottle is a more tick¬ 
lish job, and requires a strong hand to lift the trough, and a 
steady one to preserve its balance without spilling the contents. 
To do this, the cone is unscrewed from the neck of the bottle, and 
inserted in its mouth to act like an ordinary funnel; the mercury 
is then poured slowly into it through a small hole for the purpose, 
at one comer of the iron trough. To avoid loss, it will be found 
a good plan to place the bottle in the centre of a wash-hand basin. 

It is advisable, also, to have a somewhat larger trough or stand 
upon which to plaee the inner one with its roof. This outer stand 
or stool should have sides about three-quarters of an inch in 
height, and should be lined at the bottom with thick cloth, into 
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which the metal edges ut the root' would sink, and so exclude the 
•xternal air. Its inside measurement should be fully two inches 
greater than the outside measurement of the mercury trough, so as 
to admit of the latter being easily lifted out of it, and also to allow 
the inner one to be turned in azimuth (as the sun moves onward) 
without disturbing its level. It should be substantial)}* made of 
east iron, of good weight, and fitted with three short legs, some¬ 
thing after the manner of a common kitchen pot. 

The most essential requisite in an Artificial Horizon is, that the 
glasses forming the roof should be pure and free from tlaws or 
veins, and that the faces of each pane should he ground perfectly 
parallel. The reason for this is the same as that given in the 
previous chapter in connection with the index-mirror of the sex¬ 
tant. Should, however, the glasses be imperfect in this roped, the 
resulting error in the altitude can be eliminated by turning the 
roof end-for-end in the middle of each set of observations; and to 
effect this with certainty, one side of the roof should hear a con¬ 
spicuous mark—a white cross or star painted on it would do very 
well. When taking pairs of stars on opposite sides of the 
meridian or zenith, always keep the marked side towards you.* 

Intending to take sights with the Artilieiul Horizon, the first 
tiling is to select a suitable and well sheltered spot, and firm 
ground should be obtained if possible. 

A beginner will be surprised to find how .small a movement at a 
eonsid* ruble distance will sometimes rutile the surface of the 
quicksilver, so jus to render observations impossible. On this 
account the imvinJiat* vicinity of the shore is generally unsuit¬ 
able. Though the spot of observation was fully one hundred 
yards from the water-line, a very moderate swell breaking on 
the shingly beach in t'allao Hay wits found to shake the quick¬ 
silver of the artificial horizon, when placed in the Irnck yard of 
the llospitd belonging to the Pacific Steam Naxigntion Company, 
so that it was only during M the smooths’* il at sights could be 
obtained. 

For tin same reason, ax old the nei;ghl>ourhood of waterfalls, 
mills, factories, foundries, and shops of xx’orkmen g nerull v. The 
passing of \ ehicles on a road may also lmx’o a disturbing influence 
on the mercury. Fortunately fins fluid, from its rent weight, 
xery quickly cam-s to n*>t after being shaken, therefore so long 
is the tremor is imt actually continuous, one can generally manage 

• So- \ttigi s *,> .. L 
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to secure good observations. Wind is a frequent source of quak¬ 
ing mercury, and care should he taken to have the horizon trough 
firmly placed, and the roof bedded on something soft, so that the 
wind cannot get under its lowe.r edge. 

A screen of canvas to windward is a good thing as a rule, but 
on some ground this causes such vibration of the earth as to be 
worse than the free blast of the wind.* 

For “ Equal Altitudes,” a spot free from disturbance is absolutely 
necessary, or, from inability to secure observations corresponding 
in altitude with those taken in the forenoon, the whole day’s work 
may be lost—to say nothing of the annoyance of the thing. 

Again, a place open to the public is objectionable, from the 
number of idle curiosity-mongers who are sure to surround the 
party, and, without intending it, make themselves very disagree¬ 
able by ignorantly getting in the way, &rc. 

Supposing a spot suitable in all these particulars has been 
found, there yet remains an important consideration. 

If you are going to observe in the afternoon as well as the 
forenoon, due regard must be had to what the sun’s bearing will 
be at the first named time, so that when wanted iu the afternoon 
it may not be rendered invisible by houses, trees, hills, or other 
obstructions. This being seen to, get ready for work by filling 
the trough as before mentioned, and place it nearly in a line with 
the object to be observed; but slightly in the direction that the 
object is moving, so as to avoid having to slue the trough in 
azimuth before the completion of the entire set. 

To make delicate observations depending so much upon eye 
and nerve, it is necessary to be comfortable in body. About the 
easiest position for the observer is, to sit down on the ground at 
the proper distance from the horizon, and to have the back well 
supported by a rough box filled with sand or stones, or a chair 
steadied by someone else sitting on it. 

One cannot be comfortable, however, even on a bed of roses, if 
half stung to death by mosquitoes; so in countries where these 
plagues exist, and night observations are required, it will be 
necessary to give a wide berth to swampy localities, which are 
sure to be infested by armies of them, especially if the air be still: 
indeed, for this reason it is preferable to court a breeze instead of 
shutting it out. 

* Experiments made at Greenwich Observatory proved that tremors in the mercury 
were caused by passing trains up to a distance of one mile at least. There is no doubt a 
great deal depends upon the character of the ground. 
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ITEMS TO HE REMEMBERED. 
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Sandflies are yet worse, as nothing will get rid of them; even 
sailors, who are a long-suffering class, and learn to put up with 
most things, are not proof against their nllectionate attentions, 
and many an otherwise favourable opportunity of getting stars 
has been spoilt by these diabolical insects. 

Should it be intended to observe the sun, turn down temporarily 
the necessary horizon and index-screens; and, being placed so that 
his image can be seen reflected from the centre of the mercury in 
the trough, direct the sextant to the sun, and bring it down until 
it more or less covers the image in the mercury, then quickly turn 
back the hinged screens—they are no longer needed—in with the 
telescope, and screw on to its eye-piece a suitable screen, light 
enough to give a well-defined image of the sun, and yet not too 
bright to dazzle and fatigue the eye. Beginners are very apt to 
use too bright suns, and in consequence the effect known as 
" irradiation,*' spoils the sharpness of the limbs.* Look to your 
tangent-screw to see that it is not at the wrong end of its run, 
which of course would depend upon whether the sun might be 
rising or falling, otherwise you might find yourself " two blocks” 
in the middle of a set. t By this time the images will be near the 
point of separation. Tell your assistant with the chronometer 
to “ look out,” and at the actual moment of contact of the limbs 
call out “stop.” { 

In the morning, for lower limbs the suns will separate, and for 
upjter limbs will close. The contrary is the case in the afternoon, 
and this is irrespective of the kind of telescope employed, whether 
direct or inverting Attention to this rule will prevent any 
confusion as to which limb was observed. 

(>bserve upper and lower limbs alternately without unelamping 
the vernier: this neutralizes the effect of irradiation, and gives 
less work to do in reading off, besides being advantageous in 
giving practice with both opening and closing suns,and not having 
it all one way in tin* forenoon and another in the afternoon. 

It is unwise to make the sets too long, as doing so wearies both 
eve and hand, and the observations suffer accordingly, especially 
in hot climates, where the necessity of observing in the lull glare 
of the sun makes it a trying operation. 

• " lrriKliut»<»n " o an optical li i-mn in virtue of which wluto nl> >•«!«, or th.-*e of a 
i.tv brilliant c *1< nr, win i wen o « itnrk i.r. nil i, k*»V lap* r til. in thev r<.ilt> are. 

t 'th <• ilrfeci Ihih h in n .vmtel l»v Jli »r*. Ileith <1 < o. hv the u%e of tlier N wi per 
/' • -* emlhv* line n<-»-ereir. 

J Winn lOimn m \rr " irnwc eon tact ’ yourself bi mixing l'i tangent urcir, 
but nm l i|i i>r op i the mii^iT, n« llir c»»r may b . clamp veunlv, mil n.x'ch for tile 
• \net it. I mt • 1 > ntaet I ne tl •• t. Ii 'c>>j with .-re it. >t ma^nif y in ' jk w. r, n* it mueli 
f«. t it » . rr . e» lit e l«. 
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Ill “equal altitudes,” take care that corresponding observations 
a.m. and p.m. are made of the same limbs. Ascertain index error 
immediately before and after sights, using any of the eye-piece 
shades which were employed for the altitudes. 

In observing with the Artificial Horizon, it is preferable, for 
many reasons, to use the screens fitted to the eye-piece of the 
telescope instead of the hinged ones on the sextant. A couple, 
and sometimes three, of different degrees of shade are to be found 
in every decent sextant case, and their advantage over the others 
will be apparent to the reader who has studied attentively the 
chapter on the Sextant:—for example, the brilliancy of the sun 
varies as clouds pass over, and although to meet the contingency 
you have to change the shades, no inherent error is introduced by 
doing so, a happy circumstance, and very different to the result 
obtained by the use of the Index and Horizon Screens, which 
latter, however, must of necessity be used with the Sea Horizon. 

Before commencing work, equalize the brightness of the two 
images by raising or lowering the telescope by the large milled 
headed screw provided for the purpose. This will bring the axis of 
the telescope almost in line with the edge of the silvered part of the 
horizou-glass, which is the best position for observing, and there 
it must remain all through the performance. No matter, then, 
what particular depth of shade you may afterwards be compelled 
to use for the eye-piece, the two images will preserve the same 
relative tint.* 

It may assist to give an example of finding the true from the 
observed altitude. 

24/7/1875, on shore at Arica, in latitude 18° 2S' 00” S., and 
longitude 70° 20' 25" W., observed the following angles between 
the upper limb of the sun reflected from the index-glass of the 
sextant, and the lower limb as reflected in the artificial horizon. 
I.E. -f- 50". 


* In best sextants it is now usual to fit an eye-piece with a revolving disc containing 
3 or 4 screens of various intensities, so that a shift from one to the other is only the work 
of an instant. This arrangement is made to suit each of the telescopes. The disc contains 
a clear aperture as well as the coloured screens, so that it can be screwed on before com¬ 
mencing to observe, and no time is lost. 
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Recollect that, ns tlic Artificial Horizon giv« s double the actual 
altitude, you cannot with the ordinary Sextant observe higher 
altitudes than <10 or 02 ; indeed, so high an altitude is not to be 
recommended, for though the ordinary tjuintant will measure 
135 or thereabouts, tlie image will not be sharply defined when 
rellccted from the Index-mirror at such a large angle, unless the 
glass he more than usually good. To save disappointment, it is 
well to ascertain beforehand what is the lowest altitude your 
Artificial Horizon will permit yon to take : this is seldom under 
Is , which gives yon a range in altitude of about 10 . The im¬ 
proved Quintant of Messrs. Hughes & Son will measure angles 
correctly up to at least l it) 

When going on shore for sights, take with yon a couple of 
chairs (unless you think you can borrow tin m), one for the 
chronometer, and the other for th<* time-ke< per. and to support 
your own hack us before muitionod. 'lake also pencil and note¬ 
book, chamois leather, a couple of towels to spread on the ground 
under t he instruments, a in/, i n hut ir• ither, »i » » »j hi » lln to keep the 
chronometer cud. Von cannot help exposing your sextant wfo n 
ubscrrintf, hut that is iUi reason why you should do so when not 
observing. Hecollect that the metal is amenable to the law of 
expansion and contraction, and that observations made under 
opposite conditions of h«*at and cold cannot he expected to agree. 
This is one of several reasons why the writer prefers stars. See 
page :.v; For night work, dispense with the wnhrelhi, and sub¬ 
stitute a couple ot hull s-eye loops one for the chronometer, and 
the other for reading otl' by 
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Don’t forget the wash-1 >asin or some substitute, unless you 
have a large reserve stock of quicksilver. Caution the lamp-men 
neither to flash the light in your eyes nor to throw it anywhere 
near the Artificial Horizon. A good arrangement is that in which 
the assistant is seated in the observer’s back-supporting chair, 
with the chronometer immediately facing him on the other, so 
that the light necessary for taking the time need not interfere 
with anything else. 

For this sort of expedition, select handy men who have some 
gumption. Think over and make all your preparations well in 
advance, so as to avoid hurry-scurry and confusion when the time 
for actiou comes. Compare chronometers before leaving the ship, 
and again on your return oil board. 

Many Artificial Horizons have been invented for use on board 
ship in times of fog, or for taking stars at night, when the natural 
horizon is very ill-defiued, but none of them can be considered a 
success ; and unless a man has plenty of money, and can afford to 
amuse himself with such toys, they are just as well left alone. 

THE SEA HORIZON. 

Every seaman knows that by going aloft in clear weather his 
range of view is extended, and that on account of the earth’s 
curvature the visible horizon recedes from him the higher he goes. 
In like manner, by descending towards the surface of the water 
his range of view is lessened, and the horizon approaches him. 
Advantage can be taken of this to get observations in foggy 
weather. By sitting in the bottom of a small boat in smooth 
water, or on the lowest step of the accommodation ladder, the eye 
will be about two feet above the sea level, at which height the 
horizon is little more than a mile and a quarter distant, so that 
unless the fog is very dense, serviceable observations are quite 
possible. 

The writer, on three different occasions, when at anchor off the 
River Plate, during fog, has been enabled to ascertain the ship’s 
position in the way described, and after verifying it by the lead, 
has proceeded up to Monte Video without seeing laud. Of course 
the vessel was only allowed to go at slow speed, and the deep-sea 
and hand-leads were kept constantly going, as well as the ground- 
log,—the latter will be treated of by-and-by. 

Every navigator ought to ascertain, before leaving dock, the 
height of his eye above the load water-line corresponding to his 
position on the bridge, upper, and main deck, and consequent 
distance of the visible horizon as seen from each of these places. 
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In fine dear weather take your observations from the hiyhest 
convenient place, say the bridye. The reasons for this are that an 
error in the clip causes an error of the same amount in the alti¬ 
tude; and the dip changes most rapidly the less the elevation 
above the sea level. For a height of eye of 10 feet the dip is 3', 
and for 40 feet it is only 0' (vide Table 30 of Raper’s Epitome). 

Rapersays:— 

if the altitude be observed above the deck, as in the top for 
instance, the horizon will appear better defined, and the variations 
of the dip by the ship’s motion will be loss sensible; also the 
difference of temperature of the sea and air appear to affect the 
place of the visible horizon loss as the observer is more elevated. 
Hence it would appear that altitudes should be taken from aloft 
when convenient.” 

In thick or misty weather take your observations from as low a 
point as possible, and in all cases apply the correction for height 
of the eye corresponding to what it is known to be at the spot 
where the observation was taken. 

Reference has already been made to the uncertainty in the 
place of the sea horizon, due to the unequal temperature of the 
air and water. This displacement of the horizon sometimes 
occurs to a most serious extent, and unfortunately on board ship 
there are no means of detecting it by observations of the sun, 
unless, indeed, its altitude should happen to be above GO , when, 
with a good Quintant, it can be taken from opposite sides of the 
horizon, by which means, if the displacement should be cqiad all 
round, the error due to this cause will l*e eliminated by taking 
the mean of the observations. 

This error in the place of the sea horizon is commonly found on 
the edge of soundings, and at the mouths of large rivers, and in 
11 to latter case is caused by the unequal temperature of the 
mingling currents of fresh and salt water. It exists in a marked 
degree in the Half Stream and its vicinity. 

The writer once found the latitude by an excellent meridian 
altitude of the sun to lie as much as 14 in error. The time was 
mid winter the day a clear and cloudless one the sea smooth, 
and the horizon clean cut. Five observers at noon agreed within 
the usual minute or half-minute of arc; nevertheless, on making 
Long Island (I .S.A.) in less than two hours afterwards, the 
latitude was found wrong to the amount stated. Many such 
eases have come under the writer’s notice hut this one alone is 
t ited oh fteeoitnt of tli* magnitude of the phenomenon 
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As an instance of ignorance of some of the commonest truths 
in nature, the writer cannot refrain from introducing the follow¬ 
ing anecdote. 

One evening he was pacing the deck with his Chief Officer, 
and seeing the sun’s lower limb touching the horizon, told his 
companion that at that moment the whole of the sun’s disc was 
really below it, although from the effects of refraction it was still 
visible. This the officer could not and would not believe. He 
aptly enough quoted the saying, “Seeing is believing, and feeling 
is the naked truth.” However, he was convinced some few 
minutes later by a very familiar experiment. Being firmly 
seated in front of an empty wash-hand basin, so that the brass 
plug at the bottom was quite invisible, the basin was about half 
tilled with water from a can, when, without moving his head, he 
at once, to his great astonishment, saw the plug. O11 letting the 
water run offi the plug again disappeared. 

s 



The figure represents a portion of the earth surrounded by the atmosphere, 
the density of which, as shewn by the increasing nearness of the circles, 
becomes greater as the surface is approached. The ray of light proceeding 
from the star *S' is successively bent or refracted at the points abed efy, 
and finally comes to the eye of the observer at 0 in the direction gO, naturally 
causing him to imagine the star to be situated in the heavens at &. 

It was then explained to him that air, in common with all 
transparent media, possesses the power of bending rays of light 
out of their straight course. 

A ray of light from a celestial body, entering our atmosphere 
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A PARALLAX PUZZLE PROBLEM. 
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obliquely, is more an«) more bent down or curved as it approaches 
the earth, so that when it finally enters the eye, it <loes so in a 
direction different to what it lmd in traversing space. 

The denser the air is, the greater the effect produced; con¬ 
sequently, there is more refraction near the surface of the earth 
than at several miles above it, where the air is thinner. 

Water is a much better refracting medium than air. Every 
sailor is familiar with the bent appearance of an oar-blade in clear 
smooth water, though he may not know the cause. Literally 
speaking, then, refraction enables us “ to see round corners.” 

Now it might be supposed that what has just been said about 
the sun and the horizon, also holds good for the moon. A little 
knowledge is dangerous, and the W/-tledged navigator, in his 
conceit, would be certain to sav—“Of course it does !! Why not ? 
Where is the difference ? " 

From the very much greater nearness of tin- moon it has a large 
parallax—quite exceptionally so page 323)—and this more 
than counteracts the effect of refraction. Recollect that the true 
altitude of a bod}* is calculated as if seen from the centre of the 
earth, with the rational horizon as zero. Now the mean hori¬ 
zontal parallax of the moon is 57', and the mean refraction at the 
horizon is 3 k ; the difference is 23' in favour of parallax, so when 
the moon’s lower limb appears to be touching the horizon it is 
really 23 above it. The navigator is left to puzzle over the 
difference (if any) in these two cases. If /WJ-lledged, he will 
have no difficulty in deciding whether they “ run on all fours.” 

See, then, how even the evidence of our own eyes, upon which 
we place such implicit faith, is liable to deceive us As refraction 
causes n celestial body to appear higher than it really is, it imM 
always he subtradnl from the observed altitude. As parallax 
causes a celestial object to appear lower than it really is, it must 
always he a>hle»l to the observed altitude. Reference to 'fable 
31 of Kaju-r will shew that refraction is greatest near the horizon, 
and \miidios when the object is in the zenith. 

This is the ease also with diurnal parallax.* 


DISAGREEMENT BETWEEN FORENOON AND 
AFTERNOON SIGHTS. 

The question is constantly asked, Can you tell me why it is 
1 can so seldom get my forenoon and afternoon sights to agree ? 
The explanation is .simple enough, and as the sulject is worthy of 

• T1 * <i» a Cut ** 4* irn'il * U ••Mom uusl rx -cpt w» en It n ii «• -ry to <ll»t ii.tii !■ !*«• 
twt-rD lln» kiti'l ■ f pa’ i"nx ami lie- innu‘ l parallax <> tli« tix«M «( < wh**h mine lo th« 
rartli'* orlntal motion. (.Vr pa •« .*M. 
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being carefully gone into, an attempt will be made to render it 
clear. 

To simplify matters, the reader will be good enough to suppose 
himself in a vessel at anchor, in the month of December, some few 
miles south-eastward of Monte Video, and that his chronometers 
are exactly correct, and his position known to a nicety by cross 
bearings of Flores Island and the Cerro. 

Next, let us suppose that, owing to abnormal refraction, the 
horizon is depressed, say three minutes of arc, and remains in that 
condition all day. 

Let sights be taken at six o’clock in the morning, and again at 
six in the evening. From the horizon being unduly depressed, 
these altitudes will be too great by 3 minutes of arc, and when 
worked out will in each case give too small an hour angle, with 
the result that the A.M. sights will place the ship 4' of longitude 
eastward of her true position, and the p.m. sights will place her 
an equal amount westward of her true position, introducing 
thereby a discrepancy of S' of longitude between the morning 
and afternoon sights—though the sights themselves have been 
most carefully taken, and the ship has not shifted her position in 
the least. 

To pursue the matter yet further. If the sights were worked 
with the incorrect latitude obtained from the meridian altitude, 
still greater error would result. The latitude, from having been 
worked with an altitude too great by 3', would itself be in error 
that amount. 

Now by working the A.M. sights with too northerly a latitude, 
the resulting longitude is thrown 1 h' still further to the eastward 
—and in like manner, with the P.M. sights, the resulting longitude 
is thrown 1£' still further to the westward. 

It follows that an apparently trivial error of 3' in the position 
of the sea horizon can very easily introduce a discrepancy of 
IF in the longitude as shown by A.M. and p.m. sights. Cases, 
sufficiently common, could be selected, depending upon latitude, 
declination and hour angle, where an error of 3' in the place ol 
the horizon would cause the a.m. and p.m. longitude to differ as 
much as 15' or 1G'. 

From the foregoing we see that discrepancy between forenoon 
and afternoon sights can arise from the latitude used being 
slightly incorrect; also from abnormal refraction, from the course 
and distance in the interval not being altogether what it was 
supposed to be, and from badly centered and graduated ares, as 
well as other imperfections in cheap sextants. 
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When these causes all happen to conspire together (which 
must sometimes he the case), there may be a very great discrep¬ 
ancy between tin* a m. and i\.M. observations. Moreover, the 
navigator is apt to lose sight of the fact that he lias carried on 
his longitude by dead reckoning for 0 hours, say from 9 o’clock in 
the morning till i> o’clock in the afternoon. He is apt to think 
he had it exact at noon whereas he only had his latitude correct 
at that time. 

Again, to work his sights, he is obliged to use the latitude by 
account worked hack from noon ; so that, taking all these things 
into consideration, it cannot be wondered at if there should 
generally be a discrepancy of results. It would be preferable to 
take the mean of the a.m. and i\M. positions for the true one. 

The writer has known otlicers to look with great suspicion 
upon afternoon sights, and openly state that they never knew 
them to come out right, and were not worth taking. The well 
informed navigator will see that they are ns much to he relied 
upon as similar ones in the forenoon.* 

In the Red .Sea and Persian Gulf, the horizon is very liable to 
displacement from the hot winds coming oth the scorching deserts, 
and the refraction in the day time is generally in excess of the 
tabular value 

The writer has been enabled to practically demonstrate this to 
the complete satisfaction of his brother otlicers, during a voyage 
to Calcutta and back. It was alleged by those on board, who 
had repeatedly passed certain islands in the Red Sea known 
as the Zebayir and llanish groups, that they were not shewn 
relatively in their proper positions on the chart, and to determine 
the correctness of this statement the writer devoted some con¬ 
siderable time ami labour. 

The Zebayir Islands lie, roughly speaking, about 70 miles to 
the northward and westward of the llanish group, and l>oth of 
them directly in the track of steamers passing up and down. 
The distance between them is such, that if one group should be 
passed about sight time in the morning, the other group will be 
parsed about sight time in the afternoon.t 

" I'll kit 1 )' i|i l ti* l« .i.'Wnn of l —.», #oi»k liw nun are .1# ill llio ha it o " making 
IIh* mm out llio lore} .ml " m soou w» "one hell " u elru k ; winch luirba)* a •onliu^ lo 
the ar mini -if “ norll." g ” tn ill** r-g bn a l«mien*y t> remit r them a 1 llio nuccrUm 
in llu n \miimiH hi* r on in the thy. II l the e in a solutely i o oi ItM. c l < 1u*w 
th.tl ilia Iv “Ol.| Sol’* lb • kn lie has •tructl lie right t' t ]>on “ llio I or lake 

an ,i(l rnom iiajt. itimpi\ it ui o be ban tlom* hn il-itv t> 1 n i f an*l t c unrbl by 
iti** lb«* n. itlinn up lo t .ip 

i The tluUf <* ft ni'Vntre P-\k I lan I oil i A aj 
utiflb nnl of ,1c * / ku , u 0‘ in ics. 


lo II it.il (Tie 
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It was found on the outward passage, when sights were taken 
in the morning off the Zebayir group, that they were apparently 
marked too far west on the chart; and when similar observations 
were made in the afternoon, the Ilanish group appeared to be 
shewn too far east on the chart. This was a serious business, 
as the relative bearing of the two groups of islands was thereby 
materially altered. The question, moreover, was one independent 
of the correctness of the chronometers, as the islands were shewn 
relatively to be out of place some 7 or 8 miles. 

After a very careful discussion of all the data in connection 
with the subject (including observations on previous voyages by 
other observers), the writer came to the conclusion, that in all 
probability the altitudes of the sun had been vitiated by excessive 
refraction. To test this, on the passage home, sights were again 
taken off the Hanish Islands, ivhich this time happened to be 
jxtssed in the morning , and similar observations made off the 
Zebayir Islands, which were passed in the afternoon, thus reversing 
the conditions of the outward voyage. The result fully justified 
the writers expectations, as the Hanish group were now shewn 
too far west on the chart, and the Zebayir Islands too far east, 
while on the outward passage just the opposite had been the case. 
So that all this bother and uncertainty as to the relative position 
of two important groups of islands was unmistakably proved to 
be due in part, if not wholly, to errors of observation, arising from 
excessive refraction. 

In 1895 special attention was paid to Red Sea refraction by 
Lieutenant W. A. Marshall, U.S.N., of the U.S.S. Detroit , and 
this observer came to the conclusion that the effect of excessive 
refraction when taking the sun in the Red Sea is a more 
probable cause of departure from the beaten steamer track than 
cross currents. With the exception of meridian altitude, the 
Detroit was navigated solely by means of early twilight, dawn, and 
night stars. In an article signed Meteor (William Allingham) 
in the Nautical Magazine for July, 1895, attention was called 
to this matter, and the opinion expressed that masters will do 
well to be on their guard against either source of error. In the 
September number appeared an artiele by Captain W. H. Hood, 
a commander of the highest repute, confirming this view. Either 
excessive refraction, cross currents, or both combined, led to the 
discovery of the Avocet Rock in the Red *Sea by the loss of two 
steamers upon it. Lieut. Ivoss and Ensign Thun-Hohenstein, of 
the Austrian Navy, conducting observations near Tola for finding 
the variation in the dip of the horizon, observed on a quiet day 
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a rise of ilie apparent horizon above its computed position of 
V 47 at a height of 50 feet, and of 3 23 at a height of 33 feet 
above water. 

These tilings point strongly to the necessity for great caution 
in the navigation of a ship. Nothing “slapdash" should be 
al owed in connection with it, nor too much taken for granted 
Who can tell how many wrecks might be traced to this cause 
which at the time were ignorantly set down to some extraordinary 
‘■jump" of the compasses,or some unlooked for current? Seamen 
would do well to give this important subject the attention it 
merits. 


Cl I APT KU VII. 

ri 1A UTS. 

A few words concerning the nature of Charts, and the difficulty 
of their construction, w mi >rovc both interesting and instructive 
to the seaman; in any case, it is only right that he should know 
something about one of the most important of the tools with 
which he has to work. 

When we attempt to represent any considerable portion of the 
earth’s surface on paper, we are at once met by the formidable 
difficulty caused by its curved form. A little reflection w ill 
convince anyone that it is impossible to make a spherical surface 
like that of our globe coincide exactly with a tint surface, such 
as a sheet of paper. 

If an orange be cut in two, the inside scraped out of either 
lmlf, and an attempt then made to flatten the cup-slmped rind on 
the tnl le, what would happen ? It is certain that in so doing the 
edges would give way ami tear up nearly to the centre, showing 
the impossibility of performing the feat with a non-elastic 
substance. 

It is obvious, therefore, that no representation of the earth on 
a flat sheet of paper, such as a chart, can exhibit all its part* in 
their true magnitudes and relative positions. 

In the construction of chart-*. it consequently becomes necessary 
to adopt such a method of laying down the place*, which it i* 
intended to depict, as will best fulfil the particular purpose for 
which they may be required. The various methods adopted for 
this purpose are called projections. Among them may be enume- 
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rated the Orthographic, Stereographic, Polyconic, Gnomonic, and chart 
Mercator. Of all these, the one commonly used by the seaman p"^ 1 * 00 * 
is Mercator. It takes its name from the inventor, Gerard 
Kauffman, commonly known as Mercator (this being the Latin 
of his surname), who originated the idea about the year 1556; 
but the true principles of the projection—or, more properly 
speaking, construction —were not demonstrated till half a century 
later, by Mr. Edward Wright, of Caius College, Cambridge. 

For other purposes than those of navigation, a Mercator chart The Mercato , 
is likely to be extremely misleading; the meridians are all chart 
drawn as straight lines perpendicular to the Equator, and at 
equal distances from each other. The parallels of latitude, also, 
are represented by straight lines parallel to the Equator, and 
also, like it, at right angles to the meridians. The scale of latitude 
and distance at either side, instead of being unvarying, increases 
with the latitude until at the pole it becomes infinite. Hence in 
making measurements you cannot apply the dividers to any part 
of the margin at random. Altogether an extraordinary produc¬ 
tion when compared with the globe as we know it. 

Now, on the actual globe, the degrees of latitude are (practically 
speaking) equal to each other,but the degrees of longitude diminish 
as they recede from the equator, and converge to a point at the Varying 
Poles. For example: on the Equator a degree of longitude ^ 

contains 60 nautical miles, in the latitude of London it contains longitude. 
37i miles, in the latitude of 65° North (say at Archangel, in 
Russia) it contains but miles, and so goes on lessening in 
the higher latitudes, until at the North Pole it has no value 
whatever—which is equal to saying, that there longitude has no 
existence. An observer at the North Pole, let him face round as 
he may, could only look true South. There is no direction of east 
or west, by which to convey the idea of longitude, and the sun 
when visible would always be on the meridian. 

Since in the Mercator construction the meridians, as already 
stated, are equidistant in every part, and the degrees of longitude 
are everywhere made equal to their dimensions on the Equator; it 
becomes necessary, in order to preserve a due proportion between 
them and the degrees of latitude, to increase the length of the 
latter in a corresponding ratio. From the true proportions being 
preserved throughout between the meridians and the parallels, the 
shapes of the objects delineated on the chart are in every part Earths surface 
correct. But as the lengths of the degrees both of latitude and distorted in 
longitude, at a distance from the Equator, are enormous! v ex- projection. 
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aggeratcd, the sizes of the objects in those parts of the chart are 
increased accordingly: so that the whole map, if it comprises 
many degrees of latitude on one side of the Equator, gives a most 
inaccurate notion of the relative magnitudes of its northern and 
southern parts. 

For instance, looking at the Admiralty General Chart of the 
North Atlantic, No. 2050, there will be found in Ungava Bay, 
on the north coast of Labrador, an island named Akpatok : and 
to the southward of Cuba, in the Caribbean Sea, will be found the 
well-known island of Jamaica. Anyone looking at the chart, and 
unacquainted with the facts detailed above, would undoubtedly 
think these two islands were exactly of the same length, and 
would be continued in this impression by actual measurement 
with dividers. But, following out the rule governing measure¬ 
ments on a Mercator Chart, whereby it becomes necessary to 
measure the dimensions of each object in its own parallel of 
latitude, it will astonish the uninitiated to find that the island of 
Akpatok is Go miles in length, while that of Jamaica is 130 miles, 
or exactly double. This example will put the wary navigator on 
his guard not to trust to appearances without first thoroughly 
understanding the principles which govern them. 

This defect in the Mercator Chart does not in any way detract 
from its utility for nautical purposes. 

Its great advantage to the sailor consists in the fact that —1st, 
the ship's course between any two places, however remote, is 
represented by a straight line ; 2nd, this line makes the same angle 
with each meridian. Therefore, to find the true course (or rhumb 
line) on the chart from any one point to any other, it is only 
necessary to connect them by a straight pencil line, und measure 
its angle with any one of the meridians which it crosses. This 
may l»e accomplished with a common horn protractor; or, as is 
more usually done, by transferring with a pair of parallel rulers 
the direction of the aforesaid line to the nearest true compass 
diagram, and so at once read off the course or bearing in points 
and quarter points. If this course can be carefully preserved, the 
port bound to will in due time be reached. 

In the chapter on Great Circle Sailing it will be demonstrated 
that, in following up this subject, there are other important 
matters to be taken into consideration by the man who wishes to 
subscribe himself, “Yours truly, A Master Mariner.' 

This construction of Mercator is not exact in very high lati¬ 
tudes, because cross bearings of several distant visible objects 
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which are in fact the same as Great Circle courses, are projected 
on the chart as straight lines, when they are in reality curves ; 
therefore their intersections will not agree ; or, three objects seen 
in range will not, when projected in their true places on the chart, 
lie in a straight line. For this reason a Mercator Chart would 
not be suitable for Polar navigation. Indeed they could not be 
drawn by the draughtsman, since, according to the principles of 
the construction, the poles are at an infinite distance, and could 
not be shewn on paper. For unusually high latitudes the 
Gnomonic projection is employed. It assumes the eye to be at 
the centre of the earth, and any straight line drawn on such a 
chart represents the arc of a Great Circle. Its use is limited to 
small circular areas such as the Polar regions. Near the boundaries 
there is a certain amount of distortion, but round about the centre 
of the chart it may be said that nature is correctly represented. 

From the foregoing it will be apparent that a Mercator Chart 
gives a very incorrect representation of the earth's surface; but, 
of all the known projections, it is the one best adapted to the 
wants of the seaman, and has therefore, with the exception just 
given, been universally adopted for his guidance. 

To treat at any length of the other projections of the sphere— 
more especially the Gnomonic—would be to encroach on the 
province of the surveyor and of the map-maker, which is not the 
intention of this work.* For harbour plans the earth is considered 
a plane, and no account whatever is taken of its curvature, which 
would be quite inappreciable within the confined limits of such a 
survey. 

In the Orthographic Projection the eye is assumed to be at ail infinite 
distance from the object, so that all lines drawn to it may be regarded as 
parallel. If, then, from every point on the surface of the sphere, lines be drawn 
perpendicular to the plane of a circle passing through its centre, their points 
of intersection with this plane will be an Orthographic projection. It is 
obvious that equal parts upon the surface of the sphere are seldom represented 
on the plane by parts either eqw.il or similar , since they diminish progressively 
from the centre to the circumference. The central portions of the map are 
shewn nearly in their true proportions, but the more distant parts are greatly 
distorted in form and diminished in size. This is exactly the reverse to what 
happens in the Stereographic Projection, where the central parts are unduly 
contracted as compared with the outlying ones. The Orthographic —except 
for certain astronomical purposes—is seldom used. 

* The Gnomonic is very clearly described in the late Admiral Wharton’s Hydro 
graphical Surveying; and also in The Development of Great Circle Sailing, by Mr. G. II. 
Littlehalcs, issued by tbe United States Hydrographic Office, Washington, D.C. 
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ORTITOORAPHIC projeition. 



In tlic Stenographic Projection the eye is supposed to be placed on tie 
surface of the gl be, an ! to be vertically over the centre of the plane of projec¬ 
tion, or everywhere '.*•/' di t.mt from it. If the globe wero transparent the eye 
\v«.uhl then see the inside or concave surface of the opposite hemisphere. 
Supposing straight lin* s were (Lawn from the eye to each point of this hemi- 
phere, their intersection with the plane of projection would be its St^reo- 
tfrnp if projection. Its most interesting property is that, by means of a scale 
graduated according to the central meridian of the map, the direct distance 

• rom it ccutrc to anv other place can be measured: also, by marking the points 
if the compass puud the circumference, the bearing of the place will be seui. 
Front this it is evident, that whatever pi tee be taken as a centre, the Stereo- 

• rapt i<* projection on the plane of its horizon will exhibit all its environs in their 
.rtpir relations to it. On the whole, this is the Itst simple projection fur 
mapping pui p* sos. 


STEREOGRAPHtC PROJECTION. 



I 




The Poltynntc IVnc tion was mu di in favour with the United States < ’ »a.*>t 
Survey, nnd serial Tables were framed to facihtito its application. TIhmc 
were republished by the bureau d Navigation in l’Wi. They are Utscd on a 
development of the earth *» surface, w Inch .uwumes c.ich pamllel to l*c represented 
on a plino by the devel pmeut f u erne having the parallel f >r its base, and 
its vertiv in the jKunt where a t g nt to the parahel intersects the earth’s 
axis. The degree nn tins |*rallcl pr»* rve tbeir true length, nnd the general 
<1 1 * tort ion of tirurc is leas than i «ny other imxle of representing a given 
I iti-ni of the eirth’s surface. There are various moditie.itions of it ; here i- 
‘•nc. 














A DM Hi A LTV CHARTS VERSUS RL UE-RA CKS. 
CONICAL PROJECTION. 



In providing his ship with charts, it will be a matter for the 
navigator’s consideration as to whether he should procure Admi¬ 
ralty or Blue-backed Charts. On this point there is considerable 
diversity of opinion, though it would appear of late years as if 
the former were gaining favour, and becoming more popular 
with shipmasters. 

It is the opinion of the writer that none can compare with 
those issued by the Hydrographic Office of our own Admiralty, 
that of the French Government, and of the United States of 
America.* In the first place, they are wonderfully cheap, which is 
ofttimes a consideration; in the next place, they are official 
documents, emanating from the highest authorities ; and it would 
probably be safer to get your ship ashore through any omission 
or error in a Government Chart, than through a similar one in a 
“ blue-back chart,” especially as it will sometimes happen that 
the first-named possess the very latest information, which the 
others may not. 

Some recent decisions at “Board of Trade inquiries into the 
losses of ships,” go to show that the authorities display a prefer¬ 
ence for the Admiralty Chart. No doubt the proprietors of the 
“ Blue-backs ” do all in their power to get the “ latest corrections,’’ 
and keep their works up to the mark ; but it is difficult to see how 
they can successfully compete with a Government office, possessing 
a hundred times their resources. Though no doubt they do their 
best, they can only in many cases get their information second¬ 
hand. 

* The engraving of the French and American Charts is scarcely bold enough for hip'i 
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By way of allbrJin^ a standard of comparison, it may be 
stated that the Hydrographic Ollice, in London, issues and keeps 
up to date over 3.S00 charts, against about 300 issued by the 
largest of the private publishers. These figures speak for them- 
sel ves. 

To the mind of the writer, the Admiralty publications otter 
superior advantages. They are almost invariably on an appro¬ 
priate scale ; their delineation is remarkable for its clearness; a 
glance tells which is land and which is water; correct magnetic 
compass diagrams (except on General Ocean (’harts) are inserted 
at convenient intervals, and the charts themselves are never cum¬ 
bersome in point of size. They leave no wants nnsupplied by 
showing too little, nor do they confuse by showing too much. 
The art of the draughtsman and engraver is exhibited in all the 
details, and not the least advantage is the uniformity of system 
which characterizes each one. 1 * In fact, n home coast sheet, as we 
know it in these days of exact surveying, with every detail of 
land, with every rock and shoul, with every depth of water mid 

• A reviewer of the 1st K<1. of “ Wr nkles,” in n well known periodical, for which the 
writer of these pages has not only much veneration Imt likewise a loving regard, coolly 
suggested that the paragraphs having reference to “ Blue-hacks” should he re-written in 
■ more favourable strain, as in his (the reviewer's) opinion, they bear unjustly upon the 
puMralius in question. The writer regrets that his cotivvtious will uot allow him to 
comply with tins modest suggestion, and that in studying the sailor’s intere-ts he is obliged 
to run counter to those of other people. In this matter of ‘haiU—so long as present 
conditions exist the writer’s colours are “ nailed to the mast," and whilst freely admitting 
the meritorious character of the work done by piiv.ite firms long bef >re the machinery of 
tin- Hydrographic Department of the Admiralty had attained its present excellence, he 
thinks the day of " Blue-backs" has departed, and that it is only a question of time as to 
when they will be completely Minffod out by the overwhelming resources at command of 
the (lovemnieut, to say nothing of the boundless advantages afforded by an im iwu/e.i 
rxchtqusr. It is not so very long sinco the (lovernment, for the good of the Commonwealth, 
took over the telegraph lines from the private companies, and similarly for a few thousands 
they might buy up the chart publishers, who, as firms of long-standing reputation, must 
groan i nder the hardship of see ng their means of livelihood slowly but surely undermined 
by on a l powerful department, against which It Is impossible, in the nature of things, they 
can hope to compete on anything like eqoal term*. Pei tain (Jovernment departments are 
very absortant in tluir nature I.iko Vi-tor II go 1 -* devil-fish, they stretch forth their long 
tentvdes, and without compunction absorb everythin ? they can assimilate that comes within 
reach. The Bine backer- are being alwotlw I. Hard lines ! ! Since in these p* vs the 
author has assume 1 the iMe of gn.de. he is constrained to express an lnnast opinion in all 
that e neerns his bnthtr win u, notwithstanding that doing so means a pecuniary loss to 
hi in self, lua’ in i' h os -trUm ‘ i ‘lu ap Johns “ lithe ** sh pt an” way of business, who 
recogui e their own portraits here am] there throughout the l«ook, have not only declined 
to sell “ Wrinkles ” themselves, 1 ut have endeav mrod to prevent others doing so. They 
might just as w 1 try to st <]» N igars wf h a eorn broom. The innate love of fairplay—so 
nil >ng a cl amct r«tie of Britons will cap no nuy attempt to •* Boyott ” the book, and 
Indeed the call for yet another edition in so shoit a time shews that tin* gentry lo question 

may as well acvpt lefiat and throw up the sponge, boi grt null grt. 
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nature of bottom, accurately marked at regular and small dis¬ 
tances, is a credit to human ingenuity and a testimony of man’s 
intelligence. On the large scale Harbour plans, the practice is Harbour plan* 
invariably followed of giving the exact latitude and longitude of 
some well defined spot, and from this any other position on the 
plan can be easily determined by means of two scales—one for 
latitude and distance, the other for longitude. This comes in 
handy for rating chronometers by sun or stars, and for other 
purposes. The Admiralty charts and plans also give the meridian 
upon which the longitude depends; consequently, should that 
meridian at any time be better determined, the correction can be 
applied without further trouble. The longitude scale of Harbour 
plans is made as follows :—-Assume the latitude to be 50°, and the scale of dist- 
scale of the plan to be 4 inches = 1' of latitude or distance. To ance - 
the common log of 4 add the cosine of 50 °; the nat. number of 
the resulting log will be the number of inches = 1' of longitude, 
namely, 2-571. You can check this by the Traverse Tables 
(Raper, page 511). Against 400 will be found 257T,—shift the 
decimal two places to the left and yon have it. Knowing this, 
any fellow can make a scale for himself if necessary. 

The value of a chart must manifestly depend upon the accuracy 
of the survey on which it is based, and this becomes more im¬ 
portant the larger is the scale of the chart. To estimate this, the 
date of the survey, which is always given in the title of Admiralty 
sheets, is a good guide. Besides the changes that, in waters where 
sand or mud prevails, may have taken place since the date of the 
survey, the earlier surveys were mostty made under circumstances 
that precluded great accuracy of detail, and until a plan founded 
on such a survey is tested, it should be regarded with caution. 

It may indeed be said that, except in well-frequented harbours 
and their approaches, no surveys yet made have been so minute 
in their examination of the bottom as to make it certain that all chart indica 
dangers have been found. The fulness or scantiness of the tl0ns ’ 
soundings is another method of estimating the completeness of a 
chart. When the soundings are sparse, or unevenly distributed, 
it may be taken for granted that the survey was not in great 
detail. Blank spaces among soundings mean that no soundings 
have been obtained in those spots. When the soundings round 
about are deep, it may with fairness be assumed that in the blanks 
the water is also deep; but when they are shallow, or it can be 
seen from the rest of the chart that reefs or banks arc present, 
such blanks should be regarded with suspicion. This is especially 
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the case in coral regions and oti’ rocky coasts, and it should be 
remembered that, in waters where rocks abound, it is always 
possible that a survey, however complete and detailed, may have 
failed to find every small patch, as with the Avocet Kock in the 
Ked Sea. 

A wide berth should therefore be given to every rocky shore or 
patch, especially in smooth i eater. With a good high swell, 
dangerous places are sure to shew themselves, and a hand aloft 
at such times may save the ship. In dealing with charts, the 
following rule should he followed :— 

Instead of considering a coast to be clear unless it is 
shewn to be foul, the contrary should be assumed. 

Except in plans of harbours that have been surveyed in detail, 
the live-fathom line on most Admiralty charts is to be considered 
as a caution or ‘ danger signal ’ against unnecessarily approaching 
tin? shore or bank within that line, on account of the possibility 
of the existence of undiscovered inequalities of the bottom, 
which nothing hut an elaborate detailed survey could reveal. In 
general surveys of coasts, or of little frequented anchorages, the 
necessities of navigation do not demand the great expenditure of 
time required for such a detailed survey. It is not contemplated 
that ships will approach the shore in such localities without 
biking special precautions. 

The ten-fathom line is, on rocky shores, another warning, 
especially for vessels of deep draught. Charts where hott >m con¬ 
tour or fathomdines are not marked mibt l»e especially regarded 
with caution, as it generally means that soundings were too 
scanty, and the bottom too uneven, to enable them to be drawn 
with accuracy. 

Isolated soundings, shouler than surrounding depths, should 
always be avoided—especially if ringed round as there is no 
knowing how closely the spot may have been examined, and 
mountain tops are occasionally fond of just stopping short of the 
surface, as if they were lying in wait for the unwary. 

In approaching land or dangerous banks, regard must always 
be bad to the scale of the chart used. A small error in laying 
down a position means only yards on a big scale chart, whereas 
on a small scale the same amount of displacement menus large 
fractions of n mile. I'or the same reason, near objects should he 
used for hearings in preference to objects further otV, although 
the latter may he more prominent, as a small error in bearing, 
or in laying it down on the chart, has a greater etl'eet in mis¬ 
placing the p - itimi in proportion t<» the length of the 1 in* to be 
drawn 
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To be properly fitted out, a ship should be provided not only 
with large-scale coast sheets, but with plans of harbours intended 
to be visited. It sometimes happens from press of work that 
only the eopper-plate of the larger scale chart of a particular 
locality can at onee receive any extensive rearrangement of coast¬ 
line or soundings. This is an additional reason, besides the 
obvious one of its possessing fuller detail, why the largest scale 
available should always be used for navigating. 

The printing of charts is responsible for a source of inaeeuracy 
little known to sailors. The paper used in the process has to be 
damped, or the impression would be too faint. On drying, dis¬ 
tortion takes place, from the inequalities in the paper and the 
amount and irregularity of the original damping. It must not 
therefore be expected that very accurate series of angles to 
different points will always exactly agree when carefully plotted 
upon the chart, especially if the lines to objects be long. The 
larger the sheet, the greater the amount of this distortion; but 
it is never so great as to affeet navigation. 

The chart maker takes care not to damp his paper, but it is 
one of his troubles that the atmosphere insists upon doing it for 
him. For really accurate plotting of the large triangles of a 
survey, the sides should all be calculated in advance, and the 
chief points laid down at one sitting, whilst the hygrometrie con¬ 
ditions are the same. Our variable climate makes this a rather 
difficult matter in practice. 

It is now prettj 7 generalty reeognised that on oeean charts the 
compass roses should only indicate the true points. All other 
sheets should shew the correct magnetic points, half points, and 
quarter points. These diagrams cannot be too plain and free 
from ornamental devices. Where possible, their diameter should 
be 3 inches, but never less than 2 h. The latest Admiralty 
pattern of compass rose is as recent as 1st January, 1912, on 
and after which date True bearings will be introduced in all 
Admiralty publications as soon as practicable. Outside of, and 
clearly separated from, the magnetic compass and eircle, which is 
graduated in points and degrees from 0°to 90° in each quadrant, 
the Admiralty now places a true eompass graduated from 
0* (True North) to 360°, measured eloek-wise. The bearings 
of leading and clearing marks on Admiralty Charts will be 
given both True and Magnetic ; and a note to that elleet will 
be placed on the title of each chart. Thus—298 (N. of 
Mag.) is self explanatory. Similarly, on the bearing of, say, 
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S. 40’ W . true, with variation 12* lv, this information will l»e 
indicated as 220’ *S. 28* \\\ Mag.). The modern navigator will, 
in this way, he able t) disperse with N., S, 1C., \\\, etc., when 
setting a course ; and siinplv confine himself to the number of 
degrees from N , measured clock-wise. 



The objection to a nuujmtic degree circle is that its accuracy 
is more apparent than real. In parts of the world where the 
variation changes rapidly, it is all '* moonshine.” Hound our own 
coasts, where the change is 1° in seven years, such a circle is 
practically useless. It looks nice, and that is all. 

It thus becomes a question whether it would not )>e better to 
do away with the mi'jnctic degree circle altogether. If degrees 
are wanted, let them he true, and. to enable them to he read easily, 
the dimnt ter of the circle should he four inches. Then, with an 
inner m<vjnftic compass rose of three inches quite big enough — 
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there would be an intervening blank of half an inch all round, 
which would conduce to clearness of expression, and prevent pos¬ 
sibility of confusion. 

On the other hand, should the argument in favour of the horn 
or other protractor be accepted, we come back to the simple mag¬ 
netic compass-rose shewing points and quarter-points without 
circles of any kind. No doubt each kind will have its advocates, 
but the writer believes in simplicity. 

The magnetic bearing or course may be wanted in a hurry, and 
if so, a compass-rose divided to quarter-points cannot be beaten 
as things go at present. The determination of the true course is 
always performed with deliberation, and in the chart-room, where 
the graduated rolling parallel ruler or other form of protractor is 
at hand. 

In an}*' case, the present Admiralty diagram is a vast improve¬ 
ment on the system which used to be in vogue with “ Blue-back ” 
charts when the writer was a youngster. The manner then in 
which compasses, true and magnetic, got mixed up and sprawled 
all over the shop was something wondrous to behold. The ar¬ 
rangement conld not have been better calculated to give rise to 
mistakes at critical times—indeed, the writer has known it to do 
so. The vessel referred to got on the rocks a few miles to the 
eastward of Queenstown, but luckily bumped off again without 
springing a leak, though her bottom was dented in like an old 
tin pot. The skipper was on the bridge, using a chart with a 
compass compared with which a spider’s web was simplicity itself. 
As might be expected, he got confused with the jumble of lines, 
and ashore she went. The writer was on the after-wheelhouse 
at the time, and the first bang sent him flying down on top of a 
pompous-looking passenger, who, no doubt, would remember the 
‘regrettable incident’ for quite a long time afterwards. 

Coming to the subject of “ Blue-back ” charts, a great draw, 
back is the absence, in many instances, of the heights of mountain 
ranges, peaks, hills, islands, and lighthouses. These are all of 
great assistance in navigation, and no chart is complete without 
them. Lighthouse heights, when not on the chart, can, it is time, 
be got from the lighthouse-book, but it is more convenient to 
have them on the chart. 

Admiralty charts can be backed with “brown holland,” which, 
so far as the material is concerned, makes them last almost for 
ever; but it increases the expense, and, seeing that some sheets 
are continually having alterations made in them, according as the 
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banks and channels shift about, it is not advisable to resort to 
backing.* It gives them a dangerously permanent character. 

Except, perhaps, for the smaller class of vessels, where the 
Captain buys his own charts, the unwieldy “blue-back" has had 
its day, and it is only a question of “How long?" until it is 
superseded by the cheaper anti handier productions of the Admi¬ 
ralty. As a result of trying to make them suit all purposes, 
the scale of the blue charts is, in general, too large for ocean 
navigation, and not large enough for coast ivork. 

In case an Admiralty sheet should be destroyed by the cap¬ 
sizing of an ink bottle, the spilling of lamp oil, or any of the 
accidents which do happen, it is merely a loss of from one to live 
shillings; whereas, when its rival comes to grief, it cannot be 
replaced finder from ten to fifteen shillings. Moreover, the * xtra 
cost of the latter oilers temptation to keep it in use till completely 
out of date, and so marked and smudged as to be in many places 
illegible—a circumstance likely to lead to disaster, if indeed it has 
not already done so. The Hoard of Trade has lately become very 
particular on this point, and one of the oilicial notices directs the 
attention of shipowners, ami their servants and agents, to the 
necessity of seeing that the charts taken or sent on board their 
ships are rorrecfedJloim to tlu time of sidling. A com t of inquiry 
into the loss of the British sailing ship O’. 11. HA///’commented 
severely upon the tact that the navigating charts were not acces¬ 
sible to the oilmens, ami expressed an opinion “ that masters of 
sea-going ships .should be compelled by law to have the chart by 
which a vessel is being navigated accessible at all times for refer¬ 
ence by the navigating ollieers.” This does nut stall 1 alone. 

With the Admiralty chart the sailor can see at a glanc** if lie 
has the latest information. The year and the month of the 
various corrections are engrave l at the font; should the cor¬ 
rection be large, the notation is made against the imprint; if 
small.it is given in the left-hand bottom c riu r, thus an Ad¬ 
miralty chart tells its own history, Perhaps some day tin* private 
publishers may s* e the advantage of ad ipting the s'me system. 

(’harts should invm uthly be he] t lint, rond\ f*r the rulers to 
slide over them, instead of Ik ing io* led up, ami folding them should 
be avoided if possible. K dlt 1 | apt i Hail ib initiation at nil times 
*• I* \\».I «i 1 1 w n't, 
ll in* n’» «it 1 it d m l ; “ 


* In Hu* i"n hi of Mu *i ‘lie Oi rt-» ■ f I N rl «!•*■ nt » n • v j» ' 1 I i ’it once in 

t« n m «m, of oi i • ho •• Ini k- n ih nth it i<, <ihiI r- • » (hr no t • «I • t \\ riti » i!• »• 
lirn K n f ■ 1 fun] » 1 11 oir i c il wfi'cr, i It • i 1 1 > it tnun 1 tli* i co c f h i)r o» m ' I' ini 
. r i n i t a I • * rub t-ic t n-t* < n t- t i i-l n « a li*r 1 br i t < mi y tl r i * f tU 

i nrt w t i n «| in »*t' ", ( ./i 1 - • 1 , • • t i . i v tf • to mu, mil ■ ih - 

t r i w m <b i roll i r | n - t hi i t i - ir i f t n* • 1 I 1 l il in 1 onvfu*' \ 

■»• i* t nn* * • ' i)Ui • «1 r % 1 >r> ii t r t i* r ' ’, p b * - 1 l»> tb«" \ < 1 -f ra 1 \ 

1 1 ih*. , i I I be i .tilr w t .t r, i im h**rv t' k w l i * I « for. I« i 
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and if you lose your temper, you tear it, and so make bad worse- 
Every vessel, therefore, should be provided with shallow chart 
drawers, say 3 ft. 9 in. long, by 2 ft. wide and 4 in. deep. The 
sheets can then be numbered and classified, and so are ready for 
use at a moment’s notice. 

When the writer some years ago was in the habit of navigating 
Magellan Strait and the many hundred miles of intricate channels 
leading from it to the Gulf of Penas, and thence to Chiloe, it was 
necessary to keep the charts and plans on the bridge for constant 
reference; but seeing that the climate of that region is probably 
about the most rainy and tempestuous in the world, means had 
to be devised to protect the charts from the weather, or they 
would speedily have become so much pulp. This was accom¬ 
plished as follows. 

First of all, the sheets of the various channels were cut up into 
convenient lengths, and the carpenter was brought into requisition 
to make teak-wood backings for them of well-seasoned half-inch 
stuff, dressed smooth. The backing was made an inch longer and 
loader than the chart or plan it was intended to receive. 

Next, some ‘size’ was made by filling a breakfast cup with 
isinglass, and pouring on it as much boiling water as the cup 
would hold. After the ‘size’ had cooled, and was just beginning 
to thicken, both sides of the chart got several good coats, rubbed 
in with a soft brush as fast as the paper would take it. When 
the ‘size’ was well absorbed and had partially dried, the back 
was treated with Hour paste free from lumps, and laid on smoothly, 
after which the chart was put down on the teak-wood: this had 
to be done very carefully to avoid creases. 

To make the paper lie evenly and to prevent air-bubbles from 
remaining underneath, a wooden roller was run from top to bottom 
and back again. This rolling process must not be overdone, or it 
will cause distortion: and it is as well to place the roller on the 
middle of the sheet at starting, and roll from you, and then back 
attain the whole way; this with a turn or two sideways ought to 
be sufficient. 

When the chart had thoroughly dried on the board, both it and 
the teak-wood received three flowing coats of white varnish, made 
by mixing Canada balsam with twice its weight of best oil of 
turpentine. Each coat was laid on with a broad, flat, camel-hair 
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dessert spoonful of browu sugar add five drops of oil of lavender, and five drops of 
corrosive sublimate ; mix tliis well up with the flour and water, aud then add perfectly 
boiling water to the thickness of custard. 
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brush, and allowed to get perfectly lmnl before the next was 
applied. 

When treated in this manner the charts were completely 
weather-proof, and etjual to any amount of rough usage. Should 
the ‘size’ in the cup get hard like jelly, a few minutes on the 
stove will bring it back to a proper consistency. 

This was the writer's dodge some fifteen to twenty years ago, 
and in the interval steamers have not got slower nor navigation 
less exacting. These facts, coupled with a perusal of " Wrinkles,' 1 
led Mr. S. Manning, of Surbiton, Surrey, to devise a chart table 
for bridge use which would do away with the need of the drastic 
measures just detailed. The invention consists of a frame, in 
which is bedded a specially prepared sheet of glass, so treated 
that though it will readily take pen or pencil marks, is of such 
transparency that the chart detail can be seen through it. Courses 
or bearings can therefore be set out on the surface, or the Station 
Pointer applied, without injury to the chart underneath, no matter 
what the weather may he. The arrangement is well spoken of by 
practical men. 

The great need for a contrivance of this kind, and its value, 
will be thoroughly appreciated by anyone who has had to consult 
charts in wet or windy weather. The valuable time that is 
usually lost in running below and having to remove waterproofs 
before the chart can be approached, will now be spent on the 
bridge, where the whole situation is spread out before the anxious 
navigator, and bis guide is at hand. The wetter the weather, the 
more transparent the glass. By having the bottom of the table 
of glass also, and four or live incandescent electric lamps propet ly 
boxed in below it, the table would be available for night work. 
When not actually in use it could be covered with a cloth. This 
is n suggestion of the writer’s, and does not form part of Mr. 
Manning’s invention. Should he read it In re, he will no doubt 
utilise it. Do so by all means, Mr. Manning. 

Many vessels have been lost owing to their being economi¬ 
cally (?) navigated near land by small scale charts, which cannot 
possibly shew const dangers. 

Wharton,* in alluding to the increasing necessity for large 
icale charts constructed from detailed surveys, says:—“ A steamer 
works against tiiu*»; her paying capabilities largely depend on 
her getting ipiickly from port to port, and captains will take 

' iro-jr ifhi S riyyin;, J 14*. 
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every practicable short cut that offers, and shave round capes and cutting oa 
corners in a manner to be deprecated, but which will continue as cor,ler sin 
long as celerity is an object. A channel which a sailing vessel Nav ‘ eatl0n - 
will work through in perfect safety, from the obvious necessity of 
keeping a certain distance off shore, for fear of failing wind, 
missing stays, &e., will be the scene of the wreck of many a 
steamer, from the inveterate love of shortening distances, and 
going too near to dangerous coasts only imperfectly surveyed. 

Better charts will not cure navigators of this propensity, but will 
save many disasters by revealing unknown dangers near the 
land.” 

The late Admiral Wharton might have added that this “short 
cut navigation ” is not only due to fierce competition in trade, but 
unfortunately to an unwise rivalry among seamen themselves, and 
an utter disregard on their part of the maxim “Let every man 
steer by his own compass.” Because Brown and Jones do 
certain things which look very like putting their heads in the 
fire, Robinson—even against his better judgment—thinks he 
must do the same, and so the thing goes on till the weakest 
comes to the wall. 

Charts and Sailing Directories are as much part of the ship’s 0wners 
equipment as the Compass or the Lead , and should be provided Cbairu 
by the owner. When the captain has no longer to pay for them, 
he will keep a better stock, and not take his ship all over the 
world by one or two general charts, to the manifest risk of life 
and property. Mr. Henry Maclver, a Liverpool shipowner, so 
long ago as 1SS5, in a letter to the Times, pointed out inter alia 
that “reliable charts and chronometers are more conducive to 
safe navigation than lifebuoys, foghorns, and the other para¬ 
phernalia to which Board of Trade surveyors devote so much 
attention, and owners should be compelled by law to furnish their 
vessels with all that may be required.” Many shipowners, he 
said, “required their masters to provide both charts and chrono¬ 
meters, the latter have to economise by reason of small salaries, 
and accidents frequently happen in consequence.” 

In Appendix (P) will be found the signs and abbreviations 
adopted in the Admiralty charts. 

One more “ wrinkle," though a simple one, for which the 
writer is indebted to Captain Matt. B. Walker, of South Shields. Pencilj 
Use hexagonal pencils; they won’t roll oft’ the table like round 
ones, and are just as cheap. Common sense.* 

* Triangular pencils are still better calculated to remain where they are told. 
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THE PARALLEL RULER 

This, in its commonest form, is an instrument so very familiar 
to tlie seaman, and witlml so simple in itself, that it may seem 
rather absurd to ivfer to it ; nevertheless, there is something to 
be said even about the parallel ruler, and it may so happen that 
that sonuthiny —or a portion of it—may be new to the reader. 

The ordinary black ruler, with brass joints, is usually employed 
to transfer the direction of a hearing or course to the u on rest 
compass diagram on the chart, whereby to ascertain its name and 
value. Now, in ocean charts, where compass diagrams are very 
properly few and far between, a great deal of slipping and sliding, 
and trying back, as well as “smudging" of the chart, may he 
saved, and much greater accuracy ensured, by the use of a kindred 
instrument, known ns “Captain Fidd's lmprowl Candid Huler'* 



Apparently, at first sight, it only differs from the other in 
being made of boxwood instead of ebony; but a closer inspection 
reveals that one ot its e lges is divided into degrees, similar to 
the b-inch ivory protractor found in most small cases of Mathe¬ 
matical instruments; the opposite edge is also divided, but in 
points half-points, and <piurt* r-points . these latter, however, are 
never likel}’ to be used, ns tli * degree marked sid<* of the ruler is 
preferable. 

The advantage derived from this instnum lit is, that by laying 
it down on tie* course you wish to determine, so that its centre 
marie hall h* cm a m* r diitn line, you at mice n ad oil' the true 
course mi the divided edge, when it is ent by the ttfort mid 
inert lian lin *. 
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Few things can be neater or handier in practice, and it gives 
the course in degrees (and by estimation, to parts of a degree), 
with an accuracy but little short of that obtained by actual com¬ 
putation. The ruler is to be had in three sizes; but the two 
smaller ones, from the minuteness of the angular divisions, are 
not to be recommended. The 24-iueh ruler will be found very 
convenient, and the marking clear aud well defined. After it lias 
been in use a little time, get it cleaned aud French-polished. 

This is one of the many things which have been improved upon. 
The improvement consists in discarding the points on the lower 
edge, and substituting the centre-mark of the degree divisions. By 
this means the short radius is just double what it was before, and 
the divisions at the middle of the ruler are in consequence much 
plainer. You must take care to keep this new form from warping. 
When shut, the two parts must fit as closely together as they did 
when being graduated. 

Even better than the above is the graduated rolling parallel 
ruler. On shore this has been in use for ever so many years, but 
it is only of late that it has found its way on board ship. Of all 
the means for determining courses or laying olf bearings this is 
about the quickest. Since only the rollers touch, it has the fur¬ 
ther advantage of not soiling the chart so much as the jointed 
ruler, which is in contact over its whole surface. To work truly, 
the rollers must be exactly of the same diameter; this is easily 
tested before purchase. Carefully set the further edge of the 
ruler to the bottom marginal line of a chart; run the ruler nearly 
up to the top, and draw a fine pencil line along both edges. (In 
passing, let it be noted that it requires a practised hand to rule a 
perfectly straight line; the pencil must be held at exactly the 
same inclinatiou throughout.) Now shift the ruler end for end, 
set the further edge to the bottom line as carefully as before, and 
roll up within an eighth of an inch or so of the top pencil line* 
Draw two more pencil lines along top and bottom edges re¬ 
spectively, and the thing is done. The eye will decide in a 
moment if the upper pair of lines are parallel, as they should be) 
if so, then the rollers are equal. Next examine the lower pair of 
lines; if parallel, then the two edges of the ruler are parallel, as 
they should be. A good instrument-maker will see to these 
matters for the sake of his own reputation; nevertheless, it is 
satisfactory to try for one’s self. Of course the chart or paper 
must be laid on a flat surface. The mahogany top of a chart- 
table, when the wood is well seasoned and the ends strongly 
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damped, should remain as Hat as the day it left the joiners bench. 
The graduated rolling parallel ruler is, at present a tritlo more 
expensive than its brethren. 

The ordinary parallel ruler, or indeed a straight-edge of any 
kind, when used in conjunction with a common semi-circular horn 
protractor, will give satisfaction to the less fastidious. If you 
have not a horn protractor, it can he procured for a shilling or 
two at any optician’s. Do not get one with a less radius than 3 h 
or 4 inches, which is a good serviceable size. 

To use it, proceed as follows:— 

Having the chart on the table, with its north side from yon as 
usual, lay the straight-edge over the course you wish to steer or 
determine, and place close against it edge to edge) the horn 
protractor, sliding the latter along (its straight side being always 
in contact with the ruler) till its centre mark comes fair over any 
meridian line on the chart; the exact true course in degrees and 
half degrees will be found at the circumference, where the latter 
is cut by the same meridian line, thus:— 



Jn thi-> particular case it is N. 70 1C. or S. 70 \V. (true). 

Almost every one going to sea uha/t the imist Ims a gunter’s 
scale, which would answer first-rate with the horn protractor in 
the manner just described; but if there should n«>t be one, and 
the pundit 1 ruler be broken or lost, any lath or piece of wood, 
dressed straight with the carpenter's trying-plane, would do just 
as well. 

The horn protractor can. however, he rendered of equal service 
i without mi} - kind of straight-edge, by the simplest possible con¬ 
trivance. 

i»orc a line needle hole at its centre m irk, and another about a 
quarter of an inch or so below it . through these two holes reeve 
a couple of fret of sewing cotton (silk is better . and kn<>t ono 


llow to fit and 
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end; keep the knot on the top side of the lower hole, so that it 
may not prevent the protractor from lying flat on the chart, and 
bring the other end up through the puncture at the central point, 
and haul it tight. 

To ascertain a course or bearing, it is merely necessary to lay 
the horn protractor with its zero line on any convenient meridian, 
sliding it towards the north or south, so that the thread when 
stretched may lie exactly over the two positions on the chart 
between which it is required to know the course, thus:— 



In the diagram, A represents the knotted eml of the thread ; B, the centre 
hole through which the thread comes up ; EF, the zero line of the protractor, 
laid exactly over Oil, a meridian line; CD, two positions on the chart 
between which it is required to know the course ) the liue BJCDL represents 
the thread. The true course (N. 80° E. or S. 80° W.) will be found at J, 
where the margin of the protractor is cut by the thread. 

The oblong ivory protractor already mentioned could be used in Oblong ivory 
a precisely similar manner, but the horn one has the advantages P rotractor - 
of transparency and larger marginal divisions. Both are divided 
from zero at E and F up to 90° at the middle line, and when 
using them in the manner indicated above, the course is in each 
case to be reckoned from North or South towards East or West, 
as the case may be. Hughes’ Radiograph and Gusts xylonite p^ t s er Statlon 
Station Pointer, in addition to their more legitimate uses, serve 
the purpose of a horn protractor. Owing to its tendency to 
buckle, the horn protractor should be kept between the pages of 
a heavy book when not in use. Xylonite (celluloid) is a better 
material than horn for transparent protractors. 
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As already explained in a previous chapter, the course between 
any two places on a Mercator chart is the angle which a straight 
line connecting them makes with the meridian. 

Here seems a good place to say a few words about Cot' uses. 
So far, reference has merely been made to the true course. \\ hen 
the variation has been applied it becomes the magnetic course; 
and when the Deviation has been applied to this last, it becomes 
the compass course , or the one which is to be actually steered 
by that particular compass for which the deviation has been 
allowed. The navigator will do well, then, to bear in mind that 
there are—1st, the Time Course; 2nd, the Magnetic Course ; and 
3rd, the Compass Course. The time course is the angle which 
the ship's fore-and-aft line makes with the Geographical 
Meridian ; the magnetic course is the angle between the ship's 
fore-and-aft line ami the Magnetic Meridian ; and the compass 
course is the angle which the fore-and-aft line of the ship makes 
with the direction of the Compass needle on board. 

(Jne word about Deviation. It is too often mixed up with 
Local Attraction, the two expressions being used indifferently to 
mean the same thing. This is wrong, as they are entirely distinct. 
The first named is due to causes within the ship herself, the latter, 
to outside intluenees. Remember this. 

For laying otl* courses as above, the writer had made to order 
an ivory protractor, 10 inches by 3 inches. This size admits of 
good large divisions, but it is expensive. A similar one in box¬ 
wood would cost less, and probably be practically as good. The 
only thing that can be said against box-wood is its greater 
liability to chip at the edges.* 

Lbonite scales and protractors are found to answ< r well, though 
they expand and contract slightly with change of temperature, 
but this extreme rcfim-inent is a thing apart from our subject, 
and need not he considered. 


• A l>ox-woo(l * Admiralty paltfro’ protractor, 12 iucIicn l*v 8J mchra, cos*.* 6* To 
protect it when not hi uo«, it •iioulil ilnie into » sul>*t*nliti »lu-«th of ».i<lh.-r a * Icjitlie*, 
co«nu£ pei hap* 2*. till. 




CHAPTER IX. 


DIVIDERS. 


To give a "natty man” satisfaction in their use, dividers 
should be of good quality. The'points must be fine, and formed 
of well tempered steel that cannot be bent or blunted. Above all, 
the joint should be good, for if not, it will be provokingly difficult 
to set the legs to any required distance, on account of the spring 
and want of uniformity in their motion. A pair of dividers with 
an indifferent joint, when being opened or eloped, will move by 
fits and starts, and either go beyond the measurement required or 
stop short of it. The joint should also be stiff enough in its action 
to hold the legs in any required position without fear of alteration 
when handled with ordinary care. These are the things which 
require to be tested when making a purchase. Instrument eases 
always contain a key for tightening up the joints of the dividers 
when they work slack. What are known as Hair Dividers give 
very exact measurements, but for sea use they are too good, and 
too costly. 

It is eonveuient to have a small bracket fastened on to the 
bulkhead over the chart table, to contain two pairs of dividers— 
large and small. Screw a piece of polished mahogany, S inches 
long by 3 inches broad, and f inch thick, flat against the bulk¬ 
head. About two-thirds of the distance from the bottom insert a 
couple of brass eyes side by side. The dividers may be shipped 
into these, and their points rest on a f-in. ledge or shelf, forming 
a foot to the bracket. This shelf should have a moderately thin 
piece of india-rubber let flush into its upper surface, as a bed to 
receive the points without injury when dropped hurriedly into 
their place. To a landsman all this may seem needless trouble, 
but the sailor knows the value of the maxim—“ A place for every¬ 
thing, and everything in its place.” Moreover, a ship rods and 
tumbles about in all directions—a house does not; so that afloat 
it is absolutely necessary to have safe places of deposit for other 
things besides glass and crockery. 


Steel points 
and smooth 
wot Icing joints 


Hair Dividers 
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Pen and 
pencil rack. 


Dividers (or 
ose with one 
hand 


us spj:l\o pjcx ASD PEXCIL IWLDEIi. 

There is a very neat little American “dodge” for holding pens, 
which can be purchased in Liverpool for a few pence, aud is very 
useful. It consists of a spiral spring secured to a thin bach plate, 
and the whole is gilded, and looks quite ornamental. The pen is 
held between any two parts of the spring. One of these ingenious 
little contrivances will contain four or live pens or pencils. Tt is 
secured to the bulkhead by a small screw at top and bottom. 



When a ship is rolling violently, and it becomes necessary to 
consult a chart, every seaman is aware of the difficulty ex¬ 
perienced in keeping the chart and parallel ruler on the table 
with one hand, whilst with the other he is trying to manipulate 
the dividers. Some clever fellow, who has evidently boon pretty 
often in this tix, has invented a pair of dividers for ust with one 
h'Ui'l, which are worthy of coining into general use. They were 
first shown to the writer by the captain of a schooner-yacht on 
the Clyde, who claimed to be the inventor. The dividers are 
represented above, and it will be seen that they are opened by a 
pressure of the palm of the hand on the circular part, which 
causes the legs t»» overlap each other and the points to separate. 
The dosing movement is readily controlled by the thumb and 
forefinger, which, for this purpose, act against the palm pressure. 
As they lire impatented, they can bo ordered from any instrument 
maker, and can he made with any degree of finish “ to suit the 
pocket" of the purchaser. 







CHAPTER X. 

THE PELORUS, WITH REMARKS ON AZIMUTHS. 

This valuable instrument, the invention of Lieut. Friend, R.N., 
deserves more than a mere passing notice. Its utility is so great 
that every iron ship should be provided with one. 

The Pelorus is a dumb card —that is to say, a compass card Dumb card 
without needles —made of brass, entirely unmagnetic, and not par¬ 
taking iu any way of the character of a compass, except that its 
face shows the points and degrees in the usual manner. The card 
is something less than 7 inches in diameter, and is mounted on 
gimbals, which, in conjunction with a central balance-weight 
suspended from the under side of the instrument, enables it to 
preserve its horizontality, whatever the motion of the ship may be. 

The card revolves on an upright pivot like a " teetotum." This 
pivot also serves to carry the sight vanes, which can revolve 
upon it independently of the card, or can be secured to it at 
pleasure by a large milled-headed screw surmounting the pivot. 

One of the uprights of the sight vane is fitted with a thread, and Description 
has a hinged mirrol* or speculum at its base, and the other has a 
coloured eye-screen, which is made to slide up and down the bar at 
will. A fore-and-aft mark on the inner ring does duty as the 
lubber’s point or ship’s head, and another smaller milled-headed 
screw on the fore part enables the card to be clamped to this 
mark at any desired course without fear of shifting. The whole 
thing is so simple, that anyone looking at it can understand the 
arrangement in less than five minutes. The apparatus is enclosed 
in a mahogany box some eleven inches square, and from which it 
is inseparable. 

The patent-right having long since expired, the instrument is 
now constructed to order by almost any compass maker at a cost Cost, 
of about £3 10s. it is an improvement to have the card 9 inches 
in diameter. 

Having a Pelorus. the first thing is to provide suitable stands 
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for it in various parts of the ship, so that it may be moved 
from one to the other as may he found convenient. Sometimes 
at one position a sail, the funnel, a mast, or an important 
passenger, may he in the way of the hody to he observed, in which 
case the Pelorus can he removed to another spot where the view 
is unobstructed. It will he round advantageous to tit at least 
four such stands—one on each side of the bridge, and a couple in 
the neighbourhood of the quarter-deck. A skylight, tin* top 
corner of a deck-house, or a meat safe, will answer the purpose 
very well. The stands on the bridge may be made in the form of 
a small table without legs, to bracket against the handrail. Some 
men go to the expense of a couple of turned teak-wood pedestals. 
The places selected need not he amidships—in fact, they are 
better when not so; hut, wherever they may be, it is absolutely 
necessary that great pa ins should hr taken to ensure the fore-and- 
aft line of the instrument being strictly parallel with the ships 
keel. 

To etlect this with certainty (the instrument being in its 
intended position—say on the starboard or port side of the 
bridge), measure carefully the horizontal distance of its centre 
from the midship seam, and lay oil this distance on the deck 
both at the bow an l stern end of the vessel. At each such place 
erect ft batten, nnd see that it stands perfectly plumb; the ship 
herself is, of course, supposed to he on an even beam ; then set 
the North point of the card (though any other will do just as 
well) to the lubber line, and clamp it there by the small milled- 
headnl screw at the fore side ; release the sight vane, if clamped, 
and turn it so that the centre mark at the base of the upright 
holding the thread may also coincide with the North point; place 
the box by eye approximately square with the fore-and-aft line 
of the ship, taking care, of course, that the lubbers point is 
forward; now look from aft forward through th * sight vanes, 
and slue the box slowly one way or the other till the batten at 
the how is seen in one with the thread. 

When exact coincidence is established, the result thus far is 
satisfactory; hilt to render it completely so, turn the sight vatic 
half round on its axis without removing the l>ox in any way, and 
set it to the South point of the card. If now, on looking at the 
after batten, it should he found to ho exactly in one with the 
thread of the vane, all is well, nnd the fore-and-aft line of the 
Pelorus coincides truly with the fore-and-aft line of the ship. 

The instrument must now he seeured in this position by an all 
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round coaming about an inch high, forming a seat into which the 
box can at any time be shipped without further trouble. Bore a 
couple of holes through the coaming in each of the sides to act as 
scuppers. Do not take down the battens till the coaming is fitted 
and finished, when the line of the instrument should be again 
tested. If found to be slightly out, it can be remedied by a 
couple of milled-headed screws, at the side of the case, which act 
in opposite directions, on a sliding block carrying the trunnion 
of the gimbah When this last adjustment is perfected, the side 
screws must not again be touched; and if on completing the 
remaining stands, their fore-and-aft lines be found not quite 
exact, it will be necessary to alter the coamings until they are 
so. In fixing the quarter-deck stands, the after battens can be 
dispensed with. 

If at any time the ship should be in graving dock where some 
distant object can be seen, it will be very easy to test the relative 
accuracy of the stands by the following method:—Place the 
Pelorus in any one of its receptacles; clamp the North point of 
the card to the lubber line, and, looking through the sight vanes 
at the distant object, ascertain its bearing to the nearest quarter 
degree; remove the instrument to each of the other stands, and 
if the various bearings agree, it is evident that the fore-and-aft 
line of each station is also in agreement. 

It must not be understood from this that the Pelorus gives the 
real bearing of the distant object; it merely gives the horizontal 
angle between the object and the ship’s head. The term “bearing” 
is in this case used merely for convenience. 

To ascertain if the lubber-points of your deck compasses agree 
with the Pelorus, unship the cards, put a small piece of cork on 
the point of the pivots, and replace the cards with their North 
points to the lubber line; put on the glass covers; ship the 
azimuth instrument, and take the bearing as before. 

Each compass now becomes a dumb card in itself; should there 
be any discordance, put up the battens and test the fore-and-aft 
line of the Pelorus; if found correct, it must be the lubber-points 
of the compasses which are astray. These are easily painted out, 
and ruled in afresh in their proper places. A soft black lead 
pencil is the best thing to do it with. 

The distant object used in this operation should not be nearer 
than six or seven miles, unless it bear nearly ahead or astern— 
say a couple of points on either bow or quarter, when four or 
five miles will suffice. If the sun be shining, you are of course 
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TIME-AZIMUTHS VERSUS ALTAZIMUTHS. 
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in«K*pi*n*lent of everything 1 else, since yon can. if you are smart, 
use it as the distant object. The sun’s bearing will seldom alter 
so much in the minute or so required to shift the instrument 
quiekly from one place to another, as to introduce any appreciable 
error; but if extreme accuracy be required, it is an easy matter 
to get the exact change of bearing corresponding to the Latitude 
Declination, and Apparent Time from Burd wood's Tables. 

The Pelorus is handy for many purposes which will be referred 
to hereafter, but its chief use is to ascertain the Deviation of the 
compass, or to set the course. Before going into the details of 
how this is to be done, it will perhaps be advisable to sav some¬ 
thing about Azimuths. The general practice on board ship is to 
observe an azimuth or bearing of the sun by compass, at the <ame 
time that the morning sights are taken: the sun’s altitude, as 
found by these sights, is used to find the true azimuth. This is a 
round-about method, involving much needless labour, and should 
be abolished now tint tables are published which give by simple 
inspection the required information. 

It will be made clear further on, that in an iron vessel the 
Deviation requires to be determined pretty frequently , and to be 
constantly getting out one’s sextant to “ shoot the sun,” and after¬ 
wards take the bearing, and then work up a lengthy problem, is 
not conducive to this end. Half the trouble and all the fuss may 
be avoided by using the method wherein the time, instead of the 
altitude , is employed. This is called the method of “Time 
Azimuths;” therefore, when, according to common custom, an 
azimuth is taken along with the morning sights, instead of labori¬ 
ously figuring out tin* sun’s true bearing by the altitude-azimuth 
problem, tho hour angle (time from noon) found by the sights can 
be employed to take nut the true bearing direct by inspection 

AZIMUTH TABLES. 

Now that iron and steel have almost entirely superseded wood 
for shipbuilding, good Azimuth Tables are as necessary as the 
Compass itself. 

In 1 still, .'Mall’-Coinmaiiiler Burdwood, R.N., published a hook 
entitled: “Sun’s True Bearing, or Azimuth 'lablcs," in which is 
giv« n tho sun’s true bearing at intervals of 4 minutes for each 
degree of latitude between tiO and .‘10 in both hemispheres. In 
I^To, Captain Davis, U.N., brought out an extension of these 
tallies down to the Kq lint or, so that at the present time the sun’s 
true Inuring can be taken out from these books for any latitude 
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between GO 0 north and GO 3 south, and for any time between sun¬ 
rise and sunset excepting when the altiude exceeds GCT. In 1S9G, 

Mr. II. B Goodwin, M.A., R.N., published Azimuth Tables for the 
higher declinations (24" to .30’) between the parallels of 0° and 
CO. 

There are still, however, a few prejudiced enough to believe Time azimuth* 
that the “old-fashioned plan,” as they call it, is preferable to the P referableto 

• i • . . , 1 alt. azimuths 

tables, as the latter, in their estimation, are liable to error. These 
are the men who insist upon their officers working up azimuths 
according to the “Epitome method.” They forget, or do not 
know, that in all calculations the greater the number of figures 
employed, the greater the liability to error ; and surely trained 
computers are less likely to make mistakes than seamen, who, by 
nature of their calliug, are not nearly so well versed in such 
work. During the long series of years since their publication, 
not half-a-dozen errors have been detected, and the Tables may 
now be looked upon as immaculate. By glancing the eye up 
and down the column, and across the page to the right and left, 
a mistake of any importance is detected in an instant by the 
want of harmony in the run of the leading figures. In 
working out an}" problem in navigation, one might just as well 
refuse to employ the ready-made tables of secants, sines, and 
tangents, and insist upon computing for one’s self the necessary 
logarithms for each particular case. 

Burdwood, in his preface, says :— 

“Results exhibited in a tabular form have certain advantages. Rcason for 
In these tables, for example, the value of an error in either of the preference 
three elements used in the computation is seen at once, and hence 
the most desirable time for making the observations, so that an 
error in either the Apparent Time, Latitude, or Declination, shall 
produce the least error in the true bearing.” 

To use these tables, it is necessary to know the Latitude and 
Declination each within half a degree, and the Apparent Time at 
Ship within, say, a couple of minutes; but this latter depends 
upon circumstances, as reference to the tables will show that, 
under certain conditions, the sun’s bearing will not alter one 
degree in an hour, and at other times it will alter a degree in 
three minutes. Herein, as Burdwood justly says, lies one of the 
great advantages of the tables. 

In nautical literature, the greatest amount of competition has 
been in connection with the most ready means for determining 
the Azimuth. The navigator has consequently his pick of 
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UNPOPULARITY OF DIAGRAMS. 

Methods, Tables, and Diagrams suflic'eiit in number to sink a 
ship. Excellent Azimuth Diagrams are occasionally given on 
the backs of the I.Tiitcd States Pilot Charts with accompanying 
letterpress. 

CAPTAIN WEIR'S AZIMUTH DIAGRAM 

Lord Kelvin, looking at it from a mathematician's point of 
view, considers it about the neatest thing of its kind ever pro¬ 
duced, and wonders that it had not suggested itself before— 
apparently a repetition of Columbus and the egg. 

The process of taking out the Azimuth—the Latitude, Declina¬ 
tion, and the Hour-Angle being given—is simple and quickl}* 
done. With ordinary care, the small error inseparable from the 
use of diagrams will not in most cases exceed half a degree, and 
this is not worth consideration ; but there are cases involving the 
centre of the diagram where the lines run into confusion, in which 
the error might possibly amount to a degree or a little more. 
Those cases being confined to low latitudes and large hour-angles, 
would not occur every day, anti on certain routes would never 
jcenr at all, so that exception to the diagram cannot justly be 
taken on this score. 

The writer, however, is not in love with mathematical dia¬ 
grams of any sort, and least of all with one for this particular 
purpose. Azimuths in well-conducted vessels are taken fre¬ 
quently, and where the same diagram is worked upon with pencil 
and ruler day after day by several ollicers, it soon gets played 
out. Ollicers’ cabins arc small; their table, even supposing they 
have one. is smaller; and diagrams which require a good large 
table upon which to spread tln-in out tint and leave space at tie- 
margin for parallel rulers, do not lind favour with the average 
merchant officer, who seldom has room enough for himself a id kit. 
especially when two are billeted in a cabin measuring at most 0 
feet by f>. Whatever the cause, experience proves that, where 
it does not involve more time, the preference is given lo calcula¬ 
tion. Weir’s diagram is 30 by 21 inches, and should he kept 
lint, not rolled. 


APPARENT TIME AT SHIP. 

Though the thirling of tiie Apparent Time at Ship is a simple 
operation, yet few know the right way of lining it; therefore it 
is as well to give a couple of examples. It is pr< mised that tin 
longitude is known within a quarter of a degree «>r so. 
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Write down the error of chronometer, prefixing the plus ( + ) 
sign if it is slow, or the minus (~) sign if it is fast. 

Write down the Equation of Time taken from page II. of the 
Nautical Almanac, and correct it roughly for Greenwich Mean 
Time. If the p'recept at the head of the column says the Equation 
is to he subtracted from Mean Time, prefix the minus sign; but 
if to be added, prefix the plus sign. 

Turn the longitude into time, and if it is westerly, prefix the 
minus sign; if it is easterly, prefix the phis sign. 

If the three quantities should happen to have similar signs, add 
them together, and prefix the common sign ; but if the quantities 
should happen to have unlike signs, add those of similar sign 
together, and take the difference between their sum and the unlike 
quantity, prefixing the sign of the greater. This remainder will 
be the amount, which (to find Apparent Time at Ship) is either 
to be added to or subtracted from the chronometer time, according 
to its sign. 

Example: Jan. lGtk, 1880, about 10 hours p.m., at Greenwich ; required to 
know the Apparent time at Ship, the longitude being 64° 38' West, and the 
error of the chronometer 4m. 22s. slow of Greenwich Mean Time. 


h. m. s. 

Longitude, 64° 3S' W. - 4 18 32 \ Having like signs, add them 

Equation of time. - 0 10 3 f together. 

- 4 2S 35 1 Having unlike signs, take the 

Error of chronometer. + 0 4 22 J difference. 


Chr. fast of A pp. Time at Ship - 4 24 13 


Therefore, to find Apparent Time at Ship, it will merely be 
necessary to subtract 4h. 24m. 13s. from the time shown by 
chronometer. 

To set your watch or clock, fix npou a given Time, a minute or 
so in advance of what the chronometer actually shows, to euable 
you to prepare; let the time by chronometer at which you intend 
to regulate your watcli he lOh. 2Gm. 13s.; subtract from this 
4h. 24in. 13s., and 6 I 1 . 2m. Os. will be the Apparent Time at Ship 
when the hands of the chronometer arrive at 1 Oh. 26m. 13s. 

This matter of setting the wheel house and other clocks to 
Apparent Time at Ship is such an every-day necessity, that we 
will give one more example. In this case the longitude is East 
and the Equation of Time and chronometer error are both 
additive. 


To find 
Apparent 
Time at Ship 
and set 
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Exam. 2: September 24th, 1*80, about 4 r.M. at Greenwich ; required to 
know the Apparent time at Ship, the longitude being 17° 40’ East, and the 
chronometer Bin. 25a. slow of Greenwich Mean Time. 


l<oiigitui]c, 17° 40’ E.. 

Kquntiou of lime. 

Error of chronometer. 


II. M. S. 

+ 1 10 40 ) 

+ 0 ? Hi 

+ 0 8 25 ) 


Uaviug like -igns, are all 
additive. 


Chr. slow of App. Time at Ship + 1 27 21 


Here we have lh. -7 m. 21s. to be mhled to the chronometer time; 

to make the even minute for the watch, let us fix upon 
.‘ih. 54m. o9s. by chronometer; adding the above correction to 
this, we get 5b. 22m. 0s. as the Apparent Time at Ship when the 
bands of the chronometer arrive at 3h. 54tn. .*>9s. 

It will be noticed in both these examples that, in choosing the 
chronometer time at which to regulate the watch, the proper 
number of odd seconds has been allowed, so that the watch may 
be sot to the even minute without the trouble of counting seconds, 
or of estimating tlum when there is no second-hand. 

The following example shows the mode of ascertaining the 
deviation by using Bnrdwood's azimuth tables:— 


TIME-AZIMUTHS OF THE SUN. 


Example ol 
finding 
Apparent 
Time at Ship 


.Saturday, January 17th, 1880, about 0'K’> r.M., the t>un was observed to 
bear by Standard compass S. 15° W . when a chronometer, which was 4 in. 
23s. slow’ of Greenwich Mean Time, showed fdi. 21*m. 3us. ; latitude bv 
account, 40° 12' North ; longitude by account, 70° 50' West ; variation at 
place of ship, corrected for secular change, - l)A°. Here, he it understood, 
that Easterly variation or deviation is always represtnlcd by the plus (4-) 
sign, and Westerly variation or deviation by the minus ( -) sign. 


Example of 

Time- 

A/lnuth 


H. > 1 . 8 . 

Time by chronometer . 5 «.» 30 

Chronometer slow of U. Mean Tuns . + 4 23 

Greenwich Mean Tone . f» 33 M 

Corrected E**i.i. of Tune, page 11., N.A. 10 li> 

Apparent Tune *t Greenwich . f» L3 >t 

Lone In le in tune . - 4 4 > - 


Apparent Time at S’- p . 0 40 1 1 cm. 


T>ccl u.Uion 
correct* I for 
t«i'*vnvvich 
M. m Tune, 
4*5 South. 


Open Hardwood nt the nearest whole degree of 1 ititude (40*') 
having the declination of tin* contrary name: this will be found 
at page 10!». In the right-hand margin seek for Oh. 40m. p.M., 
and under ‘21°, the nearest whole degree of declination, will lie 
found the sun's true bearing lfi!U , which, according to the 
precept at the foot of the left-hand page, is to be reckoned from 
North to West. 
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The work now takes this form : — 

®'s True bearing at Ob. 40m. pm.... N. 169J 0 W. 

ISO" 


True bearing with name changed \ 

for convenience.) 

Variation by chart. 


S. 10.$° \V 

— 9^° Applied to the light. 


£>’3 Magnetic bearing ... 
5 ’3 Bearing by compiss 

Deviation . 


It will be noticed that in applying the variation to the sun s ^terpreta- 
true bearing, it is added (because Westerly), although the minus Algebraic 
( —) sign is prefixed. The minus ( —) sign in this case is only signs, 
the name of the variation, and does not mean that the quantity 
following it is to be subtracted. The deviation is + 5°, which 
means, in like manner, that its name is Easterly. 

In finding the magnetic bearing from the true bearing, stand 
in imagination at the centre of your compass-card, looking out¬ 
wards towards the margin, and apply westerly variation to the 
right, and Easterly to the left. To find the conqjass course 
from the magnetic course, apply the deviation in exactly the 
same manner. 


o ona w < 0*' "liat would be* in a wooden 
b. zv w - ( ship uninfiocixed by iron. 

S. 15° W. 

A- KO 


( Because the mag. beariti" 


TIME-AZIMUTHS OF THE STARS. 

Although Burdwood’s and Davis’s Tables are termed “Tables Azimuth 
of the Sun’s True Bearing or Azimuth,’’ they may, not with- tabI , es appl1 ' 

0 J J ’ cable also to 

standing, be made available for determining the true bearing of Moon and 
the moon, planets, and stars, when the declination of those Stars - 
bodies ranges between 23° N. and 23° S. On next page is a 
table of the mean places of stars of the 1st and 2nd magnitude 
included within that range for January 1st, 1902. 

In 1S97 the ABC and D tables (given further on) were so much enlarged that 
separate publication became necessary. They now afford a very ready means of 
determining the Azimuth not only of Sun, Moon, and Planets —whatever their 
declination —but of any of the 92 navigational Stars they refer to, thus constituting 
a material advance on anything yet produced in the way of Azimuth Tables. But 
they go much further, for this publication also contains rules and examples for the 
speedy solution of about a dozen other problems of every-day use.* 


• " Lccty's General Utility ADC and D Tables." London: G. Philip & Son, Ltd.. 32 Fleet 
Street. E.O. Liverpool: Philip, Son ii Nephew, Ltd., cu Church Street 
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2-1 

/? ('e 1 i. \Poub-K'titos) ... 

0 ,8s 40 -2.") 

+ 

3 01 

Is 31 27-sl S 

T 

10 Ml 

•jo 

a A riel is. (Hamel) 

2 1 lib sO 

f 

3 37 

22 50 57" 12 N 


17*1 l 

1 0 

a Tauri. (AUlebaran) . .. 

4 30 17 -77 


3-44 

16 Is II-im.N 


7-46 

0-3 

p* Orion is. (liiaef) . 

5 11 40 GO 

-r 

*2-ss 

s is 52-60 S 

+ 

4 *35 

1 - s 

t Orionis. (J/m/'fm) . ... 

5 51 14 43 

+ 

3 04 

1 15 51-36 is 

+ 

2-31 

2 "2 

< Ora-nis. 

5 43 15 52 


2\s4 

9 42 15-29 S 

+ 

1 -47 

Var. 

Q Olioilis. 1 H(tfhjUese) 

5 40 51 07 

+ 

5 "25 

7 23 20-42 N 


0 -SO 

JO 

7 llominoium. (Athena). . 

6 32 3 06 

+ 

3 47 

16 2s 30-27 N 

- 

2 SI 

1-1 

a Canis Maj. (.s'iVim*) 

C 40 40-67 

+ 

2-64 

16 34 52-53 S’ 

- 

4 76 

0-5 

a Can s .Min. Prvcyon) ... 

7 54 lo 3s 

+ 

314 

5 2s 35-61 N 

- 

9 05 

2 0 

a 11 ydr.-e. (.1 IpU trd ) .... 

0 22 46-32 

+ 

2-05 

s 1 4 0 06 S 

- 

1.V4 S 

1*4 

a Looms. Key id us) . 

10 3 0 21 


3 "20 

12 26 46 73 N 


17 50 

2 "3 

7 ' Leonis. AlyeiUt) ... . 

10 14 31 25 

+ 

3*31 

20 211 14 6GN 


Is 12 

•>-.» 

1 L'-onis. (Dnxebo'ti) ... 

1 1 44 3 71 

+ 

3 06 

13 7 11 *70 N 


2012 

I ’2 

a Vir^inls. ( Spica . . . 

13 20 1 74 

+ 

315 

10 3s 39 -31 S 


Is s7 

0O 

a B K»iis. (.Irr'i/ri/jr) ... 

14 11 11-17 

+ 

2*73 

10 41 32-03 N 


IS S3 

2"J 

a Upliiudii. 1.‘as Alhaj. e) 

17 30 23 10 

+ 

2-73 

12 37 BroilX 


2S‘2 

id 

a \«|uil:c. (#•! hair) . 

19 46 012 

+ 

2-93 

S 36 33 -32 N 

+ 

9-32 


A word of caution respecting llie application of the ' annual 
vai iation ’ of the Declination. In astronomy, North is represented 
hy + , and South by — ; conseipnrntlv. when the sign prefixed to 
the annual variation in the Xautical Almanac is + , it means that 


the change is in the direction of North, no matter what name the 
Declination may have. Thus if the Declination is North, the + 
sign makes it more so; but if the Declination is South, the + 
sign diminishes it. Similarly the — sign increases South Declina¬ 
tion and diminishes North Declination. This is a veritable pitfall 
for the unguarded, more especially as this rule floes not apply to 
certain tables given in some of the epitomes, in wh'ch these 
signs are used in their pure y arithmetical sense of ad l and sub- 
tnct. The above is Xautical Almanac style. 

It is perfectly wonderful how few men avail themselves of tin 
stars on a line night, to sec how their compasses are behaving. 
This arises principally from an ill-dejiued idea that any problem 
connected with the stars is much too dillieult to be meddled with. 


How dill'en lit are the actual facts !! 


Azimuths of the stars, planets, ami m >on. are just as tasily 
and as quickly xrorfad u/> as azimuths of the sun. 

The form* r potass n decided advantage over the latter, inasmuch 
as a mistake in the working is at once detected if you observe a 
cmiple or throe stars, siue«\ having ditlhiviit elements, the compu¬ 
lations are independent of each oth* r. Whereas you may take 
‘JO azimuths by the sun, and even though nil agree, they may 
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every one be greatly in error, through having been inadvertently 
worked in each case with the wrong Latitude, or Declination, or 
Time. 

The greater the number of observations, the more the error 
would be confirmed, and though you might somewhat wonder at 
it, you would probably accept the result, and perhaps get led into 
danger. Now, with the stars the case is entirely different, as the 
one is a check upon the other. 

To find the hour angle or meridian distance of a star, a planet, 
or the moon, you have merely, on taking the bearing, to note 
time by the chronometer, and proceed as follows:— 

ls£. To the time shewn by chronometer, apply its error for the 
day—the result will be Greenwich Mean Time, to which 
apply the longitude in time, adding it if the longitude 
be East, and subtracting it if the longitude be 1 Vest; the 
result will be Mean Time at Ship. 

2nd. Take from the Nautical Almanac (page II. for the month) 
the Sidereal Time (last column), and add to it the accelera¬ 
tion on Greenwich Mean Time, found in the table for the 
purpose on page 480 of the Nautical Almanac for 1895, or 
Table 23 of Raper’s Epitome, or page 740 herein. 

3rd. Add together the Mean Time at Ship and the corrected 
Sidereal Time; from the sum, increased if necessary by 
24 hours, subtract the right ascension of the star; the 
remainder will be the stars hour augle West of the 
meridian. 

If the remainder be greater than 12 hours, take it from 24 
hours, and the result will be the hour angle East of the meridian. 
Should the remainder be more than 24 hours, reject 24 hours, and 
the result will be the hour angle West of the meridian.* 

This last part will seem somewhat confusing to the beginner, 
but it is nothing like so difficult as it looks. Moreover, should 
there be any doubt as to the amount of the hour angle, or its 
name, the question is easily settled by reference to Raper’s Table 
27, where the apparent time is given at which the principal stars 
pass the meridian. 

Knowing more or less the time at ship when you made the 
observation, and by Table 27 the approximate time on which the 
star will pass the meridian, you at once see whether the star is 
East or West of it. But, independently of this, in actual practice 


To determine 
Hour Angle 


To name Houi 
Angle East or 
West. 


Check against 
mistake in 
naming Hour 
Angle. 


* To understand this, independent of any printed rule, refer to diagram on jtage 3S0. 
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the observed compass bearing of the star will nearly always tell 
you which side it is, provided you apply to it the variation and 
approximate deviation. If still befogged, remember that the 
sextant will settle the matter: rising bodies are east, and falling 
bodies west, of the meridian. The preceding rule for tindiug the 
star’s hour angle applies also to the moon and other planets. 

Burdwood has a caution near the end of his preface, to this 
effect:— 

“ With reference to the note at the foot of each page of the 
azimuth tables, as the sun in the forenoon or a.m. is Bast of the 
meridian, and in the afternoon or p.m. West of the meridian, in 
applying the note to indicate the bearing of a star, substitute 
East of the meridian for a.m., and UVai of the meridian for p.m." 

In taking from the tables the azimuth of a star, or the moon, 
its hour angle must always be taken from the right-hand column 
of the page, under the words “ Apparent Time, p.m.” The sub¬ 
joined examples will, it is hoped, show with what ease and 
certainty star, planet, and moon azimuths can be worked. 


Example 1.—About 10 p.m., Saturday, January 17th, 18S0, ship being iu 
latitude 30° 20 X., and lougitude 73° 11 W., the star Sirius waa observed to 


bear, by Standard comp;iss, S. 

15i« 

E., when 

a ehronometer which was 4m. 

24s. slow of G.M.T. showed 14h 

. 42m. 05 s. V 

ariation at ship's place, - 7°. 

Time bv ehron . 

Error . 

it. 

14 

+ 

M. h 

42 5 

4 24 

Decimation of Sirius, 1GJ , ‘' S. 

Open Burdwood at latitude 
3*>, contrary name to the 
tie - ination (pa.e fn>), ami 
with declination lt;J u ami 
liour angle Oh. .>Sm. in the 
right-h tn>f t'o/r/ kin, look for 
the bearing bv interpola¬ 
tion, w Inch will be found to 
le lt>3j° ; ibis, a* von ling to 
the precept at the botr >m 
of ihe left h uni page, i> to 
be rend from N. »ri b to E;u*t. 
Tin rem under of the w* rk 

G. M. time . 

Longitude in time . 

14 

-4 

40 2 

52 44 

Mean Time at Ship . 

Sidereal Time from X.A . 

Acceleration for 14h. 40m. 2l*s. 

1) 

1!) 

-h 

r>3 45 

45 12 

2 2d 

U.A. of the meridian . 

K.A. "f * Sirius . 

5 

(i 

41 23 

31) M 

• 's hour angle . . 

23 

21 

ol *H\\ 

(Ml 0*1 

• ’s hour angle . 

O 

5s :uE 

is as fiUnw> : 

True Waring of • Sirius nt Ol 5>.». Ea>t of merie .m. .\ t03p E. 


1 HP 


.. .. i, with imuie clmn«(*l... S. lijj° 11 

Variation by clr 11 1 . 7 * 


Star’s magnetic bearing. S. K. 

Star’s comjxus louring . . S. \ fc. 

deviation . + r,3° 
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TIME-AZIMUTHS OF THE MOON. 


As a check upon Sirius, the moon’s bearing was observed a few 
minutes later: and the figures are given to show the similarity 
of the working. 


Ex. 2.—Bearing of moon by compass N. SO 13 W. at 14h. 49m. 41s. by 


chronometer. Other conditions same as in Ex. 1. 


H. m. s. 

Time by chronometer . 14 49 41 

Error . + 4 24 


Greenwich mean time . 14 54 05 

Longitude in time .- 4 52 44 


Mean time at ship. 10 01 21 

Sidereal time (page II. Naut. Alin.) 19 45 12 

Acceleration for 14h. 54m. 05s. + 2 27 


Right Ascension of the meridian. 5 49 00 

Moon’s Right Ascension (page x.,N. A.) 0 45 00 


29 04 00 

Reject ,. 24 00 00 


Moon’s hour Angle. 5 04 00W. 


Moon's declin. for 15 hrs., 
G.M.T., from page x., 
Naut. Alin. = 10^* N. 


Open Burdwood at page 94, 
latitude same name as the 
declination, and with de¬ 
clination 10J* and hour 
angle 5h. 4m. in the right 
hand column, look for the 
bearing, which, by inter¬ 
polation, will be found to 
be 90J 0 ; this, according 
to the precept at the 
bottom of the page, is to 
he reckoned from North 
to West. The remainder 
of the work is as fol¬ 
lows 


True bearing of moon at 5h. 4m. West of the meridian... N. 90i° W. 
Variation by chart. - 7® 


Moons magnetic bearing . N. 83§° W. 

Moon’s compass bearing. N. 89° W. 

Deviation. + 5£° 


This result only differs a quarter of a degree from that given by 
Sirius, and proves the observations were carefully taken. The 
instrument used for the purpose was Lord Kelvin’s azimuth 
mirror, which enables bearings of sun, moon, or stars to be taken 
with the utmost ease and 'precision. The writer has frequently 
taken azimuths of five different stars by it within a minute or so 
of each other; and when worked up, the greatest difference 
between any two has not exceeded half a degree, and sometimes 
the results have all agreed to the same quarter of a degree. There 
is no other instrument for nautical use in which such extreme 
accuracy is combined with such perfect ease in handling. 

After the sun and moon, planets are most easily observed for 
azimuths, especially Venus and Jupiter, which are young moons 
in themselves. Among the fixed stars Sirius is first favourite, but 
if the silvering of the Azimuth Mirror is in good order, it is not 
impossible to get staiB of the 3rd magnitude in cases which admit 


Example oi 

Moon- 

Azimuth. 


Lord Kelvin's 

Azimuth 
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BE A III SG OF SOUTH STAR. 


Ob»erving 

lamp. 


of their being picked out with certainty from among others near 
to them. 

For night work a special Bull’s-eye lamp of copper is the correct 
thing. This lamp should be used wholly and solely for navi¬ 
gating work, and when employed for azimuths ought to be held 
well behind and above the observer, in such a manner as to 
concentrate the light on the far side of the compass-card. The 
working out of planet azimuths differs in no respect from those 
of the moon or fixed stars. Their Right Ascensions and Declin¬ 
ations will bo found between pages 2.°>4 ami 2G5 of the X. A. 
for ls95. 

In the first of the examples just given, both the times and the 
declinations unfortunately necessitated interpolation in taking 
out the true bearings. This is a little awkward when it happens, 
as a certain amount of mental calculation is required to hit off 
the exact value of the bearing. But, after all, it is not a killing 
matter and “practice soon makes perfect." 

TIME-AZIMUTH OF POLARIS. 
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h in. 
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0 0 
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00 
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0 1 

01 

01 
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OJ 
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0 J 

O'J 

0 3 
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0 3 

0 3 
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0 4 
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11 JO 

1 00 

o;» 

0 4 

04 

0 4 

0 4 

Of. 

0 5 

0 6 

0 7 

11 00 

1 JO 

0 -f. ! 

0 5 

0 5 

0 5 

0 6 

0 6 

0 7 

0*7 

0-9 

10 40 

1 40 

or. 

or. 

0'6 

07 

0 7 

o S 

OS 

0 9 

1*1 

10 JO 

2 no 

0 0 

0-7 

0-7 

0 s 

Os 

0-9 

ro 

11 

1*3 

10 00 

J JO 

O'T 

os 

os 

on 

0-9 

10 

11 

13 

l 5 

9 40 

2 40 

OS i 

on 

on 

1 0 

11 

11 

1*3 

14 

1-7 
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3 IH) 

00 , 

in 

10 

11 

1-2 

1 3 

1-4 

1*6 

1 9 

9 00 

3 JO 

111 

1 0 

11 

12 

1*3 

1 4 

1 ft 

1*7 

*21) 

S 10 

3 10 

11 

i i 

1-2 

13 

11 

15 

1 6 

1 S 

2*1 

S JO 

4 00 

II 

ij 

1 3 

1 i 

11 

15 

17 

1*9 

«».«> 

S 00 

4 JO 

1-2 

1 J 

1*3 

1 4 

1*5 

16 

19 

2 0 

J 3 

7 40 

1 10 

1 J 

1-3 

1 1*1 

1 ft 

1*5 

17 

1 S 

*2 1 

‘2 4 

7 '20 

ft 00 

1 J 

13 

1 1 

1-5 

l r. 

1*7 

i n 

3 1 

2 4 

7 00 

jo 

1 3 

1-3 

1 l'J 

If. 

i r. 

1 s 

1 *9 

*2*2 

J 5 

6 40 
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1*3 

1 3 
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h or the 12 hour* efore the Meridian pasture (aboi* the Pole tie a/iiniith is North 
• ml ha*!, ami f>r the 12 lour* *Oer tl t* North ami W\ t. Tile >h..uid;» are in ilegret • 
•ini tenths, ami the declination Wien Uw»i» a* ss 45 N. 


Table 27 <>l Kapcr gives tlie time of meridian passage al>o\ e 
tiio Role and from this the hour angle can bp rstimatrtf at any 
time with sufficient neunuvvs Though the bearing is given for 
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latitude 60°, it is not advisable to employ it to the northward of 
latitude 45*, owing to the probability of errors of observation 
arising from so high an altitude. There are plenty of other 
stars to be had, and some of them brighter. 

Excepting Polaris, allusion has only as yet been made to those 
stars whose declinations range between 23° N. and 23° S., the 
limits of Burdwood and Davis; but to confine the navigator to 
these alone would be to deprive him of the aid of some of the 
brightest stars in the heavens, and so Goodwins Azimuth Tables 
for the Higher Declinations cover from 24° to 30°, both inclusive, 
between the parallels of latitude 0° and 60°. This brings us to 

LECKY’S GENERAL UTILITY ABC and D TABLES." 

To start with, let it be quite understood that the writer does 
not claim to have originated the principle of these Tables; that 
question is minutely disposed of in the preface to the present 
edition. They merely bear his name to assist in distinguishing 
them from those with alphabetical prefixes published by other 
people. Reference to the preface will shew what he does claim. 
The use of the writer’s Tables is explained in Part II., chapter 
IX. ; here it is enough to say that, by their aid, the azimuth of 
sun, moon, planet, or star ean be taken out almost as quickly as 
from Burdwood or Davis, with this great advantage, that there 
is no restriction of hour-angle, nor practically of declination. 

To shew the conciseness of the method as well as its accuracy, 
the true bearing of the moon (Ex. 2) is worked out afresh by 
the ABC Tables. Data as before. 

Table A + ’204 
„ B - *191 

„ C + *013 = S. 89i° W. 

Surely this method is simple enough, and concise enough, to 
please anybody!! The latitude, declination, and hour-angle 
being given, a reasonably smart man can work the azimuth in a 
few seconds under a minute. In the case of ultra-zodiacal stars 
it is not necessary to know the declination, as they are specially 
provided for in the lower portion of Table B. 

It is important to know that when their declination exceeds 
the observer’s latitude, stars are more than ordinarily useful 
for azimuths if observed at their nearest approach to the Prime 
Vertical.f Their change of bearing is then exceedingly slow— 
sometimes not 15' in an hour—and the advantage is obvious. 

* Now greatly extended and published separately. 

t When the heavenly body is on the Prime Vertical the following formula* fill the 
bill. Sin A2. = Sec. Lat, X cos. declin ; Sin Alt. — Sin. bat. x eosec. deed.; Cos. 
Hour-angle = tan. Lat. x cofan. declin, : vide page 46$. 
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deviation detecting in practice . 


How to use 
the Pelorus. 


DEVIATION BY THE PELORUS 

To revert to the Pelorus. The following is the method to be 
pursued to tind by it the deviation of the compass on any course 
which is being steered at the time :—Work up position by dead 
reckoning from last observation ; prick this off on the Variation 
chart, and note corresponding variation ; correct this for the 
auniml change by the chartlct at the north side of the sheet; set 
your watch to Apparent Time at Ship as already instructed ; 
suppose it to be about 2 p.m. Then, to allow yourself sufficient 
time, ascertain the sun’s true bearing a quarter of an hour or so 
in advance, say for every four minutes between 2*1 G and 2 24 
p.m. Apply the variation taken from the chart in order to con¬ 
vert the true bearings into correct magnetic ones; write these 
hitter with corresponding times down on u slip of paper, and yon 
are ready to begin when the time comes. 

We will suppose there arc several compasses in the ship (."> is 
not an uncommon number), ami that you wish to ascertain the 
deviation of each by simultaneous observations. Of course you 
are provided with a whistle. Station a ‘hand ’ by each compass, 
with instructions to note the exact direction of the ship's head 
when he hears the whistle * 

The Pelorus being in its stand, unclamp the card, so that it may 
be free to revolve on its axis; set the sight vane to the sun's “ cor¬ 
rect magnetic” bearing, corresponding to the Apparent Time by 
watch, and secure it firmly to the card by the large milled-headed 
screw on top. Tell your assistants to "look out," and the ship 
being nicely steadied on her course, move the card, with sight 
vanes attached, to the right or left till you see the sun’s image 
reflected in the speculum and bisected by the thread; then whistle, 
and continue to do so, say for half a minute -so long as the sun 
is cut by the thread (of course it is understood that the card is 
uot to l»e again moved after the first whistle). Now note the 
reading of the card opposite the lubber-line, and this will be the 
actual "correct magnetic ” direction of the ship’s head at the time 
the signal was made. The compasses, if free from error, will in¬ 
dicate the same thing. Should they not do so, the difference be¬ 
tween the ship’s head by Pelorus ami the ship’s head by compass 
will be the t/rriation of that particular compass on that particular 
course. The rule to determine its name is this;— 

• \t. officer without a whittle 0 like a eailor without a knife, anil ever? onekoowi wliai 
the latter i« I ke. 
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If the “correct magnetic course” be to the left of the "compass 
course ” (looking outwards from the centre of the card), the devia¬ 
tion is westerly, but should it be to the right of the “ compass 
course,” the deviation is easterly. 

Westerly deviation throws a ship to the left of her course, and 
Easterly deviation throws her to the right. Exactly the same 
effect is produced by variation of the compass, and in this respect 
the two are similar. 

One of the first things done by a lad going to sea is to learn 
how to "box the compass;” but the old sailor’s method of doing 
this in points, £ points, and £ points, will soon be obsolete. The 
student of to-day, who takes a pride in his profession, will learn 
how to “box the compass” in degrees —that is to say, he will 
learn to tell off-hand how many degrees correspond to any given 
compass course reckoned in points or parts of a point. It should 
not take longer than an hour to master this important matter. 

To set a coarse by Pelorus, the operation is very similar to that 
described above. Proceed as before, except that this time the 
card is to be clamped not only to the sight vanes, corresponding 
to the sun’s bearing at the appointed time, but also to the lubber’s 
point at the correct magnetic course you wish to steer; thus, both 
the card and the sight vanes will be immovable. Under these 
circumstances you must starboard or port the helm until the 
thread bisects the sun’s image in the speculum ; when carefully 
steadied in this direction, whistle as a signal to the helmsman and 
those looking out for the other compasses, that the vessel is on 
her course, and to “ keep her steady as she goes.” 

Among the many advantages this instrument possesses, it 
enables the deviation of any number of compasses to be found by 
one observation, and this deviation is quite independent of the 
error due to any possible displacement of the lubber-lines. 

The principle of the Pelorus is merely this, that it measures the 
horizontal angle between the sun (or other object) and the ship's 
head. 

Under certain simple conditions the unassisted eye can do the 
same thing, only somewhat less accurately. For example, at the 
instant of noon to an observer in the English Channel, the sun 
bears South (true). If now, the vessel is so manoeuvred by her 
helm as to bring the sun on the port beam—say on a line with 
the bridge handrail, or the forward or after side of a deck-house, 
hatch-coaming, or skylight—it is certain that her head must be 
West (true): if the helm should be ported so as to bring the sun 
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dead aft in a line with the masts, the ship’s head must be North 
(true): if the helm be still ported so as to bring the sun on the 
starboard beam, the ship’s head must be East /true): and lastly, 
if the sun be brought right ahead, the course must be South 
(true). In this way, in a small craft, the errors of the compasses 
might be approximately determined on the four points named. 

In a ship there are many things which give true fore-and-aft 
lines, as well as thwartship ones, but the intermediate angles are 
wanting. The Pelorus supplies this deficiency, as it enables us to 
measure any angle between the beam and the fore-and-aft line: 
and this is the view which must be taken of it. You must divest 
yourself of the inclination to consider it a compiss; to repeat 
it is merely an instrument for measuring the horizontal angle 
between any object and the ship’s head. Dumb cards without 
gimbals give incorrect—sometimes very incorrect —results, and 
should on no account be employed. 

There are a number of instruments now before the public which 
profess to be “ Compass correctors.” It is not proposed to discuss 
their relative merits; but presuming them to be right in principle, 
which in some eases is open to question, it would be butter if 
they were termed “Compass course correctors,” or “Deviation 
detectors,” as the former name is quite inapplicable. These 
instruments are mostly complicated; and if by any chance they 
get a knock or a fall, it would be ditlicult to re-adjust them. 
Whereas the construction of the Pelorus, while correct in prin¬ 
ciple, is so extremely simple in detail, that any sea going engineer, 
or a bandy carpenter, could “put it to rights” without much 
trouble. The Pelorus must not, from the similarity of names, be 
confounded with another invention, known as the Pulinnrus—so 
called after a famous old Creek pilot—nor with the Polaris, both 
of which are totally different instruments. The Pelorus will be 
again referred to when " Compass adjustment" comes to be 
treated on. 



CHAPTER XL 

THE STATION POINTER. 



This is an instrument that, until the publication of “ Wrinkles,” An instm- 
very few men in the merchant service were acquainted with even 
by name , and in the Navy it was seldom used, except by officers unknown 
of the surveying branch. When the great practical value of the 
instrument is considered, this statement seems almost incon¬ 
ceivable. In 1803 it was supplied to all war ships, and is 
becoming quite popular in the better class of merchant 
vessels. Of the many methods for ascertaining a ship’s position 
when in sight of a properly surveyed coast, none can in any way 
compare for ease and precision with that in which the Station 
Pointer figures as the chief assistant of the Sextant. So very 
important an instrument deserves quite a long chapter, but it is 
easy reading to the end, and quite in keeping with a pipe or 
Manila cheroot, so light up and settle down to it comfortably. 

The Station Pointer is composed of a graduated circle of brass, station 
having one fixed and two movable arms radiating from its . 

c> o described. 

centre. The movable arms turn in one plane round this centre, 
which is common to both, and where they pass outward under the 
circle have verniers attached, so that the angle cither of them 
makes with the fixed leg, which lies between them and constitutes 
the zero point of the circle, can be readily measured. They are 
made of different sizes, and more or less perfect in detail. All 
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of them have clamping screws to set the movable legs to any 
required angle, and some, like a sextant, are titled with tangent 
screws and reading microscopes. It is an exceedingly simple 
instrument to understand, and has no special adjustments or 
delicate mechanism to get out of order. 

Of course, like everything else, the Station Pointer must he 
used a few times before actual expertness can be hoped for. As 
before stated, its use when employed in connection with the 
sextant is to tix a ship’s position on the chart by means of two 
horizontal angles subtended by three well-detined objects—such 
as towers, lighthouses, churches, windmills, islets, capes, points, 
mountain peaks, hills, or other marks which may be found on the 
chart and duly recognised. 

Every aspiring officer should be as quick with the sextant 
in observing horizontal angles as he generally is in observ¬ 
ing vertical ones—the sun's altitude, for instance. Strange 
to say, this is not the case. The majority of officers seem to be 
under the impression that the sextant can only be held in an up- 
and-down position, and never dream that it can just as easily be 
used on its flat to take horizontal angles. Clearly such men have 
never taken a “ lunar distance,” or the}’ would know better. A 
sextant is useful to measure any kind of angle, whether hori¬ 
zontal, oblique, or vertical. It should unquestionably be a part 
of an officer’s education to learn to handle his sextant so os to 
observe ns readily and as accurately one way as the other; and 
to this end, therefore, during spare half-hours in harbour, or 
when sailing along a coast, let a couple or more officers take their 
sextants on deck and measure simultaneous horizontal angles, 
until by the agreement of results it is known that proficiency is 
attained. 

In taking a horizontal angle between two objects, stand erect 
and perfectly at ease, poise the sex Unit lightly in the right hand 
with its face up, and level with the eye, do not cant the head to 
one side, nor bend forward—it looks awkward, and is unnecessary 
—and with the left hand advance the index-bar along the arc till 
contact is roughly established, then clamp and perfect the contact 
with the slow motion screw. 

To secure distinct vision, it is advisable always to look direct 
at the fainter object of the two, and retlect the brighter one to it 
( 'onsequcntly. \v) euever it happens that the fainter object is to 
the right hand it may be neees arv to hold tin* sextant face doum 
There is absolutely no difficult} about this matter that cannot be 
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overcome by a very moderate amount of practice, and, in after 
years, the knowledge may prove of incalculable value. 

To exemplify the use of the Station-Pointer, let us imagine a 
vessel sailing along a weather shore beset with off-lying dangers, 
and desirous of hugging the coast to keep in smooth water, and 
gain her port,—say Holyhead, coming from Liverpool. 

Let the reader refer to Admiralty Chart 1170 B . 

As soon as Point Lynas is passed, the captain will naturally 
get anxious about those bugbears to navigation, “ the Coal ” and 
“ Ethel ” rocks. It is true they are buoyed, but strong running 
tides, gales of wind and heavy seas, are apt to drag the buoys 
from their proper positions, and so lure to disaster, as in the case 
(some years ago) of the S.S. “ State of Louisiana ” and the Hunter 
rock buoy, oft’ Larne, on the Irish Coast. Besides, the compasses 
may be swinging so as to make bearings inaccurate. Possibly the 
vessel may be iron or steel, and the deviation uncertain, or some 
obstacles may be in the way of the object of which you wish to 
get fche bearing. Whatever difficulty may present itself in getting 
an accurate “ fix ” by the usual methods, none at all exists with 
the Sextant and Station-Pointer. 

Select three objects on shore which you know are laid down on 
the chart; for instance, Point Lynas Lighthouse, the East Mouse, 
and the Middle Mouse. Let an assistant measure with his sextant 
the horizontal angle between the first two, whilst you at the same 
moment measure the angle between the East and Middle Mouse, 
noting the time by watch for sake of reference. Having read off 
the sextants, take the Station-Pointer, and holding the legs from 
you, open out the left-hand one and set it to the left-hand angle, 
between Point Lynas and the East Mouse. In like manner set 
the right-hand leg to the right-hand angle, between the East and 
Middle Mouse. Lay the instrument down on the chart, so that 
the feather-edge of the centre leg may pass over the East Mouse, 
whilst the others pass respectively over Lynas and the West 
Mouse; thus, 



The centre of the instrument will then represent the exact 
position of the ship, and it may be pricked on the Chart through 
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SELECTION OF OBJECTS FOR ANGLES. 
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the small hole for the purpose. The definite spots between which 
the angles are to be measured must be settled beforehand. In 
the case of a lighthouse there would be no difficulty, as the middle 
line of the tower, or of the lantern, would naturally present itself. 
For small islets or rocks it is usual to take the estimated centre, 
and, if close enough, to select a conspicuous rock or patch of 
colour to be used in common. In the case of larger islands, the 
right or left extremes at the water line are usually suitable; but 
where the rise and fall of tide is considerable, be careful not to 
select gradually shelving points or spits, which at low water may 
shew half-a-mile or so outside of what they do at high water. A 
glance at the chart should enable yon to avoid a blunder of this 
kind. 

As the vessel progresses Westward, fresh stations can be 
selected. For example, when abreast of the Middle Mouse, use 
it and Lynas for the left-hand angle, and the Skerries and 
Middle Mouse for the right-hand angle. As the “Coal” and 
“ Hthel ” rocks are approached, watch till the Middle Mouse is in 
one with Lynas Lighthouse. When in transit, one angle between 
them and the beacon on the West Mouse will tix the ship’s 
position with great accuracy, and so on till the Skerries nre 
rounded. 

Any one who bakes the trouble mentally to follow this opera¬ 
tion as described above, will scarcely fail to see that it cannot he 
surpassed for ease ami dispatch. Indeed, if there should he two 
assistants as angle-takers, whilst the ‘chief’ manipulates the 
Station-Pointer in the chart-room, the vessel’s position can he 
accurately laid down on the chart in from one to two minutes 
from the time the objects were pointed out between which the 
angles were to be taken. Any one doubtful has only to try to 
be convinced 

To comprehend “the why ami the wherefore” of this method, 
which by some is called “ The three-point problem,” and by others 
“ The problem of the two circles ” it is necessary to consult Euclid, 
hut only in a very quiet way.* The fir t thing to understand is 
that through any three points, not in <i straight line, a compete 
circle can always he drawn, and hut one ; {vide Euclid, IV. 

* Properly speak--g u Li .1 problem nf th ft circle*, since it ndndei the important one 
paiiHg tl rmgh the two ouftr p lints and ]*oiiti >n of observer. Thu last circle is really 
the ke\ to the whole posfcnn. In the figures only two are drawn, but the studeul would 
dn wril to take a traong o(T t tern aud detcril e the ihtr 1 cir le for him'rl! 
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Let A, B, and G represent the points through which the circle 
is to be traced. Draw lines joining AB and BC. 

Take any extent in the dividers greater than half the line BC , 
and with one foot in G describe a short arc at D and E respec¬ 
tively; with the same radius, and one foot in B, describe two 
other short arcs, cutting the former in D and E; through D and 
E draw a straight line. In a similar manner from A and B, 
respectively, describe two short ares, cutting each other at F and 
G. Through F and G draw a straight line, which produced will 
meet the one through I) and E at the point H. Then from H as 
a centre, at the distance of any one of the given points, as HB, 
describe a circle, and it will pass through the other points A and 
G as required. 

The student would do well to solve a few cases, until satisfied 
in his own mind that, no matter how the points may be placed 
with respect to each other, a circle can always be drawn that will 
pass through all three. 

2nd. Another geometrical peculiarity has to be considered and 
understood. 

D 



Anywhere on the circumference of a circle, select two points, 
as A and B, and connect them with a straight lino; this line is 
termed the chord of the are A DB A DB is also one segment of 
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PROPERTIES OF THE CIRCLE ASD 
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the circle, and AFB is another. Kuclid (III. 21) tells us that 
from any point in the circumference on the same side as AFB, 
the points A, B, will subtend the same angle. (Tims the angle 
AGB (Fig. 2; contains precisely the same number of degrees as 
the angle APB). This being the case, it is evident that the 
circumference AFB is the locus, or path, of a constant angle, 
which is termed “the angle in the segment AFB," and an 
observer getting this angle must be somewhere on the circum¬ 
ference AFB , the size of which depends upon the angle observed. 
When the observed angle is acute, he is on an arc of a circle 
which is greater than a semi-circle; when the angle is 90°, he 
is on a semi-circular arc; and, when the angle is greater than 
90he is on an arc less than a semi-circle. 

So far the work may not inaptly be compared to getting a 
“ line of bearing"; but it is still necessary to fix the ship’s place 
on this line—or, in other words, to cross this bearing with another, 
just in the same way as you would do with compass bearings, or 
as you might cut the known parallel of latitude on the chart with 
the North and South line of longitude, in order to definitely lay 
off the ship’s position. Latitude alone would not do so, nor would 
longitude; but the intersection of the one with the other indicates 
the precise position. For this purpose, therefore, let us imagine 
another circle somewhat similar to the foregoing. 



K 


What has been said about the first, of course, holds good with 
this one also—namely, that from any )>oint in the circumference 
BK(\ the points B, C,will subtend the same angle, whatever that 
may happen to be. according to the size of the segment. Now, if 
the angle subtended by ,1, B, in Figure 2 were observed simul¬ 
taneously with the angle subtended by B, (’, in Figure 8, the two 
lines of bearing will intersect each other, and give the place of 
the ship. 

A reference to Figure 4, backed by a careful study of tho 
accompanying explanation, should suflice to indicate the sound 
foundation on which thF method rests. 
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Mouse, and S the ship. Let the angle observed between Lynas 
and the East Mouse be 4G°, and the angle observed between the 
East and Middle Mouse 7CF ; draw the circles to suit these angles. 

This is done by taking advantage of the fact that the angle at 
the centre of any circle is double the angle at the circumference 
on the same base.—( Euclid , III. *20.') We lay off, therefore, from 
both ends of the line which subtends the angle we have observed, 
the complement of that angle, or what it wants of 90°. The point 
where these lines meet is the centre of the circle, which is described 
with the distance from this centre to either end of the line, as 
radius. If the angle observed is more than 90°, the circle is 
described by laying off the number of degrees over 90°, on the 
opposite side of the line to that on which we know we are, and 
proceed as before. A much better way is described further on. 

Now, the angle between Lynas and the East Mouse having 
been observed as 46°, it follows from what has been said that the 
ship lies somewhere on the circumference of the one only segment 
(AFB) containing this angle which can possibly be drawn on the 
given base AB. The position of the ship, therefore, is known to 
this extent, and half the difficulty is disposed of; but that is not 
sufficient. Now, by similar reasoning it can be shewn that the 
ship lies also on the circumference of the one only segment BKC, 
which with the angle 70° can be drawn on the other given base 
BC. She must therefore be at S, the only point which satisfies 
the double condition, and the only one from which we could have 
obtained these two angles at the same instant. 

In actual practice all this is done for us by the Station-Pointer, 
which gives the mechanical solution of the problem without 
the trouble of drawing the circles, but the explanation of the 
principle upon which it is based cannot fail but be interesting 
to the student. “ Fry’s Fix,” yet to come, will make it still clearer. 

In order, however, that dependence may be placed in the ship’s 
position when ascertained by these means, it is necessary to be 
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familiar ivith the conditions under which the circles will make 
good cuts. The nearer they intersect at right angles the better; 
just in the same way that we try to select objects for compass 
cross bearings which have a difference of bearing of from seven 
to nine points. If the difference of bearing is small—say only 
20*—the point of intersection is so acute as to be very ill-defined, 
and any slight error in the bearings themselves may eause a very 
large one in the resulting position. If the following half-dozen 
rules are followed mistakes need not be feared in ‘ fixes ’ with 
the Station-Pointer. 

1. The three objects may lie in the same straight line. 


Fig. -5. 



£ The three objects may lie on a curve, with the convexity towards the 
observer,—that is to say, the middle object is to be the nearest, 

A c 


Ft j. 6 . [ 

\ 

\ 

\ 









3. The three objects may be on a curve, concave to the id server, so long a*, 
die lattei is either on or tnfhin a line joining the left and right hand 
objects. 

... B 


J'tg. 7. 
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4. The three objects may lie in a curve, concave to the observer, so long as 
the latter is well outside the circle upon whose circumference the three 
objects are situated. In this case the ‘ fix ’ will be good, notwithstanding 
the small angles. 



A good “ Fli 


6. if two of the objects be much nearer, as compared witli the third, and seem, 
roughly speaking, about equidistant from, the observer, at whose position 
they subtend an angle ranging between 60° and 120°, whilst the angle 
between the third and middle point i* comparatively small, the selection 
is a good one. 


C 



6. Two of the objects may be in tiansit with the observer. If this should be 
the case, one angle between them and the third is sufficient. This is the 
best and simplest ‘fix’ of all. The single angle should not be less than 
30°.* 


* This can scarcely be included in the “problem 
here with the others for sake of convenience. 


of the two circles," but it is inserted 
K 
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In tit is case the ship’s position is fixed on the circumference of 
the segment A SB, by producing the line BC until it cuts it at »$. 
If the observer were at any other part of the circumference, the 
points B and (J would not be in transit; and if lie kept them in 
transit, and advanced inside of the circumference, the angle ASB 
would at once increase. If, on the other hand, he receded from 
the circle, whilst keeping B and C in transit, the angle ASB would 
as quickly diminish. In this problem, the circle, os before, gives 
one line of bearing, so to speak, and the points in transit give the 
other; the intersection of these two lines of bearing of course 
fixes the observer’s position. 

In each of the six cases just given, the position of the observer 
will be fixed with greater accuracy than it possibly can be by 
compass bearings. On the other hand, it is necessary to guard 
against selecting objects lying in such relationship to each other, 
that a circle joining all three would also pass through or near the 
place of the observer. In such a case the position is indeterminate, 
jus may easily be shewn by construction. For example:— 


8 
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Let S be the observer, A ,B,t\ the points; and AH, BC, the chords 
subtending the angles ASB and BS('. From what has been said in 
previous pages, it is clear (hat the ungl A SB will be found at ang 
point in the segment . W; and the same applies to the angle BSC. 
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(Moreover, there is no second circle to make a cut with the first). 
Consequently, to fix the observer’s position with the Station 
Pointer is impossible, though in this instance Compass cross¬ 
bearings of A and G would be splendid. The chances, however, 
are a thousand to one against the occurrence of such a case; 
but others may happen verging so closely upon it as practically 
to amount to the same thing. 

Where this sort of thing does happen, and the circles nearly 
coincide, it will be found that the centre of the Station-Pointer 
may be moved about very considerably and the legs will still 
cover the three objects. On the other hand, the “ fix ” will be 
good in cases where a slight movement throws one or more of 
the points away from its own particular leg. 

However, a little experience will soon enable anyone by the eye 
alone to judge if the objects are ill-conditioned, when, of course, 
one of the proposed points must be rejected, and another sought 
for in a better situation. 

A seemingly objectionable case is when the middle point is 
near, and the other points both far off Constructing the figure 
will in this case shew that the two circles will so nearly touch 
externally as to make the cut a very indefinite one. 



But if the two outer points A C be connected, and a circle, with anaugle of 
44" in the larger segment, be drawn to pass through them {see bottom of page 
141), its intersection with the first couple of circles gives an admirable fix. The 
character of the cut given by this additional circle may therefore be taken as 
a test of the reliability of the “ fix.” In Fig. 11 all three circles coincide, and 
there is no cut whatever. The Station Pointer gives this third circle as well 
as the others. 

It must constantly be remembered, that in using the Station 
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Pointer, it does not follow that it will of itself reveal the objection¬ 
able cases here alluded to, in which the position i3 uncertain. For 
when a position is found on the chart by the legs of the instrument 
passing correctly over the three points, it may not occur to the 
operator that, by moving it about from place to place, several 
others may be found where the same eliect will be produced, as 
in Fig. 11. 

Whether the position is laid down on the chart by the actual 
protraction of the angles and the circles, or, more readily, by the 
Station-Pointer, any ambiguity which would be shewn by the one 
method, really exists also in the other, and In the case of the 
Station-Pointer ia all the more dangerous because it is not brought 
prominently into notice. Therefore, should you not be thoroughly 
at home in its use, it is advisable in important " Fixes*’ either to 
take a compass bearing by way of check, or a third angle to a 
fourth point. Having plotted the position by the first couple of 
angles, either leg of the Station-Pointer can be set to the lost 
angle, and the instrument replaced on the position already found. 
If the legs used cover the points last taken, there am be no 
mistake. 

The Station-Pointer, it will be seen, gives the inecfuinical solu¬ 
tion of this very interesting and useful problem : what has been 
said about it in these pages will be easily understood by the 
average render; but should the “ llouours” men require to exer¬ 
cise their brains on something a trille stiller, they will tiud a 
simple analytical solution in the Appendix, whore it is out of the 
way of their less mathematical brethren. 

The writer does not by any means congratulate himself upon 
selecting the ease of a vessel passing round the Skerries as a good 
illustration of the value of the Station-Pointer. The north coast 
of Anglosea was chosen solely because that, while it sullieientlv 
well served to shew lmw the instrument is used, it was probably 
also familiar ground to many of the readers of this book. 

There are mnnv parts of the world much better adapted to dis¬ 
play the great value of the method wherein the Station-Pointer 
saves so much time and labour—the eastern entrance to Magellan 
Strait may be quoted ns a good example. Before passing the 
First Narrows, the tide has a velocity of 8 to 9 knots at springs, 
and a rise ami full of 44 feet Low ami distant marks, the absence 
of buoys, a wide expanse of water, with intricate channels amid 
vast banks of sand, necessitate most careful navigation and cool 
judgment. Should the vessel he going with the tide, there is not 
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much time for consideration, and the most expeditious, as well as 
accurate method, is the one which finds favour with the man upon 
whose shoulders rests the responsibility. Under these circum¬ 
stances the Station-Pointer comes well to the front. 

Just notice the difference between it and the Compass. Au 
angle is taken much more quickly, and very much more accurately, 
than a bearing. If the objects are distant, a trifling error in the 
bearing will materially affect the resulting position ; while an 
error in the angle can scarcely amount to the tenth part of a 
degree. Again, when the courses are being altered pretty rapidly, 
to suit the windings of a channel, the deviation is continually 
changing with each fresh direction of the ship's head; and here, 
then, arises another element of uncertainty, to which may be 
added the possibility of applying the deviation the wrong way— 
a thing which may happen to the most clear-headed in moments 
of excitement and hurry. 

Further, at a most critical juncture, some obstacle may inter¬ 
vene between the Standard Compass and the object of which the 
bearing is required. Now, the Compass cannot be moved to any 
part of the ship, but the Sextant can—another very decided 
advantage. Moreover, as before stated, the Compass may be 
swinging one or more points with the motion of the ship, and 
this is sure to be the case crossing bars when there is an)’ 
“ run.” 

A compass cross-bearing cannot very well be taken by two men 
at the same time. It is one man’s work only, and whilst taking 
the second bearing he has to recollect the first, and afterwards both 
of them, till they are finally laid-offon the chart. In the meantime 
the ship is speeding on. With the Station-Pointer method, three 
men (captain and two officers) can work together, and the angles 
are taken simultaneously. Let the officers take the angles, whilst 
the captain stands—Station-Pointer in hand—with the chart 
spread out on the table before him. As the angles are read off, 
they are put upon the Station-Pointer, popped down on the chart, 
and in an instant the ship’s position is found to a nicety. 

Where two objects can be got in transit, only one angle is 
necessary, and, consequently, only one assistant. These cases 
should be specially looked for and utilized. 

To avoid bungling, get into the habit of always working on an 
established system. There is nothing like method. For example, 
one officer should be told oft’ for left-hand angles, and another for 
right-hand angles, and no chopping or changing permitted. Let 
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them also stand side by side in their proper relative positions, so 
that they need not observe across each other, ami that the mind 
may be trained to a sense of order. 

When giving in the figures for the Station-Pointer, they should 
speak briefly, distinctly, and one at a time, thus:—" Left-hand 
angle 04° 15'," and when the instrument is set to this—and not 
before—“ Right-hand angle 43° 22'.” This saves confusion. 

It may, however, sometimes happen that the Navigator will 
have no assistants, and so bo compelled to do the whole thing 
himself. In this case it is a first-rate dodge to have two flat 
pieces of brass fitted to slide along the arc of the sextant and 
clamp to it at any given part. Place one in front of, and the 
other in rear of the vernier, so that the latter can be made to 
butt against either, according to circumstances. We may give 
these two brass outriders the name of ‘ stops.’ 

To use them, proceed after this fashion:—We will suppose a 
case where one angle is markedly larger than the other, and 
getting larger all the time as the vessel sails on, and that you 
resolve to take it first. Dispense altogether, therefore, with the 
‘stop’ in rear of the vernier, by clamping it at the extreme zero 
end of the arc, where it will be out of the way. Then, unclarnp- 
ing the leading ‘stop,’ bring it into contact with the vernier, and 
with the two pressed together between the left thumb and fore¬ 
finger, and the sextant at the eye—slide them along the arc 
until the observed objects overlap just a trifle, then quickly 
clamp the 'stop,' keep the vernier firmly pressed against it, and 
when exnct coincidence is established between the marks selected 
by the angle getting larger, immediately release the vernier, take 
the smaller angle and clamp securely—you need not lose ten 
seconds in doing it, unless you are very buttery-fingered indeed. 

Now read olf the last angle, and at once transfer it to the 
Station-Pointer, then unclamp the vernier and slide it forward 
against the ‘stop,’ which until now has been keeping guard over 
the first angle until yon were at liberty to rend it otr. By this 
little stratagem it is passible for an adroit observer to measure 
two angles almost simultaneously. 

Of course, if it were desirable to get the smaller angle first, vou 
would have to employ the rear stop belonging to the zero end of 
the are. and consign the other to the far end of the instrument. 
Very little practice is required to handle the‘stops’ with expert- 
nrss, and the Navigator will soon find out for himself that they 
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are uncommonly handy not only for this, but for various other 
observations.* 

The master of a fair-sized vessel, in any trade, ought to have 
no difficulty in training his officers to measure sextant angles 
correctly; that is, if they are worth their salt as officers. The 
law recognises ( vide many recent decisions) that the master is 
entitled to expect intelligent assistance in,Navigation from his 
certificated officers, and there is no lack of cases where the court 
has “ dropped upon ” officers who have failed in this respect. 
Most large companies embody this principle in their printed 
regulations. 

To be unable to do such an extremely simple thing as measure 
a sextant angle, is not only discreditable to the individual, but a 
reflection upon the profession at large. 

Cases do occur, however, and he should be prepared for them, 
where the master is thrown upon his own resources in this respect. 
If he does not like the method of “ stops ” last described, he can 
for a very few pounds provide himself with a “ Double sextant,” 
which enables one person to take two adjacent angles simulta¬ 
neously . This last in italics is an absolutely essential condition 
of the method of ‘ fixing by angles,’ and accordingly great stress 
is laid upon it. 

Some of those who have not investigated the problem mathe¬ 
matically, or are unable to do so, appear to think that because a 
certain small interval necessarily elapses in taking cross-bearings, 
there is no harm in a similar interval when fixing by angles alone. 
This is a serious mistake. The two methods—although in these 
pages a parallel is drawn between them for instruction purposes 
—have no connection in fact. The one is simple, the other is 
complex. In the case of cross-bearings two lines of direction are 
obtained (no matter how) by the angular measurement of each 
from a given fixed line known as the meridian, which line is 
common to both: but in the case of angles to objects there is no 
line of direction ; each is the measure of an independent fixed 
line (the base), and the ever-varying relations of these latter to 
each other and to the observer may be such, that a comparatively 
small error in one or both of the observed angles will cause a 
displacement of the ship’s position out of all proportion to the 
amount of such error. Figure 11, on page 14G, shews that though ' 
the points A and C conld hardly be better situated for fixing the 
ship by cross-bearings, yet angles between AB and B C would 
be utterly useless. They would merely locate her anywhere on 
the circumference A SC, which might have an extent of many 
miles. 


Difference be¬ 
tween an officer 
and a foremast 
hand. 


Difference be 
tween angles 
and cross- 
bearings. 
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Therefore, any instrument which does not fulfil the condition 
of simultaneity should on no account be trusted. It would 
probably result in bringing the method of ‘fixing by angles’ into 
disrepute, which would be little short of a calamity. 

A special form of instrument, eminently suited to the method 
under consideration, was invented many years ago by the late 
Lieut. Constantin Pott, ft.N. Not only does it permit of oliserving 
two angles simultaneously, but enables them at once to be plotted 
T'leGonioeraph on the chart. It is known as the Double-reflecting Goniograph, 
and is in all respects a Double Sextant and Station-Pointer com¬ 
bined. The Goniograph is held in the hand like an ordinary 
sextant, and as soon as the angles are taken, the handle is un¬ 
screwed and the instrument put down on the chart, where it is 
manipulated exactly as a Station-Pointer would be. This is ail 
instrument of precision, and now that “ fixing by angles ” is 
becoming popular, is sure to be unearthed and resnm* its place 
among the instruments of navigation. 
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THE GONIOGRAPH. 



It should be remembered, also, that instruments which may be 
excellent for use on shore, where the angles can be leisurely Applicability 
observed without any of the disturbing influences incidental to of instruments, 
the problem at sea, are probably totally unsuited to the wants of 
the navigator. For example, most men at one time or another 
have seen a Theodolite mounted on its tripod: the writer had a 
beauty—a G-inch ‘ transit ’—made for him by Cary, of the Strand. 

With this instrument set up on shore, the observer’s position can 
be fixed by two suitable angles with the most absolute precision: 
in fact, it is the surveyor’s mainstay; but for all that, no one in 
his senses would dream of using it on the unstable and ever- 
varying deck of a vessel in rapid motion in a rough seaway; the 
idea would be absurd. It could not do it, you might as well try 
to jump over the moon. The plain English of this is that instru¬ 
ments in every way effective in certain situations will be worse 
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TRY BEFORE YOU BUY. 


Cb&rt-lable 
on bridge 


Tracing paper 
a anbititute 
for Station 
Pointer 


than useless in others. Any angle-measuring instrument for use 
afloat (the compass excepted) must be held in the hand, and em¬ 
body the principle of reflection in some form or another. The 
Theodolite cannot be held in the hand, and does not embody any 
principle of reflection, and is therefore of no value whatever for 
use at sea. 

Deck-houses are a modern institution, so also is the bridge 
“ Dodger.” It will astonish some officers to learn that thirty 
years ago the latter was almost unknown. Now, the weather 
must be wild indeed, if sextant, double-sextant, or goniograph 
angles cannot be accurately observed under the lee of some shelter. 
The writer at such times was in the habit of observing comfort¬ 
ably (why not ?) from inside the doorway of his own room, and 
when an assistant was necessary, the latter planted himself 
inside the adjacent wheel house door. The bunk held the 
Sextant whilst the Station-Pointer was doing its share. 

" Where there’s a will there’s a way.” 

In going through intricate channels, it is usual in steamers 
to have a chart-table on the bridge, well sheltered under the 
weather-cloth. This impromptu chart-room is used at such times 
in preference to the regular one, which perhaps is inconveniently 
situated, and would necessitate constant running up and down 
the bridge ladder. 

The Bosphorus, Dardanelles, Grecian Archipelago, Gulf of Suez, 
Red Sea, Gulf of Aden, and a thousand other places, might be 
mentioned where the Station-Pointer would be found extremely 
useful. Those who have tried it, within the knowledge of tin* 
writer, have invariably spoken in its praise, and wondered how 
they were ever able to get along without it. 

It may be noted here that if the points used to fix oy are nut 
correctly placed on the chart, the Station-Pointer will not indicate 
anything wrong unless u third or " check angle '* be taken and 
plotted. In case of non-agreement, it is certain that something is 
adrift. Be careful, therefore, not to uso the Station-Pointer unless 
your chart is the outcome of a regular trigonometrical survey by 
competent persons. On an Admiralty sheet this information is 
always given. 

Where the a ecu rue*/ of the chart is doubtful, it is better to stick 
to the comjmes. 

Tracing-paper, on which a graduated circle has been printed, 
is at times an excellent substitute for the Station-Pointer and 
in some cases preferable to the instrument itself. When, for 
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example, the objects used for the angles are very near the observer, 
they will come within the brass circle of the Station-Pointer, and 
be more or less hidden by it. Plain tracing-paper may also be 
placed over a circle graduated on card-board, and the required 
pair of angles ruled in. These card-board circles can be procured 
from or through any optician. They are 10 inches in diameter, 
and divided to quarter degrees. This admits of angles being laid 
off by estimation to the eighth part of a degree, or even less. 
Windy days, however, do not suit tracing-paper when used on 
the bridge. Cust’s Station-Pointer, above mentioned, is useful in 
such a quandary : it is merely a celluloid (xylonite) protractor 
of special design, and, like the Radiograph, described further on, 
the angles can be ruled ou it. 

The right leg of a Station-Pointer does not shut close home, 
owing to mechanical difficulties, so it may happen that the angle 
observed on the right is smaller than its leg will close to. This 
appears to be a “ Fix ” with a vengeance, but a former Hydro- 
grapher—the late Captain Sir Frederick Evans, R.N.—was good 
enough to explain to the writer a dodge by which even this 
could be circumvented. Set the left leg to the small angle, and 
consider it pro. tem. as the fixed centre leg: then bring the right 
leg clean round the circle until its index stands at the sum of the 
two observed angles, when, of course, it will be doing duty as the 
left leg. 

By a system of under-cutting, the right leg is now made to 
close to 3°, so it will no longer be necessary to resort to the above 
‘ wrinkle.’ 

A Station-Pointer with a circle six inches in diameter, and 
12-inch legs in the clear, is a handy size for navigating use on 
board ship. Lengthening bars 9 inches long ought to be supplied 
in the case. By attaching these to the extremity of the legs, an 
increased range is obtainable when necessary. For navigating 
purposes it is sufficient that the circle be divided to quarter 
degrees: this permits of reading by estimation to 7'. The divi¬ 
sions should be strongly marked on brass, for convenience of 
rapid setting in bad lights, and no vernier or tangent screw is 
required. When not too finely cut, a man with fairly good eyes 
can set his instrument quite correctly without the aid of the 
small magnifying glass which is always to be found in the case. 
This is an advantage not to be sneezed at. 

To acquire the knack of getting the Station-Pointer legs to 


Graduated 
circles on 
card-board 


Brains 

occasionally 

useful. 


Conveoieat 
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THE AXGLL-SEXTaST. 


Lesson in 
manipulation. 


The Radiograph 


The Angle' 
Sestant 


cover their respective points quickly, is not difficult. First place 
the bevelled edge of the central leg on the middle object of the 
three, keeping it on this point as a sort of pivot; then move the 
body of the instrument to the right or left, and slide it to and fro 
on the paper till the other two points are also in contact with the 
bevelled edges of their respective legs. The nick at the centre of 
the instrument will then represent the sought for position of the 
observer. 

In handling a Station-Pointer, it should never be lifted by the 
legs for fear of bending them. 

There is no doubt but that the Station-Pointer would more 
frequently be found in the possession of masters were the cost 
less, for it is only very recently that it has come down to the 
figure quoted above. Messrs. Hughes Sc Son, of Fenchurch 
Street, London, recognising this, brought out a few years ago 
quite a handy makeshift, called the Radiograph . It also serves 
as a transparent protractor for laying off courses, bearings, vc. 
It certainly is a capital little instrument for the money, and to 
use it for six months or so as a preliminary to investing in the 
more perfect Station-Pointer, would give good practice at small 
expense. Of course great accuracy must not be expected, as the 
Radiograph is only divided to single degrees. 
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Messrs. Hughes have also brought out what they consider a 
suitable companion to the present simple form of Station-Pointer. 
It is termed an “ Angle-Sextant” and is shown on preceding 
page. It is designed and intended solely for use in taking shore 
angles, boat survey work, and keeping station in fleet. It can 
be set and read off instantaneously to £ of a degree without 
the use of tangent-screw, clamp, vernier, or magnifying glass; 
can be placed about the deck, 'thwarts, or elsewhere, without 
much fear of damage. 

It consists of two circular metal plates, 5£ inches in diameter. 
These are framed together, and between them are mounted the 
Index and Horizon Glasses. The former, If x 1 \ inches, has fixed 
to it a pinion wheel which gears into a smaller one on the index 
arm. These wheels being made G to 1, give a slow-steady motion 
to the index glass when the index arm is moved by hand. The 
circle is divided into 120°, each of which is subdivided to 
quarter degrees, and can be read to half that at a glance. 
The telescope has a clear aperture of an inch, and slides in 
out of the way when not in use. The wooden handle under¬ 
neath unscrews, and the whole affair goes into a sling leather 
ef.se. Its advantages for the work specified, as compared with 
the sextant, are cheapness, less liability to injury, larger field of 
view, and quicker reading. It will be noticed that the Anglo- 
Sextant and the Station-Pointer are both divided to quarter 
degrees, and so one is on all fours with the other. It comes to 
this, that, for a modest sum, one can have a most complete 
position-finding equipment. 

The writer is indebted to the late Captain Fry, of Liverpool, 
for several “ tips,” and tbe following is by no means one of the 
least useful. The modern conjuror does the trick first, and not 
unfrequently tells you “ How it is done ” afterwards. Perhaps 
this will be the best way to tackle Captain Fry’s very neat and 
practical solution of the “ three-point problem.” He truly re¬ 
marks, in an article in the August number for 1892 of the 
M. M. S . A . Reporter, from which, by permission, the substance 
of this is derived, that though well-to-do masters, who take pride 
in their profession, will doubtless provide themselves with a 
Station-Pointer, there are others less lucky who, when con¬ 
sidering “ ways and means,” have to study—not what they would 
like to have, but what they can manage to do without. For this 
class “ Fry’s Fix,” as the writer has dubbed it will come in 
handy. 


Description 


Price. 


A really 
valuable "tip.' 
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FRY'S u fix; 


Fig . IS. 


B 



As shewn in Figure 13, there are three landmarks on the clmrt 
suitable for the purpose iu view,—a tree, a church, and a wind¬ 
mill, all conspicuously visible from the oiling. 

From A to B the distance is 5 miles ; and from Li to (' it is 7*4 
miles. By simultaneous observations on board, the sextant 
angle between A and li is 34®; and between li ami G it is 4S 
Required to tix the ship’s position quickly and accurately, 
there being no Station-Pointer available. 

Navigational The trick is to be done without "apparatus " of any kind, if 
conjuring. we except the very homely pencil and dividers; one leg of the 
latter must have a pencil-point. Of course no right-minded man 
goes to sea in command without a case of drawing implements: 
they can be lint 1 now absolutely from forty penco to forty pounds, 
so there is no excuse. N.B.—Those at forty pence are not recom¬ 
mended. (Jo one better, say shillings. 

Like many other apparently ditlieult feats, this one of Fry’s 
is the very essence of (simplicity—in fact stupidly easy when 
•fou know how. 
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Open the familiar Traverse Tables at one of the observed 
angles, say 34° as a Course ; with 2*5, half the distance between 
A and B as Departure , the corresponding Distance is 4 5 miles. 
With this distance in the dividers, and from A and B in 
succession, sweep small arcs intersecting at D. Then from D, 
and without altering the setting of the dividers , sweep another 
arc in the direction of S —making it big enough this time to 
include the estimated position of the ship. Half the trick is 
now done, and very little sleight of hand required. The second 
half is merely a repetition, using its own figures, thus :— 

Open the Traverse Tables at the other observed angle (4S°) as 
a Course , then with 3*7, half the distance between B and C a 3 
Departure , the corresponding Distance is 5 miles. With this in 
the dividers, and from B and C in succession, sweep small arcs 
intersecting at E. From E, and ivithout altering the setting of 
the dividers , sweep an intersection at S, which will be the place 
of the ship.* 

All this can be done in very much less time than it takes to 
describe it. A well regulated Epitome opens naturally at the 
Traverse Tables; and a well regulated Navigator never makes 
the mistake of taking the departure from the latitude column, 
through mooning at wrong times about “The girl he left behind 
him,” or about the one he hopes soon to see. Now, for 
“HOW IT IS DONE.” 

It will be sufficient to take one half of the problem, and as there 
is no room for the diagram on this side of the page, we must 
just turn over. 

• For the analytical solution see Appeudix D, hut uote that the scale of the diagram 
is different. The ship’s distance from the tree is S'86 miles ; from the church it is just 
8 miles; and from the windmill 976 miles. In all probability, however, the navigator 
is only anxious to fix the position of his ship on the chart, and is not concerned with 
the distance of the oheerved objects. (N. B. —Please pass over the fact that, to he seen so 
far, the marks must he pretty large, especially the tree. The given angles and distances 
were assumed as good enough for theoretical exposition.) 


The Traverse 
Tables have 
many uses. 
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problem 
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The continuous lines of Figure 14 will he recognised as the 
left-hand portion of the previous one ; hut the dotted lines con¬ 
tain the Ivey to the puzzle. In subsequent figures the circles are 
omitted to save enufusion, though when the student is construct¬ 
ing figures hy way of exercise, they should he drawn in full. 

The whole and sole aim of this business is to discover a means 
of drawing a circle which shall pass through the tree, the church, 
urn/ the ship. Only one circle can be made to do this, and the 
size of that circle will depend upon the observed angle—in this 
case d4°. But you cannot draw such a circle without knowing 
where to locate its centre. Jn the illustrations the letters ABC 
represent the shore objects; D and K respectively represent the 
centre of each circle ; and »S’ stands for ship. 

Remember for upon this it all hinges—that Kuclid says “ The 
aw/le at the centre of a circle is double of the aivjle at the circum¬ 
ference upon the same base." But though allusion is made to 
angles, there is no intention of invoking tho ai^ of any angle 
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measuring instrument. The beauty of the solution is that nothing 
out of the common is required: in a sense, it may almost be said 
to be non-mathematical, and yet accuracy is assured. 

Since the angle subtended at S by the base AB is 34°, the 
angle at the centre D , subtended by the same base , must be 68°. 

Also, the dotted lines DA and DB, being radii of the circle, must Details of 
be equal, and therefore ABD is an isosceles triangle of which the Fr y'“ Fix - 
base is the line between the tree and the church. If from D a 
perpendicular be let fall upon this line, it will divide it and its 
opposite angle equally. 

The isosceles triangle will then become two right-angled 
triangles, in both of which one side (representing Departure) is 
known to be 2 *5, and its opposite angle is known to be half of 
6S°; or, in other words, it is 34°, the amount of the observed 
angle. 

With these data the Traverse Tables give the Distance BD as 
4 '5. It will be remembered that this is the radius which was 
used to sweep short arcs from A and B respectively, their inter¬ 
section at D giving the centre of the circle passing through the 
tree and the church, and upon some part of which the ship will 
be found ; the exact spot will depend upon where the other circle 
cuts it. One seems to hear the reader say, Is that all ? Yes, 
that is all !! 

To work out the other half of the figure would be to go over 
precisely the same ground, and it is to be hoped the student can 
now do it for himself: if not, Figures 15, 16, and 17 will help 
him. 

It may and probably will happen in practice that the base-line 
is not a whole number, and that dividing it fairly may mean two 
decimals: for example, let the distance between A and B be taken 
as 5*3 ; when this ia divided it becomes 2‘65. Open Traverse The hamiines* 
Table at 84°, and in the Departure column will be found 265’0> of Decun ‘ lU - 
and against it in the Distance column is 474. Now, in each case 
shift the decimal point two places to the left and you get what 
you want, namely 2*65 and 4*74, or miles. Should the Dis¬ 
tance column only run up to 300, as is the case in some tables* 
the method of working will require modification; but the 
principle is the same. To those who know the many uses to 
which such Tables can be put, the advantage of a distance up to 
600 is immense. 

In this problem the observed angle which produces the best 
results is 45 Q , because the centre angle will then be 90°, and the 
centre of the circle found by the intersection of the radii is clear 
and unmistakable. 

L 
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EUCLID MADE EASY , AXD 


The sum of the angles in a triangle equals ISO 0 , therefore, if 
a property of the observed angle be 30* the centre angle must be CO*, ami the 
the mangle. resulting triangle would be equilateral, for three times GO" are 
ISO’. In this case the Traverse Tables are not needed. One has 
only to take the whole distance between the objects as radius, and 
with two strokes of the dividers find the centre of the circle. It 
is quite possible to wait for such cases at sea, as the angles be¬ 
tween objects are all the time either increasing or diminishing. 
This and the preceding are combined in Figure 15, and speak for 
themselves. 


n 



kuclid tells 11 s that “the anglo in a semicircle is a right angle" 
a property of (lib dl). I herefore, if the observed angle be 00 , the line joining 
thr c.rcir the objects must necessarily be the diameter of the circle, and, as 
such, will have ISO of the circle on each side of it. Now a line 
crossing a circle cannot be a diameter unless it passes through 
the centre of the circle. It follows that, in the case under notice, 
the centre is found “ right otf ” without having to sweep for it. 
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It is of course midway on the line joining the objects; so from 
this point, with the distance to either object as radius, the arc for 
the ship’s position can at once be struck. 

So far the observed angle has alwaj’S been acute, but, as a final 
possibility, it may exceed 90°, in which case (Euclid IV. 5) the case where 
centre of the circle would be found in the large segment on the angle }s Dbtu *°- 
landward side of the line joining the objects. Imagine the ob¬ 
served angle to be 120°, then the Traverse Tables would have to 
be entered with its supplement, which is GO 0 . The short inter¬ 
secting arcs to find the centre would have to be struck inshore of 
the objects, but the arc for the ship’s position must be struck 
from thence to seaward of the objects. In a case of this kind, 
the angle at the centre is the same as the observed angle. A 
combination of the two last is shewn in the next Figure. 



Fig. 16. 
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There is just one more feature to call attention to before dealing 
with the concluding point of “ Fry’s Fix.” Owing to the three 
objects having hitherto been drawn with their concave side to 
the observer, as if the ship were entering a bay, the centre of 
eacli circle has always lain within the observed angle: but the 
following figure—which might be taken as representing a ship 
rounding a point—will shew that, with opposite conditions, the 
centres will lie outside the observed angles. In fact, as may t> 
seen, the centre is always to be found square oH* from its own 
base, whether inside or outside. 



t 

s 


Pi',. 17' 

The following is an alternative plan, which possibly some might 
prefer. The writer would for one. Instead of consulting the 
Traverso Tables, use that given on next page. It is merely half 
the natural co-secant of the given angles. A mounted copy can 
be screwed up over the chart table. 

To use it:—Multiply the quantity corresponding to the ob¬ 
served angle by the whole distance between the objects: the pro¬ 
duct is tile radius required to sweep the centre of the circle, and 
from it the arc for ship's position as before Tnn anything be 
easier except the Station-Pointer itself f 
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FRY’S FIXING FACTORS. 
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By way of practice, work the preceding examples over again 
by the last method. Fry’s solutions of the “ three-point problem ” 
are original, and navigators owe him a debt of gratitude. 

In concluding this chapter, the writer hopes he has fully Funk 
demonstrated the value of “ the three-point problem,” and the ,n 
instrument which renders its application so easy in practice. 

Let the reader not be frightened at the weak points which have 
been brought under his notice, since a little pains will enable 
him to steer clear of them, and to utilise to his own benefit an 
instrument which possesses so much real merit. 

J. K. Laughton, Mathematical and Naval Instructor at Green¬ 
wich, is the distinguished author of an excellent little book on 
Nautical Surveying, which has been the cherished companion of 
the writer since first published in 1872. At page 145, when 
winding up his remarks on the use of the Sextant and Station 
Pointer, Mr. Laughton puts the thing so clearly and so forcibly 
that it is impossible not to quote him. He says:—“I have 
wished, in these last few pages, to show how the position of a 
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CQOD ADVICE 


What Mr. 
Laughton says 


ship, when in with the hind, may be laid down; how dangers 
may be avoided; how a course may be steered without the 
compass. In the practice of navigation and pilotage, the attempt 
to do without the compass would be worse than absurd; it would 
be blamable in the extreme; but cases may occur, as I have 
endeavoured to point out, in which the sextant is a safer guide 
than the compass, or in which it is a most valuable auxiliary to 
it. To examine into these cases is the Navigator’s duty; it is 
the Surveyor’s duty to provide him with the necessary data, 
accurately laid down.” 



CHAPTER XII. 

SOUNDING MACHINES AND LOGS. 


In days long past, the Ancient Mariner guided his rickety craft 
over the ocean principally by “ the three L’s,”—“ Hog, Lead, and 
Lookout.” When, later on, the astrolabe and cross-staff were 
invented, and certain astronomical data became available, another 
“ L ” (Latitude) was added to the number. In the present day, 
when the nautical schoolmaster is abroad, and chronometers 
almost go begging, this regiment of “ L’s ” is augmented by a fifth 
and very important comrade, namely, Longitude. Nevertheless, 
the Veterans still hold their own, and are likely to do so as long 
as fog and clouds continue to obscure celestial objects from the 
anxious navigator.* 

When a ship is stranded through thick weather, the members of 
the Court of Enquiry very properly lay great stress on the question 
as to whether proper soundings were taken or not—the omission 
to do so being considered a grave default. From time immemorial 
the Lead has been justly looked upon as one of the mainstays of 
Navigation, and to it, and its companion the Log, will be devoted 
the present chapter. 

Every seaman is familiar with the ordinary “ Deep-sea Lead and 
Line,” and although it did very well for our grandsires, who were 
in no particular hurry, it is obliged in these fast days to make 
room for a better form of article. 

When running up channel before a howling gale of wind, and it 
became necessary to ask information from the bottom as to the 
ship’s whereabouts, every seaman knows that the operation in¬ 
volved much labour and loss of time, and sometimes considerable 
peril. The hands had to be called, sail shortened, and the ship 
rounded to the wind in the face of a dangerous sea. When her 
way was all but stopped, in obedience to the word “ heave,” the 
lead was let go from forward, quickly followed by the cry of 
" watch there, watch,” and an experienced man on the weather 

* Captaiu Chas. C. Yates, Assistant, U.S. Coast and Geodetic Survey, commanding 
steamer Endeavour, writes to the Author under date Octoher 17th, 1899, suggesting that 
a sixth “ L” (** Lecky.”) should be added to make the list complete. Happy thought 1 ! 

Perhaps the reader will adopt the suggestion : the Author is too modest to take it upon 
himself to do so. 
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quarter allowed the line to run through his hands till bottom was 
obtained. By this time the vessel had drifted to leeward, and 
according to the quantity of line run out, and the angle it made 
with the surface when being hauled in, a certain number of 
fathoms was deducted by guess from the gross amount, in order to 
arrive at an estimation of the true depth of water. After this, 
the vessel had to be kept away, and sail set, before ' the watch 
below ’ could be dismissed. Will any one wonder that masters of 
ships sounded as seldom as possible ? Scarcely !! Especially when 
it is understood that to be of any service the operation must be 
repeated every few miles. A single cast of the lead is uvvse than 
useless, inasmuch as it may confirm an error in the assumed 
position of the ship. 

This necessity for repeated sounding was undoubtedly a hard¬ 
ship, but it can no longer be considered so, as there are now patent 
machines with which soundings can be taken without stopping 
the ship or deviating from the course. There are many varieties 
of these, such as Massey’s, Walker’s, and others, all a great 
advance on anything which preceded them ; but it was left to 
Lord Kelvin to make an entirely new departure in the principle 
of getting dying soundings, which permitted of their being ob¬ 
tained with accuracy at moderate depths at any speed then 01 
now possible. These methods, and modifications of them, are 
principally in favour at the present time. 

It would hardly be gracious or grateful to allude to improve¬ 
ments in sounding apparatus without referring to Lord Kelvin as 
the great moving spirit in the matter. By turning his brilliant 
scientific abilities into practical channels—a rare thing with the 
higher order of mathematical minds—he has, beyond possibility 
of question, done more than any other living man to advance the 
science of J’ractical Navigation. lie may justly l»e regarded 
with veneration as the great ‘ Sea-Father ’ of mariners of the 
present age. 

By substituting pianoforte wire for the old-fashioued hempen 
line, Lord Kelvin succeeded, on June 29th, 1672, in obtaining a 
cast of 2,700 fathoms in the Bay of Biscay, and this was the first 
successful use of steel wire for such a purpose. In 1674, lie 
invented, and speedily perfected, a machine on this principle for 
deep-sea soundings, which was supplied to the cable steamer 
Faraday. Not long after came his navigational sounding machine 
for use with the “ (\)m pressed air depth-gauge,” and this again 
has been supplemented by his " I Vptli-recorder.” 
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It is comparatively easy to follow in a path which genius has 
once given the clue to, and so it happened that this new depar¬ 
ture of Lord Kelvin’s gave a “ lead ” to other inventors, who, 
following more or less closely in his footsteps, brought out 
sounding apparatus similar in principle, but differing in detail. 
This is equally true in regard to what happened with Lord 
Kelvin’s Compass—at first regarded with more than suspicion, 
then sworn by. But as the Compass is still some chapters 
ahead, we will get back to the Sounding Machine. 

The first introduced to public notice was dependent on com¬ 
pressed air. This, and its accompaniment of pianoforte wire, was 
an entire novelty; for though the famous Swedish engineer 
Ericsson had previously experimented in the same direction with 
compressed air, nothing practical came of it. 

The apparatus, briefly described, consists of a drum, about a 
foot in diameter and four inches wide, upon which 300 fathoms 
of steel pianoforte wire are tightly wound. To the wire is 
attached 9 feet of log-line, and to this is fastened an iron sinker, 
about twice the length of the ordinary lead, but not so thick. On 
the log-line, between the wire and the sinker, a small copper tube 
is securely seized. The lower end of this tube is perforated; the 
upper end being opened or shut at pleasure by means of a close- 
fitting cap. When ready for sounding, the copper tube contains 
a smaller sized glass one. This latter also is open at the bottom 
end, and hermetically sealed at the other. The interior surface 
is coated with a chemical preparation of a light salmon colour 
(chromate of silver). The drum is fitted with a brake cord, 
which, on a cast being taken, controls its speed, and ultimately 
arrests it when the lead touches the bottom. A pair of small 
winch handles wind up the wire again, and the depth is shown 
by the height of the discoloration on the inside of the glass tube. 

As the lead descends, the water is forced up the tube in obedi¬ 
ence to a well-known law, discovered quite independently, though 
about the same time, by Boyle in this country, and Mariotte in 
France, and afterwards perfected by Regnault. It is simply that 
the volume of any given mass of air, or other gas, decreases in 
the same proportion as the pressure upon it increases. The 
chemical action of the salt, where it comes into contact with the 
salmon colour, turns it to a milky white (chloride of silver). This 
point of junction of the two colours, when the glass tube is applied 
to a graduated boxwood scale, tells the depth to which the lead 
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descended. The sinker is “ armed ” in the usual way. Nothing 
can he neater than this arrangement. Its advantages are as 
follows:— 

1st. Let the speed of the ship be anything up to IG knots an hour, 
or even upwards, bottom can be obtained at a depth of 100 
fathoms without slowing or deviating from the course. 

2tic?. Instead of requiring all hands “to pass the line along." 
two men and an officer are sufficient to work it under all 
circumstances. 

3n/. A cast can he taken in 100 fathoms, and depth correctly 
ascertained in from 4 to 7 minutes, according to the speed 
of the ship. 

4i7l This great saving of labour and time admits of soundings 
being much more frequently taken than formerly, resulting 
in greater safety to life and property. 
bth. A regular “chain" of soundings, with correct “time inter¬ 
val s,” is now not only possible, but easy; and this latter is 
the sole method which can be depended upon to give the place 
of the ship with any degree of certainty, since a single cast 
is not only useless in the majority of cases, but is apt to prove 
mischievous in the extreme. 

When not wanted, the drum is kept in a tank of lime water, to 
preserve the wire from rusting.* A small pamphlet of directions 
accompanies the machine; but after seeing it once or twice in 
operation, the mode of working is so self-evident, as to render the 
instructions unnecessary. The writer lias had it in use for close 
upon five years, and during that time has had many opportunities 
of testing it with most convincing results. By its aid lie on one 
occasion during a thick fog. brought a neu' steamer of 430 feet 
in length from Belfast to Liverpool, when many of the coasting 
boats would not venture, mid of those that did n large percentage 
got ashore. 

BASNETT’S SOUNDING MACHINE. 

1 hiring its descent, water enters the tube, as in Lord Kelvin’s, 
and compresses the air, but it is napped and not allowed to 
escape. The quantity of water thus raptured indicates on a scale 
the depth reached, nearly the utility of this machine largely 
depends upon the efiiciency of the means employed to retain the 
water, and if these can be guaranteed to act as intended, the result 

‘lie wire u now galvanise I so lime water is no longer necessary. 
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is 011 a par with Lord Kelvin’s “ Compressed air depth-gauge,” 
except that a thicker line is used, and consequently a very fast 
vessel must be slowed down whilst sounding. 

LORD KELVIN’S ‘DEPTH-RECORDER.’ 

This came out in 1885, and is considered an improvement on 
the chemically prepared glass tubes of the prior invention. It 
may be used with the single pianoforte wire like the other, but 
should this break you are “ up a tree,” unless there is a second 
recorder on board, which in the ordinary run of merchantmen is 
scarcely likely, as the apparatus is somewhat expensive. With 
the original invention there is sufficient spare gear supplied (in¬ 
expensive) to allow of three or four breakages, which, however, 
can scarcely all happen in one voyage, except through gross 
carelessness. 

However, to meet this objection, the Depth-Recorder is now 
supplied—for those that prefer it—with a compound wire com¬ 
posed of seven very fine ones. This is of course infinitely 
stronger, but, offering more resistance, lacks the great advantage 
of the single wire for flying soundings at high speeds. Next 
followed 


COOPER AND WIGZELL’S ‘ SEA-SOUNDER.’ 

The existing form of machine was patented in 1890 as an 
improvement upon their previous patent of November, 1888. 
It is exactly on the same principle as Lord Kelvin’s Depth-Re¬ 
corder. In both, the pressure of the water forces a piston up the 
tube against the tension of a spring. A pointer shews how far 
the piston has moved, and indicates on a scale the corresponding 
depth in fathoms. 

The sounding line is made of galvanised steel wires braided 
with hemp, and will bear a strain of nearly half a ton, so 
practically there is no danger of losing the instrument; but, as 
remarked in the case of the Depth-Recorder compound wire, it 
is not so good at high speeds as Lord Kelvin’s single pianoforte 
wire; indeed Messrs. Cooper and Wigzell recommend slowing 
down to 8 or 10 knots on this account. 

At the closed end of the Sea-Sounder there is a fairly large 
reservoir of air, the back pressure of which is not much affected 
by the comparatively small space through which the piston moves; 
the graduations therefore are uniform, or nearly so. This in 
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strmnent is furnished with two scales of depths, one for deep 
soundings ranging from S to 100 fathoms, and the other for shal¬ 
low soundings between 5 and 2.3 fathoms: the operation of 
changing from one scale to the other is simple. 

Soundings are frequently very unjustly abused, and spoken 
about as worthless, from want of knowledge of how to apply them 
(in a methodical manner), so as to turn their indications to proper 
account It cannot be too forcibly driven home that half a dozen 
casts taken here and there at random, will seldom fix the ship's 
position, and, indeed, under certain circumstances might very 
seriously mislead. Lord Kelvin, in his “ Lecture on Navigation,” 
mentions the only plan whereby the lead can be expected to 
determine the ship’s position with any degree of certainty. He 
says:— 

** Take a long slip of card, or of stiff paper, and mark along one 
edge of it points at successive distances from one another, equal, 
according to the scale of your chart, to the actual distance esti¬ 
mated as having been run by the ship in the intervals between 
successive soundings. If the ship has run a straight course, the 
edge of the card must be straight, but if there has been any 
change of direction in the course, the card must be cut with n 
corresponding deviation from the original direction. Beside each 
of the points thus marked on the edge, write on the card the 
depth and character of bottom found by the lend. Then place 
the card on the chart, and slip it about till you find an agree¬ 
ment between the soundings marked on the chart and the series 
marked on your card.” 

The writer 1ms practised this plan for many years, with just a 
slight difference, to which, on consideration, the reader will prob¬ 
ably give the preference. 

Instead of cardboard, use tracing }>aper, upon which you have 
ruled the courses and distances, with corresponding depths. 

The advantages consist, for one tiling, in the transparency of 
the tracing paper admitting of the chart soundings being \ isible 
in every direction underneath it, which greatly facilitates the 
task of making the actual soundings "tally” with those on the 
chart; and again, the ruling in of the courses, \’c, on the tracing 
paper is quicker done, and, in any case, is a more familiar opera¬ 
tion to the seaman than the use of the scissors. A meridian line 
should also be ruled on the tracing paper, so that, when moving 
the latter about on the chart, it may not get out of "slue." 

The great superiority of this method, when the navigator 1ms to 
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fall back upon soundings to ascertain his ship’s position, cannot be 
too much dwelt upon. With the machine just described there is 
no difficulty in putting it in practice. It is true that the first cost 
of the apparatus is considerable, but with the steamship owner— 
perhaps more than most men—“ Time is money; ” and half a day’s 
“ groping ” in a large vessel will burn more coal than would pay 
for it twice over. This is putting all sorts of contingencies due to 
detention on one side. Every one in the business knows that the 
loss of a certain tide may entail (directly as well as indirectly) an 
extra expense of three or four hundred pounds on large steamers 
running on schedule time. The cost of a sounding machine is 
very insignificant in comparison with this. 

The other kinds of sounding machines previously in vogue 
vary in certain minor details, but they nearly all depend upon 
the principle of the rotating fly. A small cylinder, protected by 
brass guards, is caused to rotate in its descent through the water 
by vanes or blades set obliquely to its axis; this communicates 
motion, by an endless screw or worm, to a train of toothed gear¬ 
ing. On the machine reaching the bottom, an arm falls and 
locks the rotator, so that it cannot revolve in the opposite direc¬ 
tion as it is pulled to the surface. An index points to figures on 
a graduated dial, which indicate the depth of water reached. 

These instruments are very good, but they nearly always 
possess what may be termed an index-error—that is to say, they 
either show too much or too little. When quite new they are 
generally correct, but, through wear of the working parts— or 
more likely from knocks under the counter in hauling in— they 
seldom long remain so. However, their error is easily deter¬ 
mined, and an account of it, with date when determined, should 
be kept in a small pass-book in the box containing the machine. 

To ascertain the index-error: any time when the vessel is at 
anchor in tolerably deep water, the depth indicated may be com¬ 
pared with the actual depth found by a carefully marked lead¬ 
line ; should the depth be under 20 fathoms, it is a good plan to 
take several measurements by the machine without resetting it, 
and divide the hist reading by the number of casts ; or, what is 
pretty much the same thing, multiply the actual depth of water 
by the number of casts, and compare the result with the last 
reading. 

For instance, in 20 fathoms of water, let five casts be taken 
without resetting the instrument. Now, it is clear that if it 
indicated truly, the last reading should be 100 fathoms; but 
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supposing it to be 95 fathoms instead, then the index-error is 
about five per cent., to be added to any soundings which may be 
taken until the index-error is again ascertained. 

A still better plan may be resorted to at sea if any temporary 
derangement of the engines of a steamer necessitates a short 
stoppage, or in a calm if a sailing ship. 

Set the sounding machine to zero, and attach it to the deep- 
sea lead and line in the usual way. Make the other end of the 
line fast to the taflrail, with just enough drift to allow the 100 
fathom mark to touch the water when the cast is taken; make 
the line up into four or five coils of 20 or 25 fathoms each, and 
let as many men as there are coils hold them over the stern; upon 
a given signal, let go the lead simultaneously with the first coil, 
and immediately after, each of the others, taking care to drop 
them on their fiats, proper side up. If the vessel's way is entirely 
stopped, the machine will of course descend vertically to a depth 
of 100 fathoms, and should register that water; if not, the diller- 
ence will be the percentage of error. If there be time, repeat the 
operation once or twice, and take the mean result as the index- 
error. 

Kither before, or immediately after, test the measurement ot 
your lead-line. 

The foregoing is a correct description of the mode adopted in 
steamships to sound with these instruments. Should the water 
be deep, the vessel is slowed down. In sailing ships the machine 
is usually cast over from forward, and the men with the coils are 
stationed at intervals along the ship’s side in the ordinary way: 
but they should be instructed at once to let go their coils, and not 
try for bottom, as they would do with the common deep-sea lead, 
in steamers the men are stationed across the tatlVail, and the coils 
are dropped over the stern to prevent the bight of the line getting 
foul of the propeller. 

The deep-sea line should be kept on a suitable reel, and pro¬ 
tected from wet by a painted canvas cover. W hen there is no 
reel, it is handy to coil the line in a small tub, with a hole in the 
bottom through which to pass the inboard end, so that it may be 
made fast to a belaying pin, or hitched to a backstay.* 

The common deep-sea lead and lino ought to bo kept on deck 
ready for use at a minute s notice. Should the vessel at any time 
appear to be passing through shoal water not marked on the 
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chart, stop her at once, and arm the lead before sounding. Do 
uot make certain that you have reached the bottom unless an 
unmistakable specimen of it comes up. 

“ VIGIAS.” 

In the event of falling in with a new danger, such as a rock 
awash, it is the imperative duty of the discoverer to satisfy himself 
and others on board that it is really what they have taken it to 
be. It should be examined by boat as closely as possible, and Nature oi 
soundings taken round it with the hand lead, while the ship, at a * pec,al 

~ t’ dangers to be 

safe distance, sounds with the deep-sea lead. If possible to land verified 
on it, do so; and chip off a piece of the rock, to make assurance 
doubly sure. 

In searching for a “ vigia,” it is difficult to say when its existence 
is to be considered as disproved. Although experience shows that 
nine out of ten of the bugbears and blots formerly to be found on 
Oceanic Charts had been mistakeuly placed there from reports of 
floating whales, wrecks, and patches of vegetable growth taken for 
discoloured water over a bank, &c.; still the apparently astounding 
manner in which rocky heads do rise from very deep water, must 
always make us careful of hastily assuming that no danger exists 
near a given locality, simply because it is known that the depths 
in the neighbourhood are very great. St. Paul's rocks, near the 
Equator, may be quoted as a good example of this kind of thing. 

Were they a few feet below water, instead of above water, it 
would be no easy job to find them. The Avocef Rock in the 
Red Sea was an example of this kind of difficulty. 

THE “ BLUE PIGEON.” 

The Hand Lead, or “ Blue Pigeon,” is not by any means as Hand lead _ 
familiar to the seaman as it ought to be. It is a disgrace to the necessity for 
Mercantile Marine that so many men calling themselves Able Sea- practlce 
men know not how to use it. If officers would but practise their 
men and boys at this occasionally, instead of putting them to 
knot rope-yarns for spunyarn, or pass away the watch lazily 
making sennit, fewer ships would get ashore through unreliable 
leadsmen. Spunyarn can be purchased at a ship-chandler’s, but 
good leadsmen cannot. 

For use in shallow rivers, such as the Plate, where the vessel S boai-water 
is navigated almost entirely by the hand lead, it is convenient lead, 
to have a small nicely shaped lead, about five pounds in weight, 
attached to 12 fathoms of cod-line. The line is marked in the 
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usual way, except that at 4 fathoms there is a manila or coir 
rope-yarn. 

It is unfortunately too common for pilots, when they come 
aboard off a harbour’s mouth, to order the man out of the chains, 
saying they do not want the lead. The writer never permitted 
this, and squared the matter with the pilot by telling him that 
he required the lead hove for his own satisfaction, and to give 
the man a chance to practise. 

In navigating an unlit and unmarked channel, where the water 
shoals pretty gradually on each side, the safest plan is not to 
attempt to steer a mid-channel course, but to zigzag it, keeping a 
lead going in botli chains. By this plan yon can tell which side 
yon are on, and how to put the helm to avoid the danger. 

Also, when obliged to thread intricate channels between coral 
reefs, wait, if possible, till the sun is astern or behind you, and 
direct the course of the ship from the fore-topgallant yard or 
some such lofty position. 

THE SUBMARINE SENTRY 

This is a splendid invention. Its object is to provide a con¬ 
tinuous ' under-water look-out*—involving no special labour, and 
requiring but little attention—which will give instant warning 
when the water shoals to a less depth than it is set for. The 
speed may he anything up to 13 or 14 knots. When the ship's 
position is uncertain, it is scarcely likely that, in foggy weather 
and near land, this speed will be exceeded. 

Briefly, the machine consists of an inverted wooden kite, 
slightly over 3 feet in length, and weighing about 15 lbs. This 
is towed from the stem by a galvanised pianoforte wire, only 
0d7 of an inch in diameter, but strong enough for all that to 
withstand a strain of 1,000 lbs. At 13 knots the stress on the 
wire is about half this. 

Just ius an air kite rises by the oblique pressure of the atmo¬ 
sphere, so a marine kite sinks bv the oblique pressure of the 
water. On striking bottom, the blow acting on a projecting 
trigger releases the slings of the ‘kite,’ and causes it at once 
to rise to the surface and trail in the wake of the vessel. At 
the instant of striking, the sudden loss of tension in the wire 
sounds a gong attached to the winch on board. 

Whilst the ' Sentry ’ is on the look-out, the vibration of the 
wire causes a continuous rattle in a sounding-box. and the 
cessation of this noise gives an additional indication (if any were 
wanted) when the 'Sentry' lias struck the ground. The vertical 
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depth of the ‘ kite ’ at any time is indicated on the dial-plate of 
the winch. 

Two kinds of ‘kites’ are issued with the machine; the one 
painted black is for depths down to 30 fathoms, and will be more 
commonly used: the other, painted red, is designed for use at 
depths between 30 and 45 fathoms. 

It might be supposed that alterations in the vessel’s speed 
would affect the towing depth of the ‘ Sentry ’; but this is not 
so: the depth is practically unchanged by any variation of speed 
between 5 and 13 knots. As this is a point of the very utmost 
importance, it may be well to look for an explanation by con¬ 
sidering the forces which are acting when the ‘ Sentry ’ is being 
towed. The weight of the * kite ’ is made equal to, and is there¬ 
fore neutralised by, its own buoyancy; and the weight of the 
wire is negligible compared with the forces due to the motion 
through the water. The forces therefore which remain to be 
considered are only: (1) the fluid pressure on the ‘kite’; (2) the 
fluid pressure on the under side of the wire; and (3) the tension 
of the wire, which is the result of (1) and (2). 

Now, pressures due to fluid motion vary very nearly as the 
square of the velocity. If therefore, say, the velocity of the ship 
be doubled, the forces (1) and (2) will each be multiplied by 4, 
and their resultant—the tension—will also be multiplied by 4; 
the three forces will all be changed proportionally, and there will 
be no change in the directions in which they act. It is found in 
practice that a change of speed from 5 to 13 knots does not 
cause a variation of more than half a fathom in 30 in the depth 
of the ‘ kite.' It is also found that, on duty, the ‘ Sentry ’ does 
not yaw about as an air kite sometimes does, but that, on the 
contrary, it takes up its position and maintains it as steadily as 
a church. 

The ‘ Submarine Sentry ’—a capital name for it—is the out¬ 
come of experiments conducted at sea by Mr. S. H. James, C.E., 
of London. Before the instrument was perfected, these experi¬ 
ments had extended over two and a half years. The idea is not 
new by any means, but to Mr. James belongs the credit of being 
the first to solve the problem successfully. It can be handled by 
one man. 

TILE COMMON LOG. 

Logs, whether patent or common, are entirely unsatisfactory 
in their indications of speed. The common log does not do so 
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badly up to 10, or perhaps 11 knots, but after that it is not to be 
depended upon. No two men heaving the log will make the same 
report, if the ships speed exceeds 12 knots. The short log glass 
runs 14 seconds, or one second per knot for a ship going 14 knots. 
Now a second is a very short space of time, and it is not difficult 
to see that, in consequence, a vessel may very easily be overlogged 
or underlogged to at least the amount due to this interval. This 
may be owing solely to the dul ness of perception of the man who 
holds the glass, and does not take into account the possible error 
of the glass itself, the log-line, the heave of the sea, or the want 
of skill on the part of the man heaving the log. It is true all 
these things mny act in opposite directions, and neutralize each 
other ; but they may not . 

Again, the common log fails in not allording a continuous 
record of the speed, so that a vessel may go anything during the 
interval, usually two hours, which elapses between two successive 
trials. This is not much felt in a steamer, where the rate of speed 
is not likely to alter greatly in such a short time ; or if it does, 
it can be allowed for. But in a sailing ship it is a serious draw¬ 
back, and in this respect the patent log has the decided advantage. 

PATENT LOGS. 

Bateut logs depend upon the principle already explained in 
connection with the sounding machine, but their results, from t 
variety of causes, are less reliable in affording a correct knowledge 
of the distance run, than those of the sounding machine in giving 
the true depth. In the. tirst place, they are more constantly at 
work, and so wear out sooner; they are liable to be fouled by 
seaweed, waste, or ropeyarns, kc, thrown overboard from the 
ship ; their indications in a head sea are usually different to those 
in a following sea. and depend also upon the length of tow-line; 
they are frequently damaged by blows against the counter in 
hauling in, and to this they are more often exposed than the 
patent sounding machine: lastly, there is no satisfactory way of 
finding their index-error 

In channel, where there are points of land the distance betweui 
which is known, there is usually a tide which renders abortive any 
attempt to adopt such a mode ; and in mid-ocean, there are surface 
or drift currents depending uj>oii the winds, so that it is next to 
impossible to arrive at any definite conclusion. In fact, there i* 
no known instrument at the present time which correctly gives a 
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vessels speed over the bottom in deep water. Even supposing a 
patent log to indicate correctly the speed through the water, what 
about current or tide ? There is no deep-sea log which indicates 
current; but in shallow rivers like the Plate, what is known as 
the “ Ground log,” gives fairly approximate results as to its 
amount, provided the speed is not too high, and care is exercised 
in heaving it. 

“GROUND LOG.” 

This is simply the common log-line with a hand-lead sub¬ 
stituted for the log-ship. When the log is hove, the lead lies 
on the bottom without dragging, and so gives the speed over the 
ground ; and in hauling it in, the trend of the line at starting 
is supposed to shew the direction of the current; but this latter 
is not correct except in a very broad sense indeed, and the writer 
strongly counsels the navigator not to place the slightest depend¬ 
ence upon it. It is evident that, to get the correct direction of 
the current, the ship must make a mathematically straight wake 
during the operation, and her speed must be slow. In a small 
vessel, with a lumpy sea, the indicated direction would not be 
worth much, though the speed might be pretty near the mark. 

In using the Ground log, some people go to the trouble of fixing 
a crutch on the taffrail in which to put the line, and underneath 
it, a painted semicircle of points of the compass, to show the 
direction ; but this, as already stated, is labour entirely thrown 
away. 

TAFFRAIL LOGS. 

T. Walker and Son have introduced a patent Taflfrail log, 
which can be consulted and reset as often as necessary, without 
the trouble incidental to those in which the whole apparatus is 
towed astern. It has a novel feature of considerable value : by 
the interval between two consecutive strokes of a small bell, 
coupled with a short and very simple sum in proportion, the rate 
of speed at any desired moment is found in a few seconds.*' It is 
practically free also from the danger of being damaged in the 
operation of hauling in, as this latter need only be done once at 
the end of the passage, nor can it be swallowed by a shark. 

In the Taffrail log, the registering portion is secured to the 
rail, and motion is communicated to it by the rotator through the 
medium of a long tow-line. There is no doubt this is very con¬ 
venient, but it appears to the writer that unless great care is 
exercised in repeatedly oiling the works they would be lia ble to 
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* See Appeudix fl. 






EX 1*HESS STEAM EES AXD VA TEXT LOGS. 


rnoKuiug aail. 


litit.vnrc of 
patent log 
spoilt by land 
ballast. 


i"o 

heat at a high rate of speed . x As the ‘ harpoon ’ and other similar 
lugs ;vre towed bodily in the water, and so get plenty of “ fisher¬ 
man's grease,” they are not exposed to this danger. As a matter 
of fact, there are no patent logs yet invented which will stand 
the wear and tear for any length of time. In slow vessels they 
will of course last longer than in fast ones. Unless used only on 
special occasions, such racers as the Philadelphia, Majestic, or 
Lvcania very quickly put them out of order.* 

From this the reader must not conclude that they are to be 
abandoned as altogether useless. The writer merely wishes to 
urge upon the navigator the imprudence of trusting too implicitly 
to their indications at critical times. Patent logs are more useful 
in slow steamers than fast ones, and still more useful in sailing 
ships than steamers. Young officers not infrequently trim the 
yards too line, an 1 if the strokes of the hell of the Tafirail log 
were timed before and after trimming, the difference would be 
apparent. The same applies to carrying an injudicious press of 
sail, as it often happens—especially in full-bowed vessels—that 
they go faster and steer struightcr when “shortened ;lo\vn " a 
hit ; an advantage to everybody except ship-chandlers and sail- 
makers. To avoid unnecessary wear and tear, patent logs should 
only he used when “ in with the land.” It is found to be a 
good plan to wrap the line—about a fathom in advance of the 
log—with sheet lead, to keep the latter from jumping out of the 
water. x 

The writer once knew a patent lug to be totally spoilt by 
sand getting into it. The steamer was bound to an American 
port in ballast, and, as is usual, got rid of a quantity of it over¬ 
board during the last two days before arrival. The log was 
allowed to tow, ns no one imagined the sand could reach it, hut 
when it was hauled in at the end of the watch, it was found to 
he perfectly choked with it; and as the oil-holes, See., were closed, 
the puzzle consisted in how the sand reached the interior. The 
log was duly cleaned, and on the homeward passage tested, but it 
showed about ’>0 per cent, too much distance, and was in con¬ 
sequence put away us worthless. 

To ensure the host results, a * harpoon ' log should bo towed 

• The writer u cd one of Walker'* Talli.ul lug* m a ]..-kn t itraiucr with very sain 
f«. loiy resu.ts : lor marly a >ear lhe indo-ctior kej't ■ «.»ccn i _ o ami 4 # , I ul Ihe log 
was only lowed for f>00 unite or »o at ea. i end of lm ja»oig«, .uid in obfdtcmc l*i a 
tlauumg order U «as oilc 1 every cighl lt-U* bv a qu.vrte ni itt- , who n.a le due rej>orl of 
having done so n the orti «r of the waV'h. 

♦ 5>«c A iqiclldl l U 
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from the outer end of a small spar—a boat’s mast, for instance— 
rigged out on the quarter. This keeps it clear of the dead-water 
in the ship’s wake, and by a simple arrangement of out-haul and 
in-haul, the log need never strike the ship’s side on being taken 
in for examination. 

Mr. Frank Pett, of Dover, has patented what he terms a 
"Bridge Speed Communicator”: in effect, it consists of an out- 
rigger which enables the rotator to be towed alongside, whilst 
the "cherub” dial is on the bridge, right under the eye of the 
officer of the watch. Those who have tried it speak highly in 
its favour. The advantage of being able to read off the distance 
run without exertion is obvious. The patentee claims for it the 
following:— 

1st. The Log dial is on the Bridge under the control of the Officer of the 
Watch, and always handy for reference. 

2nd. Saving of expense ; pays for itself in two or three years in the saving 
of log line alone ; tows log fan with one-third usual length of line. 

Line and Log last much longer, owing to reduced strain and friction- 
strain on log line, when used with the communicator, six pounds at 
ten knots—strain on Taffrail log, at same speed, forty pounds, a clear 
saving of thirty-four pounds. 

3rd. No necessity to haul log in when sounding with Lord Kelvin’s patent 
Sounding Machines, and so lose record of distance done, at the most 
critical time. 

4th. Fan does not get foul of refuse thrown over from the ship, such as waste, 
rope yams, &c. 

5th. Fan and Line being always in sight from the ship’s deck, any flaw can at 
once be detected without hauling in of log line, thus preventing the loss 
of many a Fan. 

6th. Owing to fan not towing so far aft as the propeller, it does uot get foul 
of latter should the ship go astern with log out. 

7th. Index error remains constant at all speeds and all weathers, owing tc 
minimum amount of strain and friction, also the log fan working in 
water which has not been broken up by ship’s propeller. 

8th. No danger of damaging fan against ship’s side when taking it in. 

9th. Is beyond the reach of passengers. 

10th. No necessity to shift it over from the Weather to the Lee side, 

Uth. Simplicity of fittings. No guys or topping lift used. Can be rigged in 
or out in a minute. 

Before stowing away a Harpoon log for a length of time, it 
should be immersed for half an hour or so in a bucket of fresh 
water, to get rid of the salt, which would otherwise dry and 
encrust the works, to their manifest detriment. 

In certain paddle steamers, probably the best measure of speed 
is obtained by the revolutions of the wheels. Most of the cross- 
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channel boats depend upon this method of making their runs in 
thick weather, and the captains of the coast boats of the Pacific 
Steam Navigation Co. make an invariable practice of tabulating 
the revolutions between their various ports of call. In vessels 
such as the Holyhead or Dover and Calais mail boats, where the 
passage is short, the vessels of great power, and their immersion 
always the name, the method is susceptible of considerable accuracy. 
Again, men who are going constantl i/back wards and forwards on 
a short run, acquire by long experience the knowledge necc sarv 
to enable them to make allowance for wind and sea, according its 
it may be in their favour, or against them. The slip of a screw- 
propeller is so variable under apparently the same circumstances, 
that in boats so driven the method is of inferior value. Experi¬ 
ence shows that the revolutions of a paddle steamer are to be 
depended upon fully as much as the best patent log yet invented, 
with the ad vantage, that the revolutions do not wear out, and the 
patent log does. 

ELECTRICAL LOGS. 

Experiments conducted with an electrical log, made by Elliott 
Bros., of St. Martin’s Lane London, seem to promise well for it. 

It provides means of indicating on the bridge, in the chart- 
room, or in any other desired position, the distance run, and 
also at any time the rate of speed per hour. Granville’s log 
may be towed cither astern or alongside as preferred; its weight 
is about four pounds. This is the best thing of its kind yet 
produced, but it has a drawback in respect of price—£18 10s. 

Quite a number of similar instruments are now on the 
market. Among the latest is the Automatic Log Register and 
Log Controller of the Nautical Instrument Company, Stock¬ 
holm, which appears to be Loth simple and satisfactory. 

THE DUTCHMAN’S LOG. 

This is only available for slow speeds, say a sailing vessel going 
anything between two and live knots. The speed is found by the 
time taken by a chip of wood, u cork, empty bottle, or wad of 
oakum to lloat past on the lee side between two marks, the 
distance between which is known, such as the 1 reak of the fore¬ 
castle and an after-davit, or, preferably, a couple of notches cut 
on the rail. 





DISTJi UST I)EA D RECKONING. i S 3 

The best way is to fix on some proportion of a nautical mile 
(G,0S0 feet), and the same proportion of 3,000 (the number of 
seconds in an hour). For instance, in a “ Four-Poster,” measure 
off 253 feet 4 inches, which is g^th of a knot; then = 150; 
this number divided by the seconds taken by the chip in pass¬ 
ing between the marks will give the hourly speed : for example, 
30 seconds would give 5 knots. In practice, let the mate (stand- 
ing by the after mark) get one of the youngsters to throw a chip 
over well ahead of the forward mark. When it comes exactly 
abreast, he will hold up his hand to the mate, who will note the 
time by seconds hand of his watch, and again when the chip 
iloats past himself. Then reference to a little table, made on 
foregoing principle, will tell the speed to a nicety. It mustn’t be 
forgotten that the Dutch were good sailors, and are still. Before 
Admiral Van Tromp was finally defeated, he gave the English 
iust as much as they could manage. 

DEAD RECKONING. 

Writing about logs and leads naturally leads to the subject 
of Dead Reckoning. Lord Kelvin, in his “ Lecture on Navi¬ 
gation,” has put the matter so clearly and forcibly, that one 
cannot do better than quote his words. He says :— 

“ When no landmarks can be seen, and when the water is too 
deep for soundings, if the sky is cloudy, so that neither sun nor 
stars can be seen, the navigator, however clear the horizon may 
be, has no other way of knowing where he is than the dead 
reckoning, and no other guide for steering than the compass. 

“ We often hear stories of marvellous exactness with which the 
dead reckoning has been verified by the result. A man has 
steamed or sailed across the Atlantic without having got a 
glimpse of sun or stars the whole way, and has made land 
within five miles of the place aimed at. This may be done once, 
and may be done again, but must not be trusted to on any one 
occasion as probably to be done again this time. 

“ Undue trust in the dead reckoning has produced more disas¬ 
trous shipwrecks of seaworthy ships, I believe, than all other 
causes put together. 

“ All over the surface of the sea there are currents of unknown 
strength and direction. Regarding these currents, much most 
valuable information has been collected by our Board of Trade 
and Admiralty, and published by the Admiralty in its ‘ Atlas of 
Wiud and Current Charts.’ These charts show, in scarcely any 
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part of the ocean, less than ten miles of surface current per 
twenty-four hours, and they show as much as forty or fifty miles 
in many places. Unless these currents are taken into account, 
then, the place of a ship, by dead reckoning, may be wrong by 
from ten to fifty miles per twenty-four hours; and the most 
accurate information which we yet have regarding them is, at the 
best, only approximate. There are, in fact, certain currents, of 
ten miles and upwards per day, due to wind (it may be wind in 
a distant part of the ocean), which the navigator cannot possibly 
know at the time he is affected by them. 

“ I believe it would be unsafe to say that, even if the steerage 
and the speed through the water were reckoned with absolute 
accuracy in the ‘account,’ the ship's place could in general be 
reasonably trusted to within fifteen or twenty miles per twenty- 
four hours of dead reckoning. And, besides, neither the speed 
through the water, nor the steerage, can be safely reckoned, with¬ 
out allowing a considerable margin for error. 

Sp«*ed error*. 

“In the recent court-martial regarding the loss of the Vanguard, 
the speed of the Iron Duke was estimated by one of the witnesses 
at ten and a half knots, according to his mode of reckoning from 
revolutions of the screw and the slip of the screw through the 
water; while other witnesses, for reasons which they stated, esti¬ 
mated it at only S-i! knots It was stated in evidence, however, 
that the only experiments available for estimating the ship’s speed 
in smooth water from the number of revolutions of the screw, had 

Compact 

been made before she left Plymouth. If the pressure log, or even 
the old log-ship and glasses, had been used, there could have been 
no such great range of doubt. Hut even with the pressure log 
(until experimented upon, as it probably will not be except by 
the Navy, because not needed for thorough practical work except 
by the Navy), we could scarcely tell with certainty within a 
quarter of a knot what the actual speed of the ship through the 
water is at any instant. And, again, the Massey log may be held 
to have done its work fairly well if it gives the whole distance 
run by the ship in any interval within five per cent of the truth. 

“Consider further the steerage In a wooden ship a gt*>d 
ordinary compass, with proper precautions to keep iron from its 
neighl*onrhood. may be safely trusted to within a half quarter 
point; but. reckoning the errors of even very careful steering by 
compass, we cannot trust to making a course which will he 
certainly within a quarter of a point of that desired. Now you 
know an error of a quarter of a point in your course would put 
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you wrong by one mile to right or left of your desired course for 
every twenty miles of distance run. Thus, in the most favour¬ 
able circumstances, you are liable, through mere error of steerage 
by compass, to be ten miles out of your course in a run of only 
two hundred. 

“In an iron ship, if the compass has been thoroughly well 
attended to as long as the weather permitted sights of sun or 
stars, a very careful navigator may be sure of his course by it, 
within a quarter of a point, when cloudy weather comes on; but 
by the time he has run three or four hundred miles, he can no 
longer reckon on the same degree of accuracy in his interpreta¬ 
tion of its indications, and may be uncertain as to his course to 
an extent of half a point or more until he again gets an azimuth 
of sun or star. 

“ No doubt an exceedingly skilful navigator may entirely, or 
almost entirely, overcome this last source of uncertainty when 
he runs over the same course month after month, and year after 
year, in the same ship; but it is not overcome by any skill 
hitherto applied to the compass at sea when a first voyage to a 
fresh destination, whether in a new ship or an old one, is 
attempted. 

“All things considered, a thoroughly skilled and careful navi¬ 
gator may reckon that, in the most favourable circumstances, he 
has a fair chance of being within five miles of his estimated 
place after a two hundred miles’ run on dead reckoning; but with 
all his skill and with all his care, he may be twenty miles off it; 
and he will no more think of imperilling his ship and the lives 
committed to his charge on such an estimate, than a skilled rifle¬ 
shot would think of staking a human life on his hitting a bull's- 
eye at five hundred yards. 

“ What, then, do practical navigators do in approaching land 
after a few days’ run on dead reckoning ? Too many, through 
had logic and imperfect scientific intelligence , rather than through 
conscious negligence, run on, trusting to their dead reckoning. 
In the course of eight or ten or fifteen years of navigation on 
this principle, a captain of a mail steamer has made land just at 
the desired place a dozen times, after runs of strictly dead 
reckoning of from three or four hours to two or three days. 
Perhaps of all these times there has only once been a strictly 
dead reckoning of over thirty hours with satisfactory result. 
Still, the man remembers a time or two when he has hit the mark 
marvellously well by absolutely dead reckoning; he actually 
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forgets his own prudence on many of the occasions when he has 
corrected his dead reckoning by tlie lead, and imagines that he 
lias been served by the dead reckoning with a degree of accuracy 
with which it is impossible, in the nature of tilings, it can serve 
any man. Meantime, he has earned the character of being a most 
skilful navigator, ami has been unremitting in every part of his 
duty, according to the very best of his intelligence and knowledge. 
He has, moreover, found favour with his owners, through makiug 
excellent passages in all weathers, rough or smooth, bright or 
cloudy, clear or foggy. At last the fatal time comes, he has 
trusted to his dead reckoning once too often, he has made a 
‘ centre,’ not a ‘ buH’s-ej r e,’ and his ship is on the rocks.’’ 

Every seaman of experience will admit the perfect justice ol 
these remarks, even were they not corroborated by the revela¬ 
tions of the Inquiry Courts. 

A very valuable paper on the subject of dead reckoning has 
been written by the late Captain John Miller, and will be found 
in the Mercantile Marine Service Association Reporter , Yol. III., 
page 415. It is also given in the May number of the Sautical 
Muyazinc lor 1673. The reader would do well to refer to it. 

Do not forget to look to your \og-ylass as well as your log-7* ne, 
especially when nearing land. Test it by the chronometer. 

For convenience of testing the length of the log and leadlines, 
the required distance should be permanently marked (with copper 
tacks) on the quarter-deck ; 23 ft. 4 ins.—the length of a knot 
corresponding to a glas.-, running 14s.—being laid oti’on the port 
side, and single fathoms up to live, on the starboard side. It is 
always best to have the leadlines titted with calico for white 
marks, buntiny for red marks, and sc rye for blue marks, because 
in the dark a man can tell the difference by the feel. Test the 
measurements of the lines immediately after use, when then are 
wet and util stntched. 

The following is from the able pen of the late Mr. Thomas 
Cray, C.R.. to whom sailors of all nations owe a lasting debt for 
Ids popular exposition of the Rule of the Road at sea :— 


L. L. L. L. 

THE MARINER’S CREED. 
to in; said I'Aii.v and acted on ai.ways, 

1 understand L. L. L. L. to he the sun hoi or sign for four 
things which I must never neglect; and these things are: Lead, 
Log. Latitude, an 1 Look-out. 
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Therefore, I say, use the Lead and the Log; and mind the 
Latitude and the Look-out. 

I believe in the Lead, as it warns me against dangers which 
the eye cannot see. 

I believe in the Log, as it checks my distance run. 

I believe in ascertaining the Latitude, as it helps to define my 
position. 

I believe in the Look-out, as it warns me against dangers to 
be seen. 

The Lead warns me against dangers invisible, the Log warns 
me against false distances, the Latitude helps to define my 
position, and the Look-out warns me against dangers visible. 

And I earnestly resolve, and openly declare, that as I hope to 
sail my ship in safety on the ocean, as I wish to spare the lives 
of my fellow-creatures at sea, and as I wish to go in safety all 
my days, so will I steadfastly practise that which I believe. 

And I hereby warn seamen, and tell them that if they neglect 
any one of these four things, either the Lead, the Log, the 
Latitude, or the Look-out, they or their fellows will some day 
surel} T perish.” 

- * - 

Before leaving the subject of sea-sounding, it will be in¬ 
teresting to mention the maximum depth yet discovered in the 
Mediterranean. In 3,5° 45' N., 21° 46' E. (about 50 miles south¬ 
west from Cape Matapan), the Austrian surveying vessel Pola 
found a depth of 2,408 fathoms, followed, within a few miles 
further east, by a depth of 2,231 fathoms. This area has 
received from the Austrian Hydrographical Board the name of 
4 Pola Deep.’ 

The temperature at the first named depth was 56°; but the 
lowest (521°) was observed at the exit from the Adriatic, at the 
moderate dtpth of 415 fathoms. 

The density of the water in the eastern Mediterranean is 
greater than in the western Mediterranean, and varies but very 
little at any depth from 1’030. The transparency also is very 
great. In three cases a white disc was seen down to a depth of 
29£ fathoms, but in the ‘Pola Deep’ it disappeared at 17^ 
fathoms.. 
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CHAPTER XIII. 

THE MARINE BINOCULAR AND TELESCOPE. 

In a work of this character it would be undesirable, even if 
practicable, to enter seriously on all the complex properties of 
telescope lenses, and the ditliculties—optical and mechanical— 
attending the various stages of their manufacture. But whilst 
avoiding the abstruse questions which might possibly get the 
writer out of his depth, it will be of interest to the reader to have 
explained in a general way the elementary principles upon which 
the action of a telescope depends. Thus posted, a purchaser will 
have a better notion of what he is about, ami will be able per¬ 
sonally to select instruments suitable to what may be his special 
requirements, for it will be made manifest that those adapted for 
one purpose—however good in themselves—are not necessarily 
so for another. 

To begin at the beginning, it is desirable to say just a few 
words about some of the properties of light 

1. Light is the agent which, by its actiou on the retina of the 
eye, excites iu us the sensation of vision.* 

2. A medium is any space or substance which light can traverse, 
such as a vacuum, air, water, glass, Szc. A medium is said to be 
homo<jenruu$ when its composition and density are the same 
throughout. A coal-laden ship would ordinarily he considered 
to have a homogeneous cargo, though it might not, and probably 
would not. be so in fact. For example, part might be from one 
mine and part from another, yielding coal of very different 
densities. 

3. In every homogeneous medium, light is propagated in a 
straight line. 

4. Light changes its direction on inerting an object which it 

# The retina ii the delicale mem] inne hy which the hack j art of the plol* of the eyo is 
liu- <1, ami In which ihe fibres of the nerve terminate. It is the function of the optic 
nerve to transmit visits] impressions to the hrain, which is the seat of all our seo"slior» 
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cannot penetrate; also when it passes from one medium to 
another. The first process is termed reflection, and the latter 
refraction . 

A seaman having only to deal with refracting or dioptric 
telescopes, we will confine ourselves to the phenomenon of single 
refraction. 

Refraction is the bending which occurs in rays of light when R e f rac ti 0 n 
passing obliquely from one medium to another; water and air 
afford the most common illustration of this, witness the bent 
appearance of an oar-blade as seen in clear water. The word 
oblique is italicised because, should the incident ray be perpen¬ 
dicular to the surface separating the two media, it is not bent in 
the least, but continues on in the same straight line as before.* * 
Reference to nautical tables will shew that refraction is greatest 
at the horizon (33' 40" with barom. at 30 inches and air at 50°), 
where light enters our atmosphere most obliquely, and vanishes 
altogether at the zenith, where it enters perpendicular to our 
atmosphere. See page 91. 

Everyone knows what a triangular prism of glass is. They 
are commonly used as ornaments for chandeliers, &c., and are 
then spoken of as ‘ drops.’ Subjoined are two views of a prism; 
the first shews it ‘end on/ and the other as it would appear if 
looked down upon obliquely. 



A pri*m, 


Most people know also that the various glasses in a telescope 
are termed lenses. In section they are of several different forms, 
and always more or less prismatic. Sometimes two, or perhaps 1 ease*, 
three, are closely united by some substance, such a< Canada 

• Perpendicular i 3 merely auother expression) for “ at right augles,” ami must oot b# 

*vmfounded with vertical • 
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balsam, which is transparent, and has a refractive power nearly 
equal to glass: they arc then termed compound lenses. 

When ordinary white light passes through a simple lens, which 
may be compared to a series of prisms with infinitely small faces 
like microscopic steps of stairs, it is not only refracted, but is 
partially decomposed or separated into its constituent colours, the 
different coloured rays coining to a focus at different distances, 
owing to their varying degrees of refrangibility. The focus for 
red rays, which are the least refraugible, is obviously furthest 
from the lens; and that for violet rays is nearest to it, the foci 
of the orange, yellow, green, blue, and indigo lie between in the 
order shewn in the subjoined spectrum. The diagram docs not 
shew the focal points. 



This peculiar dispersive effect is observed in the rainbow, which 
is an arch formed opposite to the sun by the refraction and re¬ 
flection of the sun’s rays in drops of falling rain. Thus we have 
the chromatic abei'ration of a lens arising, as shewn, from the 
different refrnngibilities of the coloured rays into which white 
light is split up in its passage through a prism. Owing to the 
different focal lengths of the rays, chromatic aberration causes 
overlapping images with a fringe of colour, and consequent 
indistinctness or want of sharpness at the edges. 

But this is not all. Kven supposing the light to be of a single 
or uniform degree of refrangibility, the spherical surfaces of the 
lens would introduce another element of trouble, inusmueh as 
the rays, which outer near the margin of the lens, will come to a 
focus sooner than those which enter near the axis or centre. 

This is called spherical aberration or confusion, and in the case 
aberration. G f t i 10 $ inrj>lc lens cuu only be curetl without losing light— mid then 
hut partially —by making its radius of curvature excessively large, 
or, in other won Is, by giving it an enormously long focal length, 
which of course would be impossible with portable telescopes. 
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But of the two defects, the first named is much the more 
serious, and no way of avoiding it was known until the middle of 
the eighteenth century. The fact had, indeed, been recognized 
by mathematicians and physicists that every transparent medium 
has a special quality of refraction, and, consequently, that if two 
kinds of glass could be produced having very different ratios of 
refractive to despersive powers, the defect could be cured by 
combining lenses made of these different kinds of glass, and thus 
enable white light to be refracted to a focus without being dis¬ 
persed or broken up into its coloured components. 

This idea, however, was not realised in practice until the time 
of the celebrated optician, John Dollond, who, about the year 
1757, demonstrated that a satisfactory objective could be made 
by combining a concave lens of flint glass with a double convex 
lens of crown glass, in such manner that the dispersive powers of 
the two lenses should neutralise each other, being equal and act¬ 
ing in opposite directions, whilst the crown glass, having its 
refractive power increased by giving to it additional curvature, 
would cause the emergent ra 3 r s to converge to the required focus 
for magnification by the eye-piece. 

Crown is a comparatively light glass made of sand, sulphate of 
soda, and lime ; whilst flinty containing sand, carbonate of potash, 
and red-lead, has nearly double the density: hence their different 
refractive powers. 

As now made, the outer or crown glass lens of the objective 
is double-convex, whilst the inner or Hint one is generally nearly 
plano-concave. The adjoining surfaces are worked to such a 
nicety that they fit together almost as one. It would not do for 
any but an optician to take the glasses apart, as they are ground 
for a given relative position, and would not be true for any 
other. 

In all cases, however, the true convergence of the white ray is 
only obtained by a modification in the shape of the spherical 
surfaces. In the trade this elaborate process is termed ‘ figuring/ 
and has generally for its object an alteration of form in the 
direction of an elliptical section. It requires on the part of the 
operator such skill, patience, and care as few possess. 

To ensure to the image perfect definition and sharpness, it is 
absolutely necessary to have 

1. The right quality of material. 

2. Freedom from blemish in the material. 

3. High-class and specially gifted workmen. 
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4. Talented supervision. 

To obtain coating of large size free from veins, and homogeneous 
throughout, is a matter of extreme difficulty. Failures are many. 
All this means time, patience, and money, so it is no wonder that 
big refracting telescopes can only be produced at great expense. 
Hurry is out of the question. 

So far, the reference lias been more particularly to the object 
glass, or objective as it is termed, but this in itself would be 
worthless without the eye-piece or ocular. It would be like a 
violin without strings. 

To all intents and purposes the ocular is neither more nor less 
than a microscope, its duty being to magnify the image which 
has been brought to a focus for this purpose by the objective. 
Kach, then, has its own special work to do: one is a collector of 
the light emanating from the object, and the other a magnifier of 
its image. The eye-piece is a combination of lenses varying 
according to the purpose for which the telescope is intended. 
On form— the diagonal eye-piece —may at once be dismissed, as 
the general run of seamen have no concern with it. 

The astronomical cyc-jnece, which is the simplest form, shews 
the object upside down; on this account it is often termed the 
' inverting eye-piece' This, however, is not right, as it is really 
the object glass which is responsible for the inversion. The eye¬ 
piece in this case merely takes the image as it finds it, and, after 
magnification, passes it on to the observer without rectifying the 
position. It has but two lenses, of the kind known as plano¬ 
convex. The convexities are towards each other, and their 
distance apart is regulated by a rule which need not be stated. 

This particular form of eye-piece takes its name from Jesse 
llamsden, a son-in-law of Dollond, who, beginning life as a cloth- 
worker, subsequently achieved great eminence as a mathematical 
instrument maker. Dollond himself began as a silk-weaver. 

The Kamsden eye-piece is not suitable for a ship's telescope, 
winch is intended to shew things in their natural position. To 
secure this we must have recourse to the ' erectiny ’ eye-piece. It 
has four lenses, and only accomplishes its purpose by sacrificing 
a certain amount of light, due to the fact that each lens charge^ 
a toll for transmission: that is to say, there is a percentage of 
loss at each of the four lenses, or we may put it that the trans¬ 
parency of gl.iss, however pure and good, is not absolute. There¬ 
fore, for equally distinct vision to that obtained with the Kamsden 
eye-piece, the telescope fitted with an erecting one must have a 
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larger object glass. Rather than sacrifice light, astronomers 
invariably use inverting telescopes, and if seamen could but 
educate themselves up to it, there is no doubt that they would 
be an advantage in their case also. It is significant that those 
who accustom themselves to the inverting telescope of the sex¬ 
tant never go back to the other, though it must be admitted 
that the cases are not altogether similar; a round object like the 
sun appears the same whichever side is uppermost. 

Of course it will be understood that the lenses of an eye-piece 
are subject to the same troubles as those described in connection 
with the object-glass, and are cured in much the same manner. 
But there is also another dodge, not yet alluded to, which assists 
in the cure. Spherical aberration, more especially, is prejudicial 
to good definition, so at various points in the interior of the tube 
are placed thin discs of metal with a central aperture, the size of 
which is regulated according to circumstances. These rings are 
termed * stops, 5 and their business is to intercept the extreme rays 
near the edge of the lens, also to cut off any extraneous light 
which may enter the telescope slantingly, and which, if not inter¬ 
cepted, would produce a fogginess over the whole field of view. 
In this latter duty the * stops ’ are aided by an external tube, 
capable of being extended for several inches beyond the object- 
glass. This is appropriately named a * ray-shade.’ Should the 
telescope be pointed so much in the sun’s direction that his rays 
would enter it, the effect would be to cause internal reflections ; 
to diminish these the interior of the tube is coated a dead black, 
and the ray-shade is of course drawn out to its full length. 

In connection with this matter of * stops, 5 should the object-glass 
be indifferent, it is just possible the maker—rather than reject 
it—may seek to conceal its shortcomings by unduly reducing the 
aperture of the ‘ stop,’ so as only to permit of the central portion 
of the lens being brought into use. For example, let an objective 
of two iuches diameter be ‘ stopped 5 to such an extent as to 
reduce its effective diameter to F4 inches. In this case the buyer 
will be paying for just half of what he thinks he is getting. 
Imposition of this kind can easily be detected as follows :—Focus 
the telescope as usual, then look through it from the big end, and 
if, by moving the eye to one side, the circular aperture should be 
interfered with, make a corresponding mark on the glass. Re¬ 
peat this on the other side. The distance between the two marks 
is the effective diameter of the object-glass. It is usual in all but 
the very best glasses to allow a small amount of ‘stop, but if 
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MAGXIFYIXG POWER. 

excessive, the telescope should be rejected as a rank pretender. 
Therefore, Brother, keep your weather eye lifting, or you may be 
sold along with the telescope. 

The main features in the construction of the telescope having 
now been disposed of, we may proceed to other considerations, 
and will commence with a very popular error, namely, that 
distant objects are seen more distinctly in proportion to the 
magnifying power employed. If this were really so, it would be 
better to use a small microscope, magnifying, say oOO times, than 
the bulkier ship’s telescope magnifying but *30 times. It is not 
merely by magnifying that the telescope assists vision ; but also, 
and more especially, by increasing the quantity of light, which 
comes to the eye from the object under inspection. For example, 
should we view an object through an instrument which magnified 
but did not increase the light received by the eye, it is evident 
that its brilliancy would be lessened in proportion as the surface 
of the image was enlarged, since a constant or fired amount of 
light would be spread over an increased surface; and thus, unless 
the light in the first place happened to be particularly strong, the 
object might actually become so darkened by the use of a high 
power as to be less plainly seen than with the naked eye.* It is 
for this reason that the eyes are unduly strained in the endeavour 
to make out the details of an object, as seen through some ill- 
constructed telescopes of high magnifying power and small 
aperture. 

Under such conditions flags fluttering in the wind are especially 
diflicult to make out, the colours appearing much loss vivid than 
they should do; in faet, they look washed out. 

Jloir the telescope increases the quantity of light will be ap¬ 
parent by considering that, when the unaided eye looks at any 
object, the retina can only receive as many rays as fall upon the 
pupil. - }* Now, by the use of the telescope, as many rays can be 
concentrated and brought to the ntina as fall on the entire object- 
glass. No wonder, tin n, that to look at the sun through a tele¬ 
scope of any si/e without the intervention of a very dark glass, 
means instant destruction to the sight. 


* It the image be bn mu h larger than tin object as the oljecl glaoa ia larger than the 
pupil of the eye, the obje-t ami it> t lea- >pt ■ linage will *ji>«ar equally bright T ie 
li all), as will prt cully be aceu. 1'ie mo-t tununlable difli ulty m attaining very high 
111 %'mlying power*, ia lhat due t> the enorinoua mrea of tin ol ject-gln<aci which .ire re 
quirt d l > uni • ,l tho ne»'c«sary bn# 1 1 lit as to the enlarge 1 image. 

* The Miia'l c nlrn til- aperture tu the centre of the e)o. 
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The pupil of the human eye in its normal state has a diameter 
of jth of an inch, and by the use of the telescope the retina is 
virtually increased in surface in the ratio of the square of the 
diameter of the object-glass to the square of ^th of an inch: thus, 
with the 2-inch aperture of the ordinary ship’s telescope, the 
number of rays collected is just one hundred times as great as 
the number collected with the naked eye. For example, the 
number of fifths of an inch in the diameter of a 2-inch objective 
is of course 10, and 10 multiplied by itself is 100. 

To go a little further in this direction. If the brightness of a 
star seen with the eye alone be put at 1, then with a 2-inch tele¬ 
scope it becomes 100 times as bright; and with a 4-inch telescope 
it is 400 times as bright, because the square of 2-inch being 4, 
and the square of 4-inch being 16, the brilliancy is as 16 to 4, 
or four times as great. 

It must be understood that the size of a telescope is described 
by the diameter of the object-glass, and not by the length of its 
tube, as many might suppose. 

Following the rule as above, we find that the brightness of a 
10-inch telescope is twenty-five times more than that of a 2-inch. 
Thus the square of 2-inch is 4, and the square of 10-inch is 100; 
4 into 100 will go 25 times. In this way it will be seen that 
“big Jim ,” of the Lick Observatory, with an objective 36 inches 
in diameter, receives 324 times more light than a ship’s telescope, 
or 32,400 times more than the unaided human eye. 

Now, it is evident that for use on board ship there is a limit to 
the size of a telescope. This limit may be fixed at 2f inches, which, 
with a pancratic eye-piece, permits of magnifying powers of 50, 
60, and 70. The last would of course only be used in very clear, 
bright weather, and smoothish ivater. It has already been pointed 
out that, for the same sized object-glass, the higher the power 
the fainter the picture; but, in addition, there is the further 
drawback that the field of vieiv is narrowed. This latter is a 
very serious matter indeed, as it increases the difficulty (always 
experienced afloat) of keeping the instrument fixed on the object 
under scrutiny, the least motion at once putting it out of the 
field, so that a continuous and steady look is impossible. Can 
anything be more aianoying ? In misty weather, also, a glass 
with great magnifying power is unsuitable, as it magnifies the 
haze as well as the object, and of course renders the latter even 
more blurred and indistinct than before. 

Hence the advantage of the pancratic eye-piece with varying 
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powers, which can be used according to circumstances, A 2^-inch 
paneratic telescope when pulled out measures about 4 ft. 0 in. 
With the ordinary eye-piece, and a power of .SO, a 2^-inch when 
open would measure about 3 ft. 7 in. The difference in the price 
is very little. A 2$-inch will show stars of 11th mag. 

The writer possesses an elegant 2£-in. paneratic telescope by a 
well-known London maker, tfhich magnifies 30, 40, or 50 times. 
It lias two ‘draws.’ For general purposes the one nearest the 
observer is not pulled out or touched in any way, and the glass 
then magnifies but 30 times, which is mostly good enough; if, 
however, an exceedingly bright clear day justifies the use of a 
higher power, it can be obtained up to 50 by drawing out the 
small or paneratic tube, which is marked by numbered rings, so 
as to indicate the precise power employed : the focussing is done 
with the other tube as before. The open length of this glass is 
3 ft. G ins. 

Calcutta pilots, who have often to look for small ehaunel marks 
when yet a long way from them, invariably bring on board their 
own telescopes, and but seldom accept the proffered binocular. 
It must be remembered, however, that the use of these powerful 
instruments is, in their case, restricted to clear sunshiny weather 
and perfectly smooth water. 

A great enemy to the use of the telescope is the unsteadiness 
of the air itself. We view objects through an atmospheric 
medium which is never at rest, and its undulations—which some¬ 
times even the naked eye can detect—are magnified in proportion 
to the power employed. The circumstances, therefore, under 
which high powers are applied are often such ns to render the 
object much less distinct than the mere value of the magnifying 
power in use might seem to warrant. 

It is now time that we gave the Binocular a turn. 

In principle it is precisely the same as the telescope, of which 
it is the simplest form. It consists merely of two lenses in each 
barrel, namely, a double convex objective and a diverging or 
double concave ocular. It gives an irect image. Having only 
two lenses, it absorbs very little light, and as each eye hits its own 
teleseope, still greater brightness is obtained. All this points to 
the special qualification of the binocular for night work. Another 
point not without its advantage is that tiie focussing does not 
require such very line and careful adjustment as in the case of 
the telescope, where the manipulation especially with large 
magnifying powers—has to be very delicately done. With tin 
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binocular, on the contrary, the lengthening or shortening of the 
instrument does not produce so decided an effect on the divergence 
of the light, and the accommodating power of the eye is ac¬ 
cordingly able to make up for any small error in the focussing. 
The use of both eyes, moreover, permits of seeing things standing 
out stereoscopically as in natural vision. 

Marine binoculars differ, or should do, from the instruments in 
use on shore. Such fancy articles as those fitted with revolving 
e} T e-pieces, which, according to the particular one employed, con¬ 
stitute them either Marine, Field, or Opera glasses, are quite 
unsuitable for use on board ship. 

Binoculars, when first introduced for sea use, were intended 
exclusively as night-glasses, but, from their extreme portability 
and large field of view, were soon found to be so convenient for 
general service, that, before long, opticians manufactured them of 
patterns to meet nearly all requirements. The binocular is now 
so universally popular that she must indeed be a lowly type of 
craft that does not possess one or more among the after-guards. 
Their manufacture is confined almost exclusive^ to Paris. 

In the binocular, as well as the telescope, high magnifying 
power and the acquisition of light are invariably opposed to each 
other, and it is always necessary that one of these qualities should 
be more or less subordinate to the other, according to the par¬ 
ticular purpose for which the instrument is intended. Conse¬ 
quently, in the Night-glass, where the main desideratum is to 
collect as much light as possible, to enable that which is looked at 
to be seen with distinctness, it is evident that we cannot expect 
much magnifying power. 

On a dark night, when sweeping the horizon in quest of ships, 
land, or buoys, it is obvious that the greater the area embraced, 
the greater the likelihood of picking up the object sought for. 

The object glasses of the binocular should therefore be as large 
as possible, consistent with a requirement hereinafter to be named; 
and of short focal length, by which combination you not only 
gain good illuminating power, but also the important advantage 
of a wide field of view. 

From these considerations it will be evident that the proper 
way to select a binocular for night use is, not to stand at a shop 
door in broad da}’light, trying how much it enlarges some distant 
clock-face, but to wait until nightfall, and test it by looking up a 
dark street or passage; and if figures, before only dimly visible 
to the naked eye, are rendered tolerably clear by the aid of the 
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glasses, you may rest assured you have hit on a suitable instru¬ 
ment 

The principle aim. therefore , of the night-glasses (as already 
stated) being to intensify and get as much light and field as 
possible , you must be prepared to sacrifice magnifying power, 
v'hick should never exceed four diameters. 

A simple method of determining this latter quality is to look at 
any suitable object with one eye unaided, whilst with the other we 
use one tube of the binocular. The object will then be scon in its 
natural size, and at the same time as magnified by the instrument. 
By 11 little manipulation the two images can be brought side by 
side, or made to overlap, when it will be easy to see how many 
times the magnified image is larger than the natural one. 

Another point essential to be remembered—and this it is which 
unavoidably limits the size of the object glass—is, that the centre 
of curvature of the lenses should be exactly opposite the pupil of 
each eye; or, in other words, that the distance between the right and 
left-hand glasses should correspond to the distance between the 
eyes—centre to centre. This is capable of easy measurement; so, 
in choosing your binoculars, those not corresponding to this re¬ 
quirement should be at once rejected, irrespective of other con¬ 
siderations. It is seldom that the distance between the pupils 
permits of a larger object glass than 2j}-inchos diameter, as it 
will he apparent to anyone that its measure must be a little less 
than the aforesaid distance, to allow for setting in the frames. 
Hence a good and well made pair of glasses may suit one man 
perfectly, and another not at all. 

A binocular has been devised, fitted with a hinged joint con¬ 
necting the twin parts, so that the distance between the barrels 
can be increased or diminished at pleasure, to suit ditlerent eyes, 
but for several reasons it is not a success. 

The best achromatic binoculars have six buses in each tube, 
three being combined to form the object glass, and three to form 
the eye-piece. Such a combination is termed a 'triplet* Medium- 
priced binoculars have an achromatic object glass of two lenses, 
and a single eye lens; but in the very common glasses, both the 
objective ami ocular are of the simple form, and the fringe of 
colour, inseparable from their use, fatigues the sight and impairs 
the sharp definition of whatever is looked at. 

Without being in the least ntllicb d with colour blindness, it is 
difficult, when Using cheap glasses on a dirty night, to distinguish 
>\ ith certainty the colour of a vessel’s lights especially when the 
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latter happen to he nothing extra in themselves. Under such 
unpleasant circumstances a white light is apt to have a greenish 
or reddish tinge, as the case may be ; or a green light, as likely 
as not, is mistaken for a white one. It is important, therefore, to 
be provided with the best article if you wish to guard against 
collisions. 

The common long-draw binocular is always to be avoided, as 
with wear the sliding tubes work slack, and the parallelism 
of their axes being destroyed, the observer “ sees double.” This 
remark does not apply to a binocular of superior make now 
coming much into favour with yachtsmen and tourists. It is to 
all intents and purposes a small double-barrelled telescope, a 
condition inconsistent with its use as a night-glass. For day use, 
however, these glasses are admirable as a substitute for the 
telescope, and being easier to hold, recommend themselves greatly 
to ladies, or to gentlemen who have not got their sea-legs aboard. 
The high price of the good ones—£10 to £20—restricts their sale, 
and, after all, they are nothing more than a compromise. 

To protect the eyes from a strong cold wind, it is a good plan 
to have the binoculars furnished with a concave shield of thin 
brass, made to lit closely to the face, and to ship and unship when 
required. Any handy engineer on board can do this, and it will 
be found a great comfort to persons with weak eyes. 

Many men, from its greater portability, habitually use the bino¬ 
cular in the day time; but where the distance is great, and the 
object small, it has to give way to the more powerful telescope. 

Now that it can be obtained cheaply, the best metal for bino¬ 
cular or telescope is undoubtedly aluminium. In strength and 
toughness it rivals steel; in non-liability to corrosion it is almost 
as good as gold ; and in lightness it stands altogether alone, being 
only one-third the weight of copper or brass. 

In providing yourself with these instruments, recollect that 
each has its own important, but perfectly distinct, function. Of 
all things, beware of “ Cheap Johns.” If you wish for a really 
good article, you must be prepared to pay a reasonable price for it.* 

* Some years ago the author’s curiosity was excited by the seemingly marvellous 
statement iu the window of a shop, in a certain town, botli of which shall be nameless, 
that a binocular, exhibited for sale, had rendered an “object” visible at the distance of 
ninety miles. This was attested by a letter to be seen within. On enquiry, the “object” 
turned out to be none other than the island of Tristan d’Acuuha, which, as most soulhern- 
going sailors know, is sometimes visible to the naked eye at even a greater distance. This 
reminds one of the anecdote of the Cockney tourist on the summit of Hen Lomond: on 
remarking to his Scotch guide that they could discern objects at a great distance, the 
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gni.lt* replied that if the oilier won <1 onl\ . i»t wait a * nj e i' hours or so, he would l* 
«ble to sec something much further still. Guess the feelings of the tourist when, on 
enquiring what he would see, he got for answer. “• on*7 se> ihf moon." Not long s. t 
another shop notice caught the author's eye . it was to t le offe't t ! at the hinocnl r it 
referred to wou’d enal 1 * a j>erson to lie recogn>«i l at a distance if five miles. Now w en 
it is kn >wn t ; at at that distance a man of avernze e lit wW oily subtend an angle ot 
forty-live seconds I three-quarters of a minute if arc , it w 11 nt once he evident t 1 at sue*, s 
sta!eluent is ridiculous. 

For some ye. -s t iere has been quite a craze lor lug tel •*■* >j>es, nor is it to W w >nder»d 
at. I/ird Fosse's (muons rellector was the first o: the g ants, and dates la k to 1-45. 
Including mounting, &t\, it cost £30,00 . It has a n.etal speculum or n rror of 4 tons in 
weight and 0 feet in diameter. l*s li >ht- wtheria j pow»r is consequently enormous, lmt, 
owing to defects in curvature, its tUjitu nj power is surp ssc 1 hy the much more j>erfect 
instruments o recent .’onstruvt*on, such ns that belonging to Mr. Ainslie Common, the 
astronomer of Ruling, which has a silverel glass mirror of 60 inches in diameter. This 
magnificent telescope, thou, h smaller than Lord Rosse’s. is considered by many to be the 
moat powerful one in existence. 

The prin tpal ol>*rv. ’ones of the w rid are r pidly ptt ng eqi ipped wth refrai'.i g 
telescopes of extraordinary size Washn gtou has one o: 26 inches, Vioot n. 27 inches; 
Greenwich, 2S inches; Pnlkowa, 30 inches; but as usual, the Americans « ut-distance 
every other nation. Oil one of the summits of Mount Hamiltou (California . at nn 
elevation of 4.227 feet al>ove sea level, and in an atmosjhere whicn, astronomical y 
speaking is per ect, an obsenatory has been erected, cont ining s reiractor wit*i which 
excellent work has been done. The observatory and its apj ointments are the gilt of 
Mr, .fumes Lick, an Amcric n million, ire, who left to the Un versity of California 
700.000 <lds for lie purpose. In 1835, after trials extending over aix years, dur i g 
whi di th. re were 10 failures, the glass discs for the oljective were sue esalully ca«t by 
Feil, of Faria; these were woth*d to a true figure, yo hod. on 1 finished in 1886 by 
Alvaii Clark, of Cam ridge, near Bo.'ton, IT 8.A. Hie ol ective is 36 inches in diameter, 
and cost £l0,0 f 0. The tube, which is 57 feet loi g, weighs 4$ toi *. has a d snifter of 
4 feet in the middle, and cost about the same as the lense*. T) e iron pier mpportiog 
the telescope and its mechanism stands tl-out 80 feet high, and we*gh 25 tons. Th s 
>u-r rests upon a massive a one foundation, in which is n tot b end 1 s ng the retus i.s of 
tlie doner, dep Mt«l there with some ceremony on January 9th, 1 S*'7. The max • 
mum msgiiiiying p wer of the Lick telescope is 3,300, and w tl i , at midnight of 
September Pth. 1392 was discovered the 5th satel ite ol Jup ter. There would appear to 
| e no finality in man's ambit ion, for the late Mr Charles Yerke*— another wea th} 
A mer can—"donated " 500 0 0 d Vs. t' the IVvnaity of Chicago to construct a sti 
bigger refractor T c olye t ve i* 4<* niches in diameter. and Is nearly a third more 
p .wer than the ' Lick '; 1 nt, in | oint of atm> spheric condition*, the site cbo-en is stated 
to be not nearly so ..1. 

Kefi acting telescopes were inv. i ti d first, but in Wth kinds the fundumei 1 nl princ* pie 
Is the nine The la 1ms or niliror—as the case may be—0 rn s at ita focus a teal 
, ,„,r if of the olject looke 1 . *. and th s image '« then exam tied and mlarged by the eye 
! .< e, whos* un l on it i* to k t t*.e part of a |« wer ul tnagnilyinc g ass. 


CHAPTER XIV. 


lord Kelvin’s navigational instruments. 

I. NEW FORM OF AZIMUTH AND STEERING COMPASS, WITH ADJUNCTS FOR 

THE COMPLETE APPLICATION OF THE LATE ASTRONOMER-ROYAL'S PRIN¬ 
CIPLES OF CORRECTION FOR IRON SHIP8. 

In 1838, the attention of the late Sir George B. Airy, then The foundei 
Astronomer-Royal, was occupied by important experiments with of present 
the object of analysing the disturbance produced in the compass system 
needles of iron ships. These experiments were earned on for the 
most part in H.M.S. Rainbow , in Deptford Dockyard. They bore 
good fruit, for in two papers presented to the Royal Society, the 
first in 1830, and the second in 1855, Sir George shewed how the 
errors of the compass may be perfectly eorreeted by permanent 
magnets and soft iron placed in the neighbourhood of the bin¬ 
nacle. Partial applications of his method came immediately into 
use in merchant steamers; and within the last twenty-five years 
have become universal, not only in the merchant service, but in 
the navies of England and other countries. 

Here it may be said that, although improvements in the method 
of correction have been made, the general principle is still the 
same. 

Some twenty odd years ago the attention of Lord Kelvin was 
forced to this subject, through his having been called upon by the 
Royal Society to write a biographical sketch of the late Mr. 

Archibald Smith, with an account of his scientific work on the Lord Kelvin 
mariner’s compass and ship’s navigation; and he therefore com- ex P < “ nn,e,,<s 
menced to make trial compasses with very much smaller needles 
than any previously in use; but it was only after three years of 
very varied trials in the laboratory and workshop, and at sea, 
that he succeeded in producing a mariner’s compass with the 
qualities necessary for thoroughly satisfactory working in all 
weathers and all seas, and in every class of ships, and yet with 
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small enough needles for the perfect application of Airy’s method 
of correction for iron ships. 

Theoretically speaking, a com pass-card constructed on true 
scientific principles, properly compensated for the ship’s mag¬ 
netism, and mounted in the right sort of bowl, is a stationary 
object in space: that is to say, no matter how frisky the ship may 
be, or whether the circle be made under port helm or starboard 
helm, the needles should unswervingly point straight to the mag¬ 
netic north. In other words, it is a desirability that, under all 
circumstances, the compass-card should remain perfectly station¬ 
ary, and the nearer this condition is approached the better the 
compass. 

On account of friction on the pivot—if for no other reason— 
this result could not be even approximately achieved with the 
heavy cards, before Lord Kelvin set his wits to work to solve the 
problem. T he old-fashioned cards, when experimented upon, 
would not—when deflected — return to rest in the magnetic 
meridian as they invariably ought to do; nor even could they be 
depended upon to settle down again at the point from which 
they started, whatever that might have been. This was due to 
the faet that the relation of the needles in point of magnetic 
power to their own weight, added to that of the card and its 
framework, was not such as would fully control the card. It is 
therefore one of the qualifications of a good compass that the 
needles must be able to overcome the friction on the pivot, or the 
essential feature of the instrument is sacrificed. 

It is an obvious thing in mechanics that if you have a heavy 
weight you have a heavy friction, and if you diminish the weight 
you diminish the co-etlicient of friction. Lord Kelvin’s card 
weighs only lalf-n-crown (2s. fid.) or | of an ounce, whereas the 
Admiralty Standard Compass Cards "A" and “.1” weigh re¬ 
spectively JU ounces and fij ounces—a vast difference, shewing, 
moreover, by results, that the Admiralty system was funda¬ 
mentally wrong. 

Among other devices for securing the maximum of directive 
force for any given weight. Lord Kelvin, taking advantage of the 
fact that magnetism resides principally, if not wholly, in the 
surface, uses a plurality of needles whereby greater surface is 
sec ired than would be the case were the same amount of material 
used in a lesser number of needles of the same length. 

Another result at which Lord Kelvin arrived, partly by 
lengthened trials at sea in his own yacht, and partly hy dynami- 
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cal theory analogous to that of Froude with reference to the 
rolling of ships, was that steadiness of the compass at sea was to 
be obtained not by heaviness of needles or of compass card, or of 
added weights, but by longness of vibrational period* of the com¬ 
pass, whatever way the longness may be obtained. Thus if the 
addition of weight to the compass card improves it in respect to 
steadiness at sea, it is not because of the additional friction on the 
bearing point that this improvement is obtained ; on the contrary, 
the dulness of the bearing point, or too much weight upon it, 
renders the compass less steady at sea, and, at the same time, less 
decided in shewing changes of the ship’s head, than it would be 
were the point perfectly fine and frictionless, supposing for a 
moment this to be possible. 

It is by increasing the vibrational period that the addition of 
weight gives steadiness to the compass ; while, on the other hand, 
the increase of friction on the bearing point is both injurious in 
respect to steadiness, and detrimental in blunting it or boring into, 
the cap, and so producing sluggishness after a short time of use at 
sea. If weight were to be added to produce steadiness, the place 
to add it would be at the very circumference of the card, by which 
means it would acquire a large moment of inertia, depending upon 
the extended radius of gyration. This would give a longer period 
compared with that which we have with a shorter radius of 
gyration and the same magnetic influence.f 

The conclusion that Lord Kelvin came to was that no weight 
is in any case to be added, beyond that which is necessary for 
supporting the card; and that—with small enough needles to 
admit of the complete application of the late Astronomer-Koyal’s 
principles of correction—the length of period required for steadi¬ 
ness at sea is to be obtained, without sacrificing freedom from 
frictional error, by giving a large diameter to the compass card, 
and by throwing to its outer edge as nearly as possible the whole 
mass of rigid material which it must have to support it. 

* The vibrational period or the period (as it may be called for brevity) of a compass, ia 
the time it takes to perform a complete vibration, to and fro. when deflected horizontally 
through any angle not exceeding SO 0 or 40°, and left to itself to vibrate freely. The time 
of vibration is tbe mass multiplied into the square of the radius. 

f Taking a fly-wheel by way of example, the radius, of the rim in which the whole mass 
must be collected without altering the importance of the inertia relatively to rotation 
round the axis, is technically defined as the radius of gyration. 
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In the compass card, of which a representation is here given, 
these qualities are acquired l»y supporting its outer edge on a 
thin rim of aluminium—a strong hut exceedingly light metal— 
and its inner parts on thirty-two silk threads stretched from the 
rim to a small central boss of aluminium, making thirty-two 
spokes, as it were, of the wheel. 

The silken threads being an elastic medium between the point 
of suspension and so much of the weight as is accumulated in the 
rim, tin* hammering notion of the card on the pivot during vertical 
shocks or tremors is mitigated : and to a smaller extent lateral 
shocks also, but, owing to tl»e threads being in tension, this last 
effect is not so pronounced. Speaking generally, in being pro¬ 
pagated through the tlexible structure of the canl the energy of 
a disturbing fore** is absorbed and nullified. This object is further 
attained by slinging the bowl and its contents from an elastic 
copper grommet. In the 1x02 patent the suspension is different. 

The card itself is of thin strong paper, and all the central parts 
of it are cut away, leaving only enough to shew conveniently the 
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ordinary points and degree divisions of the compass. The central 
boss consists of a thin disc of aluminium, with a hole in its centre, 
which rests on the projecting lip of a small inverted cup made of 
the same metal, and mounted with a sapphire cap, which, in its 
turn, rests on a fixed iridium* point, and so sustains the entire 
card. 

Cap and Bearing Point. 



Eight small needles, from to 2 inches long, made of thin 
steel wire, and weighing in all 54 grains, are fixed like the steps 
of a rope ladder on two parallel silk threads, and slung from the 
aluminium rim by other silk threads rove through eyes in the 
ends of the outer pair of needles. Being slung underneath keeps 
the centre of gravity low, which, in its turn, tends to correct the 
' dip * in high latitudes. 

The weight of the central boss, aluminium cup, and sapphire 
cap, amounts in all to about five grains. It need not be more for 
a 24-inch than for a 10-inch compass. 

For the 10-inch compass, the whole weight on the iridium 
point, including rim, card, silk threads, central boss, and needles, 
is about 180 grains. The limit to the diameter of the card 
depends upon the quantity of soft iron that can be introduced, 
without inconvenience, on the starboard and port sides of the 
binnacle, to correct the quadrantal error. If, as sometimes may 
be advisable in the case of a pole or masthead compass, it be 
decided to leave the quadrantal error uncorrected, the diameter of 
the compass card may be anything from 12 to 24 inches, according 
to circumstances. A 24-iuch card on this principle will uu- 


Weight of 
card. 


Sl/e of card. 


* The hardest metal known. 








206 


EXTRA ORDIX A Jill. K LARGE COMPASS. 


Improved 
Binnacle top. 


doubtedly have less frictional error or "sluggishness” for the 
same degree of steadiness tlmn any smaller size; but a 12-inch 
card works well even in very unfavourable circumstances, and it 
will rarely, if ever, be necessary to choose a larger size, unless for 
convenience of the steersman, to enable him to see the divisions, 
whether points or degrees. 

Specimens of 12-inch, 15-inch, and 24-inch Pole compasses have 
been made. The last mentioned may be looked at with some 
curiosity as being probably the largest compass in the world, and 
would require a bowl like a washing tub. It will no doubt be 
properly condemned as too cumbrous for use at sea, even in the 
largest ship, but there can be no doubt it would work well in a 
position in which a smaller compass would be made to oscillate 
very wildly by the motiou of the ship. 

The subjoined diagram represents the 10-in. Standard Compass 
and upper portion of binnacle. The Azimuth-Mirror is shipped 
ready for observing, and it will be noticed that a small door in 
rear of the helmet gives access to it, so that in bad weather an 
azimuth or bearing can be taken without removing the binnacle- 
top 
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The “period” of free oscillation of Lord Kelvin’s 10 -inch 
compass is in England about 40 seconds, which is more than 
double the “ period ” of the A card of the Admiralty Standard 
Compass, and is considerably longer than that of the ordinary 
10-inch compass so much in use in merchant steamers. The 
maximum “ period ” of the roll of a ship in a heavy beam sea is 
found not to exceed 20s., and from that of Lord Kelvin’s compass 
being so much longer, the two can never synchronise, which is 
just what is wanted. The new compass ought, therefore, accord¬ 
ing to theory, to be much steadier in a heavy sea than either the 
Admiralty compass or the ordinary 10-inch compass, and actual 
experience at sea has thoroughly fulfilled this promise. It has 
also proved very satisfactory in respect to frictional error; so 
much so that variations of a steamer’s course of less than half a 
degree—or, say, the 1 , 000 th part of the entire circle—are shown 
instantly and surely, even if the engines be stopped, and the 
water perfectly smooth. 

With the small needles of Lord Kelvin’s compass, the complete 
practical application of the late Astronomer-Royal’s principles of 
correction is easy and sure: that is to say, correctors can be 
applied so that the compass shall be free from Deviation on all 
points; and these correctors can be easily and surely adjusted at 
sea as need may arise, so as to remove the smallest discoverable 
error growing up, whether through change of the ship’s own 
magnetism or of the magnetism induced by the earth according 
to the geographical position of the ship. 

To correct the quadrantal error, a pair of solid or hollow iron 
globes are placed on proper supports attached to the binnacle. 
This mode is preferable to the usual chain boxes, because a con¬ 
tinuous globe or spherical shell of iron is more regular in its 
effect than a heap of chain, and because a considerably less bulk 
of the continuous iron suffices to correct the same error. 

When, in a first adjustment in a new ship, or in a new position 
of a compass in an old ship, the quadrantal error has been found 
from observation, by the ordinary practical methods, it is to be 
corrected by placing a pair of globes in proper positions according 
to the table on next page. 


Steadiness of 
card. 


Frictional 

error. 


Quadrantal 

correctors. 



Table for Correction of Quadrantal Error. 
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Table for Correction of Quadrantal Error, 
FROM 12 TO 16 DEGREES. 


Error to be 
Corrected. 

1 ‘ 2 -inch 

Globes. 

11 -inch 
Globes. 


Inches. 

Inches. 

12 ® 

8 61 

7‘S9 

12 * 

842 

7‘72 

13 

8‘23 

7‘55 

13* 

8-05 

738 

14 

7-89 

7 23 

14* 

7-73 

7 09 

15 

7‘5S 

6 95 

15* 

744 

6-82 

16 

7-30 

6 69 


When the quadrantal error has been thus once accurately 
corrected, the correction is perfect to whatever part of the world 
the ship may go, and requires 110 adjustment at any subsequent 
time, except in the case of some alteration in the ship’s iron, or of 
iron cargo or ballast sufficiently near the compass to introduce a 
sensible change in the quadrantal error. 

The vast simplification of the deviations of the compass effected 
by a perfect correction of this part of the whole error, has not, 
until now, been practically appreciated, because, in point of fact, 
with other compasses this correction has rarely, if ever, been 
successfully made for all latitudes. The pair of large needles of 
the compass ordinarily used in merchant ships does not—as 
shewn by Captain Sir F. Evans, R.N., F.R.S., and Mr. A. Smith, 
M. A., F.R.S.—admit of the correction of the quadrantal error in the 
usual manner, without the introduction of a still more pernicious 
error, depending on the nearness of the ends of the needles to 
the masses of chain, or of soft iron of whatever kind, applied on 
the two sides of the compass to produce the correction. The 
Admiralty Standard Compass, with its four needles proportioned 
and placed according to Archibald Smith’s rule, is comparatively 
free from this fault; so also is the compass described in Chapter 
III.; but even with them, and still more with the stronger needles 
of the 12-inch compasses of merchant ships, there is another 
serious cause of failure, depending on the magnetism induced in 
the iron correctors by the reflex action of the compass needles, in 
consequence of which, if the quadrantal error is accurately cor¬ 
rected in one latitude, it will be found over-corrected in high 
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TWO LAWS OF MAGNETISM. 
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magnetic latitudes, and under-corrected in the neighbourhood of 
the magnetic equator. 

Lord Kelvin's compass is specially designed to avoid both these 
Causes of failure in the correction of the quadrantal error: and 
experiment has conclusively shewn that, with it, the correction by 
such moderate masses of iron as those indicated in the preceding 
table, is practically perfect, not only in the place of adjustment, 
but in all latitudes. 

In the theory of compass adjustment the needles are regarded 
as being infinitely small. This is of course unattainable, but a 
rule may be deduced from it as follows:—that the shorter the 
needles the better, so long as they are able to do their work. 

When the card is iu position, between its soft iron quadrantal 
correctors, the needles in Lord Kelvin’s compass are small as 
compared with the mass of these correctors, and are also remote 
from them. Being thus remote, two things happen :—one is, that 
they are in a practically uniform magnetic field, for this reason, 
that, as you increase the distance from the correctors, you get a 
greater parallelism in the lines of magnetic force, though, on the 
other hand, the force is enormously diminished in its intensity, in 
obedience to the law that "magnetic attractions and repulsions 
are inversely as the squares of the distances.” There remains, 
however, amply sufficient force to operate upon a card of such 
light construction. The same thing exactly holds good with 
regard to the permanent steel magnets for correcting the semi¬ 
circular error. 

The next thing is, that the short needles do not induce mag 
netisin to any appreciable amount in the correctors by their 
reciprocal action on each other. J f they did, it would, to a certain 
extent, destroy the intended ell’oct of the correctors. When a 
magnet acts upon a mass of soft iron, the law above quoted is 
modified, as the attraction in such eases is inversely proportional 
to the distance between the magnet and the iron. When the 
correctors are too close to the needles, as in the old system, 
'octantnl’ deviation is the result. It will be seen, therefore, that, 
with the long needles in vogue before Lord Kelvin revolutionised 
the whole business, u perfect compensation of the quadrantal 
error was impossible. 

When once the quadrantal error lias been accurately corrected, 
there is no difficulty about the semi-circular deviation, since the 
binnacle is provided with proper appliances for cil'ceting this part 
of tln> adjustment in a speedy and certain manner, and with the 
minimum of trouble. 




KEL VIN COMPASS-BO WL AND BINNA CLE. 211 


The objection has often been made to the use of correcting 
magnets, that their re-adjustment at sea leaves the navigator 
without the means of judging, when he returns from a foreign 
voyage, as to how much of the existing error found on re-adjust- 
ment depends on changes which have been made in the correcting 
magnets, and how much on changes of the ship’s own magnetism. 
This objection has been met, in Lord Kelvin’s binnacle, by pro¬ 
viding that at any moment the correctors can be removed or set 
to any degree of power to which they may have been set at any 
time in the course of the voyage, and again re-set to their last 
position with perfect accuracy. 

The appliances for changing the adjustment are under lock and 
key, so that they can never be altered, except by the captain or 
some properly authorised officer. 

Further to facilitate the use of the correctors, they have scales 
affixed, which are graduated accurate^ to correspond to definite 
variations of the effect which they produce on the compass. Thus 
as soon as the error has beeli determined by an azimuth or any 
other mode, the corrector may at once be shifted to a position 
certain to compensate it. Of course, whoever is performing the 
adjustment will satisfy himself of its correctness by a second 
observation. 

The compass-bowl is attached to the suspensory rings by knife- 
edge gimbals. This gives great ease of movement, the object 
being to keep the compass steady in a sea-way and preserve its 
horizontally. But since with knife-edges the friction is very 
small, if the ship were pitching or rolling much, the bowl would 
be set into rapid oscillation, and its isochronism with the card 
would be destroyed; in fact, the suspension would be too free 
for the intended purpose. It therefore becomes necessary to calm 
the vibrations in some way or another. This is ingeniously 
accomplished by giving the bowl a false bottom, 'partially filled 
with a viscous fluid—preferably castor oil—which acts as a f drag ’ 
on the inner surfaces. Thus the evil which would result from 
the over-great freedom of the knife-edge bearings in thegimbal- 
rings is cured, not by the addition of weight as such, but by the 
action of what may correctly be termed a “ fluid friction-brake.” 
This contrivance consumes, so to speak, the surplus energy of the 
bowl, and keeps its motion within bounds. A double bottom 
wholly filled with liquid would not have so good an effect as one 
partially filled ; besides, in a hot climate it would be apt to burst. 
Of course the requisite amount of brake power had, in the first 
instance, to be ascertained by actual experiment. 
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SPECIAL FEATl FES AM) ADVANTAGES. 



The glass cover is strong, and well secured to the bezel by 
means of four milled-headed screws; the latter is made to tit 
air-tight to the bowl, so that dampness cannot get in to cloud 
the glass; there is consequently never any occasion to meddle with 
the card. The brass helmet is secured to the binnacle rim without 
the aid of screws, and can be instantaneously slued to the right 
or left to get rough eye bearings—a great improvement on the 
old plan, where the screws were always either mislaid or lost. 
The binnacle lamps are so placed that the light falls on the jar 
Duimct vision side of the card and on the lubber’s point, but not on the eyes oj 
secured. (j l€ observer. In fact, all the details necessary to a satisfactory 

















AN INGENIOUS ADJUNCT. 
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compass have been carefully considered, and well carried out, and 
it may therefore be regarded as the compass of the civilised world 
at this date. All credit to the inventor! The diagram gives a 
good general idea of the latest development. 

2. THE AZIMUTH-MIRROR. 

Some years ago an important objection was raised by Captain 
Sir Frederick Evans, R.N., against the use of quadrantal correctors 
in the Navy, that they would prevent the taking of bearings b}' ns many 
the prismatic azimuth-ring which forms part of the Admiralty a(1v3ntat ^ s> 
Standard Compass. The azimuth-mirror depicted in the diagram 
on page 215 was designed to obviate that objection, and happily 
disposes of many others also. 

Its use, even for taking bearings of objects on the horizon, is not 
interfered with by the globes constituting the quadrantal cor¬ 
rectors, even if their highest points rise as high as five inches 
above the glass of the compass-bowl. 

It is founded on the principle of the camera lucida. The Principle 
observer, when taking a bearing, turns the instrument round its “P° n wh,( ; h 

° > ° it is based 

vertical axis until the mirror and lens are fairly opposite to the 
object. He then looks through the lens at the degree divisions 
of the compass-card, and turns the mirror round its horizontal 
axis till he brings the image of the object to fall on the card. He 
then reads directly on the card the compass bearing of the object. 

Besides fulfilling the purpose for which it was originally 
designed, to allow bearings to be taken without impediment from 
the quadrantal correctors, the Azimuth-Mirror has a great advan¬ 
tage in not requiring any adjustment of the instrument such as 
that by which, in the prismatic azimuth-ring, the hair is brought 
to exactly cover the object. The focal length of the lens in the 
Azimuth-Mirror is about 12 per cent, longer than the radius of 
the circle of the compass-card, and thus, by an elementary optical 
principle, it follows that two objects a degree asunder on the 
horizon will, by their images seen in the Azimuth-Mirror, cover a 
space of 1°*12 of the compass-card seen through the lens. Hence, 
turning the instrument round its vertical axis through one degree 
will only alter the apparent bearing of an object on the horizon 
by 0°12. Thus it is not necessary to adjust it exactly to the 
direct position for the bearing of any particular object, though as 
a matter of fact it can be done absolutely without trouble of any 
kind. If it be designedly put even as much as awry on either 
side of the direct position, the error on the bearing would hardly 
amount to a degree. 
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If the instrument were to be used solely for taking bearings of 
objects on the horizon, the focal length of the lens would be made 
exactly equal to the radius of the circle of the card, and thus even 
the small error of O’* 12 in the bearing for each degree of error in 
the setting would be avoided. But one of the most important 
uses of the azimuth instrument at sea is to correct the compass 
by bearings of sun, moon, or stars, at altitudes of from O' to 50" 
above the horizon. The actual focal length is accordingly chosen 
to suit an altitude of about 27’, this being the angle whose 
natural secant is 1M2. Thus if two objects, near together, whose 
altitudes are 27', or thereabouts, and dilFerence of azimuth is l 9 , 
should be taken simultaneously in the Azimuth-Mirror, their 
diilerence of bearings will also be shewn as 1° by the divided 
circles of the compass card seen through the lens. 

Hence, for taking azimuths of bodies at an altitude of 27°, or 
thereabouts, no setting of the Azimuth-Mirror by turning round 
the vertical axis is necessary, except just to bring the object into 
the field of view, when its bearing will immediately be seen 
accurately shewn on the edge of the com pass-card. 

This is a very valuable quality for use in rough weather at sea, 
or when there are Hying clouds which just allow a glimpse of the 
object to be caught, without allowing time to perform an adjust¬ 
ment, such as that of bringing the thread of the ordinary azimuth 
ring, or rather, the estimated middle of the space traversed by the 
thread in the rolling of the ship, to coincide with the object. The 
same degree of error jus on the horizon, but in the opposite 
direction, is produced by imperfect setting in hiking the bearing 
of an object at an altitude of 

Thus, for objects from the horizon uji to the error in the 
bearing is less than 12 per cent, of the error in the setting. For 
objects at a higher altitude than 3s° the error rapidly increases, 
but it is always easy, if desired, to set the instrument accurately 
by turning it so that the red indicator below the lens shall point 
exactly, or nearly so, to the position on the divided circle of the 
compass-card occupied by the image of the object; indeed it 
always suggests itself as the natural thing to do. In no case, 
hoivcivr, is it rccommcn lctl, with this or any other instrument, to 
take azimuths above JO . 

For taking star bearings the Azimuth-Mirror has tho great 
advantage over the prismatic azimuth-ring, with its then invisible 
thread, that the image of the object is thrown directly on the 
illuminated scale of the compass-card. The degree of illnmina 


THE AZIMUTH-MIRROR. 


215 


tion may be made less or more, according to faintness or brilliance 
of the object, by holding a binnacle lamp in the hand at a greater 
or less distance, and letting its light shine only on the portion of 
the compass-card from which the bearing will be taken. Indeed, 
with the Azimuth-Mirror, it is almost easier to take the bearing 
of a planet or moderately bright star by night, than of the sun by 
day; the star is seen as a fine point on the margin of the card, 
and it is easy to read oft" its position instantly by estimation to 
the tenth of a degree. You will certainly not attain to this pre¬ 
cision on board a ship under way ; nor is it required. 

The most convenient as well as the most accurate method of all, 
however, is the sun, when bright enough and high enough above 
the horizon to throw a good shadow on the compass-card. For 
this purpose is the brass shadow-pin which, when required, is 
inserted in the framework of the instrument, in such a position 
that when the Azimuth-Mirror is properly shipped on the glass of 



the compass-bowl, the pin is perpendicular to the glass, and accu¬ 
rately centred over the bearing point of the card. A small cir¬ 
cular level attached to the instrument, shewn on right of diagram, 
tells at once whether the compass-bowl is out of balance, but in 
practice, unless with a strong wind blowing against the mirror, 
this is seldom the ease. Any way the remedy is simple : a small 
weight of any kind—say a penny piece—may be moved about on 
the glass till the bubble of the level remains in the centre of its 
run, and taken away after the observations are completed. A 
shelter-cloth is obviously the right thing in breezy weather. 
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Another advantage of the Azimuth-Mirror, particularly im¬ 
portant for taking bearings at sea when there is much motion, 
is that, with it. it is not necessary to look through a small aperture 
in an instrument moving with the compass-bowl, jus in the ordinary 
prismatic arrangement still fitted to the standard coinpasses of 
many of the best merchant vessels. In using the Azimuth-Mirror, 
the eye may be placed at any distance, say from an inch or so to 
two or three feet from the instrument, according to convenience, 
and in any position, and may be moved about freely through a 
considerable range, on cither side of the line of direct vision 
through the lens, without at all disturbing the accuracy of the 
observation. 

This last condition is secured by the lens being tixed in such a 
position that the divided circle of the coinpass-card is in its 
principal focus. Thus the virtual image of the divided circle is 
at an infinite distance, and the images of distant objects seen 
coincident]}* with it by reflection in the mirror, show no shifting 
on it. that is to say, no parallax, when the eye is moved from the 
central line to either side. 

The Azimuth-Mirror is fitted with coloured shades for use 
when observing the sun; mid for bearings of objects on or near 
the horizon, the mirror can be reversed in a second of time, so jus 
to make the reflected image of the degrees on the CJird coincide 
with the object seen by direct vision over the top of the mirror. 
There are. therefore, two methods of getting the bearings of 
objects near the horizon, and the observer can please himself as 
to which he employs. In describing the invention, the word 
‘mirror’ has been used throughout: possibly to some this may 
convey the idea that the reflector is a plane glass quicksilvered 
jit the back. Indeed this was the original form, but, finding that 
rain and spray quickly impaired its powers, Lord Kelvin substi¬ 
tuted what is a great improvement, namely, a totally-reflecting 
prism. In ‘total reflection’ there is no loss of light from absorp¬ 
tion or transmission, and accordingly it produces the greatest 
brilliancy. A clean pocket handkerchief applied with ordinary 
care will clean both lens jind prism. 

This little instrument is the quintessence of nl 1 ilmt is required 
lo obtain accurate bearings of bodies terrestrial or celestial 
When not in actual use it fits into a neat mahogany box. 
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i. AN ADJUSTABLE DEFLECTOR, FOR COMPLETELY DETERMINING THE COMPASS 
ERROR WHEN SIGHTS OF HEAVENLY BODIES, OR COMPASS MARKS ON 
SHORE, ARE NOT AVAILABLE, AS FOR EXAMPLE IN FOG, OR ON A CLOUDY 
NIGHT. 

About forty-five years ago, Sir Edward Sabine gave a method origia 
in which, by aid of deflecting magnets properly placed on project¬ 
ing arms attached to the prism-circle of the Admiralty Standard 
compass, a partial determination of the error of the compass could 
be made at any time, whether at sea or in harbour, without the 
aid of azimuths of heavenly bodies or transit marks on shore. 

The adjustable magnetic deflector invented by Lord Kelvin, improve! 
is designed for carrying out in practice Sabine’s method more mstruinent - 
rapidly and more accurately, and for extending it, by aid of 
Archibald Smith’s theory, to the complete determination of the 
compass error, with the exception of the constant term “ A ” of 
the Admiralty notation, which in almost every practical case is 
zero, and which, in a well made compass, and with a correctly 
placed lubber line, can only have a sensible value in virtue of 
some very marked want of symmetry of the iron work in the 
neighbourhood of the compass. When it exists, it can easity be 
determined once for all, and allowed for as if it were an index- 
error of the compass card, and it will, therefore, to avoid circum¬ 
locution in the statements which follow.be either supposed to be 
zero, or allowed for as index-error. 

The new method of adjustment is founded on the following principle upon 
four principles wh ’ dl r ° ,,nded ' 

(1.) If the directive force on the compass needles be constant 
on all courses of the ship, the compass is correct on all courses. 

(2.) If the directive force be equal on five different courses, it 
will be equal on all courses. 

(3.) Supposing the compass to be so nearly correct, or to have 
been so far approximately adjusted, that there is not more than 
eight or ten degrees of error on any course, let the directive forces 
be measured on two opposite courses. If these forces are equal, 
the compass is free from semicircular error on the two courses at 
right angles to those on which the forces were measured; if they 
are unequal, there is a* semi-circular error on the courses at right 
angles to those on which the forces were measured, amounting to 
the same fraction of the radian that the difference of the measured 
forces is of their sum.* 


• The unit of circular measure is an angle which is subtended at the centre of a circle by 
an arc equal to the radius of that circle. Such an angle goes by the name of the * radian.' 
and is equal to or 57”*3 nearly. 
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(4.) The difference of the sums of the directive forces on oppo¬ 
site courses in two lines at right angles to one another, divided by 
the sum of the four forces, is equal to the proportion which the 
quadrantal error, on the courses 45 J from those on which the 
observations were made, bears to 57 o. 

The deflector may be used either under way or in swinging the 
ship at buoys. The whole process of correcting the compass by it 
is performed with the greatest case and rapidity when under way, 
with sea room enough to steer steadily on each course for a few 
minutes, and to turn rapidly from one course to another. 

For each operation the ship must be kept on one course for three 
or four minutes, if under way, by steering by aid of an auxiliary 
compass; otherwise by hawsers in the usual manner if swinging 
at buoys, or by means of steam-tugs. A variation of two or three 
degrees in the course during the operation will not make a third 
of a degree of error in the result, as regards the final correction of 
the compass. 

The deflector reading is to be taken according to the detailed 
directions in the printed " Instructions,” accompanying the instru¬ 
ment. This reading may be taken direct on the small straight 
scale in the lower part of the instrument. The divided micro¬ 
meter circle at the top is scarcely needed, as it is easy to 
estimate the direct reading on the straight scule to a tenth of a 
division, which is far more than accurate enough for all practical 
purposes. This reading with a proper constant added gives, in 
each case, the number measuring in arbitrary units the magni¬ 
tude of the direct force on the compass for the particular course 
of the ship on which the observation is made. 

The adjustment by aid of the deflector is quite as accurate as it 
can be by aid of compass marks or sights of sun or stars, though 
on a clear day, at any time when the sun’s altitude is less than 40° 
or on any clear night, the adjuster will of course take advan¬ 
tage of sights of sun or stars, whether he helps himself also with 
the d fleeter or not. 

The deflector consists of two pairs of small steel bar magucts be 
attached to brass frames, jointed together ami supported on a sole- 
plate, which i» placed on the glass cover of the compass-bowl 
when the instrument is in use. The two frames carry pivoted 
screw nuts, with right and left handed screws. A brass shaft cut 
with right and left handed screws cut on its two halves, works in 
these nuts, so that when it is turned in either direction one of the 
two pairs of north poles is brought nearer to, or farther from, one 
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of the two pairs of south poles, while the other two pairs of north Position 
and south poles are all in the line of the hinged joint between the of Pole * 
two frames. This arrangement, which constitutes, as it were, a 



jointed horse-shoe magnet, adjustable to greater or less magnetic 
moment by increasing or diminishing the distance between its 
poles through the action of the screw, is so supported on its sole- 
plate that, when this is properly placed on the glass of the com¬ 
pass-bowl, the effective poles move to and fro horizontally about 
half an inch above the glass on the two sides of a vertical plane 
through its centre. 

The sole-plate rests on three feet, one of which, under the Sole Plate 
centre of gravity of the deflector, rests in the conical hollow in 
the centre of the glass. It is caused to press with a small part of 
its whole weight on the other two feet by a brass spring attached 
to the bottom of the sole-plate, on the other side of the centre 
from these two feet, and pressing downwards on the glass. This 
is shewn at the bottom left-hand side of the diagram. 

A brass pointer attached to the sole-plate marks the magnetic 
axis of the deflector. It projects from the centre, on the side of 
which is the pair of south poles. This is shewn near the bottom 
of the right-hand side of the diagram. Thus if the deflector be 
properly placed on the glass of the compass-bowl, with the 
pointer over the north point of the card, it produces no deflec¬ 
tion, but augments the directive force on the needle. 

To make an observation, the deflector is turned round in either 
direction, and the north point of the card is seen to follow the 
pointer. 

The power of the deflector is adjusted by the screw, so that Power, how 
when the pointer is over the east or west point of the card, the regulat 
card rests balanced at some stated degree of deflection, which for 
the regular observation on board ship is chosen at 85°. A scale, 
measuring changes of distance, is then read and recorded. 
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For adjusting a compass l>y tlie aid of the deflector, the correct¬ 
ing magnets are so placed that the detlector reading, found in the 
manner just described, shall be the same for the four cardinal 
courses; and also for one of the quadrantal courses, if the compass 
is sutlicicntly affected by unsymmelrically placed iron to shew 
any sensible amount of the ,l F ” constituent of quadrantal error. 

When the detlector is to he used for determining the amount 
of an uncorrcctrd error, according to principles (3) and 41 above, 
the magnetic value of i's scale reading must he determined by 
experiment. This is wry easily dune on shore, by observations 
of its deflecting power, when set by its screw to different degrees 
of its scale. 

Under a good teacher, the practical use of this invaluable 
instrument is soon mastered, and after reasonable practice with 
it there is no particular difficulty. 

4 NEW FORM OF MARINE DIPPING NEEDLE, FOR FACILITATING THE 
CORRECTION OF THE HEELING ERROR 



The marine dipping needle is used for comparing the “ vertical 
force” • on shore with the “ vertical force” on hoard, thereby en¬ 
abling llie vertical magnet in the binnacle to be so adjusted as to 
correct the heeling err. r. It consists of a magnetised steel bar b, 

* *• Vertum or e " n n short expre* ion for the vertical coni) .ueut of tho eaitha mat; 
netic for-*., tt in r«- honed a-* j o .live when the diretioli of its ali n up ti a red pole 11 
downwaid*. oa in the ii .rttiern hoiimphere; mid mgnUve when upward*, to in the .1011 them 
heinispl .re. At the mo Mielic equator it 1* *er>. T 10 amount of the vertical force at any 
place h 'ol'Milated by inn liplym* the u ne of the horn mini force. givui by the hart of 
Imei 0! equal hon/oi.t I f »i»v On wii oj po»i 1 e | »*e rtfO, l«y the t-.iigent of the dip a* given 
by the cl art of line* of eq 1 d 111aiiutl' dip. Thu*, for example, the tn gent of the d p for 
the South of England i*eine 2 * 41 . and t* c horlVnt.il hr'e there being called unity, the 
vertnal firce t «e 11 2 14 Tlie tangent of tlie dip at Aden is Ad*, and the hor r-ntal 
force there 1* l . hence the verti a I force there I* or about ■,*, of the vertical force 

«’ * e South of Kntdard 












TO DETERMINE IIEELIXG ERROR. 


221 


supported on knife-edges, so as to be capable of turning round a 
horizontal axis d. Before being magnetised, the needle is balanced 
so as to be truly horizontal when resting on the knife-edges. 
When magnetised, the north or red end dips, and a paper weight c 
is fitted on the southern half of the needle to restore its balance. 
This weight can be slid along the needle whenever a change in 
the “ vertical force ” renders it necessary. 

To correct the heeling error on board ship, the instrument is 
first taken on shore, to a spot free from Local Attraction, and the 
paper weight adjusted, so that with the bubble of the spirit-level / 
in the centre, the needle is exactly horizontal when resting on the 
knife-edges. There are marks by which this can be effected. 

If the mean directive magnetic force on board were the same 
as the directive force on shore, the instrument would now be taken 
on board and placed in the binnacle in such a position that its 
needle would now occupy the place previously occupied by the 
needles of the compass card, which latter has to be temporarily 
removed. It would then be found, probably, that the needle had 
departed from its horizontal position, and the vertical magnet in 
the binnacle would have to be moved up or down to restore the 
level, always bearing in mind to keep the bubble in the centre. 
But it so happens that the mean force is generally from T V to ^ 
less on board than it is on shore, and in order to allow for this, 
the paper weight must be pushed nearer to the centre of the 
needle by T V or ^ This can be done by turning the instrument 
upside down, so as to make the needle lie along a scale graduated 
from the centre outwards. This being accomplished, the instru¬ 
ment is taken on board ship, and the compass-bowl having been 
removed from the binnacle, the instrument is slung by four 
lanyards, so that its needle shall take up the exact place before 
occupied by the needles of the compass-card. The vertical 
magnet is then slid up or down until the needle of the instru¬ 
ment rests truly horizontal when the bubble of the spirit-level is 
in the centre. 


6 . NAVIGATIONAL SOUNDING MACHINES. 

These important instruments have already been briefly de¬ 
scribed on pages 1GS-171, but further details will be both useful 
and interesting. 

The sounding machines in question are designed for the purpose 
of getting soundings from a vessel running at high speed in 
water of any depth not exceeding 100 fathoms. 
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The difficulties to be overcome are twofold: first, to get the 
sinker to the bottom ; and secondly, to got sure evidence as to the 
depth to which it has gone down. For practical navigation a 
third difficulty must also he met, and that is to bring the sinker 
up again; for—although in deep-sea surveys, in water of more 
than 3,000 fathoms depth, it is advisable, even when pianoforte 
wire is used, to leave the thirty or forty pounds sinker at the 
bottom, and bring back only the wire with attached instruments— 
it would never do in practical navigation to throwaway a sinker 
every time a cast is taken; and its loss, whether with or without 
any portion of the line, ought to be a rare occurrence in many 
casts. 

The first and third of these diflicuHies seemed insuperable; at 
all events, they had not hitherto been overcome with hemp rope 
for the sounding line, except for very moderate depths, and for 
speeds much under the speed of a modern fast steamer. 

Taking advantage of the great strength, and the small and 
smooth area for resistance to motion through the water, presented 
by pianoforte wire, Lord Kelvin succeeded in overcoming all 
these difficulties, and with either of his sounding machines a cast 
in 100 fathoms can readily be got from a vessel running 15 or Id 
knots an hour. 

The pianoforte wire weighs 1 J lbs. per 100 fathoms, and bears, 
when fresh, from *230 to 240 lbs. without breaking; its diameter 
is only 02 of an inch. Formerly it was preserved from rusting 
by immersion in a tank of lime-water forming a lixed part of the 
entire machine ; but the same end is now obtained by galvanising, 
and, barring accidents, the wire will last an indefinite time. The 
most recent pattern is shewn in the engraving on next page. 

When taking a cast, not only is the wire seen to slacken on the 
sinker touching the bottom, but the sound is ijuite different: on 
a dark night this little circumstance is of value, as the drum 
must then be stopped without delay. In winding in, to make 
the wire lie evenly on tho drum, one man should guide it with a 
piece of canvas. 

In tlie use of the compressed air depth-gnuge, be sure when 
removing the slender glass tube from its case to ketp the open end 
down ; also, whilst reading off the depth by the box-wood scale, 
maintain it in this position (vertical, or nearly so), and take the 
*cnm( part o* the lvd mark for reading. 
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IMPROVED 'FORM OF LORD KELVIN'S SOUNDING APPARATUS. 


If the Barometer stands at 29f inches, add one fathom in 40. 


30 „ 

„ 

30. 

301 „ 

„ 

20. 

31 „ 

„ 

15. 


This correction is not needed when the “ Depth-Recorder ” is 


used. 

Should the sinker get jammed in a cleft of rock at the bottom, 
or against the side of a boulder, the wire and its appendages will 
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inevitably be lost. Sticli an accident must obviously be very 
rare indeed, and any other form of sounding machine is equall)’ 
liable to the same mishap. 

The main care in respect to avoiding breakage of the single 
wire may be stated in three words —Beware of kinks. 

At all times it should be scrupulously seen to, when the cod- 
sine* is unbent from the ring, that the ring is securely seized to 
the hole provided for the purpose in the rim of the drum. If the 
wire and ring are carelessly allowed to knock about slack on the 
drum, there is a liability to some part getting a turn, which may 
at the next cast be pulled into a kink, and then— Jure well to the 
sinker. All that is wanted in the successful use of these machines 
is ordinary care and intelligence; lack of these two qualities will 
occasion the loss of sinkers and temper. 

• Small line, plaited like signal haulyard stufT, is preferable, as it keeps itself free from 
turns. (’aptain John Martin, Norwegian si Akrr.thuj. lias snggeste • a snl»stitute for the 
chromate of s lvr in tile Kelvin tubes lie used a water gauge class of the same length 
as the usual tube, close<l at oue end with a flat piece of c rk. avmg a siual' piece of rag 
over it, and well coated with sealing-wax. A narrow strip of drawing paper, marked up 
its centre with a straight Hue by a copying ink pencil, was shoved up this tu e to serve 
as a blank scale. The lower oml of the atrip is turned over the e Ige of the tul>e, and 
kept thus fastened with a piece of cotton to prevent displacement of the str p as the water 
is forced up the tube. The guard to put *ne gai -e glass m was ma le from an old con 
denser tube, and a piece of boiler tu »e tinea with scrap iron and cement, or concrete, 
nia le a 'heap and handy sink- r The aniline line iniicites t> e heig- t by dis’olorat!" it , 
and the depth is read off the boxwood scale. Used simultaneously with the Kelv. n tube 
it gave the saiuedep'h. A strip liny be dried an 1 use ’ a-am by miking a new ime on 
It. To prevent kinki in the wire CnpUin Martin le-ommemls the use of a fore-runner 
(stray liuo ol hemp with an eye in it like the ord nary lead line. The hemp is joined to 
the wire as fol ow*:—Wind a few turns of the wire round the end of a belayii.g-pio so a« 
to get • spiral, then worm the hemp wph this, fi ling up the 1 iy of the rope, at.ck the end 
of the w ro into the heart of tne rope, whip it with twit e. scrape the lu mp uto a point 
and serve it with twine. This stray line re -lies from the w.t *h to the water when t‘*e 
ship is light, so that when winding in it ii not nec siary to look over the taffrad tin the 
/temp reaches the winch. Then the rope can be taken hold of and the lead hauled in by 
baud. The depth-recorder or *ouuding-tul>e la hitched on to the • inker 






CHAPTER XV. 

THE MERCURIAL AND ANEROID BAROMETERS 

As many seamen are but imperfectly acquainted with the 
fundamental principles of the Mercurial and Aneroid Barometers, 
a short description will not be out of place. 

The word Barometer is compounded of two Greek ones signi¬ 
fying weight and measure, and the instrument is used accordingly 
to measure the weight of the superincumbent atmosphere. From 
this knowledge, coupled with other matters which will be discussed 
in the next chapter, conclusions are arrived at with regard to 
coming changes in the weather. The atmosphere, or invisible 
air-ocean, extends for many miles above the earth’s surface, 
becoming more and more rarified in proportion to its height. 
This latter lias not yet been determined with any degree of pre¬ 
cision, but in a very attenuated form it is believed by some to 
reach even to 300 miles. Beyond this is luminiferous ether —an 
extremely fine imponderable fluid, supposed to pervade all space. 

At the level of the sea the pressure on the atmosphere on every 
square inch of surface is about 15 lbs., or nearly one ton on the 
square foot, and is exerted equally in all directions— upwards, 
downwards , and sideways. Without actual proof, it is somewhat 
difficult to believe this from one’s own sensations, but there are a 
hundred ways of shewing it. The most common method is as 
follows: 

Let the month of an ordinary earthen flower-pot be tightly 
covered by a piece of bladder, well tied down round the neck. 
Stand it on the plate of an air-pump, so that the air inside can be 
exhausted through the hole in the bottom. When this is effected, 
the weight of the external atmosphere, being no longer counter¬ 
balanced by the previous upward pressure of the air within the 
pot, will cause the bladder to stretch and bulge inwards, and 
finally to burst with a loud report. In a small flower-pot, say of 
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6 inches diameter, if a complete vacuum were formed (which, by 
the way, is impossible), the effect of the downward pressure on 



Magdaburg 

Hemitpherea 


the bladder—supposing it capable of withstanding it—would 
amount to over 400 pounds. 

The same thing may be demonstrated yet more clearly by 
means of what are known as the Magdeburg Hemispheres. They 



are two hollow cups, made to tit on to one another, with an air¬ 
tight joint. When pressed together by hand in the ordinary way, 
they are easily separated, there being, in fact, no appreciable 
resistance ; but if connected with an air-pump, and a vacuum 
formed within the cups, so that the air is only allowed to exert 
its force on their outer side, it will be found very ditlicnlt to pull 
them asunder, the amount of strain required depending upon the 
sectional area of the circle: for instanoe, if the hemispheres 
.should be 14 inches in diameter, they will, after exhaustion, be 
pressed together with a force of upwards of a ton, and as this is 
the case in whatever position they may he held , it proves that 
atmospheric pressure is exerted equally in all directions. 

A familiar and not unpleasant example is afforded hy sucking 
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up sherry-cobbler through a straw. By drawing in the breath a 
vacuum is created in the straw, and the atmosphere pressing upon 
the liquid in the tumbler, forces it to rush unopposed into the 
vacant space. 

It is supposed that in the vortex of some cyclones the spirally 
ascending currents cause a partial vacuum, and it has been stated 
that during the passage of the calm centre of a West Indian 
hurricane, the windows have been forced outwards into the street 
by the greater pressure of the air within the houses. 

The pressure of the atmosphere having thus been demonstrated, 
it merely remains to show its particular mode of action on the 
barometer. This can best be illustrated by the following simple 
and time-honoured experiment:— 



Take a glass tube about 33 inches in length, hermetically sealed 
at one end. Fill this with pure mercury, and have some more 
handy in a small vessel, such as a teacup. Press the finger tightly 
over the open end to act as a stopper, and invert the tube, 
placing the end covered by the finger in the cup containing the 
mercury, and when well below the surface, remove the finger. 
The first assumption would be that all the mercury would in¬ 
stantly How into the cup. Not so, however. The quicksilver 
will only fall in the tube—leaving a vacant space in the upper 
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BAROMETER ONLY AS A TMOSPHERE- WEIGHER. 
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end—till the weight of the column is balanced by the atmospheric 
pressure on the liquid metal in the cup. It is evident that there 
can be no downward pressure on the mercury in the tube, since 
the tube is tightly closed at its upper end. The column of mer¬ 
cury remaining within it will be found to be about 30 inches in 
height, and would be equal to the weight of a column of the 
atmosphere having the same sectional area as the interior of the 
tube. 

To put this more plainly—supposing the glass tube to have an 
internal transverse area of exactly one square inch, and that the 
height of the column was ascertained to be 30 inches, this would 
give the contents as 30 cubic inches. Now, one cubic inch of 
mercury at a temperature of 00’ (Fahrenheit) weighs '491 of 
a pound, so that the total weight of the mercury in the tube 
would be equal to 30 x'491, or 1473 pounds, which would also 
be the weight of a column of the atmosphere indefinitely high, 
having a similar sectional area of one square inch. Air, even 
in small quantities, is capable of being weighed ; with barometer 
at 30 ins., and thermometer at 62’ Fahr., 100 cubic inches of dr}’ 
air will weigh nearly 31 grains. 

Thus we see that the barometer (true to its name) afi'ords a 
very ready means of determining at any moment the weight or 
pressure of the atmosphere. This is in fact all it is capable of 
doing when only the reading at one place, as on board ship, can 
be obtained. 

The blank space left at the tup of the tube by the descent of 
the mercury is the nearest known approach to a perfect racuum . 

Excepting some small details, it is in this manner mercurial 
barometers are actually constructed. For example, it is necessary 
that by means of a lamp the mercury should be boiled in the 
tube to free it thoroughly from air-bubbles. A suitable cistern 
is of course substituted for the tea-clip, ami a scale of inches is 
afiixcd, whereby to read oil* the height of the mercury in the tube 
above the level of that in the cistern. 

The reader will therefore understand that the mercury does 
not rise and fall in the tube merely by its own expansion, or 
contraction due to temperature, but that it is forced to rise, or 
sntiered to fall, according to the varying pressure of the atmo¬ 
sphere , and that the scale readings represent inches and decinud 
parts of an inch, not decrees amt minutes, as the writer lias 
hear*) tin-in referred to more than once.* 

\ stated at the commencement of this chapter, the atmospheric 

• l-'or « more modem b it ktn known method of »c»!e rtadinj;* <*ec p. 577 . 
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pressure or density decreases according as we ascend above the 
sea-level, which latter is adopted as the datum-line for barometri¬ 
cal measurements. It does so in obedience to certain known laws 
which, it should be said, include considerations of temperature, 
and not infrequently we avail ourselves of this knowledge to 
measure the height of mountains by comparing the readings 
(taken simultaneously) of two barometers, one at the base or sea- 
level, and the other at the summit. Roughly, for small elevations, 
a vertical ascent of 900 feet corresponds to a fall of one inch in 
the height of the barometer. The depth of a mine may of course 
be measured in the same manner. 

If water were used in a barometer instead of mercury, the tube 
would require to be about 36 feet in length. Water, being 13*6 
times lighter than quicksilver, would be forced proportionately 
higher, and when the mercurial column stood at 30 inches, the 
water column would have a height of very nearly 34 feet. It is 
due to this fact that we are able with a common two-valve suction 
pump to lift water out of a well from a depth of about 28 or 30 
feet. 

The action of a siphon is another instance of atmospheric pres¬ 
sure turned to account in a ver} T ingenious way. The siphon is 
used to draw off liquids from vessels which it is not convenient or 
desirable to move, and with care it can be arranged to do this 
without disturbing sediment at the bottom—sometimes a matter 
of great importance. A vacuum being first formed in the tube, 
the liquid enters the immersed leg and fills the place of the 
exhausted air; and since the pressure on the orifices of the tube is 
in each case equal to the weight of the atmosphere, minus the 
height of the liquid in the respective legs , it follows that the greater 
the difference of level between the surface of the liquid to be 
withdrawn and the orifice of the leg by which it issues, the more 
rapid will be the flow; and further, that a siphon will cease to 
act if the height from the surface of the liquid to the bend of the 
pipe be greater than that of a column of the liquid in use 
sufficient to counterbalance the atmospheric pressure: conse 
qnently, if we were seeking to remove water from a vessel by 
means of a siphon, the difference in height between the bend of 
the pipe and the surface of the water must be less than 34 feet, 
*ud in the case of mercury it would require to be under 30 inches. 

The following diagram and explanation ought to make the 
matter clear. 
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"If oue leg nb of a bout tube or ]>i)>e u6c, of any diameter, tilled with water, 
and with both its ends stopped, be placed in a reservoir of water, and if the 
et -ppers l*e then removed, the water in the reservoir will begin to How out at 
c, and will continue to do so until its level is reduced to (, which is the same 
as that of the highest end c of the pipe or siphon. The llow will then stop. 
The parts ab and be are called the legs of the siphon, b being its highest point; 
and this is correct so far as relates to it merely as a piece of tube ; Ini: con¬ 
sidering it purely with regard to its character as a hydraulic machine, the part 
ia below’ the level of the higher end c, may be entirely neglected ; for the 
water in the reservoir will not be drawn down hclow the level of the higher 
end, whether that he the inner or the outer oue. Therefore, if the discharge 
end he above the surface of the water in the reservoir, as for instance at u>, no 
tlow will take place. 

“The vertical height bo, from the highest part of the siphon to the lowest 
level t, to which the reservoir is to be drawn down, must not, theoretically, 
exceed about 33 or 31 feet, or that at which the pressure of the air will sus 
tain a column of water. Practically it must l»o less, to allow for the friction 
of the flowing water, and for the air which forces its way in : and still less at 
places far above sea level, for at such the red need weight of the atmospheric 
column will not balance so great a height of water. 

“ In older readily to understand, or at any time to recall the principle on 
which the siphon acts, hear in mind that we may theoretically consider th» 
end of the inner leg to !>e not actually immersed frlotr the water surface, but 
only to l>e kept precisely of it a. the surface descends while the water is flowing 
out ; but may regard the vertical <11 stance bo as the length of the outer leg ; and 
a varying d'stanee, which at first is ft, and fina ly /o (as the surface of the 
water descends) as the length of the inner leg; and that the flow continues 
i nlv wlide this outer leg is longer than th s inner one. The books are wrong 
which sav that the outer leg be must be longer than the inner oue l»i, in order 
tint the water miy run at all. The principle then is sitnplv this: that both 
these leg® hr and bt being first filled with water (the part i i being considered 
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At first as a portion of the reservoir, and not of the siphon), it follows that 
when the stoppers are removed from the orifices c and a, the air presses 
equally against these orifices ; but the great vertical head of water bo in the 
outer leg be, presses against the air at c with more force than the small head 
of water bs in the inner leg hi does against the air at a or i; consequently the 
water in be will tend to fall out more rapidly than that in hi ., and as it com¬ 
mences to fall would produce a vacuum at b were it not that the pressure of 
the air against the other end a or i forees the water up ib to supply the place 
of that which flows out at c. In this manner the flow continues until the 
surface of the water in the reservoir deseends to t on the same level as c. The 
pressure of the vertical heads bo, bo, in the two legs be, bf, being then equal, it 
ceases.” 

It may be added that, to entirely drain the reservoir, the outer leg would 
require to be longer than the inner one. 


For many reasons a water barometer is unserviceable for scien- water 
tific purposes, but experiments, attended with a certain amount Barometer 
of success, are being tried with glycerine as a substitute. Mer¬ 
curial barometers are not most in demand for use on board ship 
being superseded by the handier and more sensitive Aneroid. 

It is often difficult to find a suitable spot for the mercurial 
barometer in the confined cabins of vessels. They are apt to be 
knocked against and broken. To avoid this, it is not uncommon Precaution* 
to see them suspended inside the skylight—the worst possible mercurial: biro- 
place. To indicate truly, the sun must not shine on the instru- raeter 
ment, nor should it be exposed to currents of air, as is almost 
certain to happen in such a situation, and in which, moreover, it 
is not as accessible as it ought to be. Again, should a chance sea 
break the skylight, the barometer will also come to grief. 

Unless the instrument hangs truly vertical, the level of the 
mercury within the tube will be too high. For this reason, there¬ 
fore, when the ship is rolling, it must on no account be steadied 
or held in the hand whilst being read off. If anything, such as 
spiral springs or elastic bands, interfere with its free movement, 
the readings will be erroneous. 

We next come to the Aneroid. This word is derived from 
three Greek ones,signifying “not of the fluid form," or “without 
moisture.” Where observations are not required for strictly 
scientific purposes, it is a convenient instrument for use afloat. 

It is more portable, and occupies much less room ; for example, Portability 
it may be kept in a drawer, on a shelf, or fastened to a panel 
near one’s bed, so as to be visible without effort. As already 
stated, it is more sensitive than the mercurial barometer, and at Senjiti^eress 
all times—more especially in heavy weather—easier to read 
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In the Aneroid, fluctuations of the atmosphere are measured l»y 
its varying pressure on an elastic metallic box, from which almost 
all the air lias been withdrawn, and which is kept from complete 
collapse by a strong spring. The exterior of this vacuum chamber, 
as it might be called, is so connected by multiplying levers and 
springs with the pointer which traverses the face of the instru¬ 
ment, that the slightest increaso or diminution of pressure is at 
once unmistakably indicated. 

From the perfection of make arrived at, and its great porta¬ 
bility, the Aneroid has been very commonly used in the determin¬ 
ation of mountain heights; also by engineers for contouring, and 
roughly ascertaining dilferences of level in a hilly country, when 
running what are termed "trial lines” as a preliminary to a close 
survey for a new railway. For these purposes the face of the 
instrument is graduated on both an inner and outer circle, the one 
corresponding to inches of mercury, and the other to so many 
feet of elevation. Inking 30 inches as zero, a reading of 18 
inches would correspond to an elevation of close upon 14,000 
feet. Mr. K. Whymper, of mountain-climbing celebrity—during 
his travels amongst the Great Andes of the Equator—made 
exhaustive investigations which, combined with his subsequent 
workshop experiments, prove conclusively that for height-measur¬ 
ing at great altitudes the Aneroid is very unreliable, and that 
invariably it gives the height greater than it really is. lie also 
found that, on being quickly subjected to considerable dilFereuce 
of pressure, its first indications were very different to those ob¬ 
tained a few weeks later, though the pressure to which it was 
last submitted had not changed in the interval. To use Mr. 
Whympcr’s expression, a "state of repose ” is not arrived at by 
the instrument for quite a long period—perhaps months. It re¬ 
mains to be seen whether some clever mechanician can overcome 
this defect; Mr. Whymper is sanguine that, at all events, it can 
b» diminished : meanwhile, the Aneroid is the easier instrument 
for use on board slop. The Aneroid, however, 1 as 11 nasty knack 
of varying its index error, and must be frequently compared 
with a standard mercurial barometer. 

As the delicate mechanical parts are liable to sutler from rust, 
wear and tear, and other causes, it should, as a precaution, be 
occasionally compared with a standard mercurial barometer. 

It is just ns well that seamen should know that the Aneroid 
can nt any time be easily adjusted to a higher or lower reading 
I y a deep set screw at the back. Hv carefully turning this screw 
to the right or h ft with a bradawl, the pointer can he moved in 
the required direction. Hefore setting & compensate*l Aneroid by 
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a standard mercurial barometer, the reading of the latter should 
be corrected for temperature by the table for this purpose.* 

A full description of the Aneroid, with illustration, is given 
in Allingham’s Manual of Marine Meteorology. 


Temperature 
of thermometer 
attached to 
mercurial barometer. 

40° 

50° 

60° 

70° 

80° 

90° 

Correction to 
be applied to 
reading of 

mercurial barometer. 

-*03 

-06 

-•08 

-•11 

-•14 

- 16 


The comparison should be made with the Aneroid in two positions, one in ths 
upright position, or as it would be when suspended ; and the other on its flat, is it 
wonid be when lying on a table In neaily every instance there is a difference. Should 
the mercurial barometer have an index error, as often happens, the proper correction 
therefor must also be applied to its reading before that of the Aneroid made at the same 
instant is compared with it. Examile. An Aneroid reads 30*05,as against 30*00shown 
by a mercurial barometer which is known to be *02 too low throughout the scale, and the • 
temperature indicated by the thermometer attached to the mercurial barometer is 85°. 
A reference to the above table shows that at 85° the correction for temperature is 
—•15; and the index error is + 02 *, hence the correction to be applied to the reading of 
this mercurial barometer is (—*15 + *02) = —*13, and the corrected reading is 29 87. 
Theiefore the pointer of the Aneroid requires to be moved to 29 87. Since the 
mercurial and the Aneroid are assumed to be at the same height above sea level it is un¬ 
necessary to apply any correction for height. In comparing a ship's barometer, 
whether mercurial or Aneroid, with a shore reading—which is corrected for temperature, 
height above sea level, and index error, as a rule—the correction for height above sea 
level will have to be made at the rate of +*01 for each ten feet. Having regard to 
modern docks a grave difficulty crops up occasionally in determining the height above 
sea level. It may, or may not, be the same as the height of the barometer cistern 
above the level of the wa er in the dock, or the canal, in which the ship happens to be 
at the time. The mercurial column in a barometer rises and falls, after the manner of 1 
thermometer, as the temperature varies ; and the pressuie of the atmosphere decreases, as 
we go aloft. Hence the necessity to correct readings from snch a barometer to what 
they would be if taken at 32° F. ; and also reduce them to what they would have been 
if taken at sea level ; in order that they may be comparable inter se. In noting the 
barometer readings in the ship’s logbook, or on forms for shore offices, the entries 
should be made without any corrections whatsoever having been applied. A statement 
of the kind of barometer in use ; the height of the instrument above sea-level; and its 
index error, should be forwarded with the records, when possible. 
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CHAPTER XVI. 

OCEAN METEOROLOGY. 

'• The most <1 rtkult problem of Astronomy becomes simplicity tUe’.f when compared 
with the ez raordinerily complex agents that are in operation even with iba simplest 
meteorological phenomena ”—Sin Robert Bill, /toya? Astronomer of Ireland. 

Undoubtedly in the days of long ago Astronomy was in much 
the same precarious position as Meteorology is to-day; but just 
ms a Kepler and a Newton evolved order out of chaos in 
Astronomy, so we are justified in expecting the advent of 
mathematical precision for Meteorology. 

If hopes were dupes, fean may be liar*; 

It may be, in yon smoke concealed. 

Your comrades rhase e’en now the H er*, 

And, but for you, poseesa the lield.— Clough . 

Since the days of Fitzroy, the Unselfish, who was among the 
first in the United Kingdom to set the hall rolling, Meteorology, 
as a subject of general interest, has received a vast amount of 
attention from all sorts and conditions of men. Quite an army 
of co-operators, unpaid and paid, both ailoat and ashore, have 
observed and noted down meteorological observations at regular 
intervals daily with varying degrees of exactitude. These 
valuable records have been forwarded from time to time to 
the world’s Meteorological or Hydrographical Offices; and the 
results of the detailed discussions thereof, incorporated in official 
publications, have been published for the benefit of seafarers 
and others. The shelves of Weather Offices groan with undis¬ 
closed observations, yet the cry is still they eoine; and it is 
very difficult, if not altogether impossible, to formulate a plan 
which shall prevent such a regrettable accumulation of data 
without the remedy proving worse than the disease. 

Though slow to advance, and inexact in a great measure, 
Meteorology I as evinced a tendency towards greater certainty 
since Wrinkles first appeared ; and this, more especially, in that 
portion which is of the utmost importance to the seaman. 
1’oints which were doubtful have been more nearly determined ; 
some vaunted theories have proved full of fallacies, while other 
theories are now generally accepted ; and, altogether, the world 
is not so hopelessly involved in a meteorological maze os 
appeared to be the ease when the late Admiral Fitzroy was 
entrusted with the foundation and the conduct of a British 
M < toorologieal (>ffice. 

Laws once dogmatically put forward by shore-dwellers, in 
opposition to the competent conclusions of intelligent and 
experienced seafarers, have been demonstrated to be but 
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partially true, to require much modification, aud to have many 
unsatisfactory links in the chain of proof and of argument. 

This is similar to the experience of pioneers in every branch 
of science, but incomplete deductions have to serve until some¬ 
thing more reliable is given in lieu. The earlier writers on the 
laws of storms—such as Capper, Piddington, Redfield, Reid, and Pioneer zeal - 
Thom—made some erroneous inferences from the scant}” data at 
their command, as might be expected; but they are entitled to 
all honour and respect for the zeal and capacity with which 
they undertook such an arduous task, as the amount to unlearn 
was perhaps greater than the amount to learn. Paste-pot and 
scissors have ever been to the fore in Meteorology; originality 
in method is sometimes regarded with disfavour; and scarcely 
any improvement has been made by more modern men on the 
system of discussion adopted by Piddington and Redfield, 
although the books of those early writers on the laws of storms 
have necessarily become almost obsolete owing to the efflux 
of time. 

The reader, however, must not jump to the conclusion that Plenty of room 
we have arrived at the summit of meteorological knowledge, on the top ‘ 
aud that henceforth all will be plain sailing. There is still 
plenty of scope for inquiry over the Pacific Ocean, the South 
Atlantic, the Indian Ocean, the Bay of Bengal, and the Arabian 
Sea; but the beaten track is not bv any means that which will 
lead to reliable results, if any. Many will agree with Sir 
Robert Ball as to the numerous variables in the complex 
problem of .Meteorology; yet, curiously enough, many a shore- 
dweller of merely meagre capacity poses as a born meteorologist. 
Astronomers, Chemists, Electricians, Engineers, and others who 
combine theory with practice, have brought their several 
branches of science to that satisfactory stage where almost 
all of the facts are expressed in mathematical formulae, easy 
of demonstration or otherwise; but, thus far, the weather has 
defied every attempt to reduce its laws to algebraical ex¬ 
pressions, although thousands of precisely similar series of 
circumstances must have been placed on record since the in¬ 
vention of the barometer and the thermometer. The unknown 
quantities are so numerous and so seldom regarded, the known 
are so little understood, that it is next to impossible to say 
exactly the kind of weather which will follow any particular 
change in the atmospheric conditions. Too often the scaffolding 
used for construction is confounded with the meteorological ship 
herself ; or, to put it in more popular terms, the wood cannot be Weather 
seen for the trees. Taking the weather of the British Isles, Tele6:rsip v 
by way of example, it is only within the past thirty years, 
consequent on the spread of telegraphic communication and a 
sarefully organized system of reports made from all parts of 
Europe to a central office in London, that it has become possible 
to keep a close watch on the progress of weather changes in 
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the vicinity. Without telegraphy ueatlici* forecasting would be 
but a nanv*! Daily weather charts are now familiar to most 
people; and from a study of similar charts, embracing a large 
oceanic area to the westward of Ireland, it has been proved 
that the weather of Western Europe is principally dependent 
upon travelling atmospheric disturbances which reach the coasts 
of the United Kingdom after having passed eastward over the 
Atlantic for some distance. 

Our home*trade seamen are more especially interested in 
British weather, although deep-water vessels when making or 
leaving the land are equally concerned; but, to master its 
subtleties, an intimate knowledge is necessary of the atmospheric 
conditions which prevail over the Atlantic to the westward, the 
circumstances leading up to the birth of a storm, and the wavs 
in which the various weather systems act each on the other 
The first of these, owing to the lack of outlying islands between 
Ireland and Newfoundland, for many years appeared to be 
impossible of attainment. Of recent years wireless telegraphy 
has become an accomplished fact; and it has evidently come to 
stay, because quite a number of large steamships are now fitted 
with the necessary apparatus which enables them to keep in 
commuication with the shore or with passing ships possessing 
similar apparatus. The utility of this system is, however, 
Hinted to a certain radius, and it remains for Marconi, or some 
other genius, to devise a plan whereby wireless telegraphy will 
keep seamen on the coasts of 1 he world in close touch with the 
weather conditions along the route they wish to follow. A 
storm warning from a shore station is far from commendable, 
consequent on local conditions, and it is indispensable that it be 
both seanmnlike and certain. 

A few years ago onr near kindred on the other side of the 
North Atlantic, under the auspices of the A’< w York Herald , 
used obligingly to cable across to the United Kingdom tin* de¬ 
parture of storms travelling eastward towards our shores. The 
results clearly indicated that, after a cyclonic storm had left the 
continent of North America, not even those posing as experts 
could predict with any degree of accuracy worth mentioning 
just what would happen to the meteor. Sometimes the system 
would diverge inexplicably to the north, sometimes to the south, 
of the path predicted for it; sometimes it seemed to disappear 
entirely in mid-ocean; sometimes its progress was retarded and 
again accelerated; and wln*n one did manage to fetch across, it 
was either some hours ahead of time or as many hours behind 
time. Occasionally storms left the United States full of fury 
ami bent on mischief, but something intervened during the 
passage mid they reached our shores harmless enough ; and at 
other times the im-teor of little importance on the east coast of 
North America developed energy—as the cant phrase goes—on 
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of a hurricane by the time the English Channel was reached. 

Lastly, storms were sometimes generated in mid-ocean, remote 
from the New World as from the Old, and of these the 
Americans had not the least knowledge. The New York Herald 
weather predictions were theoretically praiseworthy, but were 
ahead of their time, and they proved most unreliable. Inasmuch 
as modern weather forecasting is but weather telegraphy writ 
large, and having due regard to the fact that wireless telegraphy 
is becoming more and more common at sea between large liners 
themselves and with shore stations, the near future may find 
a modified Sew York Herald system quite satisfactory. The 
British Meteorological Office essayed the task of testing the 
New York Herald storm warnings, did not discover much agree¬ 
ment between the predictions and the actual experience, and 
decided to ignore them altogether as misleading. “ Under any 
circumstances,” says the report, "in the present state of our 
knowledge, the aid derived from such trans-Atlantic messages 
must be very slight, and at times the knowledge that a deep 
depression had left the United States had caused the premature 
issue of warnings to our coasts, and a consequent failure, which 
would otherwise have been avoided.” It might logically be urged, 
however, that a competent weather forecaster, who is presum¬ 
ably familiar with every type of weather and its antecedent 
conditions, ought not to be induced to act like a tyro by the 
sight of a scare headline. Cable advices of the weather sent 
from the United States are not likely to be of much use in wireless 
forecasting United Kingdom weather, unless backed up by Telegraph* 
wireless messages from ships in telegraphic touch from shore 
to shore ; and this conclusion is fully sustained by a careful 
study of a long series of synchronous weather charts of the 
North Atlantic, which give a graphic representation of matters 
meteorological prevailing over the whole oceanic area at 
Greenwich Mean Noon—after the event, of course. 

So far back as 1847, Redfield seems to have suggested the 
use of the electric telegraph in weather forecasting; but the 
late Admiral Fitzroy may rightly be looked upon as the pioneer 
of this utilitarian branch of science, based upon actual obser¬ 
vations transmitted by telegraph from remote stations to a 
central weather office, to be discussed there and the information 
issued to the seaports (as regards storms) when deemed necessary. 

Americans are most favourably situated for weather prediction, 
inasmuch as the majority of their storms originate near the 
" Rockies,” travel eastward over many a league of territory, 
and are, therefore, amenable to telegraphic forecasting well in 
advance. It is quite another matter when storms say good-bye 
to the land of their birth, and are shot off on an ocean trajectory 
of three thousand miles. The gunner’s aim may be bad, or the Failure of long 
powder may be either damp or too dry; result, more harm than range weathei 
good to those on this side who hoped to profit by the prediction. ,orecasts 
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In 1871 the Anglo-American Telegraph Company brought to a 
conclusion a system of weather messages sent to England from 
Heart s Content, Newfoundland, which had proved unsatisfactory 
for various reasons, local and otherwise. II.M.S. Bride was 
anchored for six weeks in 18G9 at the mouth of the English 
Channel as a storm-warning vessel; but this very costly 
attempt was perforce abandoned because, as was alleged, the 
experimenters were unable tQ maintain the telegraphic con¬ 
nection in work'ng order. Captain W. Parker Snow once 
suggested a trans-Atlantic cordoji of ships, moored in some way 
at intervals of 500 miles, which should be in electrical com¬ 
munication with each other and with the land at cither end of 
the system. Morse, of telegraph fame, went even further than 
this {light of a perfervid imagination. He proposed that buoys, 
fitted with electrically self-registering apparatus, should be 
substituted for ships ami their expatriated crews; and, by this 
means, the record of matters meteorological would be registered 
automatically at the nearest station on land coupled up with 
the buoys, anchored at short intervals all along the great ocean 
highway which divides, yet unites, the United States and the 
United Kingdom. 

The British Meteorological Office has very many special 
meteorological log-books on its shelves which were kept on 
board vessels in the Atlantic hy officers and masters in clo*e 
co-operation, and a critical overhauling thereof bv a nautical 
expert “ would perchance determine whether, and how often, a 
Campania, or a Paris, might give reliable storm warnings at 
either end of the journey, provided every effort were made to 
obtain such information immediately upon arrival at Queens¬ 
town, Southampton, ami New York."* Much has happened 
since 18!)I — thanks to Marconi, I)e Forest, ami electricians of 
like calibre. The London Oaily Telegraph for some time 
published information of this nature, obtained from the fast 
steamers arriving within wireless striking distance of the United 
Kingdom shore stations; but this new departure was not an 
unqualified success owing to limits imposed by the apparatus, 
snd was abandoned in August, 1P0G. 

Prior to the advent of Redfield (a naval architect of New 
fork) and Piddingtuii (an English seaman), accuracy was denied 
to the laws of storms. Probably the first hurricane on record 
is that experienced by the caravels of Uliristoplier Columbus, 
not far from tie Azores, in February, f fP.T In 1G98, a British 
merchant shipmaster named Langford called attention to the 
close relationship between a West India hurricane and a whirl¬ 
wind, and pointed out that warnings of storms sent to the more 
western islands from Dominica and St. Vincent were not in- 

* «; of 0<'.in .Vi>rrru«. an / thf Ixt vuth mis of matin? tu'h E r fasts arai’- 
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frequently justified by subsequent weather. He used to get 
underway and run out before the northerly gale in anticipation 
of a shift to the south-west, which wind would bring his vessel 
back to port. Over three hundred years ago seafarers had 
grasped the main facts underlying the laws of storms, but the 
electric telegraph and State-supported meteorological offices 
were then far below the horizon of progress. In July, 1G87, 
one of England’s sterling seaman, William Dainpier, had fully 
recognised that the hurricanes of the West Indies and the 
typhoons of the Far East are very nearly related. “ For rny 
part,” wrote that old sea-dog of pleasant memory, “ I know no 
difference between a Hurricane among the Caribee Islands in 
the West Indies and a Tuffoon on the coast of China or in 
the East Indies, but only the name.” In July, 1747, Benjamin 
Franklin, patriot and philosopher, pointed out that “the air is 
in violent motion in Virginia before it moves to Connecticut, 
and in Connecticut before it moves at Cape Sable.” As ships 
increased in numbers, and more reliable instruments came into 
use on board of them, the paths of inquirers into matters 
pertaining to ocean meteorology became less difficult to follow; 
but it was reserved for W. C. Redfield, of New York, in 1831, 
to demonstrate much that had hitherto rested upon assumption, 
and to dispose of much that was erroneous. Modern weather- 
workers have adhered slavishly to his method of inquiry, as a 
rule; and, as a consequence perhaps, the laws of storms are 
almost precisely as they were handed to posterity by Redfield 
and Piddington. They collated information from ships’ log¬ 
books with respect to the subject under discussion, and laid 
down the data in geographical position on large daily charts 
by the aid of suitable symbols. Redfield devoted his attention 
more especially to cyclonic storms of the North Atlantic, while 
Piddington did the same for the Indian Ocean. To Piddington 
we owe the expressive term cyclone as applied to revolving 
storms, which he derived from the general significance of the 
Greek word kvkXos, as inclusive of any closed curve. 

Since the days of Redfield and Piddington the system of 
oceanic weather discussion through the intermediary of syn¬ 
chronous charts has often been followed in the United Kingdom 
and elsewhere; although, in so far as the Atlantic is concerned, 
nothing new and true has been added thereby to the world’s 
knowledge of matters meteorological. I 11 1882 the then 

Meteorological Council of the Royal Society, which controlled 
the destinies of the British Meteorological Office, determined 
upon a series of synchronous charts of the North Atlantic to 
cover the whole thirteen months, day by day, from 1st August, 
1882, to 31st August, 1883, on a scale never hitherto possible. 
To Lieutenant Weyprecht of the Austrian Service is doubtless 
due the conception of this vast undertaking of an international 
nature embracing a considerable number of circumpolar stations 
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at that time available. The English authorities appealed to the 
commanders of ships for the necessary particulars on specially 
prepared forms supplied by the Meteorological Office; a nautical 
expert was detached to visit ships at London and Liverpool, 
together with the principal shipping offices at both ports; and 
the response was all that could be desired, along the beaten 
tracks, even by the most optimistic. Data were obtained 
from 3,000 ships, on 11,236 forms, or 864 fur each of the 
thirteen months of the period, thus giving an average of more 
than 400 observations daily from ships of all nations in the 
North Atlantic. Land stations on both sides of the oceanic area 
were also pressed into the service to the number of about 300 
each day. lienee, in the preparation of the " Synchronous 
Weather Charts of the North Atlantic and Adjacent Continents” 
afterwards published by the London Meteorological Office, not 
fewer than 700 sets of meteorological synchronous observations 
were dealt with on the chart for each day. Among the land 
stations there were quite a number in high northern latitudes; 
and the nautical expert having contined his efforts to ships of 
every nation, especially sailing vessels, other than the regular 
liners between the United States and the United Kingdom, the 
observations south of that beaten track were well represent^! 
Hence it follows that the weather conditions represented on 
those charts should convey a far more accurate idea tb an 
anything of the kind attempted before or since based almost 
solely upon observations obtained from ships traversing the 
North Atlantic between the 30th and 50th parallels of North 
Latitude. 

A very violent storm having crossed the British Isles on 
September 1st to 3rd, LS83, these three days were added to 
the period originally chosen; so that the series comprised 30fl 
days’ charts representing the state of the weather at Noon. 
Greenwich Mean Time, each day, over au area extending from 
the Equator to the Polar Regions, and from the Pacitic Coast of 
North America to the eastern confines of Europe. The lalxmr 
of reducing the observations and compiling the charts can U. 
but imperfectly imagined. Not one-third of the amount of 
data utilised in this series had been available for any previous 
discussion of a like nature. Numbers, however, are a very 
misleading test as regards synchronous charts, inasmuch as 
where several ships are in company, or even in close proximity, 
they are not of any more value than one reliable obseruitiou. 
Hence it is matter for congratulation that both to the north 
and to the south of the zone frequented bv shipping the total 
number of observations available from ships at sea was 
decidedly in excess of the average. 

To confuse the issue as little as possible, the meteorological 
conditions of each day were represented on two adjacent charts 
On one were set forth the distribution of atmospheric pressure 
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as evidenced by the readings of the barometer, the direction 
and force of the wind, and the state of the weather; while on 
the other were given the temperature of the air in the shade 
and also the temperature of the sea surface. It matters not 
where this series of meteorological charts is opened, the same 
feature of ceaseless activity and incessant change is apparent; 
for not any two days are exactly alike. Isobars, or lines of 
equal barometic pressure, are drawn through the geographical 
positions on the charts at which the barometer reading in the 
vicinity are the same, just as the 100 fathom line of soundings 
is drawn through all places where that depth is obtainable near 
a coast; and the resulting cyclonic and anti-cyclonic systems of 
low and high barometer readings not only are of different 
shapes and sizes on any given chart, but also vary from day to 
day. It is to this interminable change that is due the fickle 
nature of the weather so characteristic of the United Kingdom. 
Every variation in form, or in energy; every alteration in the 
direction, or in the rate, of translation is undoubtedly regulated 
by some definite law of Nature; and this, although at a cursory 
glance it would seem almost impossible to reduce to any order 
worth mentioning the bewildering medley of events thrown 
together of necessity on a synchronous chart. The exercise of 
a certain amount of patience on the part of an unbiassed 
inquirer, however, will bring to light the fact that in weather, 
as in other sublunary matters, Nature’s first law is most 
pronounced. Prior to Kepler and Newton, Astronomy was in 
as unsatisfactory a state as Meteorology is to-day; and for a 
similar reason. Means are confounded with ends; and initiative 
is wanting. Experience in meteorology is too often on a par 
with the stern light of a ship which only illuminates the track 
overpassed, and Procrustean principles are fatal to advance. 
Without a daily bird’s eye view of the whole of the surrounding 
weather conditions it is difficult to form even an approximate 
estimate of the influences at work; but, unless the imagination 
of the weather worker be duly restrained, such bird’s eye 
views, in the form of synchronous charts, may mislead the 
seeker after truth. What a celebrated French critic once 
remarked about virtue is as applicable to the use of the 
imagination in the drawing of isobars: “ II en faut; metis il 
nen faut pas trop .” This precept is too often either forgotten 
or ignored; so that a synchronous chart may be a lndp, but it 
may be a hindrance. 

In a cyclonic system, the winds revolve around an area of 
comparatively low atmospheric pressure in either hemisphere, 
so that the westerly wind is always on the side nearest the 
Equator; and it must not be forgotten that the wind force 
in such a system is not necessarily that of a gale. In an 
anti-cyclonic system the wind revolves around an area of 
comparatively high atmospheric pressure in either hemisphere; 
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so that the easterly wind is always nearest to the Lquator , 
and it is well to remember that the winds of an anti-cyclone 
are not always of a light force. The force of the wind dies 
not depend upon the absolute height of the mercury in the 
barometer, but upon the relative height at places not far remit-* 
from each other. A cyclone is not an isolated phenomenon, but 
is merely an "episode” in tlie general circulation of the atm< s 
phere. Cyclones and anti-cyclones exist in close proximity, ami 
each is dependent in a measure upon the other, fur " Nature 
abhors u vacuum.” Descending currents from the regions of 
highest barometer are drawn into the neighbouring regions of 
lowest barometer, where they ascend into the upper regions 
of the atmosphere, and are again transferred to the anti 
cyclones, thus effecting a continuous interchange. Curiously 
enough, it would appear as though seafarers, through all the 
ages of sail and steam, have not experience l an appreciable 
updraught of wind while under the influence of a cyclonic 
storm, nor a downdraught in an anti-cyclone. 

The question of the indraught of the wind in a cyclonic 
system lias received much attention by the earlier writers on 
the laws of storms. Some aflinued that a cyclonic storm is a 
huge circular whirl with its wind particles proceeding along 
purely circular orbits; some wore just as .strongly of opinion 
that the wind worked towards the centre along equi-angular 
spiral paths. Neither Kedtiold nor Piddingtou, however, re¬ 
garded the whirl as perfectly circular, although the diagram 
approximating to n geometrical circle was rightly deemed by 
them as of suflicient preciseness for practical purposes at sea, 
wh'Me undue refinement is to he deprecated. One thing is 
certain ! Owing to the fuct that a ship is not a fixed obser¬ 
vatory, and that the determination of wind force on a steamship 
is far from easy, confusion can only result from efforts to arrive 
at a measure of the angle of indraught by means of observa¬ 
tions taken on board ships under the influence of a huiricane 
when there are other matters to be safeguarded. On the ' ther 
hand, wind direction at shore stations is subject to adverse local 
influences, and this may introduce a serious error into the 
problem. The late Mr. Clement Ley found that five inland 
stations gave an average angle of indraught of 2! 1 , while live 
on the sea coast gave an average of only l.’i ; but the individual 
records varied between 10 and 45*. Professor Loomis obtained 
an average indraught of 47 for I’nited States winds, though 
this may he explainable by his inclusion of a number of in¬ 
stances of insignificant wind-force. According to theory, winds 
on the outer edge of a cyclonic system have a greater angle 
of indraught than those nearer the centre, and, again, just the 
eonver-o of this has been deduced from a consideration of 
the wind arrows laid down in geographical position on large 
synchronous working charts. Hurricanes in low latitudes arc 
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of small radius and great intensity ; an unknown sea-surface 
current and lack of ship’s position by observation are quite 
common on such occasions ; and, consequently, conclusions based 
on such uncertain data are worse than useless — they are 
misleading. 

Espy, of the United States, considered that the wind blew Centripetal 
from all quarters alike towards a common centre; and he Su ee est,ons 
attributed this centripetal travel to a supposed upward rushing 
of the air in the vortex—or core, to use the slang of the day 
—of the storm. Had such an upward trend been in evidence 
surely it would have been recorded by a proportion of the 
mtinite number of seamen who have experienced West India 
hurricanes since the days of Christopher Columbus! On the 
outer verge of a cyclone the glass indicates high barometic 
pressure, and the barometer readings continue to fall as the 
dreaded centre is approached; and it might, therefore, be 
assumed that under these conditions the outer and heavity 
pressed air will move along the path of least resistance towards 
the imperfect vacuum at the centre. So far, however, practical 
proof is wanting! It is pretty well established that in some 
tropical cyclones the wind at some parts of the whirl not 
infrequently moves around the circumference of a true circle. 

On the other hand, the late Dr. Meldrum, when Director of the 
Government Observatory at Mauritius, who had unusually good 
opportunities of hobnobbing with cyclonic storms of the South 
Indian Ocean, considered that the north-eastely and easterty 
winds of those particular meteors often, if not invariably, blow 
directly towards the centre of the storm, instead of at right 
angles to the bearing thereof, as required by the purely circular 
theorj’. When a hurricane is moving along the equatorial ^ e “™ c * f ne 
range of a trade-wind region there is a belt of intensified trade Trade Wiuds 
wind on the windward side of the storm track. Should the 
trade wind increase to gale force, and remain steady in direction, 
it is not safe to assume that the vessel is directly in front of an 
advancing storm until the barometer has fallen at least six- 
tenths of an inch. Sometimes it would appear as though the 
circular theory is borne out by the records, and at other times it 
would seem that Espy’s idea, although not quite right, was not 
absolutely erroneous. As a very eminent authority said in 
April, 1900, it is possible to prove diametrically opposite pro¬ 
positions by reference to a series of synchronous meteorological 
charts. This may be due, in a measure, to the vice inherent in 
the system itself; and many of the apparent irregularities in 
storm motion and storm life are undoubted!}’’ due to either Flaw * in 
paucity of observations, erroneous observations, or a perfervid system° n0U9 
imagination on the part of the person who draws the isobars 
With a distance of GOO miles represented by an inch on the 
working chart there is always a temptation to overstep the 
limit imposed by the environment upon the draughtsman. 
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Rut more frequently than otherwise the direction of the wind 
is compounded of both the foregoing; and such a resultant of 
forces agrees with the spirally incurving movement accepted at 
the present time as the general , hut not invariable, behaviour of 
the wind in cyclones. The incurvature is usually about two 
points, thus making the centre bear about ten points from the 
direction of the wind; but no positive rule can be laid down for 
this. 

Storm areas are found to be of every variety of shape—cir¬ 
cular, oval, elongated, and irregular ; the same system may even 
alter its shape from day to day. Again, it is common enough for 
a cyclone to break up into two or more, each perhaps more violent 
than the parent system. The reverse of this also takes place; 
two or three low-pressure areas approaching from different 
directions become one, then some days later burst into a number 
of distinct cyclones again. 

Again, one or more secondary disturbances sometimes hang 
about on the skirts of the larger ones; these may come into 
collision, and confusion reign supreme until the one will have 
merged into the other, the less being absorbed by the greater. 

These sudden changes, which cannot be foreseen, and the 
shapes of storms being so very different, introduce complications 
which would bewilder even a 41 Philadelphia lawyer.” How 
then can the sailor, cut off a*, he is from all outside sources of 
information, calculate with Board of Trade precision the position 
of the dreaded centre? ds a fact, no rule is possible for deter¬ 
mining more than approximately (he position of the vortex of a 
cyclone by observations confined to a single ship. 

A case n point, illustrating the difliculty of applying the 
circular theory with a certainty of being right, is afforded by the 
>_;reat storm which prevailed oil the Atlantic coast of the United 
States during the ll-14th March, LS8i>. This storm—of the 
“ Blizzard ” type—was sadly destructive, and will long remain a 
memorable instance of marked divergence from the circular 
theory. C’haits compiled for each day of its continuance shew 
its path, intensity, and development. The main feature exhibited 
was an elongated area of low barometer, extending from the west 
coast of Florida up past the eastern shores of Lake Huron, ami 
far northward towards Hudson Bay. On the western side of 
this stretch of low barometer tin* difference of pressure (or 
gradient) was very considerable, and accompanied by a very long 
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area of bitterly cold northerly winds. It was this latter doubly 
unwelcome visitor which rendered the storm so specially disas¬ 
trous to human as well as animal life. The centre of the 
disturbance passed almost completely over New York, and, 
pushing its way to the northward and eastward, skirted closely 
the shores of the United States. It is an instance where the 
law of storms, founded on a hard-and-fast circular theory and 
S-point bearing, would be almost wholly inapplicable; and there 
is now no doubt that there are many such to puzzle the unhappy 
navigator who may be caught in their meshes. 

Here it seems opportune to refer to a phase of the subject 
deserving of the most careful study. In various parts of the Pt ' man ‘" t 

* J 1 areas of hig 

world there are certain jiermanent areas of high and low pressure, and low 
which exercise a stupendous influence on the general atmospheric pressure 
circulation. These will be found depicted on the accompanying 
chartlets, which seamen will find useful. In addition to the 
more permanent pressures, there are certain other areas which' 
vary with the season of the year. The most marked of these 
extend over Central Asia, and appear to cause the N.E. and S.W. 
monsoons of India. 

As might be expected, the “Synchronous Charts" shew pre¬ 
cisely the same feature. Take, for example, the anti-cyclone found 
on the edge of the Tropics, extending at times across the ocean 
from Africa to America, at other times contracted to smaller 
dimensions on the eastern half of the sea, and occasionally 
stretching northward to the British Isles and Iceland. Other 
systems, both of high and low barometer, are found travelling 
about in all directions and disappearing ; but this particular anti¬ 
cyclone is permanent, being only modified in its shape and extent; Their 
and if some means could be devised for ascertaining the changes importanc® 
in its northern limits from day to day, one of the greatest diffi¬ 
culties of the weather forecaster in this country would be over¬ 
come, very few of the disturbances reaching the shores of Great 
Britain and Ireland which are not influenced by it. 

This brings us to the question as to whether the intervention of 
high land has any influence in altering the track of a storm. Until 
comparatively recently, West India hurricanes were believed to influence 
travel along the northern shores of the islands, and curve round oMand * 
to the north and north-east with the trend of the American coast, 
because it was thought the land formed a barrier against their 
advance into the interior of the continent. This theory, once 
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very generally accepted, is demolished by the fact that many 
disturbances originating in the Tropics take other directions: 
some pass into the Gulf of Mexico, ami thence north-eastward 
across the States to the Atlantic again ; while others proceed due 
north, or even eastward of north, from their place of origin iu 
mid-ocean. 

The invariable rule is for areas of low barometer to cling to 
the neighbouring anti-cyclonc; and it is to this, and not to the 
contiguity of laud, that the direction of storm translation is 
related. 

Exactly the same action is observable over the northern part 
of the Atlantic. Cyclones do not alter their course because they 
reach the shores of Europe, but because of the conditions of 
pressure over Europe itself. Land certainly modifies the intensity 
of a cyclone, 1 ut seems to have no direct influence upon the course 
it may take. This explains the multiplicity of directions in which 
cyclones travel over sea and land. The neighbourhood of New¬ 
foundland, in about lat. 40° X., is more frequented than any other 
portion of the Atlantic, dhturban cs being attracted 1 ere from 
the south, the west, and the north-west ; 1 ut, continuing their 
journeys, some pass into the Arctic regions through Ihivis Strait, 
while others take any direction between that and the Gut of 
Gibraltar, always liable to a change of direction when approach* 
ing nnv anti-cyclonic area which may happen to lie either directly 
across their paths or alongside them. 

Then, again, the apparent rate of travel of a storm is atleeted 
by tbe distribution of barometie pressure in the vicinity ; and 
the track assumed for it is as erratic over the open sea as over 
a mountainous region. Some synchronous charts afford most 
perplexing storm tracks. The meteors seem to go full speed 
ahead at from HO to 50 miles on hour, as against the usual average 
of 15 for some time; then lb v stop, or go dead slow ; and again 
put on full speed. Not distribution of pressure, but mistaken 
inference, is the more usual cause of this alleged err tic action. 
Assuming that some storms cross the North Atlantic in one 
quarter of the time occupied by precisely sin#i 1* 11 * meteors, then 
it is obvious that, without n knowledge of the meteorological 
conditions over the ocean in between, any ntten pt to predict 
l nited Kingd »m wentlu r on tlu* departure <>f a storm from the 
Pnitcd States must very often prove a dismal failure. 

Synchronous Weather (.’harts shew a remarkable difference be- 
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tween the energy of cyclonic systems over land, as compared Energy over 
with those over sea. Rarely does the wind in the disturbances landands « i - 
crossing America rise to a gale, but immediately the moist 
atmosphere over the Gulf Stream is reached, the depth of the 
cyclone rapidly increases, and heavy gales are frequent. 

Passing from the Atlantic into Europe, the converse is manifest; W ind force on 
the barometer rises, and the gales die out; in fact, it is certain that the oceao 
the stay-at-home inhabitants of these isles have no conception of 
the force of a regular Atlantic “howler.” On shore, even during 
the worst gales, the surface force of the wind is broken up by 
the numerous obstacles met with, but on the wide ocean there is 
nothing to check the full fury of the blast. 

It will thus be seen that synchronous charts let in a flood of 
light on what was very obscure before. Nor have observers in 
other parts of the world been idle. Their investigations prove that 
those terrible convulsions of nature, which, according to location, 
are variously denominated Hurricanes, Cyclones, or Typhoons, are 
all closely allied to each other, and to gales in general. 

In research of this kind, the seafaring community is much A pains-taking 
indebted to the voluntary labours of the late Hon. Ralph Aber- trave,ier 
cromby, F.R. Met. Soc., who devoted the major portion of his life to 
this particular study. As an extensive traveller, Mr. Abercromby 
had facilities denied to professional men, who, except during a 
holiday, always too brief to permit of wide explorations, are tied 
to their offices, whatever these may be. To get in touch with such 
men abroad, and in the hope of personally encountering at least 
one cyclone, Mr. Abercromby visited, in 1885-18S0. the observa¬ 
tories at Mauritius (the very stronghold of tempests), Madras, 

Calcutta, Manila, Hong-Kong, and Tokio. By this means he was 
able not only to procure more recorded material for his investiga¬ 
tions, but to learn, in course of conversation, certain minute but 
important details which could not be extracted from existing 
reports. On his return to this country, Mr. Abercromby embodied 
the results of his experience in various papers read before the 
Royal and other Societies, and by his kind permission the writer 
has availed himself of occasional extracts, of which the following, 

“ On the relation between Tropical and Extra-tropical Cyclones,” 
are deserving of careful consideration. 

Conclusions. 

All oyclones have a tendency to assume an oval form; the longer diameter 
may lie in any direction, but has a decided tendency to range itself nearly in a liue 
with tlie direction of propagation. 
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The centre of the cyclone is almost invariably pressed towards one or other end 
of the longer diameter ; hut the displacement may vary during the course of the 
same depression. 

Tropical hurricanes are usually of much smaller dimensions than extra tropic.il 
cyclones; hut the central depression is much steeper and more pronounced in the 
former than in the latter. 

Tropical cyclones have less tendency to split into two, or to develop secondaries 
than those in higher latitudes. 

A typhoon, which has come from the tropics, can combine with a cyclone that has 
been foimed outside the tropi's, and form a sii gle new, and perhaps more intense, 
depression. 

No cyclone is an isolated phenomenon ; i’ is always related to the general dis 
trihutiou of pressure in the latitudes when* it is generated. The concentric circles 
hitherto drawn to lepresent a cych ne, ignore the fact that a cyclone is always con¬ 
nected with and controlled hy some adjacent area of high pressure. 

In all latitudes pressure often rises ever a district just before the advent of a 
cyclone. The nature of this rise is at present ol»scure; hut the character of the 
unusually fine weather under the lugh pressure is identical both within and witheui 
the tropics 

In all latitudes a cyclone which has been goner, ted at sea ap)**ars to have a re¬ 
luctance to traverse a land area, and usually breaks up when it crosses a Coast line. 

After the passage of a cyclone in any jmrt of the world there is a remarkable 
tendency for another to follow very soon, almost alon*. the same track. 

The \elocity of propagation of tropical cyclones is always smau’, and the average 
greatly less than that of European depressions. 

There is much less difference in the temperature ami humidity liefore and after 
a tropical cyclone than in higher latitudes The quality of the heat in (rout is 
aiwayx distressing in every part of tho world. 

The wind rotate* counter-clock wise in every eyelmiaof the northern hemisphere ; 
aud everywhere as iui in-going spiral. Tlig amount of incurvature for the 
same quadrant may vary * un*ig the cou se of the same cyclone ; hut in most tropical 
hurricanes the iiicurvatu e is lea t in front, and greatest in rear, whereas in England 
the greatest incurvat ire i-> usually [omul i*i the right (imit. Some ob-ervers think 
that, broadly speaking, the inn nature of tne wind increases as we recede fn m the 
equator. 

The velocity of the wind always increases as we approach the central calm in a 
tropical eyclo ,c ; whereas in higher latitudes the strongest winds and steepest 
gradients are often some way from the centre. The ]>ortioii of a cyclone which i* 
of hurricane vn 1* nee f this, as it were, a kernel in the centre of a ring of ordinarily 
bad weather. In tins peculiarity tropical cyclonasa|proximate more to the tyjt oi 
a \\hit 1 wind t< inado ; but the author does not think that a cyclone is only a highly 
de\elo|H i d whltlwin 1, as there .ue no tMiisitumnl feiius el rotating air. 

The general rcul.itmn of a evelone. as shown by the motion of the clouds, »|c 
pears to be the same everywhere. 

All < ter the wmld unusual c<dniati<*u ol the sky at sunrise and sunset is observed 
not only before the barometer has begun to fall at any place, but before the exist- 
enr* of any depression can he traced in the tie,gld**mhood. 

t’irriH appear* all ruin 1 the cloud area if a tropical cyclone.' nstcad of onlv 
round t ie tr-uil Hriui-« irel, to* in login r hvlil ides. Tlw* ahj'iim* ntn of the «tri|* a of 
e rrus nppiutr to be more radiidly from tin* centre in tin- tropru. iimtoid of 
tangentially t» the isobars, h indicate 1 hy the rosear i-hes' f l.v nd 11 ihbbriOides >n 
in England mid >wedrit r»Hja-etiveh 
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The general character of the cloud all round the centre is more uniform in than 
out of the tropics ; but still the clouds in rear are always a little harder than those 
in front. 

Everywhere the rain of a cyclone extends farther in front than in rear. Cyclone 
rain has a specific character, quite different from that of showers or thunderstorms ; 
and this character is more pronounced in tropical than in extra-tropical cyclones. 

Thunder and lightning are rarely observed in the heart of any cyclone, and their 
absence is a very bad sign of the weather. Thunderstorms are, however, abundantly 
developed on the outskirts of tropical hurricanes. 

Squalls are one of the most characteristic features of a tropical cyclone, where 
they surround the centre on all sides ; whereas in Great Britain squalls are almost 
exclusively formed along that portion of the line of the trough which is south of 
the centre, and in the right rear of the depression. As, however, we find that the 
front of a British cyclone tends to form squalls when the intensity is very great, the 
inference seems justifiable that this feature of tropical hurricanes is simply due to 
their exceptional intensity. 

A patch of blue sky in the centre of a cyclone, commonly known as the “ bull’s- 
eye,” is almost universal in the tropics, and apparently unknown in higher latitudes. 
This blue patch does not apparently always coincide exactly with the barometric 
centre. The author’s researches show that in middle latitudes the formation of a 
hulPs-eye does not take place when the motion of translation is rapid ; but as this 
blue space is not observed in British cyclones when they are moving slowly, it would 
appear that a certain intensity of rotation is necessary to develop this phenomenon. 

The trough phenomena—such as a squall, a sudden shift of wind and change of 
cloud character and temperature just as the barometer turns to rise, even far from 
the centre—which are such prominent features in British cyclones, have not been 
even noticed by many meteorologists in the tropics. The author, however, shows 
that there are sight indications of these phenomena everywhere ; and lie has 
collated their existence and intensity with the velocity of propagation of the whole 
mass of the cyclone. 

Every cyclone has a doable symmetry. One set of phenomena, such as the oval 
shape, the gen ral rotation of the wind, the cloud ring, rain area, and central blue 
space, are more or less related to a central point. Another set, such as temperature, 
humidity, the general character of the clouds, certain shifts of wind, and a particular 
line of squalls, are more or less related to the front and rear of the line of the trough 
of a cyclone. 

The author’s researches show that the first set are strongly marked in the tropics, 
where the circulating energy of the air is great and the velocity of propagation 
small ; while the second set are most prominent in extra-tropical cyclones, where 
the rotational energy is moderate and the translational velocity great. 

The first set of characteristics may conveniently be classed together as the 
rotational ; the second set as the translational phenomena of a cyclone. 

Tropical and extra-tropical cyclones are identical in general character, but differ 
in certain details due to latitude, surrounding pressure, and to the relative intensity 
of rotation or translation.” 

In the above the word “ trough ” frequently occurs, and it 
becomes necessary to explain what Abercromby means by it. He 
says, “The ‘trough’ of a cyclone is a line drawn through the 
centre, more or less at right angles to the direction of translation, 
through all points where the barometer, after having reached its 
lowest, has just turned to rise.” 
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The word “axis' 1 is sometimes improperly used to denote the 
storm path. The axis of a storm's parabolic track is the 
straight line drawn through focus and vertex, and the vertical 
axis is an imaginary line, “ more or less vertical,” round which 
the whirl revolves. 

The reader will not fail to notice the words "more or less 
vertical” ; they are rendered necessary by the contention of some 
writers that storms do not move parallel to the surface of the 
earth, but are tilted up, so that one side may pass over without 
being felt nearly so much as the other. 

The highest authorities concur in admitting that, even with 
the advantage of many combined simu tuneous observations at 
stations some distance* apart, such as can he obtained on land 
by a special and regularly organized service, it is impossible at 
present to foretell with certainty, for even one day in advance, 
the ] recise character of the coming weather. 

If, then, concerted action avails so little, what chance lias an 
isolated individual, such as the commander of a ship, who has 
nothing to guide him but his own local observations, of satis¬ 
fying himself as to the weather he may expect for even a single 
coming day ? 

Where is the sailor who has not been urged to prepare for 
dirty weather by the warning of an unusually low glass, to find 
that the disturbance has passed away wide of bis position ? Let 
him not, however, regret his trouble, but console himself with the 
wise "saw” that “it is better to be sure than sorry,” and with 
the knowledge that, though his guide has now deceived him, on 
the next occasion its monition may be more than justified. 

On the other hand, he should bear in mind tlie fact that stiff 
gales sometimes blow with quite a high barometer. This is com¬ 
mon enough in the Knglish Channel with the wind at N.lv, but it 
also happens with strong blows from other quarters. For example, 
though the writer, on the last day of .January, Ls^O, while on a 
passage from Philadelphia to Liverpool, experienced a fresh gale 
from the Southward, with a heavy sea. yet, during the worst of 
it, the glass never fell 1 eh»w fU) 2‘L and the sun shone brilliantly, 
with scarcely a cloud in the heavens. On the previous day, with 
moderate w ind at S.H. by K„ it ranged as high as 30 ot). 

Many people will doubtless remember the anti-cyclone which, 
in January of isvj, persistently hung over the British Islands 
for several days, mid excited wonder bv the high reading of the 
barometer, which reached HD'bO. The wriltr was then returning 
home from the Tinted States, and the following, taken from the 
log. shews that tl e region of unusual pressure extended a long 
way to the westward. 

‘•'Noon, Tuesday, January 17th. Lilt. 47“' 40* N., and Long. 
!>(>• r>.V \Y Wind S. $ W. (true , moderate 1 reoze; light clouds, 
sun dimly visible at intervals. Barom. 30 4*2, Thermom. in open 
air (shade) 54°. 
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“ Noon, Wednesday, January 18th. Lat. 49° 19' N., and Long. 

19* 52' W. Wind S. by W. (true), light to moderate breeze. Sun 
shining brightly. Hazy on horizon. Barom. 30''70, Thermom. 

53°. 

“At 9 p.m. Barom. attained its highest reading, viz. :—30 w, 80. 

“ Noon, Thursday, January 19th. Lat. 50° 46' N., and Long. 

12° 17' W. Wind S.E. by S. J S. (true), light. Sun shewing 
occasionally through breaks. Horizon very clear and well defined. 

Barom. 30"75, Thermom. 47° in open air (shade)." 

The point of both examples lies in the high glass and southerly 
wind, which latter, in the first one quoted, actually reached the 
force of a fresh gale. 

All this would appear an enigma did we not know, as will Barometric 
presently be explained, that gales depend not so much upon the grad,ent ' 
absolute height of the glass as upon the difference between two 
readings at places some little distance apart. 

If, over a given area, the glass be uniformly high, or uniformly 
low , there will be but little wind; but when the barometric incline 
between places of relatively high and low pressure is abrupt, the 
winds will be violent. 

To the sailor, however, who is not behind the scenes, and Disabilities 
cannot be in telegraphic communication with other places for ofseain£D - 
comparison of barometers, and has, moreover, his own observa¬ 
tions vitiated to a considerable degree by his vessel’s onward 
progress, this knowledge is practical^ worthless. 

What he desires is to be enabled to augur, from the study of 
his own instruments and the aspect of sea and sky, what is 
likely to take place around him, and, unfortunatel}’, it is but 
seldom that this is possible to any noteworthy extent. 

If we could only know r what was going on in the higher 
regions of the atmosphere simultaneously with existing surface 
conditions, out of apparent chaos might come some sort of order; 
this, however, is a difficulty which at present is insuperable. 

There are, however, certain indications winch, when the}' occur, Unfailing 
may be regarded as pretty reliable, and are in consequence si e ns - 
worthy of being logged in red ink. 

For example, a rising barometer with a southerly wind presages 
fair weather, whilst a falling barometer with a northerly wind 
conveys a warning which cannot be disregarded with impunity. 

To make this applicable to either hemisphere, it would be as 
well, perhaps, to substitute the words Equatorial for Southerly, 
and Polar for Northerly. 

Another rule of equal importance has reference to the effect influence eJ 
of a ship’s tack on the barometer. The cause will be evident, as B a c r0 °” tef 
explained hereafter; for the present it is sufficient to state the 
fact. 

In the Northern hemisphere, with all winds, except when near 
the equator, the starboard tack takes a ship towards a higher 
barometer, whilst the port tack takes her towards a lower one. 
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It follows, that in every case a rising barometer on the port tack 
is a valuable indication of improving weather, while on a star¬ 
board tack, a filling barometer is a great warning. This order 
is reversed in the Southern hemisphere. 

The cases just quoted, with one or two minor ones which will 
appear by-and-by, are the exceptions which prove the rule, that— 
opposed though it may seem to older teaching—the barometer, 
under most circumstances when taken singly and unsupported 
by other indications, cun no longer be regarded as an infallible 
weather oracle. 

Its warnings are uncertain, and, on some occasions, its move¬ 
ments are only contemporaneous with the commencement of the 
disturbance they are supposed to herald, as friction in the tube 
and inertia must first be overcome before the altered pressure of 
the air can put the mercury in motion. 

Nevertheless there are special instances, and most of us will 
remember them, when—other indications being wanting—its 
silent fall has revealed an impending danger. We must, therefore, 
by no means cast off our old friend, or too hastily underrate its 
value. 

In making delicate observations, it should be known that the 
mercury is subject (quite apart from tlie weather) to regular 
daily tidal influences. At between 0 and 10 a.m. and r.M. it is, 
so to speak, high water. Then commences the ebb, which lasts 
until between 3 and 4- a.m. and r.M. respectively. Tin* nn an 
range in tropical regions is about the tenth of an inch, hut as the 
latitude increases, the tidal range diminishes, until finally it 
almost vanishes at the poles. 

In our own part of the world this phenomenon is often un¬ 
noticed, owing to its lesser degree, and its being frequently 
masked by accompanying ami stronger atmospheric changes. 
Not so nearer the equator, where the greater tidal range, the 
more equable character of the weather, and the ordinary baro¬ 
metric fluctuations being both infrequent and small in amount, 
render it easily apparent. 

The practical h«*son to be learned from this noteworthy pecu¬ 
liarity is, that to some extent changes in the barometer are of 
increased or diminished significance, in accordance as they dis¬ 
ag re** or agn e, with the regular tidal rise ami fall. Thus, if the 
mercury drop steadily between the hours of 3 and 0, when 
according to the above law it should be rising, the indication is 
of more importance than if occuring between if and 3, the period 
of tidal ebb. 

So far this singular phenomenon of barometric tides has 
pn/zled physicists. and though many hypotheses have been 
iiilvni'c* *1, none of them seem capable of nllbrding an entirely 
satisfactory so ution. 

It must he rein* mb* red that though, as before observed, con¬ 
siderable bnioinctrie changes are infrequent near tlie equnt* r, 
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when they do occur they are of proportionately greater signi¬ 
ficance. In low latitudes, a sudden fall of any magnitude is 
invariably followed by a hard blow, which, however, is mostly 
of a transitory character ; bearing out the familiar adage, “ Long 
foretold, long last; short notice, soon past.” 

The seaman is, perforce, a weather forecaster, independent of 
extraneous assistance when out of sight of land; although it 
must not be forgotten that, even he, when in control of wireless 
apparatus, is now more nearly approximating to the shore 
weather telegraphist. When a storm is in the vicinity, the 
restlessness of the mercurial column of the barometer, or even a 
sudden rise under certain conditions, is an indication that ^ t ‘ on oflhe 
trouble is brewing. Very early in the history of the laws of barometer, 
storms seamen came to the conclusion that a very rapid fall in 
the barometer of a ship under the influence of a cyclonic storm, 
pointed out a system of small diameter but great intensity; 
whereas a gradual fall portended a more extensive storm of 
lesser force ; and the lowest barometer reading of all was to be 
found at the centre of the cyclone. It was also noticed that the 
bearing of this lowest pressure was related to the direction in 
which the wind was blowing at any given place on the surface 
of the globe. Facing the point of the compass whence blows 
the storm wind, in the Northern Hemisphere, it was found that 
the lowest pressure of the barometer, coincident with the centre 
of the disturbance, was about eight points on the right hand. 

For the Southern Hemisphere we have merely to substitute 
“ left hand ” for “ right hand ” in the above. 

This principal is generally known as Buys Ballot’s Law, after so died 
the Dutch meteorologist who first aroused attention to its Buys-Baiiofa 
universal applicability; and may be expressed as follows. Law * 
Facing the wind the lowest barometric pressure is on the right 
hand of the observer in the Northern Hemisphere and on his 
left hand in the Southern Hemisphere. Very often, with cor¬ 
responding changes, the rule is expressed as though the observer 
were back to the wind. In other words, the wind of a 
cyclonic storm blows along the isobars with less pressure on the 
right hand in the Northern Hemisphere and on the left hand in 
the Southern Hemisphere; observer facing the wind in either 
ease. This law, even for light winds, is approximately true. 

Buys Ballot’s Law does not hold good close to the equator; 
but cyclonic storms are practically unknown there. 

Wind is air in motion, and when in rapid motion it becomes a 
storm. There are various theories as to the cause of storms or 
cyclones. Heinrich Dove, a native of Silesia, Professor of Natural 
Philosophy at Berlin, and subsequently Director of the Royal 
Meteorological Institute, held the view that cyclones are formed 
when two great air currents—polar and equatorial—flow side by 
side, storms being the eddies formed along the line of junction. 

It is to be kept in mind that the qualities of the atmosphere in 
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the front portion of a cyclone are quite different from those in 
the rear—the former being warm, moist, and depressing; while 
the latter are cold, dry, and exhilarating. This is one of the 
chief objections made to the circular theory by its opponents, 
who contend, logically enough, that if one and the same air 
current were moving in a circle, it would be <lifficidt to explain 
the vapid thermal changes which certainly take place with the 
veering of the wind as the storm passes over. 

Abcrcrombv, however, points out that these thermal changes 
do not occur to nearly the same extent in tropical cyclones, and 
though the essential character of all cyclones is very much the 
same, authorities are agreed that there are important points 
of difference, and this is one. Undoubtedly those of the tropics 
are more symmetrical in shape than their half-brothers of the 
temperate zones ; they are also more violent, their movement 
of translation is slower, and their diameter is less. The facts 
here mentioned confirm the writer in the opinion expressed in 
tin* first edition of “ Wrinkles,” that there ar ■ varieties of 
cyclones, depending chiefly upon local peculiarities: indeed, 
Abercromby practically says as much : and whilst all are 
governed by some general law or laws, there are controlling cir¬ 
cumstances which impart to each kind its distinctive features. 

All this would point to great complexity not easily unravelled 
by the sailor, so completely cut off as he is from all outside help. 
In the case of actual cyclones, whether they he of a spiral, oval, 
or circular kind, some of the old rules laid down for the guidance 
of seamen will, in the absence of better ones, still apply. It is 
just as well, therefore, to remember them. 

Heavk-'IO on the starboard tack in the Right-hand semi circle, 
and port-tuck in the Left-hand semi-circle, in both hemispheres. 

O.MtliY-fiN on starboard tack in Northern, aud port tack in 
Southern hemisphere. 

Scrn when on line of progression in either hemisphere; or in 
Left-hand semi-circle in Northern, or Right-hand semi-circlo in 
Southern hemisphere. 

It will of course be understood that, looking towards the 
directi'>n in which the body of the 9torm is moving, the Right 
and Left-hand semi-circles lie respectively on the right and left- 
hand of the line of progression. 

In his intercourse with brother seamen, the writer has often 
heard it contended that the rule saying that if fhe wind veers to 
the right, the observer is *n the Right-hand semi-circle, and vice 
versd. is not to he depended on. as in their experience they had 
sometimes found the very opposite to he the case which, of 
course, shook their faith on other points ns well. The rule, 
however, is perfectly sound, but it is only intended to be used 
by a vessel th>it is stationary. 

If the reader will imagine his ship to ho overrunning a slow 
moving circular storm, which is travelling on the same course as 
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himself, he cannot fail to see, with the aid of Piddington’s Horn Possibility - 1 
Card, or a tracing-paper substitute for it, that when passing bein s mislcA 
through either semi-circle, the wind will veer the contrary way 
to the rule, as it is usually interpreted. 

O 11 lirst falling in with a supposed cyclone, a fair surmise may 
be made as to the direction in which it is moving, since it is 
known that these disturbances favour a particular course in 
each locality, which course is now pretty well mapped out for 
the various parts of the world. Nevertheless, under all circum¬ 
stances (and bearing in mind the liability to mistake referred to 
above, and the possibility of unexpected re-curvature), it will be 
prudent to heave-to or stop the engines until the ship’s position To ascertain 
with respect to its path is well ascertained. In either hemisphere, path of storm 
when a sailing ship is about to heave-to in order to determine ~ heave to ' 
the approximate bearing of the storm centre and the semi-circle 
in which she happens to be, it is well to adopt that tack which 
would be proper for the dangerous semi-circle. 

Remember, whatever may he said to the contrary, that from the Distance of 
varying area of storms, and the difference of barometric gradients c f ntre - im P°* 
which must therefore exist between their centres and outer edges, si c b .!® t ® 
it is quite in^ossible to estimate the distance of the vortex by the 
height of the mercury, or by its rate of fall. 

This statement is accentuated by the fact that an area of 
depression is not necessarily circular in shape, if indeed it ever 
does more than roughly approximate to a circle, and that the 
gradients are by no means uniform. In some parts the lines of 
equal pressure (Isobars) run together much closer than at others, 
and no rule can be formulated to meet such eccentricities. 

Further, the more precise analyses made in late years of the Eddying move- 
paths of cyclones seem to prove that the motion of the centre ment of centrc 
itself is sometimes erratic in more ways than one. Not only is 
its velocity along the path variable, but the centre sometimes 
sways about, or wobbles, to such an extent as to describe a little 
loop. In this connection a word of caution is necessary. None 
but observations of the greatest exactitude, and taken at an 
absolutely defined geographical position, are of the least use for 
these intricate inquiries. Such data are still wanting! 

This much, however, is certain —if the barometer vise while 
the wind diminishes, the meteor is passing away; but if it 
continue to fall, and the wind and sea to increase, the meteor is 
approaching, or the depression is deepening and spreading. “ He 
who wuitches his barometer, w r atches his ship ” is therefore more 
than usually applicable. 

Having ascertained, beyond doubt, which semi-circle you are 
in, wait no longer , but cany on sail on the starboard tack if in Tack on which 
the Northern hemisphere, or port tack if in the Southern ^ p s ^ n bow 
hemisphere; and when unable to do so through loss of spars or 
canvas, heave-to on the starboard tack if in the Right-hand 
semi-circle, or the port tack if in the Left-hand semi-circle. By 
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so doing, instead of being continually lieadcd off as the wind 
veers, you will come U|» and bow the sea 

Again, while first hove-to waiting for things to develop 
themselves,should the barometer fall rapidly,and the indications 
of an approaching hurricane become stronger, whilst the wind 
continues to blow steadily, but with increasing violence, from 
the same 'point, or nearly so, you will know that your vessel is 
directly in the path of the advancing storm. Then to escape 
being involved in the centre and most dangerous part, up helm 
and scud before the wind, keeping it, at all hazards, a couple oj 
points or three on the starboard quarter in the Sorthem 
hemisphere, or on the port quarter in the Southern hemisphere. 
There is, however, an exception to this. 

Reference has already been made to the highly important 
discovery of Meldrum, that, in cyclones of the Southern Indian 
Ocean, “ the north-easterly and easterly winds often, if not 
always, blow towards tlie centre.” It therefore becomes necessary 
to make special provision for vessels caught in these cyclones, 
but, owing to the elements of uncertainty which always exist 
regarding their true position in the storm Held, this is no easy 
matter. Abercrombv, even in the light of Dr. Meldrum’s great 
experience, is not quite certain which is the safest wav to treat 
them. Iu the Southern hemisphere the heft-hand .semi-circle 
is the dangerous one, and, with the wind from the southward 
and eastward, should you run to the N.W. in front of the storm’s 
path, the centre may overtake you before getting clear on the 
other side. On the other hand, if you remain hove-to, the sterm 
may curve to the southward and go for you straight. This, 
coupled with the inblowing propensity of the winds in rear of 
the storm, makes the situation a delicate one. 

On the soutlu i n Mde of the true storm Held there is a lelt of 
intensified S.L\ trade wind, in which the barometer falls fast, 
and the wind increases in force without changinq its direction. 
though the ship muy he far away from the line of progression of 
the vortex If she were ou the lino of progression, she would 
equally experience an increasing ami unchanging wind with a 
falling barometer; but the trouble is, that there is no certain 
s means of knowing whether the ship is ou the line of progression, 
or only iu the belt of inteusiHed Trade. I’nder these circum¬ 
stances the ordinary rules say “Run,” but Meldrum’s advice 
is to lie-to till the barometer has fallen ,©ths of an inch. When 
the mercury has fallen this much below the normal (sav to 
.*50), and the weather still gets werse, run to the N.W. ; 
1 ut Aberciomby makes this conditional on the behaviour of 
the clouds. In effect, lie puts it thus:— Should their c Hire- 
lion remain persistently more (0 the South than the surface 
S.K. trade , tin u run at on>e to the .V W t\en if the baronater 
has not fall* n x ' Q fhs of an inch If however, the wind remain in 
the S.h\, with the squalls increasing in violence, and the clouds 
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driving either in the same direction as the surface wind,or a little 
more to the eastward, no attempt should be made to run to the The horns of a 
X.W. till the barometer has fallen as before stated. It is then dilemma. 
about equally hazardous to remain hove-to or to run. (Pleasant!!) 

Abercromby—basing his recommendations on Meldrum’s rules 
—goes on to say that “ A steamer anywhere in this belt of in¬ 
tensified trade wind, with a falling barometer, should try and 
force her way to the S.E. or E.” 

“Ships bound to the S.W., and encountering strong N., N.E., 
or E. gales, with a falling barometer, should lie-to till the mercury 
turns upwards, and the appearance of the weather improves. 

Hurricanes in the Southern Indian Ocean move so slowly that 
this may involve lying-to for four or five days.” 

“With wind between N. and E. when a cyclone is travelling to 
the S. or S.E.—that is, when the hurricane is recurving—make 
as much easting as possible, either under sail or steam.” 

Of late years the value of cloud observation has been gradually 
recognised among scientists ; at one time—not so very distant— 
such observations were deemed only suitable for rustics or for 
ignorant sailors, the tendency on shore being to rely too much ^° ud J bservi 
on instruments, and too little on the appearance of the sky. gr^und!"'" 8 ^ 
Happily this state of things has passed away, and clouds are 
formally included in the science of meteorology. Some are of 
opinion that any further progress that may be possible in the 
method of handling ships in hurricanes will come from cloud 
observation. Wheu the characteristic cirrus-veil first forms over 
the sky, the direction in which the cloud is densest is most pro¬ 
bably the direction of the vortex. Later on, as the cyclone 
approaches, a heavy bank of hurricane cloud appears on the 
horizon, and where this is densest, there will the centre be. 


The centre will bear more nearly S points from the direction of clouds ind 
the motion of the lower clouds, than from that of the surface ^ t c , ”n t ) > e ear,n * 
wind. For instance, in the Northern hemisphere, if the surface 
wind were West, the low clouds might come from W.N.W., and 
the bearing of the centre would be N.N.E. 

We now come to the time-honoured rules of the late Admiral 
Fitzroy, which, so far as they go, are intrinsically good. They 
will well repay the trouble of committing them to memory, but 
it must not be overlooked that many of them have only local 
significance. 

“ Whether clear or cloudy—a rosy sky at sunset presages fine weather ; a sickly, 
greenish hue, wind and rain : tawny or coppery clouds, wind : a dark (or Indvin) 
red, rain : a red sky in the morning, bad weather, or much wind (perhaps also 
rain) : a grey sky in the morning, fine weather: a high dawn, wind : a low dawn, 
fair weather. 

A ‘ high dawn ’ is when the first indications of daylight are seen above a bank of 
clouds. A ‘ low dawn ’ is when the day breaks on or near the horizon, the first 
streaks of light being very low down. 

“Soft looking or delicate clouds foretell fine weather, with moderate or light 
breezes: hard edged oily-looking clouds,—wind. A dark, gloomy blue sky is 
windy ; but a light, bright blue sky indicates fine weather. Generally, the 
tofur clouds look, the less wind but perhaps more rain) may be expected • 
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and the harder, more ‘greasy/ rolled, tufted, or ragged,—the stronger the com¬ 
ing wind will prove. Also—a bright yellow sky at sunset presages wind : a 
pale yellow, wet : orange or copper coloured, wind and rain—and thus by the 
prevalence of red, yellow, green, grey, or other tiuts, the coming weather may 
be foretold very nearly—indeed, if aided by instruments, almost exactly. 

“Light, delicate, quiet tints or colours, with soft, indefinite forms of clouds, 
indicate and accompany fine weather : but gaudy or unusual hues, with hard, 
definitely outlined clouds, foretell rain, and probably strong wind. 

“ Small inky looking clouds foretell rain :—light scud clouds, driving across 
heavy masses, show wind and rain ; but if alone, may indicate wiud only— 
proportionate to their motion. 

“ High upper clouds crossing the sun, moon, or stars, in a direction different 
from that of the lower clouds, or the wind then felt below, foretell a change of 
wind toward th'ir direction. Between the tropics, or in the regions of the 
Trade Winds, there is generally an upper and counter current of air, with very 
light clouds, which is not an indication of any approaching change. In middle 
latitudes such upper Currents are not so frequent (or evi except before 
a change of weather. 

“ After fine clear weather, tiic first signs, in a sky, of a coming change are 
usually light streaks, curls, wisps, or mottled patches of white distant cloud, 
which increase and are followed by an overcasting of murky vapour that grows 
into cloudiness. This appearance, more or less oily, or watery, as wind or rain 
will prevail, is an infallible sign. 

“ Usually the higher and more distant such clouds seem to be,- the more 
gradual, but general, the coming change of weather will prove. 

“ Misty clouds forming, or hanging on heights, show wind and rain coming 
if they remain, increase or descend. If they rise or disperse, the weather will 
improve, or become fine. 

“ Dew is an indication of coming fine weather. Its formation never begins 
under an overcast sky, or when there is much wind. 

“ Remarkable clearness of atmosphere, especially near the horizon ; distant 
objects, such as hills, unusually visible, or well defined ; or raised (by refrac¬ 
tion); and what is called ‘a good hearing day,’ may be mentioned among 
signs of wet, if not wind, to bo expected in a short time. Much refraction is a 
sign of easterly wind. 

“ More than usual twinkling or npparcut size of the stars ; indistinctness or 
apparent multiplication of tho moon’s horns; haloes ; 'wind-dogs,' and the 
rainbow ; are more or less significant of increasing wind, if not approaching 
rain, with or without wind.’’ 

By English fishermen tin echo at sea is considered a sign of 
coming easterly wind, and it is generally thought that much 
phosphorescence of the water, or a vivid display of the Aurora, is 
tho prelude to a southerly gale in our own latitudes ; whilst 
.ightning in the N.W. never fails, in the North Atlnntic, to he 
followed by a heavy gale from same quarter. 

From time immemorial the weather-wise have had their 
weather■-*"gns, and among them in great profusion aro to he 
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found the habits of birds, beasts, and fishes. Most people know 
what to expect when swallows fly high or low, donkeys bray, or 
sea birds are found far inland. Spiders, gnats, ants, and more 
particularly leeches, exhibit indications of weather fluctuations; 
so do bees, which cannot without peril be peeped at over a hedge 
forty yards off' when weather of the kind they dislike is im¬ 
minent ; it is a case of the coming bee and the going man. 

Pigs are supposed to see wind, and even certain plants are 
sensitive to atmospheric changes : so with a host of other things 
—organic and inorganic. There is the tradition of a shepherd 
on Salisbury Plain, who, on a bright sunshiny day, confidently 
warned the passing traveller of the coming shower, because, as it 
turned out on enquiry, he had noticed the ram of his flock 
scratching himself in a gorse-bush, There is no doubt about it, 
animals know a great deal more about the proximate weather 
changes than man does ; and our finest and most delicate meteoro¬ 
logical instruments are as yet, on this point, far inferior to their 
natural sensibility. Though this be so, it fails to benefit the 
sailor who cannot turn his ship into a Noah’s Ark, except on 
those rare occasions when Mr. Barnum and his “ biggest show on 
earth ” brave the ocean in pursuit of the “Almighty dollar.” 

This chapter would manifestly be incomplete without some 
reference to the Moon as a factor in meteorological matters. It 
is pretty generally believed by sailors and farmers, that it exer¬ 
cises some sort of mysterious influence at the Full, Change, and 
Quarters, and is in fact prime agent in everything that concerns 
the weather. Patient and laborious research, extending back over 
half a century, has completely failed to establish such connection. 
“ As an attracting body causing an serial tide, it has of course an 
effect, but one utterly insignificant as a meteorological cause.! 

The lunar hypothesis of weather changes is founded on a 
plausible but false analogy between ocean and atmospheric move¬ 
ments, the fallacy of which consists in the fact, that while the 
tides are undoubtedly caused by the attraction of the moon, 
coupled with the earth’s diurnal rotation, modified by obstructing 
continents and other large tracts of land, air-currents are pro¬ 
duced primarily by the changes of temperature, and consequent 
differences of density, of large masses of air depending on the 
combined action of the successive incidence of the sun’s rays on 
different areas of the earth’s surface, the constant high tempera- 
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tore of tin equatorial zone, the alternating extremes of heat and 
cold in the arctic regions, and the different radiating power and 
humidity of land and water.* 

So also with ‘ Equinoctial Gales.’ They constitute one of those 
prejudices of which it is well nigh hopeless to disabuse the popu¬ 
lar mind. Most careful observations prove conclusively that 
storms have no special connection with the Equinoxes; yet how 
often does one hear a gale, occurring even three weeks one side 
or other of this event, referred to as an ‘ Equinoctial Gale/ 

Many even intelligent sailors are imbued with the notion that 
the moon, when near the full, has a tendency to clear the sky of 
clouds, or, as they phrase it in the language of the foVstle, to 
" skoff” them up. Close observers have turned their attention to 
this point also, and so far it is a drawn battle—opinion being 
about equally divided. 

We are all involuntarily much more strongly impressed by the 
fulfilment than by the failure of our expectations: so it is that 
the sailor seizes upon an occasional coincidence of this sort, and 
points triumphantly to it as a proof of the correctness of his 
theory, whilst he omits to record the many instances in which 
the weather provokingly failed to behave in the manner he 
anticipated. 

To all but hypercritical folk of the type of llerschcl or Arago, 
the evidence that conuects tin* Moon with weather changes is 
irresistible : old .lobson the carrier finds no dilliculty about it at 
all, nor do any of his cronies. Their ancient system limy be 
flouted by the learned, but thnj have faith in it. for h.-is it not 
been handed down from generation to generation ? Tt is quite 
plain, ns the company at “'flic dolly Traveller” have remarked 
over and over again, that when the crescent moon is on her back 
it is going to be dry, but that when the hollow part is down¬ 
wards, it will rain. “ Plain ns turning up this here pot," says old 
Johsoi], who lms just finished his pint, and lets the few last drops 
fall to the ground. 

The stars, too, speak with no nr certain voice to this class of 
weather prophet . if they are e'ear it is a sign of rain; if they 
are " misty ” it will he wet ; if they are clouded, the rain is pretty 
sure to come before long. And.curiou ly enough, down comes 
the rain often in le^. than a week. Who has not met the man 
with a particular corn wliieh is lnrometer and thermometer in 
one, or n f lithful Urns j >int which lms twinges wh never the 
forces of the air gather tin mvdves for storms ? 
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Some rustic weather prophets are very amusing: ask one 
whether it will be a fine day to-morrow, and he will look in his 
mug, slowly shake his liquor round, take his pipe from his mouth, 
and say oracularly, “ Weather isn’t what it used to be.” By 
pressure you get a promise of a fine day, “ if the wind don’t drop,” 
accompanied by another saving clause that “he don’t half like 
them yaller clouds.” He, and two or three other old fellows, who 
have been shepherds, or have been to sea, bear the burden of the 
public weather upon their shoulders, for they are consulted by 
almost everyone they meet as to “ what they think of it to-day,” 
and, having reputations to uphold, must be oftentimes much dis¬ 
concerted by the unstable conduct of the elements. But your 
weather prophet generally, like the oracle-worker of old, under¬ 
stands the protective possibilities of language, and avails himself 
of them. 

When one considers that the Moon quarters weekly, it would 
indeed be curious if a change of some kind or another did not 
occur within a day or so (either way) of that event. And as, in 
this variable elimate, “ spells ” of weather seldom last more than 
four or five days, it does not require a very lively imagination to 
connect them with the constantly recurring phases of the moon. 
He must therefore be an ill-informed, obstinate, or very credulous 
fellow who, in the face of the positive dictum of science, continues 
to pin his faith to the played-out fallacies and charlatanism of 
the old style almanacs, which, relying upon the gullibility and 
ignorance of the public, oft-times contain the most unmitigated 
rubbish. A curious endeavour, by a Fellow of the Royal Astro¬ 
nomical Societ}^, to prove “ that the moon not only influences the 
weather, but is the actual cause of it,” received a shock in 1893 
from which it will never recover. If any believer in weather 
cycles depending upon the moon will take the trouble to compare 
this gentleman’s published predictions with the winds and 
weather actually experienced in the first half of the year, he will 
get a sickener of self-appointed prophets. 

It is natural that Britishers should be deeply interested in any 
discovery—scientific or non-scientifie—whieh promises to be an 
infallible guide in predicting the weather. Situated in the direct 
path of disturbances from the Atlantic, these Isles are subject 
to extreme and sudden climatic variations ; dry and wet, hot 
and cold days follow each other so quickly as to give no definite 
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value to the orthodox meteorological prophecies, which only ven¬ 
ture on the probabilities of a day, and even then are frequently 


lar Iroin being absolutely reliable, 
almanac going is 

Sheridan’s Kiiyiun* 
January—Snowy. 

F e 1 unary—Flowy. 

March—Blowy. 

April—Showery. 

May Flowery. 

June—Bowery. 


"or England, about the best 

» Calendar. 

J uly - Sloppy. 

August—Croppy. 

September—Po{ »py. 
October— Breezy. 
November—Wheezy. 
December— Freezy. 


Another Irishman describes the weather in his native “ cotin- 
thry ” as follows :— 

Dirty da vs hath September, 

April, June, and November. 

From January up to May, 

The rain it raineth every day. 

All the re.'t have thirty-one 
Without a blessed gleam of sun ; 

And if any of them had two and thirty, 

They'd lxxjust as wet and twice as dirty ! 

The cautionary legend respecting West Indian Hurricanes 
runs thus: 

.1 me too soon. 

July—stand by. 

August—look out yon must. 

September —remember. 

October— all over. 

lit this chapter, Ocean Meteorology has been only lightly 
touched upon. It is impossible to do more. Carefully study the 
information on matters marine meteorological contained in No. (i 
of the list of necessary books; become regular co-operators with 
the British Meteorological Otlice, the United States Hydro- 
graphic Office, or a similar institution, by recording specitiod 
observations in the logbooks, or on the forms, which are supplied 
for the purp >se by those State-supported Olfiees, so as to keep in 
close touch with current weather; and forward the data to the 
respective head quarters, at short intervals. Meanwhile see the 
Imulyards coiled down clear for running; and, above all, keep 
your vratlor eye open, for the shipmaster is perforce a weather 
forecast or and not a weather telegraphist. 

For vimt pressure and velocity se* poye 710. 









CHAPTER XVII. 

TIDES, CURRENTS, WAVES, AND BREAKERS. 

To enter into a disquisition on the complete theory of the tides, 
would in these pages be both unprofitable and impracticable; 
for, apart from its extent and intricate character, as well as the 
intimate knowledge required of higher mathematics, there are 
perhaps few physical subjects which are still at the preseut time 
on the whole more unsatisfactory. 

Seeing how very complicated and relatively varying are the 
circumstances out of which the tides are evolved, to say nothing 
of differences still existing on certain points, a precise and con¬ 
solidated elucidation of the subject hardly seems possible. Before 
the end of this chapter is reached the reader will probably be of 
the same opinion. 

We must look to the future to produce some commanding 
genius who, by special devotion to the subject, will be able to 
reconcile discrepancies, harmonise procedure, and be accepted by 
common consent as the authority of the day. 

Any seaman, therefore, who is desirous of making a special 
study of the tidal theory, must refer to the various works by 
distinguished men in which this comprehensive subject is treated 
at great length. The article containing the latest and most com¬ 
plete information is that by the late Sir G. H. Darwin, in the 
Encyclopaedia Britannica. The late Mr. Richard A. Proctor, 
in his magnificent work Old and New Astronomy , dealt with 
certain phases of the subject from an original point of view; 
and Lord Kelvin, dating back to 1869, has done his share, by in¬ 
augurating the method of Harmonic Analysis in connection 
with continuous tidal records obtained from the automatic gauges 
now coming into general use at the principal ports of the world. 
In the methods of observation, and in the methods of reduction, 
the entire theory of the tides owes much to Lord Kelvin, who 
has now completed the practical part of the subject by inventing 
and constructing the famous tide-predicting engine. So expedi¬ 
tious is this machine, that the tides of a port for a whole year 
can be fully worked out in a couple of hours. 

But it is here proposed, after giving a brief sketch of the 
general laws and features, to draw the seaman’s attention to 
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certain points which will have a practical interest for him, 
inasmuch as, upon an understanding of some of them at least, the 
safe navigation of his ship will depend. 

To a right appreciation of the subject one must begin at the 
beginning, and, therefore, a few words about the properties of 
water, and the nature and origin of waves, are indispensable to 
lead off with. 

There are four descriptions of sea waves, namely, “ Wind waves,” 
“Storm waves,” “ Earthquake waves,” and “Tidal waves.” 

Though it has been proved that water is capable of being com¬ 
pressed, it is the case to such a very limited extent, that for our 
present purpose the property may be disregarded. A forced dis¬ 
placement, therefore, at one point of a liquid surface, is always 
exactly counterbalanced by a corresponding rise at another. Con¬ 
versely, a rise at any place can only be effected by a proportionate 
withdrawal of water elsewhere. This being understood, it is not 
difficult to see that the tirst-named kind of wave is produced by 
a purely mechanical action. The wind does not blow exactly 
parallel to the surface, but strikes downward, and causes a de¬ 
pression at the point of impact, which is instantly answered by 
an equal elevation elsewhere. This elevation or wave—slight at 
first —must necessarily have the same height above the general 
sen-level or plane of repose that the depression or trough had 
belvtv it. 

As the wind increases in strength and duration, these undula¬ 
tions of the water grow larger, and eventually form immense 
billows, which have been recorded ns sixty feet in height from 
trough to oiV't. 

Sir W. H. White,in his Manual of Xaiul Architecture, snvs :— 
“Ifthe wind is at tirst supposed to act on a smooth sea, and tl en ti 
continue to bl >w with steady force and in one direction, it will 
create waves which finally will attain certain definite dimensions. 
The phases of change from the smooth sea to the fully formed 
waves cannot be distinctly traced. It is, however, probable tl*at 
changes of level, elevations and depressions, resulting from the 
impact of the wind on the smooth surface of the sea, and the 
frictional resistance of the wind on the water, are the chief causes 
of tin* growth of waves. 

■* An elevation and its corresponding depression once formed, 
offer direct resistance to the acti m of the wind, and its unbalanced 
pressure producing motion in the heaped up water, would ulti¬ 
mately 1 ad to the creation of larger and larger waves 'fids is 
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probably the chief cause of wave growth, frictional resistance 
playing a very subordinate part as compared with it. So long 
as the speed of the wind relatively to that of the wave water is 
capable of accelerating its motion, so long may we expect the 
speed of the wave to increase; and with the speed the length, 
and also the height. 

" Finally the waves reach such a speed that the wind force pro¬ 
duces no further acceleration, and only just maintains the form 
unchanged; then we have the fully grown waves. If the wind 
were now suddenly withdrawn, the waves would gradually de¬ 
crease in magnitude, and finally die out. This degradation results 
from the resistance due to the molecular forces in the wave— 
viscosity of the water, &c.—and when the waves are fully grown, 
the wind must at every instant balance the molecular forces. 

“If the water were a perfect fluid (the particles moving freely 
past one another), and if there were no resistance to motion on 
the part of the air, the waves once formed would travel onwards 
without degradation.” 

The height of wind-waves depends on what is called the 
“Fetch;” that is, the distance from the weather shore or place where 
their formation commences. According to the late Mr. Thomas 
Stevenson (author of Lighthouse Illumination ), the following 
formula is nearly correct during heavy gales, when the fetch is 
not less than about six nautical miles:—height of wave in feet is 
equal to 1*5 x by the square root of the fetch in nautical miles. 
As an example, let us suppose that during a violent gale the 
wave formation commenced at a distance of 625 miles from the 
observer:—The square root of 625 is 25, which, multiplied by 
1*5, gives 37£ feet as the height of the waves at the end of their 
long journey. 

Every sailor has noticed the occasional grouping together of 
tnree or four huge waves larger than the general run. These are 
probably caused by the exceptional force of the squalls which 
occur at intervals in nearly every gale of wind. From the in¬ 
equality in their respective speeds, it follows that any particular 
set of large waves will not reach the vessel side by side with 
the wind which produced them. Such a thing would be very 
unlikely—one might almost say impossible; so that these big 
fellows, deriving their energy only in part from the blast sweep¬ 
ing over them at any given instant, come rolling along, as often 
as not, during a lull in the violence of the gale. 

“Storm waves” are due to an entirely different cause. On 
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the outer or anticyclone edge of huiricancs the barometer stands 
abnormally high, indicative of great atmospheric pressure ; whilst 
at the centre or vortex the mercury falls unusually low, and, 
accordingly, there the pressure is least. Between the centre and 
outer edge a difference of 3 5 inches in the height of the mercury 
has been recorded : equal to a difference of pressure of 248 pounds 
on the square foot of surface at these two places. It will readily 
be seen that the effect of this encircling belt of high pressure, aud 
internal area of low pressure, coupled with the incurving of the 
wind, is to produce a heaping up of the water under the body of 
the cyclone, whose highest point is necessarily at the centre, 
where it is, so to speak, sucked up in a measure. 

As the hurricane travels bodily onward, this “ storm wave ”— 
which, according to the shapo of the disturbance, may be likened 
to an oval dish or a soup plate, bottom up—accompanies it; and 
nas been known more than once to inundate low-lying districts, 
and cause thousands of human beings to perish at one sweep. In 
the delta of the llugli, 100,000 lives have been lost by a single 
visitation of this kind. * 

“ Earthquake,” or “Great Sea Waves,” as they are technically 
styled, differ entirely in their origin from the two preceding. 
They are frequently spoken of as “Tidal Wares;” but as the 
tides have nothing whatever to do with them, such n designation 
is obviously wrong. 

'fhc term “Great Sea Wave” is used in contradistinction to 
“Great Earth Wave,” which latter is the name given to the dis¬ 
turbance experienced on land. 

An earthquake may have its centre of impulse either inland or 
under the bed of the ocean. Jn the iirst case, when the “ Great 
Earth Wave,” or superficial undulation, coining from inland, 
reaches the shores of the sea (unless these be precipitous, with 
deep water) it limy lift the water up, and carry it out on its 
hack, as it were; for tho rate of transit of the shock is some¬ 
times so great that the heap of water lifted up has not time to 
flow away towards the sides. 

At Arica, in Peru, and other place!, tlii- sudden going out of 
the sea has laid bare the bottom of the bay, and left ships 
aground which only a few minutes before were riding quietly at 
anchor in several fathoms of water. 

As soon as the shock is over, the body of water thus forced out 
to sen returns as a huge wave, and, on approaching a sloping 
shore, rears up like a wall, and breaks with overwhelming force. 

• Apj'cn.lii K. 
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Sometimes, however, its volume, height, and velocity are so great 
that it comes ashore bodily, and breaks far inland, causing even 
greater destruction to life and property. At Arica, the Wateree 
—a “ Double-ender ” belonging to the United States Navy—was 
carried inland quite a distance by the reflux, and remained in 
evidence for many years. If the writer’s memory is not at fault, 
she was carried clean over the railway embankment. 

When the seat of disturbance is beneath the ocean, the " Great 
Sea Wave ” rushes in upon the land as before—with this difference, 
that it is not preceded by the water retiring from the foreshore, 
as in the first case. 

These submarine shocks are sometimes so severe, that the Curious effect 
sensation has been conveyed to those afloat as if the ship were °Vves hqUafe ' 
violently bumping over a sunken reef. In one instance which 
came under the writer’s observation, the inkstand on the captain’s 
table of one of the Pacific Company’s coast steamers was jerked 
upwards against the ceiling, where it left an unmistakable record 
of the occurrence; and yet this vessel at the time was steaming 
along in smooth water, many hundreds of fathoms deep. The 
concussions were so smart that passengers were shaken off their 
seats, and, of course, thought that the vessel had run ashore. 

When the non-elastic nature of water is considered, there will be 
no difficulty in understanding how such an effect could be 
produced. 

About the most notable instance of a “ Great Sea Wave ” 
occurred during the stupendous and ever-memorable eruption in 
August, 18S3, which had for its centre the Island of Krakatoa, in 
the Strait of Sunda. On this occasion the loss of life amounted 
to 37,000, caused chiefly by the sea waves, one of which attained 
the almost incredible height of 135 feet. Its effects were traced 
on all the principal Tide-gauges of the world, and were even 
observed at Havre, some 11,000 miles from their source of origin. 

A full account of this eruption, which was investigated in 
detail by committees and sub-committees of the Royal Society, 
comprising many of the leading scientists of the day, has been 
published in a volume of nearly 500 quarto pages, under the 
editorship of the late Mr. G. T. Symons, F.R.S. In this book 
every branch of the phenomenon and its effects have been most 
thoroughly dealt with, and is consequently well worth perusal. 

Lastly, we come to the purely vertical oscillations of water, 
known as “ Tide Waves.” 

The distinctive difference between these and " Wind Waves 
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lies in the fact that the last-mentioned are only surface dis¬ 
turbances, which, however violent the "ale, reach at no time to a 
greater depth than 50 fathoms, and are virtually only local and 
temporary in their action. Whereas “Tide Waves” are the 
result of an outside attraction , which continuously affects the 
whole mass of water on the earth's surface. 

The Tides are popularly attributed to the Moon only, but in 
point of fact they are caused by the joint attraction of both Sun 
and Moon overcoming, to a small extent, the power of terrestrial 
gravity, whereby the water is held to the earth. It is due to 
this double influence, which sometimes pulls in the same and at 
other times in a contrary direction, that we have the ever- 
varying phases in the times and heights of High and Low 
Water. 

The general motion of the Tides consists in an alternate vertical 
Rise and Fall, and horizontal Flow and Ebb, occupying an average 
period of half a Lunar day, or about 12 hours 25 minutes. This 
vertical movement is transmitted from place to place in the seas, 
like an ever-recurring series of very long and swift waves. 

In theory, “Tide Waves” occur simultaneously at points of 
the earth’s surface diametrically opposite to each other, and are 
termed Superior or Inferior, according as they are formed on the 
side next the Moon, or on the one opposite. It will be under¬ 
stood, therefore, that theoretically there are two tide waves at a 
fixed distance apart of 1^0°, measured both in latitude and longi¬ 
tude, and that they are constantly travelling round the earth 
from East to West. 

Since, as already explained, water may be regarded as prac¬ 
tically devoid of elasticity, and cannot be raised at any point 
without being proportionally lowered at some other, it follows 
that, midway between each of these waves of High Water, there 
are depressions of the surface corresponding to what we term 
Low Water. This is shewn in Diagrams Xos. 1 and 2, where, 
however, for convenience as much as from necessity, the matter 
of scale is entirely disregarded. 

S is the Superior High Water, 1 the Inferior. L and L repre¬ 
sent Low Water. As may be supposed, the Inferior 'fide Wave 
is a shade .smaller than the oilier 

At the period of "Change" or New Moon, when it and the 
Sun are in Conjunction, that is to sav, when they are on the 
same side of the earth, as shewn in J>iaymm Xu. 1,—ami at the 
period of Full Moon, when they are said to be in Opposition 
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that is, with the earth between them, as shewn in Diagram 
Xo. 2,—the greatest tidal effect is produced, as at such times the 
solar and lunar influences act in unison, and are exerted in the 
same straight line.* This is the period of “ Springs; ” and 

*Our satellite, the moon, is a dark globular body, 2,162 miles in diameter, which 
shines solely hy reflected light received from the sun ; consequently, at the period termed 
“ new moon," when the sun and moon pass the meridian together at mid-day, the moon 
is invisible to us, as at such times she occupies a position in the heavens almost directly 
between the earth and the sun, and accordingly presents to us her unenlightened face ; 
which is still further hidden by the dazzling brightness of that particular part of tha 
sky {vide Diagram No. 1). 

But when the moon is at the “ full,” she passes the meridian at midnight, or 12 hours 
after the sun, which latter, being then on the opposite side of the earth, illumines the 
whole of that hemisphere of the moon which is next to us (tide Diagram No. 2). 

It is obvious that, in the intermediate stages, a greater 01 less amount of the moon’a 
illumined face must he visible to us. 

A day or so after new moon, when her bright portion is crescent-shaped, it is not un¬ 
usual in clear weather to see the remainder or obscure part also. At such times tha 
brightly illuminated cusps or horns seem to extend beyond the darker portion of the disc, 
and hold it in their gTasp. This condition is commonly alluded to as “ the old moon 
with the young in its arms,” or “ the moon on its back." The phenomenon of the bright 
part of the moon appearing to encircle the remainder, is dne to an optical illusion termed 
“ Irradiation,” in virtue of which, white objects, or those of a very brilliant colour, when 
seen on a dark ground, look larger than they really are. The new moon appearing after 
this fashion, is asserted by some to be the sure forerunner of bad weather. A statement 
so positive in character should have something to support it, but, unfortunately for thosa 
who make it, it is not at all justified by the known facts. For example, in many favoured 
parts of the world, the condition of the atmosphere is mostly always propitious to seeing 
the young moon in the arms of the old ; and accordingly, in such localities it possesses no 
particular signification. On the other hand, in countries given to a chronic state of mist 
and haze, the phenomenon, from its rareness, attracts more attention, and indicates an 
clearness in the air, which, according as it is backed up by other signs, may or 
may not herald the approach of raiu or wind. From the roving nature of his calling, the 
sailor, more than other men, should be on his guard against the general application of 
what are only intended as local weather signs. That which denotes one kind of weather 
in one place may signify something totally different in another ; much in the same way 
that in the northern hemisphere the barometer rises for northerly winds, but falls for the 
same wind in the southern hemisphere. Thesa remarks apply also to some of the late 
Admiral Fitzroy’s weather signs, given ou pages 257-258. Now, as the moon is only supposed 
to be rendered visible to us by the light reflected from the side presented to the sun, it 
may not unreasonably be asked why it is that, as just observed, w r a sometimes see tba 
obscure as well as the brighter portion. This is easily understood, however, by recollect¬ 
ing that when the moon is one or two days old, the relative positions of the earth, the 
moon, and the aim, are such as permit the earth to reflect the sunlight back to the moon 
in sufficient quantity to faintly illumine that hemisphere which is next to ourselves. In 
fact, we give it Earth-light. 

It is obvious that, to an inhabitant of the moon (if such there could be), our earth must 
appear as a splendid moon, shining with light borrowed from the sun, and presenting all 
the moon’s own phases as seen from the earth, but possessing more than three times her 
apparent diameter. We act, therefore, in the 6ame capacity towards the moou that tin 
moon does towards us. It is interesting here to note the opinion of some scientists, that, 
judging from the moon’s physical conditions, life, as we know it, cannot exist there ; 
whilst it is possible, if not probable, that some of the other plauets (more especially Mars, 
which has been termed “ tha miniature of our earth ”) may hava their inhabitants, though 
oot necessarily beings of precisely the same order as ouraelves. 
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should it occur when both luminaries happen to be at their 
nearest approach to the earth, say in January, the effect is 
enhanced. In this way, the high tides which occur about the 
latter end of March and September are known as “ Equinoctial 
Springs." Owing to a specially favourable combination of 
astronomical positions, some spring tides are exceptionally great, 
in which case they are termed “ Extraordinary Springs.” 

With the exception of Liverpool, Milford, and Holyhead, and 
perhaps two or three other ports, the soundings on Admiralty 
charts and plans are all reduced to mean low watir of Ordinary 
Springs. The lowest known tide is the French datum. 

It is to be regretted, however, that for want of a permanent 
mark cut into rock or masonry, the value of this zero is not 
always obtainable. Moreover, owing to the great variability of 
low water ordinary springs, this Admiralty-adopted datum does 
not appear susceptible of an exact scientific definition. It would 
be better to reckon the Various High and Low Waters as so much 
above or below the Mean Sea Level of the place referred to. 
Similarly, the chart soundings might be referred to the same 
plane, which, putting “ meteorological ” tides on one side, is prac¬ 
tically constant. 

When the moon is in quadrature, or 90’ distant from the sun 
—that is to say, when one passes the meridian six hours ahead 
of the other—their actions neutralize each other to a large extent, 
by the tendency to produce four independent waves ; two under 
the sun, of course on opposite sides of the earth, and two simi¬ 
larly situated under the moon. In this case the action of the sun 
lowers the waters of the sea at the same point where the moon 
would raise them, and conversely. Each pulls in a different 
direction to the other—a regular “Tug of War,"—and thus the 
tides at sueh times are loss in every way, and get the name of 
“Neaps.’’ It stands to reason, however, that the change from 
springs to neaps, and vice versa, is gradual. As the moon in her 
course travels from the position of either “new” or “full," the 
solar and lunar waves in each hemisphere separate until the moon 
arrives in quadrature; they then commence to close again, and so 
on ad infinitum. 

It must not be understood, however, even in theory, that two 
separate or distinct tide waves are then really traversing the 
ocean in each hemisphere. Sueh is not the case. The single 
effect observed is compounded of both influences, and is virtually 
the same as if, after the moon had given a form to the waters, 
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the sun had modified it, both as to size and position ; so that the 
place at which the resultant high water really occurs is at a point 
intermediate to them both, but nearer to the lunar wave, since it 
is the greater of the two. 

Springs are thus the sum, and neaps the difference of the co¬ 
existing lunar and solar tides. And since the sum of the lunar and 
solar tide-generating forces is nearly three times their difference, 
the range of spring tide will usually be nearly three times that of 
neap tide. Diagram No. 3 represents neap tides as produced at 
the last quarter of the moon, and as the effect at the first quarter 
is precisely similar, it is not worth while to give the diagram. 

The tidal wave is also accelerated or retarded in a way which 
will now be described. To put it in other words, the interval 
between the moon’s passage over the meridian and H.W. varies 
sensibly with the moon’s age. In the 1st and 3rd quarters of the Pruning 
Moon the solar tide is westward of the lunar one; and, con¬ 
sequently, the actual High Water (which is the result of the 
combination of the two waves), will be to the westward of the 
place it would have been at if the Moon had acted alone, and the 
time of High Water will therefore be hastened. In the 2nd and La ss in e- 
4th quarters the general effect of the Sun is, for a similar reason, 
to produce a retardation in the time of High Water. This effect, 
brought about by the relative positions of the Sun and Moon, is 
called the Priming and Lagging of the tides. It deranges the 
average retardation, which, from a mean value of nearly 51m., 
may be augmented to 66m. at neaps, or be reduced to 3Sm. at 
springs.* 

Herein, then, is a most intricate and ever-changing combination 
of influences, more especially when viewed in connection with 
those still to be mentioned. The waters of the ocean are there¬ 
fore subject to a ceaseless conflict between the disturbing and 
ever-varying forces exercised by the Sun and Moon respectively, 
but in a manner which is recurrent and is being ever repeated in 
enhauced or diminished degree. To include every change in the 
relative positions of the two luminaries, requires a period of over 
18 years, and where accurate tidal observations have been con¬ 
tinuously made for that length of time, it is not only possible, but 
easy, to predict the times and heights for any future period. 

A study of the preceding diagrams will shew that the greatest 
and least water is to be fouud on a bar at High and Low Water 
respectively of Spring Tides ; whilst at Neaps the tide will neither 
rise so high nor fall so much. There is therefore more water on H ^ 
a bar at Low Water Neaps than at Low Water Springs. Further- mean sea level 




• See Appendix J. 
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inure, we have the important fact that at half tub the depth on a 
bar is always nearly the same, yjhether it be Springs or Neaps. 
Half-title corresponds to the Mean sea level, which is constant 
over a limited area, and should therefore be universally adopted 
as the standard Plane of reference within that area. 

Every port should have its half-tide level accurately deter¬ 
mined and recorded in its archives. It should be permanently 
marked in a conspicuous position of easy access. Where the 
Admiralty Tide Tables give the half mean spring range, the cor¬ 
responding figures on the Tide-gauge should be set to the half- 
title mark. The gauge would thus be in agreement with the 
tabular heights, anti its zero would represent whatever had been 
accepted as mean L.W.O.S. In taking soundings, their reduction 
would then be a very simple allair, which is far from being the 
case at the present time. It would almost appear as if surveyors, 
having determined L.W.O.S., had in many instances purposely 
set the zero of the gauge considerably lower to be on the rifjht 
side. This is just about as idiotic as keeping one's clock always 
five minutes fast of the real time. 

The following diagram, taken from the Admiralty Tide Table*, 
is intended to explain the terms Spring Rise, Neap Rise, and 
Neap Range, as made use of on the (’harts and in the Sailing 
Directions published by the Admiralty. In foreign countries a 
di fie rent notation is used, markedly in Prance and the U.S.A. 

Ti»f«* OauRr 



<1 = Mean Liwdol Ihfji Wum, «>rhuar\ >|<nn-A 

f> .. .. „ Neaps. 

c Half Hd. >r Mean l/wel of the Sea hot- at Springs an 1 Neap*. 

Mean Level of Low Water Ordinary Neap*. 

4 - „ .. Spring, 
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Example. 

Spriug Rise (or Meau Spring Range) — e to a — 12 ft. 

Neap Rise - - - = e to b = 10 „ 

Neap Range - - - = <ito b = 8 „ 

Be careful to distinguish between Neaj) Rise and Xeap Range. 

The terra “ range ” is used to express the amount any given 
tide rises above and falls below the mean sea level, and these two 
quantities are supposed to be equal; but owing to the varying 
effects of wind, atmospheric pressure, diurnal inequality, and local 
causes, this is not always the case. To find accurately the half 
tide, or M.S.L., it is necessary to eliminate the “ meteorological” 
tides, and the only way to do this is to extend the observations 
over a long period of time so as to get rid of irregularities by 
averages. This would give the most perfect tide-table : the 
height and time could subsequently be modified in accordance 
with the meteorological phenomena experienced on any given 
day. There is yet another point in connection with “ range.” It 
has been stated already that at the Equinoxes the spring range 
is greatest, that is to say, the water rises to a higher and falls to 
a lower level. But on the other hand the neap range is least. The 
trial of strength between sun and moon is then being fought out 
on more equal terms, and, as a consequence, where the opponents 
are so evenly balanced, their bone of contention is less disturbed. 

In summer, when the sun is most distant from the earth, it is the other 
way about; the neap range is then greater and the spring range is less, with 
the result that the difference between the various high and low waters in a 
semi-lunation is not so marked, or, in other words, the general sea-level is less 
disturbed. 

Now, with reference to a tide wave being formed simultane¬ 
ously on both sides of the earth. In considering this question we 
will temporarily put the sun on one side, as by so doing matters 
will be much simplified, without in the least interfering with the 
general principle. 

At first sight it looks strange that the Inferior wave should be 
produced by the attraction of a single body, such as the moon, 
which of course cannot be on both sides of the earth at the same 
instant of time. Admitting the attractive power of the moon, it 
is easy to comprehend that the Superior tide may be so formed; 
but that the other should also be the result of a pull in the same 
direction, is much more difficult to understand, and proves an 
effectual poser to many who, from want of the key, consider the 
matter as contrary to common sense. Touching the latter, it must 
be allowed that common sense is a first-rate thing in its way, and 
happy are those who possess it, but unfortunately, it is not always 
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equal to unravelling intricate problems, of whatsoever kind : if 
it were, then it follows that the nation need not pay so much for 
Board Schools, nor in fact foster education in auy form. The 
moon’s attraction undoubtedly causes both tide waves, and, absurd 
as the idea may appear to many, the fact is capable of sufficiently 
easy explanation, which we will now attempt. 

It is necessary, first of all, to have a clear conception of that 
species of attraction called Gravitation, which pervades all space 
—every particle of matter in this vast universe attracting every 
other particle. 

It is therefore a force of interaction, but apart from this and 
the fact that—unlike the radiant forces of Light, Heat, and .Sound 
—its effect is instantaneous at all distances, we know absolutely 
nothing as to its nature. So far it remains seemingly an 
impenetrable mystery 

The laws governing Universal Attraction are well established, 
and may be thus stated : — 

'* 1. All bodies in nature exert a uiutuid attraction upon each otber, at all 
distances, in virtue of which they are continually lending towards each 
other. 

“ 2. For the same distance the attractions between iKxlies are proportional 
to their masses. 

“ 3. The masses being equal, tiie attraction varies with the distance, being 
inversely proportional to the square of the distanees asunder.” * 
i The tides, however, are not due to the simple attraction of the 
moon upon the waters of the globe, hut to the difference of her 
attraction on the near and far sides of the earth. 

Now, the moon attracts tiie solid earth as well as the waters 
upon it, and in conformity with law No. II, she attracts most that 
which is nearest to her. Therefore, the waters on the side m-xt 
the moon are most drawn to her, the solid earth in a lesser degree, 
and the waters on the distant.side less still ; so that the latter are 
led’t behind, a.s it were, and present the illusory’ appearance of 
being attract'd towards /. which, however, is n«»t the ease. See 
Diajratn So. 1 

Let the inside letters represent points on the earth’s surface, 
and let us suppose the latter to bo uniformly covered with 
water. Now, the diU’erent parts of the earth are at unequal dis¬ 
tances from the moon. Hence the attraction which the moon 
exerts at a is greater than that which she exerts at b and h, and 
still greater than that which she exerts at c mid g ; while the 
attraction at e is least of nil. 

• dan t’t /“ /ju.'.ir .Yofuru/ J'hiiosoj'hy. A mo»l engaging book, which no otticei 
should 1* without 
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The attraction of the moon upon the layer of water immediately 
under her at the point S is greater than that which she exerts 
upon the solid globe; the water will therefore heap itself up over 
a —that is. High Water will take place immediately under the 
moon. The water which thus collects at a is derived from the 
regions c and g , where the quantity of water must therefore be 
diminished—that is, there will be Low Water at c and g . 

The water at I is less attracted than the solid mass of the earth. 
The latter will therefore recede from the waters at 1, leaving 
them behind, so that they will be heaped up also, and produce 
High Water at the same time as at S. The Moon’s attraction, 
as exercised upon our earth, is differential in its character, and 
herein lies the gist of the whole thing. 

So much for the Moon; now for the Sun. 

The sun produces tidal effects similar to those of the moon. 
He is the centre and controlling force of the system to which we 
belong; and his attractive power upon the earth, as a whole, is 
vastly greater than that of our comparatively puny satellite; for, 
though the sun’s mean distance from us is 388 times that of the 
moon, it is more than counterbalanced by his mass, which is 
26i million times greater than that of the moon. Nevertheless,, 
the latter’s influence upon the tides is nearly 2\ times more than 
the sun. 

Here we have another seeming anomaly, but it is explained by 
the fact that the sun’s mean distance is so great (nearly 93 
millions of miles), that the inequality of his attraction on different 
parts of our earth is very small; that is to say, the sun attracts 
all parts of our comparatively small globe in a nearly equal ratio, 
which is not by any means the case with the moon, as the earth’s 
equatorial diameter (7,926£ miles) bears a considerable proportion 
to her mean distance from us of 238,830 miles. The moon is 
only removed from us by a distance equal to 30 of the earth’s 
diameters, whereas it would require about 11,700 earths to 
bridge the space between the sun and ourselves. In other words, 
the sun’s attraction, as applied to our earth, is less differential 
in character than that of the moon. 

The term Gravitation is applied more especially to the attraction 
exerted between the heavenly bodies. The sun being that member 
of our planetary system which has the largest mass, exerts also 
the greatest attraction, from which it might seem that the earth 
and the other planets ought to fall into the sun, by reason of 
this attraction. This would indeed be the case, if they were 
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only acted upon by the force of Gravitation ; but owing to their 
inertia.* the original or primary impulse which they once received 
constantly tends to carry them away from the sun in a straight 
line. The resultant of this acquired velocity, and of the force of 
Gravitation, makes the planets describe curves about the sun 
which are elliptical in shape, and are called their orbits. 

Similarly, it can be shewn that, were it not for terrestrial 
gravitation acting in opposition to solar and lunar gravitation, 
the waters of the earth would be attracted altogether away from 
it. The sun, our own planet, and its satellite, are therefore con¬ 
stantly at war, struggling for the supremacy in this respect, and 
the yielding waters obey first one and then the other according 
to the force preponderating at the moment. 

The moon revolves about the earth once in something under 
25 hours, and the earth having a circumference (in round num¬ 
bers) of 25 .thousand miles, the tide wave caused by the joint 
action of the sun and moon would, if the surface of onr globe 
were uniformly ami entirely covered with deep water, have a 
speed of 1000 miles per liour.+ In mid-ocean, where there are no 
barriers to its progress, the tide wave is found to travel little 
short of this rate ; but there is a rapid falling otF in the speed as 
well as change in the direction, when the wave is obstructed 
by land stretching across its natural line of progress, also by the 
friction of the bottom in shoal water. For example, in the 
Southern Ocean the hourly rate is nearly !>00 miles; in the 
middle of the North Atlantic, 520 miles; but in the Irish Chan¬ 
nel, between Kathlin and the Isle of Man, the progressive rate 
of the wave of high water is only 50 miles per hour; and in 
the southern branch of the same, about half that amount These 
speeds correspond respectively to depths of 9,150 fathoms, .‘1,0: >0 
fathoms, and 2s fathoms. When a free wave runs into shallow 
water it travels with less velocity, and its height is increased. 

Let us remark in passing, that the tides with which our fre¬ 
quenters of the sea shore are acquainted are not the direct etlectof 
the moon’s attraction. They would seem to be more in the nature 
of a resulting incident The tides are generated in the Great 
Southern Ocean, where they are forced oscillations, but those 
that we have in onr part of the world arc free oscillations, started 
it is true, by the others, though running up to mir latitudes on 
their own h<« umh r the action of terrestrial Gravitation. The 

• )ii rfia i* i |>ut«ly ti gitlio property of nutter It i* Out mlu<rout quality of pva*i»ene«v 
n l« die* which pn**cr«c« them In \ »t it* of |«crj*ct ul rent when mnli-turlied, or in perpetual 
ii • »on unlc** .arr »te l )>> sonic r>«i»tlnc Ini** 

» w - (o in t« | > »* I i’ M#ml tun* liken by the mo m In acfnmpluh a revolution 

mu ol ilu p i it-. . 7li. 4. in J* . «h f Am n the n rajs* linen vl in * >l»r lime in-tween 
the n'o } »«»ti g hi) giidi m«rnlKii and her return t > »un It I* taide up nf lh<* earth • 
rotation on t i*n ana tdu« the umoit * orblUl ni 'llon lu*t referred to 
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direct tidal effect of the moon in our seas is comparatively small, 
and is in many places antagonistic to the actual ebb and flow of 
the waters witnessed by our sea-side visitors. 

The “ equilibrium theory ” assumes an ideal globe entirely 
eovered with a frictionless ocean : but as our earth does not con¬ 
form to this condition, and as the ocean is very far from being 
frictionless, the ideal tide is not the tide that we actually know, ideal and 
As a matter of fact, theory does not always represent the tides actual t,des 
of the ports of the world. Observation shows that the irregular 
distribution of land and water, and the variable depth of the 
ocean, in themselves alone produce an irregularity in the oscilla¬ 
tions of the sea of such complexity, that the rigorous solution of 
the problem is altogether beyond the power of analysis. There¬ 
fore, the tides of any given place cannot be predicted from a 
knowledge of the tides of any other place. Observations alone 
will do so, and in this form the problem is a simple one. 

Here it is necessary to observe that, owing to fluid-friction, the 
inertia of the water, and other causes, the tide wave is found to 
lag behind the moon, and on this account the highest tides do not 
occur when her influence is greatest, but from one to three days 
after. The tide corresponding to New, or Full Moon, can how¬ 
ever be detected by its superior height, which accordingly enables 
us to get at what is termed the retard or age of the tide. Its 
value is determined by taking the average interval between the 
moon’s transit at F.and C.and the highest High Water following it. 

Similarly, High Water at any place is not simultaneous with Retard or age 
the moons passage of the meridian of that place, but mostly ofthet,de - 
occurs an hour or two after; indeed in some places there is actually 
Low Water at the time of the moon’s meridian passage: discre¬ 
pancies are innumerable, and ports can be mentioned shewing all 
the intermediate phases. If H.W. everywhere, at Full and 
Change, corresponded exactly with the time of meridian passage, 
there would be only one “ Establishment of the Port,” namely, 

XII. hours ; but the Tide Tables shew that this is very far from 
being the case. 

At this stage of our subject it is most important to distinguish Difference 
between the motion of a tide wave and that of a title current. ^andude 

The tide wave is due not nearly so much to the actual horizon- current. 
tal transfer of a body of water from one place to another, as to 
an elevation of its surface. Thus the sun and moon do not draw 
after them the mound of water which has been raised by their 
attraction, but are all tbe time engaged in raising the water which 
is vertically beneath them. As w^e have seen, the propagation 
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of this tide wave is compatible with immense velocity, whereas 
the title current rarely exceeds 5 or 6 miles an hour. Were the 
tide wave one of translation, like the tide current, it would carry 
destruction in its course. The peculiarity of its action may be 
shewn in this way:— 

Let two men stand a few yards apart, each holding the end of 
a piece of rope stretched loosely between them. Now, if one of 
the men were to shake the rope smartly in an up and down 
direction, he would cause undulations or waves in it, which would 
travel to the other end with great rapidity; nevertheless, from 
both ends being retained in the hands of the men, the rope, taken 
as a whole, would occupy throughout the same position. 

The shaking of a sail, or the fluttering of a flag, serve to illus¬ 
trate the same effect, therefore we see that it is the form alone of 
the wave which moves, and not the water of which it is com¬ 
posed. In other words, the same wave as it advances is not 
composed of the same water. 

Light, heat, find sound are transmitted in a similar manner. 
Let us take the latter by way of further illustration :— 

If a long spar be gently tapped at one end, the blow will be 
readily heard by a person applying his ear to the other end. In 
this case the sound wave is propagated by the minute but rapid 
vibrations of the atoms of wood composing the spar, but no one 
for a moment would suppose that the identical piece of wood 
which was struck had travelled to the ear of the listener. Solids, 
generally, conduct sound much more rapidly than air. Oak, for 
example, will transmit it with exactly ten times greater velocity. 
Thus, in the experiment just mentioned, if the spar be struck 
with sufficient force, tin' listener will hear two distinct sounds, 
with an interval between them, depending upon the length of the 
spar, the first sound transmitted by the wood, and the second 
transmitted by the air. Iron is a still better conductor. 

Recent investigation, however, goes to prove that every sea 
wave is more or Uss a wave of translation, setting down each 
particle of water, or of matter suspended in water, a little in 
advance of where it picked that particle up; but to the ordinary 
observer this transference of matter is so slight as to be imper¬ 
ceptible. By the seaman, however, it is taken into practical 
account when he is making allowance for “the heave of the sea.” 

Shoaling of the water makes a material ditl'erence in tho 
character of a wave. Its base is then retarded by the increasing 
friction of the ascending bottom, and its leading side, in eonse- 
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q lie nee, beeomes steeper and steeper, until at length the crest 
outstrips the base, and, toppling over, breaks into foaming surf. 
This may be witnessed any day in the approach of waves to a 
shelving beach. Where the foreshore happens to slope very 
gradually, these breakers extend a proportionately long distance 
seaward; but in such cases the ground friction deprives them of 
their original height and energy long before reaching the beaeh. 

The name has escaped the writer’s memory, but there is a 
place on the Malabar coast where the water, for miles seaward, 
shoals so regularly and slowly over muddy bottom, that the force 
of the heavy seas during the S.W. monsoon is quite spent by the 
time they get near the land; knowing this, it is common for the 
small craft thereabouts to run in on what is a dead lee shore, and 
anchor without fear in 4 fathoms. 

For conditions of an opposite character take the bar of the 
Tagus, which shoals abruptly from a depth of several hundreds 
of fathoms existing only a few miles to the westward. During 
winter gales the deep-water undulations eome rolling in upon it 
in an unreduced form, and break with terrifie violence. They 
have even been known to sweep the decks of large mail steamers 
that have rashly attempted to enter at such times, though the 
bar earries not less than 6 fathoms at low water (in the shoalest 
part). This would give the height of these formidable breakers 
as upwards of 30 feet, since it is generally accepted that the 
depth of water where the wave first breaks is equal to the height 
of its crest above the undisturbed sea level. 

To give an idea of where broken water will dash to in storms, 
it is related by the late Captain George Bayly (Elder Brother of the 
Trinity House), in an artiele entitled, British pluck in the arts of 
'peace , that, “during the winter of 1SG1, the fog bell of the 
Bishop lighthouse—Isles of Scilly—secured to the stone gallery 
bj T a neek of solid metal four inches thick, at an elevation of 100 
feet above H.W. mark, was carried away. A mountain wave 
reared its foaming crest many feet above the lantern, and as it 
swept past, snapped the solid neck like a carrot: the bell fell 
down on the rock beneath and was broken into pieces, some of 
which were afterwards picked up, and, together with the broken 
neck, were shewn amongst models and other articles from the 
Trinity House at the International Exhibition of 1SG2.” The 
bell weighed several cwt., and after the storm the gallery was 
found thickly strewn with sand. 

A.bout the year 188G the tower was raised upon, and its dia- 
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meter considerably increased; the additional granite masonry 
weighed 2,950 tons !! 

Engineers have of late years taken advantage of the compara¬ 
tive absence of horizontal force in unbroken waves, to construct 
almost perpendicularly the sea faces of such piers or breakwaters 
as require to be built in exposed positions. Formerly, works of 
this character had a very long batter or slope, the etlbct of which 
—similar to that of a shelving beach—was to cause the waves to 
curl over and break in a manner which forced out huge blocks of 
stone, each very many tons in weight; and this undermining pro¬ 
cess went on until the solid masonry was completely breached 
through. 

Again, it is not improbable that the reader has seen unbroken 
waves rellected back from a vertical sea wall; in which case he 
will have noticed that the rellected outgoing waves pass through 
the incoming ones, and each continues on its course almost as if 
nothing had happened. The principal visible ellect produced by 
the collision is to momentarily increase the height of the waves 
at their point of meeting; but after a time the reflected wave is 
so reduced in speed and size by its repeated encounters with suc¬ 
ceeding incoming ones, that it dwindles away, and at last ceases 
to exist: were they solid bodies undergoing translation, the wave 
with the greater momentum would overcome ami carry with it 
the other one—but, of course, at a reduced speed. 

To take another example: Every sailor knows that, when 
hove-to in a gale, his ship, if properly loaded and handled, will 
ordinarily ride over the monster seas like a duck : and it is clear 
that such could not he the case if each wave were burled against 
the vessel as nn independent and separate accumulation of water. 
Hut as soon as their fret' movement is interfered with by friction, 
no matter bow produced, waves have a tendency to “top" ami 
become vicious. For instance, on the edge of the Agulhas Hank, 
ofV the pitch of the Cape of tlood Hope, it is well known that 
the seas generated hy a W.N.W. gale are often opposed by a 
strong current setting right in the wind's eye. The result is a 
hollow, curling sea; ami woe betide a deeply laden ship should 
she meet one of these ugly customers at an awkward moment.* 

• Oil ilowly dropped Into the sea ha* a \condfrfu'. effect m proven Hug il breaking on 
Ivoard. 11 U common In some parts of I'-ugluul, before boa -lug a boal. lo pull up ai d 
down for a few yard*, pounng ml on the water, nod then row m on llie nmoolh. 

•Hio principal fact* as lo the u*o of oil are a* follow 

1. On free wa*-e«, i.r., ware* in deep water, the effect »* greato.'l. 

*L in a surf, or wave* breaking ou a bar, where a uiav* of lupdd is lu actual motion lo 



HOW THE 'BORE' IS FORMED. 




A weather tide in a river is an example of the same thing on a 
very much smaller scale. 

From the foregoing we learn that a wave proper has but a 
trifling effect in the horizontal transference of floating objects, 
which do little more than rise and fall on its surface; but the 
same wave, when transformed into a “breaker” by friction, will 
carry all before it. 

The “Bores” peculiar to rivers with expanded mouths are 
produced in a manner very similar to “breakers.” As the Tide -Bore*, 
wave advances up the river, it is continually checked underneath, 
not onl} T b}^ the friction of the bottom, but by the resistance of 
the downward current. These causes operate to dam up the 
incoming tide, which is nevertheless pushed on by the ever- 
increasing volume of water behind, until it assumes a steep 

shallow water, the effect of the oil is nocertain ; as nothing can prevent the larger waves 
from breaking under such circumstances ; but even here it is of some service. 

3. The heaviest and thickest oils are most effectual. Refined kerosene is of little use ; 
crude petroleum i3 serviceable when nothing else is obtainable ; but all animal and 
vegetable oils have great effect. 

4. A small quantity of oil suffices, if applied in such a manner as to spread it to wind¬ 
ward. 

6. It is useful in a ship or boat, both when running or lying to, or in wearing. 

6. No experiences are related of its use when hoisting a hoat up in a sea-way at sea, 
but it is highly probable that much time and injury to the boat would be saved by its 
application on such occasions. 

7. In cold water, the oil, being thickened hy the lower temperature, and not being able 
to spread freely, will have its effect much reduced. This will vary with the description 
of oil used. 

8. The best method of application in a ship at sea appears to be: hanging over the side, 
in such a manner as to be in the water, small cauvas bags, capable of holding from one to 
two gallons of oil, such bags being pricked with a sail needle to facilitate leakage of the oil. 

The position of these bags should vary with the circumstances. Running before the 
wind they should be hung on either bow— e.g., from the cathead—and allowed to tow in 
the water. 

With the wind on the quarter the effect seems to be less than in auy other position, as 
the oil goes astern while the waves come up on the quarter. 

Lying-to, the weather bow and another position farther aft seem the best places from 
which to hang the bags, with a sufficient length of line to draw to windward while the 
ship drifts. 

9. Crossing a bar with a flood tide, oil poured overhoard and allowed to float in ahead 
of the boat, which would follow with a bag towing astern, would appear to be the best 
plan. As before remarked, under these circumstances, the effect cannot be so much trusted. 

Ou a bar with the ebb tide it would seem to be useless to try oil for the purpose of 
entering. 

10. For boarding a wreck, it is recommended to pour oil overboard to windward of her 
before going alongside. The effect in this case must greatly depend upon the set of tha 
enrrent, and the circumstances of the depth of the water. 

11. For a boat riding in bad weather from a sea anchor, it is recommended to fasten 
the bag to an endless line rove through a block ou the sea anchor, by which meaus the 
oil is diffused well ahead of the boat, and the bag can be readily hauled ou board for 
refilling if necessary. 
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SOME EXTREMES OF TIDE RANGE. 


Bore not a 
wave 


Tide* iu open 
ocean and 
Inland tea*. 


broken front like a bubbling cascade, and constitutes one con¬ 
tinuous breaker, having a long flat back. As the “ bore ’ 
advances, it is hemmed in at the sides by a contracting channel, 
which forces it still more to rise above the ordinary level, sinco, 
if the form of the channel cannot accommodate the rush of water 
in one way, it must in another. It is not uncommon to see two 
or three smaller “ bores” coming along on the back of the first. 

The " Bore ” cannot be accurately described as a wave. It is 
in no sense an undulation, nor is there any depression after it 
has passed: indeed, a rise in its wake of two to four feet of 
water is not unusual. 

This phenomenon occurs mostly in rivers situated at the head 
of delta-shaped estuaries, and where these open broadly to the 
direct course of the Tidal wave, the effect is necessarily more 
marked. 

I 11 the Hugli, the “ Bore ” not infrequently appears as a 
liquid wall G or 7 feet high, and its noise is such that it is heard 
whilst yet several miles away. In the western branch of the 
Amazons it is said to have a front of 10 to 12 feet in height, and 
in its effort to find equilibrium, travels at the rate of 10 to In 
miles an hour, overcoming everything in its progress. 

Chepstow, in the Bristol Channel; Mont St. Michel, in the 
Gulf of St. Malo; Dungeness Spit, near Cape Virgins; and the 
Basin of Mines, at the head of the Bay of Fundy,—are all places 
celebrated for a great Tidal Rise and Fall, which in extreme 
cases amounts at somo of them to 70 feet and upwards. This 
unwonted augmentation of the height of the tide wave is simply 
due to the concentration of the energy of motion of a large body 
of water into a narrow space. 

On the other hand, in tho open ocean, where the Tide wave is 
untrammelled, the range is but four feet or so, and in inland seas 
it is almost insensible. For instance, among the islands of the 
Pacific Ocean the Rise and Fall varies from li to G feet, and in 
the Mediterranean the average Rise and Fall does not exceed IS 
inches, though in places—Spha.x for example—owing to local 
causes, the Rise and Full is fully five feet. 

Lakes and inland sects being comparatively small, the attraction 
of the sun and moon is nearly equal at both extremities, therefore 
their tides are insignificant. Close investigation backs up the 
theory that the magnitude of the tidal range depends upon tho 
proportion the sizo of the lake or sea bears to the diameter of the 
•earth : for instance, the existence of a tide in Lake Michigan law 
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been proved by a series of observations made at Chicago in 1S59. 
The average height of this tide is If inches; and the average time 
of H. W. is 30 minutes after the moon’s transit. The length of 
Lake Michigan is 350 miles, or of the earth’s diameter; and 
its tide is about of that which prevails in mid-ocean. Again, 
the length of the Mediterranean is 2,400 miles, or, roughly, £ the 
diameter of the earth, which gives the average height of its 
tide as § what it is in the open sea, and this is confirmed by 
observation. 

The Tide Current, then, is caused by Tide waves from the ocean 
being concentrated and checked by local formation, also by the 
frictional resistance offered by the bottom and sides of a narrow 
channel. In passing through contracted spaces, these waves, as 
already stated, are heaped up and urged on by the continued 
pressure of the water behind, whose motion is less retarded than 
that of their own; and thus, in seeking to find its level, an actual 
current is created. 

The Tide Current must not, however, be mixed up with the 
general Ocean Currents, which are progressive movements of the 
water, due partly to 'prevailing tvinds, and partly to differences 
of temperature and density , which, by disturbing the equilibrium, 
cause a constant circulation to be going on in the waters of the 
globe; and this, be it remembered, takes place in a vertical as 
well as a horizontal direction. 

It is difficult at first to realize that mere friction can play such 
an important part in connection with tidal currents, but unmis¬ 
takable evidence of this is given in a variety of ways. For 
example, of late years the Tyne has been improved by straight¬ 
ening some of the worst bends, and by dredging its bed. The 
result is that High Water now occurs at Newcastle some 20 
minutes or so earlier than it did previous to these improvements, 
though the distance from Tynemouth to Newcastle is but 9 miles 
or thereabouts. 

The Tide hour* has been accelerated at Glasgow by similar 
means, and also at London Bridge, but in a less degree. 

Again, most seamen—especially coasters—are aware that the 
stream of the tide runs longer in the offing than close alongshore. 
Two causes operate in producing this effect. From the water 
being deeper in mid-channel, its motion is proportionately 
less retarded by bottom friction ; whilst the littoral current— 
affected in a much greater degree by bottom and side friction— 
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has, moreover, to penetrate the bights and follow the bends of the 
coast. Reference to the accompanying co-tidal map of the British 
Islands will shew this feature very plainly; it will be noticed 
more especially in the Knglish Channel, and in the contracted 
portion of the northern branch of the Irish Channel.* 

The Tide current sometimes continues to llow in the oiling for 
three hours after it has turned by the shore, and is then termed 
“ Tide and half tide”; and “Tide and quarter tide" when it only 
runs for 1 h hours longer. Moreover, the time at which the stream 
turns is often different at different distances from the shore, hut 
the time of High Water is not necessarily different at these points. 
This same peculiarity may be observed in a small way in the 
Mersey and other rivers, where, though the stream may still be 
running up in mid-river, it will be at a stand inshore, aud the 
water-level will have fallen several inches at the pier-heads. 

A knowledge of this difference in the turn of the inshore and 
offshore streams is of great service, more particularly in working 
to windward, since by keeping close in at the commencement of 
the tide, and standing out mid-channel towards the last of it, it 
is possible to carry a favouring tide for nine hours. Indeed, in a 
smart vessel, navigated hg a man with good local knowledge, the 
jlood may be carried even longer: and in a steamer—from the 
fact of the turn of the tide in certain cases getting progressively 
later the ebb may at times be cheated altogether. 

For example:—Neglecting the odd minutes, it is High Water, 
Full and Change, at Queenstown at 5 o’clock, and at the Bar 
Lightship, Liverpool, at 11 o’clock. Now, if on such a day a 
17-knot steamer were to leave Queenstown at noon, with the 
young llood or eastern tide, and round the Tuskar closely, she 
would carry the tide with her the whole way to the Lightship, a 
distance of about 22<1 miles. It should be stated, however, that 
between Roche’s Point and the Coniugbeg lightvessel the stream 
is weak, even at springs. Owing to a peculiarity, which will be 
alluded to further on, a ship passing through the Straits of 
Dover, bound to a port on the Bast Coast, and hitting the tide at 
the right time, will carry it for nearly twelve hours. The same 
thing can also happen in the Ceorge's Channel. 


• I.ilKM comiccliug all lho»e plaora which hare high water al the same justaul of 
abic^ute time are termed Co tidal line*. They are useful u marking the progreis of 
the T» lo iMiv hour by hour, anil are generally drawn for (ireenwicli Mean Time. They 
have no referon e whatever lo Tidal current. The map hero •hewn >■ taken from • 
pamphlet hj the Kev. Saiunel ll.iughton, M.A 
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We now come to another very important phase in the pheno¬ 
mena of tides. It is of the greatest consequence to the navigator 
that he should not confound the Rise and Fall of the tides with 
the Flow and Ebb. 

It is too generally supposed that at High Water the flood cur¬ 
rent ceases, and similarly, of course, that at Low Water the ebb 
current ceases; in other words, that the flood stream only runs 
whilst the water is rising , and that the ebb stream only runs 
whilst the water is falling. Now this is not by any means a 
necessary consequence; and so far from its being even generally 
the case, such a condition is proved to be extremely rare, and 
then only to be found in small bays and harbours. 

The supposed cessation of the Flood and Ebb streams at High 
and Low Water respectively, is unfortunately a very prevalent, 
but at the same time not unnatural, misconception, and has 
doubtless contributed to many a disaster. 

Owing to the momentum of the water, which does not permit 
of its onward motion ceasing simultaneously with the exciting 
cause, and owing sometimes to difference of level, it is not un¬ 
common to find the Flood run for three hours after the water 
has commenced to fall; and, similarly, the Ebb may continue 
running out for three hours after the water has commenced to 
rise* Thus, at the actual times of High and Low Water, the 
Flood and Ebb streams respectively, instead of being “slack,” 
may, on the contrary, be running with their greatest velocity. 

This peculiarity is shewn in a very striking manner at the 
First Narrows, or eastern entrance to the Strait of Magellan, 
where it is due almost entirely to excessive difference of water 
level. 

As already stated, in small harbours and bays slack current 
takes place at the “ stand ” of the tide at High and Low Water, 
but where the tide wave enters a narrow inlet, connecting with a 
great inland basin, the case is different. The basin being nearly 
tideless, has its surface lying at about the mean sea level; there¬ 
fore, Flood currents can only commence to run in through the 
Narrows when the surface of the outside water has risen above 
that of the basin, and the maximum velocity must occur at High 
Water for the Flood, and at Low Water for the Ebb. 


* Most people who have to do with the docking aud undocking of vessels will have 
noticed, by tide-gauges or marks of some sort, how a river rises or “ swells” long before 
the last of the Ebb stream, showing that the Tide wave may be going one way. when the 
water itself is actually going another. 
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This is precisely what happens in the Strait of Magellan— 
which, though not an inland sea in the strict sense of the terra, 
nevertheless partakes sufficiently of the characteristics of one. 
Now, it so happens that, in the gourd-shaped arm of the sea 
adjoining the contracted cliffy channel forming the water com¬ 
munication between the Strait and the South Atlantic, there is 
a Rise and Fall of 42 feet. This great tidal range is due to its 
shape, combined with the fact that it opens invitingly to the 
direct course of the tide-wave llowing in from the South East¬ 
ward. But, in the basin immediately within the Narrows, the 
range is only 22 feet, and further on it is much less; for, when 
a large water area has to be filled through a contracted opening, 
as in the present case, the inner tide suffers a gradual deynulatiun 
as the water composing it spreads itself, and finally becomes 
nearly insensible ; therefore it is that, after passing what is known 
as the Second Narrows, the Magellan tide virtually becomes 
spent, and the Rise and Fall insignificant: indeed, the latter 
would be even less were it not for the numerous water passages 
communicating with the Pacilic Ocean, which act as feeders. 

What has been here described as occurring insult the Narrows 
is just the reverse of what takes place outsule the Narrows. In 
the latter case the tidal range is continually auynu'ntcd as it 
proceeds up the estuary, till at or near the head it reaches its 
maximum. 

The annexed diagrams are intended to illustrate the action of 
the tides at the Eastern entrance to Magellan Strait, and in them 
we have taken the liberty of supposing the basin on the left 
to have no Rise or Fall whatever; this is not consistent with 
the actual fact, but it simplifies the explanation without in 
any ivay detracting from the truth of the general principle 
referred to in the text. The upper diagram does not profess to 
be anything more than a very rowjh outline of the entrance to 
Magellan Strait, nor is it even drawn to scale. (See Diayram 
Xo. o). 

We will l»*giu by supposing it high water outside tbo Narrows, us 
represented by the line J. The water will theu commence to fall ; but from 
its level being 21 feet higher lhalt inside, the tlood stream will continue to 
run in through the Narrows till both b.tdu and c tuary have arrived at the 
same level, which will not happm, however, for 3 hours, by which time it 
will behalf Kbb. The ocean water which has passed through the Narrows 
cannot, however, do much to swell the inm r tide, since its volume is but 
trilling as cumpar d with the laigv area over which it has to spread itself. At 
3 hours alter high water, the sur ace level being then the same both inside 
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and out, there is a momentary stand in the curreut, which, up till now, lias 
been flowing in ; but, as soon as the outside level drops sufficiently to cause 
an incline in the other direction, the stream will commence to rush out, and 
continue to do so till the common level is again restored, which will not he 
before half flood. As may well be imagined, the tide in the Narrows seethes 
like a boiling pot, and makes steady steering an impossibility. 

Generally, in considering the tides of estuaries, it is found that 
the interval from High to Low Water is longer than from Low 
to High Water, and the difference between the intervals is greater 
at Springs than at Neaps. At St. Heliers, Jersey, the mean dura¬ 
tion of Ebb and Flood at Springs is seven and five hours respec¬ 
tively. Also, as we ascend rivers, so the interval from Low to 
High Water diminishes. At Oceanic ports the intervals are 
about equal. 

DIURNAL INEQUALITY. 

Another popular but erroneous notion is, that the night tides Popular ide* 
are always higher than the day ones. Tide's befng 

Pilots are very prone to this idea, and, without investigation of hi & her 
any kind, it is passed along from father to son as a sort of 
professional legacy. The real facts are as follows:— 

In consequence of what is called the Diurnal (or daily) In¬ 
equality, it sometimes happens that the night tides are higher 
than the day tides for weeks together ; but if such be the case at 
one period of the year, the day tides are higher at another. 

Prolonged and properly conducted observations prove conclu¬ 
sively that the height of the tide at a given place is influenced by 
the Declination of the moon; for, as the tide wave ever tries 
to place its highest point vertically under the body which produces 
it, when this vertical changes its point of incidence on the surface Declination*) 
of our globe, the tide wave must tend to shift with it; thus, tide ‘ 
when the moon’s declination is 0°, the highest tides should occur 
along the Equator, and the heights should diminish thence to¬ 
wards the North and South ; but, other things remaining as 
before, the two consecutive tides at any place should have the 
same height. (See Diagram No. 6.) 

When the moon has north declination, as shewn in the diagram, the highest Diurnal 
tides on the side of the earth next the moon will be at places having a cor- ' ne< J ual,t y 
responding north latitude, as at A ; and on the opposite side of the earth 
from the moon, at those which have an equal south latitude, as at C. And of 
the two consecutive tides at any place, that which occurs when the moon is 
nearest the zenith should be the greater. Hence when the moon’s declination 
is Xorth , the height of the tide at a place in north latitude should be greater 
when the moon is above the horizon, as at A, than when she is below it, as at 
B. On the same day, places South of the equator have the highest tides when 
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orthnrlox manner. The tide then falls a little with the last of the 
stream ; hut when it turns to the westward inshore, a great body 
of water, favoured by the shape of the land, unites with the last 
of the outside eastern stream, still flowing round the soutli-eastern 
part of the island, and both run into the back of the Wight, by 
way of Spithead. Now, the outlet for it between Hurst Point 
and the Needles being much smaller than the eastern channel by 
which it entered, the returning water gets pent up, and, in conse¬ 
quence, there is a general rise in the .Solent. At Calshot Castle 
the tide forks—one branch going out by the Needles, and the 
other flowing up Southampton Water, which lies open like a 
trap in the direct course of the main current, and so causes a 
second High Water. This is succeeded by a uniform but rapid 
fall, lasting about 3) hours. 

To the mariner the knowledge that the High Water at South¬ 
ampton remains nearly stationary for rather more than two 
hours, may, in some cases, be important. 

The inlluenco of the double 11.W. is felt to the westward as 
far as Swanage, but along the const it can scarcely he attributed 
to the same cause as that within the Isle of Wight, but rather to 
a levelling northward of the water from the direction of the 
French coast, where, immediately opposite this part, the rise of 
tide is 10 or 17 feet, as compared with the G or 7 feet on the 
English shore. 

At Havre, on the north coast of France, though the spring rise 
is 22 feet, the “stand ” at High Water lasts one hour, with a rise 
and fall of .*> or 4 inches for another hour, and only rises and 
falls l.*> inches for the space of three hours. This long period of 
nearly slack water is very \aluahle to the traffic of the port, and 
permits a larger number of vessels to enter or leave the docks on 
the same tides tl an would otherwise he the case. 

At Weymouth (Dorset), only 55 miles from Southampton, 
there is, on the contrary, a double Low Water. What happens, 
therefore, is just the reverse of the Southampton phenomenon, 
and, as if this were not enough, it lasts twice as long. The cause 
is nut well understood, though a shot at it is made on page 155 
of the Admiralty 'fide Tallies. 

The ordinary spring range is about 7 feet, and at the Equinoxes 
about M feet. From one ll.W. to the next, there is the usual 
12) hour interval ; this is divided into three eijual parts, namely, 
a sti udy fall for 1 hours, LAW for 4 hours, and a steady rise for 
4 hours. The diagram facing this page is a Jac-simile ton a 
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reduced scale) of one actually taken from the self-registering 
tide-gauge in use by the Weymouth Corporation. It shews the 
tide trace for one whole day, and includes two High and two 
Low Waters. 

It is interesting to notice in each ease that, shortly after the Weymouth 
tide has fallen to L.W., it turns slowly upwards for nearly two advantage 
hours, and as slowly falls again during the next two hours. 

Then the real rise commences and continues to H.W. 

This curious undulation during L.W. is locally known as the 
“ Gulder,” and though it rarely exceeds six inches, the effect— 
unless masked by atmospheric influences—is well marked and 
regular. At Springs it is much more apparent than at Neaps. 

Practically speaking, therefore, L.W. at Weymouth continues for 
4 hours, and in the case of vessels over 12 feet draft, materially 
adds to the difficulty of their navigation. Perhaps this is com¬ 
pensated by the excellent shelter procurable during westerly 
gales. 

The tides, then, are not all plain sailing, as might be supposed; 
and it would be almost impossible for any one man to make him¬ 
self acquainted with the peculiarities of those on our own coasts 
alone, unless, indeed, he had no other employment. 

There is one feature which must not be trifled with : fortun¬ 
ately the localities affected by it are well known. Near the 
headlands separating bays there is usually at certain times of tide 
a swift and turbulent current termed a * race.’ When opposed 
by a strong wind the sea breaks badly, and in gales—especially 
at Springs—deeply-laden brigs, schooners, and other small fry 
not infrequently founder with all hands. These ‘ races’ are due 
to conflicting currents, accentuated by the passage of the water 
over foul bottom, causing ‘rips’ and ‘overfalls’ in which small 
craft cannot live. Even large vessels get battered about, and 
their decks swept. 

For the direction and rate of the tide in the Channel at any standard Port 
given time or plaee, the navigator must consult the Admiralty Eag\hhChJn! 
Sailing Directions and Tide Tables. In the latter, the English nei tides. 
Channel and North Sea are divided into compartments, in which 
the Magnetic direction and rate ot the tidal streams is given 
for every hour of the tide at Dover. The tables for the Irish 
Sea are less elaborate, but they contain, nevertheless, much 
valuable information. 

Although in these pages it would be impossible to enter into 
details, a few words may be said about the general rules which 
govern the main system of tides round about our shores. 





292 


HEAD OF TIDE , A SI) IXTEIl FEEEXCES. 


Direction 
taken by Tidal 
Wave round 
Great Britain 
and Ireland. 


Head of 
Tide " in Irish 
Channel. 


Mead ol 
Tide " in Eiik 
li»h Channel, 


Standaitl Pull 
of reference foi 
Irish Chai ne' 
tides. 


Reference to the Co-tidal Map facing page 2>4 will shew that 
the tide wave coming in from the Atlantic splits on the west coast 
of Ireland. One part, going northward, sweeps round by Inish- 
trahul and the Giant s Causeway, and enters the George’s Channel 
between Uathlin Island and the Mull of Cantvre ; the other part, 
going to the southward round Cape Clear, enters the same chan¬ 
nel between Tuskar and St. David's Head. These streams pursue 
their respective courses till they meet at the “Head of 'ride," 
which is upon an imaginary line drawn from Dundrum Bay 
through the Isle of Man, towards Barrow-in-Furness. At the 
junction of the two tides occurs, as may be expected, the greatest 
rise and fall, amounting to 15 feet on the Irish side, and double 
that amount on the Knglish. 

To the westward of the Isle of Man we tind an “ Interference-. 
The two streams, flowing in exactly contrary directions, here 
destroy each other, so that no current is at any time perceptible, 
and the bottom of this region of still water is characterized by a 
deposit of tine blue mud. 

To the castv'ard of the Isle of Man the tidal currents meet at 
in angle, and tlow on together with increased vigour towards 
Morecambc Bay and Liverpool, making High Water at these 
places seven hours after its occurrence at their point of separation 
near the Skelligs. 

Ollshoots of this same parent tide wave enter the Knglish 
Channel and German Ocean, the latter coming round "north 
about.” These two tide waves bring High Water to the south 
and east coasts of Knglaud respectively, and also, like those in 
the Irish Channel, have a place of meeting, or " Head of Tide," 
which for them is found in the Straits of Dover. 

An investigation of the tidal streams of the Irish Sea, by the 
late Admiral W. 1\ Becchey, K.N., brings to light the important 
fact that, notwithstanding the variety of times of High Water 
throughout it, the turn of the stream overall that part which map 
hr called (hr fair navigable portion of the Channel, is nearly 
aim ultaneons.* 

The northern and southern streams in both branches of the 
Channel commence and end in all the fairway parts at nearly the 
same time ; and that time corresponds closely with the time of 
High and Low Water on tin* shore at the entrance of Liverpool 
an 1 of Moreen in be. So that it is necessary only to know the 
time - of High ami Low Water at cither of these places, to deter¬ 
mine the hour when the stream of either tide will commence or 
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terminate in any part of the Channel, outside the influence of the 
inshore eddies. For this purpose the Liverpool Tide Tables may 
be used, subtracting IS minutes from the times there given, in 
consequence of IT.W. at George’s Pierhead being that much later 
than the point which is considered the “ Head of Tide.” 

Now, since it is low water at Queenstown at the same time 
that it is high water at Liverpool, it follows that midway 
between the two there must be a place of comparatively little 
Rise and Fall: and this in the South channel is found to be on a 
line joining Courtown and Cardigan Bay, and in the North 
channel on a line joining Fairhead and the Mull of Cantyre. 
These are termed the “ Nodal points,” and here it is that the 
greatest body of water passes, and the tidal currents are strongest. 

There are similar effects produced in the English Channel. 
Careful experiments, systematically carried out by Admiral 
Beechey and Captain Bullock, R.N., prove that the channel 
streams meeting and separating in Dover Strait, set uniformly 
in a direction towards Dover whilst the water is rising at that 
place, and away from it when it is falling. To be governed by 
this law, a vessel must be either in that portion of the channel 
situated between Beachy Head and a line joining the Start with 
the Casquets, or between the North Foreland and a line joining 
the Texel with the Humber. 

OH' the mouth of the English Channel, westward of a line 
joining Ushant and Scilly, the stream will be found running 
to the northward and eastward while the water is falling at 
Dover, and to the southward and xuestward while it is rising at 
that port. 

In the intermediate section included between a line joining 
Ushant and Scilly, and another joining the Start and the 
Casquets, there is a mixed tide, partaking of the joint direc¬ 
tions of the tides east and west of it, which renders a written 
description impossible ; and the Admiralty Tide Tables alone 
must be consulted for the direction and rate at any particular 
hour. 

The nodal points of the two channel streams meeting in Dover 
Strait are respectively at Swanage and Yarmouth. 

Several other important and interesting features remain to 
be noticed. The Ebb stream of the Irish and English Channels 
constitutes the Flood of the Bristol Channel ; and the Flood of 
the Irish and English Channels constitute the Fhh of the Bristol 
Channel : so that, within a line joining Scilly and Tuskar, the 
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tide will be found running eastward towards the Bristol Channel 
whilst the water is falling at Liverpool and Dover, and running 
out from the Bristol Channel whilst it is rising at those places. 
On its northern side, the Bristol Channel Hood sets to the South¬ 
eastward, and on its southern side to the North-eastward. It is 
handy to recollect, also, that when it is High Water at Liverpool 
and Dover, it is approximately Low Water at Cardiff and 
Queenstown. 

A few pages back it was stated that a vessel navigating the 
English and Irish Channels might, if she were lucky, carry the 
title with her for nearly 12 hours. To show how this could 
happen, it is necessary to recollect that, at the Head of Title, the 
streams meet and separate thus :— 

hover Strait. 

FLOOD ^ FLOOD 

Uead 
■ I 

Tide. 


ton ebb ^ 

Consequently, if a vessel happens to reach the Head of Tide 
with the last of the Flood, she will forthwith run into the 
opposite Ebb stream just beginning at that point, anti so con¬ 
tinue with a favouring tide during the next 0 hours. 

Such is a rough outline of the main features of the tides on our 
coasts; but, for the more detailed information necessary to the 
safety of a ship working up or down channel in dirty weather, 
th ■ navigator is referred to the Admiralty publications already 
alluded to from which sources the foregoing summary of 
channel tides has been ehietly compiled. 

The Admiralty List* furnishes the Times and Heights of High 
Water for the morning and afternoon of every day in the year , 
at a number of standard home ports, including Brest. By aid 
of a fable ot Tid d Cons ants, adapted to certain standard ports, 
of refer, nee, ti e approximate times and heights of high water 
f>r»ney day : n tin y>ar can readily be found for many British, 
lush, and Kiropenn ports,extending as far as Heligoland on th • 
north, and Gibraltar mi the south. And, to finish up, the same 
\ aliiabh am irk gi\rs the time of High Water at Full and Change, 
with the Rise nt Springs and Neaps, for no f w.r than .‘C>00 of 

* I'uboluU .imiii.illv. 
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the principal places on the globe. These last form two distinct 
tables—one being arranged alphabetically, and the other accord¬ 
ing to the apparent progress of the Tide Wave. 

The tide-producing influences being the same for each, the time 
of High Water varies for different ports in the same vicinity, 
owing to the inertia of the water, and the obstruction it meets 
with from the configuration of the sea bed, and the narrowness, 
length, and direction of the channels along which the wave has to 
travel before reaching the port. It is obviously of great mari¬ 
time importance to be able to find on any day the time of High 
Water for the various harbours and ports of the world, and to 
this end a standard tide is fixed upon, indicated by a particular 
relative position of the moon and sun, from which the time of 
every succeeding tide may in most cases be deduced. 

This standard is spoken of in general terms as the “ Establish- Establishment 
ment of the Port.” But there are various “ Establishments,” and of the Port 
various definitions, so one is apt to get “ mixed.” Unfortunately 
even the best writers are at variance when it comes to detail. 

If any leading authority like Lord Kelvin would only clear away 
the points of divergence, he would indeed be additionally a bene¬ 
factor. Meanwhile the reader can take the following on trust: 

By “Establishment,” whether “Vulgar,” “Corrected,” or 
“Mean,” must be understood a certain interval of mean time, and 
not in the first instance an hour of the day by any particular clock. 

The “Vulgar Establishment” may be defined as the actual Vulgar Estab- 
time of H.W. after apparent noon of the day upon which the 
moon passes the meridian at the same instant as the sun. It is 
evident that this conjunction can happen only very rarely, so 
the more convenient plan is resorted to of taking the average 
interval between the moon’s transit on the day of F. and C. and 
the succeeding H.W. 

It is found, however, that in general any particular tide is not 
due to the moon’s transit immediately preceding, but to a transit 
which has occurred a considerable time before, and which is 
therefore said to correspond to it. This accounts for the highest 
tides of springs not occurring at time of Full and Change, but 
from one to three days after. This it is which gives rise to the 
appropriate expression “ Age of the tide.” 

The “ Corrected Establishment of the Port ” is the average in- Corrected 

. - . . p tt Establishment 

terval between the time of the moon s transit and the time or ii.W . of tlle Part< 
on that particular day which corresponds to bull and Change, 
and may differ considerably from the “ ulgar Establishment. 

The “Mean Establishment”—used in the United States of 
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A FEW MORE TIDAL INTRICACIES. 
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America—is approximately determined by noting each day, f«>r 
one or more complete lunations, the interval between the moon’s 
transit and succeeding High Water, and taking the mean of them. 
These are termed luniUJal intervals, and the difference between 
the greatest and least is termed the semi-mrnsual or semi¬ 
monthly inequality of Times. This inequality, unfortunately, 
is not the same for each place; hence the time of High Water 
at any place cannot always be accurately deduced from that at 
any other place, by merely applying the dillerence of time 
between their Establishments. 

The "Mean Establishment” is always less than the "Vulgar 
Establishment.” 

In like manner the semi-mensual inequality of Heights forbids 
the height of the tide at any one place being correctly inferred from 
the given height at any other. 

Owing to this semi-mensual ine>/uilifg being often large—sometimes 
exceeding two hours the time of High Water, <w de luc'd Jrum the Vulaar 
Establishment, is open to serious error: it is therefore to l»e regretted that, 
from insullieient data, the Admiralty List does not give the Corrected Estab¬ 
lishment for ever*/ port mentioned, nor indeed docs it always specify which is 
which. 

This, however, is a defect which, as our tidal knowledge of out-of-the-way 
places becomes more complete, will be more or less rectified each succeeding 
year. In the meantime, it may generally be accepted that the Tide Hour ol 
all the principal ports, at home ami abroad, is represented in the list either 
by the Corrected or by the Menu Establishment. 

The expression “Tide Hour” was first introduced by Kajier, 
and was intended by him to supersede the other and more 
obscure phrase; it has not, however, been adopted, but in any 
.•iuse would equally" require accurate definition. 

Where the tides are pretty regular, which is mostly, though not 
always, the c:ise round our own coasts, the tabic on next page may 
eome in useful when it is required to know the depth of water 
over a rock, bar, or bank, at some particular hour of the tide. 

If the Rise for the day is not exactly* known, it may* be inferred 
from the Spring and Neap Rise given on the chart. For instance, 
if the Mean Spring Rise at Devon port Dockyard is feet, and 
the Neap Rise 12 feet, one might fairly* as.sum * til-* Rise midway* 
between Springs and Neaps to be about El} feet. 

From this can be deduced the Range for the day* ms follows :— 

it is. 

Alcan Spring Range or Rise - -]:><> ft. in. 

Assumed Ri*e for the day - n «> - n !> 

hitlcrciicr .... 

V simie 1 Rise HuV Range for tin-day 


1 i» 


1 a 
12 0 
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The following Table shews approximately the movement of the 
tide (in feet and decimals) at 20 m intervals for any range not 
exceeding 50 feet. It will be noticed that the movement is 
greatest at half-tide. For example, with a 50-foot range the rise 
or fall of the water in 20"“ at half-tide is 52 inches, but only 5 
inches at 20'" from High or Low Water. 

Range is measured from L.\V. of any given tide to the following 
H.W. 


5-g Time of Tide before or after High Water. 


It 

0 h. 

ih. 

26- 

3 h ‘ 

4 h ' 

5 h ‘ 

66- 

B.S 
& & 


ni. 

in. 

in. 

m. 

m. 

m 

in. 

m. 

m. 

in. | 

m. 

in. 

m. 

m. 

ni. 

m. | 

in. 

m. 

m. 

3 ] 


0 

20 

40 

O 

20 

40 

0 

20 

40 

o 

20 

40 

o | 

20 

40 

° 

20 

40 

0 


2 

2‘0 

2-0 

19 

I9i 

1-8 

i-6 

i-5 

i-3 

i - 2 

ro 

0'S 

07 

°*5 

04 

0-2 

OT 

O-i 

00 

0 

2 

4 

40 

i 4‘0 

39 

3'7 

35 

3'3 

30 

27 

2'3 

20 

17 

13 

ro 

0-7 

0-5 

0-3 

OT 

0-0 

0 

4 

6 

60 

6*o 

s-s 

5-6 

5-3 

4‘9 

4‘5 

4-0 

3’5 

30 

2-5 

2-0 

i'5 

IT 

o'7 

0-4 

0*2 

0-0 

0 

6 

8 

8*o 

7'9 

7-8 

7’5 

71 

6’6 

6-o 

5*4 

4'7 

4-0 

3-3 

2’6 

20 

IS 

0-9 

0*5 

0'2 

OT 

0 

8 

10 

io’o 

i 9 ' 9 

i 9’7 

9 ’ 3 , 

18-9 

8-2 

7-5 

6-7 

5*9 

5-0 

4-1 

33 

2-5 

1-8 

IT 

0-7 

0*3 

OT 

0 

10 

12 

12*0 11 "9 11*6 

H'2|io-6 9-9 

90 

81 

70 

6-o 

5‘o 

3‘9 

30 

2-1 

1*4 

08 

04 

o-i 

0 

12 

*4 

14-0 13-9'13*6 

13*1 12 4 11*5 

10*5 

9*4 

82 

70 

5'8 

4-6 

•3'5 

2-5 

r6 

09 

0-4 

Ol 

0 

14 

16 

16-015-9 15-5 

14-914-1 13-1 

(20 

107 

9'4 

80 

6-6 

53 

40 

2-9 

1 9 

IT 

o'5 

OT 

0 

16 

18 

iS'o;i7'9,17-5 

i6-S 15-9; 14-S 

135 

12 * 1 

106 

9‘o 

7'4 

59 

45 

3*2 

2T 

I '2 

o-6 

Ol 

0 

18 

20 

200 I9’S 19 4 

18-7 177.16-4 

15-0 

13-4 

117 

lO’O 

83 

66 

5o 

3-6 

2'3 

13 

o'6 

02 

0 

20 

22 

22'021 ’8 21*3 

20 519-418-1 

i 6'5 

14S 

12-9 

i ro 

91 

7-2 

53 

39 

2-6 

i-5 

07 

02 

0 

22 

24 

24'o; 2 3'8 23-3 

22-4 

21-2197 

iS’o 

16* 1 

*4*i 

12*0 

99 

79 

60 

: 43 

2-8 

i-6 

07 

0-2 

0 

24 

26 

260 

258 

25-2 

24-323-021-4 

19-5 

17-4 

153 

13*0 107 

8-6 

6*5 4’6 

30 

17 

o*8 

0*2 

0 

26 

2S 

2S 0 27 S 27-2 

26-1 24-7 

23-0 

210 

18S 

164 

140 11 6 

9‘2 

7-0 

5*° 

33 

1-9 

o-S 

02 

0 

28 

30 

300 29 8 

f 9 ' 1 

28 0 26-5 

246 

225 

20* 1 117-6 

1 yo 1 124 

9'9 

7’5 

I 54 

3*5 

2*0 

09 

0-2 

0 

3° 

32 

32-031-831-0 

29-928*3 

263 

24.0 

2 1 -5!18*8 

i6'o 13*2 

10-5 

S-o 

5‘7 

3’7 

2*1 

ro 

0-2 

0 

32 

34 

34-0 337 33 0 

3i7 

30-0 

27*9 

25 5 22'S 20 0 

i7-oji4 0 

II 2 

8-5 

6-i 

40 

23 

ro 

03 

0 

34 

36 

36-035-734-9 

3.n- 

31S 

29-6 

27 0 24 2 

211 

1 So 14-9 

II S 

90 

64 

42 

2-4 

ri 

03 

0 


3S 

38'o!37-7 36-9 

355 

336 

31-2 

2S-5|25-5 

22-3 

190 157 

12-5 

95 

68 

44 

2-5 

ri 

03 

0 

38 

40 

40 0.39-7 38 S 

37-3 

35-3 

32-9 

3o-o'26-8 

235 

20-046-5 

132 

100 

7-. 

4'7 

27 

1-2 

03 

0 

40 

42 

42-04171407 

1 

39-237-1 

34-5 

3i-5 

I2S-2 

24-6 

21-017-4 

13-8 

10-5 7*5 

49 

2 8 

; >3 

0-3 

0 

42 

44 

440 437*427 

411138-9 

361 

33-0295 

25 8 

220 1 8-2 

145 

no 

1 7*9 

5-' 

2-9 

13 

03 

0 

44 

46 

46045-71446 

42 9)40-6 

37 S 

34-5 30-9 

27 O 

230 190 

151 

* i*5 

82 

5‘4 

3*1 

*•4 

03 

0 

46 

48 

4S*o 

147-6 

46*5 

44-642-4 

39-4 

360,32-0 

28-2 

24 0 198 

15 s 

I2'0 

8*6 

56 

3-2 

14 0-4 

0 

48 

So 

50-o i4 9-6| 4 S-5 

467144-1 

411 

37-533-6 

29-3 

25-0 20-7 

16'4 

12-51 89 

5’9 

33 

i-5 

0-4 

0 

50 


The range for ihe day is to be sought for in either side column, and the required quantity 
will be found on the same horizontal line under the given time from High Water.— 
The table is only suitable to such places a9 have regular tides. 

To see how the Table will compare with the one (B) in the 
Admiralty list, which is specially drawn up for use with the 
heights given in its own columns, we will create and work out an 
example or two by both methods. 

The Pollock Rock, in Hamoazc (Plymouth Sound), has 18 feet 
on it at Mean Low Water Ordinary Springs: What depth will 
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there he over it 011 the 9th of December, 1SS1, at 2h. 10m. after 
High Water in the afternoon ? 

rr. in. 

Kutcring the Tabic with 12 feet as the assumed Range for the 

day, and 2h. 10m. after H.W., we find by interpolation - 8 6$ 

Depth on the rock at L.W.O.S..18 0 

DifF. between M.S.R. and Rise for the day .... 1 9 


Depth over the rock on December 9th, at 2h. 10m. after H.W. 28 3$ 


According to Admiralty Tables. 

rr la 

Height of Tide above the mean level of L. W.O.S., by the Tables page 

90) December 9th, 1 SSI.13 9 

Half Mean Spring Range (given at foot of aarae column) - * - “ 9 

Height of H.W. above half tide or mean level of the sea, Dfcemtxr 0th ■ 6 0 

IT. IX. 

Half Mean Spring Range.* ... 7 9 

By Table (B , 6ft. Oin. and 2h. 10m. give • --*.26 

Depth on the Rock at LW.O.S., as per chart • - * * - IS 0 

Depth over the Rock on December 9th, at 2h. 10m. after 11. W * 2S 3 


In this example the difference is only half an inch, which is 
not worth talking about. Let us take another, where the datum 
line for soundings is the low water level of Equinoctial Springs, 
According to Admiralty Plan Xo. 2011 , the Stag Rock in 
Holyhead Bay carries 13 feet over it at Low Water. The same 
plan contains a notice that “ the soundings arc reduced to an 
Equinoctial Spring Tide of 20 feet, which is about 2 feet lower 
than the Ordinary Low Water Springs.” Wlmt depth will there 
be over tbe rock on the 10th December, LSS1, at Hi. 40m. before 
H.W. in tbe afternoon? The plan gives the Mean Spring Rise 
as 10 feet, and the Xeap Rise us 12$ feet; accordingly, the rise in 
Holyhead Bay on the day in question may be assumed as 14J feet 
above tbe level of Mean Low Water Ordinary Springs. This 
would give 12 .\ feet as the range for the day. 


Kuterlng the Table with 121 feet aa the a*»umed range for the day, and 

111. 40m. before H.W , we find.- - 10 3 

Depth over the Kook at L. W , E«pi noctial Spring* » • - 13 0 

Kjum t il S# ring* lower than O dimiry Spring*.2 0 

lull, between M.S R. and rise fir the day.19 

Depth over the Stag Rock on De'emlwr 10th, at Ih. 40m. before ll W. 27 0 












Equinoctial Spring Range 
Spring Rise op Mean Spring Range 
Neap Rise 




Level or High Water LquinoctialSprings 



Spring Ranoe 34 Feet . Neap Range IS Feet Equinoctial Spring Range 40 Feet 
Scale, til or an Incm-I Foot 


T 0 T*CC PAGE 7* 
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According to Admiralty Tables. 

FT. IN. 

Height of H.W. by the Tables (page 95) above the mean level of L.W. 

Ordinary Springs, Decemher 10th, in the afternoon - • 14 3 

Half Mean Spring Range.8 0 

Height of H.W. above Half-Tide or Mean Sea Level, December 10th • 6 3 

FT. IN. 

Half Mean Spring Range -. 8 0 

By Table (B), 6ft. 3in. and lh. 40ra. give.8 IT 

Depth over the rock at L.W. Equinoctial Springs, per chart - • 13 0 

Equinoctial Springs lower than Ordinary Springs.2 0 

Depth over the Stag Rock on December 10th, at lh. 40m. hefore H.W. - 26 11 


What will be the depth over the Stag Rock at Mean Low Water 
Ordinary Springs, Mean Low Water Ordinary Neaps, and Low 
Water of Equinoctial Springs ? The plan gives the neap range 
as 9 feet. Work these out by way of practice, and if you do it 
correctly the answers will be,— 

FT. IN. 

Depth over the Stag Rock at Mean Low Water, Ordinary Neaps 18 6 
„ „ „ „ „ „ Springs 15 0 

„ „ „ „ „ Equinoctial „ 13 0 

The diagram facing this page shews the graphic method by 
which the preceding Tidal Table is constructed. It is given here construction 
in preference to the method by calculation, which last is not of Table 
nearly so instructive. 

As Practice is better than Precept, the actual mode of con¬ 
structing the diagram will be explained. Draw a vertical line in 
the centre of the paper to do duty as a tide-gauge. Let its length 
represent 34 feet, which we will suppose is the Mean Spring Rise 
or Range. For the sake of accuracy, choose a fairly large scale 
for your diagram, say £ of an inch to the foot, but should your 
range be small, the scale can be increased with advantage; it 
might be taken at one inch to the foot, which permits reading to 
single inches with ease. But for the purpose of this illustration 
we must be content with only -^th of an inch, being restricted 
by the size of the page. Adopting this scale, the vertical line 
will be exactly 3*4 inches high. Lay along it an ordinary 
boxwood or ivory plotting scale (marked decimally), and begin¬ 
ning at the bottom, divide the line into tenths of an inch, each 
one of which will of course represent a foot. Then from 17 feet 
as a centre, describe a circle with a radius of 1*7 inches. Divide 
the right and left hand semicircles each into 18 parts, by step- 
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TIDAL RAS’GE TABLE. 
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pin" mum) them with a pair of spring dividers. These IS parts 
will represent hours and thirds of an hour between High and 
Low Water ; the duration of a tide being taken in round numbers 
as G hours, which in practice is sufficient. Name them as shewn 
in the diagram. 

Connect similar intervals on each side by parallel horizontal 
lines; where these lines out the tide-gauge, will be found the 
height corresponding to the time from II.W. For instance, the 
lint' indicating 4- hrs. 20 in. before or after H.W. cuts the gauge 
at Gl, which accordingly would in this c;tse be the depth above 
your plane of reference (Mean Low Water of Ordinary Springs) 
at that particular time of tide. 

Suppose, further, that on the day in question ll.W. happened 
at 7.20 P.M., then, subtracting from this 4 hrs. 20 m., you would 
have G l on the gauge at 14 p.m. (tide rising); and again the same 
water about midnight (tide falling). 

To complete the Table, a circle must of course be drawn for 
• •ach range. 

In the diagram here given, let it be understood that the lines 
outside of the circle—above, below, and to the left—have nothing 
whatever to do with the construction of the Table. They are 
merely introduced to assist the Admiralty diagram on page 272 
in explaining the various terms employed in connection with 
tidal movements. 

Him must not be confounded with Ranye. URe is measured 
from the zero of the gauge, which zero is, or ought to be, set to 
mean L.W.U.S.. whereas Range is the amount of the vertical 
movement of any given tide, whether at Springs or Neaps. In¬ 
spection of the diagram will shew, however, that those terms 
correspond in the case of 11.W.0.S, 

For convenience of measuring specially low tides, the gauges 
are generally continued downwards for a few feet below zero. 
Headings taken of this portion are of course marked minus. 

In a foot-note to page some slight reference is made to the 
frictional ellect of the tiefis in retarding the rotatory motion of 
the earth. The writer thinks that, by way of a tit conclusion to 
this chapter, he cannot do bettor than quote Professor P. (4. Tail 
on this interesting subject.* Speaking of Lord Kelvin's reason¬ 
ing ns to the probable age of the earth, he goes em to say:— 

“The second of these arguments of Lord Kelvin depends upon 

• Se«* | 170, el te/uitur, of tU'ent t / an ~s in /'A it a.’ si our. |ly I*, el. TaiL 

VIa< imllui A l\*. 
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the tidal retardation. In my first lecture I mentioned to you 
that there was such an effect, and that it had been actually ob¬ 
served by astronomers in a very peculiar way; because, on calcu¬ 
lating back from the known present motion of the moon, it was 
found that there must be some unrecognised peculiarity in that 
motion which had not been deduced by calculations founded upon 
gravitation, either as attraction or as disturbance. The moon, in 
fact, seems to have been moving quicker as time has gone on, 
since the eclipses of the fifth and eighth centuries before our era. 
The only way, as Laplace puts it, in which it could be accounted 
for in his time, was by what he called ‘secular acceleration of 
the moon’s mean motion.’ In other words, the average angular 
velocity with which the moon moves round the earth appears to 
have been increasing for the last 2,000 years or more. He shewed 
that there was a mode of accounting for this by planetary dis¬ 
turbance of the earth’s orbit; and, as calculated by him, this 
explanation seemed to account for exactly the amount of ac¬ 
celeration which was observed in the moon’s motion. Using his 
formula, and the numbers calculated from them, and working 
back to those old days, we find we arrive at almost the circum¬ 
stances of those eclipses, as described by historians. 

“ Fortunately, Adams, a few years ago, revised Laplace’s investi¬ 
gation, and found that he had neglected a portion of the necessary 
terms, and that the explanation given by Laplace, when properly 
corrected, accounted for only one-half of the phenomena observed; 
so that there still remained one-half of the quantity to be ac¬ 
counted for. This could not be accounted for by the disturbance 
of other bodies attracting the moon. Why, then, does the moon 
appear, every revolution, to be moving faster and faster round 
the earth ? Well, the only way in which we can explain it, after 
\vc have made every possible allowance for effects of disturbance 
by other planets, is simply to enquire—Does our measure of time 
continue the same ? 

“ We measure the time of the moon’s revolution in terms of 
hours, minutes, and seconds; but these hours, minutes, and 
seconds are measured for us not by our clocks, as you may at 
first think. We set our clocks by the earth’s rotation, and, there¬ 
fore, it is in terms of the earth’s rotation that we measure the 
time of the moon’s revolution round the earth. So that the moon 
will appear to be moving quicker round the earth, even supposing 
her <rbit be altogether undisturbed, if the earth itself, which is 
furnishing the unit of time in which her revolution is to be 
measured, is rotating slower and slower from age to age. 


Laplace's 

investigation 


Professor 
Adams' re* 
vision and 
discovery 
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EARTH'S ROTATION RETARDED BY MOON. 


Newton's first 
law of motion. 


Moon turns 
but cure on its 
axis whilst 
making a 
single levolu- 
lion rounit the 
e*t th. 


"Then comes the question, Is there a cause which ten<ls to 
slacken the earth’s rotation ? Newton lai<l it down, in his first 
law of motion, that motion unresisted remains uniform for ever; 
and referred to the earth as a particular instance, where there is 
nothing in the attraction of the sun or inoon, or the disturbance 
caused by any of the other planets, a fleeting the rate of its rota¬ 
tion about its axis. 

“ But it was left to Kant, first of all, to point out, and even to 
approximate in amount to, a resistance to the earth’s rotation, 
due to the tide-wave ; and to shew that the earth—because the 
tide-wave is lifted up towards the moon, and on the opposite side 
from the moon—has constantly to rotate inside what is practically 
a friction-brake. The water is held back by the attraction of the 
sun and moon, and the earth has to move inside this shell of 
water. There is, therefore, a source of constant friction, and 
friction, of course, constantly produces development of heat. 
The heat must be accounted for by some energy transformed, 
and what is here transformed is part of the energy of the earth’s 
rotation about its axis. So long as tides go ou, there will 
therefore be constantly a retardation of the rate of tho earth's 
rotation. 

"Now, let ns see when this relaxation of the earth’s rotation 
would cease. Obviously this would be at tho instant when the 
earth at last ceased to rotate within the tide-wave; in other 
words, when the tide-wave rotates along with the earth—when 
it is always full tide at one and the same portion of the earth’s 
surface—the tide-wave being fixed (os it were) upon the earth’s 
surface. But the tide-wave is always, approximately at least, 
directed towards the moon, so this part of the surface where tho 
tide-wave is fixed for ever must be constantly turned towards tho 
moon. In other words—if there were no sun-producing tides, 
but the moon only, the final ell’ect of tho tides, in stopping or 
quenching the earth's rotation, would be to bring the earth con¬ 
stantly to turn the same portion of its surface towards the moon, 
and therefore to rotate about its axis in the same period as that 
in which the moon revolves al»out it. This most remarkable 
ultimate ellect we see already produeed in the moon,—it is pre¬ 
cisely the same thing,—we see the moon turning almost exactly 
tho same portion of its surface to the earth at all times. The 
little deviation we see occasionally is precisely accounted for by 
the fact that the moon’s orbit is not exactly a circle, and there¬ 
fore the moon does not move in it with tho same rapidity when 
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it is nearest the earth as it does when it is furthest away from 
the earth. We are thus, as it were, enabled occasionally to see a 
little round the corner. The moon is now rotating precisely in 
the way in which the earth will in time rotate, when as much as 
possible of its energy of rotation is used up in producing heat by 
tidal friction. And that the moon should already have come into 
this state so long before the earth has arrived at it, need not sur¬ 
prise us. The moon’s seas (when she had them) were of molten 
lava,—far more viscous than water ; and the tide-raising force on 
her surface depended on the mass of the earth, some eighty times 
greater than that of the moon, which is the main agent in our 
comparatively puny tides. 

“ It being thus established that ttie rate of rotation of the earth 
is constantly becoming slower, the question comes: How long ago 
must it have solidified in order that it might have the particular 
amount of polar flattening which it shews at present ? Suppose, 
for instance, that it had not consolidated less than a thousand 
million years ago. Calculation shews us that at that time, on the 
most moderate computation, it must have been rotating at least 
twice as fast as it is now rotating. That is to say, the day must 
have been 12 hours long instead of 24. Now, if that had been 
the case, and the earth still fluid without, or even pasty, that 
double rate of rotation would have produced four times as great 
centrifugal force at the equator as at present, and the flattening 
of the earth at the poles and the bulging at the equator would 
both have been much greater than we find them to be. 

“ We say, then, that because the earth is so little flattened, it 
must have been rotating at very nearly the same rate as it is now 
rotating when it became solid. Therefore, as its rate of rotation 
is undoubtedly becoming slower and slower, it cannot have been 
many millions of years back when it became solid, else it would 
have solidified into something very much flatter than we find it. 
That argument, taken along with the first one, probably reduces 
the possible period which can be allowed to geologists to some¬ 
thing less than ten millions of years.” 

A new theory of the tides has recently been broached by the 
Rev. J. LI. S. Moxly, in a paper read at the Royal United 
Service Institution; and his views, together with careful 
criticisms by Captain J. Ruthven, of the Orient Line, and 
Mr. E. Plumstead, will be found set forth in back numbers of 
the Xautical Magazine for 1900 and 1901. 


Deduction as 
to age of the 
earth. 




CHAPTER XVIIL 


Retention of 
molslute in air. 


Steam— what 
it is. 


Glass model of 
eoRine and 
boiler. 


"* Dew point 


FOG AND FLOATING ICE. 

It has been scientifically demonstrate* 1 that the air is capable 
of taking up a certain amount of moisture, and of retaining it 
suspended in a perfectly invisible gaseous state. As a matter of 
fact, the ordinary atmospheric air we breathe contains at all times 
more or less water so suspended. The higher the temperature of 
the air, the greater its capacity for the retention of water in this 
invisible form. 

Steam, which is nothing more than water at a high tempera¬ 
ture, and in a gaseous state, is quite invisible so long as it remains 
as such; but the moment it comes into contact with anything 
cold, it gets more or less condensed, and shews itself ns a white 
vapour, to which the late Dr. Tyndall gave the suggestive name 
of miter-dust. 

This fact is strikingly illustrated by a working model of an 
engine and boiler, both made of glass, in which, although the 
water is seen to boil, no steam is I'isihle, and the engine moves 
apparently without cause. After passing through various parts, 
the steam finally enters the condenser, where it is at once chilled 
and rendered visible by a jet of cold water. 

When air, whatever may he its temperature, is fully saturated 
with water, and will hold no more, it is said to be at the “Dew¬ 
point.” Now. this point being reached, if the temperature ho 
lowered in any way, the moisture loses its aeriform character, and 
is condensed into white vapour, termed cloud when high in the 
heavens, and mist or fog when near the earth’s surface. 

The sea is the great <listilhry or place from which water is 
drawn up invisibly, in its purest state, into the air; and this i> 
chielly the case in tin* seas of the tropics, because there the sun 
shines with most power all the year round, sending n constant 
succession of heat-waves to shake tin* water-particles asunder. 
It h.is been found by experiment that, in order to turn 1 lb. of 
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water into vapour, as much heat must be used as is required to 
melt 5 lbs. of iron ; and if one considers for a moment how 
difficult iron is to melt, and how an iron poker can be kept in 
the fire and yet remain solid, it helps to realize how much heat 
the sun must pour down in order to carry off such a continuous 
supply of vapour as that which afterwards appears to us as rain, 
cloud, or fog. 

This last-mentioned result, so very embarrassing at sea, is 
produced in a variety of ways, and not infrequently—strange 
though it may appear at first thought—by quite opposite con¬ 
ditions, which, however, it will be seen, are obedient to the same 
law. Thus, when warm air saturated to the “Dew-point” passes 
over cold water, the temperature of the air is reduced, its 
moisture is condensed, and fog is the consequence. On the other Fog-how 
hand, when a cold wind blows over relatively warm water, the produce ' 1 
invisible vapour rising from the water is chilled, with precisely 
the same result. We have a familiar example of this latter 
mode of fog production each time we take a hot bath, and may 
notice how, in cold weather, much more vapour appears to rise 
from the water. When a deep ocean current is opposed by a 
shoal—such, for example, as the Banks of Newfoundland—the 
cold water from below is driven to the surface; and should it 
happen to be under the “Dew-point” of the air, fog is tin 
inevitable result. 

Another cause of fog is the interlacing of currents of greatly 
varying temperatures, such as are often to be met with where 
the Gulf Stream and the Labrador Current meet. Lastly, it must Drift Fog 
be borne in mind that a bank of fog may be drifted by the wind 
to a considerable distance from where it was originated, and 
encountered by the mariner at a spot where there is little or no 
difference between the temperatures of the air and surface 
water; but such fogs rarely last long. 

Much has been done by various maritime governments to 
modify the difficulties which fog presents to navigation. There 
are a few, however, which can only be overcome by great 
vigilance on the part of the mariner himself. Some fogs— Low lying fog 
probably when the water is colder than the air—have a 
tendency to lie in a thin stratum, which extends but 30 or 40 
feet above the surface. In such cases it is quite possible to 
see over it by ascending to the masthead, from which position 
we may discern land, icebergs, or the masts of other vessels, 
when they are quite concealed to those on deck. Attention 
should therefore be paid to this point when sailing in fog. 

Un the other hand, there arc fogs which do not assume 
any great density until they have attained several feet of 
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elevation; in which case, of course, it is advisable to get as low 
down as possible, when objects near the surface, such as rocks 
and hulls of vessels, may be made out at a distance of half a mile 
or more. 

Some coasts are particularly exposed at certain seasons of the 
year to visitations of fog. This is markedly the case along the 
coasts of Chili and Peru. But where the water is very doep close 
up to the shore, and, consequently, the lead next to useless, there 
are frequently high cliffs, and the coasting captains running 
between ports only a short distance apart, have no hesitation in 
cautiously approaching them at very slow speed, knowing that 
with a good look-out either the roar of the surf, the “booming” 
of the waves against the cliffs, or the echo of the steam-whistle 
will be heard in sutlicient time to warn of danger. Indeed, 
sometimes, after groping carefully along, it is only by the cessa¬ 
tion of sound shewing a break in the coast-line, that it is known 
that the vessel has reached the entrance of the port. Of course 
such things were only done in small-paddle boats, by men who, so 
to speak, knew every foot of the coast, and were well acquainted 
with the speed of the vessels they commanded. 

The approach to the eastern coast of Patagonia, which is a 
weather shore, is frequently notified by the strong smell of the 
wood and turf fires kindled by the natives. Although in this 
instance the lead is a reliable guide, owing to the moderate depth 
and gradual shoaling of the water, uhich also yets smoother under 
the Ire of the land ; in like manner, during a hazy night, the writer 
on one occasion was apprised of his near approach to au island of 
the Cape Verde group (Santa Lucia') by the Trade-wind coming 
down to him richly laden with the scent of the orange grovea 
The sotting in or ceasation of a ground swell, or a change in the 
colour of the water, will sometimes notify as to whether the ship 
is on or off soundings. Bound our own coasts there arc numerous 
well-known and strongly-marked tide races, such as those off 
Portland and South Stack (Holyhead), which have often proved 
a good guide in thick weather. 

All these are indications which the navigator with his senses 
about him will be fully alive to; while a dull man will let them 
go by unnoticed, and possibly come to grief in consequence. 

In the home coasting trade the rule is—“See everything as 
you pass it;” and this is clearly the right thing to do when the 
weather is not so thick as to prevent objects being made out in 
ample time to avoid them, and when the nature of the shore 
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admits of its being made free with, since it is dangerous to play 
with edge-tools. Take care, however, that a really good look-out 
is kept, and the lead never out of hand. By obeying this old- 
fashioned rule, the navigator is able to verify his reckoning from 
time to time, and get a fresh departure—a matter of no small 
value where tides run strongly, and it is important to gain a 
port at a certain time. Should this be neglected in narrow 
waters, and the fog shut down for a “ full due,” it is more than 
probable, in seeking to give danger a wide berth on one side, you 
will run into it on the other. 

When thick fog has lasted some little time in a channel beset 
with shoals and swift-running tides of great range—such, for 
example, as the Bristol Channel—the best of navigators is apt to 
lose the run of his position. In such cases the wisest plan is to 
anchor while there is plenty of water under the vessel’s keel. It 
is sure to clear up before it comes on to blow with any force. 

At any other time of anchoring than Low Water, do not forget 
to allow for the fall of the tide. In the eastern entrance of 
Magellan Strait, for example, where the rise and fall is 46 feet, 
and in the Bay of Fundy, where it is yet greater, it would not do 
to bring up at high water in less than eleven or twelve fathoms. 

Southern-going vessels bound down channel, with a fair wind, 
will gain little or nothing by hugging the shore in thick weather. 
All they require is to shape a mid-channel course, keep the lead 
going, and get out to sea as soon as possible. Again, there is no 
excuse for a man who gets his ship ashore by running close along¬ 
side a nearly straight coast for hundreds of miles without being 
required to call at any port, and with open water all the time on 
the other side of him. It is necessary to discriminate in these 
matters. What is proper and necessary in the one case, may be 
a foolhardy risk in another. 

A high rate of speed in a fog cannot be justified by any process 
of reasoning whatsoever. Attempts have often been made to do 
it; but none of the arguments brought forward will hold water: 
and he who runs blindly on at such times, especially when near 
land, and trusting solely to that "stupid old pilot” Dead-Reckon¬ 
ing, is culpable in the highest degree. With proper precautions 
and slow speed, vessels can be navigated in a fog with a close 
approximation to absolute safety, so far as the risk of getting on 
shore is concerned; but there will always be the danger of collision 
with another vessel, which is even more to be feared. 

Within the past few years many of the more prominent liead- 
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lauds and turning points have been marked by the establishment 
of fog signals, such as guns, steam-trumpets, or sirens, and explo* 
sive rockets ; while less important shoals have been indicated by 
automatic signal buoys, set in operation by the action of the 
waves. All these are of the greatest possible service. 

On one occasion the writer left Liverpool in a dense fog, being 
guided to the Crosby and Bar lightships by the steam-trumpets 
with which these vessels are litted. The Skerries were rounded 
at a distance of three miles in the same manner, the blast of the 
steam-trumpet being audible at double that distance; ami when 
oil* Holyhead, the rejection of the Hash of the fog-gun wils dis¬ 
tinctly and repeatedly seen in the sky at an elevation of about 
30*' ; this permitted its bearing to be taken, and by listening for 
the report, and counting by chronometer the number of seconds 
(twenty) which elapsed, the ship’s position was lixed equally us 
well as cross-bearings could have doue it in clear weather. For 
such observations it is sutliciently correct to allow 5 sec. per mile 
as the velocity of sound. Of course the lead was kept going 
unremittingly, and when the depth rendered the Imud-lead 
useless, even more accurate casts were obtained with Lord 
Kelvin’s invaluable sounding-machine. 

It is important to know that sound is conveyed in a very 
capricious way through the atmosphere. Apart from wind or 
visible obstructions, large areas of silence have been found in 
different directions and at different distances from the origin of a 
sound, even in the very clearest of weather, and under a sky 
absolutely cloudless. The subject has been very fully investi¬ 
gated by no less a person than Professor Tyndall, aided by some 
of the Elder Brethren and otlieers of the Trinity House. 

Briefly, it was discovered that sound is liable to be intercepted 
by streams of air unequally heated and unequally saturated 
with moisture—in fact, bv a want of homogeneity in the inter¬ 
posed atmosphere. Under Mich conditions, the intercepted 
vibrations are weakened by repeated reflections, and possibly 
may fail to reach the ear of persons well within the ordinary 
hearing limits. The experiments clearly proved that rain, hail, 
snow, and fog have no power to obstruct sound. Indeed, it was 
shewn that the condition of the air associated with fog is 
actually favourable to the transmission of sound. 

Therefore, whilst the mariner may usually expect to hear a 
fog-signal normnlly both as to intensity and place, he should 
take the foregoing into account, ami be prepared for occasional 
aberrations in audition. 
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It is found that, when approaching a fog-signal from to-wind¬ 
ward, he should go aloft; and when approaching it from to- 
leeward, the nearer he can get to the surface of the water the 
sooner it will be heard. The apparatus, moreover, for sounding 
the signal, frequently requires some time before it is in readiness 
to act. Again, a fog often creeps imperceptibly towards the land 
—especially at night—and is not noticed by the people at the 
lighthouse or signal station until it is upon them : whereas, an 
approaching ship may have been for many hours in it, and those 
on board,knowing the admirable organisation and discipline of the 
lighthouse service, may be unwittingly standing into danger 
through relying upon hearing in good time the warning signal. Re¬ 
sult, shipwreck : verdict, ‘master to blame for not using the lead* 

Allied to fog is the question of danger from ice. It is a popular Approach to 
delusion among passengers on board ship that, by taking the lce not inJl ' 
temperature of the sea surface at short intervals, the approach sur f ace 
to ice is unfailingly indicated. Unfortunately, such is by no temperature 
means the fact, and reliance thereon invites disaster. More than 
ordinarily cold water merely shews that the ship is in a part of 
the ocean where ice may possibly be encountered, and not that 
it is actually present. 

The well-known Labrador Current, for example, is a cold 
stream flowing from Polar regions, and carrying with it, during 
spring and summer, enormous quantities of field-ice and bergs, 
which come down from Davis Strait. It is not the extra polar- 
ice, however, which causes the cold current, although it is the 
cold current which brings down the ice; consequently, the 
experienced navigators of the North Atlantic know full well 
when the sea surface temperature falls markedly to the east¬ 
ward of the Banks that it is necessary to be more especially on 
guard against meeting ice. 

By kind permission, and on the unexceptional authority of 
Captains Ballantine, Dutton, aud Smith, of the Allan Mail 
Steamship Line, all men of high standing in the profession, and 
well acquainted with ice navigation, it is here stated that no 
appreciable difference in the temperature of the sea surface is 
caused by the proximity of even the largest icebergs; and, 
when one considers what a poor conductor of heat water is, 
their statement can be well believed. 

This is very fully corroborated by the experience of Capk 
G. M. Lourison, of the ship Eaton Hall, who, in March, 1S93, 
fell in with quite a number of very large bergs in lat. 49° S., 
and long. 52° W. (See Nautical Magazine for July, 1893.) 

Tli 011 gh close to, the bergs caused no effect whatever. 
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In conformity with what is known as the law of convection, 
water will transmit heat readily enough in a vertical direction. 
Thus when the liquid in the bottom of a vessel is warmed by fire, 
it becomes specifically lighter, and accordingly rises and makes 
room for the colder surface water to flow down and fill its place; 
this cold water gets heated in turn, and so continually ascending 
and descending currents are created, until the temperature of 
every part alike is raised to the boiling point. The propagation 
of heat in a lateral direction does not take place in this manuer 
at all. Heat spreads sideways in water by conduction alone, a 
process which involves no transference of the particles, and is 
very slow iudeed as compared with the other. 

For example, the axis of the Gulf Stream in some parts is 
made up of bands of warm water which alternate with cold 
ones, but, although running side by side, they do not commingle. 
Further, the separation between the deep blue waters of the Gulf 
Stream and the cold counter-current which runs down in-shore, 
is often so well defined, that a ship may be sailing in both at the 
same moment. From its being so steep-sided, the inner current, 
at line of meeting with the Gulf Stream, has received the name 
of “ Cold Wall,” and has been known to difler 30* in temperature 
from the one running close alongside it. 

On the other hand, if the Arctic Current points to a region 
where ice may be expected, it by no means follows that it will not 
be encountered in the Gulf Stream, as bergs have been passed not 
only in the stream, but actually to the southward of it, having 
been carried there by the lower ocean currents. The possibility 
of this will be recognized when it is stated as a matter of certainty 
that icebergs are seldom submerged to a less extent than { 
of their whole mass, and oftentimes much more. Thus a cube- 
shaped berg 15 fathoms high would ordinarily ground in 100 
fathoms of water. This measurement is readilv derived from 
the relative specific gravities of fresh and salt water, and the 
fact that the volume of water is increased P per cent, when 
freezing. With the Barometer at 30 in. and Fahrenheit’s Ther¬ 
mometer at 02°, a cubic foot of ordinary sea water weighs 
(1400 lbs., a cubic foot of fresh water fi2'3fi lbs., and at 32’ a 
cubic foot of ice weighs 5750 lbs. 

Temperature is an important element in this calculation, as it 
causes the density both of water and ice to vary considerabl)*; 
thus the specific gi'auity of fresh water is greatest at 39 2 Fahr., 
and ice roaches its maximum volume at 24 Fahr., below which 
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it contracts. It is capable of proof that, from this cause, ice at 
1G’ Fahr. will sink in water of 50’ Fahr.* 

Similar phenomena take place with other substances: for 
instance, solid cast-iron will float when put into molten cast- 
iron at a comparatively low temperature; but if the molten 
cast-iron is at a white heat, the solid iron will sink. 

At the British standard temperature of 62° Fahr. we have— 

1 gallon of pure fresh water = 10 lbs. 

224 „ „ „ = 1 ton. 

6 23 „ „ „ = 1 cubic foot. 

35 9 cubic feet „ „ = 1 ton. 

To revert to the thermometer as a means of detecting the 
presence of ice by a fall m the temperature of the sea surface. 

In a letter to the author, Lord Kelvin says:— 

“The conducting power of water is so small, that there would Lord Kelvin 
be absolutely no cooling effect by conduction to a distance from conductln s 

J # J power of 

an iceberg; but there might be a considerable effect by the cold water, 
and light fresh water running dow r n from the iceberg, and 
spreading far and wide over the surface of the sea.” 

This seems a reasonable supposition, but it is more than likely 
that the film of cold fresh water w r ould be broken up by the 
agitation of the wind and w T aves, and, in any case, disturbed 
and turned over by the plough-like action of a vessel’s bow 
going at speed. Under these circumstances the hydrometer The Hydro 
would be no better than the thermometer. meter - 

Again, it is well known that, about the Banks, the Labrador 
Current is sometimes colder when no ice is to be seen than it is 
when the contrary is the case. In winter its surface temperature 
even falls to 28° Fahr. Large icebergs have been actually 
passed at a distance of a quarter of a mile, and the sea surface 
temperature carefully tested, without finding a single degree of 
difference from what previously existed when there were none 
in sight.t 

* Sea water differs from fresh water in that it continues to increase in density as the 
temperature ia lowered, till freezing takes place. 

t A reference to the Pilot Charts issued monthly to navigators by the Meteorological 
Office, London, and by the United States Hydrographic Office, shows that in September, 

1S93, a remnant of a berg was passed in 36° N., 30° W., and fifteen days later a similar 
piece of ice was sighted iu 37° N., 18 a W.; while, in July, 1S90, a portion of a berg was 
reported iu 49 ? N., 24° W. Iu September, 1906, the steamship Lord Lansdowne passed 
within 20 yards of a small block of ice, in 54° N., 22° W. Iu September, 1895, two 
pieces of ice, 30 feet high and 300 feet to 400 feet long, were passed in 36° 35' N., 

71° 36' W. Turning to the Southern Ocean, ice was sighted in April, 1894, by a vessel 
in 26° 30' S., 25° 40' W. ; and iu August, 1895, seven bergs, of from 70 feet to 200 feet 
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It may l»c fairly assumed, therefore, that no reliance is to be 
placed upon the thermometer as an immediate or direct means of 
detecting the presence of any kinds of ice, whether the amount he 
much or little. In fog it will simply tell you when the ship has 
entered the cool current, which may, or may not, be ice-bearing. 

In time of danger it is unwise to neglect any precaution, 
therefore by all means continue to use the thermometer. But 
let not so doing lull one into a false sense of security, which 
might terminate in a rude awakening; much better to go quite 
slow when in the ice latitudes, now so well mapped out on the 
Admiralty charts ; keep a hand aloft, ami on the forecastle ; 
stop the ship occasionally, and listen for the sound of breakers, 
or the echo of the steam whistle. If it were only more 
practicable, a gun would be very useful, as giving a better 
echo.’' A large iceberg will denote its presence, even on the 
darkest night, by a sort of whiteness or halo, known as " ice 
blink.” This expression has the same significance, in its own 
line, that “ loom ” has in relation to the land. 

Look out for, and take heed of, any sudden change in the air 
temperature—perhaps of 10 s - or 1*2°—more especially when the 
temperature is already low. I detached pieces of ice, which are 
often to be met with in the vicinity of field-icc or hergs. are a 
good indication. These loose pirces drift more rapidly than the 
large masses, and on this account, when navigating among ice, 
always endeavour to pass on the weather side of ice islands or 
bergs. From the position of their centre of gravity being 
altered by the thawing process, the«e enormous masses of 
congealed water sometimes lose their balance, take a sally, and 
topple over on their broadside. At others, huge fragments 
break off and fall into the sea with a great commotion. By the 
whalers this is termed "calving.” 

Northern bergs are smaller, and less tabular, than those of 
the South. The former are shed by Arctic glacier*; the latter 
may be broken oil’the Antarctic ice-cap by seismic disturbances. 
In 1S54, a hook-shaped berg endangered ships in tin* South 
Atlantic some months. The longer shank stretched tiO miles; 
the shorter, 40 miles. Between was a 40 miles wide 

Bergs over 500 fert high are rare in the North Atlantic ; but 
many over 700 feet high visit the Southern Ocean, as indicated 
in the following table. 

• ll i* but riK'ln to * •»!<• lliat fo< IM< f often gMM a faint c ho. win h nil *bt 1« \ery 
mull-ad ng ; ami l*rofe%aor TyieUil. in 0 e rxpcnnirntt Urra.lv alhnli.l 1i, fot n<l a<r j 1 
c lioe ol i(ieit in ten* tv and h»i g ilirti<n jiroreeilnijf from air of inotl j».rf «.t oj»l al 
i'lc>trne«' ; vo that an c no ti .»y 1 ave an eut r< \ .liffrrrut nr^ n I w) t is * l|>|>nv»l. 
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— 
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X 
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46 „ 
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_ 

' Hafiz 

« *!■« 

1896 

» 

43 „ 

49 ,, 

COO 

— 

Maryland 

. =“0 ® 

1899 

April 

43 

44 „ 

COO 

— 

St. Andrew 


1903 

March 

46 „ 

49 ,, 

600 

— 

Euergia 


1906 

Mav 

48 ,, 

45 „ 

1,000 

— 

Marie 

2 SSg 

fJ 

June 

42 

49 „ 

700 

— 

! Paola Madre 

« *S?s 

,, 

Julv 

52 „ 

51 „ 

COO 

— 

Puritan 

= ri 3 

,, 


52 „ 

54 ., 

700 

— 

l Norden 

« SbU 

1915 


47 „ 

47 „ 

800 

_ 

Principelle 

a 






1 


j2 

18S4 

June 

44 S. 

49 E. 

1,700 


Emil Julius 

•- 

1887 

September 

5S 

66 W. 

900 

— 

Richard Wagner 

rs 

1890 

October 

50 „ 

11S „ 

1.000 

— 

Noel 

-a 

1891 

February 

53 

141 „ 

1,000 

10 

Marianna 

a) 

1892 

April 

46 ., 

36 ,, 

1.000 

— 

Cromdale 

w 


May 

44 „ 

30 „ 

1,000 

40 

Strathdon 

rt 


June 

45 

37 „ 

900 

— 

County of Edinburgh 



October 

55 

94 „ 

800 

A 

Liverpool 


1893 

January 

50 „ 

45 ,, 

1,500 

3* 

Loch Torridon 

'J 

} 

February 

50 „ 

47 „ 

1.000 

— 

Cutty Sark 



March 

50 „ 

45 

1,200 

— 

Turakiua 




50 

47 „ 

980 

— 

Atalanta 

c 



51 

49 „ 

800 

— 

Marion Inglis 

'E 


April 

49 .. 

51 ,, 

1,000 

0 

Brier Holme 

ns 


May 

50 

52 

1,000 

gj — 

Charles Racine 

■a 


September 

43 .. 

5 

1,000 

— 

Loch Eck 

-g 



50 „ 

51 „ 

980 

5 

Woosung 

• 2 


November 

43 „ 

42 

900 

4 

Pisagua 

5 g 

1894 

January 

47 

45 E 

890 

— 

Barmen 

w 



45 ,, 

30 „ 

SO) 

1 

Lodore 

° ■? 

[[ 

November 

44 .. 

9 „ 

830 

_ 

ltigel 

ss *s 

1895 

December 

46 ,, 

29 , 

900 

_ 

Culgoa 

a J: 



46 

30 

900 

_ 

Loch Bredan 

= = 

1S9G 


45 „ 

50 ,, 

1,500 

1 

Charles Racine 

D ” 



47 

GO „ 

820 

_ 

Port Melbourne 

£ > 

1897 

January 

45 „ 

42 

800 

_ 

Ellora 

a 



1 45 ,, 

60 .. 

800 

i 

Nineveh 

eS 


February 

45 ,, 

S3 ., 

800 


Gulf of Bothnia 

O 

1901 

September 

I 50 „ 

130 W. 

1,000 

— 

Loch lvatrioe 

- 

1902 


50 ,, 

67 ,, 

1,000 

h 

Sokoto 

ci 

». 

October 

44 „ 

31 „ 

1,000 

— 

Cnrzon 

0 

0 

1901 

November 

52 ., 

44 ,, 

1,500 

7 

Zinita 


1906 

May 


64 „ 

1,000 

— 

Belen 

a 


June 

58 

70 

800 

1 

Poltailoch 

° 

(t 

July 

56 „ 

67 „ 

1.000 

1 

Bossuet 




56 „ 

62 .. 

SOO 

3 

Palgrave 

a 


October 

51 ,, 

56 „ 

800 

— 

Smeroe 

rt 

1908 

August 

49 

42 „ 

1,300 

10 

Cognati 

S 

1909 

December 

50 ,, 

47 ,, 

1,000 

— 

Walden Abbey 


1910 

January 

50 „ 

47 „ 

980 

— 

Eugene Pergeline 

OJ 

|t 

February 

57 „ 

133 .. 

1.000 

— 

Iuvertay 

0 

,, 

August 

52 ,, 

57 

1,000 

— 

Halewood 

ss 

M 

1911 

May 

51 ,, 

131 „ 

1,000 

— 

Wyn ford 

CG 

1912 

May 

52 „ 

50 „ 

800 

1 

llafrsfjord 


» 

August 

50 „ 

63 „ 

1,090 

5 

Metropolis 

g g! 

1738 

December 

| 52 S. 

10 \V. 

1,200 


I/Aigle la Marie 

g 55 2^ 

1833 

January 

55 ,, 

149 

840 

— 

Arethusa 

g ■ P £ 

1810 

August 

! 38 

15 E. 

1,000 

— 

Gen. Baron v. Geen 

5o g s 

1853 

March 

53 „ 

15 ., 

960 

— 

Agneta 

h co 5 

” 

October 

| 56 „ 

119 w. 

900 

— 

Tudor 
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LOADTXG rX FRESH AND SALT WATER 


Having treated in the preceding pages on the relative 
densities of sea and fresh water, it may not he out of place to 
introduce the rule for determining how much a ship will lift in 
sea water that has been loaded in fresh. As masters and owners 
know to their cost, the Board of Trade people give an eye—and 
very properly so—to the possibility of overloading, and this 
matter of the different powers of dotation of fresh and salt 
water is sometimes made to do duty as a stalking-horse by the 
innocent and simple-minded transgressor, who, of course, is 
much to be pitied when the inexorable law mulcts him, say in 
£100 and costs. 

liere is the rule which will enable the master to keep his 
money in the Savings Bank :— 

immersion of The mean specific gravity of sea water at the standard 
vvi *s*it vater temperature of G2* Fahr. is assumed to be 1 026, and on this 
the following very simple calculation is based. The master 
is, of course, provided with a Displacement Scale of his 
vessel. 

Multiply the displacement corresponding to the draught by 
020; the answer will be in tons; divide by the number of 
tons per inch of immersion at this draught, taken from tin* 
Displacement Scale ; the answer will be in inches. 

Example :—A ship when loaded to a mean draught of 20 feet 
has in salt water a displacement of 2.GI3 tons; her displace¬ 
ment at this draught is 13G tons per inch. Required to know 
what ditleivnce of draught there will be between liver and 
sea water. 

2,C43 tons x *020 = C^-7 tons. 

(W'7 ., -4- 13 0 — 5 inches. 

For all practical purposes it may be taken that a vessel 
proceeding from river water into sea water rises J-ineh for 
each foot of her mean draught, thus:— 

20 foot at |-inch per foot - 5 inches. 




PART II. 


CHAPTER I. 

INTRODUCTORY. 

This portion of the book is almost entirely devoted to the 
methods of finding a ship’s position at sea, which, in the opinion 
of the author, present the readiest and most perfect means of 
attaining this end. 

Those founded on observations of the Moon are purposely 
omitted as not coming under this heading. They require so 
many petty and vexatious corrections, which spin the calcula¬ 
tions out to a weary length, that they are abandoned as practically 
useless. Nor need this be regretted, if the navigator will only 
learn to make use of the many and peculiar advantages offered 
by the dozens of stars which are hour by hour at his disposal on 
any fine night. 

There is, unfortunately, among sailors a very general and most 
erroneous notion that stellar observations and their calculation 
are something much too high and mighty to be tackled by ordi¬ 
nary mortals, and that at least a “ University education ” is re¬ 
quired to cope with them. This is a very mistaken idea, which 
should be well secured to the grindstone, or a furnace bar, and 
thrown overboard in deep water, never more to come to the 
surface. Stellar observations are, in reality, no more difficult or 
complicated than the every-day methods of calculation by the 
sun. Anyone with fair sight is equal to the actual “taking” of 
the star, which merely requires a little practice; and “the work¬ 
ing out” is quite as short, and readily learned. 

“ Wrinkles ” has already done much to popularise star obser¬ 
vations, and this edition hopes to do very much more by the 
introduction of a special Star Chapter and special Star Tables. 
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Tlie most favourable time for observing is undoubtedly during 
morning and evening twilight, when the horizon is at its best. 
A man, however, of ordinary vision, and using a <joo<l star tele¬ 
scope and well silvered sextant glasses, will find little difficulty 
at any time on a clear night—especially if the moon be up—in 
obtaining all he may want in the way of reliable sights.* 

Star telescopes are now made in great perfection, and ‘best 
sextants arc often fitted with most charming little binoculars in 
aluminium. It goes without saying that these must be really 
well made and fitted, and that the collimation adjustment must 
be perfect ( see Appendix C). From this it follows that you must 
not expect to get them altogether for an old song. 

Youngsters frequently display considerable aptitude in becoming 
acquainted with the stars and planets. This should always be 
encouraged, and once fairly entered on the subject, they will find 
the study of Uie heavens a most absorbing as well as profitable 
occupation during the long hours of the night watches. 

In learning to recognise these bodies, it is just as well to throw 
on one side as useless—indeed, as misleading—the absurdly gro¬ 
tesque figures of the constellations given to them by the ancients. 
It is much better to engraft them on the memory by aid of the 
less fanciful ones, such as squares, triangles, Szc. t which form lead¬ 
ing marks to the principal navigational stars, of which there are 
some fifty or thereabouts. 

There is no part of our entire subject which the author is more 
anxious to press upon the attention of the navigator than this 
matter of star observation. 

Xo reason exists why every man in command should not be 
thoroughly proficient. ' Star chasing” is within the reach of till 
who choose to try. There are. however, men afloat who w ill not 
try, and who, for downright, double-barrelled, copper-huttonicd, 
bevel-edged bigotry, are matchless in tdl other professions. For 
such as these this hook is not wriften, as they are hopeless 
eases, whose pig-headed obstinacy is only equalled I»v their 
ignorance. Happily the cla.^ will soon Income extinct. 

It is a true saving that " there is no royal road to learning.'' 
Fverything requires more or less trouble in the attainment, 
liven so long ago us 1007, John Davis - an Klizahethan navigator 

• In com coin ti with t is lubrt. I i* interesting t.< know ■ .»t, with the *i> 1 of a stn.il I 
astrunonuca l«le*cnpe, stars vf tht lesser nutjn it its are diaim tly vi iblclbr u^bo t 
the entire day ; hut thoso ID the ucttfh •ourlxxxl of th «un an onlv be d** e tied ht t! * 
nmri' powerful malruinenti of oh*er\ atone* 
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of “North-West Passage” fame—has it in his Seaman's Secrets: 

“It is not possible that any man can be a good and sufficient 
Pilot or skilful Seaman but by painful and diligent practice.” 

However, for the encouragement of those not yet posted in navi¬ 
gation by the stars, the writer can promise that, when once they 
have taken up the subject with a fixed determination to master 
it, they will be agreeably astonished at how rapidly the dreaded comfort 
difficulties will disappear, and their labours be rewarded by the £ e f ivc d from 
feeling of comfort, and saving of anxiety at critical times, with star 
afforded by the certain knowledge of their ship’s whereabouts. P r ° bleras - 

This second part of the book is essentially one of figures, and 
it is desirable at the commencement to dwell upon certain im¬ 
portant points in connection with their application. 

To begin with, there are some Navigators who every day, in 
ordinary course, use Tables of Logarithms, and yet have no idea 
how they are formed. Nor are they aware of the simple fact 
that from Log. Sines and Log. Tangents it is easy to find the Lwg ' 
Logarithms of the other Trigonometrical functions, thus :— 

Sin. = tanxcos.= l ^cosec .\ L. sin. = L. tan. +L. cos. = 0-L. cosec. 

Cos. =cot. x sin. = 1 -j- sec. . \ L. cos. = L. cot. +L. sin.=0 - L. sec. 

Sec. = tan. > cosec. = 1 A cos. . *. L. sec. = L. tan. + L. cosec. = 0 - L. cos. 

Cosec. = cot. > sec. = 1-rsin. . \ L. cosec. = L. cot. + L. sec. = 0 - L. sin. 

Tan =sin. xsec. = 14 cot. L. tan. = L. sin.+L sec. \ co t. 

= sin. A cos. =L. sin. - L. cos. J 

Cot. = cos. x cosec. = 1 -f tan. . *. L. cot. = L. cos. + L. cosec. j _ q _ ^ tan 
= cos.-T-sin = L. cos. — L. sin. j 

These are professional items that ought to be known if the 
tyro has but a shred of ambition. 

Again, it is worth while knowing that when computing an 
angle, four figures in the logs, will give it to the nearest minute 
of arc ; five figures will ensure accuracy to about 5", and six 
figures to 0"'5. Though Tables of logs, to seven places of decimals 
and upwards are published, they are not required in Practical 
Navigation. They give results to 0"’05 and under. 

The writer has frequently seen young officers laboriously work- Need i es siy 
ing out their sights, schoolroom fashion, to the nearest second of workiDg t0 

o 0 seconds. 

arc, and flattering themselves that because they had done so, the 
result must be equally accurate. In effect they build up elaborate 
and imposing processes of calculation on what may be—and too 
often is—an imperfect foundation, thus leading to dangerous 
self-deception. 
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I'RECISIOX IX FIGURES XOT EVERYTUIXG. 
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This attempt at exactitude, however praiseworthy in other 
respects, would ofttimes shew an ignorance of governing princi¬ 
ples which it is one of the objects of this book to seek to remove. 

As that master of common-sense reasoning, Professor Huxley, 
neatly puts it, “Grinding peascods in a mill of super-excellent 
grinding qualities will not give us wheaten tlour.” 

Raper also, in the preface to his unsurpassed work on Naviga¬ 
tion, says :—“ Very indistinct and erroneous notions prevail 
among practical persons on the subject of accuracy of computa¬ 
tion; and much time is, in consequence, often lost in computing 
to a degree of precision wholly inconsistent with that of the 
elements themselves. The mere habit of working invariably to 
a useless precision, while it can never advance the computer’s 
knowledge of the subject, has the unfavourable tendency of 
deceiving those who are not aware of the true nature of such 
questions, into the persuasion that a result is always as correct 
as the computer chooses to make it; and thus leads them to 
place the same confidence in all observations, provided only they 
are worked to the same degree of accuracy.” 

This idea is unhappily not confined to the youngsters of the 
profession ; it has taken root in some of the older members as 
well, and it is therefore incumbent to write strongly against a 
fallacy which is dangerous in its tendency, and must frequently 
have contributed to fatal disaster. 

In all observations errors must be made : the best instruments 
have imperfections; and no man, however equable his tempera¬ 
ment, cau always rely on making a proper use of his senses. 

It has been shewn, in previous pages, that there is often much 
doubt at sea as to the true place of the visible horizon, so that 
the altitude is never free from suspicion of inaccuracy. In 
addition to this, other data, peculiar to the problem, may be more 
or less unreliable ; for example, the latitude is ofteu uncertain to 
three or four miles. In working out the time at ship, an error 
to this amount would, under some circumstances, falsify the 
longitude to a serious degree, whilst in other cases a similar 
error in the same problem would have no appreciable effect. 

Again, we have instrumental defects depending not only upon 
errors in workmanship, but upon such as arise from temporary 
derangement duo to a vani ty of causes.* 


• Wah regarl lo those titter, a u the jh 1 irty >f aslronom *al observations to b 
the ultimate menus of drng.nn to light all defo's of workmanship and ad.uslment tn 
mstrumeots, whHi V-y their minutenesj elude every other mode of detection. 
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It is therefore necessary, not only to exercise judgment as to 
the degree of close-working any given observation will admit of, 
Mid maj’ require, but to endeavour so to select or combine pro¬ 
blems and methods, that (he errors, of whatever nature they may 
be, will cither neutralize each other in the final result, or so un¬ 
mistakably declare themselves as to be capable of easy elimina¬ 
tion. The precise way in which this is done will be described 
under each different observation. 

The sixth chapter of Raper’s Introduction, wherein he treats of 
“limit of error ” and “degree of dependence,” should be carefully 
noted in connection with this most important subject. 

Whilst the folly of working to seconds in the majority of cases 
is thus put before the reader, and the striving after an impossible, 
though pretentious, perfection in so doing, is shewn to be a snare 
and a delusion, it is by no means to be understood that loose 
working, or a careless and hasty manner, either of observing or 
computing, should in any way be practised or tolerated. On the 
contrary, anything which can really increase the accuracy of the 
observations, or the correctness of the position deduced from 
them, must be diligently sought for and applied. 

“ Rules of Thumb,” when founded upon correct reasoning, are 
invaluable; but, on the contrary, “ Rules of Thumb ” not founded 
upon correct reasoning are a positive bane to the practical man, 
for whose benefit they are generally intended. Seeing that the 
safety of life and property depends upon the soundness of his 
judgment at critical times, the Navigator, of all men, should 
cultivate his reasoning powers to the fullest extent. 

To place faith in rules learnt Poll-parrot fashion, and to navi¬ 
gate a ship thereby, is indeed to tempt Providence. It is a 
miserable and discreditable system which permits it. 

The writer has no sympathy with mechanical processes which 
are simply committed to memory, any more than he has with the 
bygone method of teaching geometry, wherein the student was 
allowed to memorize the demonstration. In each problem which 
engages his attention, the Navigator, to be a Navigator, should 
have the principle at his finger-ends; so that, relying upon the 
accuracy of his reasoning rather than on the distinctness of his 
recollection, he may be able to solve it whenever called upon. 

It is the possession of the requisite mental activity, or 
“ capacity for taking trouble,” and the power of selecting the 
most advantageous means out of the many at his disposal, which 
constitute the real test of a man’s ability as a Navigator, and 
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PA RA LLA X—A STROXOMICA LLY CONSIDERED. 
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shew that his knowledge is not superficial, but based on strict’.)’ 
sound principles, which cannot mislead. If he intends to make 
his mark in the profession he must work, and in all things take 
as his motto, “ The best that I can do, is the poorest that 1 will 
do.” Even if not specially gifted, either with intellect or educa¬ 
tion, he need not despair if otherwise made of the right ‘grit.’ 
The race is not always to the swift, as exemplified in the fable of 
the Hare and the Tortoise. It is wonderful what dogged perse¬ 
verance will accomplish. The career of the writer of these pages 
is a case in point. 

Asa suitable finish to these remarks, it will probably not come 
amiss to explain what is meant by Parallax (astronomically 
considered), and why, in practical Navigation, it is unnecessary 
to take it into account except in rare instances. 

Let us then imagine an inhabitant of the Moon to be regarding 
onr Earth, which, for the time being, we will suppose to be truly 
circular, and that a tiny speck indicated to him the exact centre 
of its disc. If, now, he were to measure with a sextant the angle 
between this tiny speck and the Earth’s limb, or in other words, 
the Earth's semidiameter, he would obtain a meun result of 57' 3*: 
or what is the same thing, a base line of 39G3 miles would, at trie 
Moon’s mean distance from the Earth, subtend an angle of nearly 
1*; a simple problem in right-angled trigonometry which any one 
is equal to. 

Next let us imagine our friend with the sextant to have shifted 
his observatory to the Sun, and from that fur-oil’luminary to have 
repeated his measure of the Earth's semidiameter: this time, 
owing to the greatly increased distance, he would get rather less 
than 9* as its mean value, and tlie.se two angular quantities would 
respectively he termed the Moon’s and Sun’s Geocentric Horizontal 
Pa vallax. 

If, proceeding yet further, he winged his way to the nearest of 
the fixed stars—and, travelling as fast as light does, it would take 
him about four years to get there—our celestial traveller, on 
looking back for this world, which we think so immense, would 
find that it had disappeared by very reason of its insignificance." 
Hut supposing it still discernible, and that it Cmdd be watched 
whilst moving in its orbit round the sun, he would then l»e able 
to get the angle subtended by a straight line connecting trie 
centres of tin* two bodies. This straight line, if measured when 


• flu* vclxily of light ix n lies per m* ond, and ihe constant ot al*rratiou t* 

47. The earth'* t ean luotiUi iu its orbit u isj miles ] cr second. 
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the Earth had reached its extreme point of travel to the right 
and again to the left of the Sun, and the mean taken, would give 
the observer the very respectable base of close upon 93 millions 
of miles. But notwithstanding the enormous length of such a 
base, the angle it wonld subtend at the place of the nearest fixed 
star would actually be less than 1" of arc, and would be spoken 
of as the Star’s Annual or Heliocentric Parallax. 

This will convey some faint idea of how far away in space that 
nearest star must be ; expressed in words, it is about twenty-five 
billions of miles, whilst 

25,000,000,000,000 miles 

represent it in figures. In the contemplation of even these num¬ 
bers the imagination is lost; how then if we seek to gauge the 
more profound depths of the universe ? 

The foregoing explains what is meant when allusion is made to 
the Moon’s Parallax, the Sun’s Parallax, and Stellar Parallax; 
but to determine the two latter is no easy job, nevertheless it 
must be done if we wish to know our distance from these bodies. 

An accurate determination of the distance of the sun from this 
earth is one of the vexed questions of Astronomy. Many very 
costly attempts have been made to solve it—notably by well 
equipped expeditions organised by this and other countries to 
observe the periodically recurring Transits of Venus, commencing 
with that of 1761; also by David Gill’s memorable observations 
of Mars in opposition made at the Island of Ascension in 1877.* 
But, notwithstanding the wonders which science can accomplish, 
despite the intellectual resources of our ablest men, the sun’s 
distance remains uncertain to the extent of at least a third of a 
million of miles, plus or minus. Nor need this be considered a 
reproach when the extreme delicacy of the problem is understood. 
It may in some sort be imagined from the fact that one-tenth of 
it second (0"*1) of Solar Parallax represents in round numbers a 
million of miles. 

As the world progresses, other and more reliable methods will 
be invoked to set at rest this most interesting, important, and 
difficult question. To this end the Planetoids or Minor Planets 
are certain to be systematically observed; one of their many 
advantages being the comparative frequency with which they 
lend themselves for the purpose. It is believed that an exten- 

* For a popular account of “ How it was done,” the reader is referred to " Six Months 
in Ascension, by Mrs. (Jill—An Unscientific Account of a Scientific Expedition.”— 
Londou: John Murray. 
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sive series of such observations, combined with, perhaps, increased 
instrumental perfection, will—even before the end of the present 
century—shed sufficient light on the subject to place not only the 
first, but the second, decimal figure beyond the realms of contro¬ 
versy, and this is saying a good deal. 

Meanwhile ordinary folks—with no special hankering after 
this kind of knowledge, and to whom a little is very satisfying— 
may well be content to accept S^S as the sun’s Mean Equatorial 
Horizontal Parallax. These are nice easy figures to remember, 
and are generally regarded as not very wide of the truth: they 
correspond to a distance of nearly 92,90'\000 of statute miles. 
It takes light 8 m ISP to traverse this space, and to count 93 
millions would require an unbroken period of nine months!! 

We will now return to mother Earth, to see in what way 
Parallax affects Navigation. 

In the theory of Nautical Astronomy—for certain mathematical 
reasons—all observations of the heavenly bodies are supposed to 
be made at the centre of our globe, but as this is clearly 
impracticable (except to such as the late Jules Verne) an allow¬ 
ance has to be made which goes by the general name of Parallax 
In this connection, therefore, Parallax is the angular difference 
between the Apparent place of a heavenly body as seen by an 
observer from any station 011 the Earth’s surface, and its True 
position as supposed to be seen from the Earth’s centre. 

With us angular altitudes of the heavenly bodies arc of neces¬ 
sity measured from the Sensible Horizon, which is a plane passing 
through the eye of the observer at right angles to a freely sus¬ 
pended plumb-line, whereas they ought to be measured from the 
Rational Iforizi n, which is parallel to the other, hut passes 
through the Earth’s centre.* 

Now it has been shewn that the distance of the fixed stars is 
so vast, that to them our Sensible and Rational Horizons—though 
nearly 4.000 miles apart—are virtually one and the same thing, 
o that win ther a stellar observation is made at the centre or 
surface of the Earth matters not, the altitude in either event is 
exactly the same. 

• Krim •• -r t»at the S»n«th]o ainl V* Me 1 or zoti* ore not iilentic.il. The i ibl* 
l-oet.n 1 ill*- I pit whtre *hy ati 1 earth meet. On lain! it H an irrtt'iiMr l • l»r‘hen !•/ 

1 • K t«e< & mil ( no aslroiioin -al value. lint at -ea it it a true -'ale, though n >1 
a " Oreal fOcle,'m l of itumoi.tu in' 1 rtan e to too navu-it r. The v Me horizon la 
ilejir t*«e>l U+'w the lull ihle ho tz n by an angular at oi»"l iWj- t ling m t e obaerv r‘i 
■ h'vntton a'-oio t o water. 'His angular at 1 ouul la lenuel Ih ft'* //< The 

f rmula f'-r True l>ip it giveu in Apjteu • j X . 
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In the case of the Sun it has also been shewn that the greatest 
effect would be less than 9", a quantity so small that in ship work 
it is not worth notice; and the same may be said of the Planets. 
But where our next-door neighbour the Moon is concerned, 
Parallax is an important element, and cannot be disregarded. 
Therefore, if altitudes of the Moon could be taken simultaneously 
from the surface of the Earth and from its centre, they would be 
found to differ considerably, the altitude observed at the Earth’s 
centre being the true one, and the greater of the two. The cor¬ 
rection for Parallax, therefore, is always additive. 

If the observation were made at the Earth’s centre just when 
the Moon happened to be in the Sensible Horizon of a spectator 
at the surface, this difference-amounting to nearly 1°—would 
then be termed the Moon’s Horizontal Parallax, and would be 
equivalent to the Earth’s semidiameter as measured with his 
sextant by the “ Man in the Moon.” 

As the altitude of a heavenly body increases, the correction 
for Parallax decreases, until it absolutely vanishes when the 
body reaches the zenith. 

Except when the body is in the horizon, this correction is 
spoken of as “ Parallax in altitude.” 

From the foregoing we deduce the practical results that in 
observations of the stars Parallax is totally insensible, and that 
in observations of the Sun or Planets it is so small that it may 
be “ left out in the cold ” without detriment to Navigation. The 
Moon, then, is the only body which is seriously affected by it, 
and as for this and other reasons we decided long ago to send 
the Moon to Coventry (except when required for Azimuths), 
Parallax may pack up and go with her. 

Rest in Nature seems to be impossible. We on earth know, by astro¬ 
nomical every-day teaching, that our globe and the other planets continually 
circle round the Sun as the centre of this particular system ; yet it is seldom 
brought home to our minds that the Sun himself, with all his ‘ following,’ is 
speeding through space just as the other ‘ Fixed (1) Stars ’ are doing—some at 
the enormous rate of 100 miles a second. 

The question of the exact position of the point in the Heavens towards 
whieh the Sun with his system is travelling, has been the subject of much 
research and computation. The present co-ordinates are now considered as 
being about R.A. 267°, and Declin. + 31°, giving a position near the eastern 
edge of the constellation Hercules. The bodily rate of translation of the 
entire system is computed to be between 15 and 20 miles per second. 
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Star lore easily 
acquired. 


SKY PILOTAGE. 

" The stars art truly the sailer's safrguar is." 

There seems no end to the star books—large and small— 
illustrated by maps of sorts, in which the easy-going mariner 
may invest his loose coin ; and the cry is " still they come.*’ He 
might buy but he could never read the half of them : like shelling 
shrimps, life would hardly be long enough for such an under¬ 
taking. It is a pity that in many instances these celestial guides 
altogether spoil themselves by over-doing it Why they should 
not, if intended for navigational purposes, rest content with 
navigational stars—leaving those of lesser magnitudes to be 
peered at and pondered over by shore-going amateurs—no man 
can understand ; except, perhaps, that in the opinion of their 
authors, size confers respectability: thus, unnecessary matter is 
inserted, presumably by way of padding. The look-making 
result is so formidable, both in appearance anti price, that many 
men are ‘choked off’ from taking up the subject, ami the book 
defeats its own object 

A few might indeed be named which are excellent in 
their way, and fairly free from this defect. Nevertheless it is 
quite certain that the navigator of average intelligence can, if 
ho chooses, learn all that is requisite without the questionable 
assistance of intricate Atlases and special books. There is no 
mystery ami very little ditliculty about the matter : a chapter of 
“Wrinkles"—albeit a long one combined with a little star¬ 
gazing in the night watches, will fully meet the aise and save 
his dollars. 

Sir .1. llerschel has aptly remarked that, " Every well deter¬ 
mined .star, from the moment its place is registered, becomes to 
the astronomer, the geographer, the navigator, the surveyor, a 
point of departure which can never deceive or fail him. the same 
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for ever and in all places, of a delicacy so extreme as to be a test 
for every instrument yet invented by man, yet equally adapted 
for the most ordinary purposes; as available for regulating a 
town clock as for conducting a navy to the Indies, as effective 
for mapping down the intricacies of a petty barony as for adjust¬ 
ing the boundaries of Trans-Atlantic empires ” 

Most epitomes have a list of the Mean places of the principal 
stars for some specified year (generally of a past decade), with 
the annual variation of Right Ascension and Declination, by 
which to reduce from the given (antiquated) epoch to an}* other; 
but it may be said at once that this time-honoured table is seldom 
or never used. Why its insertion is continued in the revised 
editions, except on the principle of 'Follow my leader,’ is hard to 
imagine. 

In calculations for ship’s position, it is infinitely better to take 
out the elements from the Xaut. Alin, for the current year. As 
the Apparent places of the stars are given for every tenth day, 
there is no need to make an} 7 reduction whatever, and the labour 
of doing so—with possibility of mistake—is saved. 

In the Xaut. Aim. for 1895 the requisite data were given 
between pages 316-371. The hours and minutes of Right Ascen¬ 
sion, and the degrees and minutes of Declination, are placed as 
constants at the head of their respective columns, and belong 
equally to all the numbers below 7 them. This arrangement has 
made it necessary in numerous instances to continue the seconds 
beyond 60, as the wddth of the page would not permit of other¬ 
wise indicating any change in the minutes. Thus the apparent 
declination of Aldebaran, at page 325 on October 18th, 1895, is 
registered at 16* 17' 7T'T, and is to be read as 16° 18' 11"T N.* 

Now, in view of the fact, patent to anyone who chooses to 
look, that there are about 100 Xaut Aim. stars of the 1st, 2nd, 
and 3rd mags., it is obvious that it can seldom or never be worth 
while bothering with the lesser lights of the star books. Except 
under specially favourable circumstances, even 3rd mag. stars are 

The A a nt. Aim. is now published in two parts. Part I., price a shilling, is 
more particularly for the use of seamen. This reform was much needed, but 
the writer does not altogether agree with the omission of the Table of Apparent Places of 
the Stars, nor with the observation in the second para, of the Preface, that “the Mean 
Places are sufficiently correct for the purposes of navigation by the Sea Horizon.” Also, 
the authorities seem to have forgotten that those navigators who rate their chronometers 
on shore by stars and artiticial horizon, will have to hamper themselves with Part If. if 
they aim at the accuracy which is so desirable. The Apparent Places should certainly be 
included in Part I. 
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STAR NOMENCLATURE. 


difficult of reflection in the mirrors of sextants that have “ seen 
service.” 

A list of the more useful navigational stars, selected with 
special regard to their distribution in the heavens, will be found 
at the end of this chapter: being solely for general reference, it 
is unnecessary to do more than give the Right Ascensions to the 
nearest minute, and the Declinations to the tenth of a degree. 
In some instances, also, the very latest determinations of parallax 
are given; but where the one-hundredth of a second of arc means 
billions of miles, it is clear that our knowledge of star distances 
is of the rudest description. 

Proper nm.ti. Most of the listed stars have proper names, chiefly derived 
from the Arabie. The uuchristened ones are distinguished by 
Greek letters prefixed to the constellation to which they belong. 
This is generally, but not always, done according to the star’s 
' order of meritfor example, in the classification of the * Twins,’ 
Cantor is marked a Geminorum, though not quite so bright as 
Pollux, which is marked ft Geminorum. Long, long ago Cantor 
was the brighter of the two, and the seniority then conferred 
upon it still remains. No doubt Pollux is jealous, but this very 
brotherly feeling need not vex the souls of mortals. 

It is advisable, then, to be acquainted with the Greek Alphabet 
and here it is: 



U Alpha 

i Iota 

p Uho 


ft Beta 

k Kappa 

<t Sigma 


y Gamma 

\ Lambda 

r Tim 

Greek 

Alphabet 

S Delta 

/t Mu 

v Kpsilon 

e Kpsilon 

v N n 

</> Phi 


{ /eta 

r Xi 

x Clii(Ki) 


t] ICta 

o OmTcron 

xj, l\si 


0 Theta 

T Pi 

r«> Omega 


It is also just .os 

well to have some 

little knowledge of such of 


the Constellations- if it were only their names—as figure in the 
list. Alphabetically they are as follows :— 

Anphomkda.—A favourite subject with Royal Academicians. 

'flie painting represents a figure (in the costume of 
Kvc before the Kill)>chained to a rock, and in danger 
from a sea monster. 
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Aquila. —The Eagle : associated with Altair. 

Argo Navis. —The ship Argo. 

Aries. —The Ram. One of the ‘signs’ of the Zodiac. It used 
to contain the ' first point of Aries/ but owing to the 
Precession of the Equinoxes, this imaginary point has 
now retrograded into the constellation Pisces, and 
will continue to retrograde until, in the course of 
nearly 26,000 years, it will have made the tour of all 
the signs of the Zodiac, and got back again to Aries, 
ready for a fresh start, and so on for ever and ever. 

Auriga.— The Charioteer. Contains conspicuous Capella. 

Bootes.— The Herdsman. Identified with Arcturus, which 
outshines every other northern star. 

Canis Major. —The Great Dog. Contains Sirius, the brightest 
star in the heavens. 

Oanis Minor.— The Little Dog. Noticeable for the very bright 
star Procyon. 

Cassiopeia. —Associated with the chair of the lady bearing 
that name. 

Centaurus. —The Centaur. Rides majestically through space 
in company with Crux. 

Cetus. —The Whale. Contains Mira, the most wonderful of 
all the variable stars, but useless in navigation. 

CoLUMBA. —The Dove. 

Corona Borealis.— The Northern Crown. Not much of a 
* show/ 

Corvus. —The Crow. Nautically, the * Cutter’s mainsail.’ 

Crux. —The Southern Cross. Some thousands of years ago 
this Constellation was visible in England, but Pre¬ 
cession—accountable for so many odd things—slowly 
but surely carried it South. 

Cygnus. —The Swan. Apparently so called because not in the 
least like one. 

Eridanus.— The ancient name for the River Po. 

Gemini. —The Twins. Already referred to. 

Grus. —The Crane. The only weight this kind of Crane lifts 
is its food. 

Hydra.— The Sea Serpent. 

Leo. —The Lion. Contains the ‘ Sickle.’ 

Libra.— The Balance. 

Lyra. —The Lyre. Associated with Vega. 

OpiiiUghus.—T he Serpent Bearer. 
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Ohio*.- A pant of that mum* who came to grief through 
falling in love. Not tin* first, nor yet tin* last. 

Pavo. —The Peaeoek. 

Pegasus. —The Winged Horse. 

Perseus. —Piescued Andromeda from the sea monster, and 
Andromeda very properly married him for so doing. 
This is as it was, is now, and ever will be. 

PiFCENix the fabulous.—Of no particular account as a con¬ 
stellation, and only distantly related to the Fire 
Insurance Co. of that name. 

Piscis Australis. —The Southern Fish. Associated with 
Fomalhaut. 

Scorpio.— The Scorpion. Associated with the reddish Antares. 

Taurus.— The Bull. Contains the famous Pleiades, which, to 
unaided vision, consists of six or seven stars, but is, 
nevertheless, known to contain 2,32b, all duly counted. 

In passing, it may be state*! that Astronomers are indebted more to 
the photographic camera than to tire telescope, a* such, for probing the 
depths of space after tins wry searching fashion. This pha-e of celestial 
photography has been aptly l-rmed the ‘Astronomy of the invisible. 1 
As Miss Agnes M. (Jlerke puts it, in her History of Astront mv. " The 
chemia] plate 1 as two advantages over the human retina. First, it is 
scum ive to rays win h are utterly powerless to produce any risuo/ effect; 
ti«’x!, it can accumulate impressions almost indefinitely, while from the 
retina they fade after one-tent i of a second." And referring to this same 
sub e*-t in ter System <-/ the. >bir«. Miss (Jlerke s.iys, “The unique power 
of the plioto-'nipliic plate as au engioe of discovery, is derived from its 
unlimited faculty for amassing faint impressions of light. Jty looking 
long enough it can see anyllnug there is to Iks sewn.** It is accordingly 
quite possible, by 1 mg exposure—say 3 or 4 hours u nler favourable con¬ 
ditions, tv photograph objects no faint as to Ive altogether Wynud the 
optical power of any tele-scope to reveal. 

Triangulum Australis. —The Southern Triangle. 

Ursa Major. —The Uireat Bear. 

Ursa Minor. —The Lessor Bear. Associated with Polaris. 


Virgo. —The Virgin. Contains the brilliant Xpicii. 

To acquire a practical knowledge of the stars, either of two 
methods umv be adopted ; bill as ihc one is largely mixed uj 
with the other, both will be described. The tirst may he re¬ 
garded more especially as the Astronomical, and the other os the 
Astroyra/iltical method. The hitler mouthful, though not yet in 
the dictionary, will no doubt get there in time. We will give 
precedence to No. 1. 

When a sailor wishes to detine hi* position, he resoris to fsiti- 
tutlr nnd LonyitatU ; the one giving a North and South, and the 
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other an East and West direction. I 11 like manner, to ascertain 
the whereabouts in the heavens of any particular body, he must 
turn up its Declination and Right Ascension . 

Geographical Latitude and Declination correspond to each 
other. What Latitude is ou the earth. Declination is on the 
sky. But between Right Ascension and Longitude there are 
points of difference, which, if passed over in silence, would lead 
to confusion. 

Geographical Longitude (which must not be confounded with 
Astronomical Longitude) is reckoned from a certain fixed terres¬ 
trial meridian, known as the Prime Meridian, and the nations 
of the earth are now pretty well agreed that the Royal Observa¬ 
tory of Greenwich is to be accepted as the Universal Prime 
Meridian. Longitude is measured both Eastward and Westward 
from Greenwich—180° in each direction; though it has been 
proposed that it should only be reckoned Eastward through the 
whole circumference of 360° of the earth’s equator. It would 
certainly be a convenience if it were. Well, in similar manner 
the celestial equator is divided by Right Ascension, which, how¬ 
ever, has as its zero or starting place, not the meridian of Green¬ 
wich, but the Astronomical Prime Meridian of the first point of 
Aries, indicated by the position of the sun at the vernal equinox.* 
Since “ precession ” causes this zero point to retreat slowly west¬ 
ward, it follows that the Right Ascensions of nearly all stars 
increase steadily year by year, apart from any movement 
“proper” to themselves. We see, therefore, that the Astrono¬ 
mical Prime Meridian is by no means a fixture like Greenwich. 

Although Right Ascension may be expressed in angular 
measure, it is much more common to express it in time, begin¬ 
ning with 0 hrs., and ending with 24 hrs., and always in the 
direction of from west to east. Sidereal noon at each spot on the 
earth is the moment when the first point of Aries crosses the 
meridian of that spot . The sidereal clock at that spot should then 
shew 0 U 0“ 0 s , and its own particular sidereal day would forth¬ 
with commence. Now, in the northern hemisphere—looking 
south—the stars will pass in review from left to right. Seated 
thus at a transit instrument in England, when the sidereal clock 
of his Observatory shews 0" 3 ra , the watcher of the heavens will 
find Alphcratz on the meridian, and 0" 3 m is consequently its 
Right Ascension. Five minutes later, and lower down in the sky, 
will come Algenih. At 4 hrs. 30 in., Aldebaran will cross the 
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• Explained in the chapter on Time. 
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EACH ZX 4 V THE STABS COME EARLIER . 


Sidereal and 
Mean Solar 
day. 


Seasooal 
visibility 
of stars. 


centre web in the graticule of the telescope at pretty nearly the 
same altitude as Alycnib, and so on until the earth 1ms made a 
complete revolution (one sidereal day), when the silent march 
past of the stars will be repeated at the same (sidereal) time as 
before. Therefore, to ascertain the R.A. of any star, the observer 
has merely to note the sidereal time of its passing his meridian. 

Now for another point of difference. The sidereal day is 
3“ 55* 9 shorter than the mean solar day, and, consequently, the 
first point of Aries (or any fixed star) will culminate that much 
earlier each succeeding day.* This is called its ‘acceleration’ on 
mean time. The beginning of the sidereal day does not, there¬ 
fore, correspond to a definite fixed hour of solar mean time, but 
in the conrse of a year runs through all the hours of the ordi¬ 
nary day hy which the affairs of life are regulated. To test this 
roughly, multiply 3G5 days by 4 m , and the result will be approxi¬ 
mately 24 hrs. Hence, 3Gt» sidereal days are equal to 3G5 
mean solar days. For confirmation of this, look in the Xaut. 
Aim. for March, and yon will find that the sun’s R.A. is 0“ 0“ O' 
when on the Kquator. The “ Sidereal Time,” in the last column 
of Page II. for the month, would also be 0“ 0“ O' were it not 
given for mean time. Theneo onward, month by month, it 
steadily increases, until in Septeml>er, when the sun is again 
crossing the line, but this time in the opposite direction, the 
“ Sidereal Time ” has grown to 12 hrs., and continues to grow till 
it has attained the maximum of 24" O'* 0* in the following March. 

The consequence is that those stars which are now rising in the 
east, at an}* given hour of solar mean time, will be found setting 
in the west at the same hour six months hence; whilst those 
which at any hour are now setting, will, at the same hour six 
months hence, be found rising. This, of course, applies to «/t # v 
part of the year, and six months before or after it 

Now, though roughly speaking the Right Ascensions of the 
stars do not vary in themselves, it has just been shewn that, 
owing to the stars coming so much earlier each evening, a given 
Right Ascension cannot be directly associated with any fixed 
hour of the day as indicated bv a solar inean-timo clock or 
ehronometi r; moreover, sidereal chronometers do not form part 
of a vessel's outfit; therefore, to utilise Right Ascension for star¬ 
finding, it becomes necessary to make a trilling calculation, which, 
in its simplest form, is as follows: — 

• A m krv.il *lo« k, therefore, wotibl not run with .*» mean time ilock : «n]i)XMiug both to 
bv Imlv I nl lli<» • .iin-tlanl, llio m.krval cl«>» V. w uM %o.*n oul'lnp «.r lea.I the other. 
They w«*vl l only on r in the yvar 
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Being at Greenwich, required to know at what hour (mean 
time) on April 15th, 1S95, Procyon will be on the meridian. 


H. M. 

R.A. of Procyon - its sidereal time of meridian passage . . 7 34 

Sidereal time at Greenwich, mean noon (Naut. Aim., page 57) . 1 34 

Interval.6 00 

The above interval being expressed in sidereal hours, which 
are 10* shorter than hours of mean time, there is l m to subtract. 
This is termed “retardation.” Procyon will therefore transit at 
5 hrs. 59 m. p.m. mean time. 

Tables 27 and 27 a of Raper give the approximate apparent 
times of the meridian passage of the principal stars, so that in 
sea practice the above operation—simple as it is—is reduced to 
one of mere inspection. If the thinking reader has carefully 
followed what has been put before him, he will scarcely require 
to be told how to find the apparent time of meridian passage 
independently of the Tables. Anyway here is the rule:— 

From the star’s R.A. (increased by 24 hrs. if necessary) subtract 
the R.A. of the sun at apparent noon (page I. of the month in the 
Kant. A lm.) ; from this subtract the “ retardation,” and the re¬ 
mainder is the apparent time required. 

Taking the foregoing example, and still neglecting seconds, we 
have— 

H. M. 


R.A. of Procyon , April 15th, 1895 (N.A. page 332) . . 7 34 

R.A. of the Sun, „ „ (N.A. page 50) . . 1 34 

Sidereal interval.6 00 

Retardation (Raper, Table 24) . . . . - 1 

Apparent time of transit . . . 5 59 p.m. 


The reason why the result comes out the same as in the 
previous example is because on that day the Equation of Time is 
nil; or, in other words, mean and apparent times happen to be 
in agreement. This again amounts to saying that the imaginamy 
mean sun is then exactly “ in one ” with the visible sun. 

One more case with the observer still located at Greenwich 
ought to suffice. 

What will be the mean time of Proeyon’s meridian passage on 
February 19th, 1895 ? 


Mean time 
of transit. 


Apparent time 
of transit. 
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11. M. 

R.A. of Procyon — its sidereal time of merid. pass. + 24 lire. - 31 34 
Sidereal Time at Mean noon (N.A. page ‘21 - . . . 2 t 57 


Sidereal interval.9 37 

Retardation ''Uajier, Table 24) . . . - H 


Mean time of transit at fJreenwieh . 9 35i p.M. 


To find the apparent time of meridian passage on same (lav:— 


u. M. 

R.A. of Pron/oti , Feb. 19th, 1895 X.A. page 33*2'' + 24 lire. — 31 34 
R.A. of Sun, „ „ (X.A. page 20 , . 22 11 


Sidereal interval.9 23 

Retardation.— lA 


Apparent time of transit at f»recn\vicli . 9 ~ 1A f.m. 


On this occasion the tliTerence between the mean ami apparent 
times of transit is shewn to be 14 m , ami this is confirmed bv the 
Xaut. Aim., where it is seen that the Kquation of Time on Feb¬ 
ruary 10th is 14 m subtractive from mean time. So all things 
square in, which is satisfactory. 

In the foregoing examples, it will be noticed that the observer 
is at Greenwich, but, theoretically speaking, sailors should apply 
a small correction depending upon longitude. This correction 
will be found in Table 23 of I taper, and is termed “acceleration." 
It is subtractive in west, and additive in oast longitude. You 
will then have the local time of transit at ship. To exemplify 
this, let one of the previous examples be repeated. 


What will he the mean time at ship of Procyous meridian 
passage on February 10th, 1805, the longitude being 45 W. ? 

R.A. of Pron/.m — its sidereal time of merid. pass. + 24 lire. 
Sidereal time at Menu noon (X.A. page * 21 ) 

11. M. 

31 34 

21 57 

Inlerval in Sidereal time. 

Retanb'ition (Rapt r, Table 24) 

9 37 
- 1 * 

Mean time of transit at (Ireenw ieli 

Acceleration for 45° W. (ltnper, Table 23) 

9 35 J »\M. 

- i 

Mean time of transit at ship 

9 35 P.M.* 


Now, about the time that Procyun culminates, the twin 
brothers Castor and Pollu .* will do so likewise, and as the ob- 


• A|>|«<nttii I. 
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server is no longer supposed to be using a Transit instrument,* 
and as he is supposed to be totalty unacquainted with the stars, 
it is two to one that, without some other means of identifying 
Proeyon, he will pitch upon the wrong star, especially as all three 
lie on the same side (south) of the zenith. Well, Right Ascension 
has done its share, so we must call upon Declination to lend a 
hand. 

Reference to the list shews that Castor lies 26£“, and Pollux 
23 s to the northward of Proeyon ; therefore, of the three bright 
stars passing the meridian close upon the same time, Proeyon is 
far and away the nearest to the horizon. Moreover, the list 
shews it to be much the brightest. But to be a little more pre¬ 
cise and make quite certain, we may determine its altitude as 


follows:— 

Latitude of Greenwich .515 N. 

Declination of Proeyon . ..5*5 N. 

Zenith distance.46 0 K 

90 

Altitude of Proeyon on the meridian . 44°0 S. 


Therefore, on April 15th, at 5 hrs. 59 m. P.M., the student of the 
stars would face due South and look in the heavens for Proeyon 
at a point midway between the horizon and the zenith. When 
it is remembered that from overhead to the horizon in any 
direction is 90’, it is apparent that but very little practice will 
enable the learner to estimate altitude with sufficient exactness for 
this purpose. It may assist him to remember, for comparison 
purposes, that from Capclla to Castor is 30°; from Altair to 
Antares is 60°, or double the foregoing ; and that from Castor to 
Pollux is 4|°. 

Table 27 of Raper is very handy, for what can be easier, if an 
unknown star be observed bearing north or south, than to note 
the time roughly and see which one corresponds to it. Suppose 
that it happened to be Sirius; well, Sirius once fairly recognised 
can never by any chance be forgotten. It is the very brightest 

• Merely a superior telescope, mounted on trunnions in such wise that it shall only 
sweep the heavens in a true north and south line. The plane of this sweep, if continued 
downwards, would cut the earth into equal halves from pole to pole. Therefore, when 
rotated, the telescope describes a “ vertical circle," which is the same as a “circle of 
altitude,” and this again is a “ great circle." It will be evident that the * Transit ’ can be 
directed to objects at any meridional altitude due North or South of its position. The 
time is taken when the object crosses a vertical thread (or series of vertical threads) in 
the held of the instrument. 
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STUD VISG THE HE A VEXS. 


Orion and his 
dogi. 
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meridian. 


star in all tlws heavens, ami sparkles with many colours like a 
diamond. Just look at it with a pair of binoculars on a clear 
dark night. 

Sirius, Procyon, and lietelguese form to the eve almost .a per¬ 
fect equilateral triangle, with sides of about 26": taken in con¬ 
nection with their neighbours it is next to impossible to mistake 
them. See Plate V. 

Now, a knowledge of one star paves the way to a knowledge 
of the others. Looking at the list it is seen that Canopus — 
another big fellow—passed the meridian 19m. in advance of 
Sirius, and should be visible nearly in the same line if above the 
horizon. But a second glance shews the declination of Canopus 
to be 52$° S., and as the observer is still at Greenwich in 51 J° N., 
it is clear that Canopus must be some 14° below the southern 
horizon. 

In brilliancy, Canopus surpasses every star, Sirius alone ex¬ 
cepted. It is singular that, quite by accident, these two giants 
should have been selected to illustrate the writer's meaning, and 
singular that nature has put them side by side in the list. 

Well, Canopus is disposed of by the process of exclusion, and 
the observer has learnt something, namely, that, being invisible, it 
is no longer possible to mistake for it any of tho^e stars which 
are visible. This is termed negative knowledge, and is useful in 
its way. 

Referring once more to the list, we find that lietelguese passed 
westward 51m. ahead of Sirius, and that its declination is 
7$° N. Now, if Burdwood's Tables should be at hand, it is easy 
to find the approximate bearing of lietelguese. On page 212, 
with l/atitude 51° of the same name as the declination, under 7 , 
and abreast Ohrs. 51m. on the right-hand side, will be found 
N. lf»2 W. S. 15° W. Looking, therefore, H points or so to 
the right of Sirius, and keeping in mind that lutrljuese has a 
more northerly declination, there will be no difficulty in 'spotting' 
him. If Burd wood is not to the fore, Lecky’s A B C Tables will 
serve nearly as well. 

Here, be it said, that the best time to learn the stars is when 
they are on the meridian, and the nearer they are to the zenith 
so much the better. Their respective bearings from each other 
are then easier to determine, and they arc looked at in the erect 
position : when low down in the east or west they are more or 
less on their beam-ends, and only their neighbours on one side of 
them are to be seen ; whereas, when on the meridian at a fair 
altitude, their entire surroundings are in full view. 
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Now, with regard to their bearing and distance from each intcr-steij» r 
other; the average star book is rather loose and misleading as to *> eanngs and 

° ° distances. 

the first, and not always correct as to the last. Let us make this 
perfectly plain, even at the expense of what in charter-party 
language is called a ‘deviation.’ The information acquired is to 
be regarded as salvage. 

When a ship is being navigated to a place so distant as to be 
out of sight, it is necessary to consult a chart for the course, and 
to have a compass by which to steer it. The chart in common 
use for such work is the one known as a Mercator. Its peculi¬ 
arities have already been described in Chapter VII., but it is 
necessary just to touch upon them again in this connection. The 
following illustrations will be somewhat of the Jules Verne type. 

Let a steamer bound from Cape Clear to Cape Race be An airy 
navigated by a Mercator chart, and let the weather be so clear, 
the Captain’s sight so keen, and the vantage point, on which 
he is perched, so much nearer the sky than the sea as to enable 
Newfoundland to be visible from the ‘Emerald Isle.’ Now, in 
the chapter above alluded to it has been pointed out that on a 
Mercator chart the ship’s course between any two places is 
represented by a straight line ; and that this line makes the same 
angle with each meridian- This is known as a Rhumb line or 
Loxodromic curve. Bearing this in mind, let the vessel be put 
upon the chart course for Cape Race. It will then be found, 
by the Argus-eyed skipper up aloft, that Cape Race, instead 
of being dead in a line with the stem, is away out on 
the starboard bow. But on hailing the deck he will be 

assured, by the officer of the watch, that she is ‘ right on her 
course.’ Our sky-scraping Captain, determined not to be upset CircuIai 
by such a trifle as the apparent shifting of a small island like sailing. 
Newfoundland, says, ‘ keep her so; ’ with the result that, as the 
voyage progresses, his ship’s head is seen to be turning gradually 
towards Cape Race (though the true course steered has not once 
been altered), and finally points right at it. 

It is obvious that the ship did not go straight from land to 
land, but that, on the contrary, she made a very decided and un¬ 
necessary sweep to the southward in order to cross each meridian 
at the same angle. 

The Captain, anxious to ‘ make a passage,’ does not see the fun 
of this ‘ circumbendibus ’ to the southward, and mentally decides 
that, on his return journey, he will try Great (’ircle sailing, 
which hitherto has seemed to him such a round-about business. 
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The conditions of weather, kc., being the same as before, he 
sets the first , or “ initial,” Great Circle course, and once again 
mounts aloft to the “crow’s nest.” This time, to his delight, he 
finds Cape Clear right ahead, and conning the vessel carefully 
himself, he, from time to time, sings out to the helmsman the 
necessary directions to keep it there independent of the shewing 
of the compass, which, however, is noted every two hours as 
usual, and duly entered in the Log. Having in this manner made 
a quick run and beaten the record, he descends to the deck satis¬ 
fied that this time, at all events, the good ship has made a regular 
“Bee-line.” On subsequently looking over the Mate’s log-book, 
he is somewhat non-plussed to see that the true as well as the 
compass course had incessantly altered on the passage, though 
he knew from the evidence of his own optics that the ship’s 
head had never once deviated from her destination. Thereupon 
our perplexed captain determines to consult “ Wrinkles*’ and 
forthwith buys a copy. In it, he finds the following:— On a 
Mercator chart the meridians are falsely represented as parallel, 
and consequently a pencil line drawn to shew the course between 
any two ports will cut each meridian at precisely the same 
angle; whereas on the tjlobe itself the meridians converge to a 
mere point at either pole, their maximum of separation being at 
the Equator. Xot being paraded to each other, a straight track 
drawn on the earth's surface (were it possible) must cut each 
meridian at a different an>jl*': hence, in Great Circle sailing the 
true course continually changes, though the actual direction in 
which the ship is proceeding does not change. 

From this, it will be seen that the Navigator has to pay the 
penalty of extra distance for the luxury of using a Mercator chart 

111 view of what has yet to come, it may be as well at once to 
thrash out the identity of an Azimuth Circle with a Great Circle. 
The reader must have patience. We will begin with a few 
homely definitions, which will be found handy generally. 

Zenith.- The point in the sky directly owrhend. If 11 plumb- 
line could be hooked up there, the boh at this end would rest on 
the crown of one’s cap; C stand from under’). If extended 
downwards it would puss through tli ■ very centre of the globe, 
and eventually come out at the antipodes. Such a line would he 
a vertical line.* This is on the supposition that the globe is truly 
spherical. 

• A f*r/xtniicu*ar liuo » not nr s.wily % t rtxeal line. \Nheu, for fiai pie. * ue i 
at right angle* to au >tlur. U >• laul lo be perj^ndicular to to matter what ita direction 
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Nadir.— If the Zenith he the point overhead, the Nadir, on the 
contrary, is the point at an infinite distance directly underfoot. 
The Zenith and Nadir may consequently be described as imagi¬ 
nary points representing, respectively, the elevated and depressed 
poles of the observer’s horizon. Each individual has his own 
horizon, zenith, and nadir: as he moves, they move. Wherever 
he goes, they accompany him like his shadow. 

In obedience to the unfailing law of Gravitation, all bodies are 
attracted towards the centre of the earth. Therefore, from New 
Zealanders being on the opposite side to ourselves, we stand feet 
to feet (but let us hope if a shindy ever comes we may stand 
4 shoulder to shoulder ’); our zenith would be their nadir, and 
vice versd. These terms are therefore purely relative. 

Great Circle.— A circle passing through the Zenith and 
Nadir, and cutting the horizon at right angles, is a Great Circle 
of the sphere or heavens. There is no reason why the edge, so to 
speak, of the circle should not be turned towards any part of the 
horizon ; so long as its plane passes through the Zenith and 
Nadir, a Great Circle may look in any direction, and will divide 
the globe into two exactly equal parts. To do this it must of 
course pass through the centre. 

The geometrical word * plane ’ has been used in the last para¬ 
graph. Men who have not had the advantages of mathematical 
instruction sometimes fail to comprehend its meaning, and a 
reference to the dictionary leaves them as mystified as ever. In 
the case we are dealing with, the circle is supposed to be a flat 
vertical surface without thickness. Perhaps the nearest resem¬ 
blance to such an ideal condition will be found in the tissue paper 
hoops which are held up by the clown at a circus, to be jumped 
through by English equestrians with Italian names. The well- 
stretched paper represents the plane of the circle. Let the learned 
not laugh. 

A Vertical Circle, a Circle of Altitude, and an Azimuth 
Circle are first cousins; though their names are different they 
are strictly of the same family. They one and all pass through 
the zenith and nadir, and cut the horizon at right angles ; they 
therefore belong to the Great Circle clan, members of which, like 
Scotchmen, are to be found go where you may. 

The Circle of Altitude has only incidentally been referred to, 

msy be. Perpendicular, therefore, is a relative word, and ought uot to lie used without 
refereuce to something else. Vertical is an absolute word, and means the direction of the 
plumb-line. - 
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so we will drop it as we would a poor relation, and carry on with 
the others. It may be said, 4 Where in the name of Neptune is 
the author wandering to ? Is not this a chapter on how to find 
the stars, and here we are Great Circle sailing away from them V 

Not so fast, dear reader, if 3-011 please; gently does it; all in 
good time. This little ‘ deviation ’ is morel}- intended to lead up 
to what follows, so now, with your leave, we will ‘carry on.' 

Reverting to the Azimuth Circle, it is evident that in its course 
from the zenith to the horizon it may pass through two stars; 
if an Azimuth Circle be a Great Circle, it follows that the portion 
between the two stars is an arc of this Great Circle, and its 
angular measure can readily be obtained by sextant. It would 
be spoken of as the ‘distance’ between the two stars, just as we 
speak of n ‘ Lunar distance,’ which latter is morel}’ the angular 
measure between the moon and a star, planet, or sun. The 
expression ‘distance,’ as used here, does not hnpl}’ any lineal 
measure. Two stars may be oul}’ one degree apart, and }-et be 
separated in space by man}- billions or trillions of miles. 

So far, we have dealt with two stars on the same side of the 
zenith, but the result would in no way be aflected if the}’ hap¬ 
pened to be on opposite sides. Now the azimuth or bearing of 
the one star from the other is to all intents ami purposes the 
Great Circle Course between any two places which may happen 
to lie vertically below them at the moment The expression* are 
interchangeable , and to shew this yet more clearly, let 11 s suppose 
that the plane of the Great Circle which passes through two 
stars in the sky aho passes through two ports on the surface of 
mother earth. I 11 such case the direction of the ports from each 
other would correspond to the direction of the stars from each 
other. For the purpose of our illustration, which, however, will 
not be quite so complete as the above, wo will select the well- 
known stars Cap&lla and Duhhe, and the equally well-known 
sea-ports of Rochefort on the Riscayan coast of France, and 
Christiansund in Norway. 

The course and distance between two places on the globe, how¬ 
ever far asunder, may be ascertained from the chart ; but in the 
case of widely separated stars, some other plan is mostly necessary. 
It is true, charts of the heavens without number are constructed, 
and on various principles, according to requirements, but should 
these charts embrace a fairly h irgc area, they all depict more or 
less falsely the aspect of the heavens. In some Star Atla.se> the 
Mereaturial construction is cmplo}-ed for the portion of tlu 
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heavens lying as much as 40” or thereabouts on each side of the 
equator; but a map on this principle is quite unsuited for star 
delineation. The best method is the one known as the Conical; 
near the equator it becomes Cylindrical. 

Now for the demonstration. 

On a Mercator chart of the stars, the bearing between Capella 
and Dubhe is N. 72° E., and the angular distance is 53° nearly. 
The return bearing would of course be S. 7 2° W., and the angular 
distance the same as before. 

Now, any one acquainted with Capella would be very likely to 
fall into the error of supposing tha^this knowledge would at once 
enable him to find Dubhe. It would not. To test this, let the 
learner put on his * seven-league boots * and travel in fancy to 
Rochefort. The latitude of this port is the same as the declina¬ 
tion of Capella, and, consequently, whenever Capella is on the 
meridian of Rochefort it is in the zenith of that place, or directly 
overhead, when of course a bearing observed at Rochefort would 
correspond to one observed at Capella. At that precise moment, 
then, let the observer look in the sky for Dubhe on the bearing 
of N. 72° E., and at a distance from Capella (measured by sextant) 
of 53°. 

As the heavens are certainly not laid out before his gaze on the 
principle of a Mercator chart, it is a foregone conclusion that 
the searcher will search in vain. He will, in fact, be looking 
exactly 34°, or three whole points, to the eastward of where he 
ought to look. At the moment, however, that Capella is in the 
zenith of Rochefort, the Great Circle Course between the two 
stars will give the real bearing of Dubhe, both from Capella and 
from the observer. This happens to be N. 37f° E., and the 
angular distance 49|°. There is therefore a vast difference. 

Before proceeding further, it must be repeated that the Great 
Circle Course between any two objects, whether in the sky or on 
the globe, is to all intents and purposes the same as the true 
azimuth between those objects or places, or, in other words, the 
azimuth of a heavenly body may be considered as the Great Circle 
Course to the place where such heavenly body is vertical at the 
moment. This is still further elucidated in the chapter on 
“ Shaping the Course,” to which the reader if he chooses may 
refer, after he has mastered this one. 

Next imagine the observer to be transported to Christiansund. 
The latitude of this place is nearly the same as the declination ot 
Dubhe. so when the latter is on the meridian of Christiansund it 
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will practically be plumb overhead. At this precise moment let 
our friend of the inquiring turn look for Capclla on its uicrca- 
torial bearing of S. 72° \\\ As before, he will he doomed to 
lisappointment. Capclla will really bear from him N. G(jl° W., 
or 3$ points more to the northward, whilst the sextant distance 
will continue to be 49$°. 

Now please notice the remarkable difference. The return mer- 
catorial bearing is to the southward and westward, whereas the 
Great Circle Course, which is the real visible bearing or true 
azimuth, is to the northward and westward. 

Notice further that the G. C. Course, or visible bearing of 
Capclla from Dubhe (N. GGf 0 \\\), is not the reverse—or any¬ 
thing near it—of Dubhe from Capclla (N. 37^° K.) \\ hy is this ? 

Because in each case the course is measured or laid off from the 
meridian passing through Rochefort and Christiansund respect¬ 
ively, and as the two courses arc a long way from agreeing with 
each other, does it not again prove—if proof were wanting—that 
on the globe the meridians are not parallel, as the Mercator 
construction assumes them to be. The meridian then, of tlie ob¬ 
server, is the base from which all true bearings are calculated. 

The illustration would have been more satisfactory if the 
difference of Right Ascension of Capclla and Dubhe hail hap¬ 
pened to be the same as the difference of longitude between 
Rochefort and Christiansund, because in that case the two stars 
would occupy relatively the same places iu the heavens that the 
two ports do on the earth, and Capclla would have bceu on the 
meridian of Rochefort at the same instant of time that Dubhe 
was on the meridian of Christiansund. Had this been so, the 
Great Circle courses between the ports would be identical with 
the G. C. courses between the stars. 

The courses here given are only the initial courses, or those 
used at the start from either end. As already explained, though 
the direction never changes, the course requires to be constantlv 
altered on a voyage from one place to another; the amount of 
alteration depends upon a variety of circumstances, sucli as the 
vessel’s speed, the direction in which she is steering, and the 
latitude. If steering in an easterly or westerly direction, th« 
nearer the pole the more rapid the change. Vet another illus¬ 
tration :— 

Supposing our globe to be a hollow, transparent glass sphere, 
and an observer somehow to be located exactly at its centre; then 
a sextnr.t angle between u»y of the heavenly bodies —no matter 
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what their direction from the observer or from each other—would 
be an arc of a Great Circle. It is evident that the same would 
apply to places or ports on the surface of the globe. Let Roche¬ 
fort and Christiansund each be represented by a tiny ring 
scratched on the glass. Then, had the Right Ascensions per¬ 
mitted, the observer looking at Christiansund from the middle 
of the earth would see Dubhe through the centre of the ring when 
it came to the meridian of that place, and at the same instant 
Capella would be seen through and beyond Rochefort. 

To avoid complications, let us put on one side this last phase of 
the question, and for the present, at all events, deal solely with 
celestial objects. 

It does not follow that all celestial angles measured by an 
observer at the centre of the earth would, if re-measured on his 
return to the surface, there prove to be equally arcs of Great 
Circles. Indeed, with the moon and planets, this would seldom 
be the case. 

To get the true or Nautical Almanac ‘ distance ’ between, say, 
the Moon and Mars, a reduction to the centre of the earth is 
necessary: this forms part of the calculation of a ‘ Lunar,’ 
spoken of technically as ‘ clearing the distance.’ 

But the case of two stars is quite different. Their actual 
distance from us is so vast that it is all one whether you look at 
them from the centre or from the surface of the earth. There is 
no displacement, or in other words, no parallax; the sextant 
angle between them would be precisely the same in both cases, 
and could properly be treated as the arc of a Great Circle. 

One lesson to be derived from the foregoing trips to France 
and Norway is that, if you are star-chasing, and take from a 
' common or garden ’ atlas the relative bearing of any two stars, 
you must not always expect to find corroboration in nature. An 
approach to it, however, will be made in the case of stars with 
small declinations: for example, the Mercatorial bearing of 
Betelguese from Procyon would correspond, within a degree or 
two, with the Great Circle bearing or true azimuth; and the 
angular distance would be practically the same for each. The 
actual sky bearing of Procyon from Betelguese is S. 8G£° E., aud 
the distance 26*. 

To * make a case/ as the lawyers say, Capella and Dubhe were 
specially selected, but, in justice to published star charts, it may 
be stated that the writer does not know of any in which these 
two high declination stars would be shewn on the Mercator pro- 
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jection. The illustration, however, is otherwise instructive, and 
brings the writer’s point more forcibly home to the mind. 

Now, it is impossible for anyone to skip about like a kangaroo 
from place to place, to bring certain stars vertically overhead in 
order to trace from them the bearing of other stars ; and as, 
moreover, it is only for that precise moment that the bearing 
holds good to the obsewer, it will not be worth while to trouble 
the reader with inter-stellar bearings, except now and again in a 
general way. 

'l'o make this last point plainer, take the cose of any conspicuous 
circumpolar stars lying fairly close together. The Southern Cross 
and Centaurs will do admirably. To an observer in the latitude 
of the Cape of Good Uope, when the Cross is on the meridian 
above the pole, the Centaurs lie to the left or eastward of it; 
when on the meridian below the pole, they lie to the right or west¬ 
ward of it. Meanwhile, these two groups have not in any way 
changed relatively to each other; but, owing to the earth’s half 
revolution on its axis, they have changed so far as the observev is 
concerned. To put it more correctly, it is he who has changed, 
not they. At the time of the lower culmination of tin* Cross, the 
observer is standing on his head os compared with his position 
12 hours previously. Between the extremes here given, the 
observer, supposing him able to watch continuously, would wit¬ 
ness all the intermediate changes of direction as the stars referred 
to appeared to revolve round the south pole. 

If, then, a beginner should desire to find a circumpolar star by 
its bearing from another which ho knows, it will be best to make 
the attempt when the latter is on the meridian above the pole, 
and the nearer to the zenith the greater the likelihood of success. 
At other times it may be exceedingly dillicult. 

The Anguibi* Distances between the various stars remain 
pretty much the same under all circumstances, and can therefore 
be measured by sextant at any time when visible. This being 
so, tho correct distances between the principal ones arc given at 
the end of this chapter. A beginner can by this means test his 
proficiency with tho sextant, recollecting, however, that owing to 
tho inequality of refraction, and the small secular change among 
the stars themselves, he must not expect exact correspondence. 
If he cum make his sextant value come within 3' or 4 of tho book 
value, ho will not ho doing so badly, especially in those cases 
where tho sextant has to bo held faco downwards. A measure 
between a star near the zonith and one near the horizon will he 
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most affected by refraction. The same pair, when equidistant 
from the zenith, will give a slightly different and more correct 
measure. 

What has been termed the Astronomical method of finding 
the stars applies equally to the Planets, but, from their being 
* Wanderers,’ the Naut. Aim. must be consulted for their positions 
on any given date. From the same cause, of course, it is im¬ 
possible to give their angular distances from each other. Some¬ 
times they are quite close together (conjunction), and sometimes 
quite far apart. 

There are only four planets of service to the mariner; taking 
them in the order of their distance from the sun, they are— 
Venus (67 millions), Wars (142 millions), Jupiter (483 millions), 
and Saturn (S86 millions). They will be found in the Naut. 
Aim. for 1895, between pages 234 and 265. Venus and Jupiter 
are more brilliant than Sirius, and Mars is decidedly reddish in 
colour. He is often alluded to as ‘ Ruddy Mars.’ These three, 
therefore, take but little finding. Saturn is much less noticeable, 
and requires to be treated as an unknown star by turning up its 
Declination and Right Ascension. The fact of the declinations 
of these four planets being always within the limits of 30° N. and 
30° S., gives one a general idea as to their position in the heavens: 
for example, an astronomer at Greenwich, if he wished to find 
Jupiter on the meridian, would certainly not direct his gaze to 
the northward. He would know it must lie south of him. 

Stars mostly twinkle, but not always , and least when near the 
zenith. Those of the larger magnitudes twinkle more than the 
smaller ones. Planets, on the contrary, mostly shine with a steady 
lustre; but here again there are exceptions. The condition of the 
atmosphere, combined with the altitude of the body, has a con¬ 
siderable voice in the matter. It is stated that at the Lick 
Observatory, in California, where the atmosphere is remarkably 
tranquil, and the instruments situated some 4,000 and odd feet 
above the sea, stars do not twinkle at all. 

As already mentioned, Venus and Jupiter are so exceptionally 
bright as to render it altogether impossible to take them for fixed 
stars ; in fact, each will cast a perceptible shadow, and at favour¬ 
able times will even give sufficient light to read a newspaper. 
It is not to be wondered at, then, if the average observer should 
occasionally get ‘ mixed ’ as to which is which. It is, however, 
hardly necessary to appeal to the Almanac when in doubt, as 
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there are points of dissimilarity which should generally prevent 
a mistake. For example, Venus is an inferior planet, that is to 
say, her orbit lies between the earth and the sun at a distance 
from the latter of 67 millions of miles, as compared with our own 
distance of 93 millions. This proportion does not permit of Venus 
having a greater angular distance, east or west of the sun, than 
47°, equal to 3 hrs. 8 m. in time. Astronomers speak of this as 
* Elongation.’ Therefore Venus, though visible in the evening or 
morning, sticks so close to the sun as never to be visible at night, 
as we understand the word in these latitudes.* 

On the other hand, the orbit of JUPITER lies a long way outside 
that of the earth, his distance from the sun being no less than 
4S3 millions of miles I! This permits of ‘ Mighty Jove ’ taking 
any angular position os regards the earth ami the sun, and, con¬ 
sequently, he may he visible at any hour of the night. 

Again, owing to his vastly greater distance from us, the move¬ 
ment of Jupiter on the still further background of the stars is 
very much slower than Venus : for instance, on the morning of 
February Oth, 1892, these two planets were in conjunction, 
JUPlTElt being hidden behind Venus. When this interesting 
phenomenon occurred, their mutual Declination and Right 
Ascension were 4 43 S and 23 hrs. 27 \ in., but on January 
1st preceding, their respective positions were as under:— 


Deci.in. 


u. M. 


Venus . . -0 in S. 
JlU'lTKR . . 7 33 S. 




in the interval Venus had moved north about 10°, whilst 
Jupiter had done but 3 ’ in the same direction. Venus had 
also covered nearly 3 hrs. of It.A., whilst Jupiter had barely done 
30 in. Though Jupiter had had such a long start, Venus caught 
him up in little over a month. If Venus he watched for a few 
evenings, her motion among the stars is easily perceived. 

The learner ought by this time to have a fair idea of the 
astronomical method, so we will pass on to the other, and it is 
this one which will probably tind mast favour with practical 
men. 

Whatever the constellations may have been like in ancient 
times, mi observer of to day will tind it impossible to trace in the 

• Hence Vknus la commoi Ijr known m lit* 1 morning etnl eveuing slar,' or a« I.uet/e f 
*n*l lVi/xr. 
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sky the various figures which groups of stars are, or were, sup¬ 
posed to represent. 

It is better at once to throw over these fantastic figures as so 
much imaginary rubbish. 

There are only two—Cassiopeia’s Chair and the Southern Cross 
—that in any way deserve their name. The Chair is far from 
being an easy one, and the Cross is very disappointing to 
sentimental people who see it for the first time. 

Now although most men would fail to recognise such fanciful 
images as the Fox and the Goose, Noah’s Dove, the Winged Horse, 
&c., they could not but perceive on the most casual inspection 
that certain star groups had forms, mostly geometrical, of some 
kind or another. By first of all learning the most conspicuous 
of these, and then taking them as starting points, it becomes quite 
easy to trace the others. 

This, then, is the astrographical method, and to practise it on 
a fine night during one’s watch on deck is not an unprofitable 
way of passing the time. It is also an excellent antidote to 
drowsiness; much better than putting one’s head in a bucket of 
water, a remedy, the writer, when a youngster, confesses to have 
tried once or twice when becalmed near the * Line,’ with the 
canvas lazily flapping against the masts, and the yard parrels 
chanting a lullaby for want of grease. 

Now for the ten groups selected as sky marks by which to 
find the more isolated stars in the list, beginning with the most 
northern group and working south. 

Little Bear is made up of seven or eight stars, though only 
three are worth notice. Polaris, in the tip of the tail, is chief of 
the crowd, but in any case takes front rank as the * North Star.* 
It is a standard star of the 2nd mag.; /3 and y are known as the 
' Guards ’; the remainder are a poor lot. The parallax of Polaris 
is 0"’078, which means a light journey of 42 years, and a distance 
of 245 billions of miles. 

Great Bear, with an impossible tail for a bear, makes an in¬ 
finitely better ‘ Plough.' It is composed of seven stars of nearly 
equal brightness, and is described in detail on page 383. Quite 
near to the second star from the end of the handle, is Alcor, or 
1 the test.’ There is little reason to complain of the sight of 
any one who can see Alcor with the naked eye ; it must be pass¬ 
ably good, but need not be remarkably so. The Great Bear in 
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CASSIOPEIA AXD CYGXVS. 


The ' Plough 
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perceptive 

faculties 


these latitudes revolves round the pole without setting. lie is, 
consequently, compelled to stand on his head—if he has ono 
every 24 hours. The names of the stars in the Plough should be 
committed to inemory right off. Here they are :— 


a Crs. Maj. Dubhe 

ft ,, ,, j\IrT\lk 

7 „ „ Phecd (t 

S „ „ Meyrez 

* „ „ Alioth 

{ „ „ Mizar 

ij ,, „ Be nehuisch 


Parallax. 

Litfit 

Pistanc* Id 

Mignilndr*. 


jrur». 

miles. 


0-04*1 

. '71 . 

41 6 billions 

. 1*89 

•(ISO 

. 41 . 

23!* „ 

. 217 

•oiu* 

. 33 . 

11*3 „ 

. 2-30 


not vel ascortainoil 

. 3*20 approx. 

•osl 

. 40 . 

236 „ 

. 1*80 


not yet ascertained , 200 approx, 
immeasurable . 1 ’77 


ll will be seen trom this that, though in the same constellation, these star* 
have no physical conned ion with each other. I>ubhe and Brut (natch are 
approaching the earth at approximately 40 and 32 miles a Second, respectively; 
and the remaining live arc receding at about 20 miles a second. 


Cassiopeia’s Chain is moored in space on the opposite side of 
Polaris to what the ‘ Plough ' is, and at about the same distance 
from it The five stars make a straggling W, and a worse M, 
according to which side is uppermost As a chair it is very 
ricketty, aud of the back-breaking type. Some gifted people 
even see a footstool; but then some people would sec anything 
anywhere, whilst others at times are unable even to see a hole in 
a 40-foot ladder. The constellation does not set in these lati¬ 
tudes. 


Cyonus is Latin for ‘ Swan/ but it might just as well be 
Greek or Sanscrit, for the swan is invisible no matter how you 
may twist your neck to look at it. Cygnus makes a goodish 
cross lying on its side when rising or setting, but it also makes 
a capital boy’s kite. First, consider it as a cross. From head to 
foot along the middle line tliero are four stars ; the two more 
northerly being fairly respectable in brilliancy, and forming 
the head of the cross, naturally look down upon the two dimmer 
stars at tin* foot. The transverse stars are three in number, 
including one of those already mentioned, because the centre star 
counts in both directions. These six constitute the cross, which 
is 22° IS in length, and 10° 7' from side to side. 

To make a kite or cross-bow, look right and left of the star at 
the head, and a fuintish shir will be discerned, forming a curve 
with it and those at the side. As a kite, therefore, there are 
eight stars : the two at the foot, and the two helping to form the 
bow, are the faintest of the lot. Cygnus lies between Vega and 
the ‘ Squ ire of Pegasus.’ 
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Square of Pegasus. —Though sufficiently noticeable when 
looked for, is not altogether true in shape, none of the sides being 
of equal length. 

A line from Polaris a little outside Caph (/3 Cassiopeim) will The Polnterf 
find it. The ‘ Plough ’ and the ' Square' are on the meridian about <> f Pegasus, 
the same time, the one below and the other above the Pole. The 
stars marking the corners are Alpheratz in the N.E., Algenib in 
the S.E., MarJcab in the S.W., and Schcat in the N.W. 

A line from MarJcab through Scheat points nearly to Polaris: 
these, therefore, are the ‘ Pointers of Pegasus.’ 

Orion. —Taken all in all, this is the finest combination of 
celebrities in the heavens. It is absolutely unmistakable, not 
only from its own brilliancy and form, but on aeeount of its 
splendid surroundings. Orion, who was a mighty hunter in 
olden times, may justly be said to move in the highest stellar 
society. 

As usual, however, the Giant is not at home in his celestial 
abode, but a quadrilateral figure is formed by Betelguese in the 
N.E., Bellatrix in the N.W., Rigel in the S.W., and * in the S.E. 
corner. It is a thousaud pities that k is not at least as bright as 
its diagonal vis-k-vis Bellatrix, but Providence has willed other¬ 
wise. 

In the centre of these four are three of the 2nd mag. lying 
nestled together, and very nearly in a straight line. They point 
N.W. and S.E., and— mirabilc dictu — are spoken of as ‘Orion’s Orion* beu 
Belt.' Lying as it does on both sides of the Equator, and having 
so many finger-posts, Orion is a particularly useful coustellation 
for star-finding in either hemisphere. 

The Lion (Leo) requires the aid of a powerful imagination to 
be recognised as such. But though a singularly poor specimen 
of that king of animals, six of the stars bear a marked resem¬ 
blance to a sickle or reaping hook, Regains, of the 1st mag., being The ’ sictie. 
at the extremity of the handle. It is remarkable as the point in 
the sky from which the November meteor showers seem to 
radiate. 

A line through Phecda and Megrez, away from the Pole, will 
pass through the * sickle.’ 

The Crow (Cowus) would require a ‘chappie’ to be ‘three sheets 
in the wind ’ before he could see a bird, black or white. A much 




The Culler's 
mainsail. 


Vide pictorial 
explanation 


SCHEDAR 

(a Cauiopelx 


043 CORPUS, SCORPIO , ASD CRUX. 

better crow could probably be made with the agricultural imple¬ 
ment vulgarly termed a spade. A seaman, however, would have 
no difficulty in finding this constellation if described as a ‘Cutter’s 
mainsail,’ and for the purpose of this chapter, a ‘Cutter’s main¬ 
sail ’ it shall be. ($ Go'vi is at the clew, and S is at the peak. 
The gatf points to the brilliant Spica, within easy hail. 

The Scorpion (Scorpio) needs no special mention. AnAires— 
the principal star—is easily picked out. This group is useful in 
finding the two * Kiffas’ to the north-westward. Kiffa Austr. 
lies about midway between A crab and Spica. 

The Southern Cross (CVu.r), so far as its shape and brilliancy 
go, is rather a fraud. Still, there is sufficient of the cross about 
it to render it easy to find, especially as it is flanked by two stars 
of the 1st mag. pointing right at it. 

To ‘Cape Horners’ it is a circumpolar group, and at its lower 
culmination is of course seen upside down, a phase of position 
which still further detracts from its merits and dignity as a cross. 
Nevertheless, romantic young ladies love to gaze at it whilst the 
waters ripple by the side of the ship. The effect is enhanced if 
a good looking officer should happen to be close by to explain 
matters celestial. 

In the following description of how to find the stars, it will 
be noticed that in each case—when possible— several inodes are 
given. This might seem superfluous, but it is really not so. For 
example, if an attempt were made to find a certain star when 
only 12 or 15 above either horizon, it might happen—and 
probably would happen—that some of the directing marks had 
either already set (if to the westward), or had not yet risen (if 
to the eastward): or a part of the sky might be clouded. The 
others would then come in handy; but in any case, by multiply¬ 
ing directions, the process of becoming acquainted with the stars 
is materially expedited. One star will be found to prove a key 
to another, that one to the next, and so on until the learner is on 
terms of intimacy with all that are worth knowing. 

Viewing this constellation a a a chair, NVW-ir—its principal star—is at the 
1 h 1 1tom of the Kick leg. but such people as arc not preternaturally gifted 
will prohuhly fail to iWover a chair-leg, hack or front: go, taking it aa a \V, 
,SW«* tor is at the fiM>t of the right hand portion of the letter. Caj>h (3) is at 
the top of the same part, and > at the top of the centre portion. 
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A line from A Hath (*)— the third star in the handle of the ‘Plough ’—through 
Polaris, leads dead straight to the middle star (y) in the AN'. 

The parallax of Caph is 0"*154, equal to a distance of 124 billions of miles, 
or a light journey of 21 years. 

When Cassiopeia is on the meridian below the pole, it resembles a 
straggling W, and when on the meridian above the pole, a very indiflerent M. 


Availing ourselves of the kindly services of the omni-present “ Plough,” a CAPELLA 
line from Megrez through Dubhe will pass between Capella and Menkalinan ( ,T Aung3C ^ 
(P). Capella is 49]:° from Dubhe. Perhaps the easiest way to find it is by a 
line from Caph (P Cassiopeiae) through y Cassiopeia?, and at a distance from 
the latter of 39|° will be found Capella , the second in command of the Northern 
Hosts. Vega, however, makes a good ‘ under-study,’ and would be ready to 
step into the place of Capella should that mighty luminary be snuffed out. 

A line at 30|° from Aldebaran iu the direction of the handle of the ‘ Plough ’ 
oannot fail to point out Capella ; or a line from Regulus carried 5° or 6° 
eastward of Castor will do the same. 

Sirius , Betelguese, Nath, and Capella arc, to the eye, all four roughly equi¬ 
distant ; the connecting line is so slightly curved as almost to pass muster 
as straight. The droop of the curve is towards Aldebaran , which, with Betel¬ 
guese and Nath, forms nearly an equilateral triangle. The opposite or hollow 
side of the curve faces the “ Twins.” 

Capella and Rigel culminate within half a minute of each other. 

Spectroscopic analysis gives every indication of an almost perfect consti¬ 
tutional similarity between our Sun and Capella. The actual diameter of 
Capella is about 18 times that of the Sun, and if the latter were placed at 
the same distance as Capella it would shine only as a star of the 6th mag. 

Capella is receding from us. 


Menkalinan lies 7£° to the eastward of Capella in the direction of Castor MENKALINAN 
aud Pollux. Being so close to its chief, Menkalinan is easily spotted. (p Aurigae). 


Andromeda and Pegasus adjoin each other ; in fact Alpheratz , the principal ALMACH 
star in Andromeda, forms the N.E. corner of the ‘ Square of Pegasus.’ Scheat ^ And r«wn®d*) 
(p Pegasi) stands at the N.W. corner of the * Square,’ aud if we make this the 
starting point, and—drawing a line through Alpheratz— continue it in a curve 
to the N.E. with the hollow side towards the pole, the line will pass first 
through J/ irach-Mizar (P), next through Almach (y), and terminate in 
Mirfack(a Persei). The five stars enumerated above arc roughly equidistant. 

About 9° or so to the southward of Mirfack , and about 12° to the eastward 
of Almach, lies the famous variable star Algol (p Persei), known as the 
“ Demon Star.” These three form nearly a right-angled triangle, with Algol 
at the right angle. 

The seven stars <* Persei; a, p, y, Andromeda? ; and a, p, y Pegasi ; form a very 
remarkable group : once recognized they will serve to identify several others, 
including Capella and the ‘Pleiades.’ 
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ARCTURUS 

(u Booli*). 


VEGA 

(« Lyr*). 


AR1DED or 
DENEB 

l*i Cygnl). 


Algeiba is the second star in the ‘Sickle’from Key ulus. Quite close to, 
on its southern side, is a star of the 6th mag. plainly visible with thf 
binoculars. 


Arcturus — a regular ‘ scorcher’—is easily found fr*m the 4 Plough’ by Ibl 
lowing the curve of the handle to a distance of 30 A* from Benetnasch. Of 
course the student knows already that Bentlnatch is the star at the extremity 
of the handle of the * Plough/just as Rcguhu is the star at the extremity of 
the handle of the ‘Sickle.’ 4 Plough’ and ‘Sickle’ naturally run together in 
one’s mind. 

A rctunis is slightly reddish iu hue, aud unmistakable as the brightest star in 
the northern heavens. In this respect it is hard pressed by Capelin aud Vega; 
whilst to the southward of the ‘line ’ it is surpassed by Sirius, Canopus , and 
» Centauri. So far no really reliable value has bccu assigned to its parallax. 
This, coupled with its great lustre, points to extreme remoteness, and to its 
being probably the most stupendous of all the suns within our ken. 

In composition Jrcfunw very much resembles our own sun, though there 
arc points of ditVereucc. Taking the ascertained parallax of 0"’01G, Arcturuj 
is about 100 times greater iu diameter than our sun, which means that it 
would just about till the space between this earth and its primary ! f ’ 
Arclurus is an approaching star. “ Pre/Hi re /or ramming." 


Vega contests for supremacy with Capelin. It is a toss up l>etwcen them 
A line from Dulke a little outside the * Guards,’ aud thruugh a smaller edition 
of the 4 Cutter’s mainsail 4 (part of Draco), leads to this magnificent bluish- 
white star. 

Also, a line from Jlegulus , nearly midway betwecu Arcturus and lienetnasch , 
will strike it. Neither of these lines are specially good in themselves, but 
they cannot fail to discover such a 4 blazer' as !7y«/. 

A liue from tbc tack of the real ‘Cutter’s mainsail’ (Corvns), through 
Spica, and a long way beyond (37 j 3 ), will fetch Vega. Also, a line frum 
Castor, carried 51i beyond Bolaris, will lead sufficiently near for identification. 
Vega, Arcturus, and Polaris , form a large right-angled triangle, with Vtja at 
the right angle. 

Taken with neighbouring faiut stars, Vega forms a small V, aud occupies 
the extremity of one arm : the other extremity is marked by a pair of faint 
stars lying side by side : a binocular is mostly required to separate them ; but 
with a good telescope and a steady support, etch of these two is seen to In? s 
close 4 Double.’ Vega itself lias a faint companion, regarded ns a good fi st 
for small astronomical telescopes. 

The apex or bottom of the V is likewise composed of a pair of faint stars. 
The common saving thut there are " wheels within wheels" is nowhere so well 
illustrated as in the starry firmament. 


A ruled is tho principal member in a large fairly symmetrical cross. It 
stands at the head, and may he found in several ways. 

A lne from Phee<la in tho ‘Plough,’ carried through tho outer ‘Guard/ 
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will nearly strike it: so also will a line from Mir fuck, between *3 and y of 
Cassiopeia. A rided and the three transverse stars (y, $, *) are the most notice¬ 
able in the cross, and brighter than Albireo in the foot; this latter lies about 
the middle, and a few degrees north-eastward of a line joining Vega and 
Altair. In fact Vega, Cygnus, and Altair are neighbours. Arided is 23|° 
from Yega. 

A line from Alphncca in the ‘Crown,’ passing a little north-eastward of 
Yega, will reach the centre star (y). 

A rided must be an indefinitely remote star, as efforts to determine its 
parallax have quite failed. Though it stands at the bottom of the list of the 
ten brightest stars north of the equator, it is a “ giant sun.” 

Polaris, Capella, and Arided form almost an exact isosceles triangle. 
When, roughly speaking, Capella has about the same altitude west that Arided 
has east, the isosceles triangle will be most apparent. About midway between 
the two, and lying under Polaris , will be seen Cassiopeia’s “ Chair,” if the 
observer be north of 50°. 


Altair lies between two much fainter stars in the same line. The three ALTAIR 
point almost fair to Yega. A line from Polaris through y, the centre star of (<* Aquiia;/ 
Cygnus, passes a little to the eastward of Altair. Also a long line from 
Phecda in the body of the * Plough,’ passing through Vega, and carried beyond 
it for 34|°, will strike Altair. 

A line from Alpheratz through Scheat will pass fairly close to Altair at 
491° from Scheat; but a line from Algenib through Markab will lead straight 
to it, passing on the way about 5° to the northward of Enij (t Pegasi). The 
three transverse stars in the cross of Cygnus (tf, y, t) point nearly to Enif. 

A line from y through P Cassiopehe leads to Altair , but taken in the opposite 
direction leads to Capella. All four, therefore, form a very long line, with 
Cassiopeia as half-way house. 

Finally, a line from Vega through p, in the foot of Cygnus, will pass close 
to Altair. It is one of the stars that are approaching this earth. 


Regulus is at the extremity of the handle of the ‘Sickle.’ A line from REGULUS 
Bellatrix through Betelguese leads straight to it at a distance from the latter (a Leonis). 
of 62i°. Or a line from Aldebaran passing midway between Pollux and 
Procyon will do the same. 

This star shews a well marked motion of recession. The ‘ Sickle ’ is 
remarkable as containing the point from which the periodic November meteors 
seem to radiate. 

At about the same distance (23°) from the middle star of Orion’s ‘Belt* ALDEBARAN 
as Sirius, but in the opposite direction, is ‘ ruddy Aldebaran .’ Its actual b* Tauri )- 
colour is pale rose. A line 15|° in length, extending from Bellatrix to the 
‘ Pleiades,’ just shaves Aldebaran in passing. Like Vega, it is a star in 
the foot of a small and faint letter, but in this instance the resemblance is 
more to the letter A. It is an aid to memory to associate A with A hlebaran 
and V with Vega. 
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Aldebaran is accepted by some as a standard fur stars of the 1st mag.; 
so also is Altair. By magnitude is meant brightness or lustre, and not actual 
size of the body itself; for example, Sirius, owing to its nearness and stage 
of its existence, outshines stirs known to be infinitely larger. 

By instrumental measurement ot Aldebaran and .4/tut'r, each is fouud to 
give exactly three times as much light as the 41 Pole star." In the same photo¬ 
metric scale the magnitude of A returns is expressed ns 0 0, and Sirius as — 14. 
The Latter gives uine times nitre light than Aldebaran. 

Stellar photometric values are nut yet quite on a satisfactory footing, as 
so much depends upon details of observation. Aldebiran is receding from u« 
it the rate of 30 miles a second 


Procyon is easily found. It is a brilliant star, though no doubt loses by 
comparison with Sirius. These two and Betrbjurs' form a conspicuous 
equilateral triangle, whose sides have a mean measurement of 26p. Retului, 
Alphard, and Procyon form a right-angled triangle, in which Al]>hard 
occupies the right angle, aud lies to the southward of the other two. 

rroq/an is receding at the rate of 27 miles per second. This is slow 
compared with some. Velocities of 100 miles a second are not unknown. 

Sirius, the ‘Dog-star,' has poetically been termed the ‘Monarch of the 
Skies,’ being far and away the brightest of all the stars. In certain weathers 
it sparkles with the colours of the diamond, though its actual colour is white 
with a bluish tinge. The three stars in Orion’s ‘ Belt' point nearly to it. To 
find it no other assistance is required, scarcely even this much. 

The mass of Sirius is about 2 j times that of our sun. It has a companion 
about the same size as the latter, but at present the two stare are so close 
that no telescope will divide them. The companion is of the 10 th mag., 
and was discovered by Alvan Clark in 18G2. The jieriod of revolution of 
•Sirius and its companion is, according to Core, al>out 58$ years. 

Sin us emits about 40 timen more light than our sun. 


Castor and Pollux lie only 4J° apart Pol'ux (<*) is the more southern of 
the two, and slightly the brighter. A line from Mir/ack through Capclli 
leads straight to Pollux. Also, a line from Iliyel through the middle star «»f 
the ‘ Belt,' and thence onward through y Gcminomm, will conduct to the 
‘Twins.’ y Geminorum is a Xaut. Aim. star of mag. 2 0 , and lies nearly mid¬ 
way between Betelyues* and Pollux. So far, astronomers have not been ablo 
to assign it any |>arallax. It may therefore bo regarded os immeasurabb 
in distance It is named Alhma 

Pollux, Cas'or, Menka’man, and Capella , form a lung flat curve, with a 
gap between Castor and Menkalinan big enough for two more stare to com¬ 
plete. Pollux is one of tho bright stars of the northern hemisphere, but near 
tho 4 bottom of the class.’ 

Castor (<%) is a very lino specimen of a binary star ; that is to say, it lias a 
companion (3rd mag ), and the two revolve round each other iu a period ol 
about 1,000 years. A good ship’s telescope will separate them. 
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Mizar, AHoth , Megrez, and Merab (four stars of the ‘Plough,’ all nearly 
in a line) point to Castor at 43° from Merab. Merab, Castor , and Capella, 
form a right-angled triangle, the right angle being at Castor. 

Castor and Pollux lie about midway between the square of the * Plough ’ 
and the square of Orion. They ruu nearly parallel to the ‘Pointers,’ and are 
separated from each other by only 1° less than the ‘ Pointers.’ 

Castor, Procyon , and Pollux pass the meridian in this order at intervals of 
five or six minutes. 


A liue from Polaris through Arcturus leads a little eastward of Spica. 
It has already been stated that Arcturus is easily found oy following the 
curve of the handle of the ‘Plough’; well, by continuing this curve for 32f° 
beyond Arcturus, you come to Spica. To the eye, therefore, it is roughly 
about as far from Avcturus as the latter is from Penetnasch. 

Spica, Denebola , and Arcturus form very nearly an equilateral triangle. 
The sides are 


Spica 

35° 

Denebola. 

Denebola 

35j° 

Arcturus. 

Arcturus 

32|° 

Spica. 


The gatf of the ‘Cutter’s mainsail’ (Corvus) points dead straight at Sjuca , 
which is 14i° from Algoreh , the star in the peak. Spica is approaching us. 


Alphacca, though not in itself very bright, is couspicuous among six faint 
stars forming a segment of a circle, which, by a little stretch of the imagin¬ 
ation, might be taken to bear some resemblance to a crown ; this constellation 
is accordingly termed the “ Northern Crown.” 

A line from AJphard carried 19£° beyond Arcturus leads to Alphacca; or a 
line from Dubhe carried through between the three stars forming the handle 
of the ‘ Plough ’ cuts it in another direction. The distauce of Alphacca appears 
to be immeasurable. 


Regulus, Alphanl, Procyon, and Pollux would form a decent oblong were 
it not that the last uained prefers the companiouship of his brother. A line 
from Algeiba (the 3rd star in the ‘ Sickle ’) through Regulus (the 1st star in 
the ‘Sickle ’) points nearly to Alphanl at 23° from Regulus. 

A long line from Arcturus to Sirius picks up Alphanl on the way. A hue 
from Rig el through « Orionis passes near it. 

Alphanl, Procyon , y Geminorum, and Nath are all in a straight liue, having 
an easterly and westerly bearing. Regulus, Alphanl, and Procyon form a 
right-angled triangle, the right angle being at Alphanl. 

Alphanl might appropriately be dubbed the ‘ Lone Star,’ as it is the only 
one of the 2nd mag. in an area of about 40° square. In Arabic, Alphard 
means “ The solitary one.” 

z 


SPICA 

(a Virginia) 


ALPHACCA 

(a Corona.) 


ALPHARD 

(a Hydra). 
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NATH 

[A Tauri 


ANTARES 

;<i Scorpii). 


KIFFA 

BOREALIS 

( t Libra:) A 

KIFFA 

AUSTRALIS 

* ft Libra:). 


RAS 

ALII AGUE 

(it Ophluchi). 


This star and Jiellatrix are on the meridian at the same time, and distant 
from each other 221*'. It happens that this is also its exact distance from 
Betdjuese. 

A line frum Scholar carried 3U° beyond Mir/ack will fetch Xath : all 
three are in a perfectly straight line. A line joining IiclUitrix and Polaris 
will pass through Xath, and a little eastward of Ca/xll i. 


This is a red star, and, after the manner of Altair, lies l>etwcen two fainter 
ones ; but in this case the three are bow-shaped. The bow points to a larger 
one close by to the north-westward. Their respective lines of direction cross 
at a wide angle—probably about 70°. 

It is important to notice well these two bows, because with their aid it is 
quite ca-^y to find <i ami /3 Libra*. The larger bow is formed by Arrab 0* 
Scorpii) to the northward, & Scorpii in the middle, and Scorpii to the 
southward. 

Arcturus, Spirit, and Antares form a right-angled triangle, with the right 
angle at Spied. A line from Aljdba through Spirit will lead right to .1 ntares, 
at 40° from Spirit. 


KijTa Borealis is barely 1)1° from KijTa Australis (a LihrteV A line from 
I!e<jnlus through S/dca leads to Kiffa Australis, at a distance from Spiea of 
rather over 2U J ; but these two KijTis can be better found thus:—A line 
from ntares carried north westward through A crab leads to Kijfi Borealis 
at about 1G from Acrab. 

The gatf of the ‘Cutter’s mainsail,’extended a little south of Spica, cuts 
KijTa Borealis in another direction. 

A line from Ant ires carried 18 U beyond the middle star of the large bow 
leads to KijTa Australis. 


lias Alli h/ue, with Ve>ja and Altair, form an isosceles triangle, Altair 
being at the apex. The sides are 


Altair 

3U« 


A tnr 

334 

lias Alha-jue. 

IV;/< 1 

2:>4 

lias A!halite 

A line fr m Artunis lo 

.1 /a r pa • 

es some -P r .V tu th of lias 


and a line from Jufuiv.i to Ve<ja will almost pass throegh it. 

A line from /’ /-ins, pas. itig between Ktanui {y hraeonU) and Aland,l 
(0 1 Ir.ieonb), strikes A* is Alh ijue at about 3:*^ fr -m lit mm, and 30j° from 
A f iv till. This is an excellent mirk. Kt min and Altai,l (tw . XauL Aim. 
stars) are lia’f way between Polaris and ll is .1 'lutjue : they follow each other 
on the nicndihn at an intortal of two minutes. 

The three trail verse stars of Cygnus point westward to Kt nun ami 
A'wahl: all I've are pretty much in the same sired, lit,min is just I 14 ® 
from Veja. A Ur.uoiiw is also called Jlastab in. 
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A line from Betelguese in a north-westerly direction through Aldebaran, 
and at a distance from the latter of 35j°, will lead nearly to it. Also, it will 
be found half way on the line joining Algenib and the ‘ Pleiades.’ 

A line from Scheat through Alpheratz, at a distance of 271° from the 
latter, will pass a trifle northward of llamel. It is therefore uearly double 
the distance from Alpheratz that Alpheratz is from Scheat. 

Hamel, Menkar, and the ‘Pleiades’ form an equilateral triangle with sides 
of about 23°, Menhir being at the southern corner. 

Hamel has a neighbour named Sheratan (p Arietis, mag. 2 ’ 8 ) lyiug about 4° 
to the southward and westward. At about 1£° to the southward of Sheratan 
is the faint star Mesartim (y). 

Sheratan and Hamel point straight to Capella at a distance of 44° from 
Hamel. The latter lies nearly due west of the ‘ Pleiades.’ 


Menhir lies nearly in a straight line from p Andromedce through Hamel, 
at a distance from the latter of 23$°. Hamel is about half way. 

A line from Sirius through Rigel will lead to it at 351° from Rigel. So 
also will a line from Procyon through Bellatrix , with the latter as ‘ half-way 
house.’ 

Menkar lies between Rigel and Algenib , but nearer to Rigel. A line from 
Capella, through the ‘ Pleiades,’ points nearly to it. Menkar must not be 
confounded with its younger brother ( 7 ), which lies about 4|° to the south¬ 
ward and westward. 


A liuc from Aldebaran through Menkar, carried on for 40J°, will lead to 
it. For stars belonging to the same constellation, Menkar and Deneb-Kaitos 
are rather widely separated. 

A long line from Arided through Markab goes straight to it. A line from 
Alpheratz through Algenib , and extended 34°, goes near enough to indicate it. 


Nearly 6 ° to the westward of Sirius is Mirzam {p Canis Maj.) A line from 
Betelguese midway between Mirzam and Sirius will strike Adara at 12 |° 
from Sirius. 

Or, a line from Betelguese through Sirius takes straight to <5, about 31° 
to the N.E. of Adara. $ and t are therefore near neighbours. 


A line from Scheat through Markab , carried nearly due south for 441° from 
the latter, will strike it. The same line carried in the opposite direction 
leads to Polaris. 

Fomalhaut, Scheat , and Markab pass the meridian within a few minutes 
of each other. 

A very slightly curved line from Aldebaran through Menkar , and onward 
through Deneb-Kaitos , will lead to it at 2G|° from the latter. This is a long 
Btretch, but serves its purpose well. The four stars are roughly equi-distant. 


HAMEL 

(a Arietis). 


MENKAR 

(a Ceti). 


DENEB 
KAITOS 01 
DIPHDA 

(P Ceti). 


ADARA 

(f Canis 
Majoris). 


FOMALHAUT 

(a Piscis 
Australis). 
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navigational stars and 


CANOPUS 

(a Arffls . 


ACHEKNAR 

(a Eridanil 


THE 

SOUTHERN 

TRIANGLE 

a TrUaguii 
Australis 


THE 

PEACOCK 

a Pavonis . 


THE 

CRANE 

a Grul* 


THE 

PHCENJX 

fa Phirnicls). 


A line fr»m Vega passim; eastwaril uf Altair will shew the position of 
Fomalhaut at 50° from A hair. 

Though Fomalhaut is very nearly a star of the 1st m;i;, the light of Sirius 
exceeds it twelve times ; ergo, Sirius is “ somebody.” 


Canopus ranks next to Sirius in brilliancy, and bears from it nearly S. 5° 
W., distant 3Gj°. It is therefore easily found. From Fomalhaut , C'tnopus 
is distant 7*i°, and about half ms far from Achernar. 

Up to now, Astronomers have failed to detect any reliable parallax in 
this brilliant star, and should further research confirm this, the light >f 
C inopus luu/t take at least 6. r > years to reach us—probably much longer. At 
a distance demanding a light journey of this duration, our own sun would 
only appear as a star ot the 7th mag., and barely visible to the best unaided 
sight From this it is calculated that Canopus is brighter than 2500 suns 
like <airs ! ! ! 

It requires a pretty heavy purchase to hoist this in ; nevertheless, it is true 
so lar as our present knowledge goes. 


This star and /9 (Antuuri arc almost exactly on opjjosite sides of the soutL 
pole, so come t) the meridian near about the same time, one above, and the 
other below it. Bearing this in mind, uud as p Ceiitauri is »juite unmistak¬ 
able, there can be no ditfieulty in finding Achtrnar. It is G2i° from p 
Ceutauri, with the Pole half-way between them. 

A heritor lies 40° eastward of <i Pavonis, and, for finding purposes, hits 
practically the same declination. It lies nearly on a line joining Canopus and 
Font i haut, and at an e<pial distance from both. 


•> in The Sout/um Tri mgle is the most southern star in the list, and lies 
nearly due south of .Inform at a distance of 12 $°. It is 2Gi' > fnm a Pavonis, 
nil I about the same fmm p Cruris (east side of “Southern t’ross"). The 
e:est side of the “ Cross ” is that side which is next to the “ Centaurs.” 


A line from i and P of the “Southern Cross” through a Tri. Austr will 
indieitc it. a Tri. A i*tr. is about midway between 8 Cruris and a Pavonis : 
its exact distance from the 1 it ter is 2G° 23'. 


The Cmne is lsi c from * Pavonis in a N.K’ly dir* rtion ; and from F m »/- 
hau* it 1 tears S.S.W. i W. It is therefore nearly midway between 

them. Its proximity to these two stars makes it easy to find. 

From .1 eArniiie « 11 nils is 32 


a in The Than i is 2tl° to the smthw.ird of Deneb A' tifs. It lit « 
n< arl\ ii id way betwetii .1 he n tr uni F ma/ha /, though n *t in a straight 
line with them 
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A line from Procyon through Regulus leads straight to Denebola at a dis- DENEBOLA 
tauce of nearly 2 t|° from the latter. If this line be carried on for 351°, it ip Leonis). 
will pass a little to the southward of Arcturus. From these measurements 
it will be seen that Denebola lies rather better than half-way between 
Arcturus and Regulus. 

To the eastward of the ‘ Sickle 1 are three stars iu the form of a right angled 
triangle ; Denebola is the most eastern aud brightest. 


A line from 7 of the “Guards” through Polaris leads near Mirfack. Also, MIRFACK 
it can be cross-cut by a line from Pollux through Capelin , at a distance of 19° (a Persei) 
from the latter. 

A diagonal line from Phecda (y), through the body of the ' Plough,’ to 
Dubhe (<*), points dead straight at J firfack. Also, a line from 7 Cassiop. 
through 6 Cassiop. points nearly to J firfack. 

It is distinguished as the principal among a festoon of stars in this part of 
the heavens. Between 9° and 10° southward of Mirfack is the famous 
variable star A Igol (P). 

A line from Menkalinan through Capella points to Algol , and if continued 
will reach Algenib. 

A line from Markab through Alpheratz leads fair to Mirfack. On the 
way it passes a few degrees north and westward of d and y Andromedfle. 

The star cluster in Perseus is well seen with a binocular. 


Alpheratz stands at the N.E. corner of the ‘Square of Pegasus.’ p and ALPHERATZ 
y Andromedoe aud Algol , tailed on to the ‘Square ’ at this corner, constitute ( a Andromedae )- 
a large edition of the ‘ Plough,’ with Scheat and Markab as ‘ Pointers.’ 

A line from 7 to q Cassiop. ( Sehedar), will pass through the middle of the 
' Square.’ 

A line from Polaris passing through Caph (p Cassiop.) will point out 
A Ipheratz at 30° due south from Caph. The two last named pass the meridian 
within a few seconds of each other. 

Polaris, Caph , Alpheratz, and Algenib are all nearly in a row. 

Aline from Caph through Sehedar points straight to Almach (y Andro- 
medee). 

a Persei, 7 , p, and a Andromedre lie in a curve and roughly equi distant. 

The hollow side of the curve is towards Cassiopeia’s ‘ Chair.’ 


Algenib marks the S.E. corner of the ‘Square.’ A line from Capella ALGENIB 
through Mirfack will lead to it. 

A line from Vega through the middle star ( 7 ) iu the Cross of Cyguus leads 
through 0 Pegasi straight to Scheat , and thence diagonally across the ‘ Square ’ 
to Algenib. 


Markab indicates the S.W. corner of the ‘ Square.’ A Hue from it through MARKAB 
Scheat at the N.W. corner leads to Polaris. Therefore, these two may appro- («■ Pe e asi )- 




OUR DISTANCE FROM TTIE STARS— 


SCHEAT 
(P Pesra*'’ 


PHACT 
(o Cotumbae) 


CENTAUR 
No. 2. 

{p Centauri). 


Annua 
Paralla * 


priatcly be described as the ‘ Pointers of Pegasus.' Tliey pass the meridian 
within a minute of each other. 

A line from Polaris carried a shade outside (westward) of Ca/>h (p Cassiop.) 
will pass through the centre of the ‘ Square.' 


Scheat is not given in the Xaut. Aim. for 18Do. This corner (N.W.) of 
the ‘Square’ is well marked by two neighbouring stars, distance about 5°, 
forming with Scheat a small triangle. 

The ‘ Square of Pegasus ’ is a good sky mark for a large number of stars 
both far and near. 


A little westward of a line from Aldebaran , through Rigel , at a distance of 
2G}° from the latter, is Phacl. Or it may be found by a line from Retelguese 
through « Ononis at a distance of 2 tip. 

Phacl and « Orionis pass the meridian with an interval between them of 
seven minutes. Phacl comes first. It is on a line between Iligel and Cano/ais . 


Centaur No. S. cannot be mistaken, being the nearer of the two to the 
‘Southern Cross.' Its neighbour (<* Centauri) is nearest to earth of all the 
fixed stars, and the determination of its parallax is supposed to be the best 
yet made. 

a Centauri is a double star, that is to say, it is one which, with the aid of 
the telescope, can be separated into two. Such stellar pairs as are known to 
be in orbital movement, or revolving round their common centre of gravity, 
are termed “ Binary Stars." o Centauri belongs to this class. The porh'd of 
revolution of the two components is computed to be 86 years, and their mean 
angular distance apart as seen from this earth is 18*. Any one not versed in 
such matters might wonder how two immense bodies could «» ve round each 
other without danger of collision, but wonder will cease when it is understood 
that 18* in their ease represents a distance apart of (in round numbers) one 
thousand million miles, or about eleven times the distance between the earth 
und sun. 

Seeing that we are uow acquainted with many thousands such binary 
systems, we may reasonably infer that the stare are suns forming the centres 
of planetary systems similar to our own, but which, from their great distance, 
are invisible. For instance, if such a giant as Jupiter were to in vo round 
a Centauri at the same distance from that star as it is from our sun. not even 
the great Lick telescope would tliable us to see it 

Though, as just stated, «* Centauri is the nearest known star, tho distance of 
p Centauri u immeasurable ; bo lu re we have a case of two neighbouring stare 
in the fame e uisteUation, and of nearly espial brightness, separated in space 
by a gulf ..t iuc »neeival h* va. tne*. 

•< Centum and its c unpiinion emit about 2$ times the light of the Bun. 

With regard to the paradox of the stare: of late years there have been 
many workers in this field of research, but the quantities are so extremely 
minute, and in this connection so very htth* means so very uineh, that except 
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in a limited number of cases the distances arrived at can only be accepted as 
the very roughest approximations. 

Suffice it to say that, to the extent of a few billions, more or less, As¬ 
tronomers are pretty well agreed as to some of the nearer stars. None have 
yet been discovered with a parallax amounting to even a single second (1") of 
arc, which proves that no star exists within 20 billions of miles of the earth. 
Try and realise 20 billions. It means 20 millions of millions ! ! 

The undermentioned are a few of the best known nearest stars :— 



Magnitude. 

Parallax. 

Light years. 

Miles. 

a Centauri 

+ 07 

+ 0"*750 

4-3 

25 billions. 

61 Cygni 

+ 5*1 

+ 0 -433 

7*5 

44 „ 

Sirius 

- 1*4 

+ 0 388 

8*4 

49 „ 

Procyon 

+ 0*5 

+ 0 '341 

9-6 

56 „ 


Let it be understood that brightness or magnitude cannot be considered a 
test of distance, stars like Arcturus, Belelguese, Canopus, and Aridecl being 
infinitely further oft’ than some fainter ones like 61 Cygni (mag. 5T) a Draconis 
(mag. 3’6), &c. 

For further confirmation, take a Centauri and Arcturus, which have prac¬ 
tically much the same magnitude; light from the first named requires 41 
years to reach us, as compared with some 200 years or so from the other. 

Allair and Aldebaran are closely comparable in magnitude, yet Aldebaran 
is more than double the distance from us. 

Polaris has a light journey of 42 years, but its near neighbour Kochab 
ip Urs. Min.), with but slightly less brilliancy, has a light journey of 148 


Star 

distances. 


years. 

Take Sirius and Canopus ; one 8£ years, the other 109 years. Cases might 
be multiplied. 

At present, stars of the 18th magnitude constitute the seeing limit of the 
very biggest telescopes. It is calculated that light from some of the 17th 
mag. stars takes probably 30,000 years to reach us ! ! ! 

Revelations such as these give one some faint idea of the sublimity of the 
Universe, and of the completely insignificant part played by this our earth in 
its composition. 

A regular and moderate curve from Arided (a Cygni) to Polaris will pass ALDERA- 
first through Alderamin and next through Alphirk. The convex side of the ^ cephei) and 
curve is towards Cassiopeia’s Chair. These two stars are about 8° apart, and ^LPHIRK 
of the respective magnitudes of 2‘6 and 3*4. A line from Schedar through ^ Cephei ) 
Caph points straight to Alderamin. 

Note.— With regard to magnitudes, it is obvious that some star must be selected as a 
standard. The adopted unit of brightness is that of Aldebaran, which is accordingly 
designated 1*0, and the remainder are valued by photometric eomparisou. The mags, of star 
the seveu stars brighter than Aldebaran are indicated by figures less than 1‘0:—thus the magnitudes, 
value 0-0 for Arcturus indicates that star to be one mag. brighter than Aldebaran; and 
the value minus 1‘4 for Sirius makes it 2-4 mags, brighter than Aldebaran. 

To get at a star's distance in “Light-years” the formula is D y p" bein S 

parallax. A star’s distance in miles is determined from the equation. 

I > = 206265 x R j, being sun’s distance. 
m p " ' ° 

Astronomers now look hopefully to photography to supply more reliable measures of 
stellar parallax ; so it is hardly worth while altering those given herein till something 
really definite has been arrived at. 
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i*i». 

I'l* 

Photometric 

N A MEM. 

KiirU 
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V car*. 

UllM. 

- _ _ 

.. ■ ■ ■* - 1 



— 





1 

II. 

M. 


# 



21 

Alplieratz (a Andromeda) 

0 

3 

2v5 N. 

0 059 

55 

324 

30 

Algenib (y Begasi) 

0 

S 

14 6 N. 




24 

•- (a Bhermcis) ... 

0 21 

42 9 S. 




2-2 to 2 S 

•Schedar (<• < ’assiopeice) 

0 

35 

56 0 N. 

036 

91 

532 

O- ] 

Peneb-Kaitos (/3 * ’eti) 

0 

38 

ISO S. 




10 

‘Achernar (« B.ridam) 

1 

34 | 

57'8 S. 




2*1 

. Almach (y A ndromedtr) 

1 


41 s N. 


41 

242 

20 

llamel (a .1 rift i .<) 

2 

i 

23 0 N. 

*079 

27 

1 Menkar (a f Vft) ... .. | 


57 

3-7 N. 




19 

"Mirfackja/Vr.<«) 

3 

IT , 

49 5 N. 

0S7 

37 

220 

1*0 

Aldebaran (o 7'auri) ... 

4 

30 

1G 3 N. 

101 

32 

Is9 

02 

Vapella (.« Auriga) 

5 

9 1 

459 N. 

•095 

34 

202 

03 

Rigel (£ Oricnis) 

5 

10 , 

S 3 S. 

■010 

81 

478 

1*9 

Nath (B Tauri) ... 

ft 

20 

2s 5 N. 

•003 

.2 

304 

is 

| Alnilani (» Orioms) ... 

5 

31 

13 S. 




2-7 

•Pliact (o CoiumUr) 

5 

36 

341 S. 




1 0 to 1-4 

Belelguese (a Orion is) 

5 

50 

7 4 N. 

022 

14 S 

S70 

2 1 

Mcnkalinan (B Auriga) .. 

5 

52 

45 0 N. 

062 

53 

309 

0 4 

* Canopus (a Argils) ... 

f> 

22 

52 0 S. 




14 

Sirius (a Cants .1/ iji.ru) ... 

f> 

41 

10 0 S. 

•3SS 

8 

49 

15 

AdAra (* Canis Mnjoris) 

C 

55 

28 S S. 


16 

97 

16 

•Castor (o a Gcminorum) ... 

1 7 

23 

32 1 N. 

19s 

05 

Procyon (o Canit Minor is 

7 

31 

ft-5 N. 

■341 

10 

56 

1 1 

1 Pollux (B (leminorum ) 

1 7 

39 

283 N. 

057 

57 

336 

2 5 

•Turcis li Argils ) 

9 

14 

5s S S. 




20 

Alphard (a llydr, r) 

1 

22 

s-2 S. 



215 

14 

Regultis (a I.coni.*) ... 

Algeiba (y 1 Leo ; is) 

•Ihibhe (a Crsa Major is) 

10 

10 

3 

12 5 N. 

089 

37 

14 

20 4 N. 

2 0 

1 10 

57 

1*2*3 N. 

046 

71 

416 

2*2 

Denebola (/9 I.conit) 

11 

44 

15*2 N. 

1 029 

112 

660 

1-3 

• -(o l frt/<ri,t) 

12 

21 

02 5 8. 




1-2 

Sptca (a Virginis) 

13 

20 

10 OS | 

L 



20 

•Benetnasch (n Vrsa Major is ... 

13 

43 

49*8 N. 

Inline usura'le 

1*2 

•-(0 Cr»i/.ii/n) 

13 

56 

1 59 9 S. 

! Inline .tMira 

' *le 

00 

A returns (a Boot is) ... 

14 

11 

19 7 X. 

t)IO 

20t 

1196 

21 

*Kochab(/9 Ursa Mi nor is) 

14 

51 1 

74 0 N. 

•022 

1 IS 

S‘0 

27 

Kilia-Borealis (B / ibnr) 

15 

11 

9 0 S. 



ble 

24 

Alpliacca or Gemma (a Coron /) 

ir> 

30 

27 1 N. 

Imrne asura 

29 

A crab (B‘ Srorpti) 

15 

59 

1 19*5 S. 




11 

An tares (a Scvrjsii) 

1C 

23 

20*2 S. 




2 "2 

* -(a Trianguli Austrahs) 

10 

38 

OS *8 S. 




2‘2 

Has A lit Ague (a Ophiuchi) 

17 

30 

12 0 N. 




0-2 

‘Vega (<» Lynn 

IS 

33 

58 7 N. 

092 

35 

208 

10 

Altair (« Aquilae) 

19 

|~ 

s f. N. 

*211 

15 

89 

2 1 

*- (a /‘rtPO/!«.«) 

| 20 


1 57 1 N. 




1'5 

•Aridetl or Deneb (a Cyyni) 

20 

3S 

44 9 N. 

I mint' 

asura 

ble 

24 

Knif (t Began) ... 

1 21 

39 

9*5 N. 




19 

• (a (Jruis) 

1 .)•> 

2 

17 5 S. 




1-3 

•pomall nut (a i'iscis Australis) 

4>.l 

52 

30*2 S. 


I 40 


26 

M.irkab (a Bog in) 

' 23 

00 

I I *0 X 

Osl 


236 


Noth —'Hu* star* pr< f t II y • are iipce ally mrnti ned in 1 of I>ecky’a A It C Tat lc» : 
with t"< ei-cptnn*, ll e >1 I tat on* of the remainder come w thin the limit* of upper 
• ortinti of the aamc T.i11e Miikal nan hnt’ng appr innately the «an e dee 'nation m 
•\r il<* 1. the tabular vV Me* tv 11 do for «it’ur ; *o tl ,« only one not proa ded for is All* ach. 
Where l»<> n a»*. are uiven, the tar is aai at le. 
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FIFTY USEFUL NAVIGATIONAL STARS—EPOCH 1895. 



{In order of Declination.) 


Northern 

Hemisphere. 

Southern Hemisphere. 

Kochab 

74 6 N. 

Alnilam 

13s. 

Dubhe . 

62 3 

Alphard 

8-2 

Schcdar 

. 560 

Rigel .... 

. 83 

Benetnasch 

49*8 

Kiffa Borealis 

9*0 

Mirfack 

. 49*5 

Spica .... 

. 106 

Capella . 

45-9 

Sirius .... 

16*6 

Menkaliuan 

. 45-0 

Deoeb-Kaitos 

. 18-6 

Aridcd or Pcncb 

449 

Acrab .... 

19*5 

Almach 

. 41-8 

Antarcs 

. 26*2 

Vega 

38'7 

Adara .... 

28’8 

Castor 

. 32*1 

Fomalhaut 

. 30-2 

Nath 

2S'5 

Phact .... 

341 

Alpheratz . 

. 28-5 

a Phoenicia 

. 42-9 

Pollux . 

28-3 

a Gruis .... 

47-5 

Alphacca 

. 27*1 

Canopus 

. 52-6 

Hamel . 

23-0 

a Pavonis 

571 

Algeiba 

. 20-4 

Achernar . 

. 57'8 

Arcturus 

197 

Tureis .... 

58*8 

Aldebaran . 

1G*3 

/3 Centauri 

. 59-9 

Dencbola 

15*2 

a 1 Crucis 

62-£ 

Markab 

. 146 

a Trianguli Australis . 

. 68 8 

Algenib 

14-6 



Has Alhague 

. 12‘G 



Regulus 

12-5 



Enif . 

95 



Altair . 

8-6 



Betelguese . 

7*4 



Procyon 

5'5 



Menkar 

37 




INTER STELLAR 

DISTANCES—EPOCH, 1895. 



Achernar. 


Canopus (a Argils) . 

39 24 

- (a Pavonis) . 

40 7 

- 0 s Centauri) 

62 16 

- (a Phcenicis) 

IS 46 

--(a Gruis) 

32 51 




Aldebaran. 


Alnilam (t Orionis) . 

23 8 

Nath (/S Tauri) . 

16 45 

Bellatrix (7 Orionis) 

15 46 

Phact (a Columbce) 

52 49 

Hamel (a Arietis) 

35 32 

Rigel (fi Orionis) 

26 30 

Menkar (a Ceti) . 

26 7 
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f steu-stf.lt a u dista xcfs. 


Algf.nib. 


Markab (a Prgcisi) 

. 10 31 

- (a Phcenicis) . 

0 

. 57 31 

Scholar (a Cussiopei<r) . 

41 41 

Scheat 'fi Pegasi) . 

20 38 


Alpueratz. 


Algeuib (y Pegasi) . 

. 13 5* 

.Markab (a Pegasi) . 

. 20 12 

Caph (p Cassiopeia) 

30 0 

Scheat p Pegasi). 

14 13 

Hamel a Ariel is) 

27 7 

Schedar (a Cassiopeia) 

. 28 1 


Altair. 


Antares (a Scorpii) . 

. GO 13 

Has Alhague a Ophiuchi). 

. 33 32 

A returns (a Hoot is 

SI 13 

Scheat (p Pegusi) . 

49 17 

Arided a Cygni) 

. 3S 2 

Schcdar (a Cassiopeia) 

. 72 59 

Capella (a .*1 uriyr) 

115 12 

Spica a Virginis) 

97 53 

Knmalliaut (a Piscis .-1 ustr.) 

. 59 9 

Vega (o Lyr r) . 

. 31 11 


Ant arks. 


Acrab (P x Scorpii) . 

o 

. 8 35 

- (a Pavonis) . 

. 51 21 

- (P Ccntauri) 

42 0U 

- (Tri . Australis 1 * 

42 42 

Has Alhague (o Ophiuchi). 

. 42 7 , 




Arcturus. 


Alphacca (a Coro tor) . 

. It) 37 

Has Alhague a Ophiuchi) 

0 . 

is n 

Antares (o Scorpii) 

50 00 

Spica a I 'irg n is . 

32 50 

Capella (o A uriga) . 

. 102 59 

Vega (a Lynr) . 

. 59 2 

Dciicbola (p I.cun is) 

35 19 




Aridf.I). 


Alhireo (p Cygni) 

O * 

. 22 is 

Schedar o Cassu ;W»r) 

. 37 59 


Beli.atuix. 


Mcnkar (o (V/») 

. 3a 38 

Nath [P Prtri). 

. 22 10 


Hen etn asc*ii. 


Alphaeca a C> rot i r 

. 30 35 

!’ ihhe (a l .1/ tj.) 

. 25 42 

Atriums a Iloot is) 

30 37 

Hi oitus *a l.fn s) 

58 20 

Capella (a .1 ttrupr) 

. :i 20 

Ve.a (ai r) . 

. 51 OO 


11 bt klm»k.sk. 


.Vhernar a Kruian ) 

Hi 53 

1‘hact (q C> h ttilxr) . 

41 3s 

Adara (i Cun s Muj>ns) 

39 2s 

I’rooon a Cam* Min.) 

20 00 

Canopus (n Argils) 

. GO 32 

Sirius a turns Mtj.) 

. 27 4 

Natli (p Tn irt) . 

22 10 

Tureis (• Arj b) . 

77 47 
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Capella. 


Aldebaran (a Tauri). 

Arided (.a Cygni) . 

Castor (a 3 Geminor.) 

Dublie (a Ursa; Maj .) . 
Menkalinan (/S A uriga) . 
Merak [p Ur see Maj.) . 
Mirfack (a Persei) 

. 30 42 
7S 11 
. 30 00 

49 17 
. 7 39 

. 51 23 

. 19 6 

Nath (P Tauri). 

Phact (a Columba) 

Regulus (a Leonis) . 

Rigel (p Ononis) . 

Scliedar (a Cassiopeia) 

—--- (7 Cassiopeia) . 


Castor. 

Merak (P Ursce Maj.) 

. 43 3 | 

Pollux (p Geminor.) , 


Fomalhaut. 

Achernar (a Eridani) 

. 39 6 

Markab (a Pegasi) . 

Alpheratz (a Andromeda) 

61 5 

- (a Gruis) , 

Canopus (a Argils) . 

. 78 30 

- (a Phanicis) . 

Deneb-Kaitos (p Ceti) . 

. 26 46 



Markab. 

Scbeat (p Pegasi) . . 

. 12 53 1 

, —--(a Pavonis) 


Menkar. 

Deneb-Kaitos (P Ceti) 

. 40 43 

1 Rigel {p Orionis) 

Hamel (a Arietis) . 

. 23 30 ; 

1 


Phact. 

Adara (c Canis Maj.) 

. 17 31 

j Rigel (p Orionis) 

- (« Orionis) 

24 29 



Polaris. 

Aldebaran (a Tauri ) . 

. 72 51 

Kiffa Borealis {p Libra) . 

Algeiba ( 7 1 Leonis) 

70 29 

Markab (a Pegasi) 

Alphacca (a Corona). 

. 63 59 

Menkar (a Ceti ). . , 

Alphard (0 Hydra) 

98 50 

Mirfack (a Persei). 

Alpheratz (a Andromeda) 

. 60 19 

Nath {p Tauri) . . , 

Altair (a Aquila) . 

81 17 

Pollux (/3 Geminor.) 

Arcturus (a Bodtis) . 

. 71 30 

Procyon (a Canis Min.) . 

Arided (a Cygni) . 

44 41 

Ras Alhague (a Ophiuchi) 

Benetnasch (ij Ursa Maj.) 

. 41 25 

Regulus (a Leonis) . 

Capella (a Auriga) 

. 43 26 

Schedar (a Cassiopeia). 

Castor (a 3 Geminorum) 

. 57 56 

Spica (a Virginis) 

Denebola [p Leonis) 

75 59 

Vega (0 Lyra) 

Dubhe (a Ursa Maj.) 

. 28 43 

- (7 Ursa Min.) 

llamel (a Arietis) 

. 65 48 



1°7 29 
SO 15 
69 30 
54 13 
42 30 
39 34 


I 30 


. 44 51 
19 48 
. 21 50 


. 79 16 


. 35 12 


. 26 29 


100 

6 

74 

21 

85 

10 

39 

26 

60 

52 

61 

50 

84 

35 

77 

67 

78 

20 

32 

48 

101 

52 

51 

36 

18 

62 
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Procyon. 


Adnra (r Canis Maj.) 

. 35 35 

Canopus 0 Aryils) 

GO 7 

Alphard (a Hydra) 

30 21 

Menkar (a C<ti\ 

69 1 

Bellatrix (7 Orionis) . 

. 33 23 

Pollux (p Gtminorum) 

. 22 49 


Reg ulus. 


Algeiha ( 7 1 Leonis) 

8 20 

Denebola (P Ltonis) . 

. 24 3$ 

Alphard a Hydra) . 

. 22 59 

Pro yon (a Canis Min.) 

37 24 

Hetelgnesc (a Orionis) . 

g : 27 

Spica (0 ITr^iuu) 

. 54 3 


Sirius. 


Aeheruar (a Eridani) 

. OS 5S 

Canopus (a ,4r/t2.s) . 

. 36 15 

Adara (1 Cams Maj.) . 

12 41 

Phact (0 Columba) 

22 47 

Alnilatu (t Oriotus) . 

. 22 57 

Procyon (0 Canis Min.) . 

. 25 41 

Alphard (a Hydra 

. 40 20 

- (1 .4ryrJi) . 

50 45 


Spica. 


Algoreb (J Corri) 

. 14 27 

Kifla Australis (a Libra) . 

. 2*1 22 

Antares la Scorpii) 

. 15 55 | 

Has Alhague (a Ophiuchi) . 

CG 22 

I>enel*oIa [p Eton is) . 

. 35 3 

- (q Tri. Austr.) 

. GG 16 

Kill a Borealis Libra) 

27 33 

- (P Crntauri) 

49 44 


V EG A. 


Alphacca (a Corona) 

39 42 

Has Alhague (a Ophiuchi) 

. 29 35 

A tided (a Cyyni) 

23 51 

Spica (a Yiryinis) 

S7 46 


Kill.i Australis (a Libra) 

Various 

9 16 

Kills Borealis (p Libm 

Hits Alhague (a Ophiuchi) 

39 45 

Alwaid (j8 Draconis). 

Has Alhague (a Ophiuchi) 

. 39 11 

. Ktauin (y Draconis). 

a Tritnyuli Austrahs^ 

19 7 

ip Ccntauri). 

(<i Tri. Austr.) . 

20 23 

- (.1 /Vnv./iM). 

- (<* Cyyni) . 

If. 9 

. (» (j tjni). 

(.» Gruis) . . 

Is 26 

- ( 1 Earn nis). 

MenebKniU.s (p Cefi) . . 

24 36 

. - (>1 Than ids). 


Not*. Though the foregoing inter stellar <h»Un -es are computed for 1S95, there «i 1 
h» no -hinge of any consequence for a great many years to come. 












CHAPTER III. 


LATITUDE BY MERIDIAN ALTITUDE. 

In setting about the working of any astronomical question in 
navigation, the invariable thing to start with is the Greenwich 
Date.* All the elements in the Nautical Almanac are computed 
for noon at the meridian of the Royal Observatory at Greenwich. 
Consequently, if an observation be taken elsewhere, it becomes 
necessary to reduce the astronomical data of the calculation to the 
time at Greenwich corresponding to the instant of observation at 
the place where it is made. 

In the case of the problem under consideration, the only 
Nautical Almanac element which requires reduction is the sun’s 
declination. This is frequently done by inspection (Table 19 of 
ltaper); but the writer prefers, as the simpler plan of the two, 
to look at the chronometer as soon as “eight bells ” has been made, 
and from the Greenwich Mean Time thus found, to correct the 
declination (taken from page II. for the month) by the hourly 
difference, in the same way as for an ordinary morning sight. 

By this means, as the application of the correction is self- 
evident, there is less liability to mistake than by the use of the 
table—markedly so when the sun is very near the equator, 
and the correction for Greenwich time happens to exceed the 
declination itself. 

Also, why burden the memory with two rules, when one is 
sufficient ? The man who can correct his declination for morning 
or afternoon sights, needs no other method to enable him to cor¬ 
rect it for his noon observation; in each case the object is the 
same, and there is no occasion to alter the process. 

In general, a little mental arithmetic is all-sufficient to calculate 

* For quick reference to the Nautical Almanac, it is a good plan, mouth by month, to 
cut off half an inch or so of the top right-hand corner, so that the book can at once be 
opened at pages I. and II. for the current month. 


The Greenwich 
Date. 


Easiest mode 
of correcting 
Declination. 





Mean an.l 
Apparent time 
pages in 
Nautical 
Almanac. 


Definition of 
I atltude 
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this correction, and at the summer and winter solstices, when the 
change of declination is slow it can he taken out at sight. 

It must he borne in mind that the right-hand page of the 
Nautical Almanac contains the elements for Mean time, and that 
the left-hand page is adapted to Apparent time; consequently, 
whether the reduction in this or any other problem is to he made 
to Mean or Apparent time, the declination must be taken from 
the corresponding page. 

The column of ITiriulion in one hour is only to be found on 
the left-hand page, and is common to both. 

In all the astronomical problems, it will be found handy to 
work by decimals. Thus, to find the correction for 4- hours and 
6 minutes of Greenwich Mean Time, when the variation of 
declination in one hour is 43"G<S, proceed as follows:— 


Hourly diff.. 43'7 

G.M.T.x 4 1 


437 

1748 Correction 
GO ) 17CT-17 ( 2' 59"2 
120 


59 

In this example, the second decimal figure is dropped as being 
needlessly exact; and the iirst decimal figure thrown up to suit. 

To liud the decimal parts of an hour equal to any given number 
of minutes, divide the latter by 0. Thus 6 minutes equal T of 
an hour; 30 minutes equal '5; 45 minutes equal ’75; 3 minutes 
equal 05 of au hour, and so on. 

Regarding the earth as truly spherical, the Latiti'OE of a place 
is the angle subtended at the centre of the earth by the arc of the 
meridian extending from the Kquntor to the place in question. 
Nothing can be simpler than this detinition. Asa corollary to it 
we have another simple statement :—The altitude of the elevated 
Pole above the true horizon is eyual to the observers f.atitude , 
ami since the earth's rotation <>n its axis does not alter the posi¬ 
tion of the Role, the altitude of the Role is necessarily a constant 
at any given point on the earth.* 

• A few further on, ihL la*l statement al*oul ihe < onslanry of the I'ole will l* 

found slightly moihli <1. Ki' epl os a mailer of j-imdy a-Sen Mi- inlccM, !■ c Navigator 
need not Iroullchmi Of about the wand rings of the eartb’a rotation atis 
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T!ie following diagram and explanation will make this as clear 
as daylight. 

Z represents the zenith of the observer at 0, N the nadir, PP 
the poles, EQ the equator, HH' the horizon. The outer circle is 
the celestial concave, and the shaded part is the earth, projected 
on the plane of the meridian. 


Then ZE is the arc of 
the meriilian intercepted 
between the Zenith of the 
place and the Equator, and 
is therefore equal to the 
Latitude, also PH' is the 
altitude of the Pole. 



Now PE is equal to 90°, and ZIT is equal to 90°; therefore, 
PE is equal to ZIP. Take away the common part ZP. Then 
ZE is equal to PH', or, the latitude is equal to the altitude of 
the elevated Pole. 

Some men drift into a very common though extremely repre¬ 
hensible habit of finding the sun’s meridian zenith distance by 
subtracting their noon altitude from the constant 89° 48'; and 
this they do under all circumstances —whether they are standing 
on the bridge of a high-sided steamer, or the deck nearly awash 
of a coasting schooner—whether the sun is almost overhead, or 
only a few degrees above the horizon. Some do it through pure 
ignorance—others, because never having taken the trouble to 
investigate the matter, think “ it is near enough.” But it is not 
near enough; and the man who does such a lazy trick, to save 
himself at most half-a-dozen figures, is not fit for command. 

The proper mode for sea practice, where conciseness is only 
second to accuracy, is to make use of Table 3S in Rapers Epitome , 
which, however, be it noticed, is calculated for observations of 
the lower limb only. 

This tabular correction comprises the joint effect of dip, refrac¬ 
tion, parallax, and semi-diameter ; but as the latter is a variable 


Rough and 
ready 
83° 4*. 


I able 383 ! 
Raper. 
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1WW WRECKS MA Y OCCUR. 


Correction of 

meridian 

altitude. 


“ Read, mark, 
learn, and in¬ 
wardly digest . 1 


quantity, depending upon the earth’s distance from the sun,* the 
correction should in strictness be itself corrected in accordance 
with the time of the year; but as this secondary correction for 
variability of the sun’s semidiameter never exceeds 0’*3—and is 
mostly much less- -no threat harm is done by neglecting it. 

Therefore, to correct the observed meridian altitude, apply first 
the centering error of the sex I ant, then the index error, if any— 
which can always be done mentally—and to the result add the 
correction from Tuble Mb. This amount subtracted from 90° 
gives the zenith distance, to which apply the reduced declination 
in the usual way. 

As an example of the consequences which might ensue from the use of this 
slipshod 89° 48', the very possible case will he taken of a vessel hound to 
Glasgow, entering the North (’hannel in the month of December. To shew 
the difference, the latitude will be worked both correctly and loosely. 


At noun on Saturday, December l*th, 18*0, 0 3<) p.m., CJ.M.T. by Chrono 
meter, being in latitude by account 55° 3o’ North, and longitude by account 
7 ° 40' West, observed the meridian altitude of the sun’s lower limb to be 
10 ° All'. No centering error very unlikely). No index error. Height of 


the eye 3*2 feet. Weather inclining to 
moderate gale at S.W., freshening grad 

Hough and ready un-tlind suppose I to ha 
"ne.tr enough." 

Constant .... 89* 4* 

Obs. altitude.10 611 

Zen tli-o. .... 7 S* wj’ N 

Itotfiu.it Inn . *-3 "S>\ S. 

l.ititmlr . 6 j* Sip North 


)c thick, with passing drizzles of rain ; 
i.dly. 

Short but correct method. 

t*be. altitude .. 10*611 

Corr Table as -t- 6 

l"' 6T1' 

«M 

Zen. di*t ... 7‘.»* > 

Di-eli nation .. ?3 S/>j s 

True latitude 6i* STJ' North. 


The ditrcreiii*c in the work of the two methods amounts to/* Mr/«/M>r«, but 
the dillerciice in the resulting latitude amounts to six mile*. Ties, It «wevt»r, 
is not all mark what follows. 

About a quarter past ten same morning, when the sun had an altitude -f 
8 °, sights were gut f<*r Ivugitude, which were w orked up as soon as the iieec* 
sary latitude had been obtained ut noon. Now, at the lime the sights weie 
taken, from the sun being so far to the southward, an err r of otr mile iu 
th»‘ latitude used for the calculation waild pioduce an error of exactly 4 
(minutes t ot longitude in this case f<* the eastward , and since ihe error of 


* I In « »rth i.i ni'iri'.'l (o the miii duo t i* i ortln rn winter, mid the .ip ar«-ut diameter 
•f the miii tlu-n ^.rent.-at. It 10 Unit "1 July. 

t ll will U< ituW»ed that the word " 1101 ulc» *' 10 in»*d hero instead of " 1111 lea. “ The 
l.tlltr would he dr 1 tally m *ire 1. In -yn of longitude or thr du-motu y t ./ 
Srxu nt. it 11 1 ropor lo »ay dejjreei 0 , 1111 He- • , and tec mb "); .tr clly apeaking 
the siiu linn4 applies l latitude dm. bul as a 1 1 • of lal*l *le and a nauti il mile are 
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latitude, as shewn in the preceding example, amounts to six miles, the cor¬ 
responding error deduced from forenoon sights would he 24' (minutes) of 
longitude, equal to 13| miles of distance. Consequently, the ship would be 
6 miles further north and 13i miles further east than her captain supposed 
her to be. Now, assuming the longitude at noon as determined by chrono¬ 
meter to be 7° 25' West, and the latitude 55° 31J' North, according to the 
“ near enough " method, the ship would apparently be about 9 miles north¬ 
westward from Inistrahull, whereas her true position would be in latitude 
65° 37i' N., and longitude 7° 1' W., or some 14 miles to the north-east of 
Inistrahull. Meanwhile the weather rapidly gets thicker, but the captain, 
feeling satisfied with his observations, and knowing his chronometers cannot 
be “ out ” on the short passage from a North American port, runs on with 
confidence, only to find, in less than three hours, his vessel a total wreck on 
the rock-bound coast of May.* * In the Board of Trade enquiry which would 
be sure to follow, the bewildered captain—if he survived—would probably 
seek to account for the accident by an unknown error in the compasses, or the 
influence of a mysterious current. The Court, ignorant of the 89° 48' trans¬ 
action, would perhaps be equally puzzled to know how the ship got so far out 
of her course after such an apparently good “ Fix ” at noon ; but in any case 
it would very properly suspend him for not having verified his position by 
the lead; and now that Lord Kelvin’s invaluable sounding machine enables 
this to be done without stopping the ship, there is no excuse for the omission. 
Those who have a blind faith in “sights,” without understanding the ground¬ 
work of the thing, should take this lesson to heart. 


Doubtless to some the foregoing will appear an exaggerated 
case, but it is not so. Further, there are men holding Master’s 
certificates who are in the habit of applying the declination (as 
given in the Nautical Almanac ) to their noon sight for latitude, 
without using any correction whatever for the ship’s longitude, 
or, in other words, without reducing it to Greenwich time. They 
think that the precept, “At apparent noon,” heading page I., 
means that the subjoined declinations, &rc., are good for noon at 
any place. 

One would imagine that, with the strict examinations now in 
force, such misapprehension would be impossible. When we 
recollect, however, that many worthy young men brought up 
before the mast, have absolutely no groundwork of education, 
and pass merely by dint of hard cramming , there is no longer 
occasion to be surprised. Moreover, having obtained their certi¬ 
ficates, years may pass before they are called upon to fill a posi- 


Declination 
at noon —ship 
time, must be 
reduced to 
corresponding 
time at 
Greenwich. 


Mere “ cram 
ming:" to pass 
ezamiuation 
deprecated. 


practically the same thing all over the world, the looseness of expression is in this last 
case more pardonable. 

* It could be shewn in the same manner, that if the altitude were but 1' wrong, and 
the resulting error in the longitude happened to lie 011 the same side as the error due to 
the incorrect latitude, the mistake in the ship’s positiou would be still greater, since 1' of 
altitude in the case before us is equal to 18* of time, or 4}’ of longitude. 

2 A 
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CERTIFICATES MO riiOOF OF COMPETE.\iY. 


Rusty 

Navigators. 


With low altl- 
!ode» observe 
tun'i upper 
limb. 


loverllug 

telescope 


tion requiring navigational knowledge; and in the interval they 
become rusty, and the most of what they have learnt is forgotten. 

In the case of finding the latitude just given, it so happened 
that the declination required no reduction. Let us, then, take an 
example of a different kiud, and work it as recommended for sea 
practice. 


EXAMPLE il. 

September 15tb, 1880, in longitude by account 74° 30 West, the meridian 
altitude of • was 53° 52', the observer being North of the sun, and the height 
of his eye 24 feet. Centering error - 30". Index error - 3' 2When the 
sun had ceased to rise, the G.M.T. by chronometer waa 4h. 54m. 10a. p.m. 
same date. Required the latitude. 

l>eelin. page IT. X.A., Sept. 15th 2° 47 3 5 N\ decreasing. 

Reduction for Greenwich date . - 4 43 7 


Corrected declination . 2° 42' 1 D"*8 


Observed altitude • 

. 53° 

52' 

(’entering error - 30"I 
Iudex error - 3 24 ) 

- 

4 


53 

48 

Correction tabic 38 . . 

+ 

10* 

True Altitude . . . . 


58* 


90 


Zenith distance . . 

. 3G 

n x. 

Corrected declination 

o 

42j N\ 


Var. in 1 hour 57'9 
G.M.T. . x 4 9 

5211 

231G 

-correction 

GO' 283 71( 4' 43 7 
240 

43 


Latitude . . 3S P 43$ North. 


When 11 io sun’s altitude is low, as in winter, it is advisable to 
observe the upper limb, as bedng further removed from the in¬ 
fluence of the excessive refraction so capricious near the horizon. 
It is true the after calculation is somewhat lengthened by so 
doing, and the difference of altitude is not much; still, every 
little tells, and a trille in the way of extra labour, when a benefit 
is to be gained, should not be allowed to weigh for au iustaut. 

In the use of the sextant, the observer should accustom himself 
from the commencement to the inverting telescope. It is rather 
difficult to manage at first, but practic** makes perfect, and its 
superiority over the direct one is unquestioned. 
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At sea, it is a good plan to carry a watch set to Greenwich Mean Time. Hack watch 
If a common one, it can be regulated every morniug when winding the set t0 G ^ ee,,w 
chronometers, but if this be objectionable on the score of the watch’s value, Meatl Time - 
it is easy to ascertain its error and make a mental note of it. This watch, 
then, becomes available for azimuths, ex-mcridians, or other work where the 
exact second is not of consequence, anil saves a journey to the chronometer. 

To have it set to Apparent Time at Ship might at first sight be considered 
preferable, but a moment’s reflection will shew that this is continually 
altering, and in a fast steamer, on east or west courses in high latitudes, doe 3 
so very rapidly, sometimes as much as 50 minutes in a day, so that the watch 
would never be correct for an hour on a stretch. Moreover the G.M.T. can 
with ease be converted iuto Apparent Time at Ship, Sidereal Time, or any 
other, just as occasion may require. A strong watch, with watertight case, 
which will stand knocking about and yet go sufficiently well for this purpose, 
can be purchased now-a-days for thirty shillings or two pounds; it should be 
of the kiud kuowu as “ keyless,” or what the Americans call a “ stem-winder.” 

After breakfast all the clocks on board should be set to Apparent Time p rop er time 
at Ship for noon of that day, as determined in advance, by working up the of regulating 
dead reckoning. There is then no fear of missing “ sun time,” and the plan on 
for many reasons is preferable to the usual one of making eight bells by the ° ar ' 
sun. 

For example, when steering near North or South in the fly-away steamers 
of to-day, it would shew immense ignorance to wait till the sun had “dipped ” 
and take the maximum reading as the meridian altitude. 

It does not require much “ sawee ” to see that near the meridian the Sun and ship 
apparent “ rise ” due to speed of ship will exceed the real “ rise,” and that up approaching 
to a certain point it will neutralize the subsequent drop. By the time this each other ' 
point has been attained it may be several minutes after the meridian passage, 
and the sun may bear several degrees to the westward. 

With the moon it is still worse, since her rapid motion in decliuation must 
be taken into account. When the sun is crossing the equator, his hourly 
change in declination is only 1', but the moon’s is 18’. Take the case of a 
“ 20-knotter ” in latitude 50° N., steering towards the moon, which is crossing 
the equator northwards. They will approach each other at the railway speed 
of 38', and the maximum altitude will exceed the meridian altitude by very 
nearly 3f', and will occur at 11£ minutes after the time of meridian passage. 

This is one reason why the moon is tabooed in “ Wrinkles.” The author 
notices with amusement that certain of the “old : timers” have taken the hint 
and toned down as to the utility of our satellite for navigational purposes. 

Now let us look at the problem the other way about. Sticking to same a 35 -knot 
Latitude, imagiue a 35-knot “ Viper ” to be steering true North, and the “Destroyer" 
Moon to be crossing the Equator going South : they would be receding from ,n a hurry " 
each other at the express speed of 53 knots (61 statute miles). In this case 
the maximum alt. would occur fully 16 mins, before the meridian passage, Moon and ship 
when the moon’s hearing was S. 5^° E. ; and the correction to he added to receding from 
the maximum alt to reduce it to the meridian would be close upon 7|',—both each otlier - 
rather serious items as affecting safe navigation. 

When really on the meridian (bearing South) the moon would appear to 
be falling smartly, owing to the steady rise of the Southern horizon as it 
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M AX I MUM AS D MIS1MUM ALTITUDES. 


Inferior transit 
of a circum¬ 
solar star. 


When lo make 
eight bells. 


Transatlantic 
passages 
made aolely 
by dead 
te honing Milt 


followed up the ship in her progress to the North. (See page 337, lines 5, 6, 
and 7 from top.) 

This is an extreme, though not impossible, case, since we have (January, 
1900) a “ Destroyer ” of the above speed. 

Though the principle remains the same, Meridian Alts. below the pole 
must be treated differently. As shown in Chapter IV., Part II., the meridian 
alt. (to a stationary observer) is the minimum alt., bnt the sweet simplicity 
of this problem also is liable to be interfered with by the speed of a fast 
vessel steering towards or away from the object probably a high declination 
star. Should the ship be ajyproachiiuj the star, its alt, is increas&l bv what 
may bo regarded as the continuous dropping away of the horizon, and the 
minimum is therefore reached before the actual meridian jtassage. Should 
the ship be receding, the converse happens. Luckily n 6tar’s declinutiou is 
constant, so the errors are less than with the inconstant moon. 

liemember tlint the altitude of a celestial body is the angular distance 
between the bo>dy and the horizon , and that the alt, may le increased or 
diminished by a change in the place of either or both. For example, though 
the ship be stationary, the merid. alt. would have a different value to nu 
observer aloft as compared with an observer on deck, owing solely to the 
difference in the place of the two horizons. Keligiously bear in mind also the 
paragraph following the example on page 391. 

Now, the reader will want to know what to do should he find himself 
unwittingly interfering with the sun's normal arrangements for passing the 
meridian at high noon. There is a choice of two things. 

1. Set clock to Apparent time at Ship for noon position, as already recoin* 
mended, and make eight bells by it. Then, whatever the altitude may be at 
that moment, accept it as the meridian altitude, even though the sun l>e still 
on the rise. Work out the Latitude as usual. 

2. Continue observing till the sun has ceased to rise ; then note time by 
chronometer ami work out the maximum nltitudc as an “ Kx-meridian." 

For general convenience, and also as being better adapted to ship routine, 
the author 1ms no hesitation in recommending No. I, provided the clock is 
correctly set in the forenoon, and is not in the habit of losing or gaining a 
handful of minutes per hour. Acrurute navigation is not so easy as some 
people think : there are many pitfalls Lo trap the unwary. 

LATITUDE BY MERIDIAN ALTITUDE OF A STAR 

Observations of the stars should be industriously practised. 

The udvnntage possessed by a man who is well posted in this 
work, over another who is ignorant of it, cannot be over esti¬ 
mated. One now and again bears it remarked by old Atlantic 
navigators, that they have frequently been compelled to make 
the passage from land to land entirely by dead reckoning, as 
sights were not to be had. As it is inconceivable that during 
nine or t«*n days neither the sun nor stars should ewr have been 
visible, this assertion must surely mean that the sun failed to 
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present himself precisely at the orthodox times of 9 a.m. and “ high 
noon ; ” and when appearing at otlier hours, could not be utilized 
for want of a known problem suitable to such irregular visits. 
Moreover, the stars must have been looked upon only as theoretical 
aids to navigation, being, for practical work, quite unreliable. 
It is hoped a better system of education may serve to dispel such 
illusions, and that every man in the future will fit himself to 
take advantage of the heavenly bodies, which are available for 
his guidance at all times when visible. 

The problem of finding the latitude by meridian altitude of a 
star should be more frequently practised, especially when making 
the land in high latitudes during the winter months. As before 
stated, morning or evening twilight offers the best horizon for 
star observation, and reference to Table 27 and 27a of Raper 
will give the names of those on the meridian at that time. 

The Ex-meridian Tables of Brent, Walter, and Williams con¬ 
tain similar information. 

As it may be difficult to bring the star down to the horizon if 
there is over-much light in the sky, it will be found a capital 
plan to calculate its meridian altitude beforehand, and having set 
the sextant to this angle, direct the sight a few minutes before 
the time of transit to the north or south points of the horizon, as 
the case may be, and the star s image will be seen either upon or 
near the horizon. There is then no difficulty in bringing it ex¬ 
actly to the horizon, and keeping it there like the sun, till its 
greatest altitude is attained, which being read off will give very 
simply, and with exceedingly few figures, the sought-for latitude. 

The simplicity of this observation is perfectly delightful, and 
the star cannot be mistaken , as no other (except, perhaps, telescopic 
stars) will have the same meridian altitude at that time. It fre¬ 
quently happens that, by this method, a most perfect observation 
can be made during twilight, when the unaided eye will entirely 
fail to pick the same star out in the general brightness of the sky, 
and it possesses the additional advantage— that the observer does 
not even require to be acquainted with the star he is taking. For 
this observation, either the inverting or direct telescope may be 
used; but, as already stated, the first-named is preferable. If, 
however, the observation be made after dark , it will be necessary 
to employ the star telescojie; and with regard to this, it may be 
said that one of inferior quality is worse than none at all. 

To find the approximate meridian altitude of the star by 
previous calculation is an easy thing. 


Star observa 
tions best 
during twilight 


How to find 
the star 
required. 


Star's previous 
recognition 
by eye 
unnecessary. 
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SE XT A XT SET TO CALCULATED ALTITUDE. 


How to 
calculate 
meridian 
attitude. 


Example of 
calculating 
meridian 
altitude 


Work up the latitude by dead reckoning, and by subtracting 
it from 90° find the co-latitude. If the star’s declination and 
the co-latitude be of the same name, add them together; or take 
their difference if of contrary names. The result is the meridian 
altitude, to be reckoned from the south point of the horizon when 
the latitude is north, and the contrary when south. But should 
the sum exceed 90", it must be taken from ISO 0 . This last shews 
that the observer is on the equatorial side of the star, and in that 
case the altitude must be reckoned from the north in north 
latitude, and from the south in south latitude.* 

EXAMPLE I. 

About 8T5 r.M., June 1st, 1SS1, being in latitude by account 
47* 10' >?., wished to observe the star Spica for latitude. On re¬ 
ferring to 'I'lible 27, it is found to pass the meridian on that day 
about S 39 r.M. Apparent Time at Ship. Required its approxi¬ 
mate altitude at that time, to which to set the sextant. 

Latitude .... 47° 10 N. 

90 

Co-latitude ... 42 50 N. 

*’« Declination . . 10 32} S. See page 315, N.A. 

Approx mend, alt 32° 17[ S. 

EXAMPLE II. 

About 4 r.M., July lGth, 1SS1, being olf the Horn, in latitude 
by account of 10' S., wished to correct the dead reckoning by 
an observation of the star « Crucis, which by Table 27 will pa s 
the meridian on that day about 4 35 r.M. Apparent Time at Ship. 
Required the star’s approximate altitude at that time, to which 
to set the sextant. 


Latitude. 

51° 10 

00 

S. 

Co-latitude . . . . 

35 50 

S. 

♦ 8 Declination . . . 

62 27 

S. See | age 313, X A. 

*8 Meridian altitude . 

9s 17 

1K> 

re knned from tho North. 

♦ a Meridian altitude. 

81° 43 

reckoned from the South. 


• In the N A. for JSf5, the Right Ancti ion* and IWIinall <n« of the «Ur* will 
(omul l>ilwevil page* 3QS—371. 
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Its declination will always be a guide as to the direction in 
which to look for a star. According as the former is North or 
South of the observer’s position, so will the latter bear when on 
the meridian. This is so self-evident that there is no occasion to 
tax the memory by recollecting the rule given further back. 

We will now suppose the observation of Spica (Example I.) to 
have been completed, and that the observed meridian altitude 
was ascertained to be 32° 22' S.; eye 30 ft.; no centering error; 
no index error. Required the latitude. 


Observed altitude. 

. . 32° 

22' 

S. 

Correction—Table 38 of Raper 


*61 


True altitude. 


I5i 



90 



Merid. zenith distance .... 


44f 

N. 

*’s Decliuation. 

. . 10 

321 

S. 

True latitude. 

. . 47° 

12' 

North. 


This is even shorter and simpler than the latitude by meridian 
altitude of the sun, since the stars declination being almost a 
fixed quantity, requires no correction for Greenwich Mean Time. 

The lower portion of Table 38 of Raper gives the sum of the 
corrections for a star in the same manner that the upper portion 
answers for the sun. It may also be used for correcting the 
observed altitudes of any of the planets (except the moon), as 
their semi-diameter and parallax in altitude are not worth con¬ 
sideration : consequently, the operation of finding the latitude 
by a planet is precisely similar to that by the star Spica, worked 
out above. 

The declination of the planets, and their mean time of passing 
the meridian, will be found in the N. A. for 1S95, between pages 
234—265, under the heading “ Mean time.” Since the declina¬ 
tion of the planets is continually changing, note the time by 
chronometer when the meridian altitude is observed, and reduce 
the declination to the Greenwich date by simple proportion. As 
the “ hourly variation ” is not given, it will be necessary to take 
the “ variation ” for one whole day, and then say—As the change 
is in 24 hours, so will the change be in the given number of 
hours * 


* If a rigorously exact reduction be required for any special purpose, “ second 
differences ” would have to be employed see page 50S in X. A. for 1895 ; but for sea use 
such ultra-refinement is thrown away. 


In looking for 
a star, be 
guided by its 
declination. 


Star's declina¬ 
tion a fixed 
quantity. 

Correction of 
altitude. 


Planets' 

declination 

continually 

changing. 
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now TO EX SURE TRUE RESULTS. 


EXAMPLE III. 

July 3rd, lSSl, at 739 a m. Mean Time at Ship, in longitude 
104 u 0 \V. f let the observed meridian altitude of the planet 
Mars ( 6 ) be 22° 50' N., when a chronometer showed 2h. 35m. 5Ss„ 
G.M.T., same date. Eye 32 feet ; no centering error ; no index 


error. Required the latitude. 

Declio. noon July 3rd . . . 

Declin. noon July 4tl» . . . 

Change in 24 hour* .... 

If the change is 14' in 24 hours, what will It 
he in " <5 hours 1 

°4h : 2 f.h :: U : 

14 

St 

M 

24 ) *0 4 ( l *-6 

24 

124 

120 


. 13‘ 4' 3* X. Page 24.'. N A. 

. IS 18 3 N. 

0 14' 0" 


D.-cliii July 3rd ... IS* 4 S' N. 

C rrectluii for 2U bra. + 1 30 

lfcduccd dectin. . . . v' s S. 

Observed incnd. alt. . . . 22* .' > N. 

Correction—TableSs of/{<i rr — TJ 

True alt. I | 

V 

Merid. zenith dl.st. . 07 174 S. 

Corrected declination . . 13 N. 

latitude.M* 12J Sooth. 


Observe stars 
on both sides 
of renith. 


Compensation 
of errors. 


Whenever yon can, it is advisable to take stars both North and 
South of the observer , os by so doing ull systematic errors, of 
whatever nature, art' eliminated from the mean of the results. 
For example, some men have a fired habit of bringing the object 
too low - others, not low enough ; the astronomical refraction 
may he greater or less than the amount allowed in the Tables; 
the instrumental error may be somewhat different to what is 
supposed ; or tile horizon may he unduly elevated nr depressed, 
as already explained in a previous chapter. 

In eacli ami all of these cases the certain cure is to observe 
stars on both sides of the zenith. If the ultimate ctlect of these 
various errors lies on the side of making the altitudes too great 
the northern star will gi\<* the latitude too far north, and the 
southern star will give it too far south ; but the mean of the two 
will he correct, or nearly so. 


Southern Star 


* Xor(firm Stir 



Iii the diagram, the balance of error in the case of the northern 
st ir places the ship at C; ami as the error is common to hutli 
observations if they are taken nearly at the same time, the 
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southern star will place the ship at A. In reality she is at B, or 
about midway between the two. 

In like manner, if the errors conspire to make the observed 
altitudes too small, the northern star will give the latitude too far 
south, and the southern star will give it too far north, but the 
mean will be correct as before. The subjoined diagram shews this. 



B 


It is well to recollect that the greater the meridian altitude, 
the greater the correspondence between the latitude of the ob¬ 
server and the declination of the body observed, and vice versd ; 
or, in other words, as we approach an object its altitude increases. 

In a footnote near the beginning of this chapter, reference was 
made to what is now termed “ the inconstancy of latitude.” 
Until comparatively recently it was a canon in astronomy, that 
once the latitude of a place had been determined with all the 
refinements known to science, a shift was impossible. But it 
seems now that though the statement is very nearly true, it is 
not absolutely so. 

Theoretical investigations, indeed, have long given rise to the 
hypothesis of changes of latitude, but the first observational data 
confirmatory of this were obtained by Professor F. Iviistner, who, 
from his observations at the Berlin Observatory, showed that the 
latitude of Berlin in the spring of the year 1882 was about two- 
tenths of a second less than at the same time of the year 1881. 
Similar results were derived from the observations at the Ob¬ 
servatories of Pulkova and Gotha. In September, 1888, there¬ 
fore, the Conference of the Permanent International Geodetic 
Commission, which was held at Salzburg, determined to under¬ 
take an investigation of this important question by means of 
simultaneous observations at the Observatories of Berlin, Pots¬ 
dam, Prague, and Strasburg, which were commenced iu January 
1889, and continued until April, 1890. The result of these ob 
servations was to show that in fact the latitudes of the places 
named were subject to periodical changes, the maxima of which 
occurred during the autumn, and the minima during the spring¬ 
time. The greatest variation amounted to about one-half of a 
second (0"*5), or in linear measure about 50 feet. 


Shifting of 
polar axi* 
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EXPEDITION TO HONOLULU. 


Inconstancy 

latitude 


Observing 
stat on 


Variations of this extent couM not be neglected in accurate 
geodetical measurements, where the calculations are often worked 
out to a few hundredths of a second. 

Theoretically, there are three possible reasons for variations in 
latitudes, viz., changes of gravity or of the plumb-line, the still 
unknown vibratory movements of the Earth’s axis; and lastly, 
variations in the position of the Earth’s rotation axis in the 
mass of the Earth itself. For the determination of this question 
it is uecessary to have corresponding observations for latitude at 
two stations, as nearly as possible 1S0° distant from each other. 

In ease it should be, as in fact did happen, that the variation 
of latitude takes place simultaneously, but in an opposite sense, 
the third explanation is the only one possible. 

The Permanent Commission for Earth-Measuremeut deter¬ 
mined, therefore, in January, 1891, to despatch an astronomical 
expedition to Honolulu for the purpose of taking observations 
for latitude as accurately as possible, simultaneously with obser¬ 
vations at the observatories of Berlin, Prague, and Strasburg. 
The expedition, under Dr. A. Marcuse, left Berlin on April 1st, 
1 SOI. and at Washington was joined by Mr. Preston, an officer of 
the Coast and Geodetic Survey of the United States. 

From the end of May, 1891, to May, 1892, Dr. Marcuse recorded 
1800 observations for latitude, with the result that if, for Ger¬ 
many, the geographical latitude increases, it decreases on the 
anti-meridian to exactly the same extent; thus furnishing an 
incontrovertible proof that the variations of latitude are caused 
by changes in tho earth's rotation axis. The greatest possible 
precautions were taken to insure the accuracy of the measure¬ 
ments. The station was situated on a coral-rock on the sea-coast; 
the observation hut was specially constructed with double walls 
to keep otT the intense rays of the sun; and in order to guard 
against irregular refraction and the influence of temperature on 
the zenith telescope, the electric light was used for reading the 
instruments. 

There are two terms of latitude variation, whose periods are 
respectively one year, and 428G days. 

On December .’>rd, 1892, at the meeting of the Berlin Geo¬ 
graphical Society, Dr. Marcuse read a report upon the geodetic 
expedition to the Hawaii Islands above referred to, and, as may 
be imagined, much interest was evinced. There are, however, a 
good many astronomical experts who require further evidence 
before regarding the matter os finally settled. 





CHAPTER IV. 


LATITUDE BY MERIDIAN ALTITUDE BELOW THE POLE. 

We now come to a useful problem, which is very little prac¬ 
tised, though it is just as simple, and certainly as short, as any of 
the preceding. 

In high latitudes, certain stars complete their daily revolution 
round the pole of the heavens without rising or setting, and are 
consequently termed Circumpolar stars. This occurs when their 
polar distance is less than the latitude of the observer—both 
being of the same name. These stars having come to the meridian 
above the pole, which is their highest point, decline towards the 
westward for six hours, when they gradually curve eastward— 
still falling, however—till in another six hours their lower cul¬ 
mination is reached, when they are said to be on the meridian 
below the pole . 

They then commence to rise, still moving eastward, for another 
six hours, after which they turn to the westward in their upward 
course for a further period of six hours, when the circle is com¬ 
pleted, and they are again on the meridian above the pole. The 
hours alluded to here are of course Sidereal hours, which are 
uearly ten seconds shorter than mean solar ones. 

It will be noticed that during the lower half of the star’s 
journey their motion is from west to east. Attention is particu¬ 
larly called to this, because in observing star azimuths, unless 
acquainted with it, a beginner is likely to fancy he has made a 
mistake on discovering that, as his western hour angles grow 
larger after they have exceeded six hours, the star’s bearing 
becomes more easterly , which at first sight seems opposed to what 
one would expect The annexed diagram makes the explanation 
clear. 


Circumpolar 
stars—their 
course in the 
heavens. 


Azimuths— 
seeming anom¬ 
aly when meri¬ 
dian distance is 
greater than 
six hours. 




Diurnal circle. 


Distance o( 
North Star 
from the Pole. 
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I Vest _ Horizon __ //<«/ 

A WHK is the diurnal circle of a northern circumpolar star, and 
the line AH represents the meridian of the observer. At A the 
star is at its upper culmination, or, in other words, it is on the 
meridian aborc the pole, and hears North. During the first six 
hours, whilst passing from A to IT, it falls towards the westward ; 
at If, therefore, the hour-angle of the star is G lirs. west. During 
the second six hours, between IT ami U, it falls towards the east¬ 
ward. At H it is at its lowest culmination, or, in other words, it 
is on the meridian below the pole, and again bears North. During 
the third six hours, between H and K, it rises towards the east 
ward ; at K the star's hour-angle may be expressed either as 
IS hrs. west or six hrs. east of the meridian. And during the last 
six hours its course is upwards, and towards the vrstward, till, 
after a lapse of 21 sidereal hours, it again transits at A. For 
southern circumpolar stars the direction of the arrows must be 
reversed and the letters A" and If change sides. 

If the night be cloudless, it is easy in the northern hemisphere 
—without reference to the compass— to tell when a star is near 
the meridian below the pole, by its being vertically under the 
Pole star, which latter is now only 1$° distant from the pole 
itself. 

In observing the meridian altitude below the pole, the sextant 
readings get l*ss and less, until the lowest point is reached, when 
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the star may be said to be “ down,” in the same sense that at 
noon we say the sun is “ up.” 

To lind the latitude, correct the altitude by Table 38 of Raper. 
Find the star’s polar distance by subtracting the declination 
from 90*. Add together the polar distance and the true altitude, 
and the result is the latitude, without further trouble. It ivould 
be a puzzle to find anything move easy. 


Rule for 
finding the 
Latitude. 


EXAMPLE. 


Entering Channel after a couple of days of cloudy weather, 
the sky partially cleared to the northward about 8 o’clock in the 
evening of November 6th, 1SS1, when the meridian altitude of 
star Dubhe below the pole was observed to be 21° 58'. Eye, 2A 
feet No arc error. No index error. Required the latitude. 


Dubhe’s decliu. Nov. 6 th 

Dubhe’s polar distance 
„ true altitude 


G 2 ° 23' N. (page 340, N. A.) 

90_ 

27 37 N. *’s observed alt. 21 ° 58' N. 

21 51 N. Correction (Table 38) — 7 


Latitude 


49" 28' North. 


*’s true altitude 


21° 51' 


To set the sextant for an observation on the meridian below How locales 
the pole, subtract the star’s polar distance from the latitude by Iate Meridian 
dead reckoning, which will give the approximate altitude. the Pole. 

From what has been said, it will be apparent that to find the 
time of a star’s transit below the pole on any particular day, it is 
only necessary to add 11 hours 5S minutes to the time of upper 
transit given in Raper’s Table. The following lists comprise 
useful circumpolar stars in both hemispheres. 

The observer being to the northward of 49’ North latitude, 
the undermentioned are available :— 


Schedar, (a Cas stop.) 

mag. 2*2 to 2 ' 8 - 

-Right Ascen. 0 35 

Mirfack, (a Perset) 

» 

1*9 

„ 3 17 

Dubhe, (a Ur see Majoris ) 

» 

2-0 

„ 10 57 

Phecda, (7 Ursa Majoris) 

„ 

2-6 

„ 11 48 

Benetnasch, (jj Ursa Majoris) 

„ 

20 

„ 13 43 

Kochab, (p Ursa Minoris) 


2'1 

» 1-1 51 

Etanb, (7 Draconis) 

„ 

2'4 

„ 17 54 

Alderamin, (a Cephei) 

» 

2-6 

„ 21 16 


Northern 

circumpolar 

stars. 


Alderamin lies well on towards midway on a perfectly straight ALDERAMIN 
line joining Vega with c Cassiopeiie: the latter is the star at< aCephei) - 
the bottom of the left leg of the W. 







SOUTHERN CIRCUM-POLAR STARS. 


Southern 

circumpolar 

atari. 
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North of 5T North latitude, the following may be added to 
the list:— 

n. m 

('ajiella, (* Auriya) mag. 0*2 —Right Ascen. 5 9 

Dench or A ruled, (o Cyyni) ,, 1*5 „ 2U 38 

In high Southern latitudes, observations below the pole are of 
greater utility than with us in the more favoured hemisphere, 
where the Pole star is 011 duty all through the night. It is a 
thousand pities that the Southern celestial pole is not furnished 
with as efficient a sentinel. Truly, a Uctantis is only 0$° from 
the pole, but being a star of the 6th mag. it is useless to 
seamen. It is, however, some consolation that the Pole is sur¬ 
rounded by half a dozen other stars, mostly of great brilliancy, 
which, if not quite so ready to hand, go far to make up the 
deficiency, as indicated below. 


Achcrnar, (a Erulani) 

niag. 1 0 

II. w. 

It. A. 1 31 

\ Available to llic 1 
( Southward of / 

42 S. 

t ’iiiinpus, (0 J ryus) 

-0-4 

„ fi 22 


171 S. 

-, (a 1 Cruris) 

„ 1-3 

„ 12 21 

,, 

3K S. 

-, £ (VntaurT 

„ 12 

„ 13 r.o 


404 s. 

- , a Centauri) 

„ 0-7 

„ 14 32 


40 S. 

—, (a Pavonis ) 

„ 2-1 

„ 20 17 

„ 

43 S. 


The star a Oetnntis is almost midway on a line joining 
Achcrnar and /I Centauri. The two latter are therefore cm 
opposite sides of, mid practically eqni-distant from, the pole. 
Consequently, when Achcrnar is on the meridian above the pole, 
fi Centauri- roughly speaking—is on the meridian btHow the 
pole, and vice vtrmi. 

Stars which do not set to the observer lie within what is 
called the Circle of Perpetual Apparition, and are distinguished 
as Circumsolar stars. On the other hand, those stars which do 
not rise above his horizon lie within the Circle of Perpetual 
Occupation. When the observer is 011 the Kquutor both these 
circles disappear. Heavenly bodies of whatever declination— 
will there rise and set vertically, and their diurnal circles will be 
bisected by the horizon, so that they " ill be 12 hrs. above it and 
12 below; hence day and night are equal. TheCebstial Kquator 
will pass vertically overhead through the zenith, and the Poles 
will be ill the horizon. 

Keineinhor that the altitude of Ihe Pole is equal to the Latitude 
of the ol server, consequently, if the foiim r is 0 the latter must 
also be U . 




CHAPTER V. 

LATITUDE BY THE NORTH STAR (Polaris). 

The constellations of the Great and Little Bears are so ver) 
important that they deserve a chapter to themselves. The 
student of the heavens should begin by making himself 
thoroughly acquainted with them as starting points in search of 
the remainder. 

The ‘ Great Bear' is very conspicuous; and the figure formed 
by the seven principal stars is variously termed—the Plough, 
the Skillet, the Cleaver, the Dipper, the Waggon, and Charles's 
Wain. 

The star at the extremity of the tail (or handle of the ‘ Plough ’) 
is named Benetnasch. The two at the opposite, or leading end, 
of the ‘ Plough ’ are termed the “ Pointers,” because a line 
through them, if produced, will pass close to the North star. 
This, by the way, is the best means of finding it. Of these 
two, the one nearer the North Star is known as Dubhe, the 
other as Merak. 

With the exception of the ‘Pole Star/ and the ‘Guards/ those 
in the ‘ Little Bear ’ are faint, and at times somewhat difficult to 
make out. Altogether the ‘ Little Bear ’ plays second fiddle to 
its relative. The one redeeming feature is that it can boast of 
the North Star. 

There are points of similarity and dissimilarity between the 
two Bears. Each has seven principal stars: four of them form 
an irregular square, and the remainder a tail. The dissimilarity 
consists in the tails having opposite curvatures; that of the 
‘ Great Bear' droops, whilst the other turns up. Again, the 
figures are different as regards size; and lastly, the magnitudes 
in the one case are fairly uniform as compared with the poverty 
of the bulk of them in the other. 

‘Polaris’ is in the extremity of the tail of the Little Bear, just 
as Benetuasch is in the extremity of the tail of the Great Bear. 
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The “Pointers” in the hitter correspond to the “Guards” in the 
former. 

The two middle stars in the tail of the 'Plough' face the 
‘ Guards/ the four forming a narrow oblong, with T/tvhan 
(n Draconis) lying midway as a sort of faint connecting link 
between the two constellations. 

About 2300 B.C. Thuban was the Pole star, and barely ]° 
distant from the pule. There is reason to believe that Thxiban 
was then somewhat brighter than at present. 

The North star 'Polaris) is particularly accommodating in 
affording seamen a ready means of determining the latitude at 
any hour of the night. This invaluable guide is now a degree 
and a quarter (1J V ) distant from the Pole of the heavens; and as 
the diameter of its diurnal circle (2§°) is small in consequence, 
the star’s apparent revolution round the Pole is very slow, being 
only about a minute of arc (T) in three minutes of time. This 
enables observations for latitude to be made regardless of whether 
the star is on or off the meridian, as an error in the time used in 
the computation—unless very considerable—has but little effect 
on the result. 

Did the North star but «»ccupy the exact positiou of the Pole, 
it would be n fixed point, and its altitude, when corrected for 
instrumental error, dip, ami refraction, would give the latitude of 
the observer without any calculation whatever. This is fully 
explained 011 pages 3tiG—307. 

At present the Pole is approaching the North stir, and in a 
Century or thereabouts will have reached within half a degree of 
it, when it will commence to recede, and gradually come nearer 
to the bright star Vrrjtr, which, in about 12,000 years—owing to 
wluit is known as the Precession of Ute Equinoxes —will then 
become the Pole star. 

The imaginary point representing the Pole of the heavens may 
be found by drawing a line from £ Ursa? Majoris (the middle star 
in the mil) to within a degree and a quarter of the North star. 
These two stars are consequently on diametrically opposite sides 
of the Pole. When IVsjo Majoris is six hours fr< m the meridian, 
tin* North star will be also, and its altitude in that position 
will lie nearly the same as the elevation of the Pole. It will 1 « 
known when this is the c;ise by a line through £ l r rsie Majoris 
nisi Polaris being parallel with the horizon. I he eye can guess 
this pretty accurately. {See Plate facing next page.) 

An altitude at such lime*, simply corrected by Table 3b oi 
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Raper, will give a rough shot at the Latitude. This is mentioned, 
not to advocate such a slap-dash mode of finding it, but to exhibit 
the principle. 

As a matter of fact—for an accurate determination—the Tole 
star is then in its worst possible position, as at such times its 
vertical motion is most rapid, and an error in the time produces 
its greatest effect, namely, 1' of latitude for every three minutes 
of error in the time. On the other hand, when the Pole star is 
near the meridian either above or below the pole, its motion in 
altitude is least, and an error in the time is of little or no con¬ 
sequence. Reference to Table 51 of Raper will shew that for 
half an hour on either side of the meridian the altitude will 
barely change 1', so that the observer has ample time to get a 
good sight without being embarrassed by the rising or falling of 
the star. This, then, is the best time for observing. 

The time of transit may be found by consulting Table 27 
of Raper, or by the appearance of the Great and Little Bear. 
When £ Ursae Majoris (sometimes called Mizar) is vertically 
above or below Polaris, the North star will be on or near the 
meridian. This is shewn in the diagram. Any trilling weight— 
such as a stone or a marline-spike—slung to half a fathom of 
seaming twine and held at arm’s length towards the stars, will 
materially assist the untrained eye in judging the vertical. 
Similarly, in getting a line*of direction between stars in other 
positions, it is a good plan to take them “ out of winding ” with 
a straight-edge, especially when far apart. The writer found 
this of great service through many a long winter’s night when 
concocting Chapter II. on “ Sky Pilotage.” 

When Spica is on the meridian so is Polaris; the one above, 
and the other below, the pole. ( Vide Table 27 of Raper). 

and y in the Little Bear are called the “ Guards: ” Kodiak 
(8) is rather the brighter of the two. 

There are two ways of working out the latitude by Polaris; 
one is known as the Nautical Almanac, and the other as the 
Epitome , method. (Raper, Table 51). The former is the more 
exact, and as the difference in the length of the calculation is so 
trifling as not to be worth speaking about, the preference is 
given to it, especially since it possesses the decided advantage of 
familiarizing the navigator with Sidereal Time in the precise 
form employed in certain of the stellar problems herein treated 
of. Therefore, mark well hoiv it is arrived at. It is a matter of 
importance, in the first place, to select a good form of working, 
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and then to stick to it. 'Phis has been made a leading feature in 
“ Wrinkles.” 


KX AMPLE. 

At about 3 10 May 10th, 1330, when in Latitude and 
Longitude by account 41 47' N. and 55’ 45' W., observed the 
altitude of star Polaris to be 40° 36}’, when a clironometer which 
was 3m. 56s. slow of G.M.T. shewed 1 lh. 41 in. 3 Is. p.m. same date. 
Kye 32 feet. Index error + 45". No arc errors. 


It. M. S. 

11 41 31 Time by chronometer. observed alt. of Polari* 40 3*} 

4- 3 60 Error of chronometer. Index error.+ j 

11 4 j 27 (5.M.T. 40 3“J 

- 3 43 0U Longitude in time W Correction, Tablo SS of Haper .. — 6| 

B 2 27 Mean time at ship. True altitude .to 81 

+ 3 60 8 S»<l. time at Greenwich mean noon. Con*hint correction .. - 1 

+ 1 6C Acceleration for lib. 46m. 27». - 

- Keduced altitude 40 SO 


11 64 31 Sidereal liiue of observation at ship, iit corr. Table I N A . page 483 + ) 15} 
or. In oilier words, the Eight A seen- 2nd corr Table II. .N A., 4*4 0 (>0 

slon of Ihe Meridian ol observer 3rd corr. Table III. X A , page 4s4 + 1 

latitude 41* 4BJ' N 

This looks formidable on account of the explanatory writing 
at the sides, which is inserted as a guide to the learner; hut in 
actual practice most of this is omitted, and the figures themselves 
are not many. 

In the N.A. method {vide above example) there is a constant 
correction of 1 subtractive ; and as the question has often been 
asked why the true altitude should always he diminished by this 
amount without any apparent reason, the explanation is now 
given :—In the construction of Table II. the Polar Distance and 
I vigil t Ascension of the North Star are assumed to he invariable 
throughout the year, hut this is not the case, as inay be seen by 
turning back to the Table on pages 30.3-315 of the A\J. for 1305. 

Table III., which is an auxiliary to Table 11., depends on the 
difference between the true and assumed values of the 1U). and 
R.A., and contains the necessary correction, increased by 1' for the 
sake of rendering the quantities always additive ; and as it would 
not do to allow this convenient unit to remain to vitiate the 
result, it is quietly got rid of near the beginning of the problem. 

Sonic slight allusion lias been made in this and previous 
chapters to the phenomenon known as Precession of the h'rjui- 
ito.ves. This is a matter which pertains more to Nautical 
Astronomy than to Practical Navigation, but as these two are 
closely allied, and Precession is constantly cropping up in con- 
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nection with one or other of them, the author thinks no apology 
is needed to introduce it more particularly to the notice of the 
reader. Moreover, it is much more satisfactory to understand it 
than not to understand it, especially when ten minutes will 
suffice for the purpose. 

The following—by kind permission of the publishers of 
Chambers's Journal —is copied verbatim from the March 
number for 1885. It is selected from among many articles by 
various writers as being at once a clear, concise and popular 
explanation, such as will be likely to recommend itself to the 
favour of intelligent seamen. 


WHEN SHALL WE LOSE OUR POLE STAR? 


“ This may be to some of our readers a startling question; for 
most of us have had that star pointed out to us many years; and 
perhaps those who directed our eyes to it little thought that there 
would ever be any other pole-star. 

“ It is well known that if the northern extremity of the axis of 
our earth were lengthened until it met the imaginary sphere of 
the heavens, it would come very near to our present pole-star, 
hence called Polaris; and if, for any cause, the direction of that 
axis were materially altered, that star would no longer be a true 
index of the north. 

“ We now propose to show that such a change of the direction 
of the earth’s axis is continually taking place; and that the ter¬ 
restrial axis when thus lengthened describes a cone, the apex of 
which is the centre of the earth ; and the circumference of the 
base of the cone is a circle described amongst the stars. When 
the axis has described one-half of its course, the angle between 
the two positions it occupies at the beginning and at the middle 
of the rotation is about forty-seven degrees. Aud thus the 
extremity of the axis will successively come near to other stars 
than our present pole-star; and in about twelve thousand years 
it will have as the Polaris the very conspicuous star Vega, or a 
in the constellation Lyra. 

“ We now proceed to explain the reason of this movement of the 
earth’s axis. It is well known that the earth is not a perfect 
sphere, but is flattened at the poles, being what astronomers call 
an oblate spheroid. Now, the sun’s attraction upon such a 
spheroidal body is not quite the same as it would be upon a per¬ 
fect sphere. When the sun is at either equinox—that is, just 
over the equator—the attraction exercised upon our earth is the 
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same as if that hotly were spherical; but when the sun is at or 
near the upper tropic, its action upon the terrestrial matter which 
bulges at the equator has a tendency to pull that matter towards 
the ecliptic, and to make the axis of the earth approach to a 
vertical to the ecliptic. The same influence is at work when the 
sun is near the lower tropic. And if this influence were not 
counteracted, the effect would be to cause the ecliptic and equator 
ultimately to coincide; and our annual succession of seasons 
would be done away with. Hut as no such catastrophe is threaten¬ 
ing us, and the inclination of the ecliptic to the equator re¬ 
mains about twenty-three and a lmlf degrees, there must be some 
force which neutralises the above tendency: this is the rotation 
of the earth on its own axis. Xo one but a good mathematician 
could a priori tell the exact effect of these two forces combined. 
Hut any one may see how rotation may affect the motion of a 
body acted on by another force, by observing how a pegtop is 
kept upright by the rotation, whilst it falls jus the rotation ceases. 
The influence of this rotation to keep a body from falling may 
be noticed by anyone who carefully observes a spinning coin when 
about to fall. While the coin spins rapidly, its uppermost part 
appears jus ji point. As it falls, the point becomes ji small circle, 
increjusing us the rotation slackens. Hut if the coin be very 
closely watched, when beginning to fall, it will be seen that the 
small circle is for a moment diminished, showing that the coin 
had partially recovered its upright position. This recovery is 
entirely due to the rotation. 

“ Similarly, a bicycle is kept from falling by its horizontal 
motion; and a conical bullet, which has gained a great rapidity 
of rotation from a rifled barrel, keeps the direction of its axis 
without deflection to the right or left. And thus wc find that 
the present position of the earths axis with respect to the ecliptic 
is not altered ; but the two forces acting upon the earth cause 
the axis to rotate, jus above described, so that the north pole de¬ 
scribes ji circle in the heavens. 

“ Hut jus the period of this rotation is very great, it wjus not easy 
to detect such 11 result, except after a long period of observation, 
it was discovered thus. The point where the ecliptic and equator 
cut is called the first point of the constellation Aries, one of the 
well-known twelve signs of the zodiac. From this point ali 
celestial measurements are made eastwards. Kneh star of im¬ 
portance has had its distance cjust of that point called its right 
ascension recorded. In the course of time, the tables of these 
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numbers so recorded appeared to be erroneous; but the error 
was so regular, and all in one direction, that it was conjectured 
that the point from which these right ascensions were reckoned 
had itself shifted its place. And so it proved; and if anyone 
looks at a celestial globe, he will see that Aries no longer occupies 
the position where the equinox is, but is somewhat to the east, 
or right, because the point of intersection of the ecliptic and 
equator has slipped back. But as the sun appears to take a 
shorter time to come back to the equinox than to arrive at the 
same stars, which were once close to that point of intersection, 
this slow retrograde motion is termed the 'precession of the 
equinoxes. 

“ The distance on the equator caused by this retrograde motion 
would, if not otherwise modified, be 50"'41 annually. But the 
attraction of the planets on each other produces a very small 
motion of the equinox in the other direction; and so the result¬ 
ing precession is about 50 "*1 annually. If we divide the three 
hundred and sixty degrees of the circle by the above small 
quantity, we shall find that the period of the revolution of the 
earth’s axis is 25,808 years. 

“ Of course the moon has an influence on the extra mass at the 
earth’s equator, as the sun has, similar in kind, but far less in 
quantity. This influence would cause the earth’s axis to describe 
very small cones of the same nature as the large cone above de¬ 
scribed ; and the period of every rotation would be about nine¬ 
teen years. The effect of this second or lunar influence is to 
cause the earth’s axis to dip a little towards the equator, and 
then to resume its position; and this nodding motion is termed 
nutation, from the Latin word nutave, to nod. Thus the axis of 
the earth describes a cone not of uniform surface, but as it were 
fluted, and completes its majestic round in nearly twenty-six 
thousand years, pointing to a various succession of stars which 
will in their turns be honoured by future astronomers as the 
pole-stars of their respective generations.” 

It is curious that no mention is made in the above description 
of a philosophical toy (procurable for a few shillings), known as 
the Gyroscope, the principle of which has now been satisfactorily 
applied to compasses.* 

This little apparatus illustrates the surprising properties of 
both simple and compound rotation. Its very peculiar action 

* See Appendix S. 
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PHOTOMETRIC VALUES OF THE PLOUGH. 


Universal 

gravitation. 


depends upon the law that if a mass he sot revolving about its 
principal axis of inertia of greatest or least moment, the direction 
of the axis will remain absolutely unchanged, so long as the 
rotation continues unimpaired and extraneous force is not 
appl icd. 

This is precisely the position of our earth. Rotation would 
keep tlie polar axis fixed in space—always pointing to the same 
star—wire it not for the disturbance caused by the attraction 
of other neighbouring bodies. 



CHAPTER VI. 

LATITUDE BY EX-MERIDIAN ALTITUDE OF THE SI N. 


Many are now the methods of working ' Ex-meridians/ ail 
more or less good in their way. The authors prime favourite 
in days gone by was Towson’s, which has many good points to 
recommend it—among others, its independence of the latitude 
by account; but as relentless Time rolls on, one thing super¬ 
sedes another, and the difficulty—daily increasing—is how to 
keep pace with this ceaseless movement, and how to find time 
for the investigations necessary to separate the residuum of 
wheat from the preponderating bulk of chaff. 

Twenty-seven years ago stars were not so much to the front 
as they are now, so Towson’s Tables did not extend beyond 
23° 20' of declination, which means that at length they have to 
give way to others of greater scope. The same may be said of 
Bairnson’s—otherwise excellent. 

A handy method in very small compass is due to Captain 
James Smith, and is published by H. Hughes and Son of Fen- 
church Street. These very concise Tables run to 60 3 of Latitude, 
and the same of Declination ; they consequently embrace a big 
area, and in that respect are an advance upon both Towson and 
Bairnson. Admirable though they be, the writer nevertheless 
prefers those of Messrs. Brent, Walter, and Williams, which came 
out in 18S6.* These latter extend to 60° of Latitude and 70° of 
Declination. Like the others already mentioned, the method is 
short, sure, and simple, but this one is the ne plus ultra . 

Their book also includes au explanation of that phase of the 
Sumner or Double Altitude problem now known as the " New 
Navigation.” This the reader can take or leave as he pleases. 
Whilst admitting its neatness, the writer is averse to the diagram 
part of the method, which somehow seems to him out of place in 
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* London: George Philip & Son, Limited, 32 Fleet Street, London. 
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a ship, except perhaps in line weather with the advantage of a 
cnmmodiousehart-room.nnd this latter is unfortunately not always 
to he had in the mercantile marine. The “New Navigation,” how¬ 
ever, has ceased to he of the “ fancy ” type, and its utility is being 
increasingly demonstrated in practical work at sea from day to da}’. 

But we are digressing, and must hark hack to Ex-meridians. 

When the sky is cloudy, the sun or other celestial hodv, though 
it may happen to he obscured so that the meridian altitude b 
unattainable, nevertheless frequently appears for short intervals 
both before and after its meridian passage. If not observed at 
these times, the Latitude may he lost for the day ; and as the 
tinding of the Longitude is generally dependent upon a correct 
knowledge of the Latitude, the morning sights will have been 
taken to little purpose. 

In addition to the extreme simplicity of the Ex-meridian 
problem, it has this to recommend it,—that neither is the patience 
taxed, the eye fatigued, nor the instrument unnecessarily exposed 
by the usual wear}’ waiting for the Meridian altitude, as one 
observation within the prescribed limits .suffices for the correct 
determination of the Latitude, if the Apparent Time at Ship he 
known with tolerable accuracy. Were it not indeed, that the 
wide application of this most useful problem is somewhat re¬ 
stricted, it would deserve to rank before that of the Meridian 
altitude, which latter—since the introduction of easy solutions 
of the Ex-meridian problem—is certainly no longer of the same 
importance. 

If the value of the problem under consideration he somewhat 
lessened owing to its unsuitability in low latitudes, it must not 
he forgotten that in such regions there is generally hut little 
dillieulty in getting the sun exactly at noon, so that the inapplica¬ 
bility of the method at such times is not much felt. 

The rule regulating the limits within which Ex-meridians may 
he taken is easily remembered, namely— The hour angle of the 
sun, or time from noon, should not e.rcceil the number if degrees 
in the sun's Ml.uim.vN zenith distance. Therefore, if the sun’s 
meridian altitude he about SO, the time from noon of an Ex¬ 
meridian observation should he loss than t**n minutes. In low- 
son's method, the Tables admit of a ’JO minutes hour angle even 
with an altitude of 74, beyond which it is not prudent to go, 
as the n suits would he doubtful. 

I'he correctness of l lie Latitude deduced from the method of 
reduction to the meridian, depends upon the ut»cunie\ with which 
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the Apparent Time at Ship is known, and the higher the altitude 
the greater is the precision required in the time. If sights have 
been taken at a suitable hour in the morning (see chapter on 
Longitude by Chronometer), there should be no hitch on this 
account. But admitting the Apparent Time to be in error some¬ 
what, there is still a way of circumventing the difficulty. Get a 
PM. Ex-merulian as well as an A.M. one, and endeavour that 
both shall have about the same altitude. The mean of the two 
resulting latitudes— after each has been reduced to noon —will be 
within a fraction of the truth. In a note Towson says :— 

"If equal altitudes be taken before and after the meridian 
passage, half the elapsed time may be employed as the hour angle 
for determining the reductiou. Or, when the altitudes before and 
after noon differ by only a few minutes,* the mean of the two 
may be reduced by employing half the elapsed time as the hour 
angle for reducing the mean altitude.” 

In these rules no allowance is made for observer’s change of 
position; and though they may be sufficiently accurate in a slow 
moving vessel when the hour angle is small, or where the course 
is nearly East or West, they would scarcely do in a fast steamer, 
steering North or South with a large hour angle. So if these 
rules should at any time be employed, care must be taken to see 
that the circumstances are not objectionable. 

There is yet another dodge, when the time is uncertain, by 
which it may be approximately corrected. If two equally good 
Ex-meridian altitudes, with an interval between them of say ten 
minutes, be taken on the same side of noon; and the second 
latitude, on being worked back to the place of the first by allow¬ 
ing the correction due to the course and distance in the interval, 
does not agree with it, the Time is probably in error; in which 
case the mean latitude is not to be taken as the true latitude, from 
the fact that an error in the time affects least the observation nearest 
the meridian ; which latter is accordingly to be preferred. It will 
be easy then to find by trial the hour angle which will make the 
first result agree with the last; and thus the Apparent Time may 
be approximately corrected. 

It is unnecessary in these pages to give the rule for working 
‘Ex-meridians/ according to Brent, Walter, and Williams, but 
examples are given in this and Chapter VIII. to afford an oppor¬ 
tunity of complying with the adage— 
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* Minutes of arc (') are of course meant. 
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THE TRIUMVIRATE TRIUMPH. 


“ Taste and try 
Before you buy.” 

The Apparent Time at Ship is deduced from the chronoinetci 
time in the manner already explained in the chapter about 
Azimuths. 

EXAMPLE. 

November ISth, lhSl, about seven bells in the forenoon, in 
Latitude by account 51° N., and Longitude 11 30' \\., the observed 
altitude of the sun’s lower limb was 10’ 20i S., when a chrono¬ 
meter which was 4m. slow of G.M.T. shewed Oh. 2m. 30 s. p.M. 
same date. Eye 24 feet. Required the latitude at instant id 
observation, and also at noon ; the ship making S. 14° \V. (true), 
14 knots. 



h. 

in. 

«. 

Time hy Chronometer ... . 

. ... o 

2 

30 

Error slow . 

• •• 4* 

1 

0 

O. .M. T. 

. 0 

0 

30 

Equation of time. 

. + 

14 

30 

U. A. T. 

.0 

21 

6 

Longitude ni time W. 

• — 

40 

0 

Westerly Hour Angle 

.23 

35 

tl 

Easterly Hour Angle. 

. 0 

24 

54 


Sun's observed alt'lnde. 11* 20 30 

Correction—Table I. . . . -p 8 H 

Run’s true allitude . 11* 21* IS 

' c {':::::: 

t -03 . t 31* 

MeridianAlt.atidaeeofobs.il* 12 7 

TO 


Mer.Z 0 u.lhsl. at pl.ve ofobs. 

70 

17 

53 

N. 

Corrected de'hu.it on . 

ll* 

20 

43 

S. 

I-at. at instant of observation 

50 

57 

10 

N. 

Correction for Hun till no n 

— 

5 

30 

S. 

latitude at noon.. 

50 

51 

40 

N. 


Exmeridian 
gives latitude 
at time o( 
observation. 


Common mis 
conception. 


It is venj important to understand that the above meridian 
zenith distance, 70° LS', was the sun’s actual meridian zenith dis¬ 
tance at the place where the altitude was tala n ; and the resulting 
latitude, 50° 57}' N\, was the latitude of the ship at the time oj 
the observation (not at noon). Therefore, always bear in mind 
that the /.atitude found bp an K.r-mcridian altitude is the /alti¬ 
tude of the ship at the instant of observation, and if aftenvards 
you should require to know what it is at noon, you must correct 
it by the difference of latitude (out of the traverse tables) due to 
the course and distance which the ship has madt in the interval . 

Ignorance of this has been a fruitful source of error with many 
seamen of the writer’s acquaintance, who, until it was fully ex- 


• Entering 'Pablo III., with latitude hy Account M° N\, and declination 12° >10' R. 
(contrary names gives V 1 ‘23. 

From Table IV., with Hour Angle '-5m. 0*. au«l t* 1 ’23, we ol Urn the aIkjv# 
correction. 














SUITABILITY OF AN EX-MERIDIAN, 


395 


plained to them, were inclined to dispute the truth of the above 
statements. It is easy to see that, in a case similar to the imagin¬ 
ary one pictured on pages 3G8—3G9, if the latitude were found 
by an “ Ex-merid.,” instead of the meridian altitude, and if the re¬ 
duction to noon were not made , a like catastrophe might well 
ensue. 

In working ‘ Ex-meridians' it might be useful to know approxi¬ 
mately what error would be produced in the resulting latitude 
by an assumed error in the Hour Angle. As the formula is short, 
it can readily be employed when the observer has any doubt as 
to the suitability of the selected object. It is necessary that the 
true azimuth should be known, and this can be found as most 
convenient. 

Rule:—Add together the cosine of the Lat., the sine of the 
Bearing, and the log. of the assumed error in the Hour Angle 
(expressed in arc). The natural number corresponding to the 
log. of the sum will be the error in the Latitude, 

Previous Example. 


Latitude 51° N.Cosine 97989 

• True Bearing, S. 6° 15' E.Sine 9’0369 

Assumed Error = l 00 - = 15' .Log. T17G1 


1'03 = Log. 0’0119 
60 - 

= 1 T-80, say 1' 2" 


Error in Lat. for an assumed error 1 
of !“• in the Hour Angle./ 


Reduction tc 
noon. 


Test of 
suitability 










CHAPTER VII. 

TIME. 


Sidereal day. 


Earth's yearly 
rotation. 


Before going any deeper into the various star problems which 
are considered of practical value, it is as well that the reader 
should l*e thoroughly at home in the subject of Time —especially 
Sidereal Time. The word Sidereal means—of or belonging to 
the stars, and is derived from the Latin Sidus, a star. 

By the generic term Day, is meant the interval of time between 
the departure of a heavenly body from any meridian and its next 
return to it. It derives its distinguishing name from the par¬ 
ticular body referred to: thus we have a Solar day, a Lunar day, 
and a Sidereal day. 

A Sidereal day is the period in which the earth performs one 
complete revolution round its axis, and, setting fractions on one 
side, is eijual to 2dh. 5Gm. 4s. of mean time, as measured by our 
clocks or watches; so that the common expression, that the world 
revolves once in twenty-four hours, is incorrect, unless Sidereal 
hours are either specified or understood. 1 

The earth really rotates on its axis 3GG times in the course of 
a year ; but as we also make one revolution round the snn in the 
same period, the sun appears to travel round us only 3Go times.f 

A Sidereal day is shorter than a mean Solar day by .*>m. 5Gs.; 
consequently, the stars come to the meridian of any place nearly 
four minutes of clock time earlier on each succeeding day. Their 

* The interval occupied by the cm th in performing one revolution round iU axis ii taken 

the standard for the measurement of tune. The velocity of rotation is considered never 
to vary ill the slightest degree ; 1ml lx>rd Kelvin supjxjscs, from certaiu null cnulical 
investigations made by him, that this may not be altogether true. These investigations 
lead him to believe I 1 the posaib lily of the earth's motion being inflnilestn ally retarded 
by the tidal wave, which, moving in the opposite direction, acts nj>on it after the nuooci 
of a friction brako. From the impossibility at pre-ent of con*trucl<Mg clocks to go with 
mi thilent regularity, there is no dire-t way of lentil g this idea. 

t 1o tin* language of nautical astronomy, the earth v for sake of lourenieoee) i» considered 
ss standing still, and the heavens to 1* moving round it. 
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revolution in the heavens may be taken as perfectly regular, Daily revoiu 
since our distance from the stars is so inconceivably great, that p° r n f ^ f t ] S y tars 
the earth’s annual motion in space is quite imperceptible when regular, 
compared with it.* With the sun it is otherwise. Owing to the 
non-coincidence of the Equator with the Ecliptic, and the unequal 
motion of the sun in the latter,t due to the eccentricity of the 
earths orbit, the solar days are of varying length. The period 
between two successive transits of the sun is known as an Ap- SoUr da y* 

^ , . .. . ill* vary in length 

parent Solar Bay; but, from its irregularity, it would be im¬ 
possible to get clocks which would conform with it, so as always 
to point to 12 when the sun was on the meridian. 

To get over this and other difficulties, astronomers conceived imaginary or 

° . . Mean Sun 

the idea of creating an imaginary sun —winch, like the stars, moves in the 
would be uniform in its motion. The interval between two sue- Equltor. 
cessive transits of this imaginary sun is termed a Mean Solar 
Day, and is equal to the mean or average of all the Apparent 
Solar Bays in a year. It is this to which our clocks and chrono¬ 
meters are adjusted, as well for navigational as the every-day 
purposes of life; but, in observatories, it is also customary to 
have an additional clock regulated to Sidereal time , on account 
of its greater convenience in connection with certain of the 
astronomical observations. The dial of this clock is numbered Sidereal ciocu 
up to 24 hours, so that the short hand makes but one round of ^“k^d° W 
the circle in the day.} 

The difference between apparent and mean time at any 
instant, or the angle at the pole, or the arc of the equinoctial, 
between the circles of declination of the real and imaginary 
suns, expressed in time, is familiarly known to sailors as the 
Equation of Time. Sometimes the imaginary sun is ahead of Equation of 
the real one, and sometimes it is astern of it, according to the Time ' 
period of the year. The fact as to which of the two is leading 
decides the application of the equation of time, as set forth in 
the precept at the head of its column in the iSautical Almanac. 

A sun dial shews Apparent time, and consequently its indica- Apparent 
tions will only agree with Mean or clock time when the real Tirae * and 
and imaginary sun happen to coincide, or pass the meridian h l et "^ C Slin . 
at the same instant. This actually occurs four times in a dial and cioci 
twelvemonth, namely, about April 14th, June 13th, August 31st, Time - 
and December 23rd. Accordingly, on these days—at a particular 
moment—the Equation of Time is nil The dates vary slightly 
from year to year. 

* See pages 320—321. t See footnote on page 363. 

} In parenthesis, let it he here remarked, that chronometers for u-e on ship-board 
should have their faces tigmed in a similar manner. Were it so, it would save many 
mistakes. 
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' FIJiST rOIXT OF A KIRS." 


Mean Time. 


Sidereal Time. 


Fir«l point of 
Aries. 


Piecesiion 
discovered by 
Hipparchus. 


r l’lic foregoing explanations ought to make clear the meaning 
of the terms Apparent Solar day (apparent time), Mean Solar 
day (mean time), ami Sidereal day (sidereal time). Until the 
reader feels that lie perfectly comprehends them he had better 
not attempt to go further. 

Mean time begins that is, a mean solar clock points to Oh. Om.Os.) 
at mean noon; or what is the same thing—at the instant of the 
passage of the imaginary sun across the meridian. 

Sidereal time begins (that is, a sidereal clock points to Oh. Om.Os.) 
when the first point of Aries is on the meridian of the observer, 
and is counted straight through 24 hours till the same point 
returns again. The hour angle or meridian distance of this point 
is accordingly Sidereal time. 

Jt is now necessary to know what is meant by the first point 
of Aries. It is that point iu the heavens which the sun’s centre 
occupies at the Vernal equinox when its declination changes from 
South to North ; or, as sailors say. when the sun crosses the Line 
bound North. 

This point, like the mean sun, is purely an imaginary one, its 
nothing exists to mark its place, nor would it bo any particular 
advantage were it otherwise; moreover, the point itself is liable 
to a certain slow movement westward,—so slow, however, as not 
to aflcct perceptibly the interval of any two of its successive 
returns to the meridian, although in a year the amount of retro¬ 
gression (50'), as it is called, is quite appreciable. 

On the other hand, at the autumnal equinox, when “Old 
Jamaica ” bids good-bye for a spell to this hemisphere, the 
position of his centre marks the first point of Libra. From 
what has been said it will be seen that these two ' Points repre¬ 
sent tho intersections of the Celestial Equator with the Ecliptic, 
When the sun is in either of these positions, day and night are 
of equal length all over the world. 

But here it must be explained that the actual equinoctial points 
no longer occupy the same place in the heavens that they did 
2000 years ago, when the famous Creek astronomer Hipparchus 
discovered J* recession. At that time they happened to coincide 
with A ries and Libra respectively, and were dubbed accordingly ; 
but. as already stated, inexorable Precession has caused these 
points, one of which Hipparchus took us bis zero, to retreat 
westward along the Ecliptic at the annual rate of 50 , so that 
now. except in name, they find tliomfPlves cut adrift from Aries 
and l ibru, and respectively nl*out to have tin* constellations 
J'isos and Virgo for Aquarius and Lto, or fully HO* from the 
starting point of Hipparchus. 




AND OTHER KNOTTY POINTS. 


399 


The retreat of the equinoctial points through the constellations 
of the zodiae will go on slowly but surely ^ill the complete tour 
of the heavens shall have been made. This will require a period 
of 25,868 years; meanwhile, we will continue to talk of the 
imaginary * first point of Aries ’ as distinet from the real ‘ first 
point of Aries,’ and thus breed confusion, unless an Act of 
Parliament should decree something more rational. 

It is from this peripatetic point as zero that the Right Ascen¬ 
sions of all eelestial bodies are measured. The Right Ascension 
and Declination of a 'point in the heavens correspond to the 
Longitude and Latitude of a station on the earth. 

Right Ascension, which we come aeross so frequently in 
Nantieal Astronomy, may be defined as an arc of the equator 
included between the aforesaid imaginary first point, or com¬ 
mencement, of Aries and the celestial meridian of the body it 
refers to, and is reckoned on the celestial equator exactly as the 
Longitude of places on the earth is reckoned on our equator ; 
with this distinction, however, that Right Ascension is reckoned 
continuously through 24 hours from west to east, or in the 
opposite direction to the apparent diurnal motion of the heavenly 
bodies,—whereas Longitude is counted as east or west of Green¬ 
wich, or any other arbitrary meridian, sueh as Paris, or Cadiz, 
according to caprice. Moreover, as the stars do not preserve that 
constant position with respect to the meridian which they do with 
respeet to the equator, there cannot be that correspondence be¬ 
tween Right Ascension and Longitude which does exist between 
Declination and Latitude. 

This being understood, we next eome to the term Hour angle, 
or Meridian distance as it is sometimes called. It may be 
defined as the angle at the Pole, included between the meridian 
of the observer and the celestial meridian of the body referred 
to. Like the Right Ascension, the Hour angle is measured on 
the celestial equator in the same way that Longitude is measured 
on the terrestrial equator.* 

In turning these definitions over in the mind, one must try not 
to get “ mixed,” as will, however, very likely be the case with 
those whose attention has only been seriously called to them now 
for the first time. Do not be disheartened and tempted to skip, 
but try back, and each fresh reading will give more insight, 
until the whole is as plain as ABC. Often it is a good plan to 
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Definition ol 
Hour Angle. 
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difficult study 


• It must not be forgotten that longitude is reckoned in time as well as in arc. 
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HARD yUTS TO ( RACK. 


Equality in 
liflereoce* of 
Longitude 
and Right 
Ascension. 


ime 

I roblems 


sloo]> on a matter difficult to understand, and attack it again in 
the morning when tlie brain is vigorous. 

Time is an essential element in navigation, ami, entering as it 
does into all of the astronomical problems, is as necessary to be 
understood as the points of the compass. Unfortunately there is 
no “ royal road ” to these more abstruse questions—nothing for 
it hut to hammer away at them with all possible concentration 
of thought till the victory is gained. 

If the reader has got a clear conception of the foregoing, he 
will scarcely require to be told that the Hour angle of the tirst 
point of Aries is equal to the Right Ascension of the Meridian 
of an observer, which again is precisely the same thing as Sidc- 
real Time. From this it follows that difference of Right Ascen¬ 
sion may with perfect propriety be considered as a portion of 
Sidereal time, or as Longitude. 

Thus, if a certain star were on the meridian of any place—say 
New York at the same instant that another star was on the 
meridian of Greenwich, the difference of the Right Ascensions 
of these two stars would be equal to the Longitude of New York. 

Hy turning to page II. for the month in the Xaulical Almanac, 
it will be found that the hist or right-hand column is headed 
“Sidereal Time.” In the words of the explanation given on 
page 501 of the N. A. for 1895, this “Sidereal Time” “is the 
angular distance* of the tirst point of Aries, or the true vernal 
equinox from the meridiauf at the instant of Mean noon. It is, 
therefore, the Right Ascension of the .Mean sun, or the time shewn 
by a sidereal clock at Greenwich, when the mean time clock 
indicates Oh. Om. Os.” In proof of this it will be noticed on the 
same page that the Hg nation of Time is equal to the difference 
between the Apparent Right Ascension of the suu at Mean noon, 
and the Sidereal time at Meant noon. 

Ry the foregoing, it ought to he again made evident that 
Sidereal tinie and Right Ascension of the meridian are one and 
the same thing. Now, since the measure of Sitlereal time is 
identical with the measure of Longitude, if hy any means we can 
know tli q Sidereal tinie at Lirremrieh corresponding to the Side- 
retd time at Ship, we have at once the Longitude of the ship as 
measured from Greenwich. 

In the thoughtful mind the question may be raised as to 
whether Longitude, when measured by un interval of Sidereal 

• Rcikouc<l id ttme uol in are ^ Al Greenwich. 
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time, is the same as when measured (numerically speaking) by a 
similar interval of Mean time, seeing that sidereal and mean time 
have different absolute values. Raper, in a foot-note,* disposes 
of this question thus :— 

“ The diff. long, is found as well by means of the motion of a 
star as of the sun; that is, by means of a clock or chronometer 
regulated to Sidereal time, as well as by one regulated to Mean 
time. For although the absolute interval of time employed by a 
star in moving from one meridian to the other is less than that 
employed by the sun, yet it is divided into the same number of 
hours, minutes, and seconds, but which are of smaller magnitude, 
and thus the difference of time results, in numbers, the same.” 

In finding the longitude at sea, the Sidereal Time at Ship is 
obtained by calculation from observations of the stars themselves, 
but the Sidereal Time at Greenwich , with which to compare it, 
is dependent upon the accuracy of the chronometers employed in 
the operation, and is found as follows. To the chronometer time 
of observation apply its error, which, of course, gives Greenwich 
Mean Time. To this add the Sidereal time for the preceding 
Mean noon, taken from the last column on page II. of the month. 

It now becomes necessary to change the given Greenwich Mean 
Time into sidereal measure by adding to it the acceleration taken 
from a table of time equivalents to be found on page 4S6 of the 
N. A. for 1895. This table is also.given in Raper’s Epitome, 
where it is numbered 23, and is used for converting intervals of 
mean solar time into equivalent intervals of sidereal time. In 
actual practice the hundredths would be rejected. See page 740. 

EXAMPLE. 

Required the Sidereal Time at Greenwich on March 2Sth, 1881, 
when a chronometer which was 5m. 42s. fast of G.M.T. shewed 


9h. 15m. 18s. same date:— 

H. M. 8. 

Time by chronometer.915 18’00 

Chronom. fast of G.M.T.- 5 42 00 

Greenwich Mean Time. 9 9 3600 

Sidereal time at preceding mean noon, viz., Mareh 28th . 0 24 9'57 

By Table, the acceleration for 9h. of Green. Mean Time is + 1 2871 

„ „ 9m. , „ + 0 1‘48 

„ 36s. „ „ + 0 070 


Required Sidereal Time at Greenwich. 9 35 15‘86 


2c 


Similarity of 
Sidereal and 
Mean Time 
intervals. 


Raper to the 
rescue. 


How to 
change Clock 
Time into Star 
Time. 


Example of 
Sidereal Time 
at Greenwich 


* Page 175, nineteenth edition. 

















JUG IIT AXCESXJUX OF THE MEM DIAS. 


Example of 
Sidereal Time 
at jAi/\ 


How to find 
and name 
Star's Hour 
Aug e. 


Cl»* k to avoid 
mistakes 


•*02 


9h. 33m. 15 S6s. is accordingly’ the Sidereal Time at Greenwich 
at the instant of Oh. Oin. 36s. Mean Time at that place, and is 
equal to the Right vUecnsfou of the Meridian of an observer at 
Greenwich; or, in other words—at that moment, and at that 
place—the Jloar angle of the tirst point of Aries is 9h. 33m. 
15\SGs. West. 

The approximate Sidereal Time at Ship may, in a somewhat 
similar manner, be determined from the chronometer time and 
the longitude by account. 

EXAMPLE. 

Required the Sidereal Time at Ship on November 1-Sth, ls.sl, 
when a chronometer, which was 2m. 42s. slow of G.M.T., shewed 
1 Ih. 54m. 33s. same date. Longitude by account, GO* 15 W. 

II. M. 6. 

Time by Chronometer.. .... 11 5t 33*no 

Chronom. alow of G.M.T. .+ 2 42'00 

Greenwich Mean Time. . . . 11 57 15*00 

Longitude of ship in time.4 1 Oo*nn 

Mean Time at ship.7 50 15*00 

Sidereal Time at preceding mean noon, viz., Nov. iMh . . 15 50 39*9* 

By Table, the acceleration for llh. of Green. Mean Time is + 1 4S*42 

57iu. „ „ +0 9*3*1 

15s. „ +0 0*04 

The required Sidereal Time at Ship, or Right Ascension \ ^ 5<> so 

of the Meridian.1 - 

Tliis last is what is required in the problem, “Latitude by’ an 
Lx-meridian Altitude of a star." Then, to ascertain from it the 
star's hour angle, you have merely’ to take the ditlerence between 
the Right Ascension of the meridian, as above, and the Right 
Ascension of the star, as given in the Xautical Almanac. 

hi working " Lx Mends.," it is not always necessary to know 
whether the hour angle is Last or West, but, should it be required 
the following rule is not diflienlt to remember. In all cases, if 
the Right Ascension of the meridian exceed 24h., subtract that 
amount from it; then, if it be greater than the Right Ascension 
of tin* star, the hour angle is west. When the contrary is the 
case, it is east. Should the hour angle thus found exceed 12h., 
subtract it from 241 1 ., and reverse its name. 

To prevent any gross mistakes creeping into this work, it is 
easy* to check the result by Rupees Table 27. Tims: take the 
difference between the Apparent Time at Ship (roughly’ found by 
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clock) and the stated time of star’s meridian passage, as given in 
the table, which will be sufficiently near the true hour angle to 
enable any great blunder in the regular work to be detected. 

In connection with Time, there is one point which deserves more 
than a passing notice. It is the picking-up or dropping of a day, 
according as the globe is circumnavigated east or west-about. 

One who is not familiar with the subject finds it difficult to 
realize that at the same moment there should be a difference of 
time at various parts of the earth’s surface—nor is this really the 
case so far as absolute time is concerned. The 'present moment 
here in England is equally the present moment in Syduey, Aus¬ 
tralia, although the clock there marks some ten hours later than 
it does with us. This is accounted for by the fact that the sun, 
which is the divider of day and night, and all over the world the 
recognised marker of Time, crosses the meridian of Sydney some 
ten hours before it reaches ours. 

In the daily course of the sun, his advent at each meridian on 
the earth’s surface marks the hour of noon for all places on that 
meridian. It is thus the sailor, more especially, reckons his time. 
No matter what seas he may be navigating, he considers it noon 
the moment the sun is “ up," or on his meridian. Now, if his 
course lies from east to west, or if he and the sun are moving in 
the same direction, clearly at the instant the sun arrives at his 
meridian, and he strikes 8 bells, it must be past noon at the places 
he left yesterday, and is not yet noon at the place he hopes to 
reach by to-morrow. 

On the other hand, if he is sailing eastward, he is moving in an 
opposite direction to the sun—which, therefore, instead of over¬ 
taking him, as it did when he was bound towards the west, now 
advances to meet him, and, consequently, before it has reached the 
spot where he took his mid-day observation of yesterday, it will 
be past noon with him to-day, and getting on towards one bell. 
In plain language, as he goes eastward he shorteus his day, and 
as he goes westward he lengthens it, in exact proportion to the 
difference of longitude made good—the constant rate in all lati¬ 
tudes being 1 hour for ever}' 15° of his advance. 

Let then the navigator—having started presumably from Green¬ 
wich in an easterly direction—arrive at the meridian of ISO 0 at 1 
o’clock on the morning of Tuesday the 10th (ship time); it will 
then be only 1 o’clock at Greenwich in the afternoon of Monday 
the 15th, as by meeting the sun ho has got ahead of the folks at 
home, and anticipated their time by twelve hours. It will be 
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mid-night with him when it is only mid-day with them. If he 
continues on in the same direction, and completes the other half 
of the voyage without altering his date, he will have gained an¬ 
other 12 hours on arrival at (Greenwich, no matter how tony he 
may he in getting there , and would probably imagine the day of 
his return to be, say Friday noon, when in reality it was only 
Thursday noon. 

To avoid this, on passing the meridian of 180° I'., he should 
have reckoned Monday the 15th twice over, which would have 
brought things straight at the finish. On the contrary, when 
reaching 180 in a westerly direction, the navigator would l>e 
exactly 12 hours behind Greenwich, so that if it were then 1 
o’clock on Tuesday morning the Kith by his reckoning, it would 
be 1 o'clock in the afternoon of the same day at Greenwich. If 
he pursued his voyage westward without making the requisite 
alteration in his calendar, he would arrive at Greenwich, say at 
noon on Friday, and be surprised to learn that with the inhabit¬ 
ants it was noon on Saturday. To avoid this, lie should have 
skipped a day when at 1ST» W. Ho should have called the day 
Wednesday, and have overlooked Tuesday altogether. 

The great point for the practical navigator to attend to is to 
hold on to his (ireenwieh date by chronometer, otherwise he may 
make the not uncommon blunder of taking out the Xnutieal 
Alnmnne elements for the wrong day, and so get adrift as to his 
true position. 

Here the marking of the chronometer face from 0 up to 23 
hours would be of great service. As the dial is figured at 
present, there are no means of distinguishing the All. noon 
l'rom All. midnight; whereas, if marked as suggested, 0 hour 
would always refer to norm, and 12 hours to midnight. 

If. however, a man. when winding his chronometer, were to 
take the trouble from the very beginning of the voyage, to enter 
every day, on a slip of paper kept in th ■ case, the hour A..M. or 
p.vi , day of the week, and day of the month (ireenwieh time — 
of his doing so, he could not possibly get astray. When, by-mid- 
hy, ho found his own or ship date ditiering from that of Green¬ 
wich, he would men Iv have to adopt the latter, whatever it 
might be. Thus, having passed the meridian of I SO” Iv, on going 
to wind his chronometer at S o'clock on Tuesday morning the 
null, he would liud by bis slip that at t ireenwieh it was S o'clock 
on Monday evening the lath, and would accordingly instruct 
his chief othi'er to consider the day as Monday over again, and 
so enter it in his log. 
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Going east or west round the world, there will be no real gain 
or loss of a day. Otherwise a man, by continually sailing round 
east-about, might be considered—from the frequent repetition of 
a day which it entailed—to have lived longer than another who 
had stopped at home. J n the case of the traveller, he only appears 
to gain a day, as each one of those he has lived whilst on his 
journey has been shorter by a certain number of minutes—which 
has arisen from the difference of longitude traversed between 
two consecutive arrivals of the sun on his meridian ; whilst the 
day of the man who remained behind has always contained the 
complete 24 hours. 

Again, if two men, A and B , started at the same instant on a 
journey round the world, the first going east and the other west, 
and neither made any alteration in their dates from the time of 
setting out till their return together on the same day, this is 
what would happen: A would believe he had arrived, say ou 
Sunday, and B would persist in considering it as Friday. There 
would be a difference of two whole days in their reckoning; but 
no one would seriously entertain the idea that on this account A 
had lived 48 hours longer than B. The actual day of the week 
would, of course, be Saturday, and the actual time occupied by 
each on the journey would be precisely the same. 

The reader will understand from this that Time may be relative 
as well as absolute. 

To shew this yet more clearly, let us take a very exaggerated 
case. Supposing it were possible for a pedestrian to walk round 
either pole of the earth, say at a fixed distance from it of 10 
miles, the circumference of the circle which he would describe 
would be 60 miles, and at the rate of 2£ miles per hour he would 
accomplish the entire circuit in one day. If then, he started at 
noon, Apparent Time at place, and walked always in a westerly 
direction, preserving the above steady rate, he would keep pace 
exactly with the sun, and have it bearing either north or south, 
as the case might be, apparently stationary on his meridian as 
long as he chose to keep up his walk. His local time would 
never alter. If he started, say at noon on Sunday, so long as he 
continued to walk, local time would cease to progress, and it 
would remain noon on Sunday ; but absolute time would go on as 
usual, as his weary feet and the watch in his pocket would plainly 
tell him. 

The following problem is so instructive in first principles that, 
although it scarcely belongs to the subject, and is not rigorously 
correct, it would be a pity to omit it. 
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A PROBLEM FOR THE FLY1XG DITCH MAX. 


The question is—In what way could a navigator who has no 
knowledge of his position, and has lost all record of time, ascer¬ 
tain not only his correct latitude and longitude, but recover the 
day and date ? It is presumed that he is provided with the usual 
nautical instruments and books. 


2 



/ \ 


/f&rizon _=|_ _ \! X _ _ ^ ~ Ifortwn 

K 

Let the above figure be a projection of the sphere on the plane of the 
meridian. P is the elevated pole ; Z t the zenith, KQ % the equator ; ami TV 
any circumpolar star. 

To solve the question, let the navigator observe the altitude of any eiroitm* 
polar star at both its upper and lower culminations, as at 7’ami T ; the l alf 
sum of these altitudes will give him the altitude of the }>olo, which is equal 
to the latitude of the place of observation—that is, it will give him the ntc 
QZ. Then let the ship be hove-to, so as to keep on the same parallel of lati¬ 
tude until noon of next day. At noon, observe the meridian altitude of the 
sun ; thus, the are S// becomes known, A' being the position of the sun when 
on the meridian. Subtract S'//' from ZII\ and we have the are SZ. 

QS is the declination of the sun. Now we know QZnu<\ SZ; hence we 
have (JZ - SZ = QS, or we thus ascertain the deelimition at noon of the 
sun. This quantity is tabulated in the Xaudctl Aim mac every noon ; v is 
a constantly varying quantity lienee there Gin be only one noon to which the 
known declination corresponds ; so bv hunting this up in the Xautt al 
Almanac, the day, mouth, ami year are at once determined. 

A second method of determining the date is to measure the distance between 
the sun ami moon with a sextant (Lunar observation), nr the distance Itetwct-n 
the moon and one of the principal stars. These distances are tabulated in the 
X'liitieal Ahnanac. They differ from day t>» day, and the dilfercnee between 
any two days is snllieient to fix the date. The “Lunar'’ would give the 
longitude from Orecnwieh. The intelligent reader will not need to be told 
il it there are insuperable difficulties to the carrying out of the foregoing in 
actual practice.* 


* I’apliinS. I*, it. Atkmson lias < loverly pointed oul lliat, as the observer could not 
tell whether tin 1 Min was n oi'iitf N rtli r South, it wonI<t In* necessary I > wait and lik • 
/««» meridian all tudis t > determine wheli safe of tin* aoUti'e lie was on. Al'n, that as 
Ills' observer's ton*itnde is unknown, and as tin? element* in I'te N A. are compute I for 
ti' on iirrenm.h iKUf, and uol for noon n/ our Van l mI ltq> Vau Wink e would 

still Is? in a nn'iitnt fo it a» l«» the ev.u t date. To • ver ome this, < .sptam \lk*ii«on pro- 
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To wind up the chapter on Time, it is well to know that with 
us the days of the week are named after the deities in the Scan¬ 
dinavian mythology; but in astronomy they are represented by 
symbols having reference to the sun and certain of the planets. 


O Sunday (the Sun). 


i Monday (the Moon), 
d Tuesday (Mara). 

9 Wednesday (Mercury). 


1/ Thursday (Jupiter). 
9 Friday (Venus), 
h Saturday (Saturn). 


Sometimes, when jammed for room, it is convenient to use 
these symbols, and they are soon 'earned. 

It may also be interesting to know that in the northern and 
southern hemispheres the duration of summer is not the same. 
The northern summer is the longer of the two, since the sun is 
on our side of the equator for 186i days, and to the southward 
of it for the remaining 17Sf days. 

This is due to the eccentricity of the earth’s orbit, and the fact 
that we move in it faster when near the sun (our winter) than 
we do when further away (our summer). 

In this chapter there has been no little repetition and much 
harping upon the same thing; but the writer will not regret the 
loss of space or literary effect if thereby he has succeeded in 
making this (generally speaking) hazy subject of Time any 
clearer to the understanding of seamen. 


poses that the Lunar should be taken near the time of getting the meridian altitude, and 
the interval measured by watch, and allowed for in comparing with the N.A. 

This, coupled with the meridian altitude, would fix the Greenwich Date, and the 
Lunar would give the G.M.T. as closely as the moon’s Seiu. and Hor. Parall. taken out 
for the approximate G.M.T. (determined by roughly corrected App. Dist.) would allow. 

The Lunar then worked afresh with the elements corrected by the last found G.M.T 
would give a still better determination. 

* A close study of the paragraphs on time—actual and relative—is not a ca^e of 
“ love’s labour lost ” ; for in quite a number of instances it has been found that officers 
carrying on a series of ob-ervations at Noon, G.M.T., each day between New Zealand 
and England, vid Cape Horn, have experienced a cuiious difficulty in determining the 
local data corresponding to Greenwich Mean Noou when crossing the 180th meridian. 


Days of the 
week distin¬ 
guished by 
Symhois. 


Differences it 
duration of 
Northern acd 
Southern 
Summer. 







Similarly 
btlwr«n “Ex 
mrrld." of Si. . 
and Start. 


Suita) 'c »tars 
limit of 
visil i»«ty in 

PppOftlt* 

lirmiiphi* ct 


CHAPTER \ III. 

LATITUDE IlY EX-MERIDIAN* ALTITUDE OF A STAR. 

With the exception of finding the hour angle(meridian distance) 
this irorlc is exactly the same as that for the sun. 1 he stars, how¬ 
ever, have manifold advantages, inasmuch as, among otlier things, 
it is generally possible to choose those which will give the 
best results, whereas with the sun we have to take him as 
we find him. 

As shewn in the previous chapter, much depends in this 
problem on a correct knowledge of the Tune employed in the 
calculati >n, consequently it is iuipoetant to choose suck st tc* as 
u'ill he hast a fetid to/ on// • croc til this clean at 

From the slowness of their motion in altitude, it follows that 
the stars near either pole are the best adapted for this observation. 
Always give the preference, therefore, to such as have large declin¬ 
ations, of which the following is a list, in the order of tin ir Right 
Ascensions, hut the examples given further on will shew that it 
is by no means necessary to coniine one’s self to these alone. 


IN-Uin. nitU'1* 


Achcrnnr 

- M S 

tiVMe i 

t J'2 N 

On no] ills - • 

- r*:i s 

.. 

•J7 N 

• Argus • 

r*t» s 

H 

ill N 

1 Argft.s - 

- r» i s 

„ 

•:n n. 

p Argun • • 

• nu s. 

„ 

n S 

a Crueis - - 

- U’J s. 

n 

is N 

p Con tan ri • 

lii) s. 

„ 

i>i N 

a Centauri ■ 

nu s. 


'Jo N 

a Tri Airti 

r,u s. 

„ 

11 N 

a r.ivonU 

57 s 


■23 S 

a firms • 

l> s 


:\j N 


I'fclin. lAiltud* 


Solicitor • • 

• M N 

visible to 

24 S 

Mirfn. k - 

:»n N 

„ 

30 S. 

C.i| • - 

• in N. 


34 S. 

Monkaliu.m 

I .'i N. 

„ 

33 S. 

PuMio 

iVJ N. 

„ 

IS S. 

I’hectto • 

M N. 


20 S. 

lionetiiAfrli ■ 

- ;,o \* 


30 S. 

KtM'liab • • 

N. 

„ 

:* s. 

*> Dr.teAwM 

- :.i N. 

„ 

•Jll s 

Ariiloil - • 

I .-. N 

„ 

35 s 

Aldoraiiuiit 

. nj N 

„ 

IS s. 
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The above latitudes of visibility are in each ease calculated 
for a meridian altitude of 10’, but in clear weather, and under 
ordinary conditions of temperature and atmospheric pressure, 
these limits may be exceeded, as it is possible to see stars at 
much lower altitudes—sometimes, indeed, on rising or setting, 
when they are not infrequently mistaken for a steamer’s mast¬ 
head light. Owing, however, to the uncertainty of refraction near 
the horizon, it is not usually prudent to observe bodies having a 
less altitude than 7° or S°. When compelled to do so, however, it 
is advisable to note the barometer and thermometer, also the sea 
temperature, and if the conditions are abnormal, correct the mean 
refraction by the Auxiliary Tables 32 and 33 of Raper. In such 
cases, endeavour to get an observation on the opposite side of the 
zenith as well, which will enable you, as already explained, to 
detect any unusual refraction. 

Another point wherein the e.r-meridian altitude has a pull over 
the altitude on the meridian, is, that during twilight (the best 
time for observing) it may so happen that there is no star then 
culminating; whereas it would be hard lines indeed if one or two 
eould not be found, the smallness of whose hour angle east or 
west permitted the use of this method. The reader cannot fail 
to see that, by it, the opportunities of getting the latitude are 
materially increased. 

Again, to watch for the transit of a star on a dark night 
requires no little patience, and it has a decidedly fatiguing effect 
on the eye. This is avoided by the ex-meridian, where one good 
sight—without the bother of waiting, on a possibly wet deck— 
is all that is required. Nor does the sextant in this latter case 
suffer by unnecessary exposure to the damp night air, which, by 
clouding the glasses, requires a frequent application of the chamois 
leather; and this, in its turn—unless carefully done—is apt to 
put the instrument out of adjustment. 

All things considered. Ex-meridians are preferable to the 
Meridian altitude.* Compared with the gain, the extra work is 
trifling. The following are worked by the method of Brent, 
Walter, and Williams:— 


Precautions 
with low 
altitudes 


Increased 
Opportunities 
of observation 
at favourable 
times. 


jfjjr-Meridians 
better than 
observation on 
tbe Meridian. 


About 3 a.m. on Sunday, June 6th, 1880, the following “ Ex- 
merids.” for latitude were taken on board the s.s. “ British Crown.” 
Eye 22 feet; no index error; chronom. slow of G.M.T. 3m. 57s.: 
barometer, 30"'52 ; air temperature, 58° Fahrenheit. 


* Vide caution as to meridian nit. on pages 371-372. 







" It’ itish 
Crcnvn " 

observation*. 


Reduction of 
several obs. 
to one time 
for sake of 
c Jmp»i non. 
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Chronometer. 

II. M. S. o , 

10 34 12 June 5th, observe-1 alt. * Altair, 50 17 S. 

1G 43 13 „ „ * Piilaris, 4 * 33} N 

1G 53 00 „ „ * Altair, 49 3s} S. 

At noon, June Gth, the same chronometer shewed Ill 20m. 00s. 
p2oh. 20m. reckoning from previous day), and the ship’s position 
was 4S° 14 ’ X., 20" 53' W. Detween 3 a.m. and noon, the sliip 
made X. 70° E. (true), 12 2 miles an hour; therefore at the time 
the chronometer shewed Dili. 43m. 13s,, we have for the position 
hy account—Latitude 4 V s' X., Longitude 23° 22’ \V. 


Example 1. 

« Altair. 



H M. S. 


o , 

Time l>y chronometer .. .. 

10 114 1 ’ 

, s observed alt. 

60 17 S. 

Chroiiom. slow. 

+ sj; 

Corr Table So of R-iper 

- H 

O.M.T. 

1C 33 tO 

• * true altitude . 

t-J 111 
, 12} 

Longitude in time. 

1 3a 40 

Table 11L C { * ,V 

Moan time at ship. 

15 01 -,>a 

- 1 

Nub-real lime at pi# tiling 1 

O M. noon »* " 

4 57 1 9 

Merld. alt at place of obs. 

50 24} 

Acceleration for ICh. SSm. 09s. .. 

+ 2 44 


90 

Right Asccn-lon of the meridian. 
Right Ascension of • Altair . 

I.* 41 5.1 

M< r. ten. .list, at place of ohs. . 

. Allah's declination. 

SO 35} N 
s 33} N 

. » hour angle. 

M. S. 

latitude at time of »f»lit 

4, Sj S 

10 53 W. 



E 

XAMP1.K II. -• ALTMlt. 



II M S 



Time by chronometer 

1C i.l OH 

Allah's . bserved altitude 

41* 56} S. 

Chronometer slow. 

+ • »7 

t orreelion, T.il le 1 of llrenl . 

- t-! 

O.M.T. 

1C 50 .7 

true altitude . 

4. 3.1 

Longitude in time. 

1 33 16 

Table III c\'^ Table IV. 

+ «! 

+ 1 

Mean time at «hip. 

15 23 41 


-— 

Sidere il time ut yrtet 1 ug 1 
tl.M noon ... | 

4 57 09 

Merit!, all at place of observation 

. 50 23} 

•.■O 

Acceleration for itib. .'-7m. 

• 2 47 





M.-rbl. ten <li«t at place of observ 

30 .VU N 

Light A•*»•«ii ion ol (he meridian 

i 37 

, Altnim d-rlmatioii . .. . 

. 6 3-]s 

Light Ascension of • AlUir 

10 41 0 




I.atitmle at lime of sight 

o-1 n 

*'t hour angle. 

S-. :s\v 


'Idle latitude os fouml 

by the 

Pole star was 4S 10‘ X.. 

and ly 


allowing for the ship’s run in the interval between sights, the 
tirst “ Kx-inerid.,” reduced to time nf ohsrrvation of Pole star, 
gave the latitude at that moment as is* ply' X , an 1 the s nm 1 
'• Kx-mciid.,” reduced in like manner, gave it as is* U X. 

The following 11 Ex-murids.'’ were taken on hoard the ss. 
“ Hr itish (' rotrn " about s 40 l\\l. mi the evening of .lime Gth, 
1SS0. 'Hie position by dead reckoning at Ph. 51m. 12s. by chro 
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nometer (which shewed lh. 20m. at preceding noon) being, 
latitude 49° 21' N., longitude 18° 18' W. Eye 22 feet for all 
but the North star, which was observed from the bridge, where 
the eye was 32 feet. Ship supposed to be making N. 70° E. 
(true), 127 miles an hour since noon. Chron. 3m. 57s. slow of 
G.M.T. No index error. Barom. 30"-32. Therm 57° Fahr. 
To economize space, only the first and last sights are shewn 
worked out, but the reader can work the others by way of 
practice, if so inclined. 


Chronora. 
H. M. s. 

9 42 3 
9 51 12 
9 63 49 
9 57 14 


* Arcturus 
■ Polaris . 

* Arcturus 

* Spica . 

* Spica . 


59° 41' S. 
48 10$ N. 
GO 7$ S. 
29 44$ S. 
29 29$ S. 


Forsake of compari¬ 
son tlio results are 
minced to time of ob¬ 
servation of Polaris, 
namely, flli. 51m. 12s. 
by chronometer. 


Lat. 49° 24- N. 
„ 49 23$ „ 

„ 49 24$ „ 

„ 49 24$ „ 

„ 49 24$ „ 


Example III. —« Arcturus. 


II. M. s. 

Time by chronometer . 9 42 3 

Chronometer slow .+ 3 67 

G.M.T.9 4G 00 

Longitude in time .1 13 24 

Mean time at ship . 8 32 36 

SiderealtimeatpreMdt'rujG.M.noon 5 16 

Acceleration for 9b. 46m.+ 1 36 

Right Ascension of the meridian . 13 35 18 

Rigbt Ascension of • Arcturus .. 14 10 14 


Observed Alt. • Arcturus. 59 41 S 

Correction Table I. of Brent .. .. - 5$ 

.'s true alt. 69 35$ 

(2 "-00 Table IV. .. +40$ 

Table III. C-< 40 ,, .. + 8 

( 03 „ .. + 0$ 

Merid. alt. at place of observation . 60 26 
90 

Merid. zen. dist. at place of ob9erv. 29 35 N 


Latitude at time of sight.. 49 23JN. 


Corr. for ship's ru 


J 


Example IV. 

II. M. s. 

.. 10 5 2 

.. + 3 67 


Lat. at 9h. 51m. 12s. by chrooometer 49 J 24pX. 

Spica. 


G.M.T. 10 8 59 

Longitude in time. 113 2 

Mean time at ship. 8 55 67 

Sidereal time at preceding G.M. 

noon. 5 I G 

Acceleration for lOh. 9m. + 1 40 

Right Ascension of the meridian 13 58 43 
Right Ascension of * Spica .. .. 13 18 55 


Spica's observed altitude 


.. 29 29$ S. 


d hour angle 


Correction—Table I. of Brent 

- 6$ 

*'s true ait. .. 

29 23$ 

Table III. C. (1 +00 Table IV. 

\ ao. 

+ 2C$ 

+ 10$ 

+ li 

30 01 $ 

90 

Merid. alt. at place of observation 

Mer. zen. dist, at place of obs. 

• Spica's dec! in. 

69 6SJN. 
10 32$ S 

Latitude at time of sight. 

Corr. for ship's run. 

49 25$ N. 
- 1 

Lat. at 9h. 51m. 12s. by chronometer 

49^24'N. 

of minutes in the hour 

angle 


In Example III. the number 
exceeds the number of degrees in the meridian zenith distance— 
which, in a star like Arcturus, having small declination, is an 
unfavourable condition; nevertheless, the observation is worked 
out to shew that, if carefully made, and the time used is reliable, 
the result will still be good. 


Unfavourable 

condition. 
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LA T. BY FX-MFRIMA XS OF FLAXFTS. 


E**merbls." 
of planets 


" Ex nieriJs." 
btimv the 
Polo. 


The foregoing examples are bona fule, having been actually 
taken on board the “ British Graven ” on a North Atlantic passage. 
They were selected at hap-lmzard from among a large number ol 
others equally good, and prove very conclusively the splendid 
results which may be obtained by the use of the ex-meridian 
problem. 

When the time is in error, the reductions on one side of the 
meridian will be too great, and on the other too small; if, there¬ 
fore, two stars on opposite sides of the meridian—having nearly 
equal hour angles be observed within a few minutes of each 
other, the mean of the two results (each being first reduced to 
the same instant of time) will be free from any error due to this 
cause. Or, what amounts to the same thing, it may be possible 
to gi>t the samp star at nearly equal distances on both sides of the 
meridian, but in this last case the ship should be stationary, or 
nearly so, or allowance made for change of position (see page 4S3) 

Kxoneridians of the planets Venus, Mars, Jupiter, and Saturn, 
are worked in a similar manner to the tixed stars. As, however, 
their Right Ascensions and Declinations are constantly varying 
(the Latin word Plnncta means timin'ter ing shir), it is necessary 
to correct them for the Greenwich Date.* They will be found 
in the Xuutical Almanac for 1S93, between pages 234 and 2d5. 
In other respects the problem is precisely the same, even to the 
correction of the observed altitude,f so that an example is un¬ 
necessary. 

So far, ex-meridians above the Pole have only been treated of ; 
but as occasion may oiler to observe them below the Pole, and 
the results derived from this problem being just as correct as any 
other, it is proper to give a few examples. 

On hoard the s.s. “ Jiritish Crown," about 11 l\M. on Saturday, 
June RHh, 1SS0, the clouds were seen to break low down on the 
northern horizon, and disclose a bright star shining in the midst 
of a small clear space. To the eye there was nothing by which 
this solitary star could he recognized. A bearing of it by standard 
compass, when corrected for variation and deviation, gave its true 
azimuth as N 3° \\\, making it evident that the star—whichever 
it might R* was approaching its lower culmination. 

' *’ 'Die Ohkknwi. a 1 >atk is the lime nt tlrc-nwi -li corrraponding l<> •njr given l me 
•Wwliere.” KJlpur, [».ir.\. 4^1. page 175, mueteeulW edition. 

1 1‘aral ai may be .lore r.ir led In the case of Jupiter ami Saturn it is au utterly 
In* cm i aul quant ty ; ami m that of Veinn, *el 1 mi e* •ee*li 15*. Siu •« it ii. in all cajca. 
I ie $ limlite I ctnlrt of the raliant jnjiiiI which will be brought <h*u to the li »ruton, 
•oui-.li Iiiieler ni.iy al o be disregarded. 
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Reference to Table 27 of Raper shewed that Capella had 
passed the meridian above the Pole at llh. Dm. in the forenoon, 
and would consequently pass the meridian below the Pole at 
llh. 7m. on that very night. This, therefore, must be the star 
which, out of the many in the heavens, happened to be the only 
one visible. On computing Capella’s meridian altitude,* its close 
agreement with that observed made the identity of the star no 
longer a matter of conjecture. It was accordingly decided to 
secure sights, to be worked up as ex-meridians below the Pole , 
and also, if possible, to get its Lower meridian altitude. 

As a check on Capella—the altitude being so very small—it 
was important to get a star to the southward, and on referring 
again, with this in view, to the same Table in Raper, it was dis¬ 
covered that the star Ras Alhague (a Ophiuchi) would pass the 
meridian to the southward at 11 34 p.m. But as the sky was 
completely clouded over, with the exception of the aforesaid small 
break to the northward, and as, moreover, the writer was unac¬ 
quainted with this particular star, it was not likely the wish 
would be gratified; nevertheless the meridian altitude of Ras 
Alhague ivas computed, in readiness to place upon the sextant 
in the event of the clouds breaking up. This actually occurred 
shortly after, and through a rift in the clouds the needful sight 
of the coveted star was obtained. 

Had the approximate altitude not been calculated beforehand, 
and the sextant set to it, the observation would certainly have 
been lost; as the star, with three or four others, only remained 
visible for half a minute or so, and could not, even if recognized, 
have been brought down to the horizon with exactness in so 
short a time. 


How to com¬ 
pote meridian 
altitude beloit 
the Pole. 


How to be 
ready for 
flying shots 


The following are the observations as actually taken, but want 
of space does not permit of them all being worked out:— 


Chronometer. 

H. M. S. 

(а) 12 33 32 obsei 

(б) 12 43 45 

(c) 12 50 24 

(d) 12 53 01 
(') 12 57 9 
CO 13 10 1 
(y) 13 20 43 
(A) 13 26 ID 


ed alt. • Capella 6 32$ N. 

6 27i „ 
5 25$ „ 

5 25$ „ 
5 • 5* „ 
5 24 „ 
5 34$ „ 
53 22$ S. 


Eye 30 feet. Index error + 45". Chrono¬ 
meter slow of G.M.T. 4m. 00s. 

Barometer, 20"-40. Air, 56*. Water, 67\ 
Position by account at 12h. 53m. 00s. by 
chronometer: Latitude, 49* 15'N.; Longi¬ 
tude, 25* 53' W. Ship making S. 70* W. 
(true) U‘2 knots 


For sake of comparison, the various latitudes in the answers 
are all reduced, for the run of the ship, to 12h. 53m. by chrono¬ 
meter, at which time Capella was on the meridian below the 
Pole. 


* Rule for computing the approximate meridian altitude below the RoleFrom the 
latitude by accouut subtract the star’s polar distance. Simple enough ! Isu’t it ? 









4*4 


STAR EX-MERWIAXS SCR POLO . 


Example I. («). 


O.M.T.12 37 32 

longitude in time. 1 43 00 


Mr,in time at ship .. .. 

Suit-real time at preceding G.M 

mxm . 

Acceleration for 12b. 37m. Sin. 

Right Ascension of the meridian .. 
Right Ascension of • Cnptdla .. 

Capelin west of the meridian ,abocf i 
tbe pole. / 



P.cfraction . 

Capelin's true altitude 


Capella t declination 
» C. f0- . 


Capelin s hour angle west of Ihei 
meridian, below the polo .. J 


True altitude ... 

latitude at instant of ohs. 
Ship's run .. 


<r 2 ty 2 <r.N 

- 1 15 


latitude 49* l»i : 
At 12b. 53m. by chronometer 


Rule A of Brent, quoted above, specifics that in the ease of ex- 
mcrkliuus below the pole, the value of C is to be taken from that 
part of Table III. where the declination is of a contrary name to 
the latitude. 

Rule B specifies that, in the ease of ex-meridians btlow the 
pole, the correction from Table IV. is to be subtracted from the 
altitude, or, which is the same tiling iu the end, added to the 
declination. 


Example II. (6). 


H M. *». 

dime by chronometer.. 12 43 4.* 

Chronometer Mow . -+■ t no 

O.M.T . lT~47 4*. 

Ixmgltudo In time. I 43 11 

M<*an time at ahip M 04 3t 

Slilvriul(1 M noon 6 .2 21 
Aerelor itlon + 2 it 


Right A venid >n of the meridian 10 . u | 

Right Awntlnn of • i‘a|iell.i 6 07 .'1 


Hour angle we.it of meridi in, a5»>tv 
the pole 


II 61 10 


t 'anella a obs. alt our the pole 
Indfi error. 


Cnrr. Table S3 of Kaper. 

• CapellaV true altitude .. .. 


'.ipclla i d< dilution 


I ape a> true alt. 



5 

23 


N1 

6* 

13 ! 

o 


45 

6 1 

+ 

d 

45 

Ml i 

90 


Hour angle writ of meridian, 
the |*olo .... i 


l.atitiitle at time *>f nlnor* . 4J* 2 < N 

« «*rr for ilnp -* inn ... j 


l«at at I2h 53m. by rlir.-n. . 40* 19} N 


• Entering Table 111 , with latitude by account I'J N , mil declination 4G° N. (contrary 
name*, M' Rule 4), givm (’0* *>0. 

From 'I’alde IV . with Hour Angle 19m. 0»., and CO' - !* , wc obtain the abovo torrection 
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Example III, ( d ). 

In strictness, this example, not being an ex-meridian, belongs 
to a previous chapter, but it is introduced so that the resulting 
latitude may be compared with that given by the other sights. 

O / 

Observed alt. of * Capella on the inerid. below the pole . 5 25j N. 


Index error.+ | 

5 26 

Corr. Table 38 of Haper.- 14j 

* Capella’s true meridian alt.5 ILf N. 

* Capella’s polar distance. 44 7i N. 

Lat. at 12h. 53m. by ehronoin.49 Q 191'N. 


Example IV. (</). 


H M. S. 

Time hy chronometer. 13 20 48 

Chronometer slow .+ 4 oo 

G.M.T. 13 24 48 

Longitude in time . 1 43 57 

Mean time at Ship . 11 40 51 

Sidereal time at preceding O.M. noon 6 52 21 

Acceleration.+ 2 13 

Right Ascension of the meridian .. 17 35 25 

Right Ascension of‘Capella .. 6 7 51 


llour angle west of meridian, above i 

the pole .11“ “ 7 

12 


Hour angle of meridian, below i M s. 
the pole ./ 27 34 


Note.—A ttention is called to the change in 
name of the hour angle. As the utterly hour 
angle above the pole is greater than 12 hours, 
the excess is of necessity equal to the hour 
angle east below the pole. Refer to diagram 
on page 3S0. 


o > 

* Capella's obs. alt. below the pole 5 3t J N. 


Index error.+ j 

6 35 i 

Correction Table 3S of Raper .. - li 

• Capella's true alt. .. .. 6 a 21J' 

o / 

Capella's declination .. .. 45 62JN 

•c. o"-eo .+ iii 


46 04 

90 


43 56 

Capella's true alt. 6 21 i 

Lat. at time of observation .. 49 17J 
Correction for ship's run .. .. + lj 


Latitude at I2h. 63m. by chronom. 49 a 191' N 


• Entering Table III. of Brent, with Lat. by accouut 49° N.. and declination 46° N. (cod 
trary names, see Pule A), gives C 0"‘90. 

From Table IV., with hnur aDgle 27m. 34s., and C0"'90 we obtain correction as atx>*e 
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A check 
sbserv.iCcn. 


Example V. (A). 

* Raa Alhaguc above the pole to the southward. Taken as a check on Caj*ella 


it >t. >. 

Tune by chronometer. 13 26 19 

Chronometer slow .-r 4 00 


G MT. . 13 3 a 19 

l-ongitiule in lime .1 ll 6 

Mean time at ship 1140 13 

sitiere.il time at preceding G.M.l . 

noon . 1 ~ ' 

Acceleration for 13h. 30m. 19s. .. + 2 13 


Right Ascension of tlm meridian .. 17 4 47 

llight Ascension of • lias AI ha sue 17 29 23 


Hour angle of lUs Alhaguel,, m ... 
latiphiuchi) ./1 Itn. --*• 


libs. alt. of • lias Alhague .. .. !J 2’J s 

Index error .+ i 

63 231 

Correction—Table SS of lUper, or 

Table 1. of llrent ... 6 


•'« true altitude 

■ers!" •• 


Merid. alt. at place of n 


Merit!, xon. dist. at place of obs. . 
• a declination .. 


63 17j 
+ 0* 

W 211 

1 W 

36 3>J N 
12 39 N 


Latitude at time of sight 4> 17J.V. 

Correction for run -t- 2 


latitude at 12h. 53m. by cliron. 49* It»| N 


About 9.15 p.m Monday. .lime 21st. l.s.sO, being in latitude by 
acc. 45° 20' N., longitude 37 57' W., from the bridge of the 
.s.s. British Crown, Oapclla and the North Star were observed 
for latitude. On referring to Raper’s Table 27, the former was 
found to be west of the meridian below the Pole, and the North 
Star east of it. Eye, 32 feet. Are error, +10". Index error, 
-e-O". Chronometer slow of (livenwith mean time, fin. <K 
Rum meter, 20 'ps. Air, 4i» 9 . Water, 59’. 

Chronometer llh. 3^in. 31s., observed alt. * Capelhi - - - MJ N. 

„ llh. 41m. 20s., „ North Star - 44* 134'N 


Example VI. 


H. M s 

Tiro. l-y olirom meter . . 11 3* 34 

ehriwi'iuetcr slow .+ 4 00 

1 : M l'. .11 42 34 

I ■ iigundf 111 lime . 2 31 4s 

Mean time at nil p 9 h> 46 

Sidereal tnno nt prrer u <g U.M.J ^ 

Acceleration for llh 4.*iu + 1 56 


Itight Ascension of the uirrbli 111 15 12 lA 

Right Ascension id . C.iju ll.i 6 7 51 

*’■ hour nnglo writ of meridian. , , , , . 
a6orc the pole .Jl» 6 6 


» hour angle »0.1I of 111 iduut, \ , . ., 

t*.oir llio jmiIo . f 


Ol»*. lilt I 'apol'.i 6rioi# the polo 
Arc and hub x errors 

Correction Table 3S of Uaper 
* Capelin’* true altitude 


4 Ml N 


4 5. 

Id 


In (hi c**e, (In*big h#nr angle on 1 * it “nut 
•*f bound*' f.>r Kx meridian labt-s. *0 wo 
uiu«t f*11 Kick <n calculation. Tl.o f rntul* 
111 Jeans' N mention (page 1. * of 3rd Kduinn) 
I* givon on n»xt |«ac«* f> I if mu*/ m < f n*. 
li/ovcif ifVu fAc il/rlnuilu 11 u Uu /Ait 11 Hr. 
>1 ilh smaller declination* tin? doducid UU> 
tude uny he Tory much tn error 


* Ki loring Tulda III , with latitude by a • ouut 491° N and dccllnal'on PJ)° N. (*ain« 
11 amt , gno* (' 'J*-10. 

From (able IV., wi h hour an^lc lltu. 2_s. and 1 -* 10 wc obtain corre tiou + 41^' 
iIkua 










LATITUDE BY POLE STAR. 
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Jeans’ Method. 


Peclin. 45° 52J' N. Cotang. 9-9SG73 
Hour angle lb. 54in. 55s. Cosine 9-94295 

Arc Z .Cot an g 9-929 63 


. Coscc. 1014108 

.Arc Z, Sine. O SSihO 

Alt. 4“ 3G}\ Sine .... 890495 


Arc Y, Cosine.. 8 9307 3 


Z 90 - 4°( 37 = 40 23 N. 
Y 90 - 85 6i = 4 53J N. 

Latitude_45 I6J N. 


Example VII. (Pole Star A r . A. Method). 


lime by chronometer 
Chronometer slow 


G.M.T.II 45 20 

Longitude in time .2 31 48 

Mean time at ship . 9 13 32 ! 

Sidereal time at preceding G.M. noon 6 00 11 
Acceleration for I Ill. 45m.+ 1 60 

Right Ascension of the meridian .. 15 15 42 


Observed alt. at Pole Star .. .. 44 13} 

Index and arc errors.+ j 

44 14 

Correction—Table 38 of Rapfr . . — GJ 

44 07J 

Constant.— 1 

Reduced Altitude . 44 6j 

First correction.+1 9} 

Second correction .+ 0j 

Third correction.4- OJ 

Latitude.46*I7'N 


H. M. S. 
11 41 20 
+ 4 00 


The very close agreement of all these results might lead those 
not well posted in star work to suspect that they had been 
“ cooked.” Such, however, is not the case. Wherever the name 
of the ship is given, the observations are those which were actually 
taken, and have not been altered in any way whatsoever. In 
many iustances (of which this is one) the stars were observed 
and calculated in the presence of the officers of the vessel, who 
can answer for the perfect honesty of the work. This is men¬ 
tioned to dispel any doubts as to what stars are really capable 
of. The beginner can scarcely hope for such a nice accordance 
of results, but a moderate amount of perseverance will prove the 
truth cf the adage—“ Practice makes perfect.” 

In Example VI. Capella has been treated as an ex-meridian 
for latitude, but from its very large hour angle (111. 54m. 55s.) 
putting it beyond the prescribed limits, it must be regarded as 
an extreme ease, and is expressly chosen on that account to assist 
in illustrating what will presently be said about the North star, Wliy sta;s 
An error of 15' in the longitude (equal to I minute in the Time) neartiie Poiei 
would put the result wrong some three and a half miles, shew- chosen for 
ing the impropriety of placing dependence on ill-conditioned " Exi,,erids ' 
observations. If Capella’s declination were but larger (say 7CT 
instead of only 4(3°), a similar error in the time would not affect 
the result nearly so much, proving that greater liberties iu this 

























Important 

exception 


Pole Stai 
problem 
merely an 
" Ex-mend. 
in disguise. 


Construction 
of table for 
use with Pole 
■ tor. 
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respect can be taken with the stars near either Pole, such, for 
example, as J>ubhe, and the brilliant one in the foot of the 
Southern Cross. 

To these, therefore, the rule for the sun, that the number of 
minutes in the hour angle should not exceed the number of 
degrees in the meridian zenith distance, does not apply. 

The most notable instance of this is to be found in the North 
star, which is so close to the Pole that (as \ reviuusly stated) an 
error in the time of half an hour, when near its upper or lower 
meridian passage, will fail to produce an error of even one mile 
in the result. 

It has probably never occurred to the nautical reader, when 
figuring out the “ Latitude by Pole star," that to all intents and 
purposes he is working an ex-meridian. Such, however, is really 
the case, though ninety-nine out of every hundred are deluded 
into believing it to he a special problem, peculiar to this star alone. 

The plain fact is, that the North star’s extreme slowness of 
motion, due to its small diurnal circle, permits of a lmndy table 
being calculated to do away with the tedium of the longer pro¬ 
cess. A somewhat similar table might, indeed, he computed for 
any other circumpolar star, hut in no sense would it pay to do so. 
if the reader he curious to know how this table is formed, he will 
find a very easily understood account of it in the explanation to 
Paper's Table 51. 

To shew that the familiar North tar problem is nothing more than an eimurilisu in 
dnyuise, Example VII. is here given over again, worked out * u \irlv to Capella. 


11. m . $ 

Right Ascension of meridian, as before .15 15 42 

Right Asceusion of Role star, N.A., l age 314 . Ill 4J 

Hour angle west of meridian above the pole. 14 t/0 5b 

12 

Hour angle east of meridian 5*'me the pole . ... .. Z (X) 59 


Juans’ Fuumui.a (2nd Mktiioh) fur Wdrki.no Kx Mkkuuaxs. 

1>o on. t> Id N*. Cotang S36690 Cosec int 1 ) '■012 

Hour ang e I’li Oni. 59*. Cosine 9 93645 Arc V. S mi* . . 9 rtfml 

-Ml. <11 7i Sine 9M273 

A rc Z 51 * Cotang * -30.335 

Arc V, Cosine. . I 1 "-11*1 


/ IK) - m 51 ^ f 9 N. X.. K In ihiii c.iv«. *he 

V90 45 52 - 41 S N. orior in tho latitude due to 

— an crr«r of one minute id 

I Altitude . • ' 7 N the hour angle is only lv\ 

I he wr is not aware of ex no ii trim belt to the f\ e li.oiug l>«en trixlel of in anj 
other work on navi’il mi pri r to the pn* licaliou of " Wrmtles." It is h jusd their 
practical utility haa been lull)- dvuioualtatv 1. 
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Once more attention is called to the importance of being able 
—whether by day or by night—to put one’s finger on the correct 
Apparent Time at ship. Just here it will be sufficient to say 
briefly that observations for time, made on or near the Prime 
Vertical, are to all intents and purposes independent of the lati¬ 
tude : an error of 20' or even 30' in this element will not affect 
the time to any appreciable extent. 

Having thus obtained the correct time, it may be relied upon 
to determine the correct latitude by an ex-meridian, even when 
the body employed is unfavourably situated in declination and 
its hour-angle outside the ordinary limit. The ordinary limit is 
that the number of minutes in the hour-angle shall not exceed 
the number of degrees in the meridian zen. dist. But we cannot 
always command the maintenance of this limit any more than 
we can many other theoretical points in practical work, nor need 
we throw up our hands on this account so long as we know how 
to circumvent the difficulty. To repeat:—Circumpolar stars 
permit of greater liberties with their hour-angles than do those 
of small declination. With the first named, an approximation is 
sufficient; with the latter, should the usual limits be exceeded, 
the hour-angle must be accurate, and Chapter X. will make it 
clear how this can be ensured so long as wind and weather are 
not outrageously bad. 

Whenever circumstances permit, “ stand-by ” sights should be 
taken by the officer of the watch and entered in a book kept for 
this express purpose. If not required, they need not be worked 
out There can be no objection to them : they won’t bite, nor 
will they cost anything for board and lodging. 

A suitable form can be ruled with columns giving date, hour 
by clock, chronometer time, altitude, name of body observed, 
value of observation, patent log reading, height of eye, and 
initials of observer. 

To finish with this problem—Do not forget that the latitude 
found by an ex-meridian (whether above or below the Pole) is 
that of the ship at the moment of observation, and if required for 
any other time, must be reduced to it, according to the course and 
distance made in the interval. Bear this is mind. 


Time observa 
tions—a neces¬ 
sary routine. 


Reserve sights. 





CHAPTER IX 

LF.rKY’S ABC tables. 


Original 
minion of 
°nrdwood 
• ad Davii 


Undoubted!y. within the comparatively narrow limits assigned 
to the Azimuth Tables of Burdwood ami Davis, there is nothing 
can touch them for minute accuracy ami despatch; but in the 
present more advanced state of navigation, those limits are t<>o 
restricted in more directions than one, and to enlarge them to the 
extent now demanded would entail in each case a ponderous tome. 

There can be no reasonable doubt that their principal function 
was to give the Suns true azimuth — in connection with comjxiss 
work '—up to the point when his nltitude would no longer permit 
of accurate observation with the appliances then in use: for 
example, where the altitude would exceed (iO* the columns are 
left blank. From this it is evident, also, that it was either for¬ 
gotten or ignored—probably the latter—that the Azimuth might 
be a useful factor in certain problems quite apart from the more 
commonplace determination of compass errors. 

Again, neither book goes beyond 2‘T of Declination, and the 
inference is that Lunar and Stellar observations were hardly 
included in the original programme, or at all events were but n 
secondary consideration; indeed, when Hunlwood's Tables were 
produced, now upwards of a quarter of n century ago, star work 
of any kind —more especially Azimuth—was as “Caviare to 
the multitude." 

No such exception can he taken to the A BC tables, which 
are framed to meet dll cases. In this go-ahead age one thing 
quickly supplants another—the improver won't he denied; and 
so it happens that in the very complete form here presented to 
the seaman, the author's A 1W 1 tables have shorn Bnrdwood and 
Davis of much of their glory. In the first place, they are alto* 
gotln r unsurpassed for determining a ship's position, in conjunc¬ 
tion with A. < Johnson's far famed re mitring of the ‘Double 
('hrouumeter ’ problem, whether applied to sun, moon, or stars 
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and incidentally they give the error in the Longitude for each 
1' of error in the Latitude worked with. 

As Azimuth Tables they are susceptible of any desired degree 
of accuracy. Though contained in but few pages, they are avail¬ 
able for all parts of the globe between 60’ N. and 60 J S., and for 
all hour angles. In the first two pages of A and B respectively, 
where interpolation would otherwise be somewhat difficult, the 
hour angles are given for each minute; the next three pages of 
each give them for every second minute; and the remainder, as 
in Burdwood and Davis, give them for every fourth minute. 
The advantage is manifest.* 

The plan adopted in Table A has been modified in its counter¬ 
part B. After much consideration the latter was divided into 
two parts, so as better to meet the wants of the Navigator. The 
upper half is on the same lines as Table A ; the Declination having 
been extended to 29°, it includes the Sun and Moon ; the planets 
Venus, Mars, Jupiter, and Saturn ; such well-known stars of the 
1st mag. as Sirius, Spiea, Procyon, Arcturus, Altair, Antares, Pollux, 
Betelguese, Regulus, Bigel, and Aklebaran; also about sixteen 
other zodiacal stars of the 2nd mag., all useful either for azimuth 
or position finding. These, when supplemented by the twenty 
stars specified by name in the lower half of the Table, offer a wide 
choice, to the observer, in whatever part of the world he may be, 
or at whatever hour lie may desire to invoke their assistance. 

This arrangement, it is believed, will be found more convenient 
than the easier plan of carrying out the Declination to 60°, seeing 
that in the purely stellar portion there will be no occasion to 
interpolate for parts of a degree, a matter which is unavoidable 
in the upper portion, though the extent to which it may be 
carried will, of course, depend upon circumstances taken in con¬ 
nection with the Navigator’s requirements. Usually, interpolation 
at sight will be sufficient, and where greater refinement is desired, 
very little experience will teach how to guess the number pretty 
correctly without resorting to the delay of figuring it out. Ex¬ 
perience will also teach whether the numbers should be taken 
out to three places of decimals, or only to two. It will be found 
that in the smaller hour angles three decimals are not needed. 

In taking the quantities from the lower portion of B, a Crucis 
may be substituted for J)ubhe ; Mirfack for Benetnasch ; and 
Arided for Menkalinan, as the declinations of the respective pairs 
correspond sufficiently to permit of this. The lower portion of 
B is therefore really available for three more stars than shewn. 

• Xovr published separately, in greatly extended form, under the title of “Leeky’s General 
Utility A B C and 1> Tables.” 
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Till: ABC TABLES HELP EACH OTHER. 


Places ol 
decimal!. 


Table C speaks for itself. Like A and B, it gives the error in 
the Longitude due to an error of 1 in the Latitude, hut in a more 
direct manner. This being so, it may be asked, What is tlie use 
of having two ways of accomplishing the same object ? This is 
easily answered, and what is more, the answer will be appreciated. 
The one method is sometimes more convenient than the other . and 
in this particular case "it is veil to have tiro strings to your 
lov'” This will be more apparent after a perusal of the chapter 
on Simultaneous Altitudes 

To enter Table A, the Latitude and Hour Angle are necessary ; 
tor Table B, the Declination and Hour-angle : ami for 'fable (J, 
the Latitude and Azimuth are necessary. Now, Hurd wood and 
other cut-and-dry Tables are unfortunately not always at hand, 
and to find the azimuth may be dilficult, in which case use Tables 
A and B, and the 1 Error’ having been found by their assistance, 
the Azimuth can at once be taken from C. So that, whatever 
hobble the Navigator may be in, the Tables amicably pull to¬ 
gether to extricate him. The remarks already made respecting 
interpolation and places of decimals also apply to C. 

Mr. Johnson, for his purpose, evidently considers two decimals 
to he sullicient, ami no doubt, owing to its greater conciseness, 
there will be found many to give the preference to his Table* as 
compared with 0, which latter has mostly three places of decimals. 
The extra labour and cost have been incurred to keep it uniform 
with A and B, also to permit of the Azimuth being determined 
with greater precision; for this purpose, two places of decimals 
are hardly sufficient in the larger azimuths, though more than 
ample in the smaller ones. 

When experts in their use desire to drop the third decimal, let 
(hem observe the following rule:—With A and 1? as given, take 
their sum or difference as will presently he explained; then, in 
cutting oil* the third decimal, should it he fi or upwards, add 1 to 
the second decimal. If. however, the third decimal he 5 or under, 
do not alter the second decimal. The same applies to 0. 

Km* example d' 144 is d ’14 
d 1 If) is d’• 14. 
d i k; is d ir>. 

'flu* explanation why the lirst and last pages of Table C are 
printed in red will be met with further on. 

• TftMe I. in jmviou! r li! mu i>f " Wrnklf* ;" lr, Ik ttill foiin.l in Johu«ou* i > 
punplilet, On t fm/iny tht l.aOltilt iin i /.on ntud* n ( loutly U rathtr. 
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TO FIND FROM A AND B THE ERROR IN THE 
LONGITUDE DUE TO AN ERROR OF 1 IN THE LATITUDE. 

Enter Table A with the Hour-Angle and Latitude. 

Always prefix the + sign, except when the Hour-A ngle exceeds 
6 hours. 

Enter Table B with the Hour-Angle and Declination; or in 
the case of lower portion, with the Hour-Angle and star. 

When Latitude and Declination are of contrary names, prefix 
the + sign; but when of same name prefix the - sign. 

Whether the arithmetical sum or difference of A and B is to 
be taken as the ‘ Error ’ depends upon the following rule:— 

With like signs: add, and prefix the common sign. 

With unlike signs : take the difference, and prefix the sign of 
the greater. This is Algebraic Addition. 

Example 1. What is the error produced in the Longitude for 
each 1 1 of error in the Latitude when the Hour-Angle of the 
body observed is lh. ySm. P.M., its Declination 29 N., and the 
Latitude of the observer is 24 J S. ? 

A + 787 

B + 1 126 

‘Error’ + TU13 

Example 2. Use same data as before, but in this case let the 
Latitude be North. 

A + 787 

B - 1 126 


‘ Error ’ - 0''339 


Example 3. Hour-Angle 6h. 20m. p.m. Declin. 27° N. 

Lat. 20 p N. 

A - *032 

B - -511 


‘Error’ - 0'543 


Example 4 Hour-Angle of * a Crucis 7h. 25m. East. 

Lat. 50° S. 

A - *481 

B - 2‘076 


‘Error’ - 2 557 












Otlunve 
h pp^arance^ 
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TO FIND THE AZIMUTH BY THE ABC TABLES. 

There are a variety of modes, according to fancy and the pre 
cision aimed at. Of tlie two here given, the first is the shorter, 
being an affair of simple inspection, but in point of time there is 
really very little between them. 

Method 1. 

Enter C with Latitude at the side, and ‘ Error’ in the body of 
the Table. The Azimuth will be found at the head of the column. 
By interpolation at sight it can he taken out to half a degree or 
less. 

Method 2. 

To the log. of the * Error’ add the cosine of the Latitude, never 
using more than four places of decimals. Their sum will be the 
Cotangent of the Azimuth. 

Note. —'fhe Azimuth by this method, being obtained to degrees 
<im/ minutes of are. has a fascinating appearance of exactness 
which is very illusory : fin it must, not be lost sight of that the 
accuracy of the result depends entirely upon the accuracy of the 
data used in finding the 4 Error,’ which latter forms one of the 
arguments in the final process. not fur*[fit (he partible of the 

man who built his house oil a soluh/ fomubtfion. 

In this respect the A B C tables are 110 better and 110 worse 
than Burd wood's or any other Azimuth Tables. To repeat; they 
will give results accurate in proportion to the accuracy of tlie 
data employed. What Tables can d«> more l 

When adopting Blackhurne’s A and B tables (see Preface) 
these ami other considerations led to the rejection of his Tables 1 
and II. for finding the Azimuth. Captain Blaekburne may 

possibly think his own mode the best, but we all know that 

“Doctors differ," mid that ev< ry father believes his own grey 
goose to 1m* a w bite swan. 

Kl’l K mil N AMINO THE AZIMt’TH. 

ill North Latitude. Put X for a ' Error’; and S f.. r a ♦ 4 Error.’ 

lu South Latitude. Put S for i 4 Ernr*; and N for :t ‘ 4 Error.' 

EXAMPLES. (Same its before). 

Example 1 Methmi /. (By inspection) 

Entering Table C with Lit. 24 S.. and Error ' + l VIA, at a 
glance weTind the A/.nnuth to be 2!»T* Iking S,,uth Ut ,in ' 1 14 
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+ ‘ Error,’’ we name the Azimuth North ; the Hour-Angle being 
p.m., the object is of course ivest of the meridian. Therefore the 
complete answer is 

N. 29|° W. 


Example 1, Method % (by calculation). 

‘ Error’ + l'*913.Log. . . 0*2817 

Latitude 24° S.Cosine . . 9*9G07 

Azimuth, N. 29° 47' W,.Cotangent 10*2424 


Example 2, Method 1. 

Entering Table C with Lat. 24° N., and ‘ Error 5 - *339, we find 
the Azimuth to be about 721°. Being North Latitude and a 
— ‘ Error 5 we name the Azimuth North ; the Hour-Angle being 
p.m., the object is ivest of the meridian. Therefore the complete 
answer is 

N. 72f° W. 


Example 2, Method %. 

‘ Error ’ - *339 . . . , 

Latitude, 24° N. . . . 

Azimuth, N. 72° 48 W. 


Log. . . 9*5302 

Cosine. . 9*9G07 

Cotangent 9*4909 


Example 3, Method 1. 

Entering Table C with Lat. 20° N., and ‘ Error 5 — *543, we find 
the Azimuth to be 63°. Being North Latitude and a — ‘ Error ’ 
we name the Azimuth North. The Hour-Angle being p.m,, the 
object is ivest of the meridian. Therefore the complete answer is 

N. 63° W. 


Example 3, Method 2. 

‘Error’ - *543 .Log. . , i#*7348 

Latitude, 20° N. Cosine . . 9*9730 

Azimuth, N. 62° 58' W .Cotangent 9*7078 


Example 4, Method 1 . 

Entering Table C with Lat. 50 S., and ‘ F>ror 5 - 2'*557, we 
find the Azimuth to be about 31 £°. Being South Latitude and 





















4*6 


A BC VALUES ABE EXPRESSED IX ARC. 


a — * Error’ wo name the Azimuth South. Therefore the com¬ 
plete answer is 

S. 31E. 


Example 4, Method £?. 

' Error ’ - ‘2'’557 .Log. . . 0 4077 

Latitude, t>0° X. , Cosine . . 9‘HOsl 

Azimuth, S. 31° 11> E.Cotangent 10'215S 


Should a celestial object be so near the meridian as to make it 
doubtful whether the Hour-Angle is East or West, the question 
is very soon settled by an appeal to the sextant. If the object 
be rising, the Hour-Angle is East; if falling, it is West. Absurdly 
simple, when you know it!! Isn’t it ? But it doesn’t occur to 
everyone, notwithstanding. 

In the foregoing examples the ‘ Error’ has been expressed in 
arc, but the navigator may wish to have its equivalent in time. 
If so, he has merely to multiply by 4. Taking examples 3 and 4 
we have 

- -543 - 2'657 

X I x 4 


The Tables 
make their 
bow. 


Thus far, by way of introducing the A B C tables to the 
reader, we have confined ourselves to an exposition of their more 
direct capabilities, such as determining the Azimuth under all 
circumstances; also the 1 Error 1 due to working time observa¬ 
tions with an incorrect Latitude; but in chapters yet to come it 
will be shewn how tliis information can be turned to account in 
delining a vessel’s true position in connection with the inode of 
treatment of Double and Simultaneous Altitudes, for which 
sailors are eternally indebted to the late A. (\ Johnson, 11.X. 
( Cloudy Weather” Johnson). His method has deservedly 
become very popular, and from its simplicity, accuracy, ami com¬ 
parative brevity, is destined to supersede all others of its class. 
As auxiliaries, Lecky’s A B C tables will be found of great value. 

They also give (Ireat Circle courses and distances by mere 
inspection an advantage not to be sneezed at. (See pages ti.VJ- 
tit! 1). Nothing can be simpler or more handy. The 'fables are 
now published separately in greatly extended form. 
















LECKY’S ABC TABLES. 

(Entered at Stationers' 1/all, September 1st, 1S9S,) 


FORMULAE USED IN THEIR CONSTRUCTION. 
A =» Tang, of Lat. x Cotang, of Hour-angle. 


Example. 


Latitude 3* - 

Hour angle lh. 42ru. 

A - 0'*109875 (vide p. 436) - 


- Tang. 87193958 

- Cotang. 10*3215039 + 


- 9 0408997 


B — Tang, of Declin. x Cosec, of Hour-angle. 


Example. 

Declination 3° 

Hour-angle lh. 42m. 


Tang. 87193958 
Cosee. 10*3660156 + 


B - 0'*12I734 (vi h p. 437) 


= 9*0854114 


G = Cotang, of Azim. x Secant of Latitude. 

Example. 

Azimuth 20°. Cotang. 10*4389341 

Latitude 45°. Secant 10*1505150 + 

C = 3 *88552 ( vide p. 447) - - = 0*5894491 


As stated in Preface, the results were independently cheeked by other 
formulae, of which there are several It may interest the reader to know that 
the quantities in C can be taken out of the Traverse Tables by double entry. 
For example :— 

1. With the Bearing (20°) as a Course , look for, say, 100 in the Departure 

column, and against it in the Latitude column will be found a number 
(2747), which divided by 100 will give the quantity (2'747) for 
Latitude 0°. 

2. With Latitude (45°) as a Course, and against 274 7 in a Latitude 

column, will be found 388*5 in a Distance columu : this divided by 100 
gives C = 3'*885 as above. 

Owing to their narrow limits, the Traverse Tables are hardly good enough 
where minute accuracy is desired, but it is astonishing the number of problems 
that can be solved by their aid when you know how. In the last edition of 
Raper, the Traverse Tables have been extended to Distance 600, with corres¬ 
ponding Departure and difference of Latitude j a much needed improvement. 
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Useful ultra-Zodiacal Stars of 1 st and 2 nd mags, in order of Declination. 
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Useful ultra-Zodiacal Stars of 1st and 2nd mags, in order of Declination. 
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LECK.YS ABC TABLES. 

c. 


The aabjoLtied quantities ehew the error produced In the Longitude by an error of 1' In the Latitude 
They represent the tarn or difference of the A and B values. 
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9 212 8 356 

7 643 

7 035 6 515 6-002 

53 

9S 2 47 58 3171 

2 176 

iS- 115 s i 

13*53 11-82 10-49 

0'4 2 | S 548 

7 S17 

7 107 6 664 6-2 1 

SI 

97 47 45 72 32-46 

24 3 3 

IO"45 1619 

13 80 12 1 1 10 74 

O t 4 J 8 753 

8 004 

7-309 0 S24 0 149 

SS 

0288 U93 J3 27 

24-93 

1971 1059 

142. 12 41 1 I 01 

9 8*'S 8 ‘K>9 

8 202 

7 552 6 993 65 7 

S& 

1 3 5 5. 21 

44*12 

25 57 

2041 1701 

14 »6 1 ’72 11 29 

I i|( 9 200 

8413 

7746 7172 6 674 

57 

1 5 *’ 52 ,s 

15 03 

2 > 26 

23 ), 17 47 

1495 1300 11 59 

1 41 9 446 

s- iS 

7‘ 53 7 3 1 6852 

58 

1 5 1 54 4 

3>l 

2 -91 

21 >7 17 -5 

15 37 13 43 1 1 91 

1 7 9 7 8 

8-8*8 

8 '7i 7 S'9 7 4 1 

$9 

1 1 1 3 55 6 

37* 5 

27 77 

22 19 IS 47 

15 M 13 *2 12 26 

11 1 9« ') 

0 115 

S 41 7 7 S 7 7 246 

60 

1146 7 27 38 JO 

2S 0 

22 80 10 1 

10 20 14-23 12 03 

Mil 1 V2) 

>’4 ) 

8 M. 227 464 


_ . . I In Worth latitude put N for i * Error,’ and S for a t ‘ Error. 

To nauir Azimuth | g outh Latitude iuv S for a ‘Error,’ and N for a ♦- ’Error.' 
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LECKY’S ABC TABLES 

C. 


The subjoined quantities shew the error produced in the Longitude by an error of l' in the Latitude 
They represent the sum or difference of the A and B values. 


I,at. 






TRUE 

AZIMUTH 






16 ° 

170 

18 ° 

19 ° 

20° 

211 

22° | 

23 “ | 

24 ° | 

25 ° 

1 26 ° | 

1 271 | 

28 ° | 

1 29 “ 

1 30 “ 

0 

V4S7 

3*271 

3*078 

2-904 

2-747'2-605 

2*475 

2*356 

2-246 

2145 

2-050 

1-963 

l-SSi 

1-804 

1732 

I 

3*488 

3*271 

3*078 

2-905 

274S 

2-605 

2*475 

2*356 

2246 

2*145 

2*051 

1-963 

i-88i 

1S04 

1-732 

2 

3*490 

3*273 

-3-080 

2*906 

2*749 

2-607 

2*477 

2*357 

2*247 

2*140 

2-052 

1*964 

1 ’SS2 

1*805 

1*735 

3 

3*492 

3*275 

T0S2 

2-90s 

2751 

2*609 

2-478 

2*359 

2-249 

2-147 

2*053 

1-965 

1*883 

I-S07 

1*734 

4 

3*496 

3*279 

5 *oS 5 

2*911 

2*754 

2*611 

2-481 

2-362 

2-252 

2-150 

2*055 

1*967 

1-885 

1 80S 

1*736 

5 

3 * 5 °i 

3*283 

3*089 

2-915 

2758 

2-615 

2*485 

2*305 

2*255 

2 153 

2*058 

i' 97 o 

i-SSS 

r8 ix 

i *739 

6 

3 * 5°7 

3 - 2 S 9 

3*095 

2920 

2-765 

2-619 

2-489 

2-369 

2-25S 

2*156 

2*062 

i *973 

1-891 

1*814 

1-742 

7 

3 *Si 4 

3*295 

3*101 

2*926 

2-768 

2-625 

2*494 

2*374 

2-263 

2*161 

2-066 

1*977 

1*895 

rSiS 

1*745 

8 

3*522 

3*303 

3*io8 

2*933 

2774 

2-631 

2*499 

2*379 

2-268 

2'106 

2-070 

1-982 

1 '899 

1-822 

1*749 

9 

3 * 53 ' 

3*312 

3*116 

2940 

2782 

2638 

2*506 

2*385 

2-274 

2-171 

2 076 

1*987 

1-904 

1S27 

i *754 

10 

3 * 54 ' 

3*321 

3*125 

2*949 

2790'2-645 

2*513 

2*392 

2‘2S 1 

2*178 

2-082 

i *993 

1910 

1832 

i *759 

li 

3*55 3 

3*332 

3 *i 35 

2*959 

2799 2-654 

2-521 

2-400 

2-2S8 

2*185 

2-089 

1*999 

1916 

1-83s 

1764 

12 

3*565 

3*344 

3*146 

2969 

2-809 

2-663 

2*530 

2*408 

2-296 

2-192 

2-090 

2-006 

1-923 

1*844 

1771 

13 

3*579 

3*357 

3*159 

2-981 

2-820 

2-674 

2540 

2-418 

2*305 

2'201 

2104 

2*014 

1-930 

1*852 

i 77 S 

14 

3*594 

3 * 37 i 

3 *i 72 

2*993 

2*832 

26S5 

2-551 

2-428 

2*315 

2’2I0 

2113 

2-023 

1*938 

rS 59 

1785 

IS 

3*610 3-386 

3*186 

3-007 

2 -S 44 

2-697 

2*562 

2*439 

2*325 

2 220 

2-123 

2-032 

‘*947 

1 St>S 

1*793 

16 

3 62S 3 403 

3-202 

3021 

2-858 

2-710 

2*575 

2 * 45 « 

2*337 

2*231 

2*133 

2*042 

i *957 

1877 

rSo2 

i 7 

3 647 3-420 

3*2iS 

3*037 

2*873 

2724 

2*588 

2-463 

2*349 

2*242 

2-144 

2-052 

1-967 

rS86 

i-8i 1 

18 

3*667 3*439 

3*236 

3*054 

2-8S9 

2*739 

2'602 

2*477 

2-362 

2-255 

2156 

2-064 

1-978 

1-897 

1-821 

19 

3*6SS 

5*459 

3*255 

3*072 

2-906 

2*755 

2-6iS 

2-492 

2*375 

2'26S 

2*168 

2-076 

1 ’9S9 

1-90S 

1*832 

20 

3*711 

3 * 48 i 

3*275 

3091 

2*924 

2772 

2-634 

2-507 

2-390 

2-282 

2-182 

2-089 

2'001 

1-920 

1*843 

21 

3 736 3*504 

3*297 

3 *iii 

2*943 

2-790 

2*651 

2*523 

2-406 

2-297 

2-196 

2*102 

2-0*15 

1*932 

i*S 55 

22 

376 i 

3*528 

3*319 

3*132 

2-963 

2-SlO 

2-669 

2*541 

2-422 

2*313 

2*21 I 

2-1 17 

2-028 

1*946 

i-SbS 

23 

3*789 

3*553 

3*343 

3*155 

2-985 

2*830 

2-6S9 

2*559 

2-440 

2-330 

2227 

2'132 

2-043 

1-960 

1-SS2 

24 

3*817 

3 ' 58 o 

3'369 

3*179 

3-007 

2-852 

2709 

2*579 

2-459 

2*347 

2*244 

2-148 

2-059 

i *975 

1 896 

25 

3*848 

3-609 

3*396 

3*204 

3*032 

2-874 

2731 

2*599 

2-478 

2-366 

2262 

2’i66 

2*075 

i* 99 i 

1 -911 

26 

3*8So 

3*639 

3*424 

3*231 

3*057 

2'89S 

2754 

2-621 

2*499 

2-386 

2-2Sl 

2-IS4 

2-092 

2 ‘007 

1927 

27 

3 * 9 M 

3 * 67 i 

3*454 

3*259 

3*084 

2-924 

2778 

2*644 

2*521 

2-407 

2-301 

2-203 

2*1 1 I 

2-025 

1*944 

28 

3*950 

3*704 

3-486 

3-289 

3 *ii 2 

2-950 

2*So3 

2-668 

2*544 

2-429 

2-322 

2-223 

2-130 

2-043 

1-962 

29 

39 S 7 

3740 

3 * 5 i 9 

3 * 32 i 

3 * 14 » 

2*979 

2-S30 

2-694 

2-568 

2*452 

2*344 

2-244 

2*150 

2-063 

19S0 

30 

4*027 

3*777 

3*554 

3*353 

3*173 

3*ooS 

2-858 

2-720 

2*594 

2-476 

2*367 

2 266 

2-172 

2-oS3 

2'000 

31 

4-069 

3 * 8 16 

3 * 59 i 

3 * 3 SS 

3-205 

3*039 

2-SSS 

274S 

2-620 

2-502 

2-392 

2-290 

2-194 

2-105 

2'021 

32 

4112 

3 *S 57 

3-629 

3*425 

3*240 

3-072 

2*919 

277S 

2-648 

2529 

2*41S 

2*314 

2*218 

2-127 

2 04 2 

33 

4*158 

3 ' 9 oo 

3-670 

3*463 

3-276 

3*106 

2-951 

2-809 

2-67S 

2*557 

2*445 

2*340 

2*243 

2-151 

2-065 

34 

4-207 

3*945 

3712 

3*503 

3 * 3 M 

3*142 

2985 

2-842 

2-709 

2587 

2*473 

2-367 

2-269 

2176 

2-089 

35 

4*257 

3*993 

3*757 

3*545 

3*354 

3-180 

3*022 

rSj 6 

2*742 

261S 

2*503 

2-396 

2*296 

2-202 

2114 

3<5 

4 * 3 H 

4*043 

3804 

3*590 

3*396 

3*220 

3*059 

2-912 

2776 

2651 

2*534 

2*426 

2-325 

2*230 

2141 

37 

4*367 

4-096 

3*854 

3*636 

3*440 

3-262 

3 -°99 

2-950 

2812 

2-685 

2-567 

2*457 

2*355 

2*259 

2-169 

38 

4-426 

4 *i 5 « 

3-906 

3*685 

3*487 

3*306 

3*141 

2990 

2*850 

2721 

2-602 

2-491 

2*387 

2-289 

2-198 

39 

4*487 

4-209 

3*960 

3*737 

3*535 

3 352 

3 *l 85 

3*031 

2-890 

2*759 

2'6jS 

2-525 

2-420 

2-321 

2229 

40 

4*552 

4-270 

4018 

3 791 

3*587 

3*401 

3 * 23 I 

3*075 

2-932 

2799 

2-676 

2562 

2*455 

2*355 

2 ' 2 bl 

4i° 

4-621 

4*334 

4*078 

3-S 4 S 

3640 

3*452 

3-280 

3''22 

2*976 

2-S41 

2717 

2'6oo 

2492 

2-390 

2-295 

42 

4*693 

4*401 

4 *i 4 i 

3 * 9 o 8 

3*697 

3*505 

3 * 33 * 

3-170 

3-022 

2*886 

2*759 

2*641 

2 * 53 i 

2'42S 

2*331 

43 

4768 

4*472 

4'2oS 

3 * 97 i 

3757 

3*562 

3*384 

3*221 

3-071 

2*932 

2-803 

2-684 

2-572 

2-467 

2-368 

44 

4-S48 

4*547 

4 * 27 S 

4*037 

3819 

3*622 

3 * 44 i 

3*275 

3-122 

2*981 

2-850 

272S 

2*615 

2*508 

2-408 

45 

4*932 

4-626 

4*353 

4-107 

3*886 

3-6S4 

3 * 5 oo 

3*332 

3-176 

3*033 

2*900 

2-776 

2 660 

2*55i 

2*419 

4 ^ 

5-020 

4*709 

4*431 

4*iSi 

3*955 

3750 

3*563 

3*391 

3 233 

3*o87 

2-952 

2-825 

2*707 

2*597 

2*493 

47 

5*ii4 

4796 

4513 

4*258 

4-029 

3*820 

3-629 

3*454 

3*293 

3*144 

3-006 

2-878 

275S 

2-645 

2 * 54 ° 

48 

5 212 

4'SSS 

4-600 

4*340 

4-106 

3S93 

3*699 

3 * 52 i 

3*357 

3-205 

3-064 

2*933 

2*S 11 

2-696 

2-589 

49 

5*3i6 

4 * 9 S 6 

4*691 

4-427 

4*1 ss 

3 * 97 i 

3773 

3*591 

3*424 

3-269 

3*125 

2992 

2 867 

2750 

2640 

SO 

5*425 

5 *o 89 

47SS 

4*5*8 

4-274 

4*053 

3*851 

3*665 

3*494 

3 336 

3-190 

3*053 

2-926 

2-807 

2*695 

5 i° 

5*542 

5*197 

4-890 

4*615 

4-366 

4-140 

3*933 

3*743 

3*569 

3 * 4 °S 

3*258 

3 *H 9 

29S9 

2*867 

2-752 

52 

5*665 

15*313 

4*999 

4717 

4*463 

4*231 

4*020 

3*827 

3*648 

3'483 

3*330 

3*188 

3*055 

2-930 

2*813 

53 

5*795 

5*435 

5*»14 

4-826 

4*565 

4*329 

4 *H 3 

3*915 

3732 

3*563 

3*407 

3-261 

3'25 

2-998 

2-878 

54 

5*933 

5*565 

5*236 

4*911 

4-674 

4 * 43 2 

4211 

4-008 

3821 

3-648 

3*488 

3*339 

3-200 

3069 

2947 

55 

6'oSo 

5*703 

5*366 

5*063 

4*790 

4-542 

4*315 

4-107 

3*916 

3739 

3*575 

3*422 

3*279 3*145 

3*020 

56 

6-237 

5-849 

5*504 

5*194 

4*913 

4*659 

4-426 

4 * 2 i 3 

4017 

3*835 

3*667 

3 * 5 io 

3*363 

'3-226 

3*097 

57 

6-403 

6 006 

5-651 

5*332 

5*045 

4*783 

4*544 

4-326 

4*124 

3*937 

3*765 

3-604 

3*455 

3 ' 3 ' 2 

3*180 

58 

6-581 

6*172 

5-808 

5 * 48 o 

5*185 

4 * 9*6 

4*671 

4*4 » 6 

4*238 

4*047 

3-869 

3704 

3*549 

3*404 

3-269 

59 

6771 

6351 

5*976 

5*639 

5*335 

5*o58 

4'806 

4*574 

4 * 36 i 

4'l64 

3-981 

3*811 

3*652 

3 * 5°3 

3*363 

60 

6-975 

6 S 42 

6-155 

5-808 

5*495 

5'2io 

4-950 

1712 

4*402 

4*28(, 

4101 

3*925 

376i 

3-608 

3*464 


I In North latitude put N for a ■ ‘Error,’ and S for a + 1 Error.’ 
| In South latitude put S for a - ‘ Error,’ and N for a + 1 Error.’ 


To name Azimuth 
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LECKY'S ABC TABLES. 

c. 


The eabjolned quantities shew the error proJuced In the Longitude by an error of 1 ' In the Latitnde. 
They represent the sum or difference of the A and B valuee. 


Lai 

31“ | 

32’ 

33 » 

34° 

TRUE AZIMUTH. 

35“ 33- 37’ 38* 39’ 1 40’ 

41 0 

42’ 

43“ 

44“ 1 

45“ 

0 

1 *6f \ 

1 *t>i*j 

r 54 c 

1 4 S 3 

14 2S 1*376 

• 327 

12S0 

i*235 

1192 

• >5 

1*111 

1072 

1*036 

1*000 

I 

ro‘5 

10 l 

• *54 

1 4S5 

l 428 1 * .77 

'j27 

1280 

1235 

II 2 

1151 

nil 

•075 

1 *o ,6 

1 *000 

2 

r6i 5 

1*001 

1*511 

1-483 1429 1*377 

1*32* 

1 *281 

1*236 

•192 

1**5' 

rin 

•073 

1*030 

1*001 

3 

1*667 

1*003 

1*542 

1-485 

1*430 1*37* 

1329 

1*282 

1*237 

1*193 

1152 

1112 

1 074 

1*057 

1001 

4 

1 *668 

1 '604 

1*544 

l '486 

1-432 1*380 

1*330 

• 2S3 

1*238 

**'95 

•*'53 

1*115 

•*075 

1038 

rco2 

5 

1 071 

1*606 

1*540 

1 488 

1*431 >‘3*2 

•'332 

1*285 

1240 

1*196 

1*155 

| ■*• '5 

1*070 

1C39 

1 *004 

6 

1 673 

1*609 

1*548 

1 *49 1 

1*430' 1*3*4 

‘*334 

i*2S7 

1*242 

1*198 

' '57 

1*117 

1 ’07s 

1041 

i*co6 

7 

it>77 

I*< 12 

•55' 

» 494 

1 439 «*3*7 

1*337 

1*290 

1*244 

1*201 

• 159 

1 n 19 

1 *cSo 

•043 

rcoS 

8 

roSi 

1616 

'*555 

* *497 

1-442 1*390 

•*34°| 

1*293 

1247 

1-2 

1102 

1122 

1*083 

1*036 

r 10 

9 

if.85 

1*620 

• *559 

1*501 

1*446 1*394 

1 344 

1 296 

1*250 

1*207 

1105 

1*124 

roSo 

104 8 

1*012 

10 

«•09. • 

1 025 

1*504 

« 5 5 

14 50 1*398 

134S 1*300 

1*254 

I *2 IO| 

1168 

1128 

1089 

1052 

1015 

ii 

i 695 

1 030 

1*560 

1*510 

1455 **402 

1*352 

1*304 

1*258 

1*214 

1*172 

ri3' 

1*092 

1055 

IOI9 

12 

1701 

1036 

•*574 

l*5lo 

l‘40o 1*407 

i*357 

i*3<>9 

1*262 

1*2 18 

1176 

'*•35 

ro-,6 

1*059 

102 2 

13 

1*708 

1*642 

1580 

1-522 

l 466 1*413 

1 302 

i*3M 

1*267 


1181 

n 4 o 

rioi 

i 00 5 

1026 

14 

1*715 

1*649 

1*587 

l 528 

1*472 1*4 iy 

• ‘568 

1*319 

1273 

1*228 

1180 

1 145 

1 105 

l 067 

I-OJl 

*5 

*7-3 

1-057 

• 594 

* 535 

1*479 1*425 

1*374 

‘325 

1*278 

1*234 

• *I9' 

r 150 

IT 10 

1*072 

•035 

16 

• 73 i 

I *6t>5 

1*002 

1542 

14S0 1*432 

1*3*1 

'*332 

1*285 

t 240 

1 197 

.155 

1*1 16 

1*077 

•*( 40 

17 

1*740 

• '073 

1*010 

1550 

1*493 1450 

1*388 

'*33* 

1*291 

1*240 

• 203 

1*101 

1*121 

I T 83 

IO46 

i8 

1750 

1081 

1019 

' 559 

15. 2 1*447 

1305 

1*346 

1*298 

1 253 

1*210 

r 168 

1 128 

1X8 . 

l 05I 

19 

1 760 

1*005 

1*029 

1508 

1510 1 450 

1 *4-.4 

' 354 

1 306 

1 *2f O 12 17 

1175 

1 134 

1*095 

1 -058 

20 

1771 

• 703! 

1 *039 

1578 

1*520 1*405 

l 412 

,*302 ) 

i*3'4 

,*208, 

1224 

1182 

IT4I 

, 102 

1 OO4 

21 

‘7 M 

•7«4 

1 04.) 

. 5 SS 

1*530' 1*474 

1*421 

i*37i 

i*323 

•*277 

' 232 

1190 

■ '491 

'•1091 

1071 

22 

• 795 

1720 

1 001 

«*599 

1*540 1*4*4 

1 431 

1*3*0 

1332 

1*285 

• 241 

1198 

r 157 

1*117 

1 079 

23 

rSoS 

'73‘» 

• 073 

1*01 1 

1*551 • *4*5 

1442 

1 *39° 

• *342 

•*295 

1*250 

.•217 

1 *103 

,125 

1 o8n 

24 

r.822 

• 752 

1 •< St! 

1623 

1*5° i ‘'50/ 

l 453 • '401 

1*35= 

'305 

1*259 

,210 

1174 

• '34 

1095 

25 

1*830 

1*700 

* '999 

rojb 

1*570 1*519 

1 404 

1*412 

1 303 

1 *3'5 

1 *209 

1*225 

1 T S3 

• M3 

' ' 3 

26 

1 8,2 

1 7S1 

•713 

1 050 

• •>S9 1 * 53' 

1*470 

1*424 

■3/4 

1*326 

1 *2 Sol 

. 236 

•*•93 

,152 

1 "3 

27 

1 *So8 

I*7‘»6 

1728 

1 *<>04 

• •613 1*545 

l 489 

• •437 

1*380 

•338 

1*29' 

1*246 

1*204 

ri( 2 

1 122 

28 

1 .ss s 

1 *8 12 

•744 

1079 

1017 i*55'i 

1*505 

1*450 

1*399 

1*350 

1*305 

1 2 58 

1*2 15 

•'175 

' '53 

29 

1 *903 

i S30 

1761 

io., 5 

1*633 1*574 

' 5 1 7 

1 *46 1 

1412 

• 303 

1 *3'5 

11*270 

1 *220 

i 184 

• '43 

30 

*•9221 

1848 177S 

1712 

1649 1*589 

1 532 

1 47* 

1*426 

1*370 

1*328 


l.:38 

1190 

' '55 

3‘ 

• 942 

1-807 

1796 

l *73° 

1 -666 1 *oo6 

'•548 

1*493' i*44i 

•*390 

' 34 = 

1*296 

1251 

1 *208 

1 107 

32 

1 -)02 

1 88; 

1810 

1748 

1084 1*023 

i ,05 

rjcyl 

1 456 

1*403 

1350 

1310 

1205 

1*2211 

1 179 

33 

1 9S4 

1 *<k >8 

1 S 56 

1708 

1703 1041 

1 582 

1*520 

1 472 

1421 

'*572, 

1*324 

1 279 

• 234 

1 192 

34 

2 0 7 

••9 3 'A 

18; 7 

1*788 

1723 rboo 

l Ool 

1 54 4 1 *49° 

1 438 

1 jSSj 

1*3,0 

1294 

1 24O 

1-200 

35 

2 032 

•*954. 

rSSo 

1 810 

1*743 1*080 

1020 

'•503 

1 508 

• 455 

1*404 

I '*556 

• •309 

1*204 

1221 

36 

2*057 

1 978 

• *'K>3 

'•*35' 

1765 1701 

1 040 

1 582 

1*526 

• 473 

1-422 

• *573 

1*326 

I2SO 

1 2 *,0 

37 

2* M 

2 <04 

1**128 

r8,o 

1*788 1723 

l *002 

1*003 

' 546 

1492 

l 44- 

1 > 11 

• 345 

1 297 

1 252 

38 

2 * 1 1 ’ 

2031 

• 954 

1881 

1812 1 747 

1 C84 

1 02., 

1*507 

1512 

1 400 |‘4' 0 

1 501 j 

1*5' 1 

1 2f>0 

39 

2 l.}2 

2 050 

l * » v l 

1*908 

|S;S 1*771 

1708 

• 0,7 

1 5.89 

• 5?4 

14 So 

• •429 

• 580 

•*35 > 

' :8 7 

4° 

2*1-; 

2*089 

2 010 

•’935 

1804 '*797 

1 7j2 

IO71 

1012 

1550 

l 502 

, '*45° 

1400 

• '35- 

'•305 

4i 

2 j»**5 

2*1 20 

2‘ 4 n 

1 «)6.j 

I S 12 1824 

1 75* 

1 *690 

1 05b 

• 579 

1 524 

1472 

1421 

1*57-’ 

i 3 2 5 

42 

2*240 

2*1 5 51 

2072 

1-9-15 

• 9*2 • 852 

1780 

1*722 

1*002 

1 104 

1*548 

1*494 

•443 

> 59; 

« 340 

43 

2270 

2 1.88 

2*1 5 

202 7 

1951 1*882 

1 8,5 

1*750 

' 1 *f 89 

• *030 

• 575 

1519 

1400 

I 4 10 

'507 

44 

2314 

2*:2 5 

2 Ml 

2't 61 

1 98, r 115 

1 84, 

1*779, 

• 7*7 

1 1 57 

1* 599 

• 514 

1491 

• 4»-> 

1 500 

45 

2 354 

2*203 

21 7S 

2 »7 

2,20,940 

1 877 

1 81c 

1740 

1085 

l 027 

1571 

1 517 

1*404 

1 414 

46 

27,90 

2*30) 

2-2 17 

2131 

2 56 1981 

1 *910 

1*4 3 

1778 

•7»* 

l 05 

1*50. 

• 544 

I 491 

1441 

47 

* 4 » 

2 347 

2 25S 

2 174 

2 094 2"i > 18 

1 *94<» 

1 *77 

1811 

174; 

1 08 7 

I f 28 

1*572 

1*5.8 

1406 

48 

2 4 S 7 

2 302 

2 3*1 

2 210 

2*'34 2 057 

1 983 

1*915 

1 840 

1 781 

1 7 H 

, 1 f* 1) 

it*. ; 

• *5 » v 

1 4 4 

49 

2,57 

2 4 i‘» 

2*347 

2 20.1 

2*177 2"o<j8 

2 l * 23 

1*951 

1 *882 

1*817 175; 

1 - >; 

ro;s 

r,;8 

1 524 

50 

2 > s 9 

2*4 )0 

2 3A> 

2 300 

2*222 2 141 

2 C0 3 

• 991 

1 021 

1 854 

1 7 

1 728 

IT 8 

ro ■ 1 

• 53‘ 

51 

‘ 1 44 

2 5|t 

2 447 

2 5SO 

2*2< 9 2 187 

2-109 

2 *0 ?4 

l*9»> 

1 804 

l S28 

• 7* 5 

1 *70.1 

rois 

I 5 V 9 

52 

2 7“? 

2 ,9 1 

2 s* 1 

2 4 8 

2 J2" 2*230 

2 155 

2*1 79 

2*o> O 

1 o;o 

1 8 1 

rSt 4 

1 74“ 

1 c 82 

1 024 

53 

-‘■“I , 

’T >,9 

2*5 V) 

2 40; 

2 57 5 2 287 

2 ’05 

? ■ 12 7 

2‘-*>2 

, 

roil 

1 8 | 4 

1 7S2 

1721 

rw a 

54 

2 S i 1 

2 — 2 5 

2 * .20 

2 ,22 

2 4 \o 2742 

2 2 58 

2-178 

2*101 

2*1-28 

1 957 

1 8s » 

• v -’i 

1 ,02 

1 701 

55 

2 >' >2 

2*7 x 

2085 

2 5* > 

2 J *> 2 41X 






l 9,f 

1 87c 

1 So, 

1 743 

56 

2 9**f> 

2\S»> * 

2 751 

2 05' 

2 554 2 461 

2*174 

2 289 

2*208 

2 151 

2157 

r« s 

I *♦! 8 

.852 

1 788 

57 

*' S'* 

2 0 ,S 

2*N2- 

2 72 ’ 

’ 9.2 2 ,27 

2 4 47 

2*55 

2-2C-7 

• |8V 

2112 

2"o pi 

1 -9f>9 

1 -a-1 

1 8 U> 

58 

; 141 

IU 

2 iM» 

2 7«) ' 

2'f>9>> 2 59“ 

2*5' , 

2 415 

2- ;; • 

2 249 

2 171 

2 000 

2*C*24 

1 054 

l -S 7 

59 

,2 ;i 

5 107 

2 QO< 

2 87 1 

2 77,3 2 072 

2 577 

2 485 

2 598 

2 5 1 4 

2 244 

2 15* 

2 82 

2 Cl 1 

1 12 

ro 



1 s. 


■•71 X 



-’4** 

2 

2 ;oi 

22 21 

2 '4 

2 071 

1 <>< 


To name AiiUiUlh 


l In North latitude put N fora - ‘ Error,’ and S for a + *trror.’ 
\ln South latitude put S for a - ‘Error, and N for a -r ‘Error* 
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LECK Y'S ABC TABLES. 

C. 


j subjoined quantities shew the error produced In the Longitude by an error of 1 ' In the Latitude. 
They represent the eutn or difference of the A and B values. 


1 1 






TRUE 

AZIMUTH. 






J 

46 ® 

47 ° 

48 ’ 

49 ° I 

50 ° 

51 

52 ’ 

53 ° | 

54 ° 1 

55 ’ | 

50 ’ | 

57 q 

| 58 ’ 

| 59 ° 

! 60 ’ 

> 

•966 

•933 

■900 

•S69 

•839 

■Sio 

•7Si 

■754 

727 

-700 

•675 

•649 

■625 

*6oi 

•577 

I 

•966 

•933 

•901 

■S69 

•859 

•Sio 

•7S1 

754 

•727 

•700 

•675 

•650 

•625 

•601 

*577 

2 

•966 

*933 

•901 

•S70 

•S40 

•810 

•7S2 

754 

727 

701 

•675 

•650 

■625 

•601 

•578 

3 

■967 

•934 

•902 

•S70 

*840 

•811 

•7S2 

755 

•72S 

•701 

■675 

'650 

•626 

•602 

•578 


•968 

•935 

■903 

•871 

•841 

•812 

•7S3 

755 

•72S 

•702 

•676 

•651 

•626 

•602 

•579 

5 

*969 

■936 

•904 

-S73 

■S42 

•813 

•784 

756 

•729 

■703 

•677 

•652 

•627 

■603 

•5S0 

5 

•971 

-93S 

‘90S 

•874 

•S44 

•S14 

■7S6 

758 

731 

■704 

•678 

•653 

•62S 

*604 

•581 

7 

'973 

•940 

•907 

•876 

•845 

-816 

•787 

759 

732 

•705 

■680 

-654 

*630 

•605 

•582 

1 

'97 S 

•942 

•909 

•S78 

•847 

•818 

•7S9 

•761 

734 

•707 

•681 

•656 

•631 

•607 

•583 

) 

•978 

"944 

•912 

•8S0 

*8 50 

*820 

791 

•763 

•736 

•709 

•6S3 

'658 

•633 

•60S 

-585 

3 

•9S1 

*947 

•914 

•SS3 

•852 

•82 2 

•793 

•765 

•73S 

711 

■6S5 

•659 

■635 

•610 

•586 

l 

•9S4 

•950 

•917 

•SS6 

•855 

■825 

•796 

•76S 

•740 

713 

•6S7 

•662 

•637 

■612 

•588 

2 

•987 

•953 

*921 

-SS9 

■858 

■S28 

•799 

*770 

743 

•716 

•690 

■664 

•639 

■614 

•590 

J 

•991 

■957 

•924 

S92 

•861 

■831 

•802 

773 

•746 

719 

•692 

•666 

•641 

•617 

■593 

\ 

‘995 

•961 

•928 

•896 

•865 

*8^5 

•805 

'777 

749 

722 

•695 

•669 

•644 

•619 

*595 

5 

rooo 

-965 

'932 

•900 

*869 

•838 

•S09 

•7S0 

752 

725 

•69S 

•672 

■647 

•622 

•598 

5 

1*005 

•970 

■937 

•904 

■873 

•842 

‘S*3 

•784 

756 

•72S 

•702 

•676 

•650 

•625 

•601 

7 

1*010 

'975 

•942 

•909 

■877 

•847 

•817 

788 

■760 

732 

•705 

•679 

-653 

•628 

•604 

i 

1*015 

•9S1 

•947 

•914 

•882 

*851 

*821 

•792 

•764 

736 

•709 

•683 

•657 

■632 

•607 

) 

I *021 

*9So 

•952 

*919 

"S87 

•856 

•826 

797 

•768 

741 

713 

•6S7 

•661 

■635 

•6ii 

) 

ro2S 

-992 

•958 

•925 

■S93 

•S62 

S31 

•802 

773 

745 

718 

•691 

■665 

•639 

*614 

t 

1*034 

■999 

•964 

•931 

•899 

•S67 

•837 

*807 

778 

’75° 

•722 

•696 

•669 

•644 

•618 


1*042 

roo6 

-971 

•938 

•905 

-S7 3 

'843 

•813 

■784 

755 

727 

•700 

■674 

-648 

•623 

5 

1*049 

1*013 

•978 

*944 

-912 

•S80 

•849 

*819 

-789 

761 

733 

•705 

•679 

653 

■627 

I 

1-057 

ro2i 

•986 

•952 

•919 

•SS6 

•855 

•825 

795 

•766 

738 

•711 

"684 

■658 

•632 

> 

i*o66 

1-029 

*993 

"959 

•926 

•893 

•862 

•831 

•802 

773 

•744 

717 

■689 

•663 

•637 

? 

» 

1-074 

1-03S 

1*002 

•967 

•934 

•901 

•869 

•838 

•SoS 

"779 

•750 

723 

■695 

•669 

■642 

r 

1*084 

i‘°47 

ron 

•976 

•942 

•909 

•877 

•846 

•8i5 

•786 

757 

729 

701 

•674 

•648 

J 

1-094 

1*056 

1*020 

•985 

•950 

•917 

*885 

•853 

•S23 

•793 

■764 

•736 

-708 

•681 

•654 

) 

1*104 

ro66 

1*029 

"994 

*959 

•926 

■S93 

•862 

•831 

•801 

77 ‘ 

•743 

7«4 

•6S7 

■660 

) 

1115 

1077 

1-040 

1-004 

-969 

*935 

•902 

*870 

•839 

*809 

779 

750 

•722 

■694 

■667 

f 

1*127 

i*oS8 

1*050 

1-014 

*979 

•945 

•911 

•879 

•848 

•817 

•787 

•758 

-729 

•701 

674 

> 

‘-139 

1*100 

1-062 

1*025 

•989 

•955 

*921 

•8S9 

•857 

•826 

795 

•766 

737 

■709 

•6S1 

l 

1*151 

i*i 12 

1-074 

1037 

rooi 

•966 

•932 

•899 

*866 

■835 

•804 

774 

•745 

•716 

•688 

.[ 

1165 

1*125 

roS6 

1-049 

1*012 

•977 

■942 

•909 

•876 

‘845 

•Si 4 

•783 

■754 

725 

•696 

i 

1*179 

1*138 

1-099 

1*061 

1*024 

•989 

‘954 

*920 

•887 

•855 

•823 

'793 

•763 

734 

•705 

! 

» 

1-194 

i-i53 

1-113 

1-074 

1-037 

rooi 

•966 

■931 

•898 

•866 

•S34 

•803 

772 

•743 

*7*4 

* 

I '209 

1*168 

1-127 

roSS 

1-051 

1-014 

•978 

•944 

■910 

■877 

‘845 

"8*3 

■782 

■752 

723 

1 

1*225 

1-183 

‘M3 

1 103 

1-065 

1-028 

•991 

'95 6 

•922 

8S9 

•856 

■824 

793 

■763 

733 

1 

1-243 

1*200 

1-159 

1119 

ro8o 

1-042 

1*005 

•970 

•935 

■901 

"868 

•836 

■804 

773 

743 

1 

1-261 

1-217 

1-175 

1135 

1-095 

1057 

ro2o 

■984 

•948 

*914 

•881 

•848 

*816 

■784 

"754 


1*280 

I236 

1*193 

1*152 

1*112 

i-o73 

1-035 

•998 

■963 

•928 

•894 

•860 

•S28 

•796 

■765 

S 

1-299 

1*255 

1*212 

1*170 

1*129 

1*090 

1*051 

1*014 

•97S 

•942 

•908 

•S74 

841 

■809 

777 


1-320 

1-275 

1*231 

1-1S9 

1147 

1*107 

1068 

1030 

•993 

•957 

■922 

•888 

•854 

•822 

789 


1-342 

1*296 

1*252 

1 *208 

ri66 

1126 

roS6 

1*04 S 

roio 

*973 

•938 

-903 

•869 

•835 

■803 


1-366 

|-3*9 

1273 

1-229 

1187 

1-145 

1105 

1 066 

1*027 

•990 

•954 

•918 

•8S4 

•850 

■817 


1-390 

i'342 

1*296 

1-251 

l*2oS 

ri66 

1-125 

1*085 

1-046 

rooS 

•971 

•935 

■900 

•865 

•831 


1416 

1-367 

1*320 

i-275 

1*230 

1MS7 

1*146 

1105 

1*065 

1-027 

•989 

•952 

•916 

•881 

•847 


1-443 

1*394 

1-346 

1-299 

1-254 

T210 

116S 

1-126 

roS6 

1-046 

1-008 

•971 

•934 

•898 

•863 


1-472 

1421 

1-372 

1325 

1-279 

1-234 

ri9i 

1-149 

1107 

1 067 

i-028 

•990 

■952 

•916 

•880 


1*502 

1-451 

1*401 

1352 

i’3°5 

1 "260 

1*215 

1-172 

1*130 

1*089 

1049 

roio 

•972 

•935 

"898 


1*534 

1482 

i'43i 

1-381 

1 333 

1-2S7 

1*241 

1-197 

1154 

1113 

1-072 

1-032 

•993 

•955 

•917 


1 569 

I-515 

1*462 

1-412 

1-363 

1 315 

1 269 

1*224 

1 180 

1137 

1-096 

i-o55 

1 015 

976 

938 


1*605 

1550 

1-496 

1*444 

1*394 

1-346 

1*298 

1*252 

1-207 

1 163 

1121 

1-079 

1 038 

•998 

•959 


1-643 

1*586 

1532 

1-479 

1-42S 

1-378 

1*329 

1*282 

1 236 

1-191 

1-148 

1-105 

1-063 

1-022 

•982 


1-684 

1-626 

1-570 

1*516 

1-463 

1*412 

1362 

1-314 

1*267 

I *221 

1-176 

1-132 

i-089 

1-048 

1-007 


1-727 

1 668 

1 610 

i-555 

1501 

1-44S 

1 397 

1 - 34 S 

1*299 

1*252 

1 "2o6 

ri6i 

1117 

i’o 75 

1-032 


1-773 

1712 

i‘653 

1 596 

i- 54 i 

1-487 

1 435 

1384 

1*334 

1-286 

1-238 

1-192 

1-147 

1103 

ro6o 


1822 

1*760 1-699 

1*640 

1-583 

1*528 

*"474 

1*422 

i-37« 

I- 3 21 

i -273 

1-225 

1-179 

1-134 

1-090 


I-S 75 

rSn 

i 748 

1-688 

1-629 

1-572 

I- 5 I 7 

1-463 

1*411 

1360 

1-310 

1-261 

1-213 

1-167 

1-121 

J 

1 1 93* 

1*865 

1 *So 1 

1*7 ;q 

1-678 

1 1 *620 

1564 

1-507 

1453 

r400 

1340 

1-290 

1-250 

1 *202 

1 155. 


To name Azimuth 


In North latitude put N for a - ‘Error,’ and S for a + ‘Error.’ 
In South latitude put S for a - ‘ Error,’ and N for a + ‘ Error.’ 


2 f 































45'- LECKY'S ABC TABLES- 

C7 

The subjoined quantities shew the error produced in the Longitude by an error of T in tho Latitude 
They represent the eum or difference of the A and B values. 


TRUE AZIMUTH. 



01° 

02® 

03 ® 

04 ® 

65 ° ~ 

00® 

67 ® 

1 68® 1 

69 * 

1 70 ® 

1 71 ® 

1 72 ® 

1 73 ° 

74 ® 

75 * 

0 

•554 

532 

•510 

•4S8 

•466 

445 

•424 

•404 

'384 

’j 64 

'344 

325 

•506 

'257 

•268 

I 

•554 

'542 

' 51 ° 

•4SS 

•466 

'445 

'425 

404 

'334 

'364 

'344 

'325 

•3061 

2^7 

268 

2 

'355 

532 

•510 

" 4 S ’8 

•467 

•446 

■425 

•404 

'384 

'364 

'345 

’525 

'3061 

•287 

•268 

3 

‘555 

532 

•51° 

•4S8 

•467 

•446 

•425 

j ' 405 1 

'384 

' 3 f> 4 

'345 

'325 

•306 j 

•287 

•268 

A 

•550 

533 

•511 

'489 

•407 

'446 

•426 

1 '405, 

385 

'365 

'345 

•320 

'306 

•2S7 -269* 

1 

‘ 55 k 

'534 

•511 

•490 

•46S 

'447 

'426! 

! -4 -6 

'385 

•365 

'346 

•326 

■ 307 , 

288 

209 

6 

'557 

■SJS 

•512 

490 

•469 

•443 

' A2 l\ 

•406! 

'3S6 


' 34 <J 

'327 

MO? 

•2S8 

•269 

7 

• 55 s 

•536 

* 5*3 

•491 

•470 

'449 

•428 

•407 

•387 

'367 

'347 

j 27 

•308; 

•2S9 

270 

8 

•560 

■537 

* 5*5 

'493 

'471 

450 

•429 

•40S 

•388 

•368 

548 

'328 

•309 

•290 

•271 

9 

•561 

538 

•510 

'494 

472 

*4 5 » 

•430 

•409] 

389 

'369 

'349 

329 

3 >° 

•290 

■271 

10 

’563 

540 

' 5 i 7 

'495 

'474 

•452 

' 43 * 

’ 4 »o 

•390 

370 

'35 

'330 

' 3 «o 

•291 

•272 

II 

• 56 S 

542 

' 5*9 

'497 

'475 

454 

'432 

* 4 1 * 

* 59 * 

*371 

* 35 * 

'33 > 

‘ 3 * 1 

•292 

•273 

12 

' 5^7 

544 

•521 

'499 

'477 
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*• subjoined quantities shew the error prodnced In the Longitude by an error of 1 In the Latitude. 
They represent the euui or difference of the A and B values. 
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In North latitude put N for a - ‘Error,’ and S for a + ‘Error.’ 
In South latitude pnt S for a - * Error,’ and N for a + ‘ Error.’ 










































CHAPTER X. 


First mtridui n 
the Royal 
Observatory at 
Greenwich 


Longitude— 
how Jefiord 

end uitnutrd 


longitude by chronometer. 

If, m the determination of latitude, Time be an element of 
i rnportanee , it becomes an absolute necessity where longitude is 
concerned—this latter being invariably found alloat by a com¬ 
parison of the time at ship with the time at some other place 
which may happen to be chosen as a starting point from which 
to measure. With us this starting point is the meridian of the 
transit instrument at the Royal Observatory of Greenwich ; and, 
by international consent, it has recently been arranged that this 
will in future be considered the First Meridian for the entire 
globe, and foreign charts graduated accordingly, * 

Greenwich Observatory was founded in 1675, in the words of 
the Royal warrant, to promote the interests of Xarigation. So 
well has the original intention been kept in view, and so faith¬ 
fully have successive Astronomers carried out the spirit of the 
Royal mandate, that if the work of all the other recognised observ¬ 
atories of the world, numbering about KSO, were neglected or 
destroyed, the data in the annual volumes of Greenwich Observa¬ 
tory would he sulliciont not only to build anew the science of 
Navigation, but to reconstruct the entire planetary and lunar 
theories. 

Surely there can be no more Mattering commentary on the 
value of a well-planned system of observatory work, closely 
followed through two centuries with true Anglo-Saxon pertina¬ 
city. Indeed, it may be said that the function of Astronomy in 
promoting the development of Navigation, and in fostering the 
extension of Commerce, has been completed. 

The longitude of a place, by our reckoning, may bo defined as 

• Al the Confeicnce the French represenlal.T* alood on In* dignity and w.\« the only 
■limenter—on whal ground* the nr ter doe* not know, n* Engl m l for many a long day 
bo* ceitaiuly taken the lead in maritime mall- r*. 
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an arc of the equator , included between the meridian of Green¬ 
wich and the meridian of the particular spot referred to ; and is 
measured either in space (° ' "), or in time ( Um - “■ *). Or, since the 
meridians all run together to a point at the poles, the longitude 
of any place on the earth's surface may also be defined as the value in differ. 
angle at the Pole , included between the meridian of the place and ent latltudes - 
some assumed First Meridian , such as Greenwich. 

Owing to this convergence of the meridians just alluded to, a degree of longi¬ 
tude has different absolute values, according to the latitude in which it is 
measured. Thus, a degree of longitude ou the equator is equal to GO nautical 
or geographical miles. Tn the latitude of Christiana, in Norway, (60° N.), it 
is equal to 30 miles ; in 83° 20£' N.—the highest latitude attained by Captaiu 
(now Admiral) Markham in the 1870 Arctic Expedition under the late Captain 
(afterwards Admiral) Sir George Nares—a degree of longitude is only 7 miles; * 
and at the North Pole itself, in Lat. 90°, longitude has no existence whatever, and 
the sun always bears true south during the six months of the year that he is visible. 

When referring, therefore, to a measure of longitude, it is improper to use 
the word miles. The symbols 0 ' " should be spokeu of as degrees, minutes , 
aud seconds. 

As the sun, which is the great timekeeper for the world, re¬ 
turns every 24 hours, or thereabouts, to the same meridian, after 
describiug a complete circle, or 3G0°,—it follows, by simple 
division, that one hour of time is equal to 15° (degrees) of longi- Longitude u 
tude ; one minute of time is equal to 15' (minutes) of longitude ; 
and one second of time is equal to 15" (seconds) of longitude. into arc. 

As mentioned in a previous chapter, there are several astrono¬ 
mical modes of taking account of time, but that which regulates 
the business of life is naturally reckoned by the sun, which divides 
the 24 hours into alternate periods of day and night—light and 
darkness. It is mid-day, or noon, at a place when the sun is on 
its upper meridian, and midnight when on its lower meridian, at 
which latter time it has accomplished half (180°) its journey 
round the earth. Owing to the earth revolving left-handed ou 

• In the spring of 1 S 82 , this great feat of courage and endurance was just surpassed by 
Lieut. Lockwood, who was second in commaod of th« United States Expedition under 
Lieut, (now General) A. W. Gieely, U.S.A., succeeded in plantiug the “Stars and 
Stripes’ 1 in Lat. 83 ° 24 ' N.,and Long. 40 ° 46 ' W. The expedition left New York in the 
summer ol 1881 , and was relieved in the summer of 1884 , just as Grady and the remnant 
of his party were on the point of auccumbing to cold and starvation. In February of 
1 S 82 the thermometer registered minus 63 ° Falit., or 95 ° below freezing . 

Oo April 8th, 1895 , Nansen and Hjalmar Johansen—his sole companion—reached 
Lat. 86° 13 J' N. in about Long. 95 ° E. Thence to the Pole was only 227 miles, hut the 
ice was impassable, aud there was nothing for it but to abandon the attempt. Still more 
recently Prince Luigi Almedeo of Savoy Aosta, Duke of the Abruzzi, in the Stella 
Polaris , reached 86° 33 ' N. She left Christiania in June, 1899 , and after 11 mootha in 
the polar ice abe drifted to the then farthest North on record. It was reserved for Civil 
Engineer (now Admiral) R. E. Peary, U.S.N., to arrive at the North Pole on 6th April, 

1909 . On 14 th December, 1911 , Amundsen succeeded in reaching the South Pole; a feat 
equalled by the late Captain R. F. Scott, R.N., on 17 th January, 1912 . 
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its axis, the sun passes the meridian of places to the eastward 
before it comes to us, so the time at such places must necessarily 
he in advance of ours ; consequently, a citizen of New York, in 
74* west longitude, may (about 7 in the morning of his time) 
receive a cablegram from a friend in London telling him of his 
marriage, which had taken place that same forenoon at 11 o’clock, 
and of his intention to embark for a honeymoon tour in America. 
In this case electricity, in conveying the news, had outstripped 
the sun in the race across the Atlantic—in fact, had beaten him 
by several hours—since the New Yorker at 7 in the morning 
(perhaps while still in bed) had intelligence of what had already 
occurred in London at 11 A.M. of the same day. 

According as to whether his own time is ahead of Greenwich 
or behind it, the navigator is enabled to decide whether he is in 
east or west longitude; and one is saved the trouble of even 
lit inking over this matter by the well-known rhyme— 

“ Longitude west, Greenwich time best. 

Longitude east, Greenwich time least." 

As un astronomical qnestiou, the determination of longitude 
resolves itself into the determination of the di He re nee of time 
reckoned al the two meridians at the same arsouttk inslant. For 
seamen, the only really practical methods of ejecting this are— 
lirst by the chronometer, and secondly by * Lunnrs.' Some navi¬ 
gation books—probably by way of general instruction—make 
mention of two other methods, namely, Kclipses of Jupiter’s 
satellites, and Occultations of fixed stars, but they arc never 
taken seriously. 

Though Jupiter’s satellites were not discovered till Id 10, one 
somehow associates the determination of longitude by their 
means with the Columbian era, when antique caravels found their 
devious way over the ocean with the aid of the astrolabe, cross- 
stall’, and such-like curios. The method is extremely uncertain, 
and for use alloat has long been discarded. 

Occultations of slurs by the moon are little better. No doubt 
they formed part of the stock-in-trade of our own great navigator, 
James Cook, who, however, lived to witness the advent of the 
marine chronometer an instrument destined to supersede all 
other methods. Occultations may even have been utilised by the 
more recent llorsbiirgh, of Fast India Directory fame; but those 
were days ' good old days'—when a degree or so in the reckon¬ 
ing ono way or the other was not a matter of much moment, 
seeing that no one was in u particular hurry, and islands and 
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rocks might be anywhere and everywhere. We have altered all 
that, and preeise surveys permit of the precise navigation now 
demanded by the exigencies of trade and travel. 

It is true occupations of stars may still be employed at sea, as 
the disappearance of a star behind the moon’s limb (termed its 
immersion), or its emersion on the other side, can be observed 
with a good ship’s telescope—say one with a 2f-inch aperture 
and a power of 50—with nearly as great a degree of precision 
as on shore, always supposing a steady ship—not a quaking 
steamer—and pleasant conditions of weather and sea; in fact, 
the gods must be propitious. 

But the moon is small and does not cover much space in her 
nightly career through the heavens; further, on account of the 
moon’s nearness to the earth causing large parallax, her position 
relative to the fixed stars varies considerably with the place of 
the observer; so it happens that an occupation may occur to one 
observer and not to another almost dose by. The moon may just 
shave the star without occulting it, and occupations skimming 
the upper or lower limbs are very objectionable. In fact, the 
occupation of a sufficiently bright star (small ones are snnffed out 
in untimely fashion by the moon’s radiance) is a comparatively 
rare occurrence, as may be seen by reference to the Naut. Aim., 
which also gives the limiting parallels of visibility ( vide pages 
412—445 for 1895); but even here it is necessary to point out 
that the phenomenon is not visible at all the places included 
between the extreme latitudes thus given, since the true limiting 
curves do not coincide with the parallels of latitude, but eut the 
meridians at various angles. 

Having regard to these drawbacks, and that the subsequent 
reduction is considerable, not one navigator in a thousand would 
dream of resorting to this mode of checking his chronometers. 
The ‘working’ is given in some rather advanced treatises on 
Nautical Astronomy, and one look at it would be quite enough 
for most aspirants. An occupation might serve to amuse the 
' Honours’ gentlemen ; there is no harm in trying it. 

Neither Eelipses of Jupiter’s moons, nor occupations of stars, 
find a place in the Board of Trade examinations, not even for 
' Extra.’ They have disappeared also from the new seamen’s 
edition of the Nautical Almanac, though for some occult reason 
'no pun intended) the committee of wise men with whom rested 
the decision as to what should be cut out and what kept in, saw 
fit to hold on to Eelipses of the sun and moon, as if these iuter- 
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csting phenomena—especially the latter—ha-1 the remotest re¬ 
lation to Practical Navigation. 

This brings ns to “ Lunnrs," the only astronomical method of 
finding Greenwich Mean Time, with any degree of accuracy, 
which can be used for this purpose on board ship. Though still 
clung to by some few of the ancient ones, who, in their snug 
retirement, write to the papers and magazines under various 
assumed names, ‘ Lunars ’ are rapidly dying out along with their 
advocates, and the rising generation mostly look upon them in 
an unsympathetic spirit os “ fancy navigation." Excellent 
chronometers can be purchased brand new for £‘2<j to £.‘>0 : when 
second-hnnd, and equally good, for much less: in fact they have 
become a drug in the market. On long voyages the best class 
of vessels seldom carry fewer than three. 

In 1705 the first useful artificial marine chronometer was 
given to the world through the well-judged beneficence of the 
British Government. This historical chronometer was on view 
in the Itoyal Naval Exhibition of 1S91, and the writer had the 
pleasure of looking at it. John Harrison, the inventor and 
maker, received the reward of £*20.000 ottered by Government 
for a timekeeper which would ascertain the longitude at sea 
within certain prescribed limits. Harrison’s chronometer more 
than fulfilled the conditions. It is a handsome blit quaint- 
looking instrument, and, though made so far back as 1701, seems 
in excellent preservation* 

Till then the only chronometer generally available for finding 
longitude at sen was that great natural chronometer presented 
by the moon in her orbital motion round the earth. 

Imagine a line joining the centres of inertia of the earth and 
moon to be, as it were, the hand of a great clock, revolving round 
the common centre of inertia of the two bodies, and shewing time 
on the background of stars for a dial. 

If the centres of inertia of the moon and earth moved uniformly 
in circles round the common centre of inertia of the two, the 
moon, as seen from the earth, would travel through equal angles 
of a great circle among the stars in equal times; and thus our 
great lunar astronomical clock would be a perfectly uniform 
time-keeper. 

This supposition is only a rough approximation to the truth; 
and the moon is, in fact, a very irregular chronometer. 

But thanks to the mathematicians, who from the time of 
Newton have given to what is called the “Lunar Theory" in 
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Physical Astronomy the perfection which it now possesses, we 
can tell, for years in advance, where the moon will be relatively 
to the stars, at any moment of Greenwich Time, more accurately 
than it can be observed at sea, and almost as accurately as it can 
be observed in a fixed observatory on shore. Hence the error of 
the clock is known more exactly than we can read its indications 
at sea, and the accuracy with which we can find the Greenwich 
Time by it is practically limited by the accuracy with which we 
can observe the moon’s place relatively to sun, planet, or star. 

This, unhappily, is very rough in comparison with what is wanted 
for accurate navigation. 

The moon performs her orbital revolution in 27’321 days, and, Moons 
therefore, moves at an average rate of (T’55 per hour, or *55 of a “°V t 0D in he * 
minute of angle per minute of time. Hence to get the Greenwich 
Time correctly to one minute of time, or longitude within 15', it 
is necessary to observe the moon’s position accurately to half a 
minute of angle. This can be done, but it is about the most that 
can be done in the way of accuracy at sea. 

In the case of Lunars it is done by measuring, with the sex¬ 
tant, the angular distance of the moon from a star, as nearly as 
may be, in the great circle of the moon’s orbital motion. Thus Amount of 
supposing the ship to be navigating in tropical seas, where a de P endence 
minute of longitude is equal to a mile of distance, a careful navi¬ 
gator, with a good sextant, whose errors he has carefully deter¬ 
mined, can, by one observation of the lunar distance, find the 
ship’s place within 30 miles of east and west distance. If he has 
extraordinary skill, and has bestowed extraordinary care on 
the determination of the errors of his instrument, he may, by 
repeated observations, attain an accuracy equivalent to the 
determination of a single lunar distance within a quarter of a 
minute of angle, and so may find the ship’s place within 7 miles 
of east and west distance ; but, practically, we cannot expect 
that a ship’s place will be found within less than 20' of 
iongitude, by the method of lunars, in tropical seas, or within 
10' of longitude in latitude 60 e ; and to be able to do even so 
much as this is an accomplishment which not even a good 
modern navigator, now that the habit of taking lunars is so 
much lost by the use of chronometers, can be expected to possess. 

To be able, therefore, to place any reliance on “ Lunars ” Lunars aimort 
requires a really first-class observer and constant practice, and obsoIete 
even then the results are at best but approximate. Admiral Sir 
Charles Shadwell say3, “inasmuch as the errors of observation are 
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multiplied in their effects on the resulting longitude by a factor 
whose mean value is about 30; consequently an error of only 
10 in a Lunar Distance (and we presume that under the most 
favourable circumstances we have no right to expect less—and 
in most cases it would probably be very much more) becomes 
300" or 5' in the resulting longitude deduced from it, and this, 
be it observed, is independent of an additional error of from 0' 
to 8' «lne to a small uncertainty still existing in the place of the 
moon as given in the Tables.”* 

Paper also says,—“ Great practice is necessary for measuring 
the distance successfully ; and the application of so many small 
corrections as are necessary where accuracy is required is, even 
with extraordinary care and some skill, scarcely compatible with 
extreme precision." 

Also in a footnote on page 3a 1 of his 19th cd. we find the 
following:—"The Kcv. G. Fisher, in the appendix to Captain 
Parry’s second voyage, states that the mean of 2500 Lunars 
observed in December differed 14' from the mean of 2500 observed 
in March following; and that the mean of the observations made 
in the same summer dilfered 10 from these hist, or 2 V from the 
first." Captain King, in his survey of Australia, notices a dis¬ 
crepancy of a similar kind to the amount of 12 at the Golbourn 
Islands. 

Lord Kelvin, who is considered one of the most profound 
mathematicians of our time, referring to this question in his 
1 Lecture on Navigation," says,—" l shall say nothing of Lunars 
at present, except that they are but seldom used in modern 
navigation, as their object is to determine Greenwich Time, 
and this object, except in rare instances, is now-a-days more 
correctly attained by the use of chronometers than it can be by 
the astronomical method.” 

The most Lnuar-strieken advocate will scarcely argue that they 
can be of service in steamers which, go where they nmv, are never 
long between ports, and never more than a week or so between 
intervening capes, islands, rooks, or points of some kind suitable 

• Since “ Wrinkles" came out io 1*81, tin* last error ha* pradically ceased to exi*t. 
Commencing with 1S*3, the Saut. Atm. ha* employed Ncwenmb'a e 'rreetjon* to Matiaen’a 
Table* for the moon, and though the theory of Lunar dial»rb»n<*e m ntrll Incomplete, 
the reddin' error* aro now *a very small a* uol to affect the question from a 
man'* j'Oinl of view. The mean error of the moon** tabular place a* predicted in the 
.V . 1 . for iv.il wa* 0»<H in flight Aaccnaion ; } l*-22 tu l> tig t ido i Aatr ); and 

t 0"*4) in 1>eclmalimi When multiplied bv SO the t fleet on Ibe Ixmgilude |a Hill loo 
■mail to be of impel |au<*e in navigation. 
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for checking their chronometers. Steamers, therefore, are out 
of the running, and the utility of Lunars can only be discussed Old t ype 
—if discussed at all—in connection with bygone “boxes” making " Bruisers 
long stretches over the many-wrinkled ocean, whose captains 
sometimes funked approaching land within a score of miles, no 
matter how fine the weather. For such men to see it even from 
the masthead meant “ Hands about ship,” and nervous appre¬ 
hension till the yards were full on the other tack. But, as now 
built and rigged, it must iudeed blow hard if a well-found , weH- 
manned and clean-bottomed ship cannot claw oft' shore. These 
items constitute a large order! The sailing ship will soon be 
but a memory of the past! 

Indifferent charts, and but few of them, may have had some¬ 
thing to do with the old desire for “plenty of sea room.” It Avas 
not uncommon to hear of vessels being taken all round the globe 
with three or four small-scale general charts. Unless certain of 
a pilot, such vessels did not dare close the shore. If they did, 
and the anxiously-looked-for pilot failed to turn up promptly, 
they stood a good chance of being brought up “all standing.” 

But this need not be the case in the twentieth century. Admiralty 
coast sheets are cheap and good; sailing directions abound: Modern 

x ° 0 ... navigalionaJ 

and lighthouses are nearly as numerous as lamps in Piccadilly, facilities 
There is now absolutely no excuse for vessels bound on over-sea 
voyages being short of proper navigating gear. 

Just consider anyone of the many passages a sailing ship may 
have to make, and it will be seen that the occasions must be 
extreme!} 7 rare when she will not have the chance of ‘sighting* 
something or of ‘ speaking ’ other vessels. There may be such 
occasions, and if a prudent master wished to provide against 
them he would have to fall back on ‘Lunars.’ But the work 
of becoming a proficient lunarian cannot be lightly undertaken. 

It requires, first of all, a really good Quintant, firm in its Lunar 
adjustments and perfect in its details. It should have a KeAY requisites 
certificate of Class A. A Quintant is specified because the 
“Distances” often exceed the range of a sextant. It should 
never be used for anything else, except perhaps sights on shore 
for chronometer rating. It should be guarded as the apple of 
its owner’s eye; and the owner himself shoidd 2 na ctise 
“ Distance ” observing until the most difficult 'positions become 
fairly easy —they are never entirely so. Sun distances both 
E. and \V. of the moon should be observed, and their mean 
taken as recommended years ago by Captain Toynbee. This 
necessitates an interval of a fortnight between sets, and should 
a spell of rough weather interfere at the critical time, there is 
nothing for it but patience till the moon is again in position. 
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Next come the little niceties of the operation, such as the employ¬ 
ment, when possible, of the same screens and the same telescope; 
the application of the arc errors (when known) and the careful 
determination of the Index-error both before and after observing; 
also careful reading-off as instructed in the chapter on the 
sextant. 

When stars are observed, those with quickest motion should 
be selected; the stars’ declination should approximate that 

of the moon. A look at the N.A. (pages xiii—xviii of the 

month, 1895) will shew by the smallness of the proportional 
logarithm which bodies best full'll this condition. If strict atten¬ 
tion be paid to these things, and every chance availed of to prac¬ 
tise, a man may become proficient in course of time, and when 
this desirable consummation has been arrived at, “ 1 11 mars ” may 
prove an interesting occupation on long and possibly monotonous 
voyages. 

It need hardly be said that, ns lunars are necessarily spread 
over long periods, the results should be methodically recorded 
in a special book and on a definite system. It is important 

to begin at the very commencement of the voyage*, when the 

chronometers will tell you the error of your lunars; and having 
a value assigned to them in this manner, they in return will help 
you to decide as to what your chronometers are doing towards 
the end of the passage. It goes without saying that the working 
must be precise, and should be iwlcpnu-lently cheeked by a second 
person : this second person should work on his own hook, and 
the figures of the two computers compared at the finish. 

Raper devoted nearly 20 pages to Lunars, and one cannot do 
better than follow the precepts therein laid down. The methods 
of computation are legion. Krall'ts, by natural versed sines, is a 
good one ; so is the late Sir (leorge Airy's. Chauvenet—one of the 
very best writers on Nautical Astronomy—goes into Lunars very 
thoroughly. This is a book not so often found in ship libraries 
as it deserves to bfc. W’e will quote him in one place :—“ In order 
to eliminate as far as possible any constant errors of the instru¬ 
ment used in measuring the distance, we should okserve distances 
from stars both east and west of the moon. If the index correc¬ 
tion of the sextant is in error, the errors produced in the com¬ 
puted (Greenwich time, and consequently in the longitude, will 
have different signs for the two observations, and will be very 
nearly equal numerically , they will therefore be m arly eliminated 
in the mean. If. moreover, the distances are nearly »qmil, the 
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eccentricity of the sextant* will have nearly the same effect upon 
each distance, and will therefore be eliminated at the same time 
with the index-error. Sinee even the best sextants are liable to ‘ Arc errors’of 
an error of eccentricity of as much as 20", according to the con- so * tant - 
fession of the most skilful makers,f and this error is not readily 
determined, it is important to eliminate it in this manner when¬ 
ever practicable. If a circle of reflection is employed which is 
read off' by two opposite verniers, the eccentricity is eliminated 
from each observation; but even with such an instrument the 
same method of observation should be followed, in order to elimi¬ 
nate other constant errors/’ 

“ It has been stated by some writers that, by observing distances Elimination 01 
of stars on opposite sides of the moon, we also eliminate a constant 
error of observation, such, for example, as arises from a faulty 
habit of the observer in making the contact of the moon’s limb 
with the star. This, however, is a mistake; for if the habit of 
the observer is to make the contaet too close, that is, to bring the 
reflected image of the moon’s limb somewhat over the star, the 
effect will be to increase a distance on one side of the moon while 
it diminishes that on the opposite side, and the effect upon the 
deduced Greenwich time will be the same in both eases. This 
will be evident from the following diagram. 

“ Suppose a and 6 are 
the two stars, M the 
moon’s limb. If the 
observer judges a con¬ 
tact to exist when the 
star appears within the 
moon’s disc as at c, the 
distance ac is too small, and the distance be too great. But, sup¬ 
posing the moon to be moving in the direction from a to 6, each 
distance will give too early a Greenwich time, for each will give 
the time when the moon’s limb was actually at c. 

“ If, however, we observe the Sun in both positions, this kind of Sau-Lmiar«. 
error, if really constant, will be eliminated ; for, the moon’s 
bright limb being always turned towards the sun, the error will 
increase both distances, and will produce errors of opposite sign 
in the Greenwich time. Hence, if a series of lunar distauees from 
the sun has been observed, it will be advisable to form two dis- 
* One of the arc errors Ltcky. 

t The Kew records shew that this is about the least error that can he expected in a first- 
class instrument. For these, the average may be taken at 40". The index-error is not 
an arc error.— Ltcky . 
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tinct means,- one, of a)) the results obtained from increasing 
distances; the other, of all those obtained from decreasing 
distances : the mean of these means will be nearly or quite free 
from a constant error of observation, ami also from constant 
instrumental errors.” 

Of course the altitudes can be computed, but this is hardly to 
he recommended, as it increases so much the length of the com¬ 
putation. If a couple of reliable officers are at hand, it is much 
better to observe the altitudes in the usual way. An apprentice 
or the steward can take the chronometer time ; but if not, the 
alts, can be observed both before and after the ' distance/and 
subsequently reduced to the time of the latter. This may be 
done with the aid of Table 1). 

In the class of vessels most likely to need Lunars (namely, 
those small craft which, for sake of economy, carry hut one 
chronometer), it is not likely that an expensive Sextant or 
Quintant will be found ; nnd if by chance it were, it is question¬ 
able whether the requisite expertness in observing and calculating 
would accompany it. 

In the ordinary cheap sextants the divisions of the arc are 
unreliable—sometimes to the extent of 2’—which puts them 
entirely out of the question for Lunars. In poor instruments, 
also, tho cutting of the vernier and arc at any given angle will 
often not coincide exactly, nnd judgment may assign the wrong 
reading 

One^ upon a time Lunars used to be the crucial test of a good 
navigator. But that was in the “palmy days” of 10% “primage,” 
nnd freights at from £20 to £40 per ton for the more costly 
kinds of merchandise, when ships were made snug for the night, 
and the Hist India “Tea-wagons” took a couple of years to 
make the round voyage. Lunars nnd primage are no more! 

The writer of these pages, during a long experience nt sea in 
all manner of vessels, from a collier to a tirst-elass Koval Mail 
steamer, lias not fallen in with a dozen men who had tlnmselvts 
taken Lun? rs, or had even se< n them taken. \\ hethor Lunars 
are worth cultivating is not deserving oi consideration. They 
are, in fact as dead ns Julius (Vsnr; and, without in the least 
bring endowed with the mantle of prophecy, it is correct to any 
that they will never be resurrect ionised, for the best of all 
reasons they are no longer required. 

Timpani mvfantur, if m>* mnbttnn r in ilhs Steam is 
superseding sail, uiid vuya'gt s generally are perlonm l in much 
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less time than formerly. Now-a-days, also, as the longitude of 
most places on the globe has been correctly determined, and 
radio-telegraphy is to the fore, there are infinitely greater 
opportunities for rating chronometers. 

If, however, ‘Lunars’ are of little service to the average 
navigator, the recent discovery of Dr, H. Schlichter has enhanced 
their value for the determination of secondary meridians, and 
the checking, by an independent method, of those already deter¬ 
mined by telegraphic time comparisons. Some allusion to these 
latter will be made presently. Dr. Schliehter’s method invokes 
the aid of photography—so much used of late in astronomical 
research. By obtaining a parallel series of photographs of the 
moon and a fixed star or planet on one plate, and afterwards 
measuring their distances on the plate by a micrometer, he claims 
to be able to fix the Longitude to within 6", or less than half a 
second of time. The method combines accuracy with simplicity, 
and when developed will no doubt be extensively used in the 
future by surveyors and explorers. 

Here we finish with Lunars. Requicscant in pace. They have 
had their day.* 

Thanks to the persevering research of the late Mr. Hartnup, 
(the first astronomer at Bidston), who experimented for this pur¬ 
pose with over 3000 chronometers, the fluctuations of rate due to 
temperature are fully understood, and rendered capable of easy 
application. It may, therefore, be confidently stated that there 
is now no reason why (on board steamers, at least) the correct 
Greenwich Time should not always be known within eight or ten 
seconds at the very outside. 

On shore, differences of longitude can be determined with 
marvellous accuracy by means of the electric telegraph, nsed in 
connection with the Transit instrument, Astronomical clock, and 
Electro-chronograph. This last-mentioned instrument may be 
regarded as an appendage of the clock, and is a contrivance for 
visibly recording on a sheet of paper each successive beat cf the 
clock. This is very simply and readily accomplished by elec¬ 
tricity, By merely pressing a button, the instant of the occurrence 
of any celestial phenomenon is also registered on the same slip, 
in such a manner that it can be referred to the preceding clock- 
beat with great precision. In fact, the interval between two suc¬ 
cessive beats of the clock can be easily divided by scale, so as to 

• The reader will please excuse the Latin. Being a * dead' language, it is peculiar!/ 
luitible for funeral orations. Sec Appendix 0. 
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The electro- 
chronograph. 


Actual mode 
operation. 


admit of the time of the occurrence being read off to the oue- 
hnndrcdth part of a second. The Chronograph, therefore, by 
subdividing minute portions of time, performs a similar office for 
the clock that the Vernier does for the Sextant 

In a succeeding chapter it will be explained that the exact 
instant of any < ccurrcncc cannot be noted by an observer without 
more or less of delay or anticipation, according to temperament 
and physical condition at the moment. Further, this error has 
to be harmonised with somebody clse’s error. For example, in 
observatories it is the practice to find this Personal Equation for 
all the observers with reference to one single obsevver, and the 
observations are all reduced by its application, so that finally 
they are tabulated as if made by only one person. The Chrono¬ 
graph lias reduced this source of error to a barely appreciable 
quantity. It is ascertained by one of the many machines for the 
purpose. 

In ascertaining differences of longitude, the usual method now 
employed is to note the time occupied by a certain star in pass¬ 
ing from the one meridian to the other. Uoughly stated, the 
mode of carrying out this operation in practice is as follows:— 
At each station there is a properly adjusted Transit instrument, 
also a Chronograph, and at one of the stations an Astronomical 
clock, the rate of which has been carefully ascertained. Further, 
it is necessary that the stations should be placed in direct 
telegraphic communication with each other. 

When the star agreed upon enters the field of tin* Transit 
instrument at the eastern station, the assistant to the observer 
sets the Chronograph in motion, and, by a preconcerted signal, 
notice is given to the observer at the western station to do the 
same. The dock, then, by suitable electric connections, records 
its beats on both Chronographs .simultaneously, and the instant 
of the star’s transit is also recorded at the proper time, by the 
observer touching a small spring known as a "signal key.” This 
constitutes the first half of the business. When the star, in due 
course, arrives at the meridian of the western station, the fore¬ 
going signals are there repeated in a precisely similar manner, 
which completes the operation. 

The Chronogruphic Registers are then consulted, and the 
interval measured by the clock (after briwj corrected for it* 
rate) is, of course, the difierence of longitude between the two 
stations. The foregoing is but one of several telegraphic methods 
for determining differences of longitude on shore. 
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At sea there is no means of exactly noting the transit of a 
heavenly body, so local time on shipboard is always found from 
an altitude of some celestial object, observed with the Sextant, 
and measured from the Sea horizon. The computation of the 
hour angle or meridian distance is then made, and the resulting 
local or ship time is compared directly with the Greenwich Time 
given by the chronometer at the instant of the observation. Next 
to the meridian altitude, this problem is about the most familiar 
to the navigator, and yet experience proves that it is but very 
imperfectly understood by the majority. It is quite commonly 
supposed that the error in the longitude is strictly proportional 
to the error in the altitude: —thus, if on a hazy day, the obser¬ 
vation is in doubt some 3' or 4', it is innocently considered that 
this also is the limit of error of the longitude. Not so, however, 
as will presently be shewn ; the error in the longitude may easily 
be treble the error in the altitude. ( Vide Table D). 

For sights to give the longitude correctly , they must he taken at 
the right time :—that is, when an error, either in the latitude of 
the observer or in the altitude observed, will produce the least 
effect on the hour angle. To fulfil this condition, the body must 
be observed when it is on the Prime Vertical . These two last 
appear big-sounding words, and some people allow themselves 
to be unnecessarily scared by them, although they are capable of 
very simple explanation. 

A celestial body is said to be on the Prime Vertical when it 
bears true east or west; so that it is merely a term used in 
opposition or contradistinction to the well known expression “ on 
the Meridian ,” which latter refers to an object having a true 
north or south bearing. The Prime Vertical, therefore , is at right 
angles to the Meridian. To get the latitude, seamen are very 
familiar with the “Meridian altitude'' and for finding the longi¬ 
tude they should be on equally good terms (to coin an expression) 
with the Prime Vertical altitude. 

When a celestial object is observed “ on the meridian ,” the lati¬ 
tude is found without the time being known with greater accuracy 
than is necessary to correct the declination for the Greenwich 
date. In the same manner, when an object is observed “ on the 
Prime Vertical,” the longitude can be found without the necessity 
of the latitude being accurately known—indeed, sometimes an 
error of 30' or 40' will not perceptibly affect the result. To carry 
out the comparison:—when an “ex-meridian” for latitude is 
observed, a knowledge of the correct time is necessary ; and the 
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farther the object is from the Meridian, the more important such 
knowledge becomes. Similarly, when, to determine the longitude, 
an object is observed which is “ Ex-Prime Vertical,” it is essential 
to a correct result that the latitude should be accurately known; 
and the further the object is from the Prime Vertical, the more 
important such knowledge becomes. 

Time sights should be taken, therefore, when the body observed 
bears true east or west, or as near thereto as possible. According 
to the latitude and declination, this occurs at various hours in 
the day, and it sometimes happeus in the tropics that the most 
accurate results are to be got from sights taken within half art 
hour of noon. At such times, also, the horizon is free from that 
fierce glare which so often dazzles the eye, and renders the 
horizon indistinct when the altitude is low. This latter im¬ 
portant advantage is also gained with stars observed during 
twilight when the horizon as a rule is strongly marked. 

When the observer is on the equator, the Prime Vertical 
becomes identical with the Celestial Equator. In this case, if the 
declination he O 3 , the sun will rise exactly at east, and continue 
on that hearing till the iu>tant of noon, when it will be directly 
overhead or in the zenith, and have no compass bearing whatever 
and its altitude (00 ) may be observed from any joint of the 
horizon. Immediately that it lues passed the meridian, it will 
bear west, and continue to do so till it sets at six o’clock. 

In sight-taking for Time, it is therefore of the highest im¬ 
portance that the navigator should free his mind as to whether 
the object is near to, or far from, the meridian. The real ques¬ 
tion is as to its Hearing; or, in other words, he should think 
more of the Azimuth than of tile Hour-Angle. Kemkmiikk this. 

When, as just mentioned, the latitude and declination both 
happen to be 0—which. by-tho-bye, will seldom happen to any 
one individual—there is little or no calculation required to find 
the hour angle or meridian distance. (Don’t forget that these t\w 
mean the same thing). Take a sight at any altitude; e«wr vt it, 
as usual, hy Table MS of Paper, find the zenith distance by sub¬ 
tracting it from 00 ; turn this zenith distance into time, and you 
have at once the hour angle; or the Apparent Time at Ship, if 
the object be the sun, and the time be afternoon. Of course in 
the forenoon you will subtract the hour angle from \'2 hrs. or 
2 t hrs. to get A.T.S., according to the way you wish to apply it. 

Parallels of latitude encircle the globe in an east and west 
direction, and to .etermine which of the parol It Is we are situated 
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upon, we select celestial objects at right angles to this direction, 
or as nearly north and south as we can get them. 

Meridians pass from pole to pole in a north and south direction ; 
and, following out the above argument, to determine which of 
the meridians we are situated upon, we select celestial objects at 
right angles to the direction, or as nearly east and west as pos¬ 
sible. A special reason will be given for this in the next chapter ; 
meanwhile, the reader will kindly accept the statement as reliable. 

It is very important that attention should be paid to this point 
in observing for time, as neglect of it may entail serious disaster. 

In the majority of epitomes there is a table which shews the hour 
angle of a celestial object when it is on the Prime Vertical , and 
daily' reference should be made to it, so as to get sights at the 
most favourable moment. In Raper the table is numbered 29. 
It also gives the true altitude of the body when it is on the Prime 
Vertical, so that either may be used at pleasure. Of course if the 
time at ship be not known within a handful of minutes, it will 
be preferable to use the altitude. The sextant can be set to it, 
after correcting it backwards , by subtracting the quantity in 
Table 3S, and all possibility of mistake thus avoided. 

The nearer the bearing is to east or west the better, but in 
practice it may be a little on either side of it without signifying 
greatly; and, indeed, clouds and other causes will often interfere 
to prevent the sight being taken exactly at the instant of passing 
the Prime Vertical. Sailors think nothing of waiting for the 
Meridian altitude to get the latitude : Why not wait for the 
Prime Vertical altitude to get the longitude ? The one thing is 
as reasonable as the other. 

The reader is strongly counselled to look over the explanation 
to the table above specified: it is given on page 411 of Raper’s 
19th ed. 

Another mode of ascertaining the time that a celestial object 
will bear east or west, is by reference to Burdwood’s or Davis’s 
Azimuth Tables, where, by opening at the latitude of the observer 
{same name as declination), and running down the proper column, 
the required hour-angle will be found in the right-hand margin, 
opposite the bearingof 90°. As these tables do not extend beyond 
23° of declination, they can only be used with a body whose 
declination does not exceed that amount. In Raper, the limit for 
declination is 4S’, and for latitude 70°. 

Blackburne points out that with latitude and Decliu. of same 
name, when the numbers corresponding to the hour-angles in 
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Tables A and B nearly agree, the time is a good one. For in¬ 
stance, in Latitude 4G W N., at hour-angle Oh. 20m. with • (\ipcWi, 
tiie numbers in A and B agree exactly, both being ll'*84 {vide 
p. 431). Therefore, though only 20m. from its meridian passage, 
Capella in that Latitude was exactly on the Prime Vertical, and 
would give excellent time results. 

A celestial object can only bear true east or west when its de¬ 
clination is of the same name as the latitude, and less in amount. 
When the declination is of the same name, but greater than the j 
latitude, the object will not pass the Prime Vertical, but its nearest 
approach thereto will be when its diurnal circle coiucidcs with an 
azimuth circle, or, to express it somewhat differently, the Circle 
of Altitude and the body’s Diurnal Circle will be tangential at the 
position of maximum azimuth.* This will be rendered clearer by I 
supposing a case, and referring it to the tables of Goodwin or Davis. I 

Fur example : — In latitude 10° X., the sun’s declination being I 
23 X., when will it be at its nearest approach to the Prime 
Vertical, and what will be its bearing in the forenoon at that 
moment ? Open Davis at page SI, and it will be found that, with i 
the data given, the sun will rise bearing XL GG® 37 K.: its bear- I 
ing will gradually get more easterly till 7 .3S a.m., when it will be 
X. blF 11 K., and at its nearest approach to the east and west 
points; after which it will become more northerly, till it arrives 
on the meridian at noon. In this ease, therefore, half-past seven 
in the morning, or half-past four in the afternoon, will be the * 
best time to take sights for longitude; for though tl*e sun will 
not be on the Prime Vertical, and therefore not in the most 
favourable position for giving the time, it is the best that can be 
got under the circumstances. With the conditions thus cited, an 
error of 1 in the latitude will only cause an error in the hour 
angle of a second and a half ; and an error of 1 in the altitude 
will only cause an error of rather more than four seconds and a 
quarter. 

As before stated, u hen the object is exactly on the Prime 
Vertical, an error in the latitude of oven 30 nr 40 will not 
appreciably affect the result. This knowledge is of incalculable 
value, us it sli ovs the mi\ igntor how the longitude may lie 
obtained when the latitude ly account is posvFy very much in 
enur. The correct time, thus acquired, may be afterwards used 
to get the latitude by an " Fx-moridian," when the conditions of 


* l y re *r ' t j I»• n., an 1 I»c hn a. 1 t Tv * -9 of K j r v ill * I « 
Hour i\ii k v au 1 AlL of a ly at it a n ire t apprr* i t» the Pill a \ • l al, or prrtt »l 
elongation In ti e c»a i j the Alt. I* -3' 10'*1. F i f rmul.e loot o pa^s 13J. 







OF PRIME VERTICAL OBSERVATIOXS. 469 

tl»e “ Ex-meridian” might unavoidably be such, that without the 
correct time the result deduced might be considerably in error. 

When the latitude and declination are of contrary names, the 
objeet cannot bear east or west, but will be nearest to these points 
at rising and setting—consequently, in such a case, the least 
unfavourable time for observing will be when the objeet is near 
the horizon, but not at a less altitude than 5° or 0°, unless, from 
the state of the atmosphere, and the relative temperatures of the 
air and sea, one is led to believe that there is not an unusual 
amount of refraction. 

This can in general be guessed pretty nearly, by noticing the 
shape of the sun at rising or setting. If it appears flattened, or 
if its limbs spread out on touching the horizon, or cling to it on 
leaving, you may be sure there is excessive refraction. On the 
other hand, if the sun retains its circular shape, and the contact 
of the limbs is well defined, there is but little refraction. In this 
latter case, however, it may be less than the tabular value, which 
of course would introduce an error on the other side ; so that, as 
a rule, even though the mean refraction be corrected for the height 
of the barometer and thermometer, observations very near the 
horizon should be avoided. The careful reader will see from the 
foregoing, that the determination of the longitude by the sun in 
high latitudes during the winter , must be very unsatisfactory. 

If a low altitude be used, it is open to errors of refraction ; but 
in winter one seldom gets the clianee of any altitude till the sun 
has strength to break through the elouds, at which time its bear¬ 
ing is so far from the Prime Vertical, that any error either in the 
altitude or latitude will produce a very large one in the longitude. 
On this account, for four or five months in the year, navigation 
in our own latitudes is a mueh less ticklish affair when the stars 
are brought into action. In most cases they can be selected on, 
or nearly on, the Prime Vertical, during twilight, and will then 
give a very reliable longitude. It has already been demonstrated 
that there is no difficulty in getting a good latitude by Meridian 
or Ex-meridian altitudes of these friendly guides. 

Even supposing that inexpertness in taking stars may cause 
some error at first, the chances are that it will be less (if the 
objects selected be well-conditioned) than the inherent error 
arising from an ill-eonditioned observation of the sun, which is 
concealed, and beyond the observer s control. 

Table C (pages 440-451) gives the error of longitude due to an 
error of 1' in the Latitude for each degree of bearing, from 1° 
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tip to U0 J . This is ji most valuable table, shewing at a glance 
what to expect from an incorrect latitude. Table 1) (pagt*- s 
54G-5.J1), in a similar manner to C, gives the error in the longi¬ 
tude due to an error of T in the Altitude. Of course an error 
in the Polar Distance (the third element in the problem for 
finding the Time) should never occur, and, accordingly, is not 
taken into consideration. 

To avoid confusing Table C with Table D, the latter is printed 
on green paper. The first and last pages of C are printed in red 
by way of enjoining caution when using the Table in connection 
with A. (\ Johnson's Double Chronometer problem. The reason 
of the necessity for caution will be explained when this very 
useful problem comes under consideration. 

b'cference to either of these Tables will shew that in high lati¬ 
tudes, when the azimuth is small, the error in the longitude may 
easily be very large—conceive, then, the difficulties of polar 
navigation at certain seasons. Kvcn in the very ordinary case 
given on pages 0thS-3G0, where the morning sights were taken at 
1 Oh. lmn., when the sun had a bearing of S. 1C., an error in 
the altitude of only 2 (nothing verynneommon with u poor horizon 
or a poor sextant) would falsify the longitude to the extent of !). 
Should this by chance conspire with the error caused by working 
with the wrong Latitude, the total error in the longitude of the 
ship./rom both causes acting in concert, would in this particular 
instance amount to 33'. This will explain some of the bad 
land-falls made in winter, which at the time were wrongly im¬ 
puted to the chronometer, or perhaps to an extraordinary “set." 

The quantities in these two tables, it will be seen, depend upon 
the latitude of the observer and the bearing of the object The 
latter is easily arrived at by tho Azimuth Tables, or, if great 
nceuraey be a matter of no moment, by a compass bearing cor¬ 
rected for Variation ami Deviation. 

The Azimuth, ns already explained (ride pages 133 and 424), 
can also be got from the combined use of the A P* C Tables. 

In working out sights at sea. it is perfect folly to work to 
seconds of arc; the nearest quarter of a minute (l.V> is quite 
close enough, and in this Paper helps materially by his Table CS, 
where the loj. sines. dr, are given for everg half minute (30 ) of 
arc. Paper deserves the thanks of seamen for many things, and 
this is not one of (lie least of them. 

The editor of the prevent edition of A \>rie has taken the hint, 
and, not to be behind in this resnoet, has now printed Table 
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xxv. to every half minute of arc; but No. 32 of Inmans 
Xautical Tables outdoes them both by giviug the logs, to every 
quarter of a minute of arc !! 

Nor is it usually necessary to take out the logarithms to more 
than five figures, any greater exactness being incompatible with 
the comparatively rude nature of the observation, and in con¬ 
sequence thrown away. 

To obtain the hour-angle to the nearest second of time, when 
less than 2 hrs., it is sufficient to take out the logs, to four figures ; 
with hour-angles ranging between 2 hrs. and 5 hrs. (the most 
common case), five figures will suffice ; but when the hour-angle 
exceeds 5 hrs. six figures are requisite. The reason for this will 
be found by an examination of the logarithms themselves. It 
will be seen that their differences are much greater for small 
hour-angles than for large: the logarithms increase with the 
increase in the hour-angles, but the rate of increase continually 
diminishes. For example, the difference between the logs, of 
lh. Om. Os. and lh. Oin. Is. is 210, but the difference between the 
logs, of 6 hrs. 0m. Os. and 6 hrs. 0m. Is. is only 32,—using six 
figure logs, in each case. 

Throughout this work special reference is made to points such 
as these in the endeavour to lead the reader to a correct under¬ 
standing of the true and essential principles of the science of 
Navigation. They serve as buoys to mark the channel, and to 
point out the agencies which influence and determine the accuracy 
of the result obtained from any given problem. 

Table xxxi. of Xorie once had but 5-figure logs throughout. 
Since 1900, however, it has been given 0-figure logs for each 
second from Ohr. to 12 hrs. 

Tabic 69 of Jxaper, with the exception of the first 44 minutes, 
has C-figure logs. It extends to 12 hours, and the logs are for 
each second. The hour angles are also expressed in arc. 

Tabic 34 of Inman is rather like Raper’s, but not quite so 
extensive; it is comprised in 59 pages, and has G-figure logs, 
throughout. Beginning with 9 hrs. the logs, are given at 4-second 
intervals up to 12 hrs.; this is because the values between these 
points change very slowly. On the whole, therefore, Raper’s 
table is preferable, as the log. of any number of hours, minutes, 
and seconds can be taken out absolutely at sight. 

Usually, the Equation of Time is applied to the Apparent Time 
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at Ship to reduce it to Mean Time, but you cm steal a little 
march by applying ii to the Greenwich Mean Time at the com- 
mencement of the work. There is then so much b*ss to do when 
the calculation is completed at noun. When applied to Green¬ 
wich Mean Time in this manner, the equation must be added or 
subtracted as directed on page II. of the N.A. 

About as good a way as any for finding the time at ship is 
Rapcr’s or Norm's, there is no difference; it will accordingly be 
here used in the examples. It is necessary to beware of these 
so-called “short methods " which appear from time to time. They 
generally only look short, because good care is taken to apply the 
various corrections beforehand, and the unsuspecting reader is 
deceived by this device. It is seldom, however, that there is n 
real difference of half-a-dozen figures, and the mathematical 
correctness of the problem is sometimes more than doubtful. 

As a case in point we will take a small but expensive pamphlet 
k hoit mcihoJ. %v jj Con tained rules and tables for finding the longitude by 
chronometer. 

When this so-called “ short method ” is properly overhauled and 
compared with Raper, we get'the following startling result:— 
“ Short method," oC figures and o logarithms, against Rapers 
ot) figures and 5 logarithms, required to produce the same result. 
So that by the first method we have the enormous !!!) gain of 
ihree Jiyures . Furthermore, that pamphlet contained several 
glaring errors which makes one rather dubious about the general 
correctness of the tables, although (for all the writer knows to 
the contrary) the mathematical principle of the method may be 
correct enough. 

Unless the writer is mistaken, the original pamphlet, to which 
the above more particularly applies, first appeared at least thirty 
years ago, but a revised edition was brought out in 1^7. It 
would seem that this was not much better than the original 
production, as it was most unfavourably reviewed in the April 
number of the A’uu/. Mnyazine for 1V)1. 

Hfciiucinatioi % Another pamphlet came out some years ago wherein it was 
stated that chronometers were quite unnecessary to find the 
longitude at sea, and that it could be done equally Well by the 
method set forth in the pamphlet. Lint, some way or other, 
its author lues not as yet succeeded in converting the public to 
his views, and the chronometer trade is more brisk than ever. 

To illustrate what lias h»vn said relative to the groat advantage 
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of taking observations on the Prime Vertical, when desirous of 
finding the longitude, a few examples will now be given. 


Example, i) bearing N. 89° 53' W. (true). 

On board the s.s. British Crown , about 4 p.m., June 25th, 
18S0, a chronometer (which was 4m. Os. slow of G.M.T.) shewed 
7h. 43m. 57s. same date, when the alt. of the O was 37° 49|\ 
Eye 32 feet. No index error. Lat. 40° 0' N., Long. 57° 12' W„ 
both by dead reckoning. Required the longitude. 


li. M. ^ 

Time by chronometer - • 7 43 57 
Slow.+ 4 00 


G.M.T.. 7 47 57 

Equation of Time - - - . — 2 30 


Greenwich Apparent 


H. M. s. 
7 45 27 


. / S. 

• 37 40] 0 52 hourly ditf. 

- + 9 Table 33 7.8 G.M.T. 

— D-37 682 416 

- 364 


+ 4-656 
2 26 760 


Corrected Equation of Time 


M. S. 

2 29 82 


4-6 hourly difference of declination 
7 8 G.M.T. 


23 22 39 corrected declin. 
90 






Polar di>tance - 
Latitude - • - 
Altitude • - - 


66 37 i Cosecant • 0 037 20 
40 00 Secant- - 0-11575 
37 682 ' Cosine - • 9-43292 

—- z' Sine - -9-75114 

144 36 -H M. S. 

- 9 38701=3 56 42 Apparent Time at Ship. 

72 Id- ——— 7 45 27 ,, „ Greenwich 

34 19J " - . , 

Longitude in time - 3 43 45=57 112 W. 


Same sight worked with latitude 39’ 20' N., or 40' in < 


P.I) 66° 37 p 
Lat. 39 20 
Alt. 37 682 


J sum 71 58 
Hem. 33 69J 


II. M S. 

= 3 56 41 App. lime at Ship. 

~ 45 27 ,, ,, Greenwich 


3 43 46 = 67* lip We* 


In this case, with the sun on the Prime Vertical, an error in 
the latitude of 40' caused an error in the longitude of only 

Venus and Jupiter are often on or near the meridian, when 
• sights of the sun are taken in the morning or afternoon ; and, 
therefore, the latitude found by them serves to work the sights, 
and is free from the errors of the run. This is so manifest an 
advantage, that the N.A., or the officer of the watch, should occa¬ 
sionally be consulted, to see if either of these planets are available. 
Their Right Ascensions should differ from that of the sun by at 
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least two hours, otherwise they will he rendered invisible, I v 
being in the very bright part of the sky surrounding the latter. 

Venus, being an “ inferior” planet, can never get further away 
from the sun than three hours and a few minutes; this is termed 
the planet’s elongation. 

The proper plan is to set the sextant to the computed meridian 
altitude. I T se either the direct or inverting telescope (whichever 
you are most accustomed to), but the last, as it has more power, 
is to be preferred. Screw it close down to the plane of the instru¬ 
ment, and having directed the sight to the north or south point of 
the horizon, the planet ought to be seen in the silvered part of the 
fjhiss. Of course that part of the sky must he entirety free from 
even the most filmy clouds, and unless the sextant glasses are 
perfectly clean, and the silvering of the mirrors in good order, 
there is little use in attempting this observation. 

About T4"> r.M. June 15th, 1SS2, on board the s.s. “British 
Prince .homeward bound from Philadelphia, in Latitude 4s* 
X., Longitude 24° JO' \\\, both l»v account; llarom. 30” *2 2; 
Therm, in the shade on deck G3 ; wind S.S.W., light breeze, 
with smooth water, fine clear weather. Having found by 
reference to the N.A. (page *2.‘17) that Venus (? ) would pass the 
meridian at 2*7 r.M. decided to observe it, and accordingly set 
the sextant to the computed altitude 64 3S' (see rule, page .‘374') 

On looking* for the planet near the appointed time, it was seen 
beautifully distinct a little below the horizon, and no difficulty 
was experienced in getting the exact meridian altitude, notwith¬ 
standing that the midsummer sun was shining hrilliantbj in a 
cloudless sky, and the fact that there were but two hours differ¬ 
ence of llight Ascension between him and Venus. 
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Now, the apparent angular diameter of Venus on this occasion 
was only 12", and when the reader is informed that at inferior 
conjunction it amounts to as much as G7it will be seen that in 
the absence of clouds there should be usually no difficulty about 
picking it out even in strong sunlight. 

Here, however, it is necessary to put in a word or two. Venus, 
as already stated, is an inferior planet, that is to say, its orbit lies 
between the earth and the sun ; it thei'eforc exhibits well marked 
phases resembling those of our moon, and the best time for an 
observation such as described above, is when the planet is about 
live weeks from inferior conjunction, or its nearest approach to 
the earth. Its apparent diameter is then about 40", and the 
breadth of the illuminated part nearly 10", so that rather less 
than ^ of the entire disc is illuminated; but this small portion 
transmits more light at such times than do phases of greater 
extent, because the latter correspond to greater distances of the 
planet from the earth. 

Year by year in the N.A. the date is given when Venus attains 
its greatest brilliancy; thus, on page 473 of the N.A. for 1S95, 
under the heading of Phenomena, this is shewn to occur on 
August 13th, and again on October 25th. After sunset, or before 
sunrise, Venus, at such times, will cast a distinct shadow. 

To find the latitude, it has been said that slow-moving stars 
near the Poles are best; but to find the longitude, select bodies on 
the Prime Vertical, as their motion in altitude is then greatest. 
It does not signify whether their declination be large or small, 
since for any given latitude the motion in altitude on the Prime 
Vertical is the same, no matter what the declination. 

Again, “ Since the change of altitude of any celestial body is 
greatest at the Equator, and nothing at the Pole, the time deduced 
by means of altitudes is more correctly determined in low than 
in high latitudes.”* 

In the two following examples of stars taken near the Prime 
Vertical, the formal rule for working them is left out, as the 
method (with one or two easily noticed exceptions) is so similar 
to that by the sun. In star observations, the longitude is the 
dillerencc between the Sidereal Time at Ship, and the Sidei'eal 
Time at Greenwich. 

Ere this the reader must be pretty familiar with the conversion 
of Mean Time and Sidereal Time, and should experience no diffi¬ 
culty in mastering what follows. To avoid perplexing him by 


Phases of 
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Observations 
for longitude 
best near the 
Equator. 
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ALT MH XFAI 7 THE PE IMF VERTICAL . 


Examples i.f 
stiffs on the 
Prime 
Vertical. 


anything strikingly different to what is contained in the examples 
of stars already given, the Epitome method, wherein the suns 
Eight Ascension is used with the Equation of Time, is not 
introduced. This adherence to one rule when practicable, is in 
accordance with the recommendation at foot of page 3G5. 

On board the s.s. “ British Crown," about s-30 p m. June 22nd, 
1.SS0, the following observations were made to determine ship’s 
position. 


I L ». 9- 

rhron. 1110 no obs. alt. • Altair 14* 43E hearing S. 59* E. true. Eye 32 feet 

„ 11 24 21 „ „ 'Polaris 42 15 „ X. 1 E. „ 

„ 11 30 40 „ ,, » Kegulus 22 is* „ S. s*; 4 \V. „ „ „ 

Position by account, Eat. 43 20' X. Longitude 43 24' \Y. 

No index error. I Miron, slow of G M.T. 4m. (K Ship making 
S. 5N° W. (true) 11 knots. Polaris, when worked .»ut, gives the 
latitude a.. 43" 23J' X. 
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Here, notwithstanding that Altair is 2° from the Prime Vertical, 
the large error of 40' in the latitude only produces a difference 
of Ss. in the hour-angle, or 2' in the longitude. 

It will be noticed that the main feature wherein this example 
differs from the sun is, that the Sidereal Time at Greenwich is 
compared with the Sidereal Time at Ship. The Declination and 
Right Aseension are taken out direct from the N.A. without the 
necessity for the smallest correction —another advantage over the 
sun. When the hour-angle is east, subtract it from the *’s Right 
Aseension, which will give the Right Aseension of the Meridian, 
or, in other words, the Sidereal Time at Ship. 


Example II.— * Regulus. 


H. ill. S. 

Time by chronometer. 11 30 49 *'s obs. alt. 

Slow.+ 4 00 Table 38 of La/irr.. 


O.M.T. 

•Sidereal time at G.M. noon . 
Acceleration for lib. 36m. .. 

•Sidereal Time at Greenwich . 


*‘s true alt. 


22 18 | 
22° 1UJ 


90 

• s Decimation .12 S3 N. 


* a Polar distance. 77 27 _Cosecant.0 010 >0 

Ship's latitude .. .. 43 23J . ..Secant .0’13863 

.'b altitude .22 10$ Cosine .9 60129 

- ' ,-Sine. 9-87994 

143 01 f - 

___- / . 


Half sum .. „ ..71 30 

Remainder .. ^ .. 49 19j 


H. M. S. 

. s Hour-angle. 4 44 66 W. = true azimuth, S. 86}* W. by Hurd wood 

,'s Right Ascension .. .. 10 2 1 Page 338, X. A. 

Sidereal Time at Ship .. .. 14 46 57 
Sidereal Time at Greenwich .. 17 40 54 

Longitude in time .. 2 63 67 = 43 29} \V. 

Correction for run between sights - 3 

Longitude corresponding to that by Altair 43* 26}' \V. 


Same Sight worked with Latitude 40 in Error. 

77 27 0-01060 

44 3} 0 14340 

22 10} 9-49366 

-9-M210 

113 41 - 

- 9 62972 

71 50} - 

49 39} H. M. 3- 

- 4 44 41 W. 


The hour-angle being west, is added to the *’s Right Ascension 
to procure the Sidereal Time at Ship. 

Regulus being further from the Prime Vertical than Altair, the 
f'rror in the hour-angle is of course greater. Still it is not large, 
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FORESTALL! SG THE MMIMAS' ALTITUDE. 


Advice to 
uovices at 
star work 


Johnson * 
method of 
correcting 
sights (or an 
error in the 
latitude 
woiked with 


amounting only to 15s., or 3$' of longitude for .m error of 40 ic 
the latitude. 

Tho difference in the longitude of the ship as given by Altair 
and liogulus (the one ea>t and the other west of the meridian) is 
only 1% proving the practicability of getting first-class results 
from star observations when made at the right time and in the 
proper manner. 

Advice to Beginners. —Do not despair because your first 
efforts are unattended with particularly good results. PEltSK- 
VEUE. “ Koine was not built in a day.” Practise in fine weather, 
so as to gain confidence, and feel perfectly at home with the 
work in case of requiring its aid in bad weather, or on an emer¬ 
gency. If you do this, you will soon get out of conceit with the 
sun. 

Morning sights, as a rule, are only partially calculated pending 
the determination at noon of the true latitude, which of course 
is referred back to the time of observation by the course and 
distance made in the interval ; the late A. 0. Johnson*, in lii.s 
valuable pamphlet already alluded to, showed bow the sights can 
at once be worked out in full with the latitude hy account, and 
afterwards corrected by Table C for any error in the latitude 
worked with. The plan is so simple and convenient that an 
example is given. 

About 0 4.3 a.m. on board the s.s. "British Crown," July 7th. 
1NS0, took following observation for longitude. Eye 2S feet, 
Chronometer slow of U.M.T., 4m. 3s. Position by accouut— 
latitude 30 .31}' X., and longitude 53’ V \V. Ship making 

east (true) 1 2 knots. 
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H. M. 3. 


T)'b Hour angle .. .. 2 IS 26 = true azimuth S. 68° E. nearly, by Burdwood. 


Apparent time at Ship . 9 46 34 

Apparent time at Greenwich IS 17 58 


LC'lgitnde in time .. .. 3 31 24 — 52 51 W. at sights. 

_ 9<1 f Min till ni 


— 34 J for run till noon. 


Longitude by sight .. 52« 16J' W. brought up till noon. 


Latitude by account .. .. 39° 51J' N. brought up till noon. 


At noon the true latitude was found to be 39° 41' N., or 10^' S. 
of that by account. By Table C> the error of longitude due to 
an error of 1' in the latitude is 0 '’5‘3 t which, multiplied by 10'*2, 
gives 51', to be applied as a correction to the above longitude. 

We have, therefore, for the true position at noon, latitude 39° 

41' N., longitude 52" 22' W. 

Johnson gave a very ingenious, and at the same time simple, Johnsons ruia 
method of determining whether the correction is to be added or theTo^ecUon 
subtracted.* The plan adopted by the writer, being based upon 
a graphic representation of the problem, is more instructive, and 
on that account to be preferred. Here it is. Imagine a line' 
through the ship’s position on the chart drawn at right angles to 
the bearing of the sun, thus :— 


E 



For the reasous why the Method used 
ship may be conceived to be by writer for 
on a line at right angles to same purpose, 
the sun's bearing, see next 


chapter, where the subjeet is 
fully explained. 


To make the case as plain as possible, let the sun be supposed 
to bear S.E. Then the line will run N.E. and S.W., as above. 
Let the point S. in the diagram represent the position of the 
ship as determined by sights worked with the latitude by account. 
If this turn out to be wrong, and the true latitude be further 
north, say at s', the diagram shews, when this latitude is pricked 
off on the line, that the true longitude is more to the eastward. 
If, however, the true latitude be south of the latitude by account, 
say at, » then the longitude is thrown to the westward. This 


* See pages 507-506. 







EFFECT OF AS ERROR IS LA TIT CPE OS 


4S0 


can easily be done mentally. The plan holds good for a bearing 
in any quadrant of the compass. 

Let 11 s suppose another case, where the celestial object bears 
N.M Then the imaginary line would run N.W. and S.E., thus;— 



lu this case, if the actual latitude be south of the one worked 
w ith, as at s", the longitude will be thrown to the eastward, but 
if north, it will be thrown to the westward . just the reverse of 
the preceding example. The reader can tost for himself the 
effect in the other two quadrants. 

We will now imagine the sun to bear cad, and see what effect 
is produced on the longitude by an error in the latitude. 

S’orth 


nitgi jit 
• hewing 
Advantage of 
obaervAtion* 
on tho Prime 
Vertical 


s 



s 


South 


Evidently there is no oiled at all, as in tins c/r h the imaginary 
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line runs north ami south. Hence the advantage of taking sights 
for longitude when the celestial object is oil the Prime Vertical , 
as a considerable error in the latitude has no effect on the result, 
see Table (J (page 451), where it is shewn that, with a bearing of 
90°, an error in the latitude produces no error in the longitude. 

There is, however, a limit to this use of an indiscriminate latitude, 
which will be fully explained in the next chapter. In the mean¬ 
time, one more illustration. 

Let the sun be supposed to bear S. by E. What effect will then 
be produced on the longitude by an error in the latitude ? 

E 

Diagram 
shewing dis¬ 
advantage of 
observs. for 
time near the 
Meridian. 

It will now be evident that a small error in the latitude will 
produce a very large one in the longitude ; showing the impro¬ 
priety of taking sights for Time when the bearing of the object is 
near the North or South points. Hence one of the reasons for the 
red * danger-signal ’ on page 446 (Table C). The colouring of the 
first and last pages of this Table has special reference to the Double 
Chronometer problem, no matter which method may be used. 

When applying the correction to the longitude by the mental 
process, it is always well to imagine the sun or star to have a 
four-point bearing, such as S.W., N.W., N.E., or S.E., although 
the actual bearing may be quite near to one of the cardinal points. 

This exaggeration of the case puts more forcibly to the mind the 
direction in which the correction is to be applied ; but until 
thoroughly proficient, it is certainly advisable to draw the lines 
roughly on a slip of paper. A little practice, however, will soon 
do away with the necessity for even this. 

It may here be remarked, in parenthesis, that when looking at p rop er way 
a chart, for any purpose whatsoever, it should be laid on the table ° f '°° k t ing af 
with the north side from you. The mind thus acquires a fixed 
habit of considering the positions of places with regard to their 
true bearings from each other. Some men, on the contrary, if 
sailing south for example, turn the chart with the nortli side to 
them, so as more readily (?) to lay oft' bearings, &c. But this 
twisting and turning of the chart according to the course steered 

2 H 








Equal alti¬ 
tude* a/ sra. 


Rule for Equa 
Altitude* at 
r«a. 


4S2 modi: of fix dixg luxgitvdk at xoo.\ 

is not to 1.C recommended, and conveys an unstable idea of 
geofjraphic.il position. 

SHORT EQUAL ALTITUDES (Sun). 

There is one other mode of finding the longitude by chrono 
meter, which, from its extreme simplicity as usually presented 
and the few figures required, is very alluring*to people whe 
either sufi'er from want of energy, or have been insufficiently 
grounded iu first principles. Unfortunately for every one, this 
‘short cut’ mode of treating the problem is only rarely available, 
and if indiscreetly used, under wrong conditions, will assuredly 
give wrong results. The problem referred to is that of h'yiml 
AUitiuhs taken 11 few minutes before and after noon. If the 
course in the interval be nearly east or west, or the vessel be 
stationary, and the altitude nut less than 75°, the method in its 
simplest form is available, and the longitude will probably not 
be far from the truth. Sailing ships lying becalmed near the 
line, or struggling in the ‘doldrums,’ may find it convenient; but 
if the course be towards north or south, and the vessels speed 
considerable, there will usually be a large error due to the 
observer’s change of position (see page 37-). 

The word ‘usually’ has been italicised, because it might 
happen that the ship's latitude and the sun's declination coin¬ 
cided, or nearly so, in which case a north or south course in the 
interval would not allect the result, seeing that the ship wild 
neither he approaching, nor receding from, the sun. To suit the 
special conditions detailed above, the following is the 

Simple Kelp. 

loom 10 to 15 minutes before noon, (. 1 * orvo t"e sun's altitude, and note tilt* 
time ly chronometer. When the sun law fallen to the Mine altitude 1* m. 
(tytuin note the time by wm/ chronometer; the mean or half sum01 tin t tones, 
when directed for the chronometer irr«»r, will betheMt.m time at Greenwich 
corn>pond'n 0 r to Apparent Noon at Mop. Kednce theGrunwich J/c.ia Time 
10 Greenwich J//<i <nt Time, by ntldtugor si*btraotiu «■ the la|nation, ac ord 
in^ to the precept at head of pi^e II. < t’ the .\uu/n Almmtr. If the 
longitude bo west, the Greenwich Apparent l’mie turned mt * arc will be the 
Ion. it lido ; but if it bo east, sal tract the G.A.T. Iran 12 hairs, and (\n 1 turn 
it mt > src. 

If another sextant is available for the meridian alt. (let us 
hope so), it will be just as well to keep this one (damped to tho 
first ohservati > 11 . Tho shades should also, if j ovsihle remain 
unchanged 
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Example 1. 

Ship stationary, or steering either East or West (true) ; or steering in any 
direction and at any speed with sun near the Prime Vertical. 

August 3rd, 1881. Observed equal altitudes in West Longitude. 

II. M S. 

3 2 10 at a. m altitude. 

3 14 20 at P.M. altitude 

6 16 30 

Middle time .3 8 15 

Chronom. elow of G.M.T. .. .. + 4 17 

Greenwich Mean Time.3 12 32 

Corrected Equation of Time .. .. — 5 65 Page II., N.A 

H. M. S. 

Longitude in time . 3 6 37 = 46* 39J' W. at Noon 

Ill the foregoing example, the conditions are assumed to bo 
exceptionally favourable; but such happy occasions are some¬ 
what of the nature of angel’s visits ; it is therefore good policy 
to be prepared for what ordinarily happens. There are various 
approximate modes of eliminating the error due to change of lati¬ 
tude between sights, but, taking all things into consideration, 
Raper’s is about the best. (Pages 288-289, nineteenth ed.). 
Blackburne is rather a champion of Short Equal Altitudes, and 
this is the method given in his A and B Tables. It is necessary 
to know the azimuth, and as Davis’s Tables are not available 
for alts, exceeding 60°, it must be got by some other means: 
Raper’s formula (page 289) is very short; or, failing Raper, the 
azimuth can, just as quickly, be got from the ABC tables. 

Example II. 

Where ship has changed her Latitude between sights, and the conditions 
are less favourabb. 

August 3rd, 1881.—In east longitude, and about latitude 4° 10' N., the eye 
being elevated 2*2 feet, the altitude of O was observed to be 76° 0' (rising), 
when a ehronometer which was 10m. 20s. fast of G.M.T. shewed 8h. 30m. 42s. 
a.m. at Greenwich same date. After a lapse of half an hour, during which 
time the ship had made good N. 33° E. (true) 6 miles, the sun dropped to the 
same alt, and the time by same chronometer was 9h. 2m. 30s. Required the 
latitude aud longitude at noon. 

Special Rule. 

Take the mean of the a.m. and f.m. times by chronometer. To this apply 
the error on G.M.T., also the reduced Equation of Time. The result is Creeu- 
wieh Appareut Time corresponding to noon at Ship ; this is on the supposition 
that the ship has not changed her latitude between sights; otherwise it 
corresponds to the time of approximate noon, aud a correction is ueeessary. 

To Find Correction for Change of Latitude. 

With half the interval as an hour-angle, find the azimuth as most convenient. 


Time by chronometer 
Time by chronometer 












Correction for 
change of 
position 


fH tU moth oils 
.» .ally 
«v«iUble 


■» '•* am ri:j:\-i snon t equa l altitudes. 


Then 

To the nine of Zc/{/*the difference of latitude made good, add tlu* secant of the 
latitude, and the cotangent of the azimuth : the sum, rejecting tens, is the 
sine of the correction in time. (It is sufficient to take out the logs. to three 
places only). 

^ hen the ship has apjvroache / the sun in the interval, subtract the correc 
ti.»n from the fi A T.; when she has reeeded from the sun, add it. 

With Declin. 17^“ X., Latitude 4° 10' X., and the Hour-Angle 16m., the 
A HC tables give the Azimuth as 10°. Difference of latitude made between 
sighU— 5'. 

S itifT of til. 3u‘* .sin® 6 sfl'2 

l.ilim.lp 4‘ 10' .Socant lu u>l 

Azimuth 10* . .Co-oing. 10 .<43 

Correction 36«. Sine 7 406 


1'itue by citron. kL ah ob.iei itunn 

„ „ l‘.M. „ 


Middle lime bv ciiron. .. 
Chruii. f »< . MI M |‘. .. 


II M !». 

<i l 
9 2 SO) 


2)17 « 12 


.. 8 »« 5*1 
.. — 10 20 


•j) 7(5* O' 


Greunwicli Mean Time . 8 36 16 

( orrocteil K>|uation oi I'mie.— 6 46 Cage It., N a 


Greenwich Apparent Time .. 8 30 2u 

Correction lur change of ialiliiile — M Note *hii the oimvuon of tbU 

-wnul.l mean 

8 29 4« 

Kom, orA.T.s rorre.ni nmling to middle i ^ 

time by hr on. f 1- (O co 


II. M 5 

L< ngitndo in time 3 3<> 16 - 62* .'-4 L. at .Noon 


1/tlilii le nt noon C 1‘ i N'orlh 


Do not abase this ha (had by using it at imprtff'*r times, and 
be sure that both observations are made with eye at same height 
abort the scadt ret. 

Now it must be remembered that, in low latitudes where the 
inrtluiil of Short 10«]ual Altitudes is possible, it is equally pos¬ 
sible to get tin* App. Time at Ship, from sunrise to within u few 
minutes of noun, by the ordinary sights if the latitude lie known 
only approximately , for it lias been shewn in this chapter that, 
so long as the sun is near the I’rim • Vertical, an error, such as i.s 
likely to occur in the latitude by dead reckoning, does not signify. 

The sun is hardly adapt *d to the method under consideration. 
A ship bound south m* north sunn passes out of range, and whilst 
within range other n'ethods are available. Reference to Tnhle 
[) will shew that even in moderately high latitudes the change 
>f alt. near noon is very slow. Inversely, an error of only 1 m 
the alt. means a large error in the time or longitude 

Kor thesr and other reasons the method of " Kqual Altitudes 
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at Sea” is not to be recommended when the sun is the body 
employed. It may, however, be given a place among those 
auxiliary problems which science places as a reserve, but which 
should only be resorted to when, without them, the battle would 
be hopelessly lost. 

These disparaging remarks do not, however, apply where suit¬ 
able stars are concerned. They are to be found spread all over 
the heavens, and the navigator can take them as he wants them. 
Substituting stars for the sun, “ Short Equal Altitudes ” at once 
rise in value. Blackburns is a strenuous advocate, and by his 
kind permission the following is taken, nearly verbatim , from 
the text of his A and B Tables. He says:— 

“ I wish to draw attention here to the value of the Short Equal Altitude problem, especially 
in the case of stars, because I think it is not sufficiently appreciated by most nautical writers. 
The problem is more especially useful in the case of stars, owing to there being no appreciable 
change in a star's declination, and because suitable ones can generally be found in any latitude. 
Even on dark nights a very fair longitude can generally be obtained, just as when stars for 
latitude are observed North and South of the meridian. An equally good result is obtained if 
both altitudes are observed the same amount too great, or too small, as if they had both been 
correct, and the piobletn is so simple that it takes very little longer than to get the latitude by 
meridian altitude; l mean, of course, when within the limits where correction for change of 
latitude or declination is not necessary. 

1 have several times taken these equal altitudes in my morning watch ; sometimes before 
daylight with an imliffeient horizon, and at others with a good hoiizou a little before sunrise, 
and tln-y have nearly always agreed splendidly with the star position longitude obtained by 
double altitude ft little before sunrise, when the horizon is perfect. 

1 do not wish to encourage the abuse of this method by using it beyond its proper limits ; 
and when the Sun is observed it will seldom he useful except in the tropics, and then principally 
when running nearly due East or West, as on passages from Penang to Ceylon, Ceylon and 
Bombay to Aden. When running due East or West no correction of altitude or time is required 
for ship's change of position. Also, when the body observed bears East and West, 110 correction 
is required for several miles change of latitude to the North or South ; therefore it follows that 
when the observed body is near the prime vertical, and the change of latitude is small, it is not 
practically necessary to make any corrections for change of ship’s position. 

Table 29 in Raper gives the hour angle and altitude of a body on tbe prime vertical; and 
most other epitomes also have a table at any rate for giving the hour angle of same (though 
with limited declination), which is always useful lor showing the best time to observe for 
longitude. 

Example III.—Jiv a Star. 

S.S. Drinditi, Aden towards Colombo, on 6th Sept., 1885, at 5 25 and 6*35 a.m. (ship time). 
Ohserved equal altitudes of * Aldebaran to the Noithwaid at 13h. 49su. 05s. and I3h. 69m. 05s. 
by chron., which was fast of G.M.T. 37m. 3Gs. At 5*30 a.m. mer. alt. was observed S3* 13J 1 , 
giving lat. 9* 25’ N. 

Run in interval S. 75* E. 2' = D. lat. 0' - 5. 


In this example, ns the star was only 7' from the meridian, and the ship had receded from 
the star, 0' 30" less altitude was set to sextant for the second observation. 


11 . m. s. 

1st obs.. . 13 49 05 

2ud obs.. . 13 59 05 

2)27 48 10 

Middle time. 13 54 05 

Error of chron.— 37 36 


CJ..M T. when » passed our meridian IS 16 29 


H. M. S. 

Sid. time at preceding G.M. 

noon on 5tll 10 69 01 3 

Acceleration for 13h. lGjm., > + 2 81 

Paper, table 23 .. .. f + 2*7 


Red. aid. time . 11 01 1*2*1 

*'s it.A. + 24h. 28 29 22 

M.T. mer. pass, at ship 6th .. 17 28 10 
G MT. 6 th.13 16 29 

Loug. iu >ime.4 It 41 

= 02“ 66’ 16'" K 


Short Equal 
Altitudes of 
Stars. 


Best time for 
equal altitudea 
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SHOUT EQUAL ALTS . OF STA US. 


Choice of stars 
for equal alts. 


A use for the 
log glass 


There is no more work here than with the .Sun, os there is no equation <f time to apply 
unit it is easier to reduce the sid. time than to correct the equation. 

My usual morning d<>uhle altitude was taken 3m. before this first sight, by Saturn and 
Sirius, both Hast of meridian, the resultant Riving longitude 62° 64' E., which when brought up 
to the same lime is within a mile «>f the equal altitude longitude. I h <ve taken several with 
equally good results, though in this case it was probably accidental that so near an agreement 
with the other observations wn obtained, as better results might have been expected with a 
longer interval of time, when the star was nearer the prime vertical; daylight, however, pre 
vented this. 

It Is best to choose stars with declination nearly (lie same as latitude, or elso of the iatut 
name, and the declination leas than the latitude; if the declination is greater than the latitude, 
os in the lost example, it does not come to the prime vertical at ail, neither does it if the declin¬ 
ation and latitude are of contrary names. With latitude and declination of iiitne name, when 
the numbers eorresponding to the hour angles In tables A and U nearly agree, is always a good 
time. For instanco, in 1st. 46® N., at hour angle Oh. 20tu. with • Capella. the numbers in tables 
A and B exactly agreo, both being ll'St, the star, thereforo, in that latitude being then exactly 
on the prime vertical. 

The following example will show how a star may sometimes be observed almost on the prime 
vertical to within 2 or 3 minutes of Us meridian passage, or at any time within 2 or 3 hour* of iu 
passage. 

F.x ample IV. S.S. * Brindisi,' Colombo towards Aden, 13th October, l^sS, at 6^4 an.I 
0 36 p.m. (ship time). Observed equal altitudes of • Altalr 88° 44* nearly Bast and West at 
2b. IGm. 65s. and 2h. 2Sm. 24s. by chronometer, which was fast of O.M T. 39m. Ots. 

The meridian altitude was also observed at O'SO P.m. 89* 34’ S., giving lat. 8" 46' N 

Ex. IV.— By o £f.ir 6*nrin<; notrfy hat I o-id Rdf. 


II. M. S. II M S 

1st obs. .. .. 2 16 65 Sid. time 13th . .. 13 28 6o 

2nd obs.. .. 2 28 24 Acc, for lb. 43}m. + 17 


2\4 45 19 

Middle time by chron. .. .. 2 22 39 6 

Chroii error . .- 39 01 

mi l . . 1 43 35 5 

68° 7’ 30* R. 


lied. sid. time 

s's U A. 

M T. mer. pass. 
U M.T. .. 

hong, in time 


. .. 13 29 07 

., . 19 45 12 6 

6 16 OS "6 
... 1 43 35 6 

.. 4 3? 3»> 


Equal altitudes of Ibis star were taken In dnyllght for three nr four evenings running 
Several ndlos change of ship’s position North or South In this case would not have affected th* 
longitude I ’* __ 

Captain Blackbnrne, now Nautical Adviser to the Marine 
Department, New Zealand (1M0G), specially devoted himself to 
the practical side of navigation, ami his opinion in this matter 
is entitled to very great respect. 

To conclude the chapter. — When sight-taking, should an 
assistant nut he available to note the chronometer time, the 
observer himself can very well manage with the ai 1 of a 2Ss. 
log-glass. Turn the glass when the altitude is taken, walk to 
the chronometer ami note the time when the sand has run out: 
from this, subtract the running time of the glass to get the 
correct instant of observation. T**t tin' •jlusa. 














CHAPTER XI. 


"SUMNER LINES “ 


This and the following chapter are probably the most import¬ 
ant in the book, as explaining and illustrating the geometrical 
process—underlying the calculation by logarithms which is per¬ 
formed every day by the practical navigator, but of the meaning 
of which he has very often no conception whatever. He only 
knows that by certain arithmetical formulae (learnt off like a 
parrot) certain results are produced, but how, is a mystery. Let 
us open the pages of this sealed book, by which the navigator 
may learn to reason for himself, instead of trusting entirely to 
rules which, when forgotten, leave him adrift on his beam euds. 

In the present chapter it is proposed to shew to wind extent a 
single altitude of a heavenly body (say the sun) will reveal the 
whereabouts of a ship, the latitude being completely unknown , 
and how, when combined with certain non-astronomical data, it 
may be made to give her actual position. 

It is of course assumed that the correct Greenwich Time is 
obtainable by means of chronometers. 

We have already seen that a single altitude on the Meridian 
will give the Latitude with but trifling calculation ; and that 
a single altitude on the Prime Vertical will give the Longitude, 
eveu though the latitude be but imperfectly known. It remains 
to shew more particularly why this is so, and also, by using the 
latitude by dead reckoning, what information is to be derived 
from a celestial body which occupies neither the one nor the 
other of these important positions. 

By way of the simplest illustration, imagine an ordinary flag¬ 
staff in a park, and let its base—from the ground to the height of 
the eye—be painted a different colour from the rest. Let our 
experimentalist lay off, in any direction from it, a distance of say 
100 yards, and having marked the spot by a stake, measure with 
the sextant the angular altitude of the flagstaff from its truck to 
the paint-stroke 


The principlf 
of a problem 
being under¬ 
stood, one is 
not dependent 
on memory 
for the rules. 


Illustration of 
“ Circle of 
Equal 
Altitude." 



Circ'e t 
i'ositiou 
illuCrAtcd 


4 ES Cl 11CL FS OF FQL’A L A L TI Tl r f>F 

Suppose this to ho 25 . Now let him go to any number of 
positions mu ml about the flagstaff, approaching or receding from 
it, until in every case the same angle (25 ) is obtained. At each 
such spot plant a stake. Connect these various points by some 
• small-stuff," ami if they are sufficiently close together, a circle 
will be formed, every part of which will be exactly the same 
distance from the Ilagstatf in its centre. It is evident that an 
observer getting an angle of 25* must be somewhere on this circle, 
which accordingly may be termed "a circle of equal altitude,” 
since, if the angle be greater, he will be within it. and nearer to 
the flagstaff; whilst if the angle be leas, lie will be outside of it, 
&iu\ further from the flagstaff. 

Now. convene a number of such circles to be described at 
various distances from the flagstaff. If furnished with a set of 
tables giving the distance of each from the ilagstatf, and its 
corresponding angle, the observer, on measuring such an angle at 
any point, will only know that he is somewhere on a circle, at a 
definite distance from the flagstaff. Thus, if the angle obtained 
were S 5o', reference to the tables would merely tell him that lie 
was on a circle every point of which was MOO yards distant from 
the flagstaff; but if this I itter and the circles were enclosed by a 
very high wall, which shut out from view all external objects, he 
could not possil ly tell his position oil that circle with regard to 
those external objects, lie might just as likely be at the point 
marked (’ in the diagram as at A or li. If he wished to go to 
any particular place in the park outside the wall—say to the 
house at 1>, or to the fish-pond at K —lie would n t know in 
which direction to shape his course, or by which door to go out. 

Let it be supposed, however, that the surface of the ground 
round about the Ilagstatf \ aries very much in character that in 
one direction it consists of chiy, in another of shells, in another 
of sand, an 1 si on ; and that, in addition to his set of tables, tin 
observer is provided with a plan of the park, shewing the flagstaff 
and this peculiarity of the ground in its vicinity. So Aided, he 
would at mice 1 o ai le 1 1 toll by the am fie which of the circles lie 
belonged to and by the uu/ure of the yrttund under his feet what 
particular part of it he was on. and, consequently, his position 
relative to the imisd le objects outside the wall. 

Now this is pretty much what can be done on board ship by 
Kiibstifming the Sun for the truck of the flagstaff, the Ibri/on 
for the paint-Mrokc. the Kpitome and Xautical .1 hnana<' for the 
tabhs, a t’h.irt f >r the plan of the j ark. and Soundings for the 
Mirl’net pecnli mties of the groun 1. 


DIAGRAM ILLUSTRATING “CIRCLES OF EQUAL ALTITUDE.” 
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Next come the various astronomical facts for which the fore¬ 
going simile is intended to pave the way. 

At any given instant of time the suti is vertically above—or, 
as it is termed, in the zenith of—some point on the earth’s surface, 
and its rays directly illumine that half of the globe nearest to it, 
the other half being in darkness, more or less complete, according 
to circumstances. To avoid complications, imagine for the time 
being the earth to be arrested in its motion, so that the sun 
remains steady over one particular spot. At this spot an observer 
with a sextant would find the true altitude of the sun's centre to 
be 90°, and being therefore exactly overhead, upright objects 
would throw no shadow. On the other hand, if the observer 
were situated ou any part of the Great Circle* separating the 
dark from the enlightened half of the globe, the sun would be on 
his horizon, and its altitude would be 0 a . These represent the 
two extreme cases. We have more especially to deal with the 
first and intermediate ones. 

If the Latitude and Longitude of the suu were known,! the 
Latitude and Longitude of the spot over which it was vertical 
would also be known, and vice versd. Now, with the Nautical 
Almanac it is very easy to find the sun’s position in the heavens 
at any given moment, and if it were possible to drop a plumb-line 
from it to the earth’s surface, the latitude and longitude of the 
point of contact would correspond with that of the sun. 

If, however, an observer were so situated that, instead of 
getting 90 as the sun’s true altitude, he found it to be only 89°, 
his position would then be uncertain, since he would only be 
someivhere ou the circumference of a “ small circle,” the centre of 
which would be the spot where the suu was vertical at the instant 
of observation. The radius of this circle would be equal to the 
suns zenith distance, which, in the case just cited, is 1°. As the 
observer shifts his position away from the sun, its distance from 
his zenith will become greater, and his “ Circle of equal altitude” 
proportionately larger, thus rendering his whereabouts more 
and more uncertain. 

It will be seen, therefore, that, so far, the observer can only 


• This is sometimes called “The Circle of Illumination " ; also “The Terminator," when 
the moon is referred to. 

|These terms, as here applied, are not used in their celestial seuse, since the longitude 
of a celestial object is measured on the Ecliptic from the first point of Aries, and the 
latitude is measured from the Ecliptic towards its poles. These terms being utteily ai 
variance with their terrestrial signification, where latitude is measured on a meridian amt 
longitude on the Equator, are apt to cause much confusion, and should be abolished by 
common consent. Sorely something better might be substituted 
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SU.XS POSITION PROJECTED OX CHART. 


lie sure of his precise position when the sun happens to be exactly 
in his zenith ; at other times it is indefinite, and becomes more 
so the "renter his distance from the sun. From a consideration 
of the foregoing, "a Circle of equal altitude ” may also be desig¬ 
nated “ a Circle of position.” 


'l’o find the place on the chart over which the sun is vertical 


Huw to fin a 


position of Sun a j. a „j ven Qreemvich time, is verv easv, when yon know how. 

st any riven ° •> 


at any given 
distance 


Since the earth revolves steadily on its axis, any place whose 


latitude happens to be the same as the declination of the sun at 
the instant of its meridian passage, must of necessity have the 
sun vertical at noon ; and as Greenwich Apparent Time is equal 
to the sun’s hour angle—or, in other words, to its meridian dist¬ 
ance from Greenwich—the required longitude is found bv simply 
turning the Greenwich Apparent Time into arc by Table IN of 
llaj er. 

briefly, therefore, the sun’s declination (corrected for the given 
Greenwich time) is equal to the latitude of the plac»*; and the 
Greenwich Apparent Time is equal to the longitude in time, which 
is always to be reckoned towards the west, since the sun moves 
in that direction. 

To project this on the chart is easy enough in theory, but not 
so easy in practice. Suppose " a Circle of position " is required 
to be drawn with the following data:— 

March 7th, l«so, at lh. 11 in. 3‘8s., O M.T., an el-server, \vh • was in com¬ 
plete ignorance of los position, 1’nmul the sun’s true altitude t«> tie r*o°. To 
what extent wail Id this enlighten Inin ? 


Orepnwicli M«an Time 1 II S b 
• 'urrcctoil K>|iriljtni i jj 



• lH-clinatii ii at npp n-nl noon 
iWwtiuii for lh , il.A I' 


nr ‘Tinio h Aprf ‘ ren *} 1 OiliKH) l.ong. IV \Y 


. ’» Correct pil ilrclinWton 


Prick oil' a point in 1 .70} South and la West (see C Inrtlft 
A r o. 1). Here the sun will bo vertical at the Greenwich time 
specified. Subtract the observed true altitude (oOM from 00\ 
which will give 40" for the distance of the sun from the zuiitli 
of the observer. Take this amount in the dividers, and, with the 



no matter what part uf it—the sun would have an altitude of 
.70. Kach master would know that he was somewhere on this 
particular circle—neither inside nor outside it, 1 ut on \L Kx- 
cepting the certainty that his ship was not on the l<unl portion of 

• 'et e*j 'ni at i> t 4 M 1 w ti r j «• t In r'1 l of M< &t« r » It l n < tin 
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it, this, however, is all he would know, unless aided in some way 
yet to be described ; and reference to the chartlet will show that 
the circle covers a goodly portion of the globe, leaving him pleut} r 
of room to guess. 

Place him, however, in the ordinary circumstances of the navi¬ 
gator, and give him his latitude by account. Then, by laying 
this off on the circle, he would get an approximate position ; but 
such knowledge is not always sufficient where the navigation is 
intricate ; nevertheless, poor as it is, it may sometimes be used to 
great advantage, as will be shown further on. 

The individual in the park determined his whereabouts on the 
circle by the character of the ground, and, similarly, it is often 
possible for the navigator to fix the ship’s position on it by the 
depth of water and character of the bottom. Bear this in mind, 
as it is important. 

Passing by other methods for the present, the reader’s atten¬ 
tion is invited to sundry striking points developed by the subject. 
On scrutinizing Chavtlets Xos. 1 and 2 more closely, it will be 
seen that the so-called “ Circles of position ” are not fairly entitled 
to the name—that, in fact, they are irregular ovals, and not true 
circles. 

It will be remembered that it is stated in the chapter on Charts, 
that Mercator’s projection gives a distorted representation of the 
earth’s surface, and here we have another proof of it. Owing to 
the degrees of latitude being extravagantly drawn out as the 
Poles are approached, a true circle, when shewn correctly on a 
Mercator’s chart, is made to assume a somewhat elliptical form, 
having its longer axis in a north and south direction. This 
feature makes the drawing of the circle in actual practice a mat¬ 
ter of some difficulty. The usual way of arriving at it is to 
calculate a number of longitudes from one sight, retaining in 
each case the same Polar distance and Altitude, but changing 
the Latitudes by suitable quantities, say 5° where the scale of 
the chart is small.* 

When a sufficient number of points have been thus determined, 
they can be pricked off on the chart, and connected by a free 
curve drawn with a pliable ruler, which will give the figure with 

* Aa a check against usiug an impossible latitude in the computation, it is as well to 
know that iu tho chronometer problem, the sum of the Polar distance, Latitude, and 
Altitude cauuot exceed 180°. Should the addition shew au excess, it proves that the 
computer made choice of too high a latitude, aud he must reduce it accordingly. When 
the sum is exactly equal to 180 u , it shews the polar limit of the latitude, as the body in such 
•x case is on the meridian. 
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LINE OF POSITION. 


Cm ve of 
Equal 
A titmle 


Unnecessary 
in piactice to 
draw com* 
plete circle. 


tolerable exactness, and when so drawn, it may he termed “a 
Curve of position,” or “ Curve of equal altitude.” This, however, 
would he endless work, and totally unsuited to the wants of the 
sailor. Happily it is not required. 

When the sun passes nearly overhead, the Circle of position is 
small, and ns the observer approaches the suu it becomes vet 
smaller; until finally, when he has it in the zenith, it vanishes 
in a point, and this point, as already stated, represents his posi¬ 
tion on the globe. Conversely, as the observer recedes from the 
sun, the circle becomes larger, and this brings us to a feature of 
the very highest importance. 

Chartlet Xo. 2 shews that when the circle is large, small por¬ 
tions of it (say an arc of dO' or 40 ) may be treated as a straight 
line without deviating much from the truth ; and the larger the 
circle the nearer any part of its circumference approaches to this 
condition. This will be apparent by contrasting Chartlets Xos. 
1 and 2, which have straight lines drawn on four of their sides. 
We see that in Chartlet Xo. 2, where the circle is large, the 
straight line touching it coincides for a much greater distance 
with the circumference, and this would be even more marked if 
the circle in Xo. 1 were say half the size. It is very necessary 
to retain a good mental grip of this point, as it plays an im¬ 
portant part hereafter. 

Now, in actual practice, the navigator always knows his lati¬ 
tude within half a degree or so, and it is therefore quite un¬ 
necessary to draw the complete circle on the chart, lie only 
requires to draw that portion of it which is included between a 
position say 20' North, and another 20' South of his latitude by 
D.U., and us explained above (when the circle is large), this in¬ 
cluded arc may safely be considered as a straight line.* * To this 
end he merely works his chronometer sight twice over; the first 
time with a latitude 20' in excess, and the second time with a 
latitude 20 in defect of his position by account 'Phe two re¬ 
sulting longitudes, with the latitude proper to each, he then pricks 
oil*on the chart, and connects them by a straight line, which is 
really an are of the Circle of equal altitude. Unless the error of 
the latitude is greater than that assumed, the ship must be some¬ 
where on this “ Line of position,”t which, for convenience, will 

• Th« *tr.»u*hl lino is %|> k< n of niatliemati ally oil icr »* n t-m.jcnt , or <i« * hor l, to tht 

.•»< <t. 

t < f.i «• »nit<-1, the iJr.-piiwi. h Tinif m m»| i*'> p.1 lo 1>° a urately known, olhfrtMte 

• lu* hue he inovu.l I .lily lo tin- ni.fi i <f or ut ttror l, in j mj <rt on to the amount 
ami . ircUi >n of t i« err >r, Jv. be «r|u.il to ]’ of 1 n*it-nle. The Utitmle, however, »i 
mil in any way of. te 1 l y vi ermr in tio tire. i*w» h Tune. 








CHARTLET No. 2. 

Sunday, March 7th, 1880, at 5h. 11m. 1 "2s. mean time at Greenwich, an observer in the 
Northern Hemisphere fouud the sun’s true altitude to be 33° 17' 45". 

H. M. 8. 

Greenwich Mean Time . 5 11 1 ‘2 

Corrected Equation of Time . - 11 12 


Greenwich App. Time . 5 0 0 *0 = Longitude 75° W. 


®’s Declin. at Greenw. App. noon . 5 00 18 S. 

Correction for 5 hours Greenw. App. Time - 4 52 


®’s corrected Declin. . . 4 55 26 S. 


Therefore at the time specified the sun was vertical to a spot in Lat. 4° 55' 26" S., 
and Long. 75° W. 
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henceforth in these pages be termed a “ Sumner line,” after the 
American seaman who first brought this useful problem promi¬ 
nently to the notice of the profession. 

Having got so far in the knowledge of his position, if some 
kind friend were but able to communicate the actual latitude, it 
would be easy to prick it off on the “ Sumner line,” and the ship’s 
plaee would at onee be accurately established. 

This matter of the “ Sumner line ” leads to another point of 
immense value. If we take any portion of the circumference of 
the cirele, and consider it as a straight line (Sumner line), a note¬ 
worthy faet stands revealed—the importance of which it is 
almost impossible to overrate—namely, that the hearing of the 
sun is invariably at right angles to this line. Conversely, a 
“ Sumner line ” lies at right angles to the bearing of the sun, so 
that if either be known the other ean be found. 

Among other things, this explains why noon is the best time to 
obtain the latitude. For example, when the sun is on the Meridian 
it bears either north or south, and if the “ Circle of position ” be 
then drawn, that portion of the eircumferenee at right angles to 
those bearings (when treated as a straight line) will run east and 
west, or, in other words, will constitute a 'parallel of latitude, upon 
which the observer must be situated ( vide Chartlets). Again, 
when the sun is on the Prime Vertical, it bears either east or west, 
and is, accordingly, in the best position for determining the longi¬ 
tude, since an observer at sueh times will be on the “ Sumner line” 
running due north and south, and, therefore, independent of his 
exact latitude. This is also shewn on the Chartlets. 

There is, however, a very wide difference in these two cases, 
which it may be as well to refer to. If the sun left a mark on 
the earth’s surface as it moved over it from east to west, the 
latitude of this mark would everywhere be the same,* and would 
be equal to the declination, and therefore, if the observer but 
knew his distance north or south of this line, he would know his 
latitude also. That is easily understood. 

Now, as the meridian altitude subtracted from 90" gives the 
distance from the sun, and, consequently, from the mark, the rest 
is the simplest kind of arithmetic. 

For example, let the sun’s declination at noon be 20° S., and 
the observer’s zenith 40° to the southward of the sun, then his 
latitude will be 20° S. plus 40° S., equal to 60° S. Or, suppose 


* This is a broad statement, as no account is taken of the constant change in the 
declination. 
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PlilS CIVIL OF FIS DISC THE LATITUDE. 
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the observer's zenith to be 40° north of the sun ; then, as the sun 
is 20° south of the Equator, and the observer is 40 to the north 
of the sun, he must lie 20° north of the Equator, which is his 
latitude, 

Now, to ascertain the longitude, we might calculate in the same 
way if we only had a second sun moving round us from north 
to south, but we have not, and so the matter needs to be treated 
in some other form. 

The latitude, as already seen, may be obtained by direct instru 
mental measurement, being nothing more than the sun’s angular 
distance from the observer's paralltl, plus or minus the sun’s dis¬ 
tance from the Equator. 1’his is done every day at noon, and the 
operation is to a large extent independent of a knowledge of the 
longitude. In ascertaining the latter, the distance of the sun is 
taken from the observer's Meridian ; but excepting in the one 
particular case, when the observer is on the Equator, and the 
declination is 0", this is not susceptible of direct measurement 
In this special case the sun describes a “ Great Circle ” round the 
world, rising due east, and setting due west.* At such times the 
Meridian Distance is obtained directly , by merely subtracting 
the true altitude from DO , and turning the remainder into time, 
which of course is the Hour Angle. At all other times the 
Meridian Distance is obtained by computing the spherical triangle, 
of which the arguments are the Polar Distance, Latitude, and 
Altitude, constituting the after-breakfast problem so familiar to 
all " South Spainers.” 

Hut we must get back to the “Sumner line,” as it possesses 
yet another property of very considerable convenience to the 
navigator. If the line on the chart be extended till it meets a 
point of land, it sheas the bcariny of that land, and although the 
exact distance will not be known, we have only to sail on this 
line till the place is arrived at. On this account the “Sumner 
line ’’ is frequently termed a “ Line of bearing, f 

When entering the English Channel in winter, this knowledge 
may be of great service. The course of homeward-bounders is 
generally a north-easterly one, so that the south easterly bearing 
of the sun in the forenoon is well adapted to give such a direction 
to the line as will cause it to strike some part of the coast. 


• 11 it fixii nottf, |m • - rj:i. 

t Seamen of Uie ol l a Ji > >1 when cbronomclers were more * ar e lb.ui now , are mill «r 
with the plan miuminly nilopte l I mg t»-foroSumner** lime, of running >lowu their tatting 
01 we* 1 mg on the parallel >f the port 1>oiinl lo. Thu w.u nothing mow lha tailing on * 
U o* lock * Minuter lin^.” 
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When the “ Simmer line ” happens to pass rather wide of a 
place which would make a suitable landfall, the difficulty can be 
circumvented by ruling through the desired point a second line 
parallel to the first, and so shaping the course as to get on to this 
new line as quickly as possible. Just as though in a strange 
town you were directed to a shop some distance ahead on the 
opposite side of the street, your first move would uaturally be to 
cross over, and then resume your walk in the same direction, 
knowing that you are bound to come to it in time, and only 
require to keep a good look-out till you do so. 

Instead of laying down a “ Sumner line ” by working a sight 
with two assumed latitudes, and pricking them off with their 
respective longitudes, half of the labour may be saved by recol¬ 
lecting that the “ Sumner line” runs at right angles to the suns 
true hearing, therefore, if the sun’s bearing be knowu, it is easy 
to lay down the “ Sumner line.” To do this, work the sight once 
only, using the latitude by account, and mark the resulting 
position on the chart. Open Burdwood or Davis, or turn to the 
ABC tables, and find the suu’s true bearing, employing for this 
purpose the hour-angle just found, and the same latitude and 
declination. Rule a line through the chart position at right 
angles to the sun’s true azimuth, and you have the “ Sumner 
line ” as before. 

Here a word of caution is necessary. When the sun’s altitude 
is very high, say 85°, the circle is small; and if even a trifling 
portion of the circumference be then taken, it will be found con¬ 
siderably curved, and the azimuth of the sun as measured from 
the two extremes of the arc will appreciably differ; so that the 
“ line of bearing ” is not altogether so reliable as it would be if 
the altitude were lower, and the circle proportionately larger. 
However, as this problem is more likely to be used in winter 
than summer, such a case will scarcely arise in practice. Never¬ 
theless, it is well to bear it in mind. 

The practicability having already been pointed out, of fixing a 
ship’s position on the “ Sumner line ” by a cast of the lead, it 
remains to shew another mode of doing so by the bearing of a 
distant object. 

It is essential in this case that the sun should be either pretty 
much in the same or contrary direction to the object of which 
the bearing is taken. Should the suu bear either exactly over 
it or in the contrary direction, the “cut” will be a right-angled 
one; and in proportion to the difference of the bearing of the 
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sun and object, so will the angle of intersection of the two lines 
be more or less favourable. If, for example, the sun bears two 
points to the right or left of the object, the “cut’' will have an 
angle of six points, which is very good, but the nearer it is to 
eight points the better. Jf the object be a long way oft—say 40 
to 50 miles—it is necessary to take the bearing with great care. 
A method of doing this with the utmost accuracy will he given 
further on. An error of 1° at 50 miles would throw out the ship’s 
position nearly one mile. As the sun’s position can be laid down 
on the chart at any time, this method may be regarded as a mode 
of fixing the ship’s position by cross bearings; a shore object 
being used for one bearing, and the sun for the other. 

An example will now be given, accompanied by u ehnrtlel, to 
demonstrate the many great advantages of the "Sumner line” in 
cases of critical navigation. It will prove the practicability oj 
sailing in absolute safety, and without losing distance, round 
dangerous shoals, when neither the latitude, nor longitude of the 
ship is more than approximately known. 

The observations here detailed were actually made by the 
author when commanding the Pncitic Co.’s steamship Galicia, 
hut the date has been altered to suit the Nautical Almanac for 
the year in which this book first saw the light. The astronom¬ 
ical elements are given on page 775. 

On the morning of October -4th, ISM, the steamship Galicia, 
being bound to Monte Video, was steering N. 20* 1C. (true), 12 
knots, the intention being to pass outside the French. Astrolabe, 
and Knglish banks. 

At 7h. Sm. a.M. App. Time at Ship, a cast of the lead was taken 
in 15 fathoms, sandy bottom, and the following observation was 
made to get a "Sumner line,” bv which to keep clear of the 
shoals. 

II >1. S 

U.M.T )0ki?Sfl4M name-l it« • True Alt CO" 4<i 

Ci rr. K<|ua. + 16 44 2 

O A T. 10 60 7 8 

,W,on 6V \S 

Ivlur «H«tan<v» 7 . . . OO0O41M 
I.it hv arc . S. 67 . . . <Wn7»7 
. Tnir \ It so «■! 9 h.% 7J 

V >» • 

I 4 4 4 II M 14 

0 64-V444 4 M 6 S 

ll\l( Smn . . 4 7 _ 

K«m iimlrr 4(1 4 

App tline at Ship .7 8 7 S 

App. time at Orc«*nw 10 10 7 8 

II m 8 

l.i'OS In linx* 1 4! 0 0 6' 1 ’ SO W 








CHARTLET N°4 





TC fACL AA»C ** 



























VALUE OF “ SUMNER LINES’’ EXEMPLIFIED. 


A97 


Accordingly, Latitude 35° 57' S., Longitude 55° 30' W., 
were pricked off on the chart. Next, Burdwood was opened at 
page 65, and under declination 12°, and opposite 7h. 8tn. A.T.S., 
the sun’s true bearing was found to be 90°, or East. Therefore, 
a North and South “ Sumner line ” was ruled through the ship’s 
position. 

Now, in accordance with what has already been stated, the ship 
must be somewhere on this line ; and as it trended due North and 
South, owing to the sun being on the Prime Vertical, the exact 
longitude was a matter of certainty, and the soundings seemed to 
indicate that the latitude by D.R. was pretty correct. Looking 
at the line on the chart, it is evident, let the latitude be what it 
may, that if the ship were steered upon it, she would go clear of 
danger. This was done, and the ship’s course then became North 
(true). As a ‘precaution the lead luas kept going , to guard 
against a westerly set of the tide or current. 

About 10 a.m. high land was sighted a little on the starboard 
bow, and at 11 A.M. the Pan de Azuear (a mountain 1374 feet high) 
was recognised, bearing N. 30° E. (true). Its vertical sextant 
angle —measured on and off —was 0° 26' 45", eye 2S feet. Imme¬ 
diately au observation was made to get a second “ Sumner line," 
as the sun was favourably situated for crossing it with the bearing 
of the mountain. A cast was also taken in 1H fathoms, mud. 

II. M. S. 

O.M.T. 2 26 16 6 f.m. same date. -0- True Alt. 63' 6* 

Corr. Equa. + lo 45 3 

O A.T. . . 2 42 1 0 

Position by acc. j £ JJ J: 

Polar distance 78 3 . . 0-00.615 

1-at. by acc. . 35 10 . . . 0*087523 
-Si- True Alt. 63 6 8607014 

- ' 9-626895 

176 19 / f - II. m. S. 

- I / 8*230947 - 0 59 58*1 

* - / /- 12 

Half Sum . . 88 9} _ 

Remainder , . 25 3J 

App. time at Ship . 11 00 19 

A pp. time at Greenw. 14 42 1*9 

H. M. s. „ , 

Long, in time . . . ? l? o-" .- 55 30 W. 

This position was duly pricked off, and as Burd wood does not 
give the azimuth when the altitude exceeds GO , recourse was 
had to Towson’s handy tables,* page 72, where, by a very few 
figures, the sun’s true bearing was determined to be N. 34° E. A 
“ ►Sumner line” at right angles to this (N. 56° W. true) being ruled 

* “ Practical Information on the Deviation of the Compass, for the use of Masters and 
Mates of Iron Ships." By J. T. Towson. The Tables referred to being confined to 
of ileclin. are superseded by Lecky’s A BC T-ibles, now greatly extended and published 
«ei>arately ; and by Goodwin's Azimuth. Tables for the Higher Inclinations. 0 t 
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through the chart position, was found to lead in safety round the 
north-eastern edge of the Fnglish Bank and strike tin* island 
of Flores. This course was steered with every confidence*, and in 
three-quarters of an hour the lighthouse was made dead ahead. 
Meanwhile the “Sumner line” was cut l»y laying oil* on the chart 
the hearing of the “ Ban de Azucar," with the result that it 
gave a position agreeing exactly with the one hv I) R., and 
further corroboration was found in the soundings, which tallied 
to a nicety. The distance of the mountain was calculated from 
the observed vertical angle, and found to be 2-H miles. The 
measurement on the chart proved to be the same.* It was quite 
a triumph to find all these things in agreement. 

lb iv we have as good an example as could well be selected, of 
the immense value of the “Sumner line” when making the land, 
or dodging round shoals. It is necessary to observe that the 
chronometers had been rated a few days before at Sandy Point, 
in the Strait of Magellan, so that the longitude of the “ Sumner 
line” could be depended upon as correct, otherwise it would have 
been imprudent to skirt the banks so closely. In laving oil 
" Sumner lines ” on the chart, the navigator is strongly recom¬ 
mended to use Field’s Parallel Ruler, which will he found very 
handy for this and similar purposes. 

By way of practice, the reader can work out the following 
observations, which were made going up the Irish Channel:— 

Tuesday, June Sth, l'v-.o, at 3li. 4in. 1\M., the s.s. Iin ish Lrotcn passed one 
mile S.K. uf Tuskar Itojlitlru^e, and shaped a eourse lip the Ueorge's <‘h:*uoel 
N. 31 F K., the si*ee i over the bottom varying from 0 kn >ts }>or hour against 
the ebb, t ) kn »ts with the (!• •m1. 

In evi rv ease the ei rrert tlreenwich Mean Time is referred to. The courses 
and hearings .ire by lord Kelvin's standard romp.iM r< fuctU to true. l’y< _ 1 
h et. No m h-x error. The ix.v t position of the ship was nscerUino l Iroin 
time t »time »v he*iru'g> • f f e bod, and h ti/ <r tal angles laid down with the 
Sti'tioii Printer In two inste- as <- lit sextant angle* of 0«ghaii 11•' 1 
/•<«■is t o/i >* l fl '!« it were taken as a elieek, and e innue 1 la.i • tit' Uy 
with t ie**lher del n> oi itiuns. I'he ■ Wrvator* Wert km le by the write* 
siuglehind'd, i'*i 1 the chronometer tunes taken l y an < Hirer. Had tlure been 
au assistant to perm t >1 the ole on at ion* being made : im'ilt.ine Hisly, ot ( mr»e 
it would have be n e«*»cr, * ut the ei sc a^r*** m*nt f tl o result- s . *w** w at 
eali be d lie b\ ti> ■' Toe ehart use 1 was Admiralty Sheet No. |s*_. r i Ji 
The reader »s re* mi" i ed, In I >r • -oin/ into tlr* oil- ulati « s, t > hiy »tf t 1 l 


• T*io w t*r ]• - ■ u 1 lir . *]• k-L *«> , mt • i ' f it 1 lan*jer Ai *,io 

ah Olt ie lU-U I a' J-i." w <ci • \ a 1 • r •l.iti* <*i Up • >.v t -\y l»« l»k« n 
omI \ ai in | 1* n 1 I'f t’ ii. It caii 1 c i r*> .r* i fi *i ll e j»ul 1 » • m of Ur i « u, i 1 Vr 
OAiilt al 1 i* i t*' . l*'i‘o I* 64. 
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ship’s position corresponding to the various times of observation. This is 
easily done by starting at one mile S.E. of Tuskar, and ruling a light pencil 
line with Field’s Parallel Rider in the direction of N. 31V E. true. Upon 
this lay off the ship’s position at 5h. 28m. 16s.; 5h. 45m. Os.; 6h. 10m. 19s.; 

6h. 37m. Os.; 7h. 5lin. 53s. and 8h. 15m. 8s. When working out the Sumner 
lines, use a latitude expressly in error some 10', so that tho perfection of the 
method may be full} 7 demonstrated. 

4h. 4m. Os. p.m. Lucifer Shoals lightvessel abeam, distant about 4| miles. 

5h. 28m. IGs. © 25° 57'. Slieve Boy N. 75i° W. Position by bearings, «Sre., 

52° 33' 7" N., and 5° 50' 0" W. Position by “ Sumner line ” crossed with 
bearings of Slieve Boy 52° 33' 0" N., and 5° 49' 37” W. 

5h. 33m. 40s. © 25° 7 j'. Croghan llill X. 54° W. \ 0° 43' 50” = 23 miles 
distant against 22| miles by bearings, &e., which latter gave position 52° 34' 8” N. 
and 5° 49' 10” W. Position by “ Sumner line ” crossed with bearing of Croghan 
llill 52° 34' 5” N. and 5° 49' 45” W. 

5h. 45m. 0s. South Arklow lightvessel bore N. 431° W., distant nearly 8 miles. 

6h. 10m. 19s. Q 19° 3G'. Croghan llill N. 72|° W. A 0° 42' 10” =*23£ miles 
distant, agreeing exactly with following position by bearings, &c., 52® 40' 50” N. 
and 5° 42' 30” W. By “ Sumner line ” crossed with bearing of Croghan Hill 
52° 40' 55” N. and 5° 43' 0” W. 

6h. 23m. 54s. © 17° 34V. Croghan llill N. 79V W. Observed horizontal 
angles as follows: Jit. Leinster 18° 45'Crogan llill 45° 34' Great Sugar Loaf. 

Which gave position 52° 43' 20” X. and 5° 40' 0” W. f against 52° 43' 12” N. 
and 5° 38' 30” W., by “Sumner line” cut by Croghan Hill. 

6h. 37m. 0s. Wicklow Head lighthouse bore X. 48|° W. 

7h. 51m. 53s. © 5° 30'. Summit of Bardsey Island, in the opposite direction 
to the sun, bore S. 54V E., distant about 27| miles. The sextant angle between 
Croghan Hill and the sun’s nearest limb was 53° 57'. Position 53° 1' 50" N. 
and 5° 23' 0” W., against 53° 2' 5” N. and 5° 23' 40” W., by “ Sumner line ” 
cut by Bardsey. In this ease the bearing of Croghan Hill was found by first 
getting out the sun’s azimuth from Burdwood, and then applying to it tho 
horizontal angle measured between it and Croghan IIill. The method of doing 
this will be given in another chapter. 

8h. 15m. 8s. The final position of the ship was 53° 6' 40” X., 5° 18' 50”, 

W. The horizontal angle between the Great Sugar Loaf and the sun’s nearest 
limb was 30° 45', the sun having an altitude of about 2° 45'. At the same 
time, nearly, the horizontal angle between Holyhead Mountain and the summit 
of Bardsey was 74° 40. 

It must be clearly understood that the distinctive feature of .. Llne 0 , 
Sumner’s process is that a single altitude taken at any time is bearing * 
made available for determining a line on the chart on some part 
of which line the ship is situated. The discovery of this fact by 
Captain Thos. H. Sumner appears to have been accidental, and is 
thus recorded in his book published iu Boston in 1843:— 

“Having sailed from Charleston, S.C., 25th November, 1837, bound for Greenock, 
a series of heavy gales from the westward promised a quick passage. After passing the 
Azores, the wind prevailed from the southward, with thick weather ; after passing longb 
tude 21° W. ( uo observation was had until near the land, but soundings were had not 
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fir, a* was sap]* >s •', from the disc of the hank. The weather was now more boisterom, 
utul very thick, ami the wiml 'till southerly. 

Arriving ab ut midnight, 17lh Pecemlwr, within 40' by dead reckoning, of Tnskar 
light, the wind hauled .S.E (true), making the Irish Coast a lee shore. The ship was 
theu kejit close to the w nd, au 1 several ta- ks made t * preserve her position as nearly as 
p >s le until daylight, wli *n. nothing being in sight, she was kept on E.N.K. under sliort 
sail, with heavy gules. At aWit 10 a. ai. an nltitude of the sun was observed, and 
chronometer time noted ; but having run so far without any observation, it was evident 
that the latitude by dead reckoning was Iial le to error and could not be entirely relied 
upon.” 

However, the longitude by chronometer was determined, using the uncertain P.R. 
latitude, and t ie sh p's position fixed in accordance. A second latitude was then 
assumed lCf to the north of th last, and working with this latitude a second position of 
the ship was obtained ; and again a third position by means of a third latitude still 10” 
further north. 

On pri king o(T these thr e positions on tie chart it was discovered that the three points 
were all d sp o 1 in a straight line lying K. N K. an 1 W.S.W., and that wlieu this line was 
produce 1 in the first-name 1 dire lion, it also pa*snl through the Smalls light. The 
con d t»ion arrived at was ° that the ol served altitude must have happened at all three 
poii t , at the Snails light, and at the ship at the same instant of time." The dedu tnu 
followed tl at, U ouyh the absolute position of the ship was doubtful, yet the true bear¬ 
ing of t*ie Smalls l‘glt was certain, provided the chronomet r was correct. The ship 
was therefore kept on her course, E.N.K, and in less than an hour the Smalls light 
was made bearing E. by N. } N. aud close aboard. The latitude by l>.It. turned out to 
be 8' in error. 


It will 1 io observed that it <)i«I not then occur to Sumner to 
croMK his lino of position with a second otto, and so get a detinite 
" Fix." (See next chapter.) Perhaps tlie sun did not give him 
the opportunity 

Honour wiieic This appears to have been the lirst recorded application of the 

honour Is due. 1 1 11 

principle, and to have furnished the foundation of the system 
which Suinmr worked out and published half a dozen years 
later. In tlie tirsL year of publication of his hook an order wits 
given lo supply it to every ship in the United Slates Navy. 
The 15uie ut of Navigation at Washington adopted tlie s une 
course with respect to " Wrinkles in Practical Navigation,’ an 
example followed later on by our own Admiralty. 

Ill low latitude, with declination and latitude nearly eipial, a 
good graphic ill us! ration is obtainable of tlie principle underlying 
Sumner’s Method, together with tlie ship’s geographical position, 

. , a.s practised hv Unptain T. S. Angus, of tlie P. and 0. Observe 

Simp Ictty 1 - 1 

•tacit the altitude, while azimuth is yet large, directly Zenith Distance 

is small enough to measure on the chart with a pair of dividers; 
phi* position (latitu le declination, longitude = Ureenwich 
A| parent Tmiej; and, from this spot as centre, descrilm an arc 
of a circle with Zenith Distance as radius. Then ship is some¬ 
where on this arc. Wait till azimuth changes sutliciently to 
give a good cut, and repeat the operation. The intersection 
gives geographical position of ship without calculation. If ship 
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has moved during the interval it will be necessary sometimes to 
apply the correction for run as indicated on page 503. Captain 
Angus has been good enough to supply two sets of observations 
from his work-book, and plotted them on the accompanying 
chart, to indicate the advantages of this handy method ex¬ 
perienced while rounding Cape Guardafui in command of the 
P. and 0. ss. China. 

The following sights were taken near noon to get a position 
by Sumner’s Method projected on to the chart. A strong S.W. 
monsoon was blowing, and the horizon was somewhat hazy. 
The first altitude was about ISmin. from noon, so as to give a 
good longitude; the second about 4inin. before noon; and the 
third and fourth later. The first sight was reduced to the 
fourth by shifting the position of the sun’s centre on the chart 
at the time of the first sight—N. 40° W. 4*5 miles—this being 
the ship’s run in the interval, and, using the new position as a 
centre, to sweep the first arc, using Zen. Dist. as radius. It will 
be noticed that the second and third sights happened to be 
eqtial altitudes. 

22nd August, 1900. 

©s Declination corrected to Noon 11° 54' 38" N. 

Equation of Time.—2m. 51s. on Mean Time. 

First Sight. Second Sight. 

h. m. s. * ' h. m. 3. 


Chron. 

Error 

20 22 5G 
- 5 20 


© 85 59 
+ 10 

20 36 28 
- 5 20 

© SS 17 
+ 10 

Eq. Time 

20 17 36 
- 2 51 

20 14 45 


86 9 

20 31 8 
_ 2 51 

88 27 

Zen. Dist. 3 51 

20 28 17 

1 33 






© East of 
Greenwich 

J 3 45 15 



3 31 43 


In arc 

56° 18r 



52“ 55-7' 


Chron. 

Error 

Third Sight 

H. M. s. 

20 38 13 
- 5 20 

O ' 

© 88 17 
“ + 10 

Fourth Sight. 
H. M. a. 

20 41 14 
- 5 20 

© 88 5 
“ + 10 

Kq. Time 

20 32 53 
- 2 51 


88 27 

20 35 54 
- 2 51 

8S 15 



1 45 


20 30 2 



20 33 3 






® East of } 0 <JQ rq 
Greenwich ~ 



3 26 57 


In arc 

52“ 29 5' 



51' 44-2' 



Resulting Position at Fourth Sight is 10“ 23' N., 52* 38' E. 


Captain 
Angus's sight* 
and working. 
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CAPTAIN ANGUS'S SIGHTS AND WORKING 


In working the following sights no allowance is made for 
ship's run, as the interval between the first and last sights was 
only five minutes, during which the China made about N. 82° 
\\\, 1 mile. The suu’s declination was also assumed to be 
constant for that short interval. Neither assumption would 
make any appreciable difference in the result. 





23 HD A 00 c ST, 

1900. 




€ 

>*■ l’cclination corrected from Xoou 11* 34' 5* 

X. 





Kquation of 

Time.—2nt. 36s. 

on Mean Tinu 

i 

t'irs 

' Sight. 


Second , 

Sight. 


11. 

M. 

s. 

• 

It. M. 8. 


* 

Cliron 20 

fill 

16 

SH 47 -5 

20 5" 51 

S9 

1 


5 

26 

f 1U 

5 26 

+ 

10 

"0 

5(1 

50 

ss 57 5 

20 53 25 

s9 

II 

K’l Time - 



— 

- 2 36 


— 


Zen. 

Dial. 1 2 5 


II 

49 

‘.0 

4S 

14 

— 

20 50 49 



^ Hast of \ ^ 
Grecnwiihj 11 

II 

46 


3 9 11 

4"' IT” 



In arc 17' 

' f»(i 







Third Sight. 
II. M. S. 


Cliron. 

21 1 s 

£ SS 

49 5 


- 5 26 

+ 

10 


20 55 42 

SS 

59'5 

K*j. Time 

2 36 

Zen. Pi>t. 1 

0 o 


20 53 6 






vs) Hast of 
Greenwich 

} 3 0 54 



In arc 

46* 13 5' 




Resulting Position at Third Sight 
wfi 12* 21 5 N ., 47* 17 5' K. 












CHAPTER XII. 

"DOUBLE ALTITUDES.” 


That very distinguished authority, Lord Kelvin, in alluding to 
Sumner’s method of “ Double Altitudes,” is credited with having 
said in the course of a lecture at Glasgow, “ that it would be the 
greatest blessing to navigators, both young and old, if every 
other method of ordinary navigation could be swept away.” 
When one considers that the “ Double Altitude ” problem—not 
Ivory’s, or Riddle’s, or the method by natural sines, but the 
“ Double Altitude ” problem as now practised—gives the Lati¬ 
tude, Longitude, and Azimuth, all at one working , the learned 
Professor’s remark seems more than justified. 

The chief virtue of this powerful problem consists in utilizing 
observations taken almost at any hour of the day, so that one is 
rendered gloriously indepeudent of the 9 o’clock sight, and the 
time-honoured Meridian Altitude. Of all others, therefore, this 
is the problem to which the navigator should devote his most 
serious attention. 

In the last chapter it is shewn how a single altitude of the 
sun gives a “ Circle or Curve of position,” upon some part of 
which the observer must be. If, then, after an interval, during 
which the sun has travelled sufficiently to the westward, another 
altitude be taken, a second “Circle of position” will be obtained, 
upon some part of which the observer must likewise be. Now, 
since he is somewhere on both of the circles, he must of necessity 
be at their point of intersection, which is the only place that can 
satisfy the twofold condition. It is true that the circles intersect 
each other at two points, but these are generally wide apart— 
perhaps in opposite hemispheres—and surely the observer knows 
his whereabouts within a handful of degrees. It will be evident, 
therefore, that the “ Double Altitude”* problem is nothing more 


Pre eminence 
given to 
Double 
Altitudes 


lute section 
of circles. 

Azimuth will 
tell him. 


* Raper fiuds fault with this terra, and suggests "Combiued Altitudes.” He is right, 
but its ineauing is so thoroughly established among the seafaring community, that any 
attempt to change it would be questionable wisdom. 
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than the operation detailed in the hist chapter, repeated after a 
suitable interval. Chartlet So. 3 illustrates this. The circles in 
it are those which have already been separately given. They 
are now 'combined.’ to exemplify the method, and the data 
belonging to each presented to the reader in a complete form. 

MAlien 7tii, t8s0. 

Example o' About 11 a.m. Apparent Time at Ship, an observer in the Xorthn n hemi- 
Double sphere It mud the sun’s true altitude to be 50°, when a chronometer shewed 

A’htmto llh Hm 3 Hs 

After an interval of four hours, the same observer, at 5h. 11m. l*2s. of 
G.M.T., found the sun’s true altitude to be 33° 17 45 . Required his 
Latitude and Longitude ; also the sun’s true azimuth at each observation. 
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Reference to the chartlet will shew that the circles iutersect 
in Latitude 3*2 23'N., and Longitude 30* \V. 'The sun’s azimuth 
at the lirst observation was S. 23K. and >S. 57$ \Y. at the last 
one. The "Sumner lines” are at right angles to these hearings, 
and of course cut each other at the same point that the circles 
do. Considering them as " Lines of bearing if the ship were 
sailed on the tirst “Sumner line,” she would fetch Vigo in one 
direction, or the West India Islands in the other. If she were 
sailed on the second " Sumner line," she would fetch either Sierra 
Leone or Batlin’s Lay. 

This method may he considered as a means of determining the 
ship’s place astronomical enm-heurin<js; the first hearing of 
the sun being taken when convenient, and its position at that 
moment laid down on the chart ; and the second, or cross-bearin>j, 
after an interval sullicient to allow the requisite change in the 
sun’s position. In the example before us, the hearings cross at 
an angle of 31 \\ which, being nearly a right angle, gives a very 
favourable " cut. 

In practice, tin- ship is very seldom stationary between the 
observations, and if it hi* required (as is customary) to know her 
position at the last one, the tirst circle must be moved lustily to 
the same distance and in the same direction as the ship has sailed 
in the interval. When dealing with the "Sumner lines." the 
same rule of course holds good : the lirst <me must he transferred 
parallel with itself, according to tie* course and distance made 
good hi twe- n sights. Then its point of intersection with tin- 
second "Sumner line" will be th*-* ship’s place as required 

III sea gi ing practice, to find the latitude and longitude by this 
method, take two altitudes of the sun, with such an inti rvui 
between them ns will give n ditlhivnce of bearing of at lew? 



CHARTLET N° 3 
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three points, but the nearer to eight points the better—same rule 
in fact as in taking cross-bearings of the land, where the place of 
the ship is most distinctly marked when the pencil lines have a 
good square crossing. Work the altitudes separately, using the Double 
Latitude by Account and Polar Distance proper to each, and 11 nd A!tltudes 
the respective azimuths by the A B C or other tables. Through 
each resulting position on the chart, rule a " Sumner line ” differ¬ 
ing 90° in direction from the sun’s true bearing. Take any point 
in the 1st line, and from it draw a 3rd, to represent the ship’s 
run between the observations. Through the end of this 3rd line 
draw a 4th, parallel to the 1st, and the point at which it cuts the 
2nd Sumner line is the place of the ship. 

To prevent confusion, it is better not to draw the 2nd “ Sum¬ 
ner line” till the 1st one has been projected for the run of the 
ship : there need then be but one point of intersection, as in the 
figure. It might serve to make this transference of the 1st 
“ Sumner line ” better understood, if we were to imagine it 
something the ship could carry with her, and drop at the correct 




1st “Sumner line" 
moved along with the ship 



1st " Sumner line. 


angle , at the instant of making the observation which was to 
cross it with the 2nd “Sumner line.” 

Now, it is not always convenient to draw “Sumner lines ” on Calculation 
a chart. Moreover, to define the “ cut ” clearly and accurately, 
it is necessary to use a well-sharpened pencil, to have a chart on 
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l>e not less than three points,—the two latter of which conditions 
are unfortunately not always obtainable. Again, if ‘’Double 
altitudes” be practised daily—as most assuredly they ought to 
be—constantly plotting the “Sumner lines” would soon dis¬ 
figure the chart. It may be graphic, but it is also clumsy.* 

To avoid all this, and ensure the greatest accuracy the method 
is capable of, it is advisable to do the whole tiling by calculation 
from first to last. Calculation is better than any construction, 
inasmuch as it is absolutely accurate if the data are accurate. 
But the “ Double altitude” problem, when worked out in full, 
according to Sumner, is a formidable affair, and the rules at the 
finish are so complicated as to scare most ordinary seafaring men. 

The easier method introduced bv the late Mr. Johnson, 
when Naval Instructor on board II<t Majesty’s training ship 
Jiritunnia. is therefore a most welcome improvement.t It is 
short, easily underwood, and accurate, and there is little in the 
whole calculation with which the navigator is not already 
familiar. Let us now contrast the two methods, and the reader 
can judge for himself which gives most value for an equal 
number of figures. The example, of which the figures are hero 
given, is the one already presented graphically to the reader in 
chartlets 1. 2, and 3. 

* ( nmmiuiihr I . I>. Down.!*, I.\N. nfterw :ird» Lord I.Usubor igh) nronm • i<t< .i n plan 
u Inch epun s tin* chart at th** **\pen** of tin- work -1* ok ; nn<l it cau b** ;ol ipled not 1 1 Iv to 
double chi nometers but also to ex meridians. His rue are • 1 • Draw a horizontal 
Inn* in the work-ho- k to represent the latitude ; 2 On it set off the ■ w > ]« ng" tildes at a 
distance from each other o' 1 inch to 1 of long t ide ; (3 Fritn these t» p .uts lay 
down the Sumner lines, and from their point of mterse ti> n draw a perpe ulicular t ■> 
the line c f I >. R. latitude. Then liio lot gilnde at the point struck bi the perpendicular is 
li e 1 >r g pule requ re.1, and may be measured from either point of the long tu *es. As 
l s ift ram is pra-tica' v <u a plane chart, the dill. lat. w • be to*, great; and the 

] i rp mil nlar is taken to the t A verse table as a distance, \> i th lb It. lot. as con »e ; and 

the tn e a iff. lat. is found by iispe*tion in the iff. !a\ coin n. This sives all tr ulde 
•sith a ilnrt, and does not h irt the work h ok I.or 1 K lonl>or->ngh used the example 
on page 531 fopr* ve li s ca-e. On the ba k of tbe Pilot Chart of the North At antic, for 
Septemh , !C»n2 i-sued '}* the lulled Stitea I lyl^igrapliK Office, tie re w\s an 
ad' ral'r i*\p iMtt n f the n odt-rn s mih tier in* tl d* bs l. nt -sit u « Captim t«. U. 
l.i*iti,l s. Navy, in wliieh the writ r *'ive i \ itm i ti •»s| •nt *\ stem • f | 1 *ttin » 
a Sun nr i i i Mircitir I hurt, bj ns*ale l'k* I rd ll'snbir.u h, and rn ( mr d ) aj * r. 
Ths*ae gra| hie n i th« d*> havi al*»> In vn tri Wd 1 y < t'n r « nu r* on >umfa r. 

t “»'»/’*■• y 'hr Im tu-cii iL t /i (ii ft ’ ." 1 i ml n d. 1>. IVttsr 

lt >. M'M'.nes. 
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Assumed Latitude, 32° 15' N. 
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SAME “ DOUBLE ALTITUDE” CALCULATED BY X C. JOUXSOX’S METHOD 
Assumed Latitude, 32° 16' X. 
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The following is the Rule for this Method.* 

I. Let two chronometer observations be taken at an interval of 
about an hour and a half, or two hours, if possible, provided 
that the sun’s bearing has changed not less than a point and a 
half, or two points,*|* and let the first be worked out with the lat., 
D.R. at the time of observation. 

II. Let the lat., D.R., and longitude thus obtained, be corre cted 
for the run of the ship in the interval between the observations, 
and let the second observation be worked with this corrected 
latitude. Name these longitudes (1) and (2), and take their 
difference. 

III. The bearing of the suu at each observation is to be taken 
from an Azimuth Table. In every case they are to be considered 
as less than 90": so that when the Tabular bearings exceed 90°, 
we must subtract them from 180', and reckon them from the 
opposite point of the compass; thus N. 122i° \V. would be S. 
57 W. f and so on. 

IV. Enter Table C. (pages 446-451), with the latitude and 
hearings, and take from it two numbers (a) and ( b ), of which 
take the difference or sum, according as the bearings are in the 
same or different quarters of the compass. The difference between 
the longitudes (1) and (2), divided by this difference or sum, gives 
the correction for the second latitude; and (a) and (6), multiplied 
by this correction for Latitude, give the corrections for the two 
longitudes. 

V. To apply the corrections for the longitude. 

When the observations are When the observations are in 
in the same quarter of the different quarters of the compass, 
compass, allow the correc- correct the Easterly longitude 
tions both to the East, or both towards the West, and the Westerly 
to the West, I longitude towards the East, 

in such a manner as to make the two longitudes agree. If they 
do not agree, they show that the corrections have been wrongly 

* Inserted with Mr. Johnson’s permission. 

f In conformity with his recommendation near bottom of page 4G6, the writer would 
prefer to completely ignore the question of the time which should be allowed to elapse 
between sights, and let rule I. read as followsSubject to restrictions presently to be 
specified, let two chronometer observations be taken with an interval depending upon 
suns change oj hearing: thi3 should uot be less than two points. 

Hie method depends, not upon an interval of time as such, but upon a dtference o; 
bearing. No matter how great the interval, if there is insufficient difference of bearing 
the method falls to the ground. 
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applied; and herein, as Mr. Johnson says, we have a valuable 
safeguard against error, peculiar to this method only. 

VI. To apply the correction for the latitude. 

Under the sun’s bearing at the time of observation write the 
opposite hearing, and suppose the letters to be connected diagon¬ 
ally; then that connected with the name of the correction for 
longitude will be the name of the correction for the latitude. 
Thus, if the correction for the longitude were (3) \\\, and the 
sun’s bearing IS. 57^° \\\, 

We should write down IS W. 

/ 

and under it N. E. 

Then, as the letter which stands diagonally opposite to \V. \ the 
name of the correction for the longitude) is X., the correction for 
the latitude has to be allowed towards the North: and so on in 
other cases. 

A consideration of the direction in which the “Sumner lines” 
trend, will give the reason for Rule VI. The reader can also 
refer back to those in Chartlet Xo. 3, and to the explanation on 
page 479, ct sequitur. 

An example from actual observation on board ship is given on 
the following page, to shew the complete working of the method 
advocated. 

In 1300, W. 11. Rosser brought out an admirable method of 
treating ‘ Double Altitudes’ by Logarithmic TahnLir Ui(Terences,* 
which, he explains in the preface, is derived from a work by 
Captain Louis bagel, of the French Imperial Navv, published in 
1.S47. 

Rosser’s and Johnson’s are precisely the same in principle, as, 
indeed, are all “ Double Chronometer ” methods; hut the details 
of the process are somewhat dissimilar; many people, however, 
would on close examination consider this dissimilarity to bo more 
apparent than real. It is very much a case of " A rose by any 
other name would smell as sweet” Nevertln less, there is a dis¬ 
similarity quite enough to swear by. 

In both methods there is one all-important factor, namely, tho 
error caused in the Longitude by an error of V in the Latitude. 
Johnson’s factors are expressed in ?n i nutes of arc, whilst Rosser’s 
are expressed in seconds of time, t )f course these are convertible 
terms. Johnson’s factors are taken out direct from Table C 

* Thf $hortfst mrthfrl of jindxny thf / onjiludf, amt A.onulh ix>od<>n 

JaiuM Imruy ami Sou. 
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(merely his own Table I. extended): Rosser’s factors are derived 
from a manipulation of the Log. Tab. Diffs. taken out con¬ 
currently with the logs, themselves. (See llaper, p. 221, 19th 
lid.). Their respective values are in each case the same. 

For ship’s run between sights, Johnson corrects the 1st Longi¬ 
tude by applying the difference of longitude in arc. Rosser 
corrects the 1st Apparent Time at Ship by applying the difference 
of Longitude in time. 

Johnson divides the difference between the 1st and 2nd Longi¬ 
tudes by the sum or difference of the factors, and the quotient is 
the error in the Latitude. Rosser divides the difference between 
the true and computed intervals by the sum or difference of the 
factors, and the quotient is the error in the Latitude. 

To find the Longitude, Johnson corrects the D.R. Longitude, 
whilst Rosser corrects the D.R. Apparent Time at Ship. 

At first glance it might appear that Johnson had no end of 
advantage in taking out his factors by inspection, but to enable 
him to do so he must first ascertain the Azimuth, and this to 
some small extent balances the extra work of taking out and 
manipulating the Log. Tab. Diffs. 

The main distinction between these two excellent methods is 
that, throughout the work, Rosser sticks to Time , whilst Johnson 
sticks to A rc. 

Although Rosser’s is very first-rate, and can be safely recom¬ 
mended, Johnson’s—as a simpler and more popular version of 
the problem—has undoubtedly cut it out. Its greater brevity, 
freedom from even the suspicion of algebra—a regular bugbear 
to the most of sailors—and fewer rules to remember, are all 
good points to score. The writer used Rosser’s method almost 
daily for a number of years—it was quite an enjoyment—but 
eventually abandoned it in favour of Johnson’s. Mr. Johnson 
claims to have been first in the field (1SG4), but that is a little 
matter that is scarcely deserving of close consideration here. 

Lord Kelvin, much impressed with the value of Sumner’s 
method in his own nautical experience, whieh is not inconsider¬ 
able, went to the trouble and expense of publishing a set of 
tables to facilitate the working, but they have not found general 
favour, and Johnson’s method—taken all round—is hard to beat. 
The ABC Tables make it impregnable. 

In actual practice, the first half of the “Double Altitude” 
observation is worked out as soon as possible; and it is well to 
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take the second altitude when the bearing has changed about 
two points, in case a more desirable one should not be obtained 
later on. It can be kept as a “ stand by,” and need not be worked 
out if a better turn up. 

As the sun’s bearing usually changes more rapidly in high 
latitudes than in very low ones, the interval between the observ¬ 
ations may at such times be correspondingly smaller. This fits 
in admirably with the sailor’s requirements, as it is generally in 
high latitudes that he happens most to need the aid of this 
problem. 

There are, however, many exceptions which should not be over¬ 
looked. The rapidity of azimuthal change depends upon th* 
observer’s position with respect to the sun : this can best be seen 
by an overhaul of Murdwood’s and Davis’s Tables. Sometimes 
the change is sufficient with a comparatively short interval, and 
at others the interval is so long as to render u ‘double altitude’ 
practically impossible. This latter will happen when latitude 
and declination nearly coincide ; but even theu, if he watches his 
chances, the wide-awake man may get sights on divert nt aides 
of the meridian which will give a splendid cut with a short 
interval. 

For example, in hit. 10° N , and with declin. 0°, it may happen 
that owing to a tropical rain-squall, or general cloudiness, the 
meridian altitude is lost, and “ox-meridians” not to he had with 
a sulficicntly small hour-angle; lhil at 40m. before noon the sun 
will bear S.K., and at 40m. past noon it will bear S.W. 

Here we have an interval of only one hour and twenty minutes 
with a change in bearing of 90\ Now if the weather permitted 
sights to be obtained at these times, the Navigator would have 
good reason to rejoice. The altitude (76*) is not too high, and 
the ' cut ’ is perfection. 

In this instance it would be next to an impossibility to get a 
workable double altitude with both sights on the name side of 
the meridian. Deference to Davis will shew that the change of 
bearing is much too small with any interval between sunrise and, 
say, 10 A.M., and between, say, 2 i\M and sunset. 

Cases such as the one here discribed are not imaginary , they 
have a bond tide existence ; are eadly found at the proper time 
and as easily utilised by those who understand their value. 
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Note.—T he accuracy of this position was fully confirmed at noon. 
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5>2 AM MUCOUS "NEAR TllE MERIDIAN." 

The writer lias frequently worked double altitudes by Johnson’s 
method, with a difference of bearing of rather less than a point, 
and found them come out with wonderful accuracy. If in such 
cases the “ Sumner lines” were drawn on the chart, they would 
lie found to run together , and their intersection would be very 
ill defined indeed. Therefore it is that in many instances calcula¬ 
tion is preferable to laying down the lines, kc., on the chart 
which latter operation is technically styled “ plotting ” the work. 

It is not, however, advisable for the inexperienced to take 
liberties of this kind. The results may turn out very badly, and 
then the method would be unjustly blamed. 

We have now arrived at u stage in this problem when it will 
be convenient to explain why the first and last pages of Table C 
are coloured red. First, let it be understood that the colouring 
is only to be taken into account in connection with 1 Double 1 and 
4 Simultaneous Altitudes.’ When, f *r example, Table (’ is U“e<i 
as an Azimuth Table, the colour is devoid of signification. 

lied is generally associated with danger. It is so used on o 
railway, on powder hulks, during target practice, n revolution, 
and on most other occasions when there is mischief in the wind. 
Well, when the Azimuths of a Double Altitude are either very 
small or very large, the red flag is hoisted. In the first of these 
two events it is to be taken us absolutely prohibitory, and in the 
second as enjoining caution : green perhaps would have been 
better for the last page. 

To economise labour in printing, the whole of each page is 
coloured, hut the prohibition in the oue case, and the caution in 
the other, are only intended to apply severely to the first and 
bust 10° of Azimuth. 

Just here we will make a little deviation to clear up an am¬ 
biguity. In this and other books on the same topic, one con¬ 
stantly meets with the phrase “ near the meridian,” but being 
capable of a two-fold interpretation it is apt to breed confusion. 
To put the reader on his guard therefore, it will be no harm to 
remind him that a celestial objicl can l»e near the meridian in 
poiutof Time or Hour-Angle, and yet be far from it in Azimuth 
(see page 4<Jb). The converse of this can happen, so when one 
cilines across the expression, it is well to consider in what senst 
it is used. 

KxtrCmc cases serve best for illustration, so let us take one. 
Latitude of ol si rver = ."i0° N. l’olaris bearing N. 2° h. 1 bat is 
surely near enough to the meridian, hut only in point of Azi¬ 
muth, for in point of Tina it is then six hours from the meridian 
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Take another case. Latitude 20 N., Decliu. 20* N. Time from 
noon, 5 min. This also is surely near enough to the meridian, 
but only in point of Time, for in Azimuth it is 90 from the 
meridian, or on the Prime Vertical. This matter being settled, 
we will return to ‘Double Altitudes.’ 

By now the reader must be familiar with the precept that Compromise* 
observations for Latitude are better in proportion to the small- are co^lraon • 
ness of their Azimuth , and that observations for Longitude or 
Time are better in proportion to the largeness of their Azimuth. 

Those for Latitude are at their best when the Azimuth is 0°, and 
those for Longitude when the Azimuth is 90°. ‘ Double Altitudes' 
are a combination designed to give both Latitude and Longitude, 
and, being a sort of compromise, it will be advisable to avoid 
either extreme of the gamut. The mere fact of combination 
does not necessarily free them from the drawbacks to which they 
would be subject if acting singly and independently. 

Let us take an altitude with a small Azimuth and see what 
happens. Turn to Table G, Lat. t>0°, and Az. 4°. In this case the 
error in the hour-angle arising from the trilling error of 1' in the 
Latitude is so great, and varies so rapidly , that no dependence 
could be placed in results obtained from such fluctuating con¬ 
ditions, and especially will this be so in high Latitudes. 

Perhaps this would be plainer if put in another way.—It must 
be apparent that the position depends entirely upon the correct¬ 
ness of the values furnished by Table O, whether expressed in 
arc or time does not signify. If these are wrong, the whole Action and 
panjandrum goes wrong. Now, to take out these quantities with re * ct,!,a 
sufficient correctness, the Azimuth— when small —must be accu¬ 
rately known ; even half a degree will cause an immense jump in 
the value of the quantity, but unfortunately the Azimuth itself 
is derived from the D.R. App. Time at Ship, and this may be 
seriously in error. Therefore, unless by a fluke the Latitude 
worked with should happen to be correct, the tabular quantities 
will be wrong and must give a wrong result. 

On the other hand, the most casual inspection of Table (J will 
shew that, with azimuths larger than 12° or 15°, the values alter 
comparatively slowly; consequently, approximate working data 
will give the azimuth sufficiently near the truth, and this in turn 
will give sufficiently correct values from Table G. These 
elements act and re-act upon each other. But even in this last 
event, should the ascertained Latitude differ widely from the 
Latitude worked with—say 20' or so—it would be prudent to 
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r>j*eat the calculation, using, of course, the amended Latitude. 
To do bo would not be such a very big job, as fully half of the 
original work would still hold good. 

In practice, however, the navigator must take what he gets 
and be thankful. He cannot always control the phenomena of 
nature, but, like a good admiral with certain forces at his dis¬ 
posal, h/» should know how best to turn them to account There¬ 
fore, when it happens that one observation has a small azimuth, 
and the other a large one, it would be better to put ‘Double 
Altitudes’ on one side, and look for some other means of finding 
the ship’s position. It at once suggests itself that the sight near 
the Prime Vertical will give the correct Time, even though the 
11.11. Latitude be considerably in error; an 1 with this correct 
time it is easy to lind the correct Latitude from the other sight 
by treating it ns an Ex-Meridian. 

If there he any doubt, repeat the work with the amended 
Latitude, and, if the sights were good, a close approximation will 
follow. This disposes of the tirst page of Table C, and with the 
reader’s permission we will let the other stand over for the 
present. }t will keep. 

Thus far the active principle of the problem has been put 
before the reader in graphic form only, namely, by Sumner’s 
method of projection on a Mercator's chart; but it will materially 
assist to a more complete understanding if the principle be con¬ 
sidered from an entirely dillbrent standpoint. In reality the 
same principle permeates all Double-Altitude methods, but cer¬ 
tain of its phases are more discernible in some lights than in 
others. The point of view now to be dealt with is that of the 
Elapsed Tina between sights. Time, as we know, plays a pro¬ 
minent part in navigation. 

In th • September numb* r of the y an deal Magazine for LSJ2, 

'•re was a rattling paper on the Double Chrononutt r problem by 
< iptnin Philip II. II Parker, K N„ which, from its thorough¬ 
going salt-wat* r st) lo, was appreciated by the majority of 
seamen. 

'I he oi*»et merit ot the paper lies in the clever manner in which 
the sub-current of principle— freed from matin matie d trammeU 
—is dragged out of the depths, and made to show itself in the 
broad light of day 

Captain Parker goes straight to the goal, there is no \\a\ r- 
: g no side issii* s to oh.-cure the main fact: the line of argument 
is simplicity itself, ami the conclusions cannot be dispnt*d. 
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Further, there are no intricate rules to remember, the ‘ why and 
the wherefore’ of everything are “as plain as a pikestaff.” As 
Captain Parker himself says, “The rule unfolds itself as it goes 
•dong.” 

This much in favour—and it is a good deal, but there is, unfor¬ 
tunately, something to be said on the other side. As compared 
with rival methods, the working is undoubtedly roundabout, 
inasmuch as to find the error in the hour-angles due to an error 
jf T in the latitude, a very considerable portion of the work has 
to be repeated: that is all that can be said against the method , 
It is not much to some men, whilst to others it is an effectual 
bar. As a clear and popular exposition of the Principle —taking 
Time for its basis—Captain Parker’s paper stands unrivalled, 
and is a most welcome addition to the literature of the subject. 
It gives the writer much pleasure to reproduce it in these pages, 
and to this Captain Parker and the then Editor of the “Nautical” 
most kindly gave their consent. The reader can now judge for 
himself. 

A NEW VERSION OF AN OLD PROBLEM IN NAVIGATION. 

“ There is a problem in Navigation which has been in use for a long time, 
and is known by various names, such as “ the method bv trial and error, the 
approximate double altitude, and the double chronometer.” It seems to have 
been first proposed by Lalande, a French astronomer, in 1764. As the 
method by trial and error it was much used by our fathers between 1780 and 
1820. Lynn (1830) gives it. Pwaper gives it as the approximate double alti¬ 
tude. About 1845, Pagel, a French naval officer, proposed it lor latitude and 
longitude as the double chronometer. Johnson gives a modification of it, and 
Captain Martin, in his recent work, gives both Pagel’s and Johnson’s forms of 
it. Up to Pagefs time it was a latitude problem solely, but since that it has 
been used to fix the position both in latitude and longitude. It depends on 
the following fact:— 

If two altitudes of the sun or other heavenly body are taken with an 
interval between them, and if the apparent time is calculated from each alti¬ 
tude, then the interval between these apparent times ought to be the same 
as the interval shown by the chronometer (corrected for run if necessary), and 
it will always be so, provided the true latitude has been used in calculating 
the observations.* Henee, if the interval (from the elirouomoter), and the 
computed interval (from the sights) do not agree, we know the latitude used 
is not the tme one, and we must look there for the error and correct it. It 
follows, too, in these days of accurate chronometers, that if we fix the latitude 
we can get the longitude also, and so determine the ship’s position fully. 

The rules for working thi3 problem at present seem to me somewhat clumsy, 

* Captain Farker purposely omits reference to the effects of errors of altitude, as bciug 
foieign to the purpose of his paper, but the navigator must bear them iu mind. 'l*be 
writer will deal with them further ou.— I.ecky. 
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and likely to frighten oil' some of our weaker l>retlm*u (in mathematics Irora 
what is really a most simple and useful method, one which, moreover, possesses 
tin; merit of affording a check on its own errors. It is possible to make the 
problem “prove,” as we used to say at school long ago, and this is surely a 
great advantage. The rules at present given (1 taper, Ed. IW, P- 247, and 
Martin, double chronometer chapter) are many and complicated. They are 
founded on the dilTerential equation 

A Hour-angle Cot. Az. 

^ Co-latitude - Cos. Lat. 
or as it becomes for computation : — 

Sin. Hitt*. Hour Angle = - Sin. 1', Cot. Az. See. Lat. (o). 

Now' since this is a dilferential equation, the negative sign n<*t only carries its 
own algebraical power, but also signifies that the hour-angle and eo-latitude 
vary in contrary directions, t>., as one increases the other decreases, and rice 
vrrs<l. Hence the complicated system of rules and signs to render easy a bit 
of the higher mathematics to those unacquainted with them. These rules in 
Ha per take up two pages, and in Martin about a page and a half. 

I would therefore propose a new method, which I believe to be simpler and 
more logical. The chronometer interval, corrected (if necessary) for the run, 
is the true diirerenee of apparent times of sights.’ Make this, then, the stan 
dnrd of comparison, and if the difference of the computed appan nt times does 
not agree with it, it is clear that there is an error in the latitudes used. To 
ascertain this, work each sight with a latitude one mile North or South (as 
you may choose) of the first latitudes used. The ditferenee between these 
apparent times shows the variation caused by putting the latitude one mile 
either way, and will also show which way the interval must be corrected. 
To correct the latitude is then only a proportion sum. The computet 
interval differs by so much from the trur interval, and the clfeet of one 
mile North or South in latitude is to alter the computed interval by so 
much. The one quantity divided by the other gives the miles and Irac 
lions of a mile, the latitudes first used were in error Knowing the true 
latitudes, the longitudes are found in the usual way. 

There is in all this no limitation, and in» necessity to consider cases, or 
whether the sun is one side or the other of the prime vertical or meridian. 
The rule unfolds it-silf as it goes along. Two quantities ought t<> be equal, 
and they are found not to be so. Hence there is a reason, and the reason 
shows it>e f on the figures, viz, that the latitude used is too far North or 
too f.ir South. Hut tlm litres al»o show how much one mile of latitude 
atr.vts the first named wumt* ti< s, and in what direction The rest is a pro¬ 
portion sum. i’vmi an\thing be ... nu re simple ? 

The method of eoireetiiig the time interval for run nas not Ween in vise 
In fore, and is adopted in order to get a true stand, rd with which to compare 
the computed qnantif s.t Sue i a standard r given by the true difference of 
apparent times, which may be obtained from the chronometer interval cor 

* In pra-’ti •« it may e t-»ken n« <«« li w tlmut material error when the Interval h «hort, 

• it it i« i a *o in f» t The i in *jt t» tl e « ] n ■ n of t me imni l*e allowed for; lt>* 
mm tnwtn li ill Mil 1 » **Jf« |» r lionr /**•* . 

t |‘ten Parker •» mirae tin .o 1 Ihe li terv.il t*y uotretrr. In «ther method U it 
the e -1 r ft tr.l m 0 > . w'u h • ni r«* te 1 I • t’ie tii| r itt — />< 
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rected for the change of longitude due to the ship’s run. If a ship is 
stationary, the true difference in apparent time between any two observations 
is the same as the interval of time shown by the chronometer. But in actual 
practice at sea there will always be a change of position between the sights, 
and it is a familiar fact to seamen that this change of position causes a gain 
or a loss of time. Hence the necessity of correcting the chronometer interval 
for the difference of longitude due to the run. Therefore every care should 
be taken to estimate the run accurately, as an error here may lead to a large 
error in the ship’s position. It is usual now to steer the ship to the nearest 
degree, and I would recommend that the log be read as each sight is taken. 
This can be done with most logs without hauling in. I do not think I need 
trouble to give the proof of a problem sailors have been using since 1770. 
Hence I will only give the rules 

1. At any convenient time take the altitude of any heavenly body, and 
with the D.R latitude determine the ship apparent time. Determine also 
the ship apparent time due to a latitude one mile North or South, as you may 
think fit. 

2. Note very carefully the course and distance run by the ship up to a 
second convenient time, and find thence the Diff. Lat. and Diff. Long, made 
good. Turn the Diff. Long, into time, and correct the D.R. latitude to the 
second convenient time. 

3. At the second convenient time take another altitude of the same (or a 
different) heavenly body, and thence determine the ship apparent time, and 
also the apparent time due to a latitude one mile North or South, in the same 
way as before under precept 1. 

4. Take the difference of the chronometer times of observation, and to it 
apply the difference of longitude in time, adding if the run was East, sub¬ 
tracting if the run was West. This is the true difference of apparent times, 
or, as we shall call it, the “ true interval.” 

5. Take the difference of the apparent times given by the D.R. latitude 
and the latitude obtained from it by applying the correction for run. Take 
also the difference of the apparent times given by the latitudes one mile North 
or South of the above, as it may have been worked under precepts 1 and 3. 
These are the computed differences of apparent times, and we shall call them 
“computed intervals.” The difference of these computed intervals is the 
change in interval due to one mile of latitude North or South, as the case may 
have been ; and it will be seen at once whether this change tends to increase 
or decrease the interval. 

G. To correct the latitude is now a simple proportion sum. If either of the 
computed intervals agree with the true interval, then that set of latitudes are 
the correct ones at the first and second observations. If they do not, then 
decide which of the computed intervals it is desired to correct. That due to 
the D.R. latitude and the run is usually the more convenient. Take the 
difference between the true interval and the chosen computed interval. This 
is the whole quantity to be corrected. Divide it by the change of interval 
obtained under precept 5. The result is the miles and fractions uf a mile the 
latitudes worked with are in error. 

To check the correction, take the difference between the apparent times 
found at the first observation, note very carefully how it varies. This will be 
fhe correction in apparent time due to one mile of latitude. Multiply it by 
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tin- correct ion in latitude, and apply with the proper sign. That will give the 
correct apparent time at th< tirst observation, lupeat the process for the 
second observation. The interval between these corrected apparent times 
ought to be the same as the tme interval. It' it is not, there is s mething 
wrong with the work. 

A'ofc.—The corrected apparent times are here obtained by proportion. This 
will not be true, when— 

(a) There is any great correction in latitude, say over 20. 

(b) The d flerenec in apparent time due to one mile of latitude L 'laree, say 
over 20’, as will be the case near the meridian. 

In botii tlteso cases t»ic a])parent times should be re calculated with the 
corrected bit'tildes, and corrected again, it necessary, till the true and com 
pnted intervals correspond.* 1 hope the method will be found serviceable, and 
1 append some examples : 

On the 2. r )th January, 1891, on board Il.M.S. Orizaba, in hit. by account 
H° 50' N., tiie sun’s zenith distance (W. of mer.) was 27* 43' 45"at 19 h 32“ 33* 
C.M.T. The declination was 19° 0 30" S., and the K<(. T. I2‘ n 30* + to Apj» 
Time. 

With these elements the Apparent Time will be found to be 0 U 10™ 9* r.M. 
for Lat. 8° 00' N., and 0 h 10™ 03* r.M. for Lat. 8° 01 N. 

The ship then ran S. 75° E. t Q miles, and a second observation showed the 
zon tli distance to he 31° 41 10' at 2U U 02™ 22* G.M.T. The corresponding 
declination and l‘.<p T were 18° 09 30" S. and li lu 31* + . 

This second observation gives t b 24 m 28* r.M. App. Time with hat. 8° 40' 15” 
N., and l h 24 m 22* r.M. App. Time with hat. 8° 40 10' N. 

Thcditr long, in time due to the run will be found to be l lu It*, and the 
run is Eastward. 

We have therefore 

20 1 ' 02'“ 22* = Latest t'hronometer Time. 

19 32 33 = First Chronometer Time. 

t 19 19 - Chronometer Interval. 

+ 1 It Correction for run East. 

I" 21“ 00* = True Interval. 

This O ur intern 1/ is thr st in far>tof r >»l/>arisoit to yrhi>'h u-e refer our othei 
times. 

\\ e have further 

ji. oj.ii os* r.M. - Second Apparent Time ^ Due t hat 8° 00 N. and the 

0 t<» 9 r.M. - First Apparent Time ) run. 

t“ 14“ to* “ Computed interval due to D.K. lat. 

Also we have 

l 1 ' 21“' 22* r.M. Second Apparent Tmnri Due to hat Ot *\ and the 

0 li» 03 r.M. Fir-t Apparent Time I run. 


1" 13" 29* (’omputed interval due to a latitude one mile Xorth ol the 
D.K. lat. 

• |«C '. a * orli*r t'» a 1 Hi in » hurry. .1/ 1 I»m ’l me 1 ti** uiriho<t of " 1 1 . ui It 
Milt ),!.•« " w li.Mr t i< ulivi m'M «.i|>(»lt-»hle. / 
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From this it is quite plain that the interval due either to the D.R. lat., or a 
latitude one mile North of that, is too small. Further, that putting the lati¬ 
tude to the Northward decreases the interval at the rate of (l h 14 m 19* — 
L h 13“ 29* ) = 50* per mile. It is therefore evident that 8° 50' N. is farther 
North than the true latitude, which must he put to the Southward. 

To ascertain how much, we have— 
l b 21“ 00* = True Interval. 

1 14 19 = Interval due to 8° 50' N. 


0“ 41* 

60 

401 seconds = Error in computed Interval. 

Now, since the Interval, as we have seen above, alters 50* for each mile of 
latitnde, it is plain that a correction of 8' South will make the latitude right. 
Hence the true latitude is 8° 50' N. - 8' = 8° 42‘ N. 

To see that this is accurate, we will correct the computed intervals. To do 
this we have— 

0 h 10“ 53* r.M. = Apparent Time at 1st obsn. due to 8° 51' N. 

0 10 9 i*.m. = Apparent Time at 1st obsn. due to 8° 50‘ N. 

+ 44* = Diff. due to one mile North. 

Hence - 44* = Did*, due to one mile South. 

- 5“ 52 J = Did*, due to eight miles South. 
i.e. 10“ 9* 5“ 52* = 4“ 17* = App. Time due to 8° 42' N 

Similarly— 

l h 24“ 28* p.m. = Apparent Time at 2ud obsn. due to 8° 45 15" N, 

1 24 22 p.m. = Apparent Time at 2nd obsn. due to 8° 4G’ 15" N. 

- 6* = DifF. due to one mile North. 

.7 + 6 = Did 1 , due to one mile South. 

+ 48 = Did', due to eight miles South, 

Hence l b 24“ 28* + 48* = l h 25“ 16* = Apparent Time due to 8 J 37' 15" N. 
which is the latitude by D.R. of the second observation if 8° 42’ N. is the 
latitude of the first. 

Thus for the corrected interval we get— 
l h 25“ 16* p.m. = Computed App. Time of 2nd observation. 

0 4 17 p.m. Computed App. Time of 1st observation. 


1“ 20“ 59* = Computed Interval of App. Times, whieh is only 1* from 
the True Interval of l b 21“ 00*. This verifies the latitude. 

To get the longitudes we have — 


For 1st Observation. For 2nd Observation 


App. Time at Ship 

0 h 

4“ 

17* 

l u 

25“ 

1G* 

Eq. Time . 

+ 

12 

30 

... + 

12 

31 

Mean Time at Ship 

24 

1G 

47 

... 25 

37 

47 

Mean Time at Greenwich 

19 

32 

33 

... 20 

52 

22 

Long. E. 

4 u 

44“ 

14* 

4" 

45- 

25’ 

- 

71° 

3 

30" 

= 71° 

21 

15' 


The run gives 17’ 45" Did'. Long., and so the two longitudes agree. 
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AU» allowing a run of S. To® E.1 mile, from noon to 1st observnth n. we got for 
tlie noon position, deduced fnnn these observations, 8* 42' 15 X, ami 71* 2 
30" E. The noon position by meriilian ahitmle, ami a.m. chronometer sights 
was 8* 42 X , 71* 3 E. 

It will be noticed that this is not what would be generally considered aa a 
favourable case. Both sights are i\m., and the first sight is nut five minutes 
from the meridian. But (and it is one of the advantages of the method) there 
do nut seem to be any limitations to this problem. But where there is a large 
difference in Apparent Time due to an alteration of one mile in latitude (such 
as 4 t* here), it is not safe to trust to the computation of the Apparent Times 
by proportion simply. It is better to recalculate them rigidly, and this 
should also bo done if there is a very large correction (over 20 mile*) to be 
made for latitude. 

D.iing this here, and taking the trouble to work to the nearest second, we 
find that 8° 4*2' 0 X. is the latitude at the first observation, and that the 
Apparent Times are O h 4 m 10* and l h 25“ 1<>*5*. These give the computed 
interval, l h 2l ra 00 5*, which agrees with the true interval, and they give for 
longitude* 71 f 45' F„, and 71* 10' 45* E. respectively. 

Example II. 

On Monday, 2*<th Pec., 1*01, at my house in 11obart, Tasmania, I obtained 
the following sights. The time w:is taken by a Waltham pocket watch 
which was known to keep mean time. 

At 7 h 23 m S* a m. the zenith distance was 58* if 00", the declination being 
23’ 10' 3n" S. 

Ami at S u 30 ,n 4s* \.\i. the zenith distance was 44* 0 15", the declination 
being *23* 10 15" S. 

1 chose to work with Eat. 42* S., as an experiment, though 1 knew this 
was more than 50' out, the true Eat. being 1*2 53 3“ S. 

With Eat. 12 S. the Apparent Times were lo n 3o m 35 1* for 1st observation, 
ami *2o h 4fi m 7'5* for 2nd observation. 

\\ itli Eat. tl* 50 S., the times were 10 h 30 ,n 35 5* and ‘2'»’‘ 4t' m 6 fi* respec 
lively 

Hence (as there is no run) we have¬ 
s'* 30™ 4*'* Eate>t t’hrommu ter Time 

7 ‘23 s First Chronometer Tune 

1" 10“ 40* True Interval 

\lsu 

*20 h 4G ra 7 5* = Scent id App. Tune due to-t2‘S. Eit 

10 3o 3'* | = First App. l inn* due to t*2 S Eit 

I" 15“ 3*2 4* - t’onipnted Interval due to t '* S. Eat. 

\ u.l 

go' 1 t«»"' tl G’ - Sect nil Aj p. Time d»ie to 41® 50 S. 

10 3o 3. 5 Fir*l App. Time due 0 41® 50 S. 




31 1* LVnpliled Interval due to It® 50 3. 
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Hence we see— 

1st. That the Computed Interval is too small, and must be increased. 

2n»l That putting the latitude to the Northward makes it still smaller, 
and therefore the correction is South. 

As to the amount of correction we have— 

l h 15 m 32'4 S = Computed Interval due to 42° S. 

1 15 31*1 = Computed Interval due to 41° 59 S. 

— 1*3 S = Correction for Oue Mile North. 

Also we have— 

l h lC m 40® = True Interval. 

1 15 32'4 = Computed Interval due to Lat. 42° 2. 

1 “ 7-g* = Error in Computed Interval. 

60 

l-3 )07 3 -G(52’ 

65 

2‘6 

2-6 

lienee there is an error of 52’ in the latitude, to be applied to the South 
ward. 

This will give 42° 52' S. as the true Lat., and 0‘4 S - as the correction for 
one minute of Lat. to be applied to the first sight; and 0'9* + as the correc¬ 
tion to be applied to the seeond. 

This gives— 

20 h 46 IU 54‘3* As the Computed App. Time at 2nd observation. 

19 30 14‘3 As the Computed App. Time at 1st observation. 


1 B 16 u 40® Computed Interval. 

M hich confirms the latitude. 

But as a correction of 52‘, even near the prime vertical, is a large amount, 
it will be better to re-work these sights with Lat. 42° 52 S. If we do so. we 
shall find the Lat. to be 42° 52' 30" S., or one mile from the true Lat. 

The Long, was not obtained here, as the watch was only a pocket one, and 
no chronometer was available, but I have no doubt these sights would give an 
excellent Long, if the C.M.T. had been known. 

To show the value of close working, I may mention that these sights worked 
to the nearest seeond give 42° 53 10" S., which is a little more than a quarter 
of a mile only from the truth.* 

The hist example I shall give is taken from Captain Martin’s recent work 
on Navigation. I give it to illustrate the difference in the way of working 
between that given here aud that given by Captain Martin or by Pagel, for 
both methods are found in the book. I do not think it right to ask the Editor 
for space to give the methods side by side, as anyone interested in these 
matters will most likely have Martin’s book at his disposal, so I simply give 
my own working :— 


* All very well on shore with an artificial horizon, &,c,, but in sea practice, working to 
seconds is an absurdity.— Lecky. 
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Un 25th April, at 7.3>( a.m , lat D It. 49" 20' X., long. I*.H. 5" 40 \\\, the 
following observation was taken :— 

t'hron. 8»» l ro 00’ - 24° 40" 20". True bearin';, S. 82" K The ship iln*n 
ran N.E. by E. A E. 12 miles - variation 22" W .deviation 21*- E., till 0 40 a m., 
when 

( troll. 10 b l'> m 22* t 43“ 52' 10". True bearing, S. 51° E. 

Un 2oth April Chronometer was slow on G.M.T. ll h 51® 2*, and the rate 
was 5 0* losing. I. 11 + 2 10'. Dip 20 ft. 

Corrected declination, 1st observation, 13° 21 30" X. Eq. T., 2® 11* - from 
App. Time. 

Corrected declination, 2ud observation, 13° 23 30' X. lip T, *_ m 12* - from 
App. Time. 

The first observation worked with 49° 20' X. and 49° 21' X. gives 
19 u 31“ 57*7 \ and 19 h 31“ 5SG* f->r the Apparent Tines. 

The run gives 5' 45" X. difference latitude, and 1C E. dilferenee longitude. 

The second observation worked with 49° 25 45" X. and 49" 2G 45 X 
gives 21 h 40™ 5UV, and 21 h 41 10 I'D* for the apparent times. 

The chronometer times, corrected for error and rate, are :— 

For 1st observation, 19’ 1 53'” 19'9‘ ) 

For 2nd observation, 22 u 1 n> 51T* - I 
lienee we have :— 

True interval, 2 1 ' 9°' 35 C*. 

Computed interval (due to 49° 20 X.), 2 U s ro 59 T . 

Computed interval due to 49" 21 X.), 2 h 9 rn 3'3*. 

lienee the eomj uted interval is too small, and must l>e altered to tne 
Northward, since one in le North in latitude increases it by 4'2*. 

Now, the dill ere nee between the true interval and the computed interval 
due to 49" 20 X. latitude, is 3C.V , and this divided by 4 £' gives 5'7 as tl < 
correction for latitude. 

Hence the latitude at 1st observation is 49" 2s 45' X’. 

And the latitude at 2nd observation is 49" 31‘ 30 X. 

To cuhlirm this, if we make the proportion, we find the interval to l>< 
2 b 9'* 35V , and if we laleulato it rigidly it is 2 h 9“ 35 3*. 

The corresponding longitudes are 5" 5t 15 \\\, and 5" 35 3(V \V.” 


ltun, 1 4 East 


Him i ,ic 

lllor ill l|jr 

JUi >n. * 


The problem ns thus presented l»y Captain Parker is con¬ 
fessedly a enpthftlin^ one, and it is made more so by the state¬ 
ment that there are no restrictions as to the time at which the 
observations may he made, hut ns to this the writer feels called 
upon to sound a note of warning. “ All is not gold that flitters.” 
It is true the stuteihent is subsequently ipialitied, hut the reader 
in his enthusiasm may lose sight of the qualification and come to 
grief, ns we shall presently see. 

Captain Parker’s position at noon deduced from working with 
hat by D.ll. N fiO' X. is 

Latitude V 4*2J X 
Longitude 71 2 1 K 






THE “ DOUBLE-ALTITUDE " Pi50flL£il/. 523 

But by re-calculating rigidly, and working to the nearest second 
of arc, he gets finally 

Latitude S° 424' N. 

Longitude 71® If' E. 

Now all this looks very pretty and delightfully exact, especi¬ 
ally as it is stated to agree with the orthodox meridian altitude, 
&rc., but as a measure of the capabilities of the problem it is 
highly delusive, and in the hands of some people might be 
dangerously misleading. 

Let us put it to the test—and a simple one. Suppose that 
instead of 8° 50' N. the latitude by D.R had been 8 1 34' N., or 
as much to the southward of the true position as the other is 
to the northward : then using this more southerly latitude we 
get a widely different result, namely, for noon— 

Latitude 8° 46f' N. 

Longitude 70° 56^' E. 

Now these two positions (worked with latitudes only 8' on 
either side of the true one) cannot both be right, since the approx, 
true position by “ Double Altitude ” appears to be 
Latitude 8° 42£' N. 

Longitude 71° 1' E. 

So that the more northerly assumed latitude gives the better 
result. But why should there be any difference whatever if the 
method be immaculate ? Without entering upon details, with 
which the reader should be conversant by this time, the plain 
unvarnished fact is, let the particular method be what it may— 
Parker’s, Rosser’s, Johnson’s, or any other—a “Double Altitude” 
worked with an observation so very near the meridian (S. 2f° 
\Y.) is quite untrustworthy, and to employ the problem at such 
unreasonable times is to put it to a wrong use and bring it into 
discredit 

Had the Latitude been a high one—say 50°—the discrepancies 
%vould have been still more glaring. 

To get even an approximate result in D. A. observations near 
the meridian, the Declination must be reduced to the G.H.T. by 
‘second differences’; the Altitude must in itself be irreproach¬ 
able, and its various corrections taken out separately; the 
general working must be to 0"*5, and the greatest care observed 
in taking out the log. cosine of the half-sum. The run also 
must be mathematically exact, and altogether, —the thing is 
IMPRACTICABLE. 

If the navigator had no other resources, he might well be 


A simple 
test. 


A square peg 
in a round 
hole. 
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pitied, but it has been demonstrated that there is no need to 
treat “Double Altitudes” in sue!) heroic fashion. Captain 
Parker's example is of course merely intended to elucidate the 
principle of his method, and not to be takcu as recommending its 
use under prohibitive conditions, lie is too good a mathema¬ 
tician to wish otherwise. 

As the article stands in the Xaut. Mag. there is an obvious 
slip in the application of the small latitude-correction for run 
between tirst sight and noon ; it has been corrected in these pages. 
Both Polar Distances, the tirst Equation of Time, and the correc¬ 
tion of the true interval, though slightly in error, have a not 
inconsiderable etl'ect on the result. This is only mentioned to 
put in strong relief the unwisdom of such experiments. 

As a teaching method, this of Captain Parker’s is invaluable, 
the reason of each step is so manifest, but as an every-day 
i lethod where brevity is an essential, it is surpassed both by 
Iiosser and Johnson; nor is its power of solution any greater, 
for it fails where they all fail— in the small azimuths. 

Cp to this point the “ Double Altitude ” has been treated on 
the assumption that the only element in error is the Latitude, 
but sufficient has been said in previous chapters to accentuate the 
possibility—nay, probability—of the Altitude being generally 
more or less inaccurate Now, no problem can be expected to 
give a correct result when the altitude is incorrect; but the etl'ect 
of any such error is much more felt in some crises than in others. 
For instance, the error in the noon latitude varies directly us the 
e-ror in the Meridian Altitude : whatever the one, so will the 
other be. The same may almost be said of the longitude deter¬ 
mined from an observation on the Prime Vertical. In both cases 
an error in the altitude will produce its least etl’ect: these, then, 
are the most desirable times for their respective purposes. 

But let us take something intermediate. For example, in bat. 
50° X. (the parallel of Scillv), let it be required to find the Longi¬ 
tude from a sight taken when the sun's Azimuth wasp"*. Kcfer- 
tnce to 'fable D shews that the error would be 10 = 40s. of time 
IW each 1' of error in the Altitude, and as, in ruughish weather, 
it would not be unreasonable to assume an error in Altitude 
of even double this amount, it follows that* quite apart from 
what might be due to wrong Latitude— the Longitude might 
ea ily be vitiated t » the extent of ‘20‘ lm. 20s. In fact, the 
two errors would be hopelessly mixed up. 

It has been demonstrated, quite regardless of the purticu'.u 
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method employed, that the “Double Altitude" problem hinges 
upon the result of a comparison of the true and computed Saddle tuc 
intervals. If it could be ensured that a discrepancy was due neht horSfc - 
wholly and solely to error in the assumed Latitude, all would be 
well ; but, unfortunately, this is impossible, and therefore con¬ 
ditions must be avoided where the effect of even a small error in 
Altitude would be exaggerated immensely in the result. 

In the Orizaba example, the sights need to have been exception¬ 
ally good, the instrument first class, the observer a practised hand, 
the horizon well defined, height of eye accurately known, and the 
atmospheric conditions normal. The first sight was actually taken 
little more than 4m. from noon, at which time the trifling error 
in altitude of 0|' would cause an error in the deduced time of 
nearly lm., which of course would mean ruination to the measure 
of the computed interval. 

Now, what has been said about the effect of errors in altitude 
applies—but in less degree—to the last page of Table C. 

In ordinary sights for Longitude this is the one within which 
it would be most advantageous that the observations should fall. 

Any error in Altitude would then produce its least effect, and we Altitude mor* 
have seen that with azimuth 90° an error in the Latitude actually tbao 

produces no effect whatever. It is just this latter feature that 
cripples the D.A. problem should both sights be taken within the 
limits of the last page. To get a satisfactory result it would be 
necessary that the altitudes should be above suspicion. 

Let us suppose the following case.—In Lat. 50° X. two sights 
are taken, the first with a bearing of X. 81 0 E., and the second 
with a bearing of S. 81 c E., both in the last page of Table C. 

The difference in bearing is 18°, or a point and a half, and, so long 
as the altitudes can be relied upon, the resulting position would 
be a fairly good one. It is true the sum of the tabular quantities 
is small (0'*4D), but owing to the differential character of the 
problem, the difference in the two longitudes will be small also, 
and, as one has to be divided by the other, there is no objection 
on this score. But taking the altitudes as doubtful, Table D 
shews that for each 1' of error the Longitude will be falsified to 
the extent of rather better than Hwhereas a corresponding 
error in the Latitude will only produce one-sixth of this effect, 
and accordingly would be swamped. In other words, any differ¬ 
ence in the longitudes might be wrongly attributed to error in 
the assumed Latitude, when such difference was really produced 
by an error in the Altitude. This can hardly be considered 
satisfactory. The effect is well shewn by construction. 
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Though Captain barker's paper does not deal with the el loot 
of altitude errors, lie indirectly cautions against them when he 
-says that an error in the run “may lead to a large error in the 
ship's position.” The reader will see that this may fairly he 
translated into an error of altitude. 

It is laid down as axiomatic in “ Doul le Altitudes ” that the 
l>est results will mostly be obtained when the change in the 
bearings exceeds the lesser bearing, the climax being arrived at 
when the change is 90*. According to this, sights hearing 
X. 81° E. and S. 81 c E. would be unfavourable. 

Where the conditions vary much, it is uot possible to frame a 
rule to meet all cases ; what may he right and proper under some 
circumstances may not be so with others. Much will depend 
upon the nature of the problem to he solved, much upon the 
mode of solution, and much upon the reliability of the data 
employed. The navigator must trust to judgment. Judgmeut 
is begotten of knowledge, anil if this is only skin-deep h. 
will be sure to blunder sooner or later. At sea, blunders are 
dangerous, hence the necessity for thoroughly understanding the 
principle upon which each problem turns. Any small hoy can 
do the mechanical addition and subtraction. 

The colouring of last page of C is therefore not to he taken as 
forbidding its use, hut to remind that there may be tinu .s when 
its use would he objectionable. Here is a case where it would 
give excellent results, other things being equal. 

hat. , r >0’ N., Declin. 21" X. First alt. at 0" 43“ r.M. hearing 
S. 20° W„ second nit. at 5" 39" l’.M. hearing N. 80° \V. Hut the 
interval would he nearly 5 hrs., and, in view of current, kc., the 
run in that time could hardly he expected to be free from error. 
On the other hand, as will be shewn in the next chapter, “Simul¬ 
taneous Altitudes” on the hearings named would he magnificent. 

However clever he may he, the practical man knows full well 
the dillieultv on the open ocean of locating a ship with certainty 
within the space of a square mile. It is not much to look at on 
the chart, but it means a lot where rocks and shoals are generously 
distributed. To accomplish this feat—even un ler most favour¬ 
able circumstances—requires an accurate eye, t'p-top instruments, 
and, above all, a knowledge of how to use them so as to secure 
the very best results. 

Various hidden errors militate against strictly accurate work 
and principal among these may he ranked errors in the tl.M.T, 
and errors in the Altitude. It has been shewn m Chapter 111. 
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how the latter may be made to neutralise each other, and in 
Chapter XIV. the subject will be further developed. 

When the navigator is unable to pick and choose at discretion, 
and has to fall back upon chance sights, he must lay himself out 
to estimate the error of altitude at the time of observation by 
due consideration of the atmosphere and water as affecting re¬ 
fraction ; and of the motion of the ship and roughness of the sea 
as affecting the dip of the horizon. The various instrumental 
errors are under control and may be checked, the personal error 
may or may not be known (it should be), but the accidental 
errors can only be estimated, and to do so successfully, requires 
EXPERIENCE. 

The wary navigator will therefore always allow a wholesome 
margin of possible error, and avoid cutting things too fine on 
critical occasions. When used within proper limits—and these 
are plenty wide enough—the Double Chronometer problem is one 
of the most convenient of all the approximate methods of defining 
a ship’s position. It is only beaten by its twin brother “ Simul¬ 
taneous Altitudes.” The word approximate is used advisedly, 
for if the ship is to go safely, he who commands her must recog¬ 
nise, however unpalatable, that no astronomical method for use 
afloat is more than approximate. The degree of approximation 
attainable depends upon the knowledge and skill of the indi¬ 
vidual. 

If the reader be desirous of going very thoroughly into the Double 
fundamental principles of Double Altitudes, Double Clirono- to 

meters, Simultaneous Altitudes, and similar items, which are but an Heavenly 
Sumner in motley garb, he should carefully study an excellent Bodles • 
booklet of 24- pages, by Captain (now Admiral) H. E. Purey- 
Cnst, R.N., entitled Sumners Method. The problem is there 
handled in a masterly style, and in language suitable to the 
indifferent mathematical training of the merchant seaman. 

What has been stated in this and the previous chapter, with 
regard to “ Circles of Equal Altitude,” “ Sumner lines,” and 
“ Double altitudes " generally, is equally applicable to Sun, Moon, 

Planet, or fixed Star—the principle is the same; but as there 
can be no possible reason on a clear night to wait for a “ Double 
altitude” of a star, when the Heavens are full of objects in the 
most suitable positions for simultaneous Astronomical Cross¬ 
bearings, it is proposed to devote the next chapter to the method Simultaneous 
of finding the latitude and longitude by simultaneous altitudes of 

of two or more fixed stars. 
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CHAPTER XIII. 

MM ULTANEUUS ALT1T Ul>HS. 

The problem of the “Circle of Equal Altitude" may he ex- 
teii'leil to any celestial hotly. The pole of the circle will always 
be the place the longitude of which is the Greenwich hour-angle of 
♦ he object (reckoned westward), and the latitude of which Is the 
same as the declination of the object If the object be the sun, 
the position of the pole of the circle is termed the sub-solar point: 
but if the object be a star it is termed the sub-stellar point, these 
being the places at which the sun or star is in the zenith at the 
moment. 

The Greenwich hour-angle of a star is as easily obtained as 
that of the sun , since, if there is extra work in one part, it is 
made up for by the fact that we take out at sight the Declination 
and Right Ascension without having to make any corrections. 
Thus:— 

Over what places on the earth’s surface were the stars Sirius 
and Benctnnsch vertical at 7h 27m. Ills. G.M.T.,on February 21st. 
1SS0 ? 

• SlKItlL • KFMCTMsi H 

II. M. S. 

Oreeitwich wean time 7 27 4<J 

Slilere il time i»t U M noon.S3 3 10f> 

Accek-RUltin lurll >1.T.f 1 13 6 

II M S 

Sidereal liuio lit Ureenwieh .... **1» S2 10 l . . . . io 4 

lliulit A*vn*hm. 0 3J M 7 i.i 4i MS 

lx>nt;Hu*)tf in time.5? U U> I « ..... 16 40 Ul w. 

Longitude In Uwe.1 7 43 3 K.s 10 4' S K. 


Snb-itclli* i 
poiut. 


U>n^itii-le ol tub nU-ll.ti point . . . . It) .• .41 K**i.1 ’ 4<i IS I iv»' 

* a Heeliuallon „ ,, . . Io W So South ... . fj :>4 Is North 


Nolo:— 

ll does not alle l the but thi.ro h n» harm m elating mw- the r ’.wo sH• 

bear from each other— 

From hirlti# l-» Kencltiaa* h . . N. I I 

From liem-lnai* h to Sirma . . N. W. b.nal Cin k. 

Angular JllUiin o 111’^°. ) 
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Having thus found the centres of the circles, their size at any 
given moment will depend entirely upon the altitudes obtained 
at the place of the observer. In the case before us—to which 
this is the introduction—the circles are very large, as the observed 
altitudes happen to be both small. 

The true altitude of Sirius is 15°5G£', and that of Benetnasch 
10° 24.V ; and the circles intersect in Latitude 51° 1' N., Longi¬ 
tude 17° 43' W. The “Sumner lines” cut at a good angle 
— 121°; and, as usual, each lies at light angles to the bearing of 
the star to which it pertains. 

Attention is here directed to the fact that in that geographical 
position, when the altitude of Sirius was 15° 5G£' the correspond¬ 
ing altitude of Benetnasch could only be 16° 24.V —neither more 
nor less, because no other altitude of that star would give that 
time at ship. This amounts to saying that if, at a specified time, 
the altitude of any visible star be given to a computer whose oivn 
position is known t he can calculate what the altitude of any other 
visible star would be at the same instant and at the same place; 
or, in other words, the two sets of data are interchangeable. Again: 
take notice of the difference in the longitude of the centres or poles 
of the two circles. It amounts to 105° 44' 22" in arc, or 7h. 2tn. 
57 5s. in time, which is exactly equal to the difference of the 
Bight Ascensions of the stars. A second reading of the chapter 
on “ Time ” will brighten up the memory as to how this can be. 

Having endeavoured briefly to explain some of the ground¬ 
work of the problem, we will now get on to the more practical part. 

Unlike “Double altitudes” of the sun, in which the observer 
has to air his patience waiting till the difference of bearing is 
such as will give a sufficiently good “cut,” Astronomical Cross¬ 
bearings (as the writer chooses to call them) can be obtained from 
simultaneous observations of the stars or planets without any 
interval whatever. This method possesses several striking 
advantages. 

I. Stars may always be selected in such positions as will give the 
very best results, while the sun, on the contrary, is restricted in his 
application, the conditions not generally being matters of choice. Hence 
this method may be practised with equal success in all latitudes, and 
with high as well as moderate altitudes, although the latter are prefer¬ 
able, for reasons with which the reader is no doubt by this time familiar. 

II. Since there is no interval between the observations, the method 
is free from possible errors in the ship’s run, which errors, even when 
comparatively small, may seriously affect the result. 

III. Several pairs of stars may be taken at the same time- one as a 
check upon the other, or three specially selected stars. (See next chapter.) 
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IV. Ore observation of either sun or star gives a “Line of bearing,” 
which, valuable as it may be so far as it goes-does not give a com¬ 
plete result. But it will be rare indeed that there will be any occasion 
to plot a “Line of bearing” by a single star; since, if one is visible, 
there are generally others also, some of which can be taken simul¬ 
taneously, and so make it possible to define the ship’s position exactly. 

With the stars, also, calculation throughout is preferable to the 
chart, though in their case there is not altogether the same need 
for it as with the sun; since, if the stars be well chosen—and 
there is no reason why they should not be—the “Sumner lines’" 
will not be open to the objection of making a bad “cut.” How¬ 
ever, this may he considered a matter of taste; but, for those 
who prefer calculation, Johnson’s method is again available. 

A few examples of the working will now be given. Instead 
of computing an imaginary series of observations, these are 
selected at random from among a number of others, taken on 
the same evening. The results in every case agreed within a 
1' or so. Were it not that the writer knouts the great accuracy 
attainable with stars, and how superior they are to the sun, he 
would scarcely take up time and space to advocate their adoption. 

It is necessary to notice two points of importance about the 
work of the * Kenetnasch. 

(1.; As its declination exceeds 23 , the azimuth cannot be taken 
out by inspection from Hurd wood or Davis. This will sometimes 
occur in practice, but it is no longer a stumbling-block, since, as 
shewn on pages 423-120, a very few ligures from tables A and I) 
will give the “error” of any star likely to he selected. Herein 
lies the value of these tables in connection with Johnson's method. 
Should the stars lie within the scope of Hurd wood or Davis, 
tin ir azimuths are at once taken out by inspection, and the 
“error” follows from Table C. Hut should the declinations ex¬ 
ceed 23*, the 4 error" can he had direct from A and B without 
any knowledge of the azimuth. There is no doubt, now that the 
A B(‘ tables have been extended, many navigators will use them 
to the entire exclusion of Hardwood and Davis. In fact, with 
I.A'bj* A lit’ tables and Johnson's method, the navigator i< 
armed at all points, an 1 ready for any emergency. 

1,2.) Heaetnasch being a circumpolar • does not set to an 
)b>erwr North of 4 and, consequently, it may have any hour- 
angle up t»> 12 hours east or w< st of the meridian. 

In the preceding exam) 1 <*. it< hour-angle or meridian dstance is 
I'li. 23m .‘iSs, wlneli l.s not contained in some of the epitom* s, 
a tlu»n;h occasionally a suitable table is given, which extends up 
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now TO TAKE -SIMCLTAXruUS A US” 


How to find 
Hour Angle 
wIicd the 
regular Table 
is not 
available. 


How to select 
Stars for 
Simultaneoos 
Altitudes. 


Electric lamp 
for sextant 


to 12 hours. Should the navigator not possess the latter table, he 
need not consider the battle lost, as there is an easy dodge by 
which the desired end may be attained. 

Take out the log. sine of half the log. of the hour angle; 
double it and turn it into time, and yon have what you want. 
The log. of the hour-angle is 19 94X45; halve it = 9 974225; this 
is the log. sine of 70° 27' 17*, which, doubled, is 140° 54' 84" =: 
9h. 23m. 3Ss. 

To select litting stars for Simultaneous Attitudes is a simple 
matter. Choose any star or planet whose bearing from the 
meridian exceeds 14 or 15’. Face it squarely, and, extending 
the right or left arm upwards from the side, notice if it points 
to any other known star of the first, second, or third magnitude. 
Such a star will bear at right angles to the first one, and be in 
the best possible position for pairing with it. If you fail to liud 
a star or planet so situated, take the next best you can get, but 
endeavour to avoid the difference in the bearings being less than 
GO 0 , or more than 120 . Also remember the “ Danger-signal.” 

In working Simultaneous Altitudes by Johnson's method, it is 
by no means essential that they should be taken exactly at the 
same instant. The idea that two observers were required for 
this problem has often proved a bar sinister to its use. This we 
must remove forthwith, am] shew that, hy having all preparations 
made beforehand, one sextant, with a good man behind it, is quite 
equal to the occasion. 

Place an ollicer at the chronometer, and take the sights yourself 
from behind the shelter of the bridge-cloth —in dear weather, the 
higher the better, bet a quartermaster attend with a bull's-eye 
or binnacle lamp by which to read olf, or better still, have your 
sextant fitted with an electric lamp, as recommended on page 73. 
In this manner the two stars can easily he taken by an expert 
observer in from one to two minutes of each other, which is close 
enough together, even on board a “ 22-knotter," if the sights are 
good. If, however, clouds, or a ship crossing your how, or the 
peak hanlyards carrying away, should cause the 2nd observation 
to be deferred for a few minutes, the longitude by first star can 
be corrected for the run in the interval just ns if it were a 
“ Itouhlo Altitude." * )f course, also, you won't forget to allow tho 
dilference of latitude made good, and apply it to the latitude used 
for 2nd observation. 

The two following examples of nearly simultaneous altitudes, 
taken in this fashion, may be worked for practice. To convince 
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yourself of the value of the method, work with a latitude pur¬ 
posely 10' or 20' in error—say 51° 10|' N., as in the preceding 
example:— 

February 21st, 18S0, observed as follows. 


H. M. S. O , 

Time by chron. 7 25 5 * n Cygni (Deneb) 20 34i W. \ To be worked 

„ „ 7 27 7 * Dubhe 40 34“ E. J as a pair. 

„ ,, 7 34 28 * Alpheratz 35 374 W. \ To be worked 

„ „ 7 36 10 * Dubhe 41 25“ E. / as a pair. 

All conditions the same as in the worked example. 

These observations are bona fide , and although they come out 
well together, the evening was not by any means a favourable 
one; and the writer might easily have selected stars out of his 
work books agreeing closer, but these are preferred as a fair 
average sample. 

It may not come amiss to some people to point out that if the 
star of lesser azimuth be only 10° or 12° from the meridian, the 
error in the assumed latitude should not exceed 7' or 8' to secure 
a first-class result; and, consequently, such small azimuths are 
objectionable. Alas! there is no rose without a thorn, and no 
man is infallible. This subject has already been fully discussed, 
but a reminder here may serve to emphasize it. 

Where D.R. has been carried on for some days, and from the 
result of the calculation there is reason to suspect a grave error 
in the latitude worked with—say 40' or upwards—it would be 
imperative, in the objectionable cases alluded to, to re-compute 
both sights with the amended latitude; and, since a good many 
of the figures first employed will still hold good, this can be done 
without any extra trouble to speak of. Anyhow it is better to 
incur the extra trouble than to lose your ship and possibly all 
hands. “One needs must when the Devil drives.” 

With the lesser azimuth lying between 20° and 25°, no error 
in the latitude—likely to occur in decent practice—can sensibly 
affect the determination, so that one working should be sufficient. 

As a specimen of accurate observation, take the following, 
made on the present voyage. About 7h. 22m. p.m., August 1st, 
1880, the stars Altair (E.), and Arcturus (W.), gave precisely the 
same longitude; the third, Benetnasch (W.), differing only 1'. 
The Pole * was observed for latitude, and differed only half a 
mile from Antares to the Southward, the latter being worked as 
an Ex-meridian, with an hour-angle of 11m. 9s. 

The observations were taken and calculated in the presence of 
the Chief Officer and Surgeon, and afterwards examined by them, 
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JOIIXSOX'S METHOD MODIFIED. 


Cook mg. so that “cooking" was impossible. They are not mentioned here 

in self-gloritication, but merely to show what can be done with 
the stars, and what extremely satisfactory results are to be ob¬ 
tained when one understands and has practice at the work. 

Or course simultaneous altitudes of two Planets, or of a star 
nnd a Planet, can be utilised in a precisely similar manner. An 
example of a star ami a Planet coupled together, and worked by 
.Johnson’s method (modified), is given on the uext page. 

'Phis modified example is rather different from the preceding, 
for instead of finding the Azimuths as hitherto, and with their 
aid unearthing the “ terror ” from Table C, the “ terror ” is now 
taken direct from Tables A and 13, without the intervention of the 
azimuth ; thus giving the navigator a choice of methods. Those, 
therefore, who have a predilection one way or the other can 
gratify it. 

Here is the way the " terrors’* are obtained from Tables A and 
R, pages 4dS-4.‘)f) :— 

• Procyon. ♦ Saturn. 

. !i. in. s li. m. 

l.al. 4nl N. Hour angle V 4», . A + *9S5 IaI 40J N. Hour Anglo 2 23 A + I )?« 

D' Cl. fcj N. . B 145 Oeel 12 N . B- SC4 

** Krror" !-'0 " Krror “ ->10 

Though the "terror" is taken out here to three ]>laces of 
decimals, two are ample. It happens by a pure coincidence that 
both " terrors” have the same value. 

Ringing ti.e This ignoring of the Azimuths, and taking the terror” direct 
from Tables A and 11, is of course also applicable to " Double 
Altitudes.” To have two strings to your bow is a great con¬ 
venience. 

Should the Azimuths be wanted later on for some other 
purpose, yon can take them from ’fable 0 by inspection. On 
page 44ft, with bat. 40}" and “ terror” ‘MO, the Azimuth is 5s}° 
These Tables enable the navigator to take advantage of every 
shift, of wind ; metaphorically speaking, he can never get jammed 
on n lee shore. 
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CHAPTER XIV 

SYSTEMATIC ERRORS IN ALTITUDE, AND HOW TO TREAT THEM. 

In the following brief analysis it is proposed to shew how— 
nniler certain conditions—the position of a ship may be accur¬ 
ately defined by simultaneous observations of three specially 
selected stars. 

Let us suppose the existence of an unsuspected Arc-Error; 
■Jf any personal peculiarity of vision or temperament whereby 
an individual has a habit of making the altitude too great or too 
little; ~ let the visible horizon be abnormally raised or de¬ 
pressed by refraction, so that the tabular values will be in error. 
Imagine any one of these conditions, or a combination of all 
three. 

Jn such a ease—by no means uncommon—it is clear that unless 
observations are capable of being treated in some special manner, 
the positions deduced from them will he more or less erron 'ons 
and misleading, according to circumstances. 

It will now he demonstrated that three stars favonntlAy 
mitimteil in azimuth would, if " judgmatically " handled, enable 
the Navigator to fix his positi m in apparently the most satis¬ 
factory manner, notwithstanding systematic errors of observa¬ 
tion : the word '* systematic ” is expressly used because in this 
problem the displacement of the horizon is assumed to he uniform 
all roiiml; the Index*Error T or — is assumed to be the same 
for all three altitudes; and the observer's peculiarity of vision 
or temperament to have made all thro* equally too great or too 
small. The argument is founded principally on these premises, 
but failing any one of them it falls to the ground like a house 
of cards. Herein lies its danger. 

Tlu-re are three exj lanntory Plates. In each the continuous 
North and South line reprise its the Mt riilian, say, of 10° \Y.; 
the continuous Past and iin > repre cuts the Prime Vertical 

on the parallel of .*>0 North Latitu le. The space between one 
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clotted line and the next—measured square across—is equal to 2 
of distance. By attentively following the argument it will be 
seen that the true place of the observer must be where the con¬ 
tinuous lines intersect at O. 

Now to start fair and make the thing clear, let us assume first 
of all that there are absolutely no errors of observation: then 
for the * B in the N.E. quadrant of Plate X., the “ line of posi¬ 
tion ” will be AoO, and the observer will be somewhere on it: 
for the * 0 in the S.E. quadrant, the ‘ line of position ’ will be 
BoD, and the observer will be somewhere on it also. If, there¬ 
fore, he is both on AoC and BoD, he must be at O, their point 
of intersection, which at once settles both his Latitude and 
Longitude. So far so good, and we are gradually working up to 
the peculiarities of this peculiar problem. 

Sticking to Plate X., let us next imagine the altitude to have 
been incorrect, though the observer is not aware of this, and that 
the ultimate effect of the three possible errors previously referred 
to is to make both altitudes too great by 2' of arc; then for * B 
the ‘line of position’ seemingly becomes gj, and for * C it 
becomes 1 i; these intersect at p, and although this places the 
Longitude 4' 24" too far East (see Tabic D, Lat. 50°, Az. 45°), 
the Latitude remains as before . 

In the same way, if we work with altitudes which are too 
small by 2' of arc, we get for * B the ‘ line of position ’ f k, and 
for * C the “ line of position ”he; these intersect at q, making 
the Longitude this time 4' *24" too far West; but the Latitude 
remains 50° A r . as before. 

Thus, by following the rule to observe stars on the same side 
of the meridian , but at an equal angle on each side of the Prime 
Vertical, we obtain the true Latitude, irrespective of systematic 
errors of observation. 

In the same manner we can deal with the Longitude:— 
Observe two stars, both North or both South of the Prime Vertical, 
but on different sides of the Meridian, and as nearly as possible 
at the same angle East and West of it. In Plate X., * B bearing 
N.E. and * A bearing N.W. fulfil these conditions to a nicety.* 
Now, if the altitudes were free from spot or blemish, the ‘posi¬ 
tion line’ for * A would be BoD, and for * B would be AoC, 

• Of conrse, if so desired, a fourth star might be selected in the N.E. quarter to com¬ 
bine with * A, but in this particular case, where the azimuths are exactly equal in 
respect both of Meridian and Prime Vertical, it would iuvolve extra labour without any 
corresponding advantage ; we will therefore remain constant to our first love. 
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ami their intersection at o would he the true place of the 
observer; but if the altitudes should happen to be 2 too 
great, the ‘line of position’ for * A seemingly becomes he, and 
for * B it becomes gj; they intersect at m, and although the 
Latitude is now nearly IV too far North, the Longitude remains 
as before. 

Again, if we work with altitudes which are bio small by 2 of 
arc, we recede from the stars, and for A the ‘ line of position’ 
becomes 1 i, and for B it becomes k f; these intersect at n, and 
although the latitude is now nearly 3 too far South the Longi¬ 
tude remains as before . 

It follows that, as the stars A and B give the Longitude as 
10° W., and the stars B and C give the Latitude as 50* X., 
the observer's position at O is accurately determined. Of course, 
it will be understood that the true ' Lines of position ’ are in just 
the opposite direction to those here mentioned:—for example, in 
the ease of a star bearing, say, East, if an altitude were used 
which was subsequently discovered to be 2 in excess of the true 
altitude, the ‘ Line of position ' would have to be shifted that 
much to the westward of the place first assigned to it. 

To further illustrate the subject, two more Plates are given 
shewing the magnified effect of errors of altitude when the 
azimuths are unfavourable through the angles being too acute. 

In Plate XL, * B and * G are each 11 on opposite sides of the 
Prime Vertical ( = Az. 70 ), and, assuming the altitudes to be 2 
too greiU, the position would seemingly be at p on the parallel 
of 50 N., and the Longitude would be 3' 10” too far East. 
With altitudes too small by the same amount, the position would 
seemingly be at q, still on the jhirallel of 50 °, but IV 10" too far 
West (see Table D). 

Referring to Plate XII. tbe stars B and C are both on the 
same side of the Prime Vertical, but 11° on opposite sides of the 
Meridian, and, assuming the altitudes to be 2 too great, the 
resulting position would be at m on the meridian of It)’ W., and 
the Latitude would be too far North by a fraction over 2' With 
iltitudes too small by the same amount, the resulting position 
would be at n, still on the meridian of 10’ W., but the Latitude 
would be slightly over 2 too far South. 

'I'hus. aeeording to this problnn, no matter how small tbe 
difference between the bearings, so long os they are at equal 
1 is tan Cos from the Meridian and Prime Vertical respectively a 
correct re lilt is obtained. Rut would it be so in practice ? The 
writer thinks not. 
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This problem smacks strongly of Theory, for it is hardly likely 
that stars will always be found so very accommodating in their 
azimuths as here depicted. But to shew the Principle it was 
necessary to draw the stars at points equidistant from the 
Meridian and Prime Vertical respectively. There is no doubt 
that a most perfect position would result from stars situated as 
in Plate X, if worked in the ordinary manner. Either pair alone 
would do well, but when checked by the third star the ‘ Fix ’ 
would be simply inimitable. 

The subjoined cut shews another favourable case. 

NORTH 

A ,+ B 

WEST —--- EAST 


*C 

SOUTH 

Here, between the two northern stars the difference of bearing 
is 10 points, and between the two eastern stars it is G points. Or 
by slueing the diagram a quarter of the way round, you get 
another suitable combination. 

And now for a very necessary word of caution. On no account 
must this Three-star problem be confounded with the legitimate 
*Double ’ or ‘Simultaneous Altitudes' problem described and 
recommended in previous chapters. Though, in each case, the 
figuring would be the same, the conclusions would be exactly 
the reverse. It is necessary to make this clear. 

In the ordinary working of the problem as presented in chap¬ 
ters XII. and XIII., should errors of altitude exist (and to some 
extent this is always the case), they arc not necessarily taken to 
be uniform, either in amount or direction ; that is to say, the error 
in altitude of one star may be + 1'45", whilst that of the other 
may be — 0' 20". This is a safe kind of assumption, for no 
observer afloat can guarantee absolute uniformity. Shortly after 
sunset the writer generally found his western stars rather the 
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more .accurate, because on that side the horizon was at its best; 
whereas, before sunrise, the eastern altituples gave best results 
for the same reason. 

Again, there need not be the same symmetrical disposition in 
azimuth in relation to the Meridian and Prime Vertical : the 
observer is not bound hand and foot in these matters like he is 
in the three-star problem. In this latter, conditions of observa¬ 
tion arc required which arc practically unattainable. It would 
be unsafe to assume them; and, speaking for himself, the 
writer would not like to trust to any such vain imaginings. 
They may be very nice on paper, but they won’t hold water in 
practice. 

The question will probably present itself to the reader, ‘ Why 
then lias this three-star problem been introduced to mv notice ‘ ? 
There are two reasons—1. Because it is of value sis elucidating a 
principle, but whether this principle can be safely accepted by 
the average navigator is quite another thing. 2. Because in some 
quarters an endeavour has been made to give prominence to the 
method, and unless its fallacies arc exposed, the inexperienced 
might come to grief over it. 

Author's owo 
* Jricr. 

All along in ‘ Wrinkles,’ the burden of the song lias been that 
according as observations approached the Meridian, so their 
value increased for the determination of Latitude ; and per 
contra, that as they receded from the Meridian and approached 
the Prime Vertical, their value increased for Longitude. But 
this three-star problem would seem to say quite the contrary : 
no doubt, if the stipulated conditions could only he ensured, it 
would achieve what it sets out to do, ami in the hands of an 
expert might be of some service ; but for use by the multitude 
its tendency is dangerous. 

Without this explanation, very false conclusions might be 
drawn from what is known as the ‘ three-star problem,’ and the 
navigator is counselled to put it behind him, and go in for the 
pure and unadulterated article, about which we will now add a 
few more words before winding up this the last chapter on 
the astronomical methods of finding a ship’s position at sen. 

By again looking at Plates X XI. and X lb, ami this time con¬ 
sidering them wholly from the point of view of the ordinary 
‘Simultaneous Altitudes’ problem, it will be seen that by 
assuming the possibility—nay probability of an inequality in 
the errors of altitude, the 4- and — ' position lines’ of two stars 
(ignore the third one altogether) will form a parallelogram, the 
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size and shape of which will depend upon iwo things :—(1) upon 
the 1 magnitude of the assumed errors of altitude ; (2) upon the 
difference in azimuth of the selected stars. The nearer this 
difference is to 9d\ the smaller will he the parallelogram and 
the nearer will it approach a perfect square in shape. 

There are certain points in connection with this parallelogram 
which it will be well to consider. 

It will be found that one of its diagonals will invariably lie in 
the direction of the Mean Azimuth: sometimes it will be the 
longer of the two which will do so; at others it will be the 
shorter. The latter case, however, is the one which will gener¬ 
ally have to be dealt with, because nine times out of ten the 
difference of bearing—more particularly with sun observations— 
will be less than 8 points ; when more, it would be the longer 
diagonal which would lie in the direction of the Mean Azimuth. 
This fact can be turned to account in the selection of stars 
according to the requirements of the moment, for it is obvious 
that, in the case of an elongated parallelogram such as shewn in 
Plates XI. and XII., the position is defined within narrower 
limits in the direction of the short diagonal than it is in the 
direction of the long one. Taking Plate XI., it will be seen that 
the ship’s position is much less uncertain in Longitude than it is 
in Latitude. The extreme error of Longitude is only G*34' = 4 07 
miles distance; whereas, in Latitude, it amounts to 21'—a very 
great difference. 

Under the conditions of Plate XII. the position is much better 
defined in Latitude than it is in Longitude. For example, the 
extreme limit of error in Latitude is only 4’07', whereas, in 
Longitude, it amounts to 32’6' = 21 miles of distance. 

Another feature of the parallelogram is that so long as the 
angular difference between the two azimuths does not vary, the 
size and shape of the parallelogram will be the same, no matter 
in what direction the mean azimuth may lie. In other words, 
any alteration in the direction of the Mean Azimuth has no 
other effect than to turn it on its centre as on a pivot. This also 
is an important fact. 

Now, if the allowance made by the navigator is sufficient to 
cover the error in altitude, the place of the ship will be within 
the parallelogram, which may therefore be described as an 
‘area of position.’ But this is not the ease with the three-star 
problem. There is no such area: the ‘position lines’ are sup¬ 
posed to intersect definitely on the ship’s Meridian and Prime 
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Vertical respectively. A man must be sanguine indeed, who. 
with his eyes open to the various sources of error, can bring 
himself to believe that such mathematical precision is attain¬ 
able at sea by the proposed treatment. 

Reverting to the ‘area of position,’ it need scarcely be said 
that its size, under favourable circumstances, may be very small; 
nevertheless it will exist, and therefore as altitudes at sea are 
uncertain—sometimes very uncertain—the prudent man, after 
fixing a point on the chart representing the position by calcula 
tion, will fence it round in accordance with his estimate of 
maximum error in alt. The result will be a space within which 
the ship will most probably be. Errors in the G.M.T. are not 
considered. 

Should his stars north be balanced by stars south, and those 
east by those west, there will be no need of the fencing ; the 
positions will speak for themselves (vide pages .*>70-377, and 
470-477). 

It may never have struck the reader, so it is as well to point 
out that, a star on the meridian combined with one on the 1\Y. 
is only a particular case of simul. alts., and by constructing tbc 
figures it will be seen that the diagonals run intermediate to the 
cardinal points, one being in the direction of the Afenn Azimuth. 

By way of instructing himself, the advanced student would do 
well to construct half a dozen diagrams with stars at unequal 
azimuths from the Meridian and Prime Vertical. Let him draw 
the lixed Meridian and Prime Vertical lines with a red pencil— 
the direction of the subsequent errors will be more apparent— 
and in plotting, use any scale lie has a mind to—say an inch to 
a mile. The varying effects, due to changes in the azimuths 
themselves and in their differences, will be very evident They 
will be made more so by lightly shading the ‘ Position area.’ 

To get the Azimuthal angles laid down, a protractor (see foot¬ 
note page 110 is necessary, and a lot of trouble will bo saved if 
the student knows how to substitute a couple of 'set-squares’ 
for the parallel ruler. If lie does not know, let him find out 
from the very iirst obliging draughtsman lie may happen to meet. 
These little diagrams will enable him to judge of what lie may 
expect under certain circumstances. Each Master, and indeed 
each Ollicor, should get "Chips” to make him a small yellow 
pine drawing hoard say 1 ’> in. by 12 in. by J in.— with a T 
c* juare to match. To keep the board from warping, it ought to 
be clamped with mahogany. This is a very useful piece of a 
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navigator’s equipment, and should fully repay him for whatever 
care is taken of it. By cleating it flat against a bulkhead it will 
not be in the way at wrong times. Then with these tools, half a 
quire of drawing paper, Imperial size 30 X 22, to be used in 
half sheets, and a few drawing pins, he will be set up. 

To this chapter is appended Table D, shewing the error caused 
in the Longitude by an error of 1' in the altitude. It is useful 
in many ways. It shews at sight the degree of dependence of 
any observation, and if at any time an erroneous altitude has 
been worked with, the Longitude can be readily corrected with¬ 
out the trouble of going over the whole operation afresh. Sup¬ 
posing the true altitude to be greater than the one worked 
with, it is evident that the Longitude will be thrown to the same 
side of the meridian as the sun, thus in the forenoon, a greater 
altitude would make the Longitude more easterly ; and in the 
afternoon it would make it more westerly. In each case the 
hour-angle is made smaller ; in other words, as you approach the 
sun (shewn by an increase in altitude), your distance from him 
both in time (hour-angle), and in arc (longitude), diminishes. 
You need not burst a blood-vessel to see this. The opposite effect 
would of course be produced if the true altitude were less than 
the one worked with. In this case the observer and his Longi¬ 
tude would have to retire from the sun. 

Again, if, as is usual, a number of sights be taken, the first need 
only be worked in full, as the Table will give the corrections for the 
remainder. The azimuth is required for this also, but the reader 
already knows how to find it in a very few seconds. There is 
just one point about this last ‘use of Table D:—If the sights 
have been taken slowly so that the interval between the first and 
last of a set of five should be, say, 10 min., and the azimuth 
happens to be changing rapidly, the corrections would be slightly 
inaccurate. This could be overcome by working the middle 
sight of the set, thereby halving the error in each direction: the 
corrections due to the azimuth of this middle sight would then 
be very close indeed. As pointed out in previous pages, there 
are times when the change of azimuth is extremely slow, and 
at such times this dodge would save a lot of figures. Perhaps 
some one will say,—why not mean the five sights right off and 
then there will be no need of all this fuss about nothing? Agreed, 
but by so doing it is impossible to detect mistakes either in the 
reading of the sextant, in the chronometer times, or in the work- 
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ing; such things do happen, and to treat each sight separately 
is an undoubted check. Table D affords a means of doing it 
without any extra labour worth speaking about. 

As the position of a ship at sea is much more often represented 
by a space than a mere point, and as this space takes the form 
of a parallelogram, it may bo interesting to know how to calcu¬ 
late the area of such parallelogram. Rule :— 

The logarithm of the area — the sum of the logarithms of the 
two sides, and of the sine of the contained angle diminished 
by 10. 

l.X AMl’LK. 

What is the number of square miles in a parallelogram with sides equal to 
10 52 and contained angle - 11° 1 

Side 10 52 . Log 1 -022016 

2 


2D44032 

Angle 11°.Sine 9*280599 

Square miles 21 12 = 1*324631 

By way of practice, find the area of the parallelogram in 
Plates XI. or XII. If correctly worked, the answer will come 
out as 42*71G square miles; that is to say, if the elongated 
parallelogram were converted into a square of the same area, 
each side of the square would measure rather more than 6£ 
miles in length. 

A proof of this is easy. In figure on page 705 produce DO, 
and drop a perpendicular from A to cut DO produced in E. 
The area of triangle DAC = I (AE X CD), and whole area of 
parallelogram ARDC = (AE x CD). But angle ACE - angle 
HIM\ which is the angle contained by the two sides BD, DO; 
and therefore AE = AC sin ACE = AC sin BDC Hence, area 
of parallelogram ABD0 - AH x Cl) = AC x sin BDC x CD 










LECKY’S TABLE D. 


f Rntered at SUUionert' Hall, September 1st, 1392.) 


FORMULA USED IN ITS CONSTRUCTION 


D — Cosec. of Azim. x Secant of Latitude. 


Example. 


Azimuth 20° 
Latitude 45° 


Cosee. 10-4659483 
Secant 10*1505150 + 


D = 4 1349 


- 0 6164633 


This Table is an extension of Tabic II. of previous editions of “ Wrinkles, 
and has been calculated and checked with great care. Like Table C, the 
vahies can be taken out of the ordinary Traverse Table by a double entry. 

For example:— 

1. With the Latitude (45°) as a Course , look for, say, 100 in the Latitude 

column, and against it, in the Distance column, will be found a 
number (141 - 5). 

2. With Bearing (20°) as a Course, and against 141*5 in a Departure 

column, will be found 413-6 in a Distance column. Divide this by 
100 and you get 4'’136, or nearly the same as by logarithms. 

The number 100 is employed iustead of the unit 1, in order to get three 
places of decimals in the answer. 1,000 would be better still, if the Traverse 
Tables only ran up to it. 

Or D maybe found thus when working the ordinary chronometer problem 
(page 478) take out the Logarithmic Tabular Different.e (for say 100") of the 
cosine of the i sum, and to it add the Log. Tab. Difif. (for tame number of") of 
the sine of the remainder. Multiply by 2, and divide the product by the Log. 
Tab. Diff. (for same number of'0 of the sine of half the Hour-angR 
The quotient will l>e D in seconds of Time 


2 m 
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1750 

14-01 

II 08 

7030 

6398I5S72 

5*4 27 

5 046 4717 

36 

37 

7083 

35*4 2 1 23-62 

1772 

14 18 

II S3 

10 14 8*882 7 902 

71 iS 

64/8 5*945 

5*495 

5 109 4776 

7i*75 

35 88 23 92 

*7*95 

'4*37 

II 98 

10 27 8 997 

8-004 

7-211 

6-562 

6022 

5*566 

5*170 4 838 

3& 

7271 

36-36 24 25 

1819 

'4*50 

1214 

1041 

911S 8 112 

7 3 *S 6 651 0104 

5 641 

5 246 4 903 

39 

73*73 

36 87 24 59 

*8-45 

1470 

12*31 

10 50 9 240 

8 220 

7*41 

6 744 6189 

5720 

5*319 4*9/2 

4$ 

74 80 

37*40 

24 94 

1S71 

14 98 

12*49 

1071 9 3S0 8 345 

7-518 6 841 6 279 

5*803 

5 390 5^44 

4i 

75*92 

37*97 25-32 

1899 

15*20 

12*08 

10S7 9 521 8 470 
1104 9 669 8 602 

7 630 6 944 6373 

5*890 5 477 5 1 19 

42 

77*io 

38 56 25-71 

*9*29 

*5*44 

12 87 

7749 7*052 6 472 

5 9S2 5-502 5-109 

43 

7« 35 

39**8 2613 
39 S3 26 56 

19 60 

1509 

1308 

1122 

9 825 8 74* 

7 S74 7 166 6 576 

6-07S 5652 5-283 

44 

7965 

*993 

• 5*95 

'3*30 

1141 

9 9S9 8 887 

8*0(6 7 2S6 6"686 

6‘iS-> 5-746 5*371 

45 

8103 

40-52,2702 

2027 

1623 

*3 S3 

11 60 

1016 9 -40 

8 144 

7412 

6S02 

6 2S7 

5 846 5*464 

46 

8248 

41*25 27 51 
42*01 28*02 

2064 

1652 

*3*77 

11 Si 

10*34 

9202 

8 ?9< 

7 514 6-924 

639.1 5951 

5562 

47 

8402 

21*02 

i6S2 

14-03 

1203 

1 54 

'>*373 

8*444 7 685 7 052 

6 5iS 0061 

V665 

48 

85 63 

42*S2 

2856 

21-42 1 

'7*' 5 

14*30 

12*26 

»"*74 9353 

8 006 7'S 718S 

6644 0 178 5 774 

49 

87*34 

43*68 

29 12 

21 85 

*7'49 

1458 

'*’51 

10 95 9 744 

8778 7 '*8S 7-331 

6776 6 301 5 889 

50 

S914 

44*58 

29*73 

2 2-30 

17*5 1 i* s » 

1277 

iris 9*945 

8 ^59, 8153 7 483 

0*916 6 431 6-on 

5‘ 

91*05 

45*53 

3036 

227S 

IS 23 

1520 

1304 

1142 

1016 

9*151 S 32s 7 643 

7*064,6 56S 6*139 

52 

9307 

40-54,3104 
47 61 3**75 

23 28 

18-04115*51 

13*33'11*67 io*38 

•1*354 s *5 1 3 7*812 

7 221 6 714 6 276 

S3 

95*31 

23*82 

1917 

15 9° 

1363 

' H 94 

K 62 

•> 510 8708 7*902 

7-387 6868 6-420 

54 

97*48 

A7S 3^-si 

24 30 

1952 

1IO2S 

13 <i6 

12*22 

1088 

9707 

8916 8 18? 

7563 

7 032 6-573 

5S 

9990 

49*96 ( 33*3» 

24 99 

20 00 

1668 

M3' 

|'**« 

II 14 

10*04 

9 I37|8*386 

7750 

7*207 6736 

56 

57 

1025 

5**24 34**7 

3504 

2« 52 

|i7’H 

1467 

1285 

' 11*43 

103 

9*372| 

S*6oi 

Rg 

7 392 6 909 

105-2 

5261 

15’oS 

2632 

2I-. 7 

•7*57 

1507 

13 10 

1174 

ios7 

9 623, 8*831 

7*59° 

7S00 

7*094 

56 

1081 

54-07,3^00 

2705 

21 05 

, 1805 

15 48 13 5< 

12x6 

1087 

q S to 9 076 

8*389 

7*291 

59 

1113 

SS 63 37**o 

27 S3 

2228 

IS'57 

15 93 

»3 95 

12*41 

1 1 18 

io*i8 | 9*339 

8*031 

S026 7 502 

^60 

114 6 

57 ?* 

is 21 

2S67 2295 

10 11 

16 41 

14,37 

11278 

"*J2 

10*48 0 619 

S-Sgi 

S*267 7727 


To ccnvort Into Time, multiply by V Tima 114*6 x 4*7 M i 
tuu appllaa aiao to tbe quajultlas In Tabla 0. 
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TABLE D. 


Shewing the error produced In the Longitude by an error of l' In the Altitude. 


Lat 

TRUE AZIMUTH. 

10 ° ! 17 ° | 18 ® | 19 ° I 20 ® | 21 * | 22 ® | 23 “ I 24 “ | 25 “ | 26 ° | 27 ® I 28 ' | 29 ® | 30 ® 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

i x 3 

! M 
J 5 
16 

ii 

IQ 

20 

21 

22 

23 

24 

25 

26 

% 

29 

30 
3 i* 

32 

33 

34 

35 

36 

37 

38 

39 

40 

4 X 

42 

43 

44 

4 5 

46 

47 

48 

49 

50 

5 i° 

52 

53 

54 

55 

56 

% 

g 

3 6cS 
3-629 

3630 

3' 6 33 

3637 

3642 

3 -6 4 S 

3*655 

3664 

3'673 

3*684 

3696 

.r "09 

3723 

3-739 

3-756 

3774 

3794 

3 ‘SiS 

3 - 8.37 

3-861 

3886 

3-913 

3941 

3 - 97 i 
4003 

4- 036 
4-072 
4109 
4-148 
4-189 

4-232 

4-278 

4326 

4'376 

4-429 

4-484 

4-543 

4-604 

4-668 

4736 

4-807 

4-8S2 

4 - 96 i 

5 - 043 
5 -' 3 i 

5223 

5-320 

5-422 

5-530 

5*644 

5 - 765 
5*893 

6- 02S 
6-172 
6-325 

6- 4 8S 

6-66i 

6- 846 

7*044 

7- 256 

3-420 

3421 

3422 
3-4 25 

3-429 

3433 

3*439 

3 M 46 

3-454 

3-463 
3*473 
3*484 
3 497 
3 - 5 i« 
3525 
3-541 
3-558 
3-577 
3596 
3-617 
3640 

3-664 
3-689 
3716 
3744 
3-774 
3805 
3 839 
3-874 

3911 

3949 

3- 990 
4033 

4- 078 
4-126 
4-175 
4*228 

4-283 

4-340 

4 - 40 I 

4465 

4 ‘ 53 2 

4-602 

4677 

4755 

4-837 

4- 924 

5 - 015 
5-112 

5213 

5-321 

5*435 

5*555 

5083 

5 ' 8 i 9 

5 - 963 

6- i 17 
6-2 So 
6*454 
6-641 
6 841 

3*236 

3-237 

323S 

3241 

3-244 

3" 2 48 

3-254 

3-260 

3- 2 6S 

3-276 

3-286 

3-297 

>308 

3 321 
3-335 

3 350 
3*366 
3384 
3403 

3*423 

3*444 

3-466 

3 490 
3316 
3542 
3 ’ 57 i 
3*6ro 
3-632 
3665 

3700 

3*737 

3*775 

3 8i6 

3 -S 59 

3 - 903 
3 ' 95 * 

4- 000 
4-052 
4-107 
4-164 
4-224 

4-288 

4355 

4425 

4'499 
4376 
4-659 

4-745 

4-836 

4 - 933 

5 - 034 

5*142 

5-256 

5377 

5-787 

5- 942 

6- 107 
6*283 
16-472 

3-072 
3072 
3-073 
3076 
3 079 
3083 

3'oSS 
3095 
3102 
3*1 ro 
3-119 

3129 

3 -MO 

3-152 

3*166 

3 ‘iSo 

3-195 

3-212 

3-230 

3-249 

3-269 

3-290 

3313 

3337 

3362 

3-389 

3 T 17 

3'447 

3*479 

3512 

3347 

3 - 5 S 3 

3-622 

3-662 

3705 

T 750 

3'797 

3-846 

3 - 89 S 

3 - 9 S 2 

4- 010 

4-070 

4133 

4-200 

4*270 

4344 

4-422 

4304 

4*590 

4-682 

4-778 

4*8Si 

4- 989 

5 - 104 
5*226 
5355 

5*493 

5-640 

5796 

5-964 

6 M 3 

2924 

2924 

2-926 

2-928 

2-931 

2-935 

2-940 

2-946 

2953 

2-960 

2-969 

2- 979 
2*989 
3001 
3013 

3- 027 

3-042 
3-057 
3 074 
3-092 

3 *iii 

3-132 

3 T 53 

.n 76 

3 " 20 i 

3-226 

3-253 

3281 

3311 

3343 
3376 
3 * 4 11 
3-448 
3 H 86 
3 ' 5-7 
3-569 
3614 

3661 
3710 
3762 
3 - 8 i 7 
3-874 
3'934 

3 - 998 

4- 065 
4-135 

4-209 

4-287 

4370 

4357 

4*549 

4*646 

4*749 

4- 858 
4*974 
5*097 
5*229 

5 - 368 
5 * 51 / 
5-677 

5 '848 

2790 

2791 

2792 
2-794 
2*797 
2’8oi 

2 806 
2-811 
2-SiS 
2-825 

2-833 

2-843 

2853 

2*864 

2-876 

2-SS9 

2-903 

2918 

2934 

2951 

2-970 

2- 989 

3- 010 

3-031 

3-055 

3-079 

3-105 

.3-132 

13-160 
3190 
3*222 

3-255 

3-290 

3-327 

3-366 

3-406 

3*449 

3*494 

3*541 

3 - 59 I 

3-643 

3697 

3755 

3815 

3-879 

3 - 946 

4- 017 

4-092 

4-170 

T 253 

4 * 34 * 

4*434 

4-532 

4637 

4747 

4*865 

4- 990 

5 - 123 
5-266 
5 * 4 i 8 
5 * 58 i 

2669 

2-670 

2-671 

2-673 

2 676 
2-680 

2-684 

2690 

2-696 

2703 

2711 

2719 

2729 

2-740 

2 * 75 * 

2764 

2777 
2791 
2*807 
2*823 
2841 

2*859 

2-879 

2-900 

2-922 

2-945 

2-970 

2- 996 

3- 023 
3-052 
3-082 

3*114 

3 MS 
3183 

3-220 

3259 

3 ' 3 oo 

3*343 

3-388 

3-435 

3-485 

3-537 

3-592 

3-650 

3 * 7 n 

3775 

3843 

3 - 9 M 
3 989 

4- 069 
4-153 
4-242 
4*336 
4*436 
4*542 

4654 

4774 

4 * 9 oi 

5*°37 

5*183 

5"340 

2-559 

2-560 

2-561 

2563 

2-566 

2-569 

2*573 

2*579 

2-584 

2-591 

2599 

2-607 

2616 

2-627 

2638 

2-650 

2-662 

2-676 

2-691 

2707 

2-724 

2741 

2760 

2780 

2*802 

2*824 

2-847 

2872 

2-899 

2-926 

2-955 

2- 986 
3018 

3- 052 
3-087 
3124 

3-'63 

3-205 

3-248 

3-293 

3 T 4 I 

3-391 

3’444 

3*499 

3-558 

3 - 6 I 9 

3-684 

3*753 

3*825 

3-921 

3- 982 

4- 067 
4-157 
4*253 
4*354 
4-462 

4*577 

4*699 

4S30 

4*969 

vug 

2*459 

2*459 

2-460 

2*462 

2-465 

2-468 

2472 

2*477 

2-483 

24S9 

2*497 

2-505 

2 - 5 I 4 

2*523 

2*534 

2*545 

2*558 

2 * 57 i 

2585 

2*600 

2*616 

2-634 

2652 

2-671 

2-691 

2713 

2 735 
2759 
2785 

2 -811 
2*839 

2- S6S 
2*899 
2*932 
2*966 
3001 

3- 039 
3078 
3120 

3-164 

3209 

3-258 

3*308 

3*362 

3*418 

3*477 

3*539 

3- 605 
3*674 
3748 
3*825 

3*907 

3*993 

40S5 

4- 183 

4*286 

4-397 

4*514 

4*640 

4774 

4917 

2*366 22S1 
2-367 22S2 
2-36S 2*283 
2-369 2*284 
2-372 2-2S7 
2*375 2*290 

2*379 2*294 
2-384 2-298 
2*389 2-304 
2*396 2-310 
2-403 2-316 

2-410 2-324 
2-419 2*332 
2*428 2*341 
2*439 2 " 35 i 
2-450 2-362 

2-462 2-373 
2-474 2-385 
2*488 2-399 
2*503 2-413 

2 518 2-428 

2*535 2*443 
2*552 2-460 
2*571 2*47S 
2-590 2-497 
2-611 2*517 

2*633 2-538 
2-656 2-560 
2-680 2-584 
2-705 2-608 
2732 2-634 

2-760 2"66i 
2790 2-690 
2-8*21 2-720 
2*S54 2752 

2- SSg 2-785. 

2*925 2*820 
2*963 2-856 

3- 003 2-S95 
3*045 2 *935 

3 0S9 2-97S 

3*135 3*023 
3-184 3*070 
3-235 3 *ii 9 
3-289 3 -i 7 i 
3-346 3-226 

3-406 3*284 

3-470 3-345 

3-536 3-409 
3 607 3*477 
36S1 3-549 
3-760 3-625 
3 843 3705 

3- 932 3-790 

4- 026 3-881 
4-125 3-977 

4-231 4-079 
4*345 4-188 
4*465 4-305 

4-594 4-429 
4-73214*^621 

2*203 
2-203 
2*204 
2'206 
2'2o8 
2*2 11 

2*215 

2*219 

2*224 

2*230 

2-237 

2-244 

2-252 

2-261 

2-270 

2‘2S0 

2291 

2-303 

2-316 

2-330 

2*344 

2-359 

2376 

2*393 

2-411 

2-430 

2 * 45 * 

2*472 

2*495 

2*518 

2-543 

2-570 

2'597 

2*626 

2*657 

2*689 

2723 

2758 

2*795 

2-834 

2*875 

2*919 

2- 964 

3- 012 
3-062 
3-115 

3171 

3-230 

3-292 

3*357 

3-427 

3-500 

3*578 

3- 660 
3747 
3*840 

3939 

4- 044 
4*157 
4-277 
4*405 

2-130 

2-130 

2131 

2-133 

2 135 

2*138 

2142 

2*146 

2151 

2*157 

2*163 

2-170 

2-I7S 

2*186 

2-195 

2*205 

2*2 l6 
2-227 
2-240 
2-253 

2*267 

2-282 

2-297 

2-314 

2*332 

2 * 35 ° 

2-370 

2-391 

2*412 

2*435 

2*460 

2-485 

2-512 

2-540 

2-569 

2-600 

2*633 

2*667 

2-703 

2 * 74 i 

2*781 

2*822 

2-866 

2-912 

2- 961 

3- 012 

3066 

3-123 

3183 

3-247 

3 * 3‘4 

3 * 38 S 

3*460 

3*539 

3-624 

3714 

3S09 

3- 911 

4- 020 
4 '136 
4-260 

2063 

2-063 

2*064 

2*065 

2-o6S 

2-071 

2-074 

2-078 

2*083 

2-088 

2-094 

2*101 

2 - I09 

2117 
2*126 
2135 
2*146 
2*157 
2*169 
2-1S2 
2-195 

2-209 

2-225 

2-241 

2-258 

2-276 

2-295 

2-315 

2-336 

2-358 

2-382 

2-406 

2-432 

2*459 

2-488 

2-518 

2 - 55 ° 

2-583 

2-618 

2*654 

2-693 

2733 

2-776 

2-820 

2- 867 
2917 

2*969 

3- 024 
3-083 
3*144 
3*209 

3278 

3 - 35 o 

3 T 27 

3-509 

3-596 

3-689 

3787 

3- 892 

4- 005 
4*125 

2*000 

2-000 

2*001 

2*003 

2*005 

2 008 

2011 

2*015 
2-020 
2*025 
2-031 

2*037 

2-045 

2 053 
2-o6i 
2-071 

2 *08l 
2-091 
2-103 

2 Il § 
2-128 

2*142 

2*157 

2173 

2-l89 

2-207 

2-225 

2-245 

2265 

2*287 

2-309 

2‘333 

2*358 

2*385 

2-412 

2-442 

2-472 

2*504 

2*538 

2*574 

2’6ll 

2*650 

2*691 

2*735 

27S0 

2- 828 

2*879 

2*933 

2*989 

3 - 049 
3111 

3-178 

3-249 

3-323 

3'403 

3 M 87 

3-577 

3- 672 
3774 
3883 

4- 000 


, S. 

To convert Into Time, multiply by 4. Thus, 7 256 x 4 = 2S 024. 
This applies also to the quantities In Table C. 
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TABLE D. 

Shewing the error produced In the Longitude by an error of l' in the Altitude, 


Ui 






TRUE 

A Z 1 

MUTH, 





I 

31 * | 

32 ® 

33 ® 

34® 

35 ® 

36 * 

37 ® 1 

38 ® 

1 39 s 1 

40 ’ | 

41 ® 

42 ® I 

43 * 1 

44 ® 

45 * ll 

0 

1-942 

1SS7 

1836 

1-788 

*743 

1-701 

1-662 

1 -624 

1-589 

I'SS 6 

1-5=4 

1*494 

'•466 

1-440 

1 * 4*4 

I 

194 2 

1XX7 

1-836 

1789 

1744 

1702 

1-662 

1-625 

1*589 

1 * 550 , 

• 524 

1495 

1-467 

l 440 

1*414 

2 

1'943 

1*8X8 

>-«J 7 

1789 

'745 

1-702 

1663 

1-625 

1-593 

1*557 

1 525 

l 495 

1 - 407 ' 

1-440 

1*415 

3 

■ 944 

1S90 

1 * 8.19 

1791 

1746 

1-704 

10641 

1626 

1*591 

1*558 

1*526 

1497 

I46X 

1 442 

1 4l6 

4 

1-946' 

1 S92 

rS4i 

1793 

1748 

1-705 

1 666 

I- 62 S 

* 593 

1500 

1 52 X 

1 4 )S 

l 470 

•443 

1-418 

5 

1949 

1 - 6*94 

1*843 

1795 

1750 

1 708 

1 668 

1*630 

‘*595 

1-562 

1 530 

1500 

1 - 472 ! 

1 445 

1 420 

6 

1952 

1S97 

1-846 

179S 

1*753 

' 7 » 1 

1-671 

1-633 

1-598 

1564 

«533 

* >03 

1*474 

•447 

1*422 

7 

1956 

V901 

1S50 

1 *802 

1-757 

* 714 

1674 

1-636 

1601 

'■507 

1-536 

1-506 

1*477 

•‘ 45 ° 

• 425 

8 

l -961 

1*906 

<*854 

1 S06 

1761 

1-718 

1678 

1*640 

1605 

1*571 

1*539 

1509 

1-481 

•454 

I 42S 

9 

1966 

1-911 

1*859 

l-8u 

1765 

1723 

1 682 

1-645 

1003 

1 575 

i '54 3 , 

1-513 

'485 

'■458 

1 432 

10 

1 972 

1-916 

l -804 

1S16 

1770 

1728 

>-6S7 

1649 

1-614 

1 5S0 

1 548 

1-518 

1 4S9 

1-462 

1 430 

ii 

197S 

1*922 

l 870 

l ’S22 

1776 

i *733 

1093 

1-655' 

1619 

i’ 5 s 5 

1 * 553 ' 

1*522 

1494 

1-467 

1 441 ^ 

12 

* 9S5 

1929 

1 877 

1S2S 

17X2 

1*739 

1*699' 

1*661 

11*625 

•'S'! 0 

1 558 

1528 

1 499 

'•472 

I446 

i 3 

1 993 

1-937 

1SS4 

1835 

1-789 

1746 

1 705 

1*667 

'•631 

1*597 

1*504 

1*534 

1505 

1477 

1451 

M 

2001 

1*945 

1892 

1843 

1*797 

• 751 

1 * 7*3 

1*674 

'1*638 

1*603 

‘•571 

1 *54 > 

i* 5 ii 

••484! 

14 58 

15 

2 010 

1*951 

1 901 

1851 

1SJ5 

1761 

1720 

r6S2 

1*6} 5 

1 *6111 

1 57 S 

1*547 

1-518 

1 49 ° 

1'404 

16 

2020 

1*963 

1*910 

i-86o 

1 -Si 4 

1771 

1729 

1-690 

‘•653 

1618, 

1*5X6 

«*555 

• 525 

1*4981 

1-471 

17 

2 010 

1*973 

1-920 

1-870 

1-823 

1779 

1738 

1-698 

1 002 

1-627 

1-504 

1563 

* 553 

1*505 

•479 

18 

2 042 

1*984 

i* 93 i 

1SS0 

1 * 8,13 

1789 

1*747 

1-708 

1-671 

1636 

1603 

•*S 7 i 

1*542 

l* 5'4 

• 487 | 

19 

2054 

1 996 

1-942 

1891 

1-844 

1799 

1*757 

171S 

1 *681 

1-645 

1*6 12 

1*581 

1 *5 S11 

1523 

1 49 * 1 

20 

2-066 

2*008 

1*954 

1-903 

1-855 

1810 

1768 

1729J 

,l '691 

1*656 

1*622 

i* 59 o 

1*500, 

'•532 

' 5°5 | 

21 

2’oSo 

2 021 

1967 

1-916 

1867 

1-822 

17S0 

1*740 

1702 

1*666 

1*633 

1 601 

1 * 57 1 1 

1*542 

i* 5 i 5 

22 

2094 

2*035 

1-980 

1-929 

1 8S0 

>*835 

1792 

1 * 752 , 

1*714 

1678 

1644 

1-612 

1 581 

>553 

1 525 

23 

2 109 

2-050 

1*095 

i *943 

1*894 

1848 

1 -805 

'1-765 

1726 

1-690 

1656 

1624 

i *593 

1-564 

•536 

24 

2125 

2066 

2*010 

1*958 

1908 

1-862 

rSiQ 

1778 

•739 

1*703 

1 1 609 

1 636 

1 605 

1-576 

1518 

25 

2 'I 42 

2-082 

2 026 

1*973 

1*924, 

1*877 

i*S 33 

1792 

•753 

1717 

1 6S2 

1-649 

1 61S 

1-5X8 

1560 

e 

26 

2 l6o 

2100 

2 04 3 

1-990 

1*940 

iS 93 

i*8 19 

1807 

176S 

1731 

1 696 

1 663 

1-631 

1602 

•571 

27 

2-179 

2 1 iS 

2001 

2-007 

»‘*57 

1-909 

1*805 

.823 

1783 

1-746 

I-?** 

1677 

1 646 

r6i6[ 

1587 

28 

2199 

2137 

2 079 

202$ 

'*975 

1*927 

1-8X2 

1840 

1 Soo 

1762 

1726 

1 693 

1 661 

1630 

1-002 ' 

29 

2-220 

2-158 

2-0)9 

2 045 

1 * 993 ' 

>*945 

1-900 

1*857 

1817 

1779 

1743 

1709 

1 676 

1*646 

1617 

30 

2 242 

2 '> 79 , 

2'1 20 

206) 

2013 

l '964 

1 * 9*9 

1876 

1*835 

l *796 

l 760 

1726 

i* 693 | 

1 662 

1 633 

31 

2265 

2 202 

2142 

2 0S6 

2034, 

**985 

1-919 

1*895 

1S54 

1815 

• 77 S 

1*744 

1711 

1-679 

165O 

32 

2'2 SO 

2225 

2165 

2109 

2-050, 

2*006 

1*959 

1*915 

1874 

1-834 

'1797 

1-762 

1*729! 

11-697 

1 668 

33 

2 ' 3'5 

2250 

2189 

2132 

2-079 

2'029 

» 9 s «I 

1*937 

•'895 

1855 

1 817 

1-7X2 

• * 74 S 

1716 

r6x6 

34 

2-342 

2-276 

2 215 

21 57 

2 >03 

2*C52 

2 00 4 

1959 

1 917 

1*877; 

>S }9 

IS 03 

1-769 

• 736 

1706 

35 

3 370 

2- 3°4 

2-241 

2*»83 

2 128 

2-077 

2-028 

»*983 

1 040 

1 S99 

1-861 

1S24 

1*790 

T 757 

1725 

36 

37 

2-4OO 

2*333 

2270 

2-210 

' 2-155' 

2-103 

2-054 

200S 

1 -964 

i' 923 i 

1*884 

1-847 

i*812 

« 779 

1748 

2 431 

2363 

2-29'> 

2 ‘ 23 -> 

2 183 

2130 

2 0S1 

[2-034 

199 1 

1948 

1 - 9^9 

1871 

1-836 

t "8 ^3 

l‘ 77 > 

38 

2 464 

2 '39 5 

2*330 

2 20) 


2-150 

2 109 

2"oO 1 

2010 

1 974 ! 

!» *134 

r8 >7 

1 -S > 1 

1*827 

1*795 

39 

2 M 98 

242S 

2*363 

2301 

2 241 

2 189 

2 158 

2 090 2 04 5 

2 002, 

1*901, 

1 923 

1SS7 

1852 

1X20 

40 

2'535 

I 2-463 

2'397 

2334 

2 270' 

2*221 

2 109 

2 120 

2 074 

2 031 

.* 9)0 

1-951 

1*914 

11879 

1-846 

4 * 

2'573 

■ 2-500 

2*433 

2-3701 2 310 

2-254 

2 202 

2 152 

2-105 

2 061| 2-020 

1-980 

i *941 

1 907 

1 S74 

42 

2613 

,2 539 

2471 

2 406 

'2*346' 

2289 

2 2 \(i 

2 l86 

21 3 'X 

2 093 

2051 

2011 

1*973 

1 9.17 

1*903 

43 

2655 

- 2580 

2 5 »i 

2-445 

2-384 

2-3=6 

2272 

2221 

2173 

2127 

2*08} 

2-045 

2 005 

1-908 

1034 

44 

2 O99 

2623 

2*552 

24S0 

2-424 

2 - 36.5 

23 IO 

2258 

2’209 

2 163 

2 1*9 

2-78 

2038 

2001 

i960 

45 

2 ' 74 '> 

2 669 

2597 

2 529 2 -460, 2-406 

2-.1SO 

2 297 

2-247 

2‘200 

2 150 

2114 

2 074 

2036 

2 xo 

46 

2705 

,2717 

2*643 

2 - 57.4 

2*510 

2 449 

2 3 f *2 

2*3 IX 

2-2*7 

22 A 

1 219 J 

2 151 

2111 

2072 

2036 

47 

2S47 

2767 

2692 

2022 

2 556 

2'495 

2 4l6,2 }S2 

2*330 

2-281 

2-255 

2191 

2150 

2111 

2074 

48 

2 *‘>02 

2 S20 

2744 

2 - 07.1 

2-006 

2-543 

24X3 

'2-427 

2*3 r 5 

2 325 

2 27X 

223 1 

2 i)i 

2 151 


49 

2 959 2 S76 

2 799 

2726 

2 05 7 

2 591 

2 511; 

2 47O 

2 422 

2 - 37 * 

2323 

2 27S 

2 235 

2 194 

*s‘ 

SO 

3*021 

2-936 

2850 

2 7S2 

2712 

2647 

2585 

3-527 

I 2*472 

2-420 

2 371 

2*325 

2 281 

2 24 

2 200I 

51 

30S5 

2-9.19 

2"Ql8 

2-S4 2, 

1 2770 

2701 

2 ’ 04 < 

2 5 X 1 

I 2*525 

2 472 

'2-422 

2-375 

2 130) 

2 2S7 

2 -47 I 

S 2 

3*'54 

,3*005 

2-982 

2 QO5 

2 -8 ; 2 

2 761 

2 099 

2 O38 

2-SXl 

2 527 

2 470 

2-427 

23S2 

213S 

2 97 

53 

1 2 20 

V30 

3^51 

2-071 

2 89® 

2S27 

2701 

2'6y 9 

204 

2 585 

2 531 

2-4X3 

2 4 >0 

2302 

2 350 | 

51 

3 

3 21 

3 124 

3 4 2 | 

2 '9O6 

2S94 

2 827 

2703 

27 1 

2 047 

2 591 

2*541 

24 5 

2 419 

2 406 , 

55 

3 385 

1 20 > 

3*2 ■ 

3 "S 

3 ' 04 ° 

2 916 

2 X97 2-832 

2 77 

271 2 

265: 

2 '(XX) 

2 550 

2 510 

2466 

56 

57 

3 4-2 

3 175 

V281 

?-|O s , 

5 1 iS 

3 ‘ *2 

2 971 

2 *05 

2-842 

2-782 

2 7 20 

2-073 

2622 

2 574 

2 529 

3*505 

5 46 *; 

3 17 i 

3 28; 

3 201 

1'2| 

> 05 I 

2 l *S2 

2018 

2 85<> 

2 79 > 

2-744 

2 002 

264} 

2 S '»7 

58 

3*064 

VSOr 

3 465 

3 375 

32-- 

1*2 10 

3 136 

' 3 « 5 

2-999 

2’9 >0 2 870 

2 >2 

2707 

2 7'7 

2 069 

59 

- 77 ° 1 «*■ 1 

rso. 

V 472 

3385 

3 1 3 

3 226 

•3 • 54 

3*° s 5 

3 'c 211 2*959 

2 (f : 

2X47 

2 795 

27 |6 

60 

1 SS3 

1771 

1072 

1 577 

1-|8® 

V401 

3*321 

V* |9 

yi-s 

t ill 3049 

29s j 

2 

2 X79 

2 X28 


To convert Into Timo, multiply by 1 Thu* 3 883 x 4 = 1B"632. 
Thu appllea also to the quanUllea lu Table C 
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TABLE D 

Bhewtng the error produced in the Longitude by ai 

t error 

of 1' 

In the Altitude. 








TRUE 

AZIMUTH. 







46® 

470 , 43=, 

49° 

50° | 51° 

52® 

53° 

1 54° | 

t 55® 

I 56® 

1 57® 

| 58 s 

| 59’ 

! 80° 

o 

0 

1 '39° 

1-367 

'•346 

1-325 

1*305 

i*2S7 

1*269 

1*252 

1*236 

1*221 

1*206 

1*192 

ri79 

1*167 

1155 

i 

1*390 

1-368 

1-346 

1-325 

1*306 

1-2S7 

1*269 

1-252 

1*236 

1*221 

X'206 

1193 

1-179 

1167 

1155 

2 

i‘39i 

1-368 

1746 

1326 

1*306 

i- 2 S8 

1*270 

1-253 

1237 

1*222 

1*207 

1193 

ri 80 

1-167 

1*55 

3 

r 39 2 

1-369 

1-347 

I-327 

1*307 

12S9 

1*271 

1*254 

1-238 

1*222 

I-20S 

1*194 

riSi 

ri68 

1*156 

4 

i'594 

l'37I 

1*349 

I-32S 

1*309 

1*290 

1272 

1*255 

1*239 

1*224 

1*209 

1*195 

1-182 

1169 

1*158 

5 

i'395 

i-373 

i’35i 

r330 

1*310 

1*292 

1*274 

1*257 

1*241 

1*225 

1*211 

1*197 

nS 4 

1171 

1-159 

6 

1 39S 

1-375 

i*353 

1*332 

i*3i3 

i-294 

1*276 

1259 

1*243 

1*227 

1-213 

1*199 

1186 

i*i73 

1*161 

7 

1 401 

1-378 

i -356 

1-335 

1*315 

1-296 

1 *2791 

1*262 

1-245 

1*230 

1-215 

1*201 

riSS 

1175 

1-163 

8 

1-404 

nsi 

1-359 

i -338 

1*318 

1*299 

1*281 

1*264 

1*248 

i*233 

1*2 l8 

1*204 

1-191 

1178 

ri66 

9 

1-407 

1-384 

1*362 

r342 

1-322 

1303 

1-285 

1*268 

1251 

1236 

1*221 

1*207 

1194 

1 *i Si 

1*169 

10 

1-412 

i* 3 SS 

1*366 

i*345 

1*326 

1-307 

i*2S9 

1*271 

1-255 

I *2^0 

1*225 

1*211 

1 197 

1-185 

1173 

u 

1416 

1-393 

i*37i 

i*350 

1*330 

i*3” 

i*293 

1*276 

1-259 

I "244 

1*229 

1*215 

T20I 

riSS 

1-176 

12 

1*421 

1-398 

1376 

'*355 

i*335 

1*316 

1297 

1*280 

1*264 

1-248 

1233 

1*219 

1*206 

1*193 

nSo 

>3 

1-427 

1403 

1-381 

1-360 

1340 

1*321 

1*302 

i* 2 S5 

1*269 

1*253 

I-238 

1*224 

1210 

1-197 

1-185 

M 

i-433 

1-409 

1-387 

1-366 

1-345 

1*326 

i’3°S 

1*290 

1*274 

1*258 

1*243 

1*229 

1-215 

T202 

1-190 

15 

»’439 

1 -416 

1-393 

1*372 

i-35' 

i*332 

1-3*4 

1*296 

1*280 

1*264 

1*249 

1*234 

1*221 

l*2oS 

1-195 

16 

1-446 

1*422 

1-400 

i -378 

1-358 

i*339 

1-320 

1*303 

1*286 

1*270 

1-255 

I*240 

1*227 

1*214 

1‘201 

*7 

1 '4 54 

i'430 

1-407 

i*3S6 

1-365 

1*346 

1*327 

1-309 

1*293 

1*277 

1*261 

1*247 

1'233 

1*220 

1-207 

iS 

1-462 

1438 

1-415 

1-393 

1-373 

1-353 

i-334 

1317 

1*300 

1*284 

I -268 

r2§4 

1*240 

T227 

1*214 

19 

1*470 

1*446 

1*423 

1*401 

1*381 

1-361 

1*342 

1-324 

1*307 

1*291 

1*276 

1*261 

1*247 

1*234 

T221 

20 

1*479 

i-455 

i*432 

1*410 

1*389 

1-369 

1-350 

i-332 

1315 

1*299 

1-284 

1*269 

1-255 

1*242 

I-229 

21 

1*489 

1-465 

1-441 

i*4'9 

1*398 

1 *378 

i-359 

i*34i 

1-324 

1 *308 

1*292 

1*277 

1*263 

It250 

1*237 

22 

1499 

1-475 

1*451 

1429 

1-408 

1*388 

1-369 

1-350 

i'333 

i*3i7 

1-301 

1*286 

1*272 

1*258 

1*245 

23 

1510 

1-485 

1*462 

1-439 

1*418 

1*398 

1-379 

1*360 

1 "343 

1*326 

1*3'0 

1*295 

1*281 

1-267 

1-254 

2 4 

1*522 

1*497 

1*473 

i-45o 

1429 

1*409 

1*389 

1 "37 1 

1-353 

i -336 

1*320 

1*305 

1291 

i'277 

1*264 

25 

i*534 

1-509 

1-485 

1-462 

1-44° 

1*420 

1*400 

1-382 

1-364 

i-347 

i*33i 

1*316 

1*301 

1*287 

1*274 

26 

•'547 

1-521 

i*497 

1-474 

i*45 2 

,i-432 

1*412 

i-393 

i-375 

i *358 

1*342 

1*327 

131 2 

1 *298 

1*285 

27 

1*560 

1*535 

1-510 

1*487 

1-465 

1*444 

1*424 

1-405 

1-387 

1*370 

1-354 

1*338 

1*323 

1309 

1-296 

28 

T574 

1*549 

1-524 

1*501 

1-478 

1-457 

1*437 

1*418 

1400 

13S3 

1 *366 

1*350 

1-336 

1-321 

1*308 

29 

1*589 

1563 

1*539 

I-5I5 

i*493 

1*471 

i-45i 

1-432 

i'4i3 

I-396 

i”379 

1*363 

i *348 

1*334 

1-320 

30 

1*605 

1-579 

1*554 

, '53° 

1-507 

1-486 

1*465 

1*446 

1*427 

1*410 

i*393 

i-377 

1*362 

1*347 

1-333 

31 

1*622 

1-595 

1*570 

r546 

1523 

1-501 

1*480 

1-46. 

1*442 

1-424 

1*407 

1*391 

1*376 

1361 

x-347 

32 

r639 

1*612 

1*587 

1*562 

1-539 

1517 

1-496 

1*476 

1458 

1-440 

1*422 

1*406 

1 39o 

1376 

1*362 

33 

1658 

1-630 

1*604 

1*580 

i-557 

1*534 

1-5*3 

1-493 

1-474 

1456 

1-438 

1-422 

1*406 

1-391 

1-377 

34 

1-67^ 

1-649 

1*623 

1-598 

i-575 

1-552 

1-531 

1510 

i*49i 

1*473 

1-455 

r 43 S 

1-422 

1-407 

1*393 

35 

1-697 

1-669 

1-643 

1618 

i*594 

1*571 

1-549 

1*529 

1*509 

1*490 

1*473 

1-456 

1-440 

1-424 

1-410 

36 

1718 

1-690 

1*663 

1-638 

1*614 

X'591 

1569 

f548 

1*528 

1*509 

i*49i 

i*474 

1*458 

1442 

1*427 

37 

i’74i 

1712 

1*685 

1659 

1635 

1*611 

1-589 

156S 

I-54S 

1*529 

1*510 

1-493 

1-476 

1-461 

1-446 

38 

1764 

1735 

1 70S 

1 *681 

1-657 

1633 

1610 

1*589 

I-569 

1*549 

'*531 

1513 

1*496 

1-480 

1-465 

39 

1789 

1759 

1732 

1705 

1680 

i-6?6 

1-633 

1*611 

i’59i 

1*571 

1-552 

1-534 

1517 

1-501 

1 -486 

10 

1815 

1785 

1757 

1730 

1704 

1*680 

1-657 

1-635 

1*614 

1*594 

1-575 

1-557 

i’539 

1523 

1-507 

li 

1-842 

1*812 

17S3 

1-756 

i*730 

1705 

1 *681 

1*659 

1-638 

1*618 

i-59S 

1*580 

1*562 

1-546 

1*530 

12 

1-871 

1-840 

1*811 

1-783 

1757 

1 732 

1 70S 

1*685 

1-663 

1643 

1-623 

1*604 

1-587 

1-570 

'■554 

13 

1-901 

1-870 

rS40 

1 '812 

I-7SS 

*759 

1735 

1*712 

1*690 

1*669 

1-649 

1-630 

1*612 

1-595 

i-579 

14 

1-933 

1901 

1*871 

1842 

1-815 

1789 

1764 

1 741 

1718 

1*697 

1677 

1*658 

1-639 

1-622 

1*605 

15 

1-966 

1-934 

1-903 

1-874 

1-846 

1*820 

1795 

1771 

1748 

1*726 

1*706 

1-685 

1-668 

1650 

1-633 

16 

2'001 

1-968 

«*937 

1-907 

1879 

1*852 

1*827 

1*803 

i*779 

1757 

1736 

1716 

1-697 

1*679 

1-662 

17 

2-038 

2-005 

1-973 

1-943 

1*914 

1*887 

i*861 

1-836 

1*812 

1790 

1769 

1748 

1729 

1711 

1-693 

18 

2-078 

2-043 

2011 

i*9So 

1*95* 

1-923 

1*897 

1*871 

rS 4 7 

1*824 

1 803 

1782 

1762 

1-744 

1726 

19 

2*119 

2-oS4 

2051 

2-020 

1*990 

1961 

X'934 

1*909 

1*884 

1 *861 

i -839 

1-817 

1-797 

1-778 

1-760 

50 

2*163 

2-127 2 093 

2-061 

2*031 

2 too 2 

1*974 

1*948 

i*923 

1899 

1 "877 

1*855 

1834 

1-815 

1-796 

ji 

2 209 

2-173 

2138 

2-105 

2074 

2*045 

2*016 

1*990 

1*964 

1-940 

1*917 

1-895 

1-874 

1-854 

1S35 

)2 

2258 

2*221 

2 186 

2-152 

2*120 

2-090 

2*061 

2-034 

2'00S 

19S3 

i-959 

1*937 

1*9*5 

1*895 

i S76 

i 53 

2*310 

2*272 

2-236 

2*202 

2169 

2138 

2-109 

2*oS I 

2-054 

2-028 

2*004 

1 981 

1*959 

1-939 

1-9*9 

\ A 

2-365 

2*326 

2-289 

2-254 

2*221 

2*lS9 

2*159 

2*I30 

2*103 

2*077 

2*052 

2029 

2-006 

1*985 

1 964 

15 

2-424 

2384 

2*346 

2-3IO 

2*276 

2243 

2*212 

21S3 

2-155 

2* 12S 

2*103 

2*079 

2*056 

2*034 

2013 

;6 

2*4S6 

2-445 

2406 

2*370 

2-334 

2- 3 OI 

2-269 

2-239 

2*210 

2*1 S3 

2-157 

2-132 

2109 

2-086 

2*065 

>7 

2-552 

2*511 

2*471 

2*433 

2-397 

2 363 

2*330 

2299 

2 2 70 

2-241 

2*215 

2-189 

2-165 

2142 

2*120 

>8 

2623 

2 *5 So 

2-539 

2500 

2 46 ) 

’•42S 

2-395 

2-363 

2‘333 

2304 

2*276 

2-250 

2*225 

2*202 

2-179 

59 

2-699 

2-655 

2*613 

2-573 

2-535 

2-49S 

2*4^4 

2431 

2-400 

2-370 

2*342 

2-3I5 

2-289 

2*265 

2*242 

to 

2-780 

2735 

2*691 

2*650 

2611 

12-574 

2-53812-504 

2*472 

2442 

2-412 

2-385 

2-358 

2333 

2*309 


, s. 

To convert into Time, multiply by 4. Thus, 2 780 x 4 = 11*120. 
This applies also to the quantities In Table C. 
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CHAPTER XV. 

TO FIND THE ERROR AND RATE OF A CHRONOMETER. 

Hitherto the recommendation has been to effect this by " Equal 
Altitudes”of lli e sun, a.m. and p.m., taken with the Artificial 
Horizon. This method, however, though short and simple, so far 
ns the figures go, is open to many objections. The operation 
cannot be completed at one time, since several hours must elapse 
before the second half of the observations can be made. During 
this tedious interval, the conditions which existed in the morning 
may be considerably changed. For example, the refraction may 
have increased or diminished, owing to a shift of wind or fall of 
rain; the observer’s "Personal Equation,” os it is termed, nia} 
have varied ; and the divisions of the sextant may have altered, 
through the effect of heat or cold in expanding or contracting 
the metal. 

Rnper says—" The method, even under the most favourable 
circumstances, can rarely be considered as at lording extreme pre¬ 
cision"; and all the things just mentioned tend to vitiate the 
accuracy of the result in a greater or less degree. Furthermore, 
the setting in of cloudy weather may cause the morning’s work 
to be so much labour thrown away, by rendering impossible the 
corresponding P.M. altitudes; and, in any ease, there is the incon¬ 
venience (sometimes very great) of a double journey to and from 
the ship, and a repetition of chronometer comparing. It is true 
the A.M. sights could l e used as “ Absolutes,” but every one accus¬ 
tomed to this sort of work knows the suspicion which attaches 
to observations taken only on one side of the meridian. 

The term “ Personal Equation, though v iy familiar to astro- 
in mrrs, may be ik* w to many sailors, so it is a*» well to explain it. 
It has been found that most men, however expert, have a lixed 
habit of " making contact ” either too soon or too late, depending 
for amount upon their nervous organization in general, and 
their bodily state at the time, whether of rest or fatigue, sickness 
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or health. It is even found that an easy or constrained position 
of the individual at the moment of observation may exercise 
considerable effect on the result. Thus the excitable man, fear¬ 
ing to miss the event, is apt to forestall it; while the man of 
phlegmatic disposition is more likely to be too late. In fact, 
each individual is found to have a certain definite rate of percep¬ 
tion, or what Miss Agnes M. Clerke, in her beautifully-written 
System of the Stars, calls “ rate of sense-transmission.” 

The human eye, also, in its measurement of distance, varies in 
different people. One man may consider the sun’s limb to be 
just touching the horizon, whilst another, using the same sextant, 
will consider it a trifle above it; and a third be impressed with 
the idea that the sun is too low, and that both the others are 
wrong. No doubt, to this, as much as to instrumental errors, is 
to be attributed the difference among officers in the common 
operation of taking the sun at noon. 

These may seem insignificant trifles to some, but the process of 
chronometer rating is itself a delicate one; and it must be remem¬ 
bered that, in the necessary splitting of seconds, we are dealing 
with quantities susceptible of the most minute influences. 

The principle of finding the error of a Time-keeper by “ Equal 
Altitudes ” is, that the earth rotating at a uniform rate, equal 
altitudes of a fixed body on either side of the meridian will be 
found at equal intervals from the time of transit of that body 
over the meridian, and that, therefore, the mean of the times of 
such equal altitudes will give the time at transit, which for the 
sun is noon. 

The better mode—taken all round—is to observe stars east 
and west of the meridian, within a few minutes of each other— 
by which all systematic errors, whether atmospheric,instrumental, 
or personal, are practically neutralized in the mean result. 
Moreover, with “ Equal Altitudes,” it unavoidably happens, when 
the latitude and declination are of contrary names, that the sun 
being badly situated, from the slowness of his motion in altitude, 
cannot be expected to give good results. Now this need never 
be the case with the stars ; a couple on or near the Prime Vertical, 
east and west, can always be found at some hour of the night, 
let the latitude be what it may. When selecting stars, choose 
those that have about the same altitude, and will therefore be 
equally affected by refraction. To avoid error due to a want of 
parallelism in the surfaces of the glass roof of the Artificial 
Horizon, reverse it for opposite stars, so that the same side may, 


Personal 
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SEXTAST-F1TTISG FOR STAR ODS. 


Professor 
Knorre t 
method of 
observing 
Stars. 


Jhronoaieter 
rating in Sues 
Canal 


in every case, be next to you * If the regular mercurial horizon 
is not to be had, an extempore one can easily be rigged up with 
a soup plate, and some oil or treacle. On a calm evening this 
makes a 100 A1 substitute. 

In the observation of the altitude of a star with the Artificial 
Horizon, it is always troublesome to bring down the image of 
the star rellected from the sextant mirrors to the image reflected 
from the mercurial horizon, or vice versa ; and sometimes, when 
two bright stars stand near each other, there is danger of employ¬ 
ing the rellected image of one of them for that of the other. A 
very simple method of avoiding this danger, and of facilitating 
the observation, was suggested by the late Karl Knorre, of 
Dorpat, when Professor of Practical Astronomy at the School of 
Navigation in Nikulajew. 

"It can be proved geometrically, that whenever the direct and 
reflected images of any star are made to coincide in the field of 
view of the sextant, the index gla-ss will be inclined at a constant 
angle to the horizon. (This angle is equal to the inclination of the 
sight-line of the telescope to the horizon glass.) If, therefore, we 
attach a small spirit level to the index arm, so as to make with 
the index glass an angle equal to this constant angle, the bubble 
of this level will play, whenever the two images of the same star 
are in coincidence, in the middle of the lield of view. 

" With a sextant thus furnished, we begin by directing the 
sight-line towards the image in the mercury ; we next move the 
index until the bubble plays, taking care not to lose the image 
in the mercury. The reflected image from the sextant mirrors 
will then bo found in the field, or will be brought there bv a 
slight vibratory motion of the instrument about the sight-line. 

" A sextant is easily fitted up on this principle, the level being 
made out of a small glass tube of little more than one inch in 
length. In sextants of the usual construction, the reading lens is 
attached to a stein that turns round a short pillar fixed at right 
amdes to the index arm ; in these cases the level may be attached 
to the same pillar, rotating stillly round it to admit of pre- 
naratory adjustment, and then fixed once for all in its proper 
position.” 

When made fast for the night in the Suez Canal—now the 
great highway to the Ka. t- the writer has found it very con- 

* In taking ’* absolute* ** or independent observation* of the sun not K-pal Altitude*), 
the 'Cut mu'-l ho reversed when half war through the dottred number. 
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venient to ascertain the errors of his chronometers by the method 
above advocated. The Admiralty plan gives the exact latitude 
and longitude of each end of the canal, from which, with a little 
care and neat-handedness, the geographical position of any other 
point may be determined. But for the convenience of those who 
ma}’ distrust their own measurements, a few positions are sub¬ 
joined, from which others can more readily be fixed. 


Port Said high lighthouse. 

Latitude. 

O ' " 

31 15 45 N. 

Longitude. 

o ' " 

- 32 18 45 E. 

The 25 mile post at Kantara siding - - 

30 50 45 N. 

- 32 

19 15 E. 

Palace at Ismailia. 

30 35 30 N. 

- 32 

16 45 E. 

The 52 mile post at northern entrance 
to Great Bitter Lake - - - - 

30 25 45 N. 

- 32 

21 00 E. 

The 74 mile post near Chalouf - - - 

30 8 20 N. 

- 32 

34 24 E. 

South Pier Head of Port Ibraham - - 

29 56 10 N. 

- 32 

33 12 E. 


The correct latitude and longitude of a place being known, the Principle oi 
principle of determining Greenwich Mean Time, whereby to correctaM.T 
ascertain the error of a chronometer, may be explained in a few t>y observation 
words. Every navigator is aware that his daily sights give him ° ns ° r * 
the Apparent Time at Ship, and that by applying the Equation 
of Time he gets Mean Time at Ship. Of course the same thing 
applies to the determination of Mean Time on Shore. Now, if 
he knows (from the chart or otherwise) the exact longitude of 
the spot where he took his sights, and turns it into time, he has 
merely to add or subtract it (according as it is west or east) to or 
from this Mean Time at Place , to obtain at once the correct 
Mean Time at Greenwich. This, compared with the correspond¬ 
ing time by chronometer, gives its error, fast or slow, as the case 
may be. Since the above was written Panama Canal has become 
an accomplished fact. 

Here it is necessary to be clear on one point. When this „ 0riginal 
comparison is made of the Chronometer time with the Greenwich Error" and 
time, it is to be distinctly understood that the “ Original error ” Rat “ umu 
and “Accumulated rate ” are to be entirely disregarded, and not 
allowed to enter into this part of the calculation. The actual 
difference then existing between the Chronometer and Greenwich 
times is to be taken as a new original error—entirely independent 
of the first one, which is no longer to be employed. This is par¬ 
ticularly dwelt upon, from the fact that many men compare the 
corrected Chronometer time with the Greenwich Mean Time, and 
in after work apply both errors, and even carry on the old rate, 
when they have all the materials for getting a new and more 
correct one. 
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S 5 6 ClinOXOMETEll BATIXG AT SEA. 

Sometimes, also, the error of the longitude by chronometer is 
found by the ordinary sights taken oif an island or headland 
passed in the course of the voyage; and this error—say 12—is 
improperly applied as a constant correction to all longitudes 
subsequently determined, instead of working out the error in 
time of the chronometer, and so arriving at the s«?u rate for future 
use. 

With reference to this custom of taking sights at sea when the 
ship's position is fixed by cross-bearings of well-known land, it 
is certainly very useful as a rough check if the vessel has been 
away from port for a considerable time: for example, it might 
be done with advantage by a homeward-bound East InJiaman 
when passing Cape Agulhas, or by an outward-bounder when 
passing St. Paul’s Rocks, near the equator." 

Rut if the chronometers have been recently rated on shore 
the errors inseparable from such observations at sea would prob¬ 
ably exceed the errors in the rate given by the maker. Thus 
many smart vessels pass Madeira when only a week out, and this 
might be considered a good opportunity for testing the chrono¬ 
meter rates : but though sights so taken might be useful in 
detecting gross errors, if such were suspected, they could not be 
relied upon under ordinary circumstances to give the time with 
the needful precision for ratiny purposes. More useful results 
might indeed be obtained if the vessel were stopped, so n.s to 
combine r.M. with am. observations; or in the event of her pars¬ 
ing in the afternoon a second point of land equally well deter¬ 
mined with the first. In either case the mean of the two sets 
would perhaps give a fair approximation to the truth. 

To find, on shore, the rate of a chronometer, its error on Mean 
rime must be known on two days, separated by an interval of 
not less than six, or more than ten days. Then the difference 
between the two errors, divided by the number of days in the 
interval, will give its daily rate for the time being. Whore the 
interval is a long one, say a month or six weeks, during which 
the temperature has varied considerably, the 7Ji/ , u7i daily rate is 
that which will be obtained, and may differ considerably from 
the performance of the chronometer at time of last observation. 
'Phis goes to prove the necessity of adopting 7V?nper<ifzi7* rates, 
ils recommended by Mr lfnrtmip. 

• Holb these are Tcry a.-curslely determine*! pomtinn* :— 

St. |Vil'» Keck*.I*t. 0°f-5 30 N. Ixm* 29° 21 00 W. 

(.’*}>« Lighlhov'e 1*1 ■19 40 S l«'»iii* 20® 0 41 K 
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To watch the performance of a chronometer on shore, it is not 
by any means necessary for the observer to know his longitude^ 
as the error of the chronometer on Local Mean Time is all that is 
wanted. It may be done also by simply noting the time of the 
successive disappearances of any star (not a planet) behind a 
smoothly-planed straight-edged board, nailed in a truly vertical 
position against some firm support. The observer’s eye must be 
always at the same point, such as a small hole in a tin plate, also 
nailed to an immovable support, at a distance of say 30 or 40 feet 
from the board, and to the north or south of it, according to the 
particular star selected. 

This is a very excellent practical method, and one capable of 
much precision. To carry it out, proceed as follows:—On any 
given evening, note the time by chronometer of the star’s dis¬ 
appearance, which—from a star being a mere luminous point, 
without sensible diameter—is so sudden as to be at first quite 
startling; and after an interval, say of six days, do the same 
again. On account of a Sidereal day being shorter than a Mean 
Solar day, the star will disappear sooner each evening by 
3m. 55 9s.; therefore multiply this quantity by the number of 
days between the observations, and subtract the result from the 
time shewn by chronometer at first observation. 

If the chronometer is keeping exactly Mean Time, the first and 
second times will now agree ; if they do not, the difference is the 
loss or gain of the chronometer. If the second time is greater 
than the first, it is evident the chronometer is gaining, and the 
difference divided by the number of days gives its daily rate. 


Example. 


At Philadelphia, on October 16th, 18S0, the star Fomalhaut 
was observed to disappear at 14h. 2m. 18‘5s. by chronometer. 

On Oct. 22nd the disappearance was timed at 13h. 3Sm. 34*0s. 
Required the daily rate of chronometer. 


Oct. 16. Star disappeared at 

Oct. 22. Star disappeared at 
Loss in 6 days 


M. M. S. 
14 2 18'6 
— 23 35-4 


13 33 43 1 
13 33 34-1 

9 0( l"5s. daily rate 
6 losing. 


m. s. 

3 65-9 
X 6 


Rating by 
Transit of 
Star. 


Example of 
Rating by 
Star Transit 
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It is against chances that all the aneroids or all the chronometers 
on board a given ship, shall elect to choose the same instant tor a 
dangerous departure from the normal. In order to bring the indi¬ 
cations of an aneroid into line with synchronous observations at a 
near shore station it is necessary to remember that the shore station 
data, a''a general rule, will all have been corrected and rclnced, in 
the accepted way, for height above mean sea-level, temperature, ami 
gravity. Hence until the synchronous ship’s observations have bc*n 
similarly treated, they will not be comparable with the corrected an 1 
reduced readings of a shore station. Once the error of an aneroid is 
known, the method of procedure is as easy as falling otF a log- -to 
use a proverbial expression of Jack. One thing seems certain. 
Despite an admitted tendency to radical revolution in that life on the 
ocean wave so bepraised in song and in story by men who have 
carefully avoided getting wet with salt water, the English language, 
like Tennyson’s brook of the poem, seems destined to “ go on for 
ever,” and to hold its own—if not more—against all comers. 

Whether the prevail-ng British standards of measurement will 
survive the llight of time, after the manner of Horace’s verse, and 
maintain their impregnable position, is perhaps open to doubt. What 
is gooil enough for English-speaking races, un ler these heads, does 
not necessarily appeal so powerfully to dwellers on the Continent of 
Europe and elsewhere as the English language does. Nearly one 
hundred and twenty years ago when the then much-vaunted metric 
system was brought to the front in the Cnited Kingdom, there were 
not wanting writers of considerable mathcinatic.il cilihre who alleged 
that decimal and centesimal divisions were about to supplant sexa¬ 
gesimal methods such as seemed good to our f >refuthers in their pride 
of nation. The revolutionists were nothing if n »t thorough, in their 
own estimation. With them the day was to consist of forty cen¬ 
tesimal hours, each comprising one hundred minuti- of mu hundred 
seconds; and the earth’s circumference was to contain jti-t four 
hundred grades, each of which was made up of one hundred minutes 
of one hundred seconds, t\>nse<piently ten, not fifteen, would be 
used in connection with conversion of time into longitude, or 
longitude into time. A brand-new centesimal mimit * of latitude, 
known to the true believers ns a kilometre, was to serve as the 
ceiiU-imal sea-mile. Eighty years later this mislaid uutiic system 
came on to the United Kingdom educational mark* t * nee again; 
and apparently would not be denied. The so-called nu trie system 
enjoyed ipiite a boisterous boom in some schools, and was b«*l lly 
back id by tie* examination of such pupils as had sulTeied its influ- 
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enee under the auspices of certain public bodies who may, or may 
not, have been familiar with the subject they professed to admire. 
This suggested substitution of new measures for old was eloquently 
and persuasively advocated by sections of schoolmasters, compulsorily 
tested by the results of promising pupils at public examinations, 
and severely left alone by every one who preferred to view the 
situation from a platform that was not only practical but also 
British. Inasmuch as in this metric system the mere shifting of a 
decimal point, to right or to left, was assumed to effect much saving 
of labour on the part of computers, it seems that success should 
have been assured to its adoption. Unfortunately, as Burns once 
sang, the plans of men and mice gang aft agley. The decimal point 
not infrequently 7 displays quite an uncanny knack of putting in an 
appearance out of proper position; so that the result, to the Britisher 
at any rate, is merely an object lesson in misapplied energy. Under 
the system of grades, minutes, and seconds, owing to the fact that a 
minute was one-hundredth of a grade, and a second was one- 
hundredth of a minute, it was possible to write an angle containing 
36 grades, 25 minutes, 29 39 seconds, as simply 36*252939 grades. 
Such simplicity, to many a navigator, is more apparent than actual. 
English-speaking seafarers—American and British—plumped for the 
retention of the time-honoured system in which a right angle is 
divided into ninety equal angles, each of these ninety degrees equals 
sixty minutes, and each minute equals sixty seconds. Computers of 
experience, whether sitting in a snug room on dry land, or on board 
ship under more critical conditions, will soon become competent to 
work with any scale whatsoever for thermometer and barometer. 
Seafarers, however, are not solely occupied with this class of theoretical 
pyrotechnics, and the vast majority, for whom the mental catering has 
to be carried out in order to succeed, will naturally look askance at a 
compulsory change that involves a radical revolution in their appre¬ 
ciation of the indication afforded either by a thermometer or by a 
barometer. Even now the watch below of many a junior officer is not 
infrequently encroached upon by clerical duties that are carried on to 
a finish, without fee or hope of substantial reward, for various Public 
Departments of the several maritime nations. An eminent mathe¬ 
matical authority, formerly of the British Royal Navy, in an impartial 
summary, not only of the merits but also of the demerits of the once 
much-proclaimed Metric System, during the course of an article in the 
Nautical Magazine of 1891, employed pregnant periods that are as 
fertile to-day as they decidedly were then. His words may rightly 
be extended to cover the nakedness of the methods that are suggested 
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Roth stars—Spica especially—were favourably situate*] in azi¬ 
muth, ami their very close agreement (the difference amounting 
only to 119s.) proves conclusively that not only were the alti¬ 
tudes and times accurately observed, but that all the conditions 
must have been normal. 

The mean of the two results gives 50 02s. as the error of the 
chronometer on August 15th. 

At Arica, on August 7th, the same chronometer was 40 40s. 
slow of G.M.T., shewing that in the interval of S days it had lust 
422s., equal to a daily rate of 0 53s. 

It will be noticed that in comparing the Chronometer time of 
observation with the Greenwich Mean time of observation, the 
original error 51‘Gs. was not taken into account. At the com¬ 
mencement of the calculation, however, it was used to get the 
Greenwich date os closely as possible, whereby to reduce correctly 
any of the data requiring it, such as the Sidereal Time at 
Greenwich mean noon, kc. 

It is evident that if the chronometer error were neglected, 
when at all large, many of the elements used in the calculation 
would be inaccurate. This is less the case, however, with the 
stars (which may be regarded as tixed) than it would be with the 
sun or planets. In the case of the moon, which alters her Declina¬ 
tion and Right A^rnsion very rapidly, the error would be exces¬ 
sive. V’or this and other reasons the moon is never used in this 
connection. 

In the Suez Canal, under certain conditions, sights may very 
well l»e taken on board ship, and when this can be done it is of 
course much more convenient and pleasant than squatting down 
on a sandhill. Acting on the suggestion of Captain Lee, then of 
the Transport “ Capella,” the writer tried this several times during 
the war in Kgypt, and got results in every way satisfactory. 

As a stand for the Artilicial Horizon, a small table was placed 
close over oil the starboard side of the saloon diek. and the observer 
was comfortably seated in a chair with a Quni termaster standing 
by with a bull's eye lamp, kipt dark till required for reading elf. 
The 2nd officer sat behind the observer back to back , with the 
chronometer and lamp facing him on a third chair. In this way 
three sets (of three in a set) were taken of the Kastern star, and 
after shifting the gear over to the port side, a similar number 
were taken of the western star. 

To make this plan possible, it is necessary to wait till all bands 
have turned in, as the most cautions footfall on deck is at once 
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revealed by the stars image dancing in the quicksilver: even the 
donkey engine for feeding the boilers must be stopped for the 
time-being. If there is any wind, the Artificial Horizon and 
observer may be sheltered by a weather-cloth, rigged up for the 
purpose; and, with the awning overhead, you are as comfortable 
as in a regular observatory— always barring the Mosquitoes. 

About 11 o’clock p.m. Wednesday, September 20th, 1SS2, the 
following sights were taken on board Her Majesty’s Transport 
British Prince, then moored for the night to the west bank of 
the Suez Canal, midway between mile posts 36'6 and 36’7. This 
position when laid off on the Admiralty plan gave the latitude 
30° 39' 30" N.,and the longitude 32° 20' 0" E. Index error —40”. 
Chronometer, from previous observations taken on the mole at 
Alexandria, assumed to be 2m. 14s. slow of GAl.T. 


• Saturn, bearing N. 87f° E. true. 


H. m. s. 

Time by chronometer - - - • 9 10 14 5 
Assumed error.+ 21V0 

U.M.T., September 20th- - * • 9 12 23‘5 


Observed angle ♦ Saturn - - - - 61 2 30 
Index Error.- - ~ <0 

2\ 61 1 50 

Saturn's apparent altitude - - - 30 30 65 
Refraction (Table 31 of Rajttr) • • - 1 37 


Polar distance- 73 00 20 Cosecant 0 019391 
Latitude- - - 30 39 30 Secant - 0 0G53S9 
Altitude- - • 30 29 IS 

134 9 8 


Half sum- - - 67 4 34 Cosine • 0-690516 
Remainder - 86 35 10 Sine - • 9775285 


9 450531 = 


Saturn's true altitude 


II. M. 3. 

Sidereal Time at U.M noon, 

September 20tb. 11 67 6'86 

Acceleration for 9li. 12m. 29s. - + 1 30'76 

Right ascension of mean •) - - 11 5S 36 62 
H. M. S. 

Saturn’s hour angle - - - 4 16 42 3 E. 

Saturn’s reduced Right 

Ascension. 3 37 7‘8 


Right Ascension of the meridian. 23 20 25 0 

Right Ascension of the mean • - - * • - 11 68 36 0 


Mean Time at ship.U 21 48 4 p m 

Longitude of ship in time. 2 0 20 0 E. 

Mean Time at Greenwich. 9 12 28*4 

Time shewn by chronometer -.9 10 14-6 


By • Saturn, chronometer slow of G.M T. • 2 134) 


Position of 
observatior 
spot. 
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So much for the eastern star, now we will see what the western 


one says. 


* Altair, bearing S. 81° W. true. 


H M s. . . , 

Time by rhronniuvtvr - - - - 9 SI 57 8 Obser?*l angle . A lull • • • CJ 20 00 

Assumed error - . - .- .4 2 140 Index error. <0 

(i.M 1 , Sept 20lh .... 0 32 11 -a 2jf2_iy_20 

A Hair's apparent altitude • -31 9 40 

IMraclion (Table M of /?«; rr> - . 1 34 


Pol»r distance- 
latitude. • • 
Altitude • • - 


j.*l cc v Cosecant 0'004870 

30 39 30 Secant • 0W63S9 

31 8 C 


Half sum ■ 
Kejuaindw * 


143 13 45 

71 ?A 53 Coitino • 9 4 >ss«9 
40 28 47 Sine . * 9 812364 


9 3814.12 


A Hair's true altitude. 51 8 * 


II M S 

Sidereal Time at O.M noun. 

September 20th - • • 11 67 6'86 

Acceleration for 91 1. J2ta. I2x. . . 4- 1 33 97 

Right Ascension of mean • • ■ i I t» .o rJ 

II M. H. 

A Hair's hour angle * * 3 65 3t> W 

Altair'a It. A.. 19 45 6<> 


Right Ascension of the meridian .... 23 40 8 0 

Right Ascension id the mean.11 68 3V 8 

Mean Time at ship . ■ II 4IMm 

le>ngitmle ol ship in tune .--••••2 9 20 01 


Mean Time at Urcenwich. 9 ' { - ** 2 

Time sl»e» it 1>)'chronometer ... - 9 29 67 * 


li) • Ut.iir, chronometer slow ol O M.T 


The ineuii of the two results gives 2m. 12'2s. as the error of the 
chronometer on .September 20th. Seven days afterwards, when 
at Malta, the Greenwich Mean Time, carrie 1 on from these obser¬ 
vations, was fouml to t] if lor only a second and a half from the 
Time Kail. 

Where delicate observations are required, the planets Jupiter 
and Venus are out of the running, from the fact that they are 
so very much bigger and brighter tlinn the mere speck which a 
star presents ; the latter, therefore, is to be preferred, but in this 
as in many other matters external circumstances control our 
wishes, nn*l it is often a case of dn-witli-what-you can-get with 
out being too fastidious: or in other words, be thank fill for the 
broad even if it is not buttered, (hi this account it is deemed 
advisable to dve an example showing the working of a plain t 
whieli it will he noticed is pivciM-ly tin* same us tin* work ng of 
a lixed star, if we except the uece-vpy fur reducing tin* Pectina¬ 
tion and Kight Ascension to the (iivmwirh Mean Time of 
Observation. In the case of Saturn the reduction is \« ry small. 

When several altitudes of each star have been taken, which i« 
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the proper thing to do, they sliouM be worked out separately , 
and not in groups, or sets, of three or five. By so doing, palpable 
mistakes in reading off the sextant, or taking the time, &c., 
declare themselves at the finish, and the particular observations 
which contain them, if incapable of adjustment, can be rejected 
in toto. It is true this very materially increases the labour of 
calculation, but the man who strives to be accurate will not 
grudge it. Having thrown out the bad, if any, the mean results 
of the remainder will then be reliable. 

Since the telegraphic determination of the longitude of the 
principal places on the globe, Time signals have been established 
at a great number of ports for the benefit of shipping. 

Time signals are also, of recent years, sent by radio-telegraphy 
from some of the world’s wireless stations. The United States 
Naval Radio Stations, for example, have sent out time signals 
in this way since August, 1913; and the French station at Eiffel 
Tower has a still longer record of usefulness under this head. 
When the dogs of war are howling round a nation’s coasts such 
time-signals by radio-telegraphy are naturally omitted. The 
experience of the Cestrian may be quoted as an example of the 
utility of this method. Within a week she received radio time 
signals on not fewer than five days. One in 41° 55' N., 69° 48' W., 
a second in 32" 38' N, 73° 30' W., a third in 25" 32' N., 79" 42' W., 
a fourth in 25° 2G' N., 84° 17' W., and a fifth in 2S° 12' N., 88° 34' W. 
The sending stations were respectively Boston, Key West on 
three occasions, and Pensacola. 

For chronometer purposes, lists of such stations must be 
regarded as open to alterations. Neither geographical position, 
nor type of time signal, of a shore station is invariable. Change 
cither in the time of making the signal, or in the geographical 
position of the station, is easily ascertained on inquiry. 

When the signal is made by gun fire, the time of the jlash must 
be noted; but if from any cause this cannot be seen, it will be 
necessary to fall back upon the report. In which case, allow for 
the velocity of sound in air at the rate of 1,090 feet per second, 
when the thermometer registers 32" Fahr. As the temperature 
increases, the velocity increases at the rate of IT 5 of a foot for 
each degree, decreasing in the same proportion for temperatures 
lower than 32°. Thus at 55° Fahr. we have the velocity = 1,116 
feet per second, and at S0° Fahr. it is 1,145 feet per second. 
Taking into account so many facilities, the error in the Green¬ 
wich Mean Time of any sailing ship should never exceed 20s., 
and in steamers should certainly not amount to half this quantity. 

Time signal arrangements vary much at different places, as 


A number ot 
observation* 
should be 
worked out 
separately. 


Flash and 
Report of 
Time-Gun 


Velocity of 
Sound in Air 





inquire 


SlJLT* vert I 
sun 
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Time signal arrangements vary much at different places, and 
it is of importance that those desirous of profiting hy them 
should make themselves fully acquainted, by enquiry from the 
proper authorities, with the exact nature of the local regulations 
concerning them. At many ports, the error (if any) in making 
the sigual is published in the next day’s papers, here, for 
example, is a specimen cut out of the New Voik " World.” 

WEM KH.N UNION TIME HALL 
Nkw York. February 22.—'Tilt* time-ball < n the 
Uroadway tower of the Western Union Telrer*|>li 
Company'* bnildinc, which i» dropped dully (.Sun¬ 
days excepted) at mean noon of the 75th meridian 
by the standard time of the United States Naval 
Oliserratory at Wiwliington, was dropped to-day 
exactly at noon, equiralent to 6h. Uin. OIK Oreen- 
wich Mean Time. 

The Harbour Master's office is generally the best place to 
institute inquiry. 

In the bye-ports where time-signals do not happen to exist, 
the pains-taking Navigator can fall back upon his faithful allies, 
the sextant and the artificial horizon. He is sure to have the 
first, and the last is quickly fixed up with a soup-plate and some 
clear molasses. 

It has been demonstrated that a star East, menned with a 
star West, will give an exact result. The time necessary to 
observe the pair, say a set of live fur each, varies from 20 minutes 
to half-au-hour, according to pruficieucy. A beginner would 
probably take 45 minutes; but once he makes a start at this 
work, the time will diminish and his iutcrest will increase. 

In the tropics it will be found more pleasant to observe stars 
in the cool of the evening than to perspire in the sun hy day 
In the latter event, not only docs the observer get his nose peeled 
(which is annoying), but his eyes suffer from the glare (which is 
worse). 

Even in certain of the ports abroad where Time-Signals do 
exist, it is wise to keep a cheek upon them. If the signal be 
observed daily, a fairly good chronometer will soon tell " bother 
it be reliable or otherwise, for even admitting any trifling varia¬ 
tion in the daily rate of the chronometer, it will always be less 
than the error of observing the signal. 

If things look doubtful, you can pit yourself against the 
observatory. Take sights with sextant and artificial horizon, and 
repeat same after an interval of a week. Observe -jigm.1 daily, 
and of course compare chronometers daily. Of course, also, you 
are provided with the Admiralty large scale plan of the port, 
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and from this it is easy to get the exact Latitude and Longitude 
of your “ Observation Spot.” You have then all the materials Checking 
to saddle the right horse. Should the signal prove unreliable. uue ‘ e ‘ 
kindly acquaint “ Wrinkles,” for the benefit of navigators in 
general, through the Publishers. 

The leading countries of the world are now bestowing much 
consideration on the establishment of Time-Signals which shall 
be convenient not only for mariners, but for folks in general. 

It has ever been a maxim that “ Punctuality is the soul of 
business,” and its truth is becoming more apparent every day— 
our big steamship passages to wit. 

Not the least of the improvements is the unification and 
standardizing of National Time now in progress almost 
everywhere. England keeps Greenwich time throughout ; 

Ireland kept Dublin time, but now Greenwich; France keeps 
Paris time; Cape Colony keeps the time of the meridian of standardizing 
30° E.; Germany, Austria, Italy, and Denmark have adopted NaUonil T,me 
“Mid-European Time,” namely, that of the meridian of 15° E. 

In Denmark Time-Signals are made at Greenwich Mean Noon 
in the Telegraph Offices of over a dozen seaports, and admission 
is free to seamen ; so that by simply carrying a chronometer on 
shore at these places the correct time can be had gratis. This 
is probably copied from the American system; for example, on 
the Pacific Coast of the United States the Mare Island Obser¬ 
vatory furnishes Standard Time to each of the following 
ports:— 

San Diego Seattle 1 

Santa Barbara!., • Tacoma >Washington. 

Santa Cruz > tahfonna - Olympia J 

San Francisco J Portland, Oregon. 

At each of these ports a clock in the office of the W. U. Tele¬ 
graph Co. is synchronized by hand and ear, while the signal is 
coming in on a sounder alongside, to 120th Meridian Time, these Synchronized 
clocks, in turn, correcting hourly other clocks in local circuit clo:k * 
with them. At the present time there are about a thousand 
clocks so controlled, and the system is being rapidly extended. 

Navigators can obtain at the W. U. Telegraph Office, in each 
of the above mentioned ports, the correct time at noon of the 
120th meridian (= 8h. ()m. Os. G.M.T.) by direct signal from 
Mare Island; or the correct time at any other hour within the 
limit of running of the clocks in those offices. 

Also, in the Branch Hydrographic Office, Merchants’ Exchange, 

San Francisco, a clock is set each day directly by signal; and 
at that office chronometer comparisons may be obtained at any 
time. 
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Owing to va^tness of territory, the United States authorities 
have adopted live Standard 'rimes, namely, that of the meridians 
of G0° Inter-colonial), 75' (Eastern), 00 (Central), 105 (Moun¬ 
tain), ami 120° (Pacific); but only three of those atlect their 
sea-board, 

Australia—another large continent—has followed suit a? 
follows :— 


West Australia 
South Australia 

Victoria. 

Queensland 

New South Wale- 

Tasmania 

New Zealand ... 


... 120* E. 

... 142* 30' K. 
... 150* E. 

... 150* E. 

... 150* E. 

... iso’ i:. 

... 172’ 30 L. 


Natal and Japan have also come into line, having respectively 
adopted 30 u E. and 135 w E.; and Russia uses time of Pulkowa 
meridian, 2h. lm. East of Greenwich. Eventually other countries 
will he sure to drop into a similar system ; iu China, more 
especially, there is plenty of room to carry it out. 

In Egypt the ofiicial time kept is that of mean noon at the 
Great Pyramid, or 2h. 4m. 20os. fast of Greenwich Meantime. 
Railways, telegraphs, also Cairo and the Nile, keep local mean¬ 
time of the Ahbnsizeh Observatory, or 2h. 5m. V9s. fast of 
Greenwich. Turkey uses time two hours fast of Greenwich, for 
the purposes of navigation ; hut, among the people, the day of 
24 hours begins at sunset. India’s time is 5$ hours fast of 
Greenwich; Hong-Kong and the East Coast of China adopt 
the meridian of 120 E. ; British Columbia uses 120 \N . A list 
of time signals, brought down to date, is published by the 
Admiralty in the Light Lists. 

It is well to remember that occasionally nations, and colonies, 
make alterations in standard time, which have to he guarded 
against by the new arrival. A plain tpiestion to a responsible 
official soon rectifies any tendency to error under this head. 

'Phe date, or calendar line, passes through points in t50 S. 
1 so E., 51 20' S. ISO E., 45 20' S. 172 20'W.. 15 20'^ 
172 20'W. 5 S. ISO \\\, is X. 1st) W , 52 2 o X 170 E., 
05 X. 100 W\. the centre of Bering Strait, and 70 X iso \\\ 
East of the line drawn through these points the date in the 
Calendar is American, west of the line it is A-iatic. 




CHAPTER XYa 

NEW METEOROLOGICAL MEASURES FOR OLD ! 

Officers of the world’s navies, of peace and of war, have of recent 
years come into comparatively close touch with radio-telegraphy, 
submarine signals, search lights, electrically driven sounders, and 
interesting items of like nature, to an extent that would appal an 
old-time sailing-ship man of the single-topsail era could he revisit 
our planet from the shades. Innovation is seldom regarded from a 
favourable point of view by a large majority of those who are directly 
responsible for the safety of life and of property at sea. Many a 
navigator has deemed, still deems, and will hereafter deem, an aneroid 
good enough for every purpose in connection with either storm¬ 
sailing or with conditions of weather that are more favourable. 
Even at the commencement of the twentieth century, when matters 
nautical are well to the fore, the aneroid, in active service on board 
merchant ships, irrespective of flag, is preferred before a mercury 
barometer for practical purposes. It is sometimes strenuously urged 
that an aneroid not infrequently evinces a nasty knack of changing 
its error without warning, or of maintaining an error of exceptional 
magnitude. Well, any officer who is continuously using an aneroid 
in practical navigation, as though it were absolutely free from 
tendency to err, is open to deserved censure. No one is infallible, not 
even the youngest of us, to quote a Cambridge Don ; and a ship¬ 
master who has a reputation to lose, or one to gain, will often take 
the necessary steps to ensure a careful comparison, not only of the 
readings of his working aneroid, but also of those of his mercury 
barometer, with synchronous readings of shore stations and of other 
similar instruments on board his own ship. There are but few ships 
without several aneroids on board! All these are not likely to go 
wrong at the same instant of time. Some of the pointers with 
respect to comparisons of chronometers may be conveniently 
extended, with a slight change of words, to comparisons of aneroids. 

2 o 
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It is against chances that all the aneroids or all the chronometers 
on board a given ship, shall elect to choo.se the same instant tor a 
dangerous departure from the normal. In order to bring the indi¬ 
cations of an aneroid into lino with synchronous observations at a 
near shore station it is necessary to remember that the shore station 
data, as a geucral rule, will all have been corrected ami reduced, in 
the accepted way, Ibr height above mean sea-level, temperature, ami 
gravity. Hence until the synchronous ship’s observations have ben 
similarly treated, they will not be comparable with the corrected and 
reduced readings of a shore station. Once the error of an aneroid is 
known, the method of procedure is as easy as falling otf a log to 
use a proverbial expression of Jack. One thing seems certain. 
Despite an admitted tendency to radical revolution in that life on the 
ocean wave so bepraised in song and in story by men wlm have 
carefully avoided getting wet with salt water, the Kngli.sh language, 
like Tennyson's brook of the poem, seems destined to "go on for 
i ver," and to hold its own—if not more against all comers. 

Whether the prevailing British standards of measurement will 
survive the llight of time, after the manner of Horace's verse, and 
maintain their impregnable position, is perhaps open to doubt. What 
is good enough for Knglish-speaking ra^es, under these heads, does 
not necessarily appeal so powerfully to dwellers on the C uitinent of 
lCurope and elsewhere as the Knglish language does. Nearly on*' 
hundred aud twenty years ago when the then much-vaunted metric 
system was brought to the front in the United Kingdom, there were 
nut wanting writers of consi lerable mathematical edihre who alleged 
that decimal and centesimal divisions were about to supplant sexa¬ 
gesimal methods such as seemed good to our forefathers in their pride 
of nation. The revolutionists were nothing if n*»t thorough, in their 
own estimation. With them the day was to consist of forty cen¬ 
tesimal hours, each comprising one hundred minutes of one hundred 
seconds; and the earth’s circumference was to contain just four 
hundred grades, each of which was mad up of on* hundred minutes 
of one hundred seconds. Consequently ten. not lifttcn, would be 
used in connection with conversion of time into longitude, or 
longitude into time. A brand-new centesimal minut • of latitude, 
known to the true In lie vers as a kilometre, was to s* rve as the 
centesimal sea-mile. ICightv years later this mishii 1 metric system 
came on to the United Kingdom educational mark* t once again 
and apparently would not be denied. The so-called metric system 
eii]o\ed quite a boisterous boom in some schools, aud was boldly 
backed by tlu examination of such pupils as had snlliied it inlln- 
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cnce under the auspices of certain public bodies who may, or may 
not, have been familiar with the subject they professed to admire. 
This suggested substitution of new measures for old was eloquently 
and persuasively advocated by sections of schoolmasters, compulsorily 
tested by the results of promising pupils at public examinations, 
and severely left alone by every one who preferred to view the 
situation from a platform that was not only practical but also 
British . Inasmuch as in this metric system the mere shifting of a 
decimal point, to right or to left, was assumed to effect much saving 
of labour on the part of computers, it seems that success should 
have been assured to its adoption. Unfortunately, as Burns once 
sang, the plans of men and mice gang aft agley. The decimal point 
not infrequently displays quite an uncanny knack of putting in an 
appearance out of proper position; so that the result, to the Britisher 
at any rate, is merely an object lesson in misapplied energy. Under 
the system of grades, minutes, and seconds, owing to the fact that a 
minute was one-hundredth of a grade, and a second was one- 
hundredth of a minute, it was possible to write an angle containing 
3G grades, 25 minutes, 29 39 seconds, as simply 36*252939 grades. 
Such simplicity, to many a navigator, is more apparent than actual. 
English-speaking seafarers—American and British—plumped for the 
retention of the time-honoured system in which a right angle is 
divided into ninety equal angles, each of these ninety degrees equals 
sixty minutes, and each minute equals sixty seconds. Computers of 
experience, whether sitting in a snug room on dry land, or on board 
ship under more critical conditions, will soon become competent to 
work with any scale whatsoever for thermometer and barometer. 
Seafarers, however, are not solely occupied with this class of theoretical 
pyrotechnics, and the vast majority, for whom the mental catering has 
to be carried out in order to succeed, will naturally look askance at a 
compulsory change that involves a radical revolution in their appre¬ 
ciation of the indication afforded either by a thermometer or by a 
barometer. Even now the watch below of many a junior officer is not 
infrequently encroached upon by clerical duties that are carried on to 
a finish, without fee or hope of substantial reward, for various Public 
Departments of the several maritime nations. An eminent mathe¬ 
matical authority, formerly of the British Royal Nav}**, in an impartial 
summary, not only of the merits but also of the demerits of the once 
much-proclaimed Metric System, during the course of an article in the 
Nautical Magazine of 1891, employed pregnant periods that are as 
fertile to-day as they decidedly were then. His words may rightly 
be extended to cover the nakedness of the methods that arc suggested 
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lor reading the thermometer and the barometer on hoard ships of all 
sorts and conditions. “ But unfortunately for the completeness of the 
system,” he wrote, “so beautiful on paper, the world refused to have 
anything to do with centesimal time, and therefore, sexagesimal being 
retained, the kilometre is useless for the purposes of navigation, and 
even the French retain and print on their ordnance maps the millc 
alongside the kilometre.” Slightly changing the wording of this 
statement, to meet a more nautical view, it will probably apply with 
like truth to the suggested methods of reading and recording ham- 
meters and thermometers on board ships engaged in the ocean 
carrying trade. 

Seafarers of the United Kingdom, United States, Canada, Australia, 
Xew Zealand, and other countries, where English is the language in 
use by people of every degree, read barometers in inches and decimals 
of an inch of mercury, and thermometers hi degrees and parts of a 
degree of that time-honoured Fahrenheit scale in which b2 is the 
freezing-point of water, and 212° is its boiling-point. At the same 
time these countless seafarers record the wind velocity in miles an 
hour, or in feet per second ; and also employ an inch scale for 
measurements of rainfall. All classes of the community, on the 
Continent of Europe, cling tenaciously to the Centigrade system 
for the thermometer; millimetres for the baiometer; metres per 
second, or kilometres per hour, for the wind velocity ; and millimetres 
for the measurement of rainfall. English is the ollieial language of 
many a league of dry land, near ami far: it is in use exclusively on a 
large majority of the world’s shipping; and, needless perhaps to say, 
English-speaking races, outside the comparatively confined domains of 
highly scientific coteries, adhere to the old-lashioned way to which 
they and their forefathers have been accustomed. Seafarus, more 
especially, pn fer the inch and dtcimals of an inch of mercury, or 
its equivalent by aneroid indication, for barometric purposes; and 
the degree and decimals of a degree, of the Fnlm illicit scale, for 
tlurmometiic records. It is even doubtful whether tencheis and 
schoolmasters of English-speaking peophs are eager to swap horses, as 
it were, while crossing the strenin, any more readily than are those 
whose lives are spent on blue water remote fiom pt dagngues and 
parsons. “In Meteorology to quote from an eminent authority of 
to-day, “the metric measures are not more systematic than thu 
British, for both are arbitrary." Vet but a lew years ago, at least 
over the United kingdom, that despised metiic system was lauded 
to the skies, by men of light and loading, as certain to supplant the 
time-tried measure* of those count tic* where the English lunguage is 
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facile prineeps. Such crisp statements as 1V?u, Vidi i Vici may' have 
served their purpose among the ancient Homans; but they are utterly 
out of place in the metric system’s swan-song. 

Consequent on the more recent introduction of units based upon a 
curious Centimetre-Gramme-Second (C.G.S.) system, for measurements 
in those scientific subjects to which Modern Meteorology is closely 
allied, it has been proposed, in all seriousness, to adopt that system 
for barometer, thermometer, and other items not nearly so intimately 
connected with the everyday life of a seafarer. It would appear 
that, but for the success of aviation, and the relative conquest of the 
upper regions by daring practical navigators of airships, the favourite 
barometric inches and Fahrenheit degrees would have served every 
purpose outside arcana of science. Advances in aerial navigation, 
and in radio-telegraphy, have, it is said, brought with them a need 
for a flexible system of measurements that shall be of international 
application. Here, perhaps, comes in the apposite nature of the old 
proverb that you may lead a horse to the water, but it is for the 
led one to decide whether he will drink thereof. Similarly the 
mariner—and it is with him only that Wrinkles is concerned—may 
be brought alongside the newest of new systems of measurement, as 
regards atmospheric pressure and the temperatures of air and of sea, 
but the last word lies with the mariner in active service as to their 
adoption. Some of the most earnest of the promoters of the proposed 
system seem to have misgivings under that head. “ If one wishes to 
find out persons of intelligence to whom metric units are unfamiliar 
and repulsive, we have literally to think of special classes of engineers 
and meteorologists.” The term “meteorologist” is of rather an 
elastic nature ; and we may perhaps quite rightly include English- 
speaking navigators among an overwhelming majority who are 
outside the pale of collegiate training. Curiously enough that 
eminent writer seemed to anticipate at least a suspicion of difficulty; 
inasmuch as, when referring to the marked attachment of English- 
speaking peoples for the old type of units of measurement, it was 
admitted that “ when the sailors are counted in, there is a very large 
body of meteorological observers who are in favour of the customary 
inch-Fahrenheit units.” It is said that to publish meteorological 
data in English, without having translated the figures given in the 
text, is practically to restrict the publication to a very limited circle 
of readers. .1 fortiori it may rightly be urged that to publish 
meteorological data in the suggested units of apparently somewhat 
German origin is to deprive myriads of an intellectual treat who are 
onlv familial' with that almost universal language—English to wit. 
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Aerology with its phenomenally low barometric pressures of from 
two to six inches of mercury, couj>Ie«l with an alleged dread of com¬ 
plications introduced by the many minus signs in thermometric 
records of the upper air, has led to an apparent demand for change. 
Temperatures of —20°, and even as low as —00°, are equally awkward 
to deal with bv a novice, whether in the time-honoured Fahrenheit 
scale so beloved hv the English-speaking seafarer, or in the Centigrade 
scale preferred before all others by the nations of the Continent of 
Europe. Atmospheric pressures of from two inches to six inches of 
mercury, high aloft, instead of the more usual pressures of from 
twenty-seven inches to thirty-one inches recorded on the earth’s 
surface, introduce an altogether new conception, so it is affirmed, 
to the observer. “ A scale of temperatures including positive and 
negative signs is dangerous for the observer, troublesome for the 
computer, awkward for the printer, misleading for the reader, and is 
altogether unsuitable/* A more sweeping condemnation of the pre¬ 
vailing barometer and thermometer units of English-speaking races of 
to-day is perhaps difficult to find. Nevertheless, these British units, 
in so far as seafarers are concerned, may easily survive the flight of 
time. Assuming that the proposed substitution of new and unfamiliar 
measures, for old nnd familiar measures of repute, shall shortly become 
an accomplished fact, then, not only the Fahrenheit scale, but also 
the Centigrade scale, will have to be thrown overboard to lighten the 
ship of science. Inches and millimetres equally cumber the vessel's 
decks, and therefore shall share a like fate. Barometers and thermo¬ 
meters will require regraduation; if not simultaneously, then in 
quick succession. There will be a golden harvest for instrument- 
makers, and an aftermath of trouble for observers and others most 
intimately concerned, should such an innovation succeed in winning 
a way beyond high-water mark around the coasts. One incontro¬ 
vertible argument against the suggested .substitution of 4<HJ for UU0\ 
as the measure of a complete angular revolution, was based upon the 
consequent necessity for recalculating hooks of mathematical tables 
with w hich na\ igators and others are familiar In reason of continuous 
use. Similar, and equally weighty, objections hold in connection 
w ith radical changes in the imtlmds uf recording temperature and 
atmospheric pressure if attempts should be made b* enforce tlicm in 
the conduct of ships remote from examination rooms and crnmsliops. 
('harts setting forth the results of these data, so that he who runs 
may read, in the form of isobars ami isotherms, arc published all the 
world over at great expense, which is home by the national exchequer. 
S icli aids to safe navigation would demand pn»\ ided that tin* pro- 
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posed ehanges were carried out to the bitter end, a continual reference 
to books of conversion tables, so as to ensure that the last state of the 
navigator shall not be worse than his first. Whether the readings 
of barometers and of thermometers are displayed in the old measures 
consecrated by many years’ use, or be in the brand-new style that has 
yet to form a plank in the platform of the practical navigator, we 
must freely admit that either system is merel} r conventional. When 
we say that a barometer reading is 2S inches, or 30 inches, for 
example, we almost automatically connect the particular reading with 
a particular kind of weather that varies according to the ship’s 
geographical position on the waste of waters, or rather with the 
average barometer reading corresponding to the weather. And this, 
quite regardless of the fact that the reading in course of consideration 
has not been corrected for height of the barometer cistern above sea- 
level, for temperature, or for gravity. It is too frequently forgotten, 
or ignored, that the average values derived from ships’ observations 
on the open sea are not the results of continuous series. No two 
nations will deduce average isobars and isotherms, from the data in 
their possession, that do not agree to differ. Mathematical analysis 
may determine which is the greater evil—discontinuity of series, or 
kind of barometer used. 

The Centimetre-Gramme-Second system of units, which may, or 
more likely may not, become of universal application ashore and 
afloat, is based on the metric s} r stem, in which the multiplication and 
the division of the unit by 10, 100, and 1000, are indicated by the 
prefixes deka, heeto, kilo, and deci, centi, milli, respective^. A centi¬ 
metre is one-hundredth part of a metre, whence the designation 
metric system, and is equal very nearly to ‘304 of an inch. A 
gramme is the metric unit of mass. It approximates nearly to the 
mass of a cubic centimetre of water at the freezing point, and is 
equal to 15*4 grains. There are S6,400 seconds in a mean solar da}-. 
Under this Centimetre-Gramme-Second system the 0° Centigrade, and 
its corresponding 32 D Fahrenheit, disappear as such. The thermo¬ 
meters for this system are graduated in degrees Centigrade from a 
zero that is 273^ below the freezing-point of fresh water, which is no 
longer either 0° C. or 32° F., but 273 a, 273° A., or 273° Absolute to 
write it in full. It will thus be seen that continental methods of 
measuring temperature threaten the supremacy of the familiar scales 
preferred before all others by English-speaking races. One point in 
favour of the suggested change is deserving of close consideration. 
Temperature records will cease to be burdened with a minus sign, 
thus perhaps lessening the chances of mistakes both by recorders and 
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by computers. This item is, however, of hitting importance, either to 
seafarers using beaten tracks, or to dwellers in the United Kingdom. 
Should the Contimctro-Gramme-Second svstcm ever win a way 
seaward the navigator will be met with the fact that it entails more 
work upon him. On reading his new-fangled thermometer, showing 
so-called “ absolute degrees/’he will find the number ‘21)3 where On 
served his every purpose on the Fahrenheit scale. Hence he will 
have more figures to write, and therefore be cursed with an increased 
tendency to error in reading and recording. Nevertheless, he 
altogether avoids the use of the minus sign in so far as temperature I 
records are concerned. This last, however, is an unimportant con- I 
sideration for navigators between the latitude parallels of G0° X. 
and GO S. The most modern forms of barometer that are coming 
into being under the a-gis of the British Meteorological Ollice presided 
over by Sir Napier Shaw, F.U.S., are graduated in such a way that 
they read millibars directly when they are in latitude 4i» and at n 
temperature of 2No A. (of F.). For other latitudes and other 
temperatures corrections arc necessary as with the inch barometer. 

An anomaly of the latter instrument is that its temperature has 
to be 25 F. in latitude do , or 0 F. on the equator, or ’u’~ F. at 
either pole, if we desire to get it in such a state as to give, without 
any correction, the pressure of the air nt the surface of the mercury 
in the cistern. Such excursions into high science do not trouble 
practical navigation ! Needless to say, perhaps, a millibar is not 
even distantly related to our old friend the capstan bar. A millibar 
is the (\’»timctre-(irammc-Second unit chosen for atmospheric 
pressure measurements; and one mercury inch is equivalent to 
33 SG32 millibars. Thermometers attached to mercury barometers 
w ill I »e graduated in absolute degrees, as above mentioned ; and 
doubtless thermometers for recording the temperature of the air will 
follow suit for seuntilie purposes, on dry land where the Fnglish 
language is easily lirst. There is more than a suspicion of doubt 
whether the Fnglish-speaking seafarer will take kindly to the 
Uentimetre-Gramme-Sccoiul for meteorological records remote from 
the coasts. Throughout a long series of years the lunar formed a 
prominent plank in examinations for the '• extra-master ” certificate. 

That was a flagrant example of fostering a candidate’s cramming 
capacity ; and, after much searching of heart, occasioned in part by 
\Yn n/tlts, the lunar has ceased to form a part of Board of Trad*? 
examinations. The measurement bv sextant of the lunar distance, 
which alone pertained to practical navigation and was the crux of the 
matter, was not required of a candidate; so that it was easy for him to 
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be figure-perfect in an examination room so as to arrive at a correct 
rule-of-thumb result, working with the data placed before him, yet be 
absolutely unable to determine the distance between the moon and 
other heavenly body by the aid of the sextant. The mathematical 
treatment of the problem was also utterly disregarded. Consequent 
on this peculiar method of examination, candidates for the “extra” 
certificate were taught—not that they might know, but that they 
might pass. Once in possession of the coveted certificate, the luck}' 
seafarer seldom, if ever, troubled his practical brain with this rule-of- 
thumb twister, which was based on the old-fashioned practical lunar 
method that went out with the wind-jammer. It is certainly open to 
argument whether the recently introduced Centimetre-Gramme-Second 
system will not share the ignominious fate of the once much-adver¬ 
tised and little-used lunar. The causes of death will doubtless be 
certified as almost identical. A well-known Hydrographer, the late 
Captain Sir E. J. Evans, R.N., at a Science Conference just forty 
years ago, took occasion to point out that too often there is not 
sufficient care exercised in discriminating between what is required 
for philosophers and what for seamen. His weighty words hold good 
to-day ! Whatever tends to make information for seamen less simple, 
less clear, more bulky, or more costly, he said, is to be deprecated. 

Seafarers who care to delve deeper into this subject, which seems 
likely to form a part of Board of Trade examinations on much the 
same lines as those that obtained for the theoretical lunar, should 
obtain a copy of a work entitled Practical Physics, by Glazebrook and 
Shaw, and assimilate the mental food provided in the attractive 
chapter that deals with units of measurement. Many of the readers 
of Wrinkles, far from academic advantages, may experience a diffi¬ 
culty in obtaining a copy of Practical Physics. Hence it seems 
desirable to give a short resumd of the views there set forth with 
critical clearness. The method of measuring a quantity, say those 
eminent physicists, is resolvable into two parts: (1) the selection of a 
suitable unit, and (2) the determination of the number of times that 
this unit is contained in the quantity to be measured. The selection 
of a suitable unit “ is, and must be, entirely arbitrary—that is, at the 
discretion of the particular observer who is making the measurement.” 
Hence it would appear from this that the thousands of seafarers 
familiar only with mercury inches of barometer and Fahrenheit 
degrees of thermometer should be continued as arbiters of their fate 
under this head. In order, however, that an observer’s results may 
be readily understood, and open to verification by others destitute 
of his apparatus, the unit selected must be capable of reproduction 
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under other circumstances of place and time, and of comparison with 
the units used by other observers. I fence a tendency to the adopt! >n 
of common standards of length, of mass, and of time. Units, such as 
the yard, the pound weight, and the second, are arbitrary. Other 
units of like nature are the degree as a unit of angular measurement, 
the thevmomotiic degree as a unit of the measurement of temperature, 
and similar items. “ The difficulty, however, of obtaining an arbitrary 
standard which is snllieiently permanent to be reproducible makes 
this arbitrary method not always applicable; . . . the arbitrary 
choice of a unit for a particular quantity is directed by a principle 
of selection which makes it depend upon the units already selected 
for the measurement of other quantities. \Yc thus get systems of 
units, such that when a certain number of fundamental units are 
selected, the choice of the rest follows from iixed principles. Such a 
system is called an ‘ absolute ’ system of units, and the units them¬ 
selves are often called 1 absolute,’although the term does not strictly 
apply to the individual units” Three units, known as fundamental 
units, ma}’ be chosen arbitrarily. Xo one of the three units is 
derivable from the other two. In the absolute system now being 
brought to the notice of mariners compulsorily, those most inti- 
mately concerned not having been consulted, the fundamental units 
are the centimetre, gramme, and second. Hence it is known as tl e 
Centinietre-('lramme-Sec«»nd system, or, more concisely, the C.U.S. 
system. The units on this absolute scab 1 are related to each otln r in 
the following way, having due regard to the fact that the millibar 
lias been adopted as the working unit. Ten millibars = 1 centibar; 
ten centibars = 1 decibar; and ten decibars = 1 bar. Millibars and 
centibars are the values most likely to interfere with the seafarer’s 
watch below. The relation between the millibar of the new-fashioned 
mercury barometer and the mercury inch of the old-fashioned instru¬ 
ment, is given behov in tabular form; as also a comparison between 
the readings of a thermometer on the Fahrenheit principle and one on 
the Absolute principle. Th • reading in Centigrade corresponding to 
nny reading in Absolute is directly obtainable by subtracting 27.S 
from the latter. It must be remembered that a reading of a ship’s 
mercury barometer 1ms 1> be corrected for index error, temperature, 
height above sea, and gravity, before the reading is comparable with 
a reading in millions or e ntibars. An amroid leading requires 
only corrections for index error and height above sen-level. 
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Equivalents in Mercury Inches at 32° and Latitude do of 
Millibars:— 


i 


Milli¬ 

bars. 

0 

1 

2 

3 

4 

l 5 

6 1 



9 




Mercury Inches 





920 

27-17 

27-20 

27-23 

27-26 

27-29 

27-32 

27-35 

27-38 

27-41 I 

27-44 

930 ! 

27-46 

27-49 

27-52 1 

27-55 

27-58 

27-61 

27-64 

27-67 

27-70 

27-73 

940 

27-7G 

27-79 

27-82 

27-85 

27-88 

27-91 

27-94 

27-97 

28-00 1 

28-03 

950 

28-05 1 

2S-08 

28-11 

28-14 

28-17 

28-20 

28-23 

28-2G 

28-29 

28-32 

9G0 

28-35 

28-38 

28-41 

28-44* 

28-47 

28-50 

28-53 

28-56 

28-59 

28-62 

970 

28-65 

28-67 

28-70 

28-73 

28-7G 

28-79 

28-82 

28-85 

28-88 

28-91 

930 

28-94 

28-97 

2900 

2903 

29-OG 

29-09 

29-12 

29-15 

29-18 

29-21 

990 

29-24 

29-20 

29-29 

29-32 

29-35 

29-38 

29-41 

29-44 

29-47 

29-50 

1000 

29-53 

29-56 

29-59 

29-62 

29-65 

29-68 

29-71 

29-74 

29-77 

29-80 

1010 

29-83 

29-8G 

29-89 

29-92 

29-94 

29-97 

30-00 

30-03 

30-06 

30-09 

1020 

3012 

30-15 

30-18 

30-21 

30-24 

30-27 

30-30 

30-33 

30-36 

30-39 

1030 

30-42 

30-45 

3048 

30-51 

30-53 

30-56 

30-59 

30-62 

30-65 

30-68 

1040 

80-71 

30-74 1 

80-77 

30-80 

30-83 

30-8G 1 

30-89 

30-92 

30-95 

30-98 

1050 

3101 

31-04 

1 

31-07 

31-10 

31-13 

31-16 

31-18 

31-21 

31-24 

31-27 


Differences for tenths of a millibar :— 


mb. 

1 

•2 

-3 

•4 

•5 -6 ! -7 

•8 

•9 ! 

in. 

0-003 

0-006 , 

0-009 

0-012 

0-015 0-018 0-021 

0024 

0-027 


# Table fob Conversion of Fahrenheit Degrees (F.°) to Absolute 
Degrees (A. c ). 



A.~ 

F.° ! 

A. 

F.° 

A.° 

F.° 

A." 

K.° 

A.° 

20 

266-3 

40 

277-4 

GO 

288-6 

80 

299-7 

100 

310-8 

21 

G6-9 

41 

78-0 

61 

89-1 

81 

300-2 

101 

11-3 

22 

67-4 

42 

78-6 

62 

89-7 

82 

0-8 

102 

11-9 

23 

G8-0 

43 

791 

63 

90-2 

83 

1-3 

103 

12-4 

24 

G8-G 

44 

79-7 

G4 

90-8 

84 

1-9 

104 

13-0 

25 

G9-1 

45 

80-2 

G5 

91-3 

85 

2-4 

105 

13-6 

26 

69-7 

46 

80-8 

GG 

91-9 

86 

3-0 

106 

141 

27 

70-2 

47 

81-3 

G7 

92-4 

87 

3-6 

107 

14-7 

28 

70-8 

48 

81-9 

68 

930 

88 

4-1 

108 

15-2 

29 

271-3 

49 

282-4 

69 

293-6 

89 

304-7 

109 

315-8 

30 

271-9 

50 

283-0 

70 

294*1 

90 

305-2 

110 

316-3 

31 

72-4 

51 

83-6 

71 

94-7 

91 

5-8 

111 

16-9 

32 

730 

52 

84-1 

72 

95-2 

92 

6-3 

112 

17-4 

33 

73-6 

53 

84-7 

73 

95-8 

93 

6-9 

113 

18-0 

34 

74*1 

54 

85-2 

74 

9G-3 

94 

7-4 

114 

13-6 

, 35 

74-7 

55 

85-8 

75 

96-9 

95 

80 

115 

19-1 

1 36 

75-2 

56 

8G-3 

76 

97-4 

9G 

8-6 

116 

19-7 

' 37 

75-8 

57 

86-9 

77 

980 

97 

9-1 

117 

20-2 

, 38 

76-3 

58 

87-4 

78 

98-G 

98 

9-7 

118 

20-8 

1 39 

1 

276-9 

l 

59 

: 288-0 

79 

299-1 

99 

310-2 

119 

321-3 
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CHAPTER XVT 

COMPASS ADJUSTMENT. 

An exhaustive enquiry into this most important subject mu^t 
involve a whole hook on it alone, whilst in these pages we can 
hut «ntI opI it a chapter. For more complete information, the 
student cannot do hotter than read up the hooks in the Xi tut lot l 
Library, taking them in the order 4 ar.d 5 of first hatch, ami 
Id of second hatch. Even here, however, before treating o| 
the practical part of the woik. it is absolutely necessary to 
explain some of the principal features of the theory , since it is 
certain that anyone who attempts Compass Adjustment by men 
“rule ot thumb,” without clearly comprehending the laws upon 
which it is based, cannot rightly hope to perform it satis¬ 
factorily. A short preliminary canter round the outskirts of 
the subject will therefore do no harm. 

The remarkable force inherent in the globe, known as Ter res 
trial Magnetism, which gives a determinate direction to a freely 
suspended magnetic needle, und is of inestimable value to mail, 
has long been the subject of observation and study. The nature 
ami n.ode of operation of magnetism and the allied phenomena 
of electricity continue to be the subject of speculation, for until 
a very few years ago no explanation of them had been proposed 
such as tlmt which referred heat and light to the vibrations of 
an elastic medium ; but scientilie men arc not idle, and the 
relined investigations constantly being prosecute 1 add almost 
daily to the rapidly accumulating store of human knowledge. 

It has been shewn tl at when a disturbance is set up in one 
place, which lends to the formation of a “ magnetic lield," the 
change from the original condition of the ether to the complex 
condition known as the “magnetic field, is marked hv a mag¬ 
netic or electro-magnetic propagation of the disturbance. The 
theoretical velocity of this propagation is the same as the velocity 
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of light (186,320 miles per see.). In a linear current the 
direction of the current is the direction of propagation, the 
disturbance being propagated in the ether and not in the con¬ 
ductor. Without a linear conductor to guide the propagation, 
the disturbance is propagated equally in all directions, and 
Clerk-Maxwell advanced the proposition that light is a Light and 
phenomenon of this order, an electro-magnetic phenomenon magnet,st 
involving vortical stresses, rather than the mere vibration 
of an elastic ether. This was strikingly confirmed by the 
researches of Hertz in 1888, and since then the science of 
light has been made a part of the general science of electro¬ 
magnetism. 

Our knowledge of the phenomena of terrestrial magnetism, 
whilst advancing with cognate branches, still remains in the 
empirical stage, It is, however, held that the earth’s magnetism 
is distribute* 1 through its mass, and that the magnetic force 
either wholly or mainly resides in the interior, and cannot 
be attributed to external influences, though it may be affected 
by them. As to the ultimate origin of the earth’s magnetism 
as a whole, it is not possible in the present state of the science 
to formulate any satisfactory hypothesis. But this is soaring 
into the higher flights, and we must return gently to something 
more prosaic. 

The Earth, therefore, may be regarded as a huge magnet, The Earth 
whose magnetic poles (two in number) are entirely distinct magnet ‘ 
from its poles of rotation. That in the northern hemisphere, 
at time of its discovery, by Sir J. C. Ross, R.N., on 1st June, 

1 Sol, was situate 1 in Boothia Felix, to the N.N.W. of Hudson Position of 
Bay, in British Noitli America. Amundsen relocated it in p 0 *f s n . euc 
1904 near King William’s Land. The other, discovered by 
Shaekleton, is in 72° 25' 8. 154° E., on ice-topped Victoria 
Land. 

Unlike the Geographical Poles, which are represented by 
a mere point, the Magnetic Poles include a considerable area 
of the earth’s surface, amounting perhaps to 50 square miles. 
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5 So DISTINCTIVE COLOURING. 

Their position is found to vary according to some yet un¬ 
known law. 

The North Magnetic Pole lies in approximately 70° N. 
07° \\\, and the South Magnetic Polo is in 72^ S. 154° E. The 
magnetic poles of the earth do not therefore lie symmetrically 
at the extremities of a diameter. 

As the magnetism of the north end of a needle is of the 

opposite kind to that of the north pole of the earth, physicists 

arc not agreed as to which should be called north magnetism ; 
if the earth be taken as the standard—which is a logical 
thing to do—it follows that the North-seeking pole of the 

needle must bo considered as a trim 1 South pole, and vice 

vend. Meanwhile it is found convenient to distinguish them 
by colour, calling the north-seeking end of the needle red, 
and the North Magnetic Pole of the earth blue. The dis¬ 
tinction may be easily remembered by supposing the needle 
coloured, and R occurring in noRth and in Rod : U in soUth 
and in blUe. 

At the north magnetic pole, the red or north end, and at tin' 
south magnetic pole, the blue or south end, of a freely-suspended 
needle, points vertically downwards; or in other words, at both 
these places the “ dip” is U0 o . 

Here may be stated the tirst general law in magnetism — 
namely, that opposite poles attract, and similar poles rt pel 
each other. From which it follows, that if we decide to 
colour red that end of tho needle which points to the north, 
the magnetism of that part of the earth must ho comudeied 
as blue. 

Treating the earth’s magnetic intensity as a whole, that is to 
say, without resolving it into it varying horizontal or vertical 
elements, it appears t> be unevenly distributed; nor do the 
points of maximum intensity coincide with either of the 
magnetic poles. 


ToUl lotv.e 


In the northern hemisphere there are two foci of maximum 
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force of unequal intensity, the more powerful existing in about 
52° N. and 92° W., near the great American lakes; the weaker in 
7CT N. and 120° E., in Siberia. Though the available data are not 
80 complete, there is strong reason to believe that in the southern 
hemisphere also are two foe* of maximum force of nearly equal 
power, and not far removed from one another ; one in Lat. 70° S., 

Long. 145° E., and its counterpart in 50^ S. and 130° E. 

Adopting English standards of weight and length, the unit by Measuremeoi 
which magnetic force is measured has been assumed to be that ° o f r ” afi:iietic 
which would impart to a weight of one grain a velocity of one 
foot in one second of time ; and by this scale the magnetic force, 
where least, is found to be 6T. The northern maxima just men¬ 
tioned are 14‘2 and 13‘3 respectively, and the southern are 15'5 
and 15 0 respectively.* 

The Variation of the needle from the True Meridian is the 
resultant of these unequal forces operating upon it; the easterly 
or westerly tendency of the needle—as the case may be—depend¬ 
ing upon the geographical position of the place of observation 
in its relation to the several foci of force, with a general result 
of considerable complexity. To simplify matters, however, in 
what follows, the earth’s directive force is assumed to be exclus¬ 
ively centred in the magnetic poles, and the needle—when 
acting in sole obedience to their influence—will be said to point 
Magnetic. 

On this assumption, Variation of the Compass may be regarded Variation oi 
as the angle, measured at the place of the observer, which the the Compas *- 
magnetic needle, when undisturbed by local attraction or by the 
ship herself acting as a magnet, makes with the geographical 
meridian. Variation (or declination, as it is sometimes termed) 
is due to the fact that the magnetic poles of the earth do not 
coincide with the poles of rotation. And here a curious anomaly 
presents itself. Starting from the North magnetic pole , one 
would have to steer due South hy compass to reach the true or 
geographical north pole, since the needle points not to the true 
but to the magnetic pole. 

A compass needle, perfectly free from the effects of iron or 
other magnetic substance, in obedience to the earth's influence, 
will rest in the plane of the magnetic meridian ; or, in other 
words, its red end will point towards the north magnetic pole. 

The angular amount, it is pulled to the right or left of this 
direction by the ship’s iron, is termed the deviation of the 

* At these foci the “Total force" is between two and three times greater than at the 
magnetic equator. 
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5 S 2 MAGNETIC POLES AND MAGNETIC EQUATOR. 

Compass. The expression “error of the compass” does not 
always represent the same physical fact Some confine it solely 
to the deviation of the compass; others give it a much wider 
meaning. Variation is due to the earth’s influence; deviation 
is due to the ship's iron. Either difference may be rightly termed 
error, with the (pialifying term variation or deviation; and the 
algebraical sum of the two may be defined as the total compass 
error, without fear of confusion. Wc have, then, variation, 
deviation, and the sum of the two as total compass error. Thus, 
if the variation be 20 \\\, and the deviation 10* W., the total 
compass error to be applied is 30° W.; and, with variation 20° 
\\\, deviation 10° E., the total compass error is 10° \V. The 
deviation is said to be easterly when the north point of the 
card is pulled to the right or east of north Magnetic, and 
westerly when it is pulled to the left or west of north Mag¬ 
netic. The confusion which sometimes arises as to the effect of 
deviation on the ship’s course may be got over by standing in 
imagination at the centre of the compass, and conceiving the 
ship to be sailing thence along any desired point to the margin 
of the card. Now, since easterly deviation pulls the card to 
the right, and the ship follows the can/, it is clear that she also 
is thrown to the right, and vice versd. " Local Attraction ’’ is 
the term used to express the disturbance of the compass by 
magnetic influence existing outside of the ship, such as may be 
found in docks and other confined water spaces. 

At the earth’s magnetic poles all compass action ceases, since 
there a freely-suspended needle, pointing straight up and down. 
has no horizontal force to give it direction —hence the very 
apparent sluggishness of the compass in high latitudes and its 
complete uselessness in the neighbourhood of the magnetic poles. 
Indeed, were it not for the conical shape of the pivot and cap, 
which compels the card of a mariner’s compass to assume 11 
horizontal position, it would tip over end and jam against the 
glass cover as the magnetic poles were approached. 

Now, if the earth has Magnetic Voles, it has also a Magnetic 
ICguator. This magnetic cijuator is a sinuous curve encircling 
the earth and crossing the geographical equator in two places 
nearly diametrically opposite to each other, something after the 
fashion of the Ecliptic One crossing is on the eastern side of 
the Atlantic, about the meridian of Is West, and the other is in 
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the Pacific, about the longitude of 1GS° W. Its greatest diverg¬ 
ence from the true equator is in Brazil, in latitude 15° S., and 
longitude 50° W.; its next greatest in the Arabian Sea, at a 
point in latitude 11° N., somewhere between Socotra and the 
Laccadives. 

At all places on the magnetic equator a freely-suspended 
needle takes a true horizontal position ; or, in other words, the 
dip is 0°. One might imagine that here would be found the 
strongest lines of horizontal or directive force; but most careful 
observations prove that such is not the case—in fact, that of the 
two, they rather evince a preference for the geographical equator. 

To recapitulate :—If a freely-suspended needle be taken to the 
north magnetic pole, its red end will point vertically downwards. 
As the needle is carried south, it will gradually approach a hori¬ 
zontal position, which will be exactly attained on the magnetic 
equator. Proceeding still south, its blue end will next begin to 
dip, and at the south magnetic pole will point vertically down¬ 
wards. These facts have direct reference to the magnetic ehange 
which goes on in the iron of a ship, as she alters her magnetic 
latitude in the course of a voyage. 

The next most important point to be remembered is the dif¬ 
ference between a magnet made of hard steel and one made of 
soft iron. That of hard steel will not reverse its poles, no matter 
at what part of the earth or in what position it may be held. Its 
magnetic character is absolutely permanent, and will so remain 
even though its red end be directed towards the south, and its 
blue end towards the north. Hard steel displays no particular 
haste to receive magnetism, but, once acquired, it does not like to 
part with it. In this respect it resembles self-taught people; 
their knowledge—often hard bought—is deeply rooted, and 
abides with them. Not so, however, with soft iron, which 
possesses no independent magnetism of its own. In its case the 
magnetism is of a purely transient or fugitive kind, ceasing with 
the removal of the producing cause, and being just as easily and 
quickly reproduced with reversed poles in the same bar. 

The experiment may be easily tried with an ordinary kitchen 
poker and a boat’s compass. But, first, it will be necessary to 
explain that a bar of soft iron , if held in the earth’s “ Line of 
force,” will instantly become magnetic, though it may not have 
been so before. Now, what is the earth’s “ Line of force ? ” It is 
the position which a freely-suspended needle—when undisturbed 
by iron—would take up if left entirely to itself. Tn the first 
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place, it would point towards the magnetic pole; and, in the 
second place, one end would incline downwards at an angle 
below the horizon corresponding to the “dip” at the | lace. The 
‘ dip” at London id now tUIOd) 67", and slowly diminishing. 
When, accordingly, the poker is held in this direction, it at once 
becomes magnetic by induction—its lower end or point acquiring 
red magnetism in our hemisphere, and its upper end or handle 
acquiring blue magnetism. This may readily be tested by placing 
the compass near it. If held a few inches from the lower or red 
end, the south point of the needle will be attracted by the poker; 
while, if held near the upper or blue end, the north point of the 
needle will be attracted. This invisible force, exerted by the 
poker, is termed “ induced magnetism" or " magnetis n of posi¬ 
tion,” and only remains so long as the poker is held in that 
particular manner. To destroy this, it is merely necessary to hold 
the poker in an east and west direction, or at right angl *s to the 
“ Line of force,” when it will no longer appreciably filled the 
compass. 

This shews that soft iron has no fixed polarity, but that on the 
contrary, it retains magnetism only precariously,and easily loses it 
when mechanically disturbed. For example, percussion exercises 
a marked influence on both the inducing and dispelling of this 
kind of magnetism. If, therefore, the poker be hit a few taps 
with a hammer whilst held in the “ Line of force.” its magnetic 
power will be intensified ; and, again, when the position is alterc 1 
so as to dissipate the force, it will he found that the tapping 
hastens that process also. 

Let the poker be once more held in the “ Line of force '—hut 
this time with the point up and handle down—it will again be¬ 
come magnetic; but the blue and red magnetism will be found 
to have changed ends. The red will have shifted its quarters to 
the handle, because it is now the lower end. and the bine to the 
point, because it is now the upper end. Just like water and oil 
helmve in a bottle: the oil will unfailingly be found at the top, 
no matter which way the bottle may be held. 

'The facility with which soft iron acquires or parts with mag¬ 
netism may be shewn in another way. Take the kitchen poker, 
in im igination, to the north magnetic pole, an 1 hold it veitieall v 
point down. The lower end, as before, will acquire “red,” and 
the upper end “ blue " magnetism. Holding it still in th* dime 
u*ty, transport it to the magnetic equator, it will there he en¬ 
tirely free from magnetism of any description. Still h ddinj it 





D uitjrain N°l 


Diagram y a 2 





1‘o.uAon ot'qmi/rst r/fni 



Hu00 **(^^J F0ST 

fasti nm of'no' JisturbaJh'f 


ro r*cc r»oc ost 









“ MAGNETISM OF POSITION.” S«5 

in the same manner, transfer it to the south magnetic pole; it 
will once more be magnetic, but, the lower end will now have 
“ blue," and the upper end or handle, “ red ” magnetism. The 
rapidity of the change will correspond to the time occupied on 
the journey. 

As before stated, this will not happen with a magnet of hard 
steel , whose poles remain unchanged in character, no matter what 
way it is held, or in what hemisphere it may be placed. Keep 
this in mind, as it bears directly upon the behaviour of the iron 
in a ship. 

Thus, in north (magnetic) latitude the upper end of all vertical 
soft iron, such as funnel, masts, stanchions, davits, rudder, stern- 
post, &rc., has blue magnetism, and attracts the north end of the 
compass needle. While as the ship sails south, such iron becomes 
gradually weaker in its effect, and on the magnetic equator— 
being then at right angles to the “ Line of force ”—produces 
none whatever. On the other hand, in south (magnetic) latitude 
the upper end of this same vertical iron acquires red magnetism, 
and repels the end of the needle it had previously attracted, doing 
so with continuously augmented force as high latitudes are gained. 

Further, be it remembered that in any given locality the mag¬ 
netic intensity of a vertical bar of soft iron, such as the rudder 
post, remains undiminished no matter what may be the direction 
of the ships head; but its disturbing effect on the compass 
depends upon its position relative to the needle, being greatest 
when at right angles to the direction of the needle’s length, and 
ceasing when in a line with it ( see Diagrams Nos. 1 and 2). We 
have now done with vertical iron for the present. 

A horizontal bar of soft iron at the magnetic pole has no mag¬ 
netism whatever, since there it is at right angles to the “ Line 
of force.' It is, in fact, in the same harmless condition that the 
vertical bar found itself on the magnetic equator. When taken, 
however, into low latitudes, it gradually becomes magnetic if 
kept pointing towards the magnetic pole, and has its greatest 
power in the vicinity of the equator. The red magnetism will 
always be found in the end which points to the north, no matter 
which, turn it about as you may. 

As the south magnetic pole is approached, a horizontal bar of 
soft iron loses force, and at the point of 90° dip, has again ceased 
to be magnetic. In brief; vertical iron is most magnetic at the 
poles, and horizontal iron, held in the direction of the meridian, 
is most magnetic on the equator. 
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Another very marked distinction between vertical and hori¬ 
zontal iron must here be noted. The magnetic intensity of the 
latter depend* not only upon its proximity to the equator, but 
on the anjle it mikes with the magnetic meridian. Thus, when 
held in a north and south direction (Magnetic), it is at its 
best; on being turned in azimuth it loses power, and when 
held exactly east and west (M.) has none at all. Therefore, 
unlike vertical iron, horizontal iron on board ship has a varying 
action upon the compass, depending on the direction of the ship s 
head as well as on the position of its poles in their relation to the 
compass needle. 

This is an important distinction; hnt there is yet another. 
Horizontal iron produces the same deviation in all latitudes ; for 
though its power varies with that of the earth, the ratio between 
the two is constant; and since the first is the disturbiwj force 
of the needle, and the other the directing force, it follows tint 
the deviation arising from the induced magnetism of horizontal 
iron is the same at any part of the globe. 

A magnet possesses the peculiar power of producing magnetism 
in a bar of iron or steel without loss to itself, and so is capable of 
propagating its own species to any extent. Therefore, when try¬ 
ing experiments with a slice, crowbar, or kitchen poker, it must 
not he placed too close to the compass needle, as the latter, if 
strong, will of itself induce magnetism in the poker when, from 
the position in which it may be held at the time, none would 
otherwise exist. Tims, if a common spike nail be held near one 
pole of a powerful magnet, the latter will first induce magnetism 
in the nail of .a contrary name to itself, and then the law which 
says that opposite poles attract each other will come into opera¬ 
tion, and the nail in obedience will fly to the magnet. 

In the process of making a permanent magnet, which is 
variously done by “ touching" a bar of glass-hard steel with the 
natural lodestone, with another magnet or by electricity, the one 
under treatment should be surcharged with the magnetic tluid. 
It luver however, retains all its original strength ; but, after a 
while, settles down into a certain definite state known ns •* the 
saturation point." which, if the steel be of the proper temper, it 
will maintain for years without appreciable loss, and accordingly 
gets mimed a permanent majnrt. 

Whatever the process of magnetisation may be, it produces two 
oppo ito and equal forces in tho ends of the steel bar. from which 
it billows that there will be a noutra point about the centre 










Uuu/rtun y?3 



SIDE ELEVATION 


Diagram 



SIDE ELEVATION 


( > 

DECK PLAN 

c > 

DECK PLA N 



Diagram C> 



SIDE ELEVATION DECK PLAN 


TO fACC f+Ot 3 »T 




















CURIOUS MAGNETIC EXPERIMENT. 


5S7 


of the bur totally devoid of magnetism of any kind. It is well 
to know this; since, if it be compulsory to put a compass near 
vertical iron, it may be possible to raise or lower it to the level 
of the neutral point, and so render the iron incapable of mischief, 
so long at least as the ship is upright.* 

An iron ship may be correctly looked upon as a large 
permanent magnet. She became so in the process of construc¬ 
tion; for, although the materials of which she is built are not 
such as by themselves retain magnetism permanently, it is found 
that, when united in the form of a ship, and subjected to per¬ 
cussion by riveting, &e., they acquire this property in a greater 
or less degree. 

After launching and reversal of the ship’s head as it was on 
the building slip, the magnetism undergoes very rapid diminu¬ 
tion ; but in no ease does it depart entirely , and that which is 
left when the saturation point is reached is accordingly styled 
Sub-permanent. So far there is a great correspondence between 
the ship, taken as a whole, and the steel magnet. 

It is evident that the position of the poles of the ship’s Sub¬ 
permanent magnetism must depend—first, upon the direction of 
her head when building; and, secondly, upon the “dip” at the 
part of the world in which she was built. If, for example, a 
ship were built at the North Magnetic Pole—direction of her 
head in this case immaterial—her magnetic constitution would 
be shewn by diagram No. 3. 
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* Magnetism has oflate years been used for a very curious purpose, as the followiug 
account takeu from Chambers's Journal for Nov., 1SS0, will shew :—“ It is well knowu 
that in working iron, such as welding two pieces together, and even in its manufacture, 
hollow places or flaws occur, with merely an outside skiu over the defective parts, which 
suy test but a destructive one would fail to discover. * * * To test the homogeneity 

of the metal. Captain Saxby lakes a bar of iron and places it on the equatorial line ”— 
(that is to say, in an east and west direction.— Aulhor.) " lie next passes a compass 
with a very sensitive needle along in front of the bar—the needle, of course, pointing at 
a right angle to it. If the bar is perfectly solid through its whole length the needle will 
remain steady. If, however, there should be a flaw or hollow place in the bar, the needle 
will be deflected as it passes from the solid to the hollow place, backwards towards the 
solid iron ; passing on over the hollow place, the needle will come within the range of 
the solid iron at the other end of the flaw, and will again be deflected forward. If tha 
bar he cut through anywhere between these two points of deflection, a flaw will invariably 
be found. Many thousands of pieces of iron—some prepared for the purpose of testing 
this method of trial, others in the ordinary course of business —have been operated upon 
with the same unvarying result. Captain Saxby has called to his assistance Nature, who 
never makes mistakes in her operations.” 

Note:—The writer of this article made a mistake in giving Mr. Saxby the title of 
Captain, lit* was Principal Instructor of Naval Engineers in His Majesty’s Steam 
Reserve, and at no time belonged to the Executive branch of the service. By way of 
light aud pleasant readiug. sailors would do well to take the .Journal just quoted. It 
coutains also the latest scientific “ tips” on ull subjects. 
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If built on the Magnetic Equator (bead North), diagram No. 4 
would represent the state of affairs. 

Diagram Xo. 5 represents a ship built at the South Magnetic 
Pole, and in this case also the direction of her head would not 
signify ; and Diagram Xo. 6 shews one built at Liverpool—head 
South. 

Endless diagrams might be drawn to shew the effect of the 
combination of geographical position, with the direction of the 
ship's head at time of building, on her sub-permanent magnetic 
character, but the foregoing are sufficient to illustrate what is 
meant; and the reader, having mastered the principle, can draw 
for himself any special case he may desire. 

We have now shewn that the compasses of a ship are acted 
upon, first, by her general magnetic character, which, so to speak, 
was born with her, ami secondly, by the iminced magnetism of 
individual masses of vertical and horizontal iron. 

The general magnetism, after a time, becomes stable in amount, 
irrespective of geographical position, and the colour of its poles 
is not subject to change ; the induced magnetism never becomes 
so, it is transient, and the colour of its poles depends, in the case 
of vertical iron, upon the magnetic latitude the ship may be in 
at the moment; and in the case of horizontal iron, upon the 
direction of the ship’s head. 

Although the Sub-permanent portion of the ship’s magnetism 
remains constant in all latitudes, its effect upon the needle is verv 
different. Near the equator, the horizontal or directive force of 
the needle is at its best, and. accordingly, it is then most fit to 
resist the disturbing pull of the li.xed portion of the ship's mag¬ 
netism just referred to. Hut, as we know, the needle lasts its 
directive force its polar regions are approached, and, consequently, 
at such times comes more ami more under the domination of the 
ever vigorous Sub-permanent magnetism. It is consequently 
necessary to compensate these various effects by means suitable 
to each. 

The Pennant nt portion of the ship's magnetism, which cause* 
Si nuci rcular or Polar deviation, is compensated by steel nnignets, 
whose magnetism is likewise permanent ; and that part due t<> 
induction in vertical iron, which goes and comes with change of 
latitude, ami likewise causes Semicircular deviation, is compen¬ 
sated by vertical bars of ordinary wronght-iron, which similarly 
Is conic magnetic by terrestrial induction, and are iutlueuced in a 
corresponding degree by such changes of latitude as both maybe 
exposed to. 






PRINCIPLE OF COMPASS ADJUSTMENT. 589 

Another part of the ship’s magnetism, namely, that arising 
from the induction of horizontal iron, produces Quadrantal 
deviation—which, as before stated, is the same for all latitudes, 
and is compensated by soft iron, generally in one or other of 
three forms: namely, horizontal cylinders like clock weights, 
globes like the round shot of Nelson’s time, or masses of small 
close-linked chain. This last is of course enclosed in suitable 
receptacles. 

The Quadrantal error—begotten of induced magnetism in the 
ship’s soft iron—waxes and wanes throughout each quadrant, 
attaining its maximum in a portion of each quadrant. 

The horizontal iron producing Quadrantal deviation may be 
either athwartships, fore and aft, or oblique ; the name of the 
deviation (+ or -) depends also upon whether the iron produc¬ 
ing it is continuous or interrupted in the vicinity of the compass. 

It is an axiom in Mechanics that “ nothing but force can 
resist force," and this applies equally well to magnetic force. 
The correct principle, therefore, to go upon in adjusting com¬ 
passes appears to be that “Like cures like," when applied on the 
opposite side to the disturbing influence. 

The many diverse causes shewn to operate on the compass at 
one and the same time, combine in producing a certain sum total 
of effect, but as these forces do not always act in harmony either 
as regards direction or amount, it is clear that their joint effect 
cannot be compensated by any single magnet whose power is the 
same at all times and in all places. Here the knowledge of the 
skilled compass adjuster comes in, as by certain mathematical 
rules, by no means difficult of attainment, he is able to analyse 
the magnetic character of the ship, apportion to each kind of 
deviation its 'proper value , and apply the right kind of remedy. 

To distinguish Quadrantal from Semicircular deviation is quite 
easy, but to separate that part of Semicircular deviation caused 
by vertical iron, from that part which is produced by the ship’s 
Sub-permanent magnetism, is a more difficult task by far; yet ( 
in vessels continually changing their magnetic latitude, this is of 
the highest importance. 

To adjust a compass, it is necessary to put the ship’s head on 
two adjacent cardinal points, such as North and East; also on 
any one of the four principal inter-cardinal points, such as N.E. 

The Deviation (semicircular) existing when the ship’s head is 
either North or South, is caused by the attraction of the port or 
starboard side of the ship, according as the attracting pole of her 
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magnetism lies to one side or the other, and is compensated by 
steel magnets placed atliwartships. The compass being placed in 
the amid.ship fore-and-aft-line of the vessel, and the iron on each 
side of it being in gt neral equally am) symmetrically distributed, 
there is no occasion to compensate the induced magnetism of 
vertical iron, as that on the port side counteracts that on the 
starboard side. 

In a ship built with head either due North or South, the poles 
of her Sub-permanent magnetism would exist in the bow and stern, 
rendering 'thwartship magnets unnecessary, as there would be no 
deviation on either of these two points; that is, supposing the 
iron on each side of the compass to be the same in amount and 
position.* The only effect would be to increase the directive 
force of the needle when the ship's head was on the opposite 
point to that on which she had been built, and to diminish it 
when on the same point. 

ship* bc*d When the ship's head is either due Kast or West, the Deviation 

East or We.t (semicircular) is caused by the attraction of the bow or stern of 

cause of , , . 

Devution. the vessel, accordmg as the attracting polo of her Sub-permanent 
magnetism lies forward or aft, and according to whether the 
greatest effect of vertical iron is found before or abaft the compass. 
The compensation in this case is et lee ted partly by steel magnets 
placed fore and aft, and partly by a vertical pillar of wrought 
iron. This vertical pillar is termed a “ Klin dor's bar," after a 
Captain in the Royal Navy who was the tirst to propose it. 

In a ship built with head either due Hast or West, the p >le.s 
of her Sub-pernio n* nt magnetism would lie to starboard and port, 
r* nd( riog fore-ttnd-aft stul magiots unneeessary,ns there would 
be no Deviation /non this rouse with the ship's head 011 either 
of these points, and the rule as to the directive force of the i.eedle 
would be the same us before. 
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It is seldom or never that a ship is built with her head exactly 
on one of the cardinal points, so that both fore-and-aft and 
uthwartship magnets are almost invariably required ; and when 
the compass is so j laced as to he free from the elfects of vertical 
iron (which, now-u days, is seldom the case), it is possible, by com¬ 
paring the natural deviation oil the north and south points with 
that on the east and west, to determine pretty accurately the 
direction of the ship' heel at time of building; or, knowing this 


* Wt. 11, on I' ull»-r I1411O, a cotn|iais n flunked by a donkey Icr, or llie it 
|i«di»>t il of mi c mimj room lrl»K<n|li oti lln» linden. com |n> mint ion on tit* N^rtb and South 
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latter and the natural deviation on north and south, it is possible 
to determine how much of the deviation on east and ivest is due 
to sub-permanent magnetism, and how much to the induced mag¬ 
netism of vertical iron. This knowledge is very important. 

When the ship’s head is either N.E., S.E., S.W., or N.Wthe 
remaining deviation (quadrantal) is got rid of by cylinders, or 
better still, by hollow globes of cast iron, placed 011 each side of 
the compass bowl. Where large masses of iron are unsym- 
metrically placed, as in the case of turrets in echelon, or where 
the compasses are not in the amid ship line of the ship, the 
quadrantal correctors, instead of being in the true ’thwartship 
line, have often to be placed obliquely. 

Should the sign of the co-efficient D be minus, the correctors 
would have to be placed in the fore and aft line. 

The athwartship and fore-and-aft magnets are usually, but 
not necessarily, placed on the deck beloiu the compass. Some¬ 
times it is more convenient to place them on the deck above, or 
on a bulkhead, or inside the binnacle itself. In reality, it matters 
not whether they are placed above or below the compass, so long 
as the middle of the magnet’s length is in the vertical plane, 
passing fore-and-aft or atlnvartships—as the case may be— 
through the centre of the compass card. ( See Diagram No. 7.) 

On no account are steel magnets to be applied end on to the 
compass, neither should they be placed vertically, excepting the 
one used for correcting the heeling error. Therefore, athwart¬ 
ship magnets must be placed either before or abaft the compass, 
and fore-and-aft magnets to starboard or port. In other words, 
they should be applied “ broadside on.” 

It is preferable to use large magnets at a considerable distance, 
than small ones close to. The rule is, that the magnet should not 
be nearer to the centre of the card than twice its own length; 
thus, a 30 " magnet should not be within 5 feet. But some are 
so weak that at this distance their effect would be next to nothing. 
Well-made magnets of equal size will sustain each other’s weight 

The rule as given by Lieut. A. Collet of the French Navy is— 
“ The distance of the corrector magnets from the card should be 
such that the perpendicular, from the middle of the bar magnet 

• Rule: Enter the traverse tables, with the correct magnetic direction of the ship's 
head at time of building, as a course. In the departure column look for the number 
corresponding to the deviation on north or south, and against it in the latitude column 
will be fouud the value of the sub-permanent magnetism on east or west, which, sub. 
traded algebraically from the quantity actually observed on one or other of these points, 
will leave the amouul due to vertical iron. 
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to tin- lin* that joins tins middle to the centre of the needles, 
may ent the plane of the needles at a distance from the centre, 
equal at least to six times the length of the needles.” # 

The cast-iron cylinders or globes—on suitable brackets—are 
placed on each side of the bowl, so that their centres may be as 
nearly as possiMe on the same level as the compttss needles, and 
mostly that a horizontal 'thwartship line through the centre of 
the card may pass through their centres also. (See Diagram 
So. b.) 

The wrought-iron vertical pillar (“Flinders bar”) is generally 
from 3 to 4 } inches in diameter, and of such a length that, when 
secured in its place, the end may be about 2 inches or so 

above the level of the card. It is more usually placed on the 
fore side of the compass, and exactly in a direct fore-and-aft line 
with the centre of the curd; but cases may arise where the 
balance of effect of the ship’s vertical iron lies itself on the fore 
side of the compass, in which case the compensating pillar might 
have to be placed on the after side. The rule is simply thi=*— 
that the pillar must be placed so that the pole on a level with 
the compass card may be of such a name as will counteract the 
pull of the ship’s vertical iron; and to accomplish this, the pillar 
may be placed in various positions, being sometimes on the same 
and sometimes on the opposite side to the force it is intended to 
compensate. Occasionally it will be found necessary to bolt it 
to the deck overhead (as in a wheelhouse), so that its lower end 
may hang a couple of inches below the level of the card. A good 
example of this kind of adjustment is shewn facing page 001. 

in the Admiralty method of adjusting the sub-permanent mag¬ 
netism, only one magnet is used. This is placed horizontally 
with the middle of its length exactly under the centre of the 
card, at such a distance from it, ami at such an angle with the 
fore and-aft line of the ship as will produce the desired effect. 
The explanation of its action is simple it is merely the resultant 
of the forces which affect the needle when the two magnets—one 
athwartships and the other fore-and-aft - are employed. 

This is a very elegant method, hut somewhat more difficult 
than the ordinary one in vogue on board merchant vessels. For 
details sc»e Jiedford’s Sailors’ Pocket book, p. 4b, bth F.d. 

When intending to adjust, choose a line day with smooth water, 

• fur * of (hr Cort/vr## lit hont Praritft Orlflin % Co 
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provide a number of steel magnets of various sizes,* and mark Preparations 
their centres. Hold them one by one near a compass, and a adjusting!** 
couple of inches or so of that end which attracts the north end of 
the needle, paint blue, and the other end, red. 

It will also help matters to tint red the northern semicircle of 
each compass card, and its southern half blue. This can be done 
with the ordinary coloured pencil. It will do no harm to allow 
it to remain so always, and, indeed, compass cards might with 
advantage be coloured this way by the makers in the first 
instance. 

Plumb under the centre of the compass, draw on the deck two P r a w chait. 
chalk lines, one fore-and-aft and the other athwartships, as mes °" ec 
represented in Diagram No. 7 . In the case of a wheelhouse 
compass, do the same on the underside of the deck overhead. 

We will suppose the vessel to be at sea, and that it is intended 
to use the bearing of the sun.*f* Work up the position from last 
observations, and set your hack watch to Apparent Time at Ship, ^ et A w ^ tch 
as explained in the chapter on the Pelorus. Take from the Tables 
the sun’s true bearing for every four minutes of the time during 
which you will be occupied adjusting, and convert it into the 
Magnetic bearing by applying the Variation at place, taken 
from the Variation chart, and duly corrected for annual change, 
which latter in some parts of the globe is too large to be 
neglected. Write down neatly, in a small pass-book, these 
Magnetic bearings and corresponding times. 

To find the Magnetic bearing from the true, you must apply Make list 
westerly Variation to the right, and easterly to the left. Thus, ° f a ““^ c 
if the true bearing be East, and the Variation two points bearing, 
westerly, the Magnetic bearing will be E.8.E. 

If a steamer—take in all sail, trim her 'perfectly upright by 
filling the boats with water or otherwise, slow the engines so as 
not to waste coal, provide copper tacks and a hammer, and see 
that the lubber-lines of the compasses to be adjusted are truly Lubber lines 
fore-and-aft. Place the Pelorus in one of its stands—near to the truly iore- 
man at the wheel, if possible—and appoint an officer who has an " a 
some “ Nous,” and is thoroughly familiar with the instrument, to 
put the ship’s head as required, whilst attending yourself to the 
compasses. Begin with the Standard, being the most important, 

* Magnets for use on board ship are usually soldered in watertight cases of copper, to 
protect them from rusting. 

t The writer, over 30 years ago, using the moon for this purpose, adjusted a new 
steamer at uight in the Sunderland Dock, much to the astonishment of the natives. 
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and leave the Steering compass to tlie last; although there is no 
reason why its deviation on the various points, as the ship goes 
round, should not he noted by another olliccr. All being ready, 
let the lubber’s point of the Pelorus bo secured at North, and the 
sight vanes clumped to the sun’s Magnetic bearing, then star¬ 
board or port the helm until the sun’s reflected image is seen 
in the speculum or mirror fairly bisected by the thread of tho 
vane. 

The vessel’s head will now be North Mag —that is to say. 
in the direction of the north magnetic pole, as would be in¬ 
dicated by a well-made compass in a wooden ship without a 
particle of iron on board, either in her construction, equipment, 
or cargo. If, now, the compasses were correct, they would agree 
with the Pelorus in shewing the ship's head to be North ; if, 
however, influenced by tho iron of the ship, they fail to do so, the 
amount that each differs from it will he the J deviation due to 
that particular compass on that jiarticular course. 

Accordingly, if the north or red end of the com pass-card be 
attracted say three points to starboard—the ship's head will 
appear N \V. by N. by compass ; or in other words, the deviation 
will he three points easterly (-f). To counteract this Mue u ttmet¬ 
ing force of the Snh-pcrmaneiit magnetism on the starboard side, 
place athwartship on the deck—either before or abaft, above or 
below the compass, as most convenient—a steel magnet, with its 
re </ nul to starboard, and, consequently, its blue end to port tf the 
comjmss. T he red end of the magnet will of course repel the 
red end of the needle from the starboard side, and be aided in 
doing so by the equally strong attractive force to port of the blue 
end of the magnet. 

To avoid setting up a swinging motion, let the magnet at first 
be placed a considerable distance from the compass—say four or 
five feet—and put its centre mark exactly on the fore-and-aft 
chalk line. Then move the magnet gindually closer, until the 
ship’s head is North by tlie card.* 

'Hie pull of the starboard side will now have been neutralized 
by the combined action of the poles of the magnet, which may he 
lightly tacked down in its place. This is shown in diagram So. 9 

It i« cotivi'iut*ill t.> keep In ilio pockul a sun 11 impact j >into 1 like a pair of JivlJor* 
\\ lied Id e.| (liu opp.Mite p »lei liucli an 1 uoutraliao ea.-h otner : w ien open the magnet 
•an ho npj lieil ailtoitly above lliv iiipass rani lo hung ii lu rot. One leg N ) should 
be p'llhtO'l re I, till Utlicr hluc. Ht C.i'f 14/ <.» . W l\xi tjtnt the tery lOy 

Ww i lone ti i lh him. 
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Adjust each of the other compasses in a similar manner, placing 
the red or repelling end of the correcting magnet to starboard or 
port, according as the north end of the compass-needle is attracted 
to starboard or port by the ship. If one magnet be insufficient to 
eorrect the Deviation, apply another—putting it, if possible, on 
the opposite side of the compass to the first; or, if the first be on 
the deck under the compass, the second may, if desired, be tacked 
to the deck above it. Bat in every case similar colours must 
point in the same direction, or they would neutralize each other. 

All this time the officer at the Pelorus—duly provided with watch 
and pass-book—is altering the setting of the sight vanes for every 
half degree of alteration in the sun’s bearing, and is conning the 
ship with small helm , so as to keep her steady on the North point 
(m.), signalling by whistle whenever she is exactly so. 

Having taken a second look at each of the compasses, and To adjust 
made any little alteration which may be required, screw the East * 
lubber line of the Pelorus to East; and,keeping the vanes set to 
the sun’s M. bearing, bring the ship’s head round with port helm 
until the sun’s image is once more seen in the speculum, and 
steady her carefully on this fresh eourse. The various com¬ 
passes, if correct on this point, ought also to show the ship’s 
head as East. Should they fail to do so, the difference is the 
Deviation, which must be corrected partly by fore-and-aft 
magnets of steel, and partly by the Flinders bar. 

The means taken to determine how much is to be corrected by 
one, and how much by the other, will be shewn further on; in 
the meantime, imagine half the deviation to be corrected by the 
pillar and half by the steel magnet. If now, with the ship’s head 
at East (m.), the needle be drawn two points towards the stern * 
the ship’s head by compass will be E.S.E. To counteract this, 
place a steel magnet fore-and-aft ways, either to starboard or port 
of the coinpass, with its red end also towards the stern, and centre 
mark on the ’thwartship chalk line. Move it slowly towards the 
compass till half of the westerly Deviation is corrected. The 
ship’s head will now be E. by S. by compass. Next place the 
Flinders bar forward of the binnacle at such a distance as will 
cause the ship’s head to appear due East, when it may be securely 
bolted down to the deck. It is preferable, however, that the 
lower end of the pillar should be let down some distance through 
the deck, and rest either on the one below, or on some firm sup- 

• When speaking of the needle being attracted or repelled, its north end is always 
meant, unless oinerwise specified. 
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port provided for the purpose. The object is not only to intensify 
its power, but to keep the lower pole of the pillar from being so 
near as to counteract the opposite effect of the upper one. The 
compass at this stage is shewn in Diagram -Vo. 10. li stands 
for the rudder post, which in this case is the active vertical irou ) 
and P for the pillar which is intended to counteract it 

The Semicircular deviation of all the compasses is now cor¬ 
rected. We have still, however, to deal with the Quadrantal. 

Put the ship’s head by Pelorus on any one of the four principal 
inter-cardinal points—say N.E. correct magnetic. In 99 ships 
out of 100 the compasses will exhibit Easterly Deviation on this 
point, amounting to as much sometimes as 10° or 12°. Should 
this be the case, a cast-iron cylinder or globe must be placed on 
each side of the compass-bowl, and moved nearer to or further 
from it, till the ship’s head points correctly to N.E. by compass 
also. 

This adjustment, once properly made, does not require touching 
ever after, unless, indeed, the ship were to load a cargo of iron, 
or some alteration made in the iron-work near the compass. 

The ends of the correctors must not, however, be nearer to the 
centre of the card than 1 \ times the length of the longest needle, 
so that they may effect their purpose by becoming magnetic by 
terrestrial induction, and not by the inductive influence of the 
compass needles. If placed too close, the inductive ellect of the 
needles upon the correctors will be greater than the inductive 
ellect of the earth, and their reciprocal action on each other would 
be excessive, resulting in error—notably octantal error; secondly, 
the magnetic field would not be uniform.* 

Lookings at Diagram No. ll.it will be seen that the port ends 
of the cylinders exhibit red magnetism, and in this position com¬ 
pensate easterly Deviation; but on turning the ship round to 
N.W.. their starboard ends acquire red magnetism, and in this 
fresh position compensate vt utterly Deviation. Chain boxes, 
though in very common use for this purpose, are not to be re¬ 
commended. The best corrector of Quad ran tal Deviation is a 
couple of hollow cast-iron globes or shells, the introduction of 
which, like many other things sailors have to be thankful for, is 
due to Lord Kelvin. 

Here may be mentioned incidentally a curious ami often-times 
important fact with reject to all hollow iron bodies, whether 

* Tlio inaKiiotic ficl 1 t* ihc apnea mirrou»<li»K a maguel iu which inch magnel eiercian 
il* inti lewe. and uniforti ty *«pp •« ihc line* of force lo lx> parallel. 
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globular or square, such as water-tanks, &c.—namely, that as soon 
as the thickness of the sides has reached to of the thickness or 
diameter of the whole body, the magnetic effect is the same as if 
the body were a solid piece of iron. 

The compass is now shewn fully adjusted in Diagram No. 11, 

Semicircular Deviation is so termed because it has the contrary rantai Devia. 
name and maximum value in opposite semicircles —thus, if it is *! on ’ why . 

L L thus named, 

easterly on North, it will be westerly on South. On the other 
hand, Qaadrantal Deviation is so termed because it is greatest on 
the four inter-cardinal points. It has the same name in opposite 
quadrants and the contrary name in adjacent quadrants. Thus, 
if it is easterly on N.E., it will be easterly on S.W. also, but 
westerly on S.E. and N.W, So you see the two kinds of Deviation 
are vastly different. 

Steel fore-and-aft magnets produce their greatest effect on 
East and West, diminishing to nothing on North and South, when variable 
they become parallel to the compass needle. A Flinder’s-bar pfssneedie™! 
placed on the centre line before or abaft the compass acts in the compensating 
same way. Steel 'thwartship magnets produce their greatest Maenets ' 
effect on North and South, diminishing to nothing on East and 
West, when they become parallel to the compass needle. 

Quad rantai correctors produce their greatest effect on N.E., variable 
S.E., S.W., and N.W., tapering off to nothing at North and South, effect of 
East and West. When the ship’s head is on North or South (m.), correctors, 
the poles of cast-iron cylinders, being at right angles to the '‘line 
of force,” are powerless to affect the compass; and when the ship’i 
head is on the East or West (m.), though the cylinders are then 
magnetic, they cannot affect the compass, as their poles are 
parallel to the needle. In the case of cast-iron globes, their 
magnetic poles are parallel to the needle on all four of the last- 
named points, but the effect is the same as with the cylinders. 

Any one following out this s} T stem of compensating magnets, 
with its ever-varying effects, cannot but be struck with the 
beauty of the arrangement which permits of so many discordant 
elements being made obedient to natural laws. 

When the process described above is accuratel}’’ carried out, and 
the compasses well made and properly situated, they will be 
nearly correct on every point. Nevertheless, it is prudent to 
steam the ship completely round, steadying her on every fourth 
point by Pelorus, to determine remaining errors. 

Then, should any compass be found to have considerable devia¬ 
tion—say 4° or 5°—on the opposite points to those on which it 






A XA L YS IS t,h' SEMICIRCULAR DEC IA Tiny. 


no8 


Final 

correction*. 


Sea Adjust 
ment prefer¬ 
able to Dock 
Adjustment. 


Caution as to 
Steam TenJers 
and Tugboat*. 


Flmdet s i at 


has been Adjusted, halve the error between the two. If, for example 
you find a compass correct on North, but 4 * out on South, move 
the ’thwartship magnet so as to reduce the error on South to 2°. 
which will, of course, cause V of error on the North point also. 
When necessary, do the same on the West and S.W. points like¬ 
wise. After which, swing ship for a table of remaining devia¬ 
tions on every second point. When this inequality occurs, it 
shews that the ship’s iron is not symmetrically distributed round 
about the compass in question. 

Having iinished up, resume Course, nail the magnets down for 
good, and cover them at your leisure with neat cases of hardwood. 

If the operator knows what he is about, adjusting in this 
manner should not occupy more than from two to three hours, 
and is worth a hundred swingings in a close dock, where there 
is probably any amount of Local A ttmetion by cranes, bridges, 
roof girders of sheds, 'water pipes, Arc., not to speak of other 
metal vessels round about. 

Few people are alive to the fact that in high latitudes even a 
wooden tugboat may be a source of trouble to the compass, if. 
when fast alongside, the upper end of the funnel, as will prob¬ 
ably be the case, is about the level of the bridge or Standard 
compasses, and not many feet from them. An instance of 
this occurred to the writer in Queenstown harbour, when the 
Standard compass of his ship was affected to the extent of 3 ° 
by the funnels of the passenger tender. Thus an apparently 
trivial cause might lead to serious results, and shews the neces¬ 
sity for being continually on the alert. 

It is now necessary to go back a little, and explain the manner 
of getting at the correct amount of Deviation to be compensated 
by the Flinders bar. When the ship’s head is either Fast or 
West, any deviation then existing arises partly from Sub-per¬ 
manent magnetism resident in the bow and stern (which must 
bo compensated by a permanent steel magnet), and partly from 
the induced magnetism of vertical iron predominating more at 
one end of the ship than the other. This latter must be compen¬ 
sated by a like cause applied in the opposite direction. Thus, if 
vertical iron situated abaft the compass pulls the needle towards 
it, another piece of vertical iron can be put forward of ibe com¬ 
pass to pull it back again; or it may even bo placed abift the 
compass, on the same sale as the disturbing force, if the de*k 
fittings will permit of its repelling pole being placed on a level 
with the card. 
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It has been shewn that on the Magnetic Equator vertical iron 
ceases to be magnetic, and is consequently powerless to affect the 
compass. If then, the Deviation be ascertained on the cardinal 
points when the ship is on the Magnetic Equator, it is certain 
that it cannot be due to vertical iron. It must be owing either 
to Sub-permanent magnetism, or to “ Retained ” magnetism, to be 
explained hereafter. For the present let us assume that it is Sub¬ 
permanent only, and correct it by a steel magnet; which being 
done, let the vessel proceed to high latitudes, and let the Devia¬ 
tion be again determined. Then, that arising from Sub-permanent 
magnetism having already been cured on the equator, and being, 
moreover, when compensated, not sensibly affected by change of 
geographical position, we know that whatever now exists is 
principally due to vertical iron, and should therefore be corrected 
by a vertical iron pillar, applied as already explained. In prac¬ 
tice, the experiment on the equator is only tried on the East and 
West points, as vertical iron, from its symmetrical arrangement 
in the ship, seldom disturbs the compass on the north and south 
points. 

Again, supposing a vessel to have been built with her head due 
North : this will Lave constituted her a Sub-permanent magnet, 
whose axis lies exactly fore-and-aft, the bow being the red, and 
the stern the blue pole. "When such a ship is placed head East, 
the red bow repels the needle, causing westerly Deviation ; and 
unless she proceeds to the Magnetic Equator, there is no way of 
telling how much of it arises from the cause just mentioned, and 
how much from the induced magnetism of vertical iron.* 

On the other hand, suppose the ships head to have been due 
East when building, then the port side would mostly be Sub-per- 
manently red, and the starboard side blue. Now, what Deviation 
would this cause when the ship’s head was East or West at any 
after time ? None whatever. Since the poles of the ship’s Sub¬ 
permanent magnetism and the needle itself would lie in the same 
straight line, the only effect would be to diminish or increase the 
directive force of the needle . Nevertheless, on trial there is found 
to be large Deviation on these points. If so, it must be due to 
masses of vertical iron situated either before or abaft the compass, 
according to the direction of the pull, and is capable of easy cure 
by one or more Flinder s bars applied in the proper manner. 

There is another point in connection with the diminished 

* This is the extreme case (never likely to occur), which is put to give more point to 
vhat follows. Ordinarily, the rule giveu in the footnote on page f*91 would be used. 
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directive force of the needle which should not be overlooked , 
namely, that when the ship is steering in the same direction as that 
in which she was built, the compass, when uncompensate*! , will 
be both sluggish and tickle. Therefore, every master of an iron 
ship should endeavour to learn in what direction his ship was 
built, and, when sailing on that course, be more than ever on his 
guard against the seemingly mysterious pranks of his compass. 

The forward wheelhmisc compass of thes.s. “-” com¬ 

manded by the writer, from its extremely bad situation, nflbnlsa 
good example of difficult compass correction. Previous to adjust¬ 
ment, this compass—although an excellent 1*2" liquid one, by 
Cairns of Liverpool—had enormous natural deviations. Diagrams 
12 and 13, drawn to a scale of 0 3 to the foot, shew the steps 
taken to correct it. 

From the very close proximity of the mainmast, which acted 
as a powerful magnet, it was evident from the outset that strong 
measures would have to be taken with this compass. Experiment 
shewed that, at the level of the card, which was below the 
“neutral point" of the mainmast, the latter had north or red 
polarity, and exerted a strong repellent action on the needle. 

In due course the ship was swung, and her natural deviations 
carefully ascertained all round. Having been built with bead 
Is. 03” M (.m.), the deviation on north should have been twice 
and a half us much as that on east, were the compass undisturbc<l 
bg vertical iron.* Knowing wlmt it actually was on both these 
points, it became a comparatively easy matter to roughly separate 
the Inductive from the Sub-permanent. Accordingly, two round 
bars of wronght-iron, each 4* in diameter, were used to counteract 
the mainmast. The after one—4s in length—was lot down 
through the top of the wheelhou.se, and the other 42 in length 
—was bolted to the deck just abaft the must 

It will he noticed, on looking at Diagram So. 13, winch 
represents the ship’s head in an easterly direction, that the north 
end of the needle was forcibly rcjidlol by the mast. Now the 
Ufj>cr end of the vertical pillar between the compass and the 
mast strove to pull it back again, and in this it was aided by the 
lower ml of the pilar abaft the steam-steering wheel, which 
repelled or pushed it back in the same direction. The distance 
of t lose pillars from the compass \v;is so arranged, that when in 
[Hjsition, they ahoilt compensated the deviation title to the in 
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ductive magnetism of vertical iron ; the remaining deviation on 
the east and west points was corrected by two 16" steel magnets, 
tacked on fore-and-aft ways to the under side of the deck above 
the compass. The deviation on north and south points was com¬ 
pensated by one 30" 'thwartship magnet tacked on to the outside 
of the forward bulkhead ; and the Quadrantal deviation (10°) by 
two cast-iron cylinders with globular ends, something like the old- 
fashioned clock weights, each being 12" long by 3^ in diameter. 

This formidable array of magnets reduced the huge errors of 
the compass within more manageable bounds, but afterwards, 
when at sea and the ship listed over, the heeling error was exces¬ 
sive, and had to be compensated in the usual way, by a vertical 
steel magnet, placed exactly under the centre of the card when the 
vessel was upright. Two iron ventilators marked V were also 
removed. Nevertheless, this compass was extremely wild and 
fickle during the first and second voyages, and although it after¬ 
wards behaved somewhat better when the ship’s magnetism had 
settled down, it could not be said to give very satisfactory results 
at any time. Of course the builders should never have placed 
the wheelhouse in such a ridiculously unsuitable place ; but being 
there, and no way of improving matters short of putting in a 
wooden mainmast, it was necessary that the Captain should know 
how to make the best of a bad job. 

The reader will perceive, from the very unusual character of 
the conditions named, that in the case just quoted, the amount of 
deviation to be compensated by the Flinders bars could only be 
approximately inferred ; and it is probable that, if ever this ship 
went down to the Magnetic Equator, some little alteration of 
these arrangements was found advisable. 

To avoid confusion of ideas, it has been considered wise to leave 
for separate consideration that part of the ship’s magnetism which 
is known by the term “Retained.” It plays, however, a very 
important part in the deviation of compasses, and will be found 
to modify to some extent what has been said in the previous 
pages. It belongs to the semicircular order of deviation. 

It has been stated that when the kitchen poker is held in the 
“ Line of force,” it instantly becomes magnetic ; or more correctly, 
that the latent or dormant magnetism within it has undergone 
excitation when held in that particular manner. This statement 
is correct so far as it goes, but it is necessary to supplement it by 
saying, that the longer the poker is so held, the more magnetic it 
becomes—up to a certain point. Again, when the poker is held 
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at right angles to the 1 Line of force,” it loses its magnetism; but 
if it has previously stoo<l for a long time in the “ Line of force, 1 ' 
it will not lose it instantaneously, hut will require a longer or 
shorter period to get rid of the magnetic charge, according to its 
intensity, and the quality of the iron in which it was excited— 
soft iron parting with it more readily, and vice versa. 

Now this is just what happens when a ship’s head has been in 
one direction for a long time. She becomes temporarily mag¬ 
netised by the earth’s inductive force, and this action is intensified 
by the sen striking her ; and also, in the case of a steamer, by 
the tremor imparted to the hull by the engines. The poles of 
this magnetism are of course parallel to the Magnetic Meridian. 
Thus, if the ship sailed due south for a week or so, her stern 
would acquire red and her bow blue magnetism—the new charge 
being superposed on what may be called the ship’s natural 
magnetism, and, to a certain extent, masking it 

“Retained’’ magnetism remains for a considerable time after 
the cause is removed—frequently for days—unless the direction 
of the ship’s head be exactly reversed, when it goes more quickly, 
giving way to the opposing influence of the magnetism proper to 
the new direction of the ship’s head. 

This is a most important phase in the magnetic character of a 
ship, and any one who chooses to investigate it will see, that for 
this reason alone an Adjuster’s Deviation Table is comparatively 
worthless. Thus, if a ship has been lying up in a dock—say 
head south for several months, or even weeks and was then 
most carefully adjusted, and replaced in her original berth to 
load for sea, but with her head in the reversed direction, it would 
he found before sailing that her compasses had comparatively 
large deviations, though when the adjuster left the vessel a fort¬ 
night previously they were practically free from error. Kvery 
one entrusted with the navigation of an iron ship should keep 
this fact continually before him. The immediate effect of “ Re¬ 
tained” magnt tism upon the compass of a ship at sen is to cause 
her, on a change of course, to deviate invariably in the direction 
of the last one. If a vessel has been steering let us say South 
for some time, and is then hauled-up West, it will he found that 
the deviation previously existing on that point w ill he increased 
if it has been westerly, and diminished if easterly the change 
frequently amounting to a point an l upwanls; so that, unless 
all''Wed for, she will infallibly be thrown to the southward of her 
intended course. Kveii in shaping a fresh course, differing only 
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ft couple of points from the last one, this propensity of the coin- Effect of Re 
pass must be taken into account according to circumstances, as it j sm entering 
varies much in different ships, and in different compasses on New York Bay 
board the same ship. 

As an illustration, we will take the case of the lines of steamers 
running constantly between Liverpool and New York or Phila¬ 
delphia. On the outward passage these vessels have their heads 
in a westerly direction for upwards of a week, and consequently 
the poles of their "Retained ” magnetism lie to starboard and port 
—the red pole on the starboard, and blue pole on the port side. 

The tendency on subsequent northerly courses will be to throw 
the ship to the westward. Thus, entering New York Bay bv 
the south channel, the Swash Range Lights come in one bearing 
N. 40^° W. Cm.) ; but if, when in one, the vessel be steered 
directl) T for them, the direction of her head by compass will 
probably be about N. 33° W., or even more to the northward. 

The same effect will be still better shewn when hauled up for 
Fort Hamilton. The Main Ship Channel course, keeping the 
Bunge Lights in one astern, is N. 13f E. (m.), but the chances 
are in favour of the vessel having to steer about N. 23° E. by 
compass, or, at all events, considerably to the eastward of the 
proper course. Much depends on the situation of the compass. 

The same thing occurs in the Delaware. From Cape llenlopen 
to the Brandywine Lighthouse, the course—keeping the ranges 
in one astern—is North (m.); it is quite common, however, 
to steer about N. 12° E. by compass.* 

On the homeward passage, these steamers, having had their Effect o( 
heads to the eastward for a week, get magnetised in the Retained 
opposite direction. It is the port side which now has red Irish Channel, 
magnetism ; and in consequence, when hauled up at Tuskar for 
the Skerries or South Stack, instead of steering N. 5Gb* E. (m.), 
they have generally to shape a compass coarse many degrees to 
the northward. 

As the effects due to crossing the Atlantic are about equal, going How to eiimi- 
and coming, it is not a difficult matter to adjust the compasses nmgneUsm"^ 
with accuracy for the ship’s Sub-pennanent magnetism on the 
North and South points. If, for example, outward bound, with 
head North by compass in the Delaware, the deviation is found 


In Trans-Atlantic Steamers it is a good plan to have one of the deck compasses 
adjusted for the American port frequented, and another for the English port. The 
writer used to keep his Bridge compass adjusted for the Delaware inward-bound, and the 
Standard or Navigating compass for the Irish Channel, outward-bound. 
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to be S* westerly; ami homeward bound, with head North outside 
Queenstown, it is found to be 20° easterly —the amount of Sub- 
permanent magnetic attraction to be compensated by the ’thwart- 
ship magnets is G° easterly. Accordingly, at one or other of these 
places the magnets should be moved to show 14° of deviation— 
westerly in the Delaware, easterly at Queenstown; and this 
amount would then be solely the effect of “ Retained” magnetism, 
which would quickly disappear if the circumstances producing 
it were reversed. 

It is evident that were it due to Sub-permanent may net ism t 
it could not, on the same point, be easterly at one time ami 
westerly at another. But, in making these observations and 
corrections, do not for yet that the ship must be perfectly upriyht , 
or the results will be vitiated. From half passage over either 
way, it will be easy to adjust on the East and West points, as by 
that time the " Retained " magnetism due to steering towards the 
North or South will have disappeared. 

No possible amount of eye or scientific knowledge in an adjuster 
can provide against "Retained ” Magnetism. There is, however,one 
dodge by which its effects can, in some minor degree, be modified 
In those regular liners always sailing on the route just specified, it 
will probably be found useful to ore r-com pen sate the Quadranbd 
deviation. The correctors diminish westerly deviation in the N.W. 
quadrant, and easterly deviation in the N.E. quadrant; therefore, 
by otrr-compensutiou, the effect of the Retained magnetism would 
be partially neutralized in one semicircle of the compass at both 
ends of the voyage ; and so long its the course lay within that 
semicircle, there would be undoubted advantage. On the other 
hand, those liners who run principally in a North and South 
direction, and have occasion to make abrupt changes of course 
near the end of the passage, should have their Quadrantal devia¬ 
tion i<m/<V-compeiis:ited, t*r, if small, neglected altogether. 

These last are not so fortunately situated as the first named, 
since the application of correctors for Quadrantal deviation has 
not only the effect of increasing the directive force of the needle, 
but lessens very considerably the error due to heeling (vide 
pa^e (>12 ).* Each one, therefore, must judge for hims If how far 
these suggestions are suitable to his own particular route and 
ship. Pole compasses, when wtll plaeed , are comparatively ex- 

* T iv Q tndiai i'll ilivut on in all those cam u • ipposed to l>c of the kind due to the 
00 elh u it ♦ l> , 'hat 11, u.inlerl) in the N 11 and S. W. quadra: U, and the contra*j »u 
th» o her * wo 
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empt from the effects of Retained magnetism, and Masthead 
compasses are almost entirely so. 

Now this matter of “Retained” magnetism has a very important 
bearing upon compass adjustment. It is evident that if its effects 
get mixed up with the ship’s 'permanent or congenital magnetism, 
the adjuster will be compensating something which would ulti¬ 
mately have disappeared of itself, or perhaps even have taken an 
opposite name. This is another reason why a Deviation Table 
cannot be trusted, and by imparting undue confidence, is more 
likely to lead into trouble than to keep one out of it. It shews 
also that, before the Captain of a ship undertakes to meddle 
with his compasses, he should be tolerably certain that they are 
free from this fleeting but troublesome error, or else know by 
experience how much to allow for it. 

If, soon after launching and masting, a ship be experimentally 
swung for compass errors, and then be completed for sea with her 
head in the opposite direction to that which it had whilst 011 the 
building slip, it will be found on next swinging her that a wide 
discordance will exist between the first and last Deviation Tables. 
Now, as already stated on page 587, an iron ship becomes a magnet 
during the process of construction, but only a portion of the 
magnetism thus acquired is fixed or Permanent, the remainder is 
of the “Retained” type; and to get rid of this surplus charge before 
the compasses are adjusted for sea, it is highly expedient that an 
iron vessel should have the direction of her head reversed as soon 
as possible after she leaves the stocks, and kept so till she is taken 
away to be adjusted. This unfortunately is too often neglected, 
as builders generally are averse to the trouble, or it may not 
always suit their convenience in other respects. But, seeing its 
great importance, owners ought to make reversal obligatory by 
inserting a clause to that effect in their specification, for instance, 
that the vessel should have the building direction of her head 
reversed for at least ten days previous to adjustment. When 
reversal is neglected, the adjustment made just before going to 
sea is only so much time and money scattered to the winds, not 
to speak of the positive danger likely to accrue from the omission 
if the vessel should have a beating wind and thick weather when 
going down channel. 

The writer has a lively remembrance of a ease in point. Not 
a hundred years ago it was his fortune to command a fine new 
steamer, which the builders, in spite of all entreaty, refused to 
reverse after launching. When the day for it came, the adjust* 
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merits were carefully made 1 >y himself and a professional of 
considerable reputation. The vessel then slutted on a trial trip 
which lasted some 3G hours. During tlie greater portion of this 
time, however, the writer was kept briskly on the move, shifting 
magnets and readjusting according as the vessel parted with her 
“ Retained ” magnetism. No doubt the builder, in his happy igno¬ 
rance, thought the extra fuss was all a “fad” of the Captain's. 
Luckily, throughout the trip, the weather was beautifully clear 
and the sea like a mirror, but had it been thick and stormy, that 
builder might have left tin* ship in a sadder, if not a wiser, mood. 

The Latin proverb, wheu paraphrased, tells us that experience 
teaches even wise. men. 

'l'lie numerous lines of ."teamers running to Kastern ports 
through the Suez Canal have a splendid opportunity for adjust¬ 
ing their compasses in the most perfect manner. In the tirst 
place, between Aden and Ceylon—a distance of over 2000 miles 
—they are steaming nearly due Jiiast on the mayor tic equator, 
during which time, of course, vertical iron has no ellect whatever 
on the compass. Therefore, when about half passage over, let 
the ship's Sub-permanent magnet ism be carefully compensated 
with fore-and-aft magnets of steel on Mast Lm.). 

As, however, the deviation existing on the east course may bo 
due partly to the ship’s natural magnetism, and partly- tin ugh 
in a less degree—to the Retained mngmtism picked up coining 
down the < anal, Culf of Suez, and Red St-a, it will b«* proper, at 
the same place, on the return passage, to a eertnii the deviation 
on the We t point. Should thcic he any, it ought to be reduced 
one-lialf, by shifting one of the fore-and-aft magnets in the 
required direction, and when the ship gets up by Reachv Head 
or Dover, again determine the deviation on the Hast point. 

It may now bo pretty large, u?n/ if not mixed up with Ihtained 
magnetism, will hr due wholly and soltly to the influence <>r 
vertical iron. Sow is the time to ]» ace the Flinders bar, an 1 
let it be at such n distance as will compensate all the deviation 
on Lust, unless there is reason to believe that some of it 
arises from that troublesome Jirtainfl magnetism,in which case 
allow, say, a couple of degrees to remain. It is not, however, 
bkelv that there will be much “Retained” left by the time 
Deadly Head is reached; but if the weather is fine, you can 
make tolerably sure by yawing the vessel right off to ftout/r for 
20 minutes or half-ao-hour going slow—and then putt it g her 
on Fust (M. to he adjusted. 
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Should the Flinder’s bar be made to bolt to the deck on which 
the binnacle rests, it will be merely necessary to move it nearer 
to or further from the compass, till the ship’s head points to 
East (m.) by compass as well as by Pelorus. But if, as recom¬ 
mended, the pillar has been made to let down through the deck, 
you must ascertain beforehand the effect, at various distances, 
produced by it on this particular compass, talcing care that the 
experiment is made in the same magnetic latitude as that in 
which it is intended to ship the pillars. 

When the writer was in the s.s. “ City of Mecca” this plan was 
adopted with complete success. The deviation on East was 
ascertained off Dover, and noted. On arrival in London, a round 
wrought-iron pillar, 5 feet long and inches in diameter, was 
procured, and its inductive power tested as follows. The com¬ 
pass (12-inch card, 4 needles) was taken on shore in the S.W. 
India Dock, and placed on some cotton bales, at such a height 
that the pillar stood a couple of inches above the level of the 
needles. As soon as the card had ceased vibrating, a piece of 
marline was stretched across the centre of the compass in an 
east and west direction, and made fast. The iron pillar, which 
had pu'i'posely been left standing on end for some hours, was 
next, with the assistance of an impromptu plumb-line, placed 
vertically under the marline, in which position it was of course 
at right angles to the direction of the needles, and consequently 
exerting its greatest influence. Having measured the distance 
of the pillar from the compass—centre to centre—and noted the 
effect produced, it was advanced— still under the marline —a 
little nearer, the measurement repeated, the effect again noted, 
and so on. 

The following shews the results, and may be useful to others 
under similar circumstances, but only as a rough guide, since 
different qualities of iron, and a different construction of com¬ 
pass, may increase or diminish the values here given. 
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Having by this method determined the distance at which the 
pillar would compensate the amount of deviation ascertained off 
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] lover, a hole was bored in the deck at tlie same distance from 
the compass, and the pillar let down until its upper end stood 
about two inches above the level of the card, anti the heel rested 
on a strong wooden cleat or bracket, screwed to a bulkhead below. 
The partners were then wedged up with soft wood, and a duck 
coat put on over all. anti painted, to preserve the pillar from rust. 
The lower portion of the Flinder’s bar came into the second mate’s 
bunk, and interfered considerably with his nether extremities, 
but being an enthusiast in compass adjustment, the intrusion of 
cold iron was never known to evoke from him even the faintest 

Adjusting on 
North nn 1 
South in 

Suez Canal 

protest. 

This compass was sworn by ever after, so perfect was its 
behaviour. It <juile rivalled the second mate’s. 

To adjust compasses on the North and South points, there is 
a capital place for these eastern-going ships in the Suez Canal, 
Just after leaving Port Said, there is one unbroken "straight”of 
2b miles, the Magnetic course down which is S. 2J" \Y. the whole 
way; and as the speed in the (’anal rarely exceeds 7 knots, 
there will he JM hours available for adjusting. It is true the 
vessel's head cannot he put c.ructhj on South (M.); but if the 
’thwart.ship magnets arc placed to make the compass show 
S. *2W. when the vessel is pointing straight down the Canal, 
this will 1 e found quite near enough. You can test hy the sun. 
of which there is mostly a trillc too much in that part of the 
world. 

Port Said 

The next matter is how to get rid of the " Retained ” magnetism 
acquired whilst steaming on Kasterlv courses in the Mediter¬ 
ranean, which will naturally produce its greatest temporary 
elli ct now that the vessel's head is South, or at right angles to 
its former direction. 

It is usual to coal at Port Said ; or if n steamer arrives late in 
the afternoon, it is seldom that she can proceed before the next 
morning. If, during this unavoidable detention, the pilot can be 
] revailed upon to put the vessel into the Ismail Basin, she will 
there head to the N \Y. ; or in the opposite direction, to the 
courses t red down from Malta ; and will be almost sure to 

have lost all her /iWhiom/ magnetism before the following 
morning. 

K\qn should it bo found impossible to get the ship’s bead in 
this direction, the ordinary berth for waiting steamers runs about 
S.\\\, or son e 10 points from her last course, which will go a long 
way to remove the unwelcome visitor. If in any doubt, however, 
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the compasses can again be tried near South, when abreast of 
Chalouf, or when emerging from the Canal into Suez Bay, b\ T 
which time they will certainly be free from the effects of the 
“ Retained ” acquired on Easterly courses.* 

The compass has now been corrected on the cardinal points, but 
there is yet the Quadrantal deviation to deal with. Fortunately* 
in this case the presence of any amount of Retained magnetism 
does not signify in the slightest degree. At any convenient time 
or place, steam the ship right round the circle, steadying her suffi¬ 
ciently long on N.E., S.E., SAY., and NAY. by comjxiss, to get the 
deviation on these points with accuracy. Mark easterly devia¬ 
tion by the plus ( + ) sign, and westerly by the minus ( —) sign, 
and then proceed as follows:— Reverse the sign of the deviation 
observed on S.E. and NAY., then add together those which have 
the same sign; take the difference between the two dissimilar 
quantities thus found, and prefix the sign of the greater. Divide 
this difference by 4, retaining its sign, and the result will be the 
Quadrantal deviation , which, in its natural state, without cor¬ 
rectors, will nearly always be + in name; and as it is due to 
horizontal iron, will retain the same value in any latitude, unless, 
indeed, the construction of the vessel be materially altered, or 
large quantities of iron be shipped as cargo. The following 
example is taken from the Record of the “ British Crown's" 
compasses before adjustment. 


Belfast Lough. Monday, 6/10/79. 

The natural deviation on N.E. was - 6°, on S.E. - 62°, on SAY. + 32°, and 
on NAY. + 48°. 


N.E. - G°. S.E. + G2° sign rever-sed. 

NAY. - 48 sign reversed. SAY. + 32 


+ 94° 
- 54 


- 54° 


+ 94 


4) + 40 


+ 10 ° = 


Quadrantal 

deviation. 


To compensate it; if the sign is + as in the example, put the 
ship’s head the same number of degrees to the left of N.E. as the 
value of the Quadrantal deviation ; and, keeping her exactly in 
this direction by the aid of some other compass, place the cor¬ 
rectors, and move them closer to, until her head is N.E. by the 


* I11 steel ships, as might be expected, their magnetism is of a more fixed character as 
compared with iron ones. The Deviations of the compasses in steel vessels are therefore 
60 inewhat more constant, which in itself is a great advantage, since in general it is not 
so much the amount of Deviation that is complained of in compensated compasses, as it** 
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compass under treatment. Ships are so seldom found having 
Quailrantal deviation with a — sign, that it is unnecessary to 
“liter upon its compensation. It would require the correctors to 
he plaeetl on the fore and after side of the compass, instead of 
athwartships. 

Although the Quadrantal error is rarely large in amount, like 
the Semicircular, it is for many reasons very important that it 
should be corrected. Not the least is the fact, that for the same 
amount of maximum error, the Quadrantal ehauges twice as 
rapidly as does the Semicircular error; and, therefore, a Quad¬ 
rantal error of 10° is much more embarrassing than a Semicircular 
error of the same amount. The true significance of this will be 
seen when it is explained that a Quadrantal error of 1U W implies 
a rapid change in the deviation of the compass, amounting to as 
much as half a point, with so small a change as a point ami a half 
in the ship’s course, from one side to the other of any of the four 
cardinal courses. Jmayine the difficult its of tryiny to steer by 
such a compass! 

This concludes the adjustment of a ship oil even beam, in which 
only the pull of the horizontal portion of the ship’s magnetism 
has duly been considered. Some iron vessels, however, have 
excessively large deviations, due to magnetic force below the 
compass, since the poles of the ship's magnetism can only lie in the 
horizontal plane in such few ships as have been built on or near 
the magnetic equator. Vide pages 5S7-5SS. This heeling error 
has been known to amount to as much as 2 for every 1 of heel. 
It is greatest when the ship's head is on the North or South 
points, and becomes reduced to a very small quantity on Hast or 
West. Thus a ship changing In r heel from 10 port to 10 star¬ 
board, may change her deviation as much as 40 . which no one 
will deny is a very s rious matter.* 

It is seldom or never possible to list a ship in dock to ascertain 
her peculiarity in this respect, as doing so costs too much time 
and money in these days of rapid movements ami economy; but it 
may be approximate ly arrived at in another and much cash r way. 
(let an optician of n /at It to make you a delicately poised “ Dipping 
needle,” mounted on a suitable stand, carrying a couple of spirit 
levels, and protected with a glass cover. Let the needle-point 
traverse a vertical scale of degrees, nnd be fitted with a small slid¬ 
ing balance-weight, so that whatever part of the world you may 
l,.» in, by moving the weight yon can stt the needle to zero of tlie 

• See .1/ hr. 
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scale, when the spirit level indicates that the instrument is per¬ 
fectly horizontal.* Now, to test the vertical force of the ship on 
any compass, take your “ Dipping-needle ” on shore, in a spot 
free from Local Attraction, and adjust it to zero, in the plane of 
the magnetic meridian ; then, returning on hoard, remove the 
compass, and put the “ Dipping-needle ” in its place, bedding it 
up with wood or otherwise until it is perfectly levelled, and occu¬ 
pies exactly the same position and direction the compass needle did. 
Then, if it be found deflected from zero, it shews the existence of 
vertical magnetic force below the compass, commensurate with 
the amount of such deflection. This can be compensated by 
inserting a vertical steel magnet in a suitable receptacle, directly 
underneath the very centre of the instrument; which magnet is 
to be slid up or down till the point of the “ Dipping-needle ” again 
rests at O’, when it is to be secured in place, and the compass 
returned. Generally, it is the red pole of the magnet which 
requires to be uppermost, but this is very easily seen on trial. 

The adjustment for heeling error when carried out as above 
can only be considered approximate. To get an exact result the 
vertical magnetic force at the place of the compass on board 
ought to bear the same ratio to the vertical magnetic force on 
shore that the horizontal force on board bears to the horizontal 
force on shore. 

The horizontal force for a corrected compass on board may 
usually be assumed as 90 # /. of the horizontal force on shore, and 
this proportion may be used when actual measurement of the 
horizontal force on board has not been made. Therefore, when 
adjusting the dipping needle on shore it should be set to about 
90 7 0 of the then determined vertical force: but an error of 5 °/« 
on the vertical force for a ship anywhere near the British Islands 
gives rise to only l^ 3 to 1£° of heeling error for 10° of heel. The 
accompanying Plates shew respectively the lines of equal Hori¬ 
zontal and Vertical Force, and of equal Magnetic Dip.-f* 

This adjustment may also be performed by comparing the 
vibrations of the dipping needle in a given number of seconds on 
shore with the vibrations made in the same number of seconds on 
board. Whatever number of vibrations may be made on shore, 
the correcting magnet must be raised or lowered to give 90 % of 

* Lord Kelvin has patented a very neat arrangement for determining the vertical force 
below the compass. See page 220. This he has recently improved by substituting for 
the sliding paper weight a small bar-magnet moved up and down by a micrometer screw. 
The vertical component magnetic force of this little magnet is used to balance, and so to 
measure, the vertical magnetic force exerted on a pair of dipping needles. 

+ See footnote, page 220. 
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these vibrations with the dipping needle in the place of the com¬ 
pass on hoard. The axis of the pivots of the needle should be 
North and South. The first method is preferable.* 

This is a very important adjustment in all ships, but more 
especially in those whose cargo is largely composed of iron ; and 
ns it is certain that such vessels cannot be heeled every voyage, 
owing to the unceasing hurry-scurry in mercantile affairs, sucli a 
simple and inexpensive mode of effecting it should not be neglected. 
Unfortunately, this adjustment, as at present etfected, only holds 
good for the Magnetic Latitude in which it is made. 

For example, the vertical force below the compass is com¬ 
pounded of Induced ns well as Sub-permanent magnetism, there¬ 
fore the disturbance due to heeling arises from tivo distinct 
causes; and we have shewn that these require different treat¬ 
ment, inasmuch as the transit nl induced magnetism of soft iron 
cannot be satisfactorily compensated by permanent steel magnets. 
Moreover, iron which was horizontal with the ship upright, 
partakes also of the nature of vertical iron when she heels over, 
which at once introduces a fresh disturbing element. This second 
portion of the heeling error is lessened by the quadrantal cor¬ 
rectors; a consideration of diagrams 14 and 15, in tlie first of 
which the . hip is shewn upright, and in the second ns heeling 
some 27 , will make this e\id* iit. 

A.s already stated, the quadrantal correctors being composed 
of soft iron, readily become magnetised by induction from the 
earth’s force, in the northern hemisphere, therefore, their upper 
parts for the tine* being acquire blue polarity, and the lower red 
polarity. Flense note the words " for the time being.” 

So long us the ship is upright, these globes are inoperative on 
North ami South eoursts, but when she heels over, the hnnr 
part of the corrector on the weather side of the ship is raised 
approximately to the level of the compass needles, and. having 
red polarity, helps to neutralise the blue polarity of the weather 
side of the ship, in this it is assisted by the blue polarity of the 
upper half of the lco corrector. Of course the opposite effect is 
produced in South magnetic latitudes, and thus the quadrantal 
correctors accommodate themselves to the varying magnetic 
character of one portion of the ship’s soft iron. Usually it is 
blind in practice that the quadrantal correctors are insufficient 
to compensate the n\ hole of the heeling error title to the above 


• K r it f> 1 it • omit of ixji inicuit with n tilimtin^ nerd!**. twd 1 olli finruwtally 
»i ,t viM i 1 v. -t< Martin'* Ifiluttt on C*i;aj t SI ustmenl, j p 70 amt S7. .M«» *• 

»: I'lti'u. A S.n, I.U. 
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cause. Another small constituent of the heeling error is corrected 
by the Flinder’s bar. 

Taking into consideration the many forces operating on the 
compass under the influence of heel, their adjustment can only 
be considered fairly reliable in such foreign-going vessels as the 
Atlantic liners before alluded to—which, in the run from the 
United Kingdom to New York, are all the time ‘practically in 
the same Magnetic Latitude, the difference not amounting to 3°. 

Although the “ heeling magnet ” is very useful in bringing the 
heeling error within moderate bounds, the Navigator must con¬ 
stantly be on his guard and avail himself of every opportunity 
to determine this insidious error, and readjust it by actual observ¬ 
ation at sea. 

To see what a great advantage a vessel has whose heeling 
error is compensated over another where it is not so, just suppose 
them to be on northerly or southerly courses in a rough beam 
sea. In the one case, each time the ship rolls, the vertical mag¬ 
netic force below the compass will come out now on one side of the 
needle, and now on another, causing the card to be alternately 
pulled to starboard and port at every roll; and should this pull 
happen to coincide with the period of vibration due to the motion 
of the ship, the swing of the card will be so great as to render it 
perfectly useless. In such cases, a man ignorant of the science of 
compass adjustment will be almost certain to attribute the ex¬ 
cessive swing to some inherent fault of the compass, and inwardly 
curse the maker. On the other hand, the properly compensated 
compass will remain comparatively steady under all circum¬ 
stances, and any little swing will be due to purely mechanical 
causes. In the latter case, the swing may be lessened by affixing 
deep wings of talc to the under side of the card, on its outer 
edge. These will help to steady it, by their resistance to the air. 

I 11 diagram No. 16, facing this page, let V in each of the 
figures represent the vertical component of the ship’s magnetism, 
and its effect on the compass-needle, when the vessel rolls, will 
be easily understood. BA represent the deck beams, G the com¬ 
pass, and M the compensating magnet. 

It has already been shewn how necessary it is that the semi¬ 
circular magnetism, causing the deviation on East and West, 
should be resolved into its constituent parts, and each compen¬ 
sated by the mcaus suitable to it; but to impress it more vividly 
on the mind, just consider what happens when this has been 
ueglected. 
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Take the case of a southern-going vessel, havin'*—say 5 points 
natural deviation on Kast, o of which are due to vertical iron. 
The adjuster, having no time given him to sift the matter, com¬ 
pensates all 5 points in happy-go-lucky fashion, by means of 
jirrmanent el>cl magnets, and so the compass is rendered correct 
for the time briny. Hut as the vessel goes south, the vertical 
iron loses its power over the compass, and on the Magnetic 
Equator exerts none whatever; the steel magnet, on the con¬ 
trary, is as strong as before, and having now all its own way— 
(Happy Magnet!!)—causes an error of three points. Hy the 
time the vessel has got oil* Cape Horn, vertical iron has again 
become strongly magnetic, but ttow with reverted poles, so that it 
palls in the same direction as the steel magnet, ami both acting 
together, cause 0 points of deviation. Not only is this large 
error a serious trouble in itself, but the directive force of the needle 
is so reduced as to make the compass sluggish, and almost worth¬ 
less to steer by. 

Some uninformed men in this lix take up the magnets alto¬ 
gether, which certainly may mend matters, but won’t cure them. 
They even eye the magnets themselves as something dangerous, 
actually throw them overboard, are rather proud of the exploit, 
and boast of having done so to their nautical chums. 

If ignorant of the principles of compass adjustment, the more 
rational plan would be to tie the magnets together in pairs of 
equal size—the red end of one touching the blue end of the other 
—and consign them to the forepeak, or the carpenter’s storeroom. 
When so fastened together, they retain their magnetic force un¬ 
impaired, while they etlectually neutralize each other’s action, 
and so cannot play tricks with a compass or chronometer, should 
they <iccid* ntally be placed near them. In this way they will 1* 
ready for use when next required, and the expense of buying 
others will he saved. 


Uefore adjusting a new vessel, it is advisable to swing her on 
tlie eight principal joints by each compass, and ascertain the 
Co-etlieionts, which, when recorded, arc afterwards useful in 
ofdeteumiiiiis connection with the magnetic history of the ship ; but with three 
natural Devia or four compasses the process is a tedious one, occm jiving at least 
•a|«*n»R ,C 1 whole day, irrespective of the time required at the linish for 

putting down the magnets ; and it is only in rare cases, such as 
yachts, or men-of-war, where time is of less importance, that this 
would he practicable. When the u itnral errors are not too large, 
time may ho saved and several swingings avoided by the use 
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of Napier’s diagram, but extreme cases, which often occur in 
practice, cannot be treated this way. 

Enough has been said to convince anyone that reliable compass 
adjustment is beset with difficulties, and cannot be lightly under 
taken. What dependence, then, can be placed on the hurried per¬ 
formance which is daily witnessed in some of our largest ports, J®^***^™ 
when a lot of magnets are slapped down as the vessel leaves the of Deviation 
dock gates, and a Deviation Card handed to the Captain worth Card8 ‘ 
little more than the paper it is written on ? This, however, is 
seldom or never the Adjuster’s fault, but is the result of a vicious 
system against which conscientious men dare not shew fight, 
since less scrupulous competitors are ever ready to step in and 
adjust (?) in half the time, if necessary, and for half the money. 

Strange to say, anyone with sufficient money or credit to rent a 
shop can style himself a Compass Adjuster, as no Government 
test “ exam.” is required ; so, for legal purposes, Tom, Dick, or 
Harry suit equally well. 

In the course of a voyage, many opportunities present them¬ 
selves for adjusting or forming a Deviation Table, and such 
chances should be carefully sought for and utilized. The man 
responsible for the navigation of a metal vessel cannot be too 
zealous in this respect. 

The ports of Callao, Bahia, Calabar, Aden, Madras, Colombo, p °r‘s on 
and many others, are practically on the magnetic equator, and Eq^tor. 0 
ships lie at anchor in them for weeks, during which their captains 
might perfect the Sub-permanent and Quadrantal portion of the 
adjustment; and be prepared to complete it, as already explained, 
on return to high latitudes. 

This being satisfactorily accomplished, and the adjustment 
being in all respects carried out in conformity with the foregoing 
rules, it is strongly recommended not to fiddle-faddle afterwards 
with the magnets, in what would only be vain attempts to 
correct the subsequent comparatively small errors sure to arise 
from time to time. Unless the vessel be new, or has had altera¬ 
tions made affecting the compass, these errors will be due entirely 
to “Retained” Magnetism, over which, from their “ come-and-go ” 
character, it is impossible to exercise any permanent control. 

To keep a compass exactly correct at all times and places, the 
magnets would have to he everlastingly shifted about, than which 
—it is almost needless to say—nothing could be more injudicious. 

The proper way to 'circumvent the difficulty is to keep a 
Compass Record in some such form as that given on page 62’J. 
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HARBOUR ADJUSTING HARKS. 


This particular one is kept in .‘'took by the publishers of 
“ Wrinkles.” 


Adjusting 
by bearing 
of distant 
object. 


Adjusting 
marks in Rio 
de Janeiro 


May have been 
battered down 
in recent 
revolution 


When the writer was in the service of the l\ S. X. Co., ami had 
to touch regularly at a couple or three dozen ports on the round 
trip, it was his practice to avail himself of the natural marks for 
swinging ship to be found in many of the harhouis. For example, 
when at anchor in a | ort like ltio de Janeiro, it is easy to ascertain 
the magnetic bearing of a distant object, such as a mountain 
peak, well-defined bill top, or small island, by taking its true. 
bearing oil’ the harbour plan with a Field's Parallel Ruler, ami 
applying to it the corrected variation. The difference between 
this and the compass bearing, as the ship swings round to wind 
or tide, is, of course, the deviation for the particular point on 
which the ship's head may be at time of observation. This 
method is independent of the sun. who will not always show 
himself when wanted, and in the tropics may have too high an 
altitude to be serviceable; with the additional advantage that, us 
the bearing of the object is constant, no calculation is necessary. 

Iu Kio, the steamers of the P.S.X. Company invariably anchored 
in those days off the small island of Mocanguc, which was their 
coaling station. From this position, the conspicuous peak of 
Tijuca (3.31G feet high bore S. 07A* W. magnetic, distant 
miles, ami was therefore fairly adnptcd for this purpose (lb95). 
A remarkable peak in the Organ Mountains, from its greater dis¬ 
tance, was a better object, and could be used indifferently with 
Tijuca, when one or other happened to be shut out by the masts 
or funnel. This last peak was not laid down on the harbour plan, 
but its bearing was ascertained in the simplest manner by merely 
talcing the horizontal sextant angle betur*n it and 7'ijuca 

At this anchorage a couple of excellent transit marks were 
also available for compass work. On the eastern side of the 
harbour are two forts, viz., Cravat a and Santa Cruz. Their 
western faces were in one on the bearing of S. 3 \\\ m. ; and in 
the same line, ami close to the anchorage, is a low-lying rock off 
the S.W. corner of Moeungue. Variation in GC \\\ 

The lighthouse on Ruza Island, in transit with this rock, bore 
S. sy \\\, m. As the ship swings to wind and tide, one or other 
of these two transit marks is pretty sure to be “on”; but in 
any case a good eye can always estimate the difference when 


* Oil lhe.se oc a ions «houhl lh* an^le excce l the limits of your nritAnt, it cun )•« 
miMvirol at Iw.co by u iu A - some inlerin tie object lyiug iu the *.un lioruoulil plane. 
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they happen to be a little open of each other. Whether in transit Always 
or not, be sure and observe the bearing of the back object. bearing of*" * 

Should the navigator, however, not be provided with a large ^object 
scale plan of the harbour, or the sun not be visible, the mean of 
two bearings on East and West by compass will give the mag. Howtoobtain 
bearing of the distant object. The old advice on this subject the Ma?. 
was to observe the compass bearing on every point as the ship ^*f e ”J g fr ® f m an 
swung round, dividing by 32 to get the required M. bearing ; but 
Towson* has shewn conclusively that the first method is more beanng ' 
correct, as well as more convenient. Thus, if with head west, by 
compass, the observed bearing is S. 81° W., and with head east it 
is N. 63° W., we have 

N. 63° W. 

N. 99° W. 

2) 162° 

Mag. bearing of . . N. 81° W. . . . distant object. 


Should the sun be visible, there is a very correct mode of find- Ho w to obtait 
ing the required bearing, which can be put into practice when- Astronomical 
ever there is a true sea horizon. In a confined harbour this may 0 ( distant 
be obtained from a boat alongside , if the shore line is not nearer ob i ect - 
than miles . 

Measure with the sextant the oblique angular distance between 
the sun’s nearer limb and the object selected, taking a point at 
the water-line (imaginary or otherwise) vertically under the latter. 

At the same instant let another observer take the sun's altitude 
in the usual way, and note the time. Then, neglecting minor 
corrections, proceed as follows:—Find the sun’s true altitude by 
Table 38 of Raper. Add 16' to the observed angular distance, 
to reduce it to the sun’s centre. Next, from the log. Cosine of 
the distance subtract the log. Cosine of the altitude, and the 
result will be the log. Cosine of the horizontal angle between 
the sun’s centre and the object. Thus :— 

Example I. 


Corrected angular distance 

76 40 . 

Cosine . 

9 3620 

* s true altitude. 

28 10 . 

Cosine , 

, 99453 

Horizontal angle / _ 

between • and object. ( 

74 50 . 

Cosine . 

9-4176 


* Page 124 of 1890 Ed. 












618 


DISTANT MARKS AT A MCA, IN PERU, 


A rit* 

facilities for 

Compass 

Adjustment. 


Example JI. 

Corrected angular distance . 9S *20 . Cosine . 91612 

* s true altitude.3o 10 . Cosine . 9 D36S 


80 21 . Cosine . 9 2244 

180 

Horizontal angle = . . . . 99° 39' between • and object 

Id the last example the angular distance exceeds 90 , and it is 
therefore necessary to take the supplement of what would other¬ 
wise have been the required horizontal angle. The sun’s true bear¬ 
ing, at the time the observations were made, having been found, 
either by the ABC Tables or by the old alt-azimuth problem, 
apply to it the horizontal angle just obtained, and you get the true 
bearing of the object To this apply the corrected variation at 
place, and you have the desired mag. bearing with even more 
than the necessary precision. The three log. cosines make this 
problem easg to remember. To ensure an accurate result, the 
angular distance must be at least double the sun’s altitude. 

Captains of vessels plying regularly to certain ports might 
keep a memorandum of the M. hearings of distant peaks, Nc., 
ns seen from the anchorage they frequent. Tims at Arica, in 
Peru, there were several capital marks, as under: 

Morro de Sama . X 59|° \V ., M. distant II miles). 

Notch Peak. N. 13}° \V. „ 

Left Peak. X 20p K. „ 

1 tight Peak . X 23** K. „ 

Sajama. X. 53$ a K. M 

Centre of Table Mount ... X. so| w It. „ 

These hearings—which, from there being no appreciable annual 
change in the variation at this part of the coast, will hold good 
for an indefinite time—were determined at anchor, with the new 
mole S.E. * E. (M.), o$ cables distant; but from tlie great distance 
of these mountains, the ship might shift her position very con¬ 
siderably without affecting the bearings, ’faking the Morro de 
Sama one of the nearest—a vessel would have to shift her berth 
} of a mile at right angles to its line of direction before causing 
an alteration in the hearing of even 1 . Therefore, t<» adjust 
compasses, a vessel might steam slowly round the Bay. Here 
tho Pelorus, or Lord Kelvin’s Azimuth Mirror, would come in 
tip-top. 

In Plymouth Sound the Admiralty ha\y four mooring buoys 
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just inside the breakwater, any one of which is used to swing 
men-of-war. On application to the naval authorities, merchant 
vessels may have the use of the two smaller ones. The following Plymouth, 
table (Epoch 1906) gives the marks and true bearings employed 
for the purpose. The variation should be taken for the year 
required, and applied to the true bearing to ascertain the 
magnetic bearing for the date required. 


Buoys. 

Eddystone. 
Dist. l’uj miles. 

Kite llill. 

Hist. D miles. 

Sheep’s Tor. 
Dist. 10J miles. 

Tor llill trees. 
Dist. 3} miles. 

No. 1 (East). 

S. 20 50 W. 

N. 28 30 W. 

N. 25 40 E. 

N. 3 15 E. 

2 

S. 20 15 W. 

N. 27 45 W. 

N. 26 10 E. 

X. 5 0 E. 

„ 3 

S. 25 15 W. 

N. 27 O W. 

N. 27 10 E. 

N. 8 40 E. 

„ 4 (West). 

S. 24 45 W. 

X. 26 5 W. 

N. 27 50 E. 

N. 11 2 E. 


Portland Roads afford another good place to swing ship, and Portland 
buoys are not necessary. The Admiralty large scale plan has Roads 
lines drawn across it at intervals of 1°,'shewing the True bearing 
of Hardy’s Monument from any part of the anchorage. Conse¬ 
quently a ship, after bringing up, has only to fix her position on 
the chart by angles or bearings, and forthwith her officers have 
at their beck and call the True bearing, to the nearest quarter 
of a degree, of a well-situated distant object. 

After applying the Variation reduced to date, the Magnetic 
bearing is ready to hand at all times as the ship swings to wind 
or tide. This is a really excellent system, and the locality lends 
itself nicely to it. The bearings range between N. 30° W. and 
N. 40° W. (true). 

Hardy’s Monument crowns the summit of Black Down in lat. „ . , 

- Hardy s 

50° 41' 10" N. and long. 2° 32’ 52" W. It was erected by the Monument 
family to the memory of Nelson’s flag-captain, and is an 
octagonal stone tower, 72 feet in height. The diameter at base 
is 29 feet, and at top is 15 feet. Notwithstanding these sub¬ 
stantial dimensions, it looks quite diminutive from Portland 
Roads, a distance not exceeding nine miles. The top of the 
tower is 861 feet above mean sea-level, and is a somewhat airy 
perch in a N.W. gale, as the writer has occasion to know. 

As a general rule, when at single anchor in a tideway, the 
distance of a selected object should not be less than 10 miles; 
but if the vessel is taut moored, and the observing compass be 
well forward, five miles will suffice. 
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SPECIAL ADJUSTING MARKS. 


Observations 
unreliable 
when ship 
twin?* rapidly. 


River Mersey, 

Vauxliall 

Cliimn«*y. 


Kronstadt. 


Delation of 
wt. len vessel* 
mai Wed on 
( mpass Card 


When swinging: pretty fast, with wind and tide in the same 
direction, the observations will not be nearly so reliable, owing 
to friction causing a heavy card to drag with the ship, in oppo¬ 
sition to the directive force of the needle. A light card, like Lord 
Kelvin’s, has a great advantage in this respect, as friction on the 
bearing point is reduced to a minimum. To counteract the drag¬ 
ging tendency, keep quietly moving the compass in the gimbals 
as the ship goes round. 

In the Mersey, ships may determine their deviations by the 
bearing of Vauxliall chimney, in transit with any one of a system 
of figures painted in large characters on the dock walls and sheds. 
These figures now give the true bearing of the chimney, reckoning 
from north towards south by the east. Thus 110’ would be read 
as X. 110° R, or S. 70° E. Variation 1S.V \V. in 1906. 

Similar facilities are also given at Kronstadt. Capt. J. 
Belavenetz, of the Russian Imperial Navy, has made the following 
arrangement in the commercial port of Kronstadt to enable 
mariners to determine the deviations of their compasses, as 
resulting from the etiects of the iron of the ship, or the cargo on 
board, whilst lying at anchor iu the great roadstead of that 
port: viz.— 

The true bearings of the foundry chimney from various parts 
of the western wall of the commercial port of Kronstadt are 
indicated by a series of marks, ranging between the bearings of 
X. 89° E. and S. 79' K., painted on the western face of the wall. 

The degrees are marked in figures legible from the roadstead 
of Kronstadt, the even figures being on a black ground, and the 
odd figures on a red ground, in the following order, indicating as 
here stated, under each figure,— 

9801 234 687 

S.7y°K. S.STK. S.M°K. SS2-E. fU3°E. S.84°E. K.8. r i°K. S S(J°E. S.WR 

8 9 00 0 

S.sS*K. S.W’K. Ka.*t. N. 89® K. 

There is quite a similar arrangement at Cherbourg, and to 
facilitate adjusting, there lire eight warping buoys in a circle, 
with one in the centre. 

In the absence of cargoes containing iron, wooden vessels going 
short voyages have their deviation nearly constant, in which ca.se 
it is not a bad plan to write it neatly on each point of the compass 
card for ready reference. J)o not, however, when correcting a 
bfitrintj, commit the blunder of taking (he deviation from the 
bmriio/ [taint. It imht, uf course, be taken from the one which 
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corresponds to the direction of the ships head at time of obser¬ 
vation. This mistake has frequently been made . 

Leaving Liverpool in winter, it often happens on the approach 
of a southerly gale that the atmosphere is more than ordinarily 
clear, although the sky may be quite overcast. At these periods 
it is possible to see almost fabulous distances; and in the absence 
of the sun—a rare visitor in winter—transit-bearings of light¬ 
houses, mountains, and other shore marks, can be used to give 
the deviation with all needful accuracy. Then comes one of the 
advantages of having large scale Admiralty Coast Sheets, from 
which to get the true bearings. 

For example, about 7 miles after passing the North-West 
lightship, Great Orme Head lighthouse (readily distinguished 
with the binocular) will be seen in one with the conspicuous 
peak of Penmaen Mawr. Six miles further on, the latter comes 
in transit with a lofty mountain named Carnedd Llewelyn. But 
Carnedd Llewelyn, from this point of view, is not readily picked 
out by a stranger. Again, the bearing of the Skerries and South 
Stack lights, when in one, happens by good fortune to coincide 
with the fairway course down the Irish Channel, passing within 
nice range of Bardsey and the Smalls ; so that, if when in transit 
they are brought right ahead for a couple of minutes or so, these 
lights will prove additionally an invaluable guide. Of course, by 
taking their transit-bearing in the ordinary way when passing, 
the deviation will be found for any point on which the ship’s 
head may happen to be at the moment. 

In naming deviation ascertained in this manner, recollect that 
if the shore bearing is to the right of the compass bearing, the 
deviation is easterly, and vice versa. 

Now, in regard to transit-bearings, there is a point to be noted. 
The further off the back object is, so much the better, for then 
the bearing is “ tender,” and the exact moment of transit is easily 
noted. On the other hand, when the objects lie tolerably close 
together, and the observer some little distance from them, it is 
difficult to discover when they are actually in one, and an error 
of 2° or 3° in consequence is quite possible. 

Furthermore, when observing, be sure to take the compass 
bearing of the back object, which shifts but slowly, and note the 
reading at the instant the other object is seen to transit. The 
more rapid change in the bearing of the near object renders it 
difficult to follow and get correctly at the proper moment. 
Sometimes, when one of the objects is indistinct, an assistant 


Transit bear¬ 
ings of shore 
marks 


How to name 
the Deviation. 
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SOME CONSPICUOUS COAST MARKS. 


with a binocular to tell you when the objects are exactly “ on ’’ 
is a great help. 

There are literally thousands of suitable marks all round our 
coasts ; and a few are now given, which will be found convenient, 
especially by vessels navigating the George’s, Bristol, or English 
Channels. Those marked thus • are only available in fine clear 
weather. 


Turret on pier and New Brighton church spire (Hiver Mersey) .. S. s7 W. - 

Kock lighthouse and New Brighton church spire .S. 33 J W. - 

Great Urine Head lighthouse and Penmaen Mawr.S. 49$ W. - 

•penmaen Mawr and Carnedd Llewelyn .S. 27} W. - 

•penmaen Mawr and Y Koel Kras .S. *21 ^ W. - 

Tower <>n Puflin Island an»l Penmaen Mawr .S. 17 K. + 

•Moelfra Island and Snowdon. . .8. W. - 

•Beacon on Dulas Bocks and Snowdon . S. IJ W, - 

•Point Lynas lighthouse and Snowdon .South + 

Point Lynas lighthouse and Penmaen Mawr .S. 32J E. + 

•Middle Mouse and Snowdon .S. 101 E. + 

Middle Mouse and Point Lynas lighthouse .S. 58$ E. + 

Beacon on West Mouse and Ct al Bock shore marks throe in one..S. 3S W. - 

•Beacon on West Mouse and Snowdon .S. 19$ K. + 

•Mount Pcngarn and Snowdon .S. 21$ E. + 

Skerries and South Stack lighthouses . .S. 45$ W. - 

Skerries lighthouse and Pen Gybi Holyhead Mountain . S. 40$ W. - 

‘Skerries lighthouse and Snowdon . S. 2*2$ K. + 

Skerries lighthouse and Mount Pengarn . .. S. 31$ K + 

*liolvhead Breakwater lighthouse and Snowdon . S. 31$ K. + 

• Pen Gybi (Holyhead Mountain) and Snowdon . S. 35$ K. + 

‘South Stack lighthouse and Snowdon . S. 37$ H. + 

‘Pen Gybi (Holyhead Mountain) and Carnedd Llewelyn .S. 49$ K. + 

•Soutli Stack lighthouse and Carnedd Llewelyn .S. 51$ K. + 

Left \me of North Stack touching Breakwater lighthouse .S. 82 K. + 

•Mynvdd Mawr and Snowdon.. S. 09$ E. + 

•Wicklow Head lighthouse and Lugnaquilla Mountain . N. 09$ W. +• 

"Wicklow Head lighthouse and Thonagee.N. 49} W. + 

•Wickh w Head lighthouse and Great Sugar Loaf . N. 6$ W. + 

Wieklow Head lighthouse and Little Sugar liOaf .N. 1$ E. - 

•Slievc Boy ami Mount Leinster. N. Sl$ + 

•Arklow Boek and Crogan Hill .. N 50} W. + 

•Tara Hill and Crogan Hill ..N. 11 W. + 

Tuskar lighthouse, Greenore windmill, and Fourth Mountain . N. 42} W. + 

•Coningmore Book and Slieve Coiltia . N. 17 W. + 

'Hook lighthouse (Waterford) and Tory Hill . N. 7$ W. + 

‘Tory Hill, seen between Brownstown Head towers . N 17$ K. - 

'Metal man tower (Great Newton Head* and Tory Hill . N 2s K. - 

•Minehead lighthouse and Knoekmealdown Mountain . N. 19} W. + 

•Cape! Island tower and Knoekmealdown Mountain .N. 15 E. - 

•Halite .Iton lighthouse and Knockmealduwn Mountain .. N. 27 K. - 
Bight face of Uognose (Queenstown and Boche Pt lighthouse S. 0 W - 


Left ame* of Weaver Point (known by it> signal station) and Cork 
Head 


S. 38} W. 
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Reanie’s Ueadand Little Sovereign . S. 82 W. - 

Rennie’s Head and Big Sovereign ..S. 802 W. - 

Fastnet lighthouse and Mizen Peak..N. 37J W. + 

•Fastnet lighthouse and Hungry Hill.N. 02 E. - 

Man-Of-War Sound white beacon, and Leamcon Tower.N. 21 E. - 

Fastnet lighthouse, and Leamcon tower open left of white beacon..N. 21 2 E. - 

'Left xme of Sheep Head and Hungry Hill . ...N. 374 & - 

Calf Rock lighthouse and summit of Skariff Island .N. 19| E. - 

The Cow and summit of Skariff Island . N. 26J E. - 

The Bull and summit of Skariff Island.N. 33J E. - 

North Bishop Rock and Ramsay Hill .S. 11£ E. + 

North Bishop Rock and Llaeithty Peak .S. 712 E. + 

Carreg Rhoson aud Llaeithty Peak .S. 882 E. + 

Right xme of St. David’s Head and Ramsay Ilill .S. 472 W. - 

South Bishop lighthouse and Ramsay Hill .S. S22 E. + 

South Bishop lighthouse and Llaeithty Peak .N. 7CJ E. - 

South Bishop lighthouse and left xme of St. David’s Head .N. 71 E. - 

South Bishop lighthouse and North Bishop Rock .N. 37f E. - 

Smalls lighthouse and Grassholme Island (highest part) .S. 74 E. + 

Smalls and S. Bishop lighthouses and xme of St. David’s Head ...N. 71 E. - 

Grassholme Island and S. Bishop lighthouse.N. 392 E. - 

South-West xmes of Skokham Island and St. Ann’s Head .S. 59| E. + 

Great Castle Head range lights (Milford Haven).N. 582 E. - 

St. Ann’s Head range lights .N. 24 W. + 

Wolf and Longships lighthouses.N. 362 E. - 

Lizard lights .S. 822 E. +■ 

Killiganoon House and Penarrow Point (Falmouth).N. If W. + 

Eddy stone lighthouse, and chapel crowning Rame Head ....N. 30 E. - 

„ „ and Picklecombe Fort .N. 39 E. - 

„ „ and RiHe Butt on Staddon Heights .N. 4S2 E. - 

South Foreland lights .N. 842 W. + 

Ushant lights, in one .S. 892 E. + 

Les Pierres Noires, andPte. St. Mathieu.S. 82J E. + 

„ „ „ and Kermorvan .N. 772 E. — 


Tevennec and Ar Men Rk. \ N. 81 W. + 

Ar Men Rk. and La Vieille.. S. 6Sf E. + 

„ „ „ and Isle de Sein. - The Saints lights, S. 672 E. + 

Tevennec and Isle de Sein . S. 78 W. - 

La Vieille and Tevennec . J N. 23 W. + 

These bearings are all magnetic , and adapted to the year 1895. To adapt them 
to subsequent years, those iti the N.E. and S.W. quadrants must be diminished, and 
those in the N.W. and S E. quadrants increased, at the rate of 8' per annum, or a 
degree in seven years. To facilitate the application of this correction, the proper 
sign has been placed after each bearing.* The intelligent man will understand that 
these bearings may be in error as much as 2°, as the exact amount of variation 
depends upon the exact position of the observer. The variation, as applied in these 
pages, is that of the average offing for passing vessels. Further, the distortion 
of the chart in printing (see page 105) will probably cause a slight error, but the 
maximum from all causes will seldom or never amount to 1“; the average may be 
taken at half this. Failing azimuths of sun, moon, or stars, transit bearings are 
the next best thing. 


It may happen, however, when sailing along shore, that a dis- 


Limit of erro* 


lu 1902 the correction was just 1°. 
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now TO UTILIZE OSE BIST A ST OBJECT. 


Adjustment 
by bearing of 
one distant 
object 


CrowJed out 


tant conspicuous object presents itself which is laid down on the 
chart, but lias nothin*' suitable to transit with it, in which case 
the Station Pointer comes in very handy. Select, in accordance 
with the rules laid down in the chapter on this instrument, three 
known and well-defined objects, ami at the same instant that the 
ship's place is fixed by the horizontal sextant-ancles between 
them, let a third observer take the compass-bearing of the dis¬ 
tant object, which may or may not be one of those already in 
use. Then lay off the ship’s place on the chart with the Station 
Pointer, and, using Field’s Parallel Ruler or the horn protractor, 
find therefrom the true bearing of the distant object. To this 
apply, as usual, the Variation at place reduced for annual change, 
which will give its magnetic bearing, in readiness to be com¬ 
pared with the observed compass bearing. 

If the objeet chosen is a very distant one—say Snowden in 
Wales, Sea Fell in Cumberland, Snac Fell in the Isle of Man, or 
Slicvc Douard in the Co. Down (all visible from the Irish Channel) 
—a steamer may be slowed down and steamed half round, so as 
to get the Deviation on every second point in that semicircle of 
the compass she would be most likely to use during the next few 
days. The half hour thus spent will not only conduce to the 
ship’s safety generally, but may, if thick weather comes on, save 
many a half-hour’s groping about. 

Fur new vessels requiring their compasses adjusted, or ships 
lying wind-bound in Belfast hough during overcast weather, the 
following transit bearings observed by the writer will be found 
of service. The true bearings, in most instance*, were deter¬ 
mined by Theodolite and sun, ami converted into mag. bearings 
for the year lfSOo, by applying the variation taken from the 
Admiralty Magnetic Chart of the World. The marks here given 
are very conspicuous, but to pick them out a stranger would, in 
most cases, require the assistance of some one locally acquainted. 
Besides this, the growth of population often causes buildings, 
once quite solitary, to be so hemmed in hy bricks and mortar as 
to render their identity difficult, if not impossible, from the re¬ 
quired point of view. Of course,such marks are only auxiliaries 
to azimuths of sun, moon, and stars, which for many reason* 
should always be preferred. 

|[>tl.vwion Him. 1 in one with 

Power’s House on Kmne^ar na»l Hellevue.l1ietlireehou.se* n 

ill one . S. 4C? K ♦ 

llnhw.ioil K|»i • pal Church Spire . S IJ W - 

Tmloi Hall (centre).-. S. HI} \\ - 
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No. 1 Pile Liqutuouse, in one with 


Albert Clock Tower (Belfast).S. 58$ W. - 

Gray’s House (Hazelbank).N. 80 W. + 

Gret Point (xme), in one with 

Copeland Lighthouse (Mew I.).S. 79 E. 4 

Glenghana House.S. 63 E. + 

Mrs. Connor’s Turret (flag-pole) .S. 57 E. + 

Foster Connor’s House (Seacourt) .IS. 52£ E. + 

Tower of Carnalea House .8. 34£ E. + 

Mount Divis...,.8. 8S$ W. - 

McArt’s Fort (Cavehill).N. 83| W. + 

Carrickferous Castle, in one with 

Carnbilly Summit (Cairn).N. 32 W. + 

Carrick Church Spire.N. 17$ W. + 

Burleigh Hill House .N. 7? W. + 

Helen’s Tower,* in one with 

Craigdarrah House.8. 19.1 E. + 

Clandeboye Coast Guard Station.. S. 16 E. + 

Rockfield Cottage ....S. 12f E. + 

Cramsie’s Villa (turret) .S. 11$ E. + 

Clandeboye Railway Station (turret) .S. 11 E. + 

Pattison’s House.S. 9 E. + 

Centre of Helen’s Bay Quarry .S. 3$ E. + 

Crawfordsburn House.S. 1 E. + 

McNeill’s Square Villa .S. 10£ W. - 

Carnalea House (tower).S. 13$ W. - 

Ruin in Smelt Mill Bay ..S. 23$ W. - 

Foster Connor’s House (Seacourt) .8. 29^ W. - 

Cochrane’s House.S. 30$ W. - 

Cochrane’s Ne iv Villas.S. 31$ W. - 

Bangor Church Spire .S. 39| W. - 

Presbyterian Church Steeple.S. 42f W. - 

Bangor Castle (turret).S. 44$ \V. - 

Mrs. Connor’s Turret (flag-pole) .S. 45 W. - 

Ulster Royal Yacht Club House .S. 45} W. - 

Stewart’s House .S. 47 W. - 

Islet Hill Farm House .S. 56 W. — 

Ballyholme Windmill .S. 58 W. - 

Groomsport Presbyterian Church .S. 60^ W. - 

Groomsport Irish Church .S. 62$ W. - 

Maxwell’s House, Groomsport .S. 63| W. - 

Orlock Point Coast Guard Station . S. 72 W. - 

Copeland Lighthouse (Mew I.). S. 74$ W. - 

Donaghadee Church.N. Sl$ W. 4 

Killeghy Spire.N. 65$ W. 4 

Mill Isle Windmill .N. 59} W. 4 

Carrowdore Church. . .N. 46 W. + 


• Helen’s Tower—crowning a hill in the background—about 2$ miles S.W. of Bangor, 
is quite unmistakable, as is also Scrabo Monument, which lies about an equal distance 
further off, in the same direction. 


















































020 


THE VI CTO HI A CHA XX EL, ASD THE 


Sckabo .Moncm ENT, in one with 


Carnalea House (tower) . S. 25J \Y. - 

Coclirune’s House.S. 33J W. - 

Helen’s Tower .S. 3Ci W. - 

Bangor Church Spire .S. 37 J \\\ - 

Ballvliolme Windmill .S. -In W. - 

Islet Hill Farmhouse .S. 4SJ W. - 

(Jroomsport Irish Church .S MJ W. - 

Copeland Lighthouse (Mew 1.) . S. GoJ W. - 

Donaghadee Lighthouse. S. 7^1 N\ - 

Killeghv Spire . ' .S. s»i W. - 

Mill Isle Windmill . N. S6J W. + 

Carrowdore Church . N 71 W. -f 

Bali-tii««i.me Windmill in one with 

Foster Connor’s House (Seucoiirt'. S. 35 K. + 

Mrs. Connor’s Turret (Hag-pole) .S. 3SJ E. + 

Ulster Koval Yacht Club I louse (Hag-pole . S. 31$ K. + 

Stewarts House . S. 23? K. + 

Ladies’ Bathing Hut . S. Is K. + 

Orooiusport Presbyterian Church . S. 07J W. 

(jroomsj>ort Irish Church . S. 73 W. - 

Maxwell's House (Croomsport).S. 70 W. - 

Copeland Lighthouse (Mew I.).S. Mj NY. 

Pkesbvtkhun Cuvrcii Steeple,* *•» one with 

Cochrane's House.S. 3'J K. + 

Foster Connor’s House (Seaeourt) . S. -Y»J K. + 

Copeland Lighthouse (Mew 1.) .S. S72 W. - 

Banuoh Cuchcii Spike, in one with 

Knin in Smelt Mill Bay.S. -3 l'« + 

Cochrane's House . S. 3| K + 

Foster Connor’s House (Seaeourt .S. 1 \\ . - 

Sea Yiew House Ritchie's). S. (if W. 

I’reshyterian Church Steeple . S. 30 J W. 

Ulster Koval Yacht Club Flag pole. S. 30, 11 N\. 

Stewart's House . S. 01J W. - 

Kallyholme Windmill. N. *7? W. + 


Note —The variation in Helf.iet Lough iu 1 wa* 2 , an I d.-'rt-ases about in 

ievo» years. 

Not many years ago the water approach from the outer pile 
lighthouse (locally known as ‘'Jack-in-the-box”) t<» the quays of 
l‘elfn*»t was hotlt winding ami shallow, but the Harbour Com¬ 
missioners have remedied this by dredging a new ami perfectly 
straight passage named the Victoria Channel, between the N K. 
cm! of the Twin Islands and the miler extreme of the \ ictoria 

* Thoro wi«r«> then hut two chorchea wilh apires iu Itangor, and the Prcsbvletlan oii» 
wai the nearer of the two. 
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Channel, the magnetic course was N. 56£° E. in one direction, 
and S. 564° W. in the other (1895), or as nearly as possible 
N.E. by E. and S.W. by W. for a good three miles. Here, 
then, is an excellent opportunity, while going “slow,” for 
testing all compasses by whistle on these two courses. At Grey 
Point, and further westward, there are measured mile marks, 
which transit when bearing S. 15j° W. (m.). The running course 
between them is therefore S. 74f° E. and N. 74f° \V. (m.). 

One sometimes hears wonderful stories of compasses suddenly 
‘‘jumping a point or two,” without actual alteration of the ship’s 
head, and this is attributed to all sorts of fantastic causes, such 
as attraction of the land, and so forth. Some even go so far as 
to say that in the Red Sea, the sun beating fiercely on one side 
of the vessel in the morning, and on the other in the afternoon, 
will cause a change in the Deviation of several degrees. Very 
careful experiments made in that locality by the writer, have 
satisfied him on the impossibility of this latter supposition; and 
consequently, if the a.m. and p.m. azimuths disagree, or whenever 
these perplexing alterations take place, they will doubtless be due 
to some cause within the ship herself—such as change of heel , 
errors of centreing, bent shadow-pins, loose iron placed in the 
’tween decks or anywhere near the compass, boats’ davits turned 
in that had previously been swung out, or some other simple but 
overlooked cause. Captain S. Mars, however, of the Dutch 
Meteorological Institute, was able to prove the effect of sunshine 
on compass error. The maximum difference he observed was 
1°*7. On board the French warship Magellan , he says that 
a difference of 3°‘5 was noted ; and 2° on the Dutch steamer 
Djocja. All these instances were in the Red Sea.* 

It is quite common in wheelhouses to find lockers close on 
each side of the compass, which are nominally for flags only, but 
in reality soon become stowholes for quartermaster’s gear. Have 
them taken down as quickly as possible. 

An amusing little brochure * by Capt. W. M. Walters, contains 
the following instructive anecdote:—“There was a steamer lost 
some little time back in channel during thick weather. It was 
afterwards discovered that the man who was at the wheel at the 
time the observation was made, by which the fatal course was 
fixed, had on one of those magnetic belts which Jack is fond of 
wearing, in the hope that they will repair the ravages made in 
his constitution by the sprees of a lifetime. It was supposed 
that the error observed included the error caused by Jack’s 

* “ Dcr Schiffskompass und der Schiffsmagnetismus,” von S. Mars. Patavia: G. 
Kolff «fc Co. 
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DE VIA TIOX- CARDS COX DE MX ED. 


Compare 
Standard and 
Steering 
Compasses 
frequently. 


Deviation 

Cards 

umeliabie 


Useful foem 
ol Compass 
Record. 


* Total Ei toi 


‘ soul-and-body-lashing ’ (technical term), which disappeared 
when he left the wheel, and so led the ship to destruction.” 

The course should not be set or kept by the Stn riwj compass 
and frequent comparisons should be made between it and the 
Stundtml compass. This last is a most important duty of the 
ollicer of the watch. It is seldom that the Steering compass is 
so well situated for adjustment purposes as the Standard, and 
consequently it is more liable to change,—notably when a shift 
of wind causes a shift in the direction of the heel. It is not 
uncommon when the course is changed—sav a point for an 
ignorant or thoughtless otlicer to make the change by the Stet rin*j 
compass. For example, if the course by Steering compass should 
he S.W’., he will tell the helmsman to keep her S.W. hy S. or 
S.W. by \\\, ns the case may be. This is entirely wrong. The 
course should he altered the desired amount by Stondarif, and a 
signal made to the helmsman when she is exactly on it. The 
other is a lazy plan, and altogether a had system. The ship’s 
course is directed by the Standard and nothing else ; the helms¬ 
man steers hy his compass whatever course may eorrrxpund to it 
for the time briny. The interval between comparisons depends 
upon circumstances, hut it should never exceed half an-hour on 
any one course. So recently as 1015 the Board of Trade issued 
a notice that steel rings, sometimes used as spreadi rs inside 
otlioers* caps, become magnetised; so that, when worn by an 
ollicer taking compass hearings, such rings are liable to cause 
considerable deviation and render the observations unreliable. 

Because Deviation-Cards are condemned in these pages, it is 
not to he understood that a properly kept Compass-Decoy'd is 
worthless: on the contrary, the commander of every iron vessel 
should keep a daily account of the behaviour of his compasses. 
In regular Lines it will be found that the compares of vessels 
that have already made several voyages on the one route, under 
similar circumstances will shew time after time pretty nearly 
the same deviations in the same localities. This, however, should 
not lead to neglect in observing azimuths, as nothing hut con¬ 
stant watchfulness can ensure safety. 

A form of Compass- Kecord is here inserted, which those who 
try it will he sure to like. One need only run the eye down 
the deviation columns to see at a glance the action of each com¬ 
pass during any given period. Some men, on the contrary, set 
iicriation altogether on one side, and to correct their courses 
take the difference between the true ami coihjmss hearing. This 
'Total error,” .*us it is called, they also enter in iheir compass 
hook, which is both meaningless and inconvenient. For " Total 
error,” being compounded of Wiriiition and deviation, mud 
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Note. —This form is just $ the original size. 

The entries under Ship’s Head Mag. should always be made in red ink. 
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Modes ol 
finding 
Deviation 
from an 
Azunuth. 


Explanation 
of Compass 
Record. 


necessarily be a constantly changing quantity ; and, therefore, a 
record of it is of no value until it lias undergone a troublesome 
siftiug process, which would better have been done in the first 
instance. 

There are two inodes of determining the Deviation from an 
azimuth. One is used by Towsou in his examples, but the writer 
much prefers the other, us tending to practise the navigator in 
the every-day application of Variation and Deviation to the true 
courses he may wish to steer. 

1st Mode. 2>d Mode. 

o o 

7)’s true bearing.S. 67 W. .'» true bearing.S. 67 W. 

©'» compass bearing . . . S. at W. Variation per chart .... 22 Wlr. 


Correction, or total error . . 27 Wly. 

Variation per chart .... 22 Wly. 

Deviation. 6' Wly. 


• * ma</nefte bearing .... S 79 W 

• »eomjHiu bearing . . . , S M W 

Deviation. 6* Wly. 


The number of figures is the same in each case, but in the 
first mode an unnecessarily new process is originated ; whereas, 
in the mode advocated, the navigator is familiar with the term 
“Magnetic,” with the rule for naming the Deviation according 
as the ctmi/)«ss bearing is to the right or left of the magnetic 
bearing , and lias not to tax his memory with any fresh formula, 
this being very similar to the way he would set about turning a 
true course into one by compass. Thus:— 

True course .8. 57 W. 

Variation per cliart .... •j’J Westerly. 


Magnetic course - 
Deviation 


- 8. 79 W. 

* r> Westerly. 


Compass course to bteer - • - 8. M* W. 

In the Com pass-Record suggested, after the date, &c., the 
comparisons are first jotted down; next the ship’s head mag. 
is entered in red ink by way of distinction, this important 
direction being got by applying the ascertained Deviation to the 
compass by which it was ascertained—generally the Standard. 
The Deviations of the remaining compasses are arrived at by 
simply taking the dillerence between the ship’s head M. and the 
ship’s head as shewn by each compass. The left-hand pages are 
left blank for remarks, &c. 

Masters of vessels seldom have to cope with the perplexities 
of correcting uncompensated compasses : it is nearly always done 
in the first instance by the shore professional, and the subsequent 
doctoring may or may not be undertaken by the master. At an 
curlier period in the history of iron vessels, those in command 
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seldom ventured to touch the correcting magnets—magnetism 
was then an inscrutable mystery; but improved compasses (Lord 
Kelvin led off), improved facilities for their adjustment (Lord 
Kelvin again), and the diffusion of compass literature, have all 
contributed to bring about a better state of affairs. 

In the resolution of the many magnetic forces operating upon 
the compasses of an iron vessel, the now well-known formulae of 
the late Archibald Smith have been universally adopted. The 
mathematical investigations are to be found in the Admiralty 
Manual for ascertaining and applying the Deviations of the 
Compass, being the joint production of Mr. Smith and the late 
Captain Sir Frederick Evans, It.N.: but the reading is altogether 
too stiff for any but learned professors. 

When this exhaustive analysis is rendered down and put into 
practical shape, we get certain short and simple deductions 
which, with a little study, are well within the reach of those who 
choose to make an effort. Nothing is accomplished without 
effort of some kind. It mostly requires an effort to turn out at 
8 bells to keep the morning watch, even with all the delights of 
a tropical sunrise to look forward to. 

In compass work, letters of the alphabet are employed to 
indicate the magnetic forces of the ship, and these letters go by 
the name of “ Co-efficients.” The five principal are represented 
by A, B, C, D, and E. 

A represents a constant effect which does not vary either in 
name or amount, no matter what may be the direction of the 
ship’s head. It may be regarded as a sort of compass Index- 
Error, and is due to one or other of several causes, such as errors 
of observation, want of symmetry in the disposition of neigh¬ 
bouring masses of iron, needles not being truly parallel to the 
North and South line of the card, incorrect estimate of the 
Variation, a slightly misplaced Lubber-line, or to what is some¬ 
times called “ Gaussin error.” 

Though A is mentioned as constant, it is no more so than the 
index-error of the sextant—indeed, not so much, for a repetition 
of the swinging process might, and probably would, develop a 
somewhat different A to that first obtained. 

A is usually small, and neglected in consequence; + A always 
gives Easterly, and — A Westerly deviation 

Co-efficient B indicates semicircular deviation, and is a 
maximum with ship’s head on East and West by compass . It 
consequently represents a pull of the needle towards the bow or 


Arch. Smith# 
formulae. 


Co-efficient A, 


Co-efficient B 





Co cfBcicol C. 


Coefficient D. 


Cu c(Ti icut E. 
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stern. + B means a pull towards the bow, and - B a pull 
towards the stern. Thus, with ship’s head Bast by compass. -f B 
would give Easterly deviation, but with head iu opposite direction 
it would cause Westerly deviation. — B has, of course, the re¬ 
verse effect. This co-eiHcieut may be due to the sub-permanent 
magnetic character born with the ship, “- J to the inductive 
magnetism of vertical iron preponderating at one end B dis¬ 
appears on North and South by compass. 

Co-ctlicient C also indicates semicircular deviation, and attains 
a maximum with ship’s head on North and South by compass. 
It consequently represents a pull of the needle to starboard or 
port according as the sign is -f- or -. Thus, with head North 
by compass, + G would give Easterly deviation, but with 
ship’s head in opposite direction, it would cause Westerly devia¬ 
tion. — C has the reverse effect. This co-eflicient is mostly duo 
to sub-permauent magnetism. It disappears on East and West 
by compass. 

B or C preponderates in the sum total of the deviation oil any 
one point, according to which of the cardinal points the ship's 
head may be nearest. 

Co-eflicient D indicates quadrantal deviation, and is a maxi¬ 
mum with ship’s head on N.E., S.E., S.W., and N.W. bv compass. 
The effect is of greater coinj lexity than that of B or C, for 
whereas these uct respectively throughout an entire semicircle, 
and retain the same name in that semicircle, D waxes and warns 
in each quadrant, a 1 id changes its name as it passes from one to 
the other. It is therefore twice as variable as B or C. This is 
alluded to on page GlO. 

Ordinarily, the sign of D is -f, indeed, 1)09 times out of 1,000 
it is so. With ship’s head anywhere between North and East 
and South and West, it causes Easterly deviation. In the other 
two quadrants it causes Westerly deviation. - D very rare 
produces opposite e fleets. 

D is caused by the induced magnetism of horizontal iron 
running in a fore and aft or athwartdvip direction, such as 
beams, stringer plates. \*e. It disappears on the cardinal points. 

Co-eflicient E indicates qua Iranttd deviation, and is a maxi¬ 
mum with ship's head on North, South, East, and West. Its sphere 
of action is greatest whore that of D is least. 11 resembles D in all 
essentials except that it is generally s nail iu amount, and tKre- 
foro seldom requires attention. E is caused by the induced 
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magnetism of horizontal iron lying at an angle of 45° to the fore 
and aft line, such as diagonal tie-plates, &c.; and upon the 
direction of this iron depends the sign of E; for example, iron 
running from the starboard quarter towards the port bow will 
produce + E, but from the port quarter towards the starboard 
bow it will produce — E. 

Both D and E produce opposite effects in the case of divided 
iron. For example, an ordinary deck beam produces + D, but Divided iron, 
if cut for a skylight or other aperture, and the compass be placed 
between the divided portions, — D would be the result. 

So also with E. Whatever the sigu might be with continuous 
iron, it would be the contrary with divided iron. E disappears 
on the inter-cardinal points. 

Now, to some people the foregoing may appear hopelessly 
involved, -f and — figure to such an extent, and are reversed 
so often according to the conditions of the moment, that it would 
appear to them to be useless even to try and remember such a 
tangle. The writer most cordially agrees. It would be useless Abhor 
to try and remember so many varying elements. But it is the cramming, 
simplest thing in the world to get to understand them, and so 
be able to reason them out when required. Quite the very best 
way of doing this is by a working model, and the very best model 
for illustrating all the phases of a ship’s magnetism, and shewing 
their treatment in connection with compass adjustment, is Captain 
George Beall’s Deviascope.* Its price, however, puts it beyond 
the reach of individuals, but schools avail themselves of it, and 
presumably so, also, do the Board of Trade examiners. 

There is no reason, however, why individual students should 
not resort to more simple expedients at a cost of nothing at all. 

“ Where there’s a Avill, there’s a way.” 

When the writer was studying the compass question, his 3-foot Bad workmen 
model was a flat board, which the ship’s carpenter accommodat- the,r 
ingly shaped at eaeh end to resemble the boat of one’s boyhood. 

The centre was slightly dished out to take a small compass* 
(borrowed), and red and blue colour was daubed on the board to 
suit any particular idea as to the ship’s magnetism. The correct¬ 
ing magnets were made out of spare compass needles (ends duly 
coloured), rod-iron of suitable lengths obtained from an engineer 
friend, and a few small iron globes of sizes. These last were 
the only bought articles of the lot. No doubt the apparatus was 


* Messrs. U. ilughea and Sod, of Feuchurch St., London, are the sole makeia. 
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now TO DIG OUT HIE CO-EFFICIENTS. 


Pleasant 

Reminiscences. 


Deviation on 
the eight prin¬ 
cipal points. 


very primitive, but it served its purpose well, and years after¬ 
wards a similar one illustrated many a lecture to shipmates on 
board the s.s. City of Mecca. 

Having formally introduced the live co-eiHcients, it is now 
time to say how they are obtained. To do this in the ordinary 
way, the ship must be swung and the deviation carefully ascer¬ 
tained with her head on the eight principal points by compass. 
It is better that she should be swung twice, if possible—once in 
each direction, and the mean taken ; this gets rid of the " Gaussin 
error,” which is merely a diminutive effect of “ Retained” mag¬ 
netism. in the process of swinging there is no time fur this 
error to grow large; about a degree is the usual thing, though it 
may be double that amount on rare occasions. 

We will imagine the ship to have been swung, and that the 
subjoined 'fable shows the result. 


j Ship’s head by 
Compass. 

Deviation, 

Ship's head by 
Compa 

Deviation. 

North 

- C,° 30 

South 1 

+ 11° 30’ 

N.K. 

- 10 30 

SAV. 

+ 22 3!) 

East 

- 14 30 

West 

+ 14 30 

S.E. 

- 7 2! 

N.W 

+ o 21 


Easterly deviation is always represented by +, and Westerly 
deviation by —. It will be noticed that the deviation in the 
Table is given to degrees and minutes. This is merely for pur¬ 
pose of illustration, as will be discovered further on. In practice 
it would be laughable. Now to find the co-efficients. 

A.—Add together (algebraically; the four deviations deter¬ 
mined with the ship's head on the cardinal points by compass 
and divide by 4. For Algebraic addition see page 7 I-J. 

Ex AMI'LK. 

North- G 30’ South + 11 30’ 

Hast -1*1 30 West + 14 30 

+ 20 00 

- 21 Oo 

4) + ft <*0 

A - 4 r 15 


-21* OO’ 
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B. —Add together the deviations determined with the ship’s 
head East and West by compass reversing the sign of the latter, 
and divide by 2. 

Example. 

East - 14° 30' 

West — 14 3o (sign reversed.) 

2) - 29 00 
B = - 14° 30 

C. —Add together the deviations determined with the ship’s 
head North and South by compass , reversing the sign of the 
latter, and divide by 2. 

Example. 

North - 6° 30’ 

South - 11 30 (sign reversed.) 

2 )- 18 00 
C 0 U Op' 

Now:—To avoid “ heeling error” it is essential that the ship should be upright, more 
particularly when the deviation is determined on North and South. Should the ship be 
swung in both directions, and with coutrary heel and to the same extent, the mean 
deviation will be free from heeling error. 


D.— Add together (algebraically) the deviations determined 
with the ship’s head by compass on N.E., S.W., S.E., and N.W., 
reversing the signs of the two latter, and divide by 4. 


Example. 

N.E. - 10° 39' 

N.W. - 0 21 (sign reversed.) 

- 11 ° 00 ’ 


S.W. + 22° 39' 

S.E. + 7 21 (sign reversed.) 


+ 30 

00 

- 11 

00 

4 ) +19 

00 

= + 4° 

45' 


E.— Add together (algebraically) the deviations determined 
with the ship’s head by compass on North, South, East, and 
West, reversing the signs of the two latter, and divide by 4. 


Example. 

North - 6° 30’ South + 11° 30' 

West - 14 30 (sign reversed.) East + 14 30 (sign reversed.) 

- 21° 00' + 26 00 
- - 21 00 

4 )+ 5 00 
E = + 10 15 


Co-efficient E. 


Co-efficient C 


Co-efficiout D. 


Co-efficient & 
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METHOD OF CALCULATION. 


These, then, are the five Co-efficients, und with their aid it is 
quite a simple matter to form a complete Deviation Table ; that 
is to say, that, starting with the Deviation known only on the 
eight principal points, it becomes possible ami easy to correctly 
till up the other 24. 

The following is the method by calculation. 'Hie reader w ill 
j>lease take the Table on page G41 by way of illustration. 

First and foremost, rule the form in blank, allowing yourself 
plenty of room ; a sheet of foolscap will just do for a neat penman 
Next, write in the points of the compass on the left, and the 
ascertained Co-ctficicnts along the top—each with its proper sign. 
As you already know the deviation on the «S principal points, 
you can enter them at once, with their proper signs, in column 
No. 7. Then proceed with the skeleton of the Table as follows :— 

A (4- 1° 15') being constant, there is nothing to do but till in 
the column right down to the bottom without alteration of any 
kind. 

B is entered at its full value (14° 30 ) on the Hast and West 
points. On East, the sign (—) is retained ; on West it is reversed. 

Write 0° 0' against North and South. Prefix the - sign to 
each vacant space in the eastern semicircle, and the -f sign to 
each vacant space in the western semicircle. 

C is entered at its full value (9° O’) on the North and South 
points. On North, the sign ( —) is retained ; on South it is 
reversed. Write 0° 0' against East and West. Prefix the — 
sign to each vacant space in the northern semicircle , and the 4- 
sign to each vacant space in the southern semicircle, 

D is entered at its full value (1° 45') on each of the inter- 
eardinal points. On N.E. and S.W. the sign (+) is retained ; on 
S.E. and N.W. it is reversed. Write 0° 0 against North, South, 
East, and West. Prefix the -f sign to each vacant space in the 
quadrant between North and East, and South ami West; ami 
the - sign to each vacant space in the other two quadrants. 

E is entered at its full value (1° l.V) on each of the cardinal 
points. On North and South the *dgn (4) is retained ; on East 
ami West it is reversed. White CP O’ against N.E.. S.K., S.W., 
and N.W. Prefix the 4- sign to each vacant space in the quadrant 
between N.W, ami N.E., ami between S.E. and S.W., ami the 
— sign to each vacant space in the other two quadrants. 

The Table is now well advanced, and the rest is quite simple. 

A ts already finished with. 











COMPUTATION OF A TABLE OF DEVIATION. 637 

To compute B :— 

Turn it into tenths of a degree by dividing the minutes by G, 
and annexing the quotient to the degrees. Tlius 14° 30' becomes 
145 tenths. Open the Traverse Tables at the given number of 
points. Take out the Departure corresponding to 145 in the 
Distance column. Put the decimal point in its proper place, and 
restore the tenths to minutes by multiplying by G. Thus, foi, 
say, N.N.E. (2 points), the Departure corresponding to 145 in a 
Distance column is 55’5; shifting the decimal point we get 5 0, 55 
as the value of B on N.N.E. To restore to minutes, multiply 
•55 by 6, and we get 33'. The complete answer is therefore 5° 33’ 
as per Table, and so on with the remaining points. 

To compute C :— 

The process is identical with the preceding, except that the 
deviation due to 0 on any given point is to be taken from the 
Latitude column. Thus 9° becomes 90 tenths, and supposing 
the deviation due to this eo-eflicient is required on N.E. by E. 
(5 points), we find in a Latitude column, abreast of 90 in a Dis¬ 
tance column, the number 50 0. Shifting the decimal point we 
get 5° 0' ready for insertion, as this time there is no decimal to 
convert into minutes. 

To compute D :— 

Proceed as before, but enter the Traverse Tables with double 
the number of points that the ship’s head is from either of the 
cardinal points, and the Departure will give the number of tenths 
of a degree of deviation due to this co-efficient. For example: 
required to know the value of D on N.E. by E. This is 3 points 
from East, so the Tables must be opened at G points. The full 
value of D is 4° 45', which may be regarded either as 4 - 7 or 4‘8; 
but to be exact, look for 47 in the Distance column, and the 
corresponding Departure is found to be 434. Then look for 48, 
and the corresponding Departure is 444. The mean is 43‘9. 
Shifting the decimal point we get 4‘39 = 4° 23’ as the value of 
the deviation caused by D on N.E. by E. 

To compute E :— 

Proceed as with D, except that the required number is to be 
taken from the Latitude column, llequired to know the value 
of the deviation due to E on, say, W. by N. This is one point 
from West, so open the Traverse Tables at 2 points. The full 
value of E is 1° 15'. Turning it into tenths, we get 1 0, 2 or 1° 3, 
whichever you choose, but it will be convenient to consider it as 
125. With this in the Distance column, the corresponding quan- 


Handiness of 
decimals, and 
utility of Tra 
verse Table*. 





A TABLE OF DEVIATIONS. 


63S 





CO-EFFICIENTS of 

iron ship ‘ 

‘ Lolestone/ 



Ships Head 









Ship’s Head 

Com pas 9. 

A 

_ 


B - 

c - 

D = 

E = 

Total 

31 .KINETIC. 


4 1 

0 , 5 , 


M° 3° 

- 9 W 00 

+ 4* 45' 

4 1 * 15 ' 

deviation. 


North. 

4- I 

15 


O / 

O OO 

- 9 00 

0 CO 

4 r 15 

- 6 30 

X. 6 30 W. 

N. bv E. 

+ I 

*5 

- 

2 50 

- S 4 S 

4 1 49 

4109 

- 7 25 

N. 3 50 K. 

N.N.E. 

4 I 

'5 

- 

5 33 

- 8 iS 

4 3 21 

*■ ° 53 

- S 22 

N .14 cS E. 

N.K. by N. 

4- J 

15 

- 

8 04 

- 7 30 

+ 4 23 

I 4 O 20 

- 9 27 

N. 24 iSE. 

N.E. 

4 I 

•5 

- 

10 15 

- 6 24 

4 4 4 S 

0 OO 

- 10 39 

N .34 21 E. [ 

N.E. by K. 

4- I 

>5 

- 

■ 2 04 

- 5 00 

: + 4 23 

- 0 20 

- 11 SS 

N .44 20 E. 

E.N.E 

4 I 

>5 

1 _ 

13 24 

- .3 24 

4 3 21 

- 0 S3 

- «3 ‘"5 

N.54 25 E. 

E. by N 

4 I 

IS 


14 13 

1 4 S 

4 1 40 

- 1 09 

- 14 06 

N. 64 39 E. 

East 

4 t 

is 


' 4 3° 

0 00 

O 00 

- i 15 

- 14 30 

X-75 30 K. 

E. by S. 

4 I 

IS 


14 1.1 

4 1 4 -S 

- 1 40 

- 1 00 

- 14 oS 

N 87 07 E. 

K.S E. 

4 1 

IS 


• 3 24 

f 3 24 

- 3 21 

~ 0 53 

- 12 59 

S. 80 20 E. ; 

, S. E. by E. 1 

4 t 

«s 

- 

12 04 

4 5 00 

1 4 23 

- 0 20 

- 10 41 

S. 66 56 E. 

S.E. 

4 1 

l 5 


to 15 

4 6 24 

* 4 45 

0 00 

- 7 21 

S. 52 21 E. 

S.E. by S. 

4 1 

IS 


S 04 

► 7 3’ 

- 4 23 

4 0 29 

- 3 i 3 

S. 36 5 s I 

S.SK 

4 1 

is 


5 33 

4 S is 

3 21 

+ 0 S 3 

+ 1 32 

S. 20 5 S E. 1 

S. by E. 

4 1 

15 


2 50 

4 8 4 S 

1 40 

4 1 00 

«■ 3 ? 

S. 442 E. 

Smith. 

4 ■ 

'5 


0 00 

4 9 OO 

O 00 

+ • '5 

4 1 1 30 

S. 11 30 w 

bv W. 

1- I 

*5 

4 

2 50 

4 8 48 

4 I 40 

4 1 00 

4 IS 51 

S 27 06 w. 

S S W 

4 t 

IS 

4 

5 3 > 

4 S is 

4 3 21 

! + 0 S 3 

4 10 20 

S. 41 50 35 . 

S W. by S. 

4 1 

IS 

4 

8 04 

+ 7 30 

•* 4 23 

4 O 29 

4 21 41 

S. 55 2 W. 

S.W. 

4 I 

IS 

4 

10 15 

4 6 2, 

+ 4 45 

0 to 

+ 22 30 

S. 67 30 \\. 

S.W. by W. 

4 1 

is 

4 

12 04 

4 5 00 

4 4 23 

0 29 1 

4 22 13 

S. ;S 2 S W. 

W.S W 

4 I 

IS 

4 

1 3 24 

+ 3 24 

4 3 21 ( 

0 1 

4 20 SI 

S. 8 S oi 5\. 

W by S. | 

4 1 

15 

4 

14 M 

4 1 4 S 

4 1 40 

- . 00 1 

4 17 s6 

N.S 3 10 W 

West, 

4 1 

IS 

4 

14 30 

c 00 

O OO 

' '5 

4 14 30 

N 75 30 \\ 

W by N. 

4 l 

IS 

4 

M 13 

I 48 

- 1 40 


4 IO 42 

N 68 03 W. 

W N W. 

4 1 

15 

1- 

13 24 

3 24 

3 21 

- 0 53 ' 

4 7 I 

N. to 2 > \Y 

N \\ by W 

4 1 

is 

4 

12 OJ 

5 00 

4 23 

0 29 

+ 3 27 

N. 52 4 S W 

N. W 

4 1 

IS 

4 

115 

6 24 

4 45 

0 00 

4021 

N 44 3 >' v - 

N \\ by N 

4 I 

is 

4 

.s 04 

7 3° 

1 23 

4 O 20 ! 

- 2 os 

N. 35 50 W. 

N N \\ 

* 1 

15 

4 

5 33 

- S IS 

3 21 

4 O S3 , 

- 3 <s 

N 20 2 S \V. 

N. by 3\ 

4 1 

is 

* 

2 SO 

S 4 S 

1 40 

4 1 9 

5 23 

N 16 3 S W. 
























ONE TffIXG LEADS TO ANOTHER. 


639 


tity in the Latitude column is 115'5. Shifting the decimal point, 
we get 1 °*155 = 1 ° 9' as the required value on W. by N. 

A glance at the Table will shew that there is much less trouble 
in taking out these values than one would at first imagine, for it 
will be apparent that B and C are only required for one-fourth 
of the entire circle, the remainder being merely a repetition. So 
also with D and E, only more so; for in their case the values 
have merely to be taken out for the half of one quadrant. To 
fill in the remainder is repetition. The Table is therefore not 
nearly so big a job as it looks. The secret is to do it systemati¬ 
cally. 

Having the deviations due to the co-efficients, they are summed 
up algebraically, and entered in column No. 7 against each of the 
remaining 24 points. 

Column No. S completes the Table, and it is hardly necessary 
to explain how it is formed. It speaks for itself. 

The formation of this Table and the construction of Barrett's 
diagram afford excellent practice for the student. The one serves 
to check the other. It would be an advantage always to tackle 
the diagram first, seeing that the accuracy of the values depends 
upon the accuracy of the measurements made with the dividers. 
By taking them in this order, there can be no bias or cooking, 
and it will be interesting to the operator to see how closely his 
handy work approaches the more exact method by the Traverse 
Tables. 

80 far, in the process of compass adjustment, four methods 
of ascertaining the deviation have been referred to, uamely, 
Azimuths of the heavenly bodies, Transit-bearings of shore 
objects, Distant landmarks, and the use of Lord Kelvin’s De¬ 
flector. This instrument has been described in Part I., but the 
details of manipulation are not given, because it is accompanied 
by a small pamphlet of instructions. The principle , however, 
has been briefly explained, and in view of what now follows it 
is well to repeat it.* This will enable the reader to see the 
analogy between the principle involved in the use of the De¬ 
flector, and the principle involved in the method about to be 
described. Looking at the date, the truth of the adage comes 
home that “ There is nothing new under the sun.” The follow- 
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* If the directive force ou the compass is the same for all courses of the ship, there can 
he no error of the compass on auy course. Per contra, where the directive force i* found 
to he unequal, there must be deviation. 
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Jr ir. RUSPELLS' PROPOSAL. 


iiii^ letter is taken from a back number of Naval Science, by 
kind permission of the then publishers.* 

NEW MODE OF ASCERTAINING THE DEVIATION OF THE COMPASS 
IN STEAMERS. 

To the Editor of '* Xai\d Science.” 

Sib, —Will you allow ine t> desciibe in Xuval Science a new mode of obtaiuiug a com¬ 
plete table of the deviati >us of the compass in steamers which has recently occurred to 
me, and which may lie used at sea at nuy time during moderate weather I It does not 
require either a distant object of known hearing or any celestial observation. It can be 
use I as well at night or in a fog as in broad daylight, and the ouly instrument required 
in addition to the compass of which the deviations are to lie ascertained, is an ordinary 
wat. h with a seconds hand. 

This nt tint sight will appear to many as an impossibility; but I hope to show your 
nautical readers, without going into much detail, that the plan is not ouly practicable, 
hut easy. 

It is generally kuown among seamen that an uncorrected or only partially corrected 
compass, in an iron ship, does not, as the ship turns round, indicate the eia t angle 
throii'h which she has moved. Thus, in some directions of the ship's head, an actual 
movement through an angle of 20 degrees may, according to the compass, be so little as 10 
degrees, or It may be so much as 30 degrees ; this difference, plus or minus, between tho 
actual and the apparent movement being in reality that portion of the total dcvutioo 
which belongs to the particular angle through which the ship has moved. To ascertain 
the deviation of the compass, therefore, we only require some mode of measuring the real 
augle through which the ship moves in every part of the circle. 

Let us suppose, then, that a steamer's helm, while she is under way in moderate 
weather, is placed aud held steadily to st.ar>o.ir 1 or poit sufficiently 1 mg to cause her to 
describe a complete cirelo iu from twelve ti twenty minutes ; and let it be granted that, 
with moderate care, the steamer's speed during this tune will lie sensibly uniform, it is 
then evident that, as equal parts of the circle will be describe 1 in equal times, we shall 
have a .sullii leutly exact measure of degrees of arv m terms of seconds of time. Thus, if 
the eirde be completed in twelve minutes or 720 seconds of time, cadi degro* will l* 
represented by two seconds of time ; if the circle be completed in eighteen minutes, ea *h 
degree will bo represented by three seconds of tune. 

In using this process, if it is desired to ascertam the deviation of the compass on every 
point, note must be made of each point and the tune to tho nearest second nt which it 
passu tho lubber-line, if the deviation on each second point is considered sufficient, each 
second point and the time at which it pa ses the luhlwr 1 ne ni 1 st lie noted. It is not 
requisite that any particular points show! 1 be taken, but, for the reason to lie presently 
stated, it IS essential that several shonl 1 bo noted, and that they should be pretty equally 
distributed ronnd the coinpass. 

It does not uffc’t the final result at what part of the circle or |M>iot of the compass the 
operation is •oinmenecl, but it w l» t* fi'md convenient to lie*iu at north and to record 
tho compass observ tious in degrees reck »ned in tho usual way, from north by way of 
east, from 0° to 3<D* ; nil 1 to rockou the tune in degrees of ar\ counting from the same 
st irtuig p nut. 

The diffeiences between tho number of degrees by compass at any point and the 
number of degrees by time, rc’orded as yluj or minus, wt l give a deviation tablo, but, 
usually, this table will base n onsideia de index error, as it has, ^0 far, been con^tru ted 
on the assinnptl in tl at th»ro it no error at the poiut at w n h tee ope'ation commenced. 
The next pail of the piocevi is to ascertain this index errsr and to spplv it to each 
observa*(*>u in tho ti de in the usual m inner--nam dy, by dm ling the algebraic sum 
of all tho o'nerved deviations by the lU'inTer of the • bservat'ons taken, ami by applyiog 
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the index error thus obtained to each of the deviations according to its sign. The index 
error is, of course, the deviation that belongs to that point of the compass at which the 
operation was commenced. 

This brief description comprises all that is necessary to “swing ship” by the new 
process, hut, as a steamer while turning has always a slight list, it is recommended that 
she should be put round in opposite directions, and that a mean of the two deviation tables 
thus obtained should be taken as the correct one. It is also recommended that the 
observations should be taken on every point of the compass as the hest means of ascertain, 
ing most correctly the index error which belongs to the process. 

It would be useless for anyone to try this method with a compass that was not steady 
and in good order. The compass should also be gently and uniformly tapped during the 
whole of the process, so as to reduce the friction on the pivot, and thus check, or rathei 
prevent any tendency to oscillation of the card.—Yours very obediently, 


Underwriters' Rooms, Liverpool, 
13 M September, 1873 . 


W. W. Rondell. 


It is apparent that there is nothing impracticable in Mr. 
Rundell’s suggestion, and the writer regrets that the method was 
unknown to him during his career at sea. To avoid the helm- 
list referred to in the letter, the time required to make the com¬ 
plete circle might be increased to 30m., which would allow a 
degree to be represented by 5s. Extending the time would 
diminish the rudder-angle, and otherwise materially conduce to 
accuracy. The total time required to make the cirele in each 
direction would be about \ \ hours. From its small friction-error, 
Lord Kelvin’s compass would be particularly well suited to this 
experiment. The publication of Naval Science ceased some 
years ago, more’s the pity, as it was a really first-class magazine. 

There have been many discussions from time to time as to the 
propriety of adjusting compasses by magnets, some men contend¬ 
ing that the better plan was to leave the compass to follow its 
own bent, and to navigate by the aid of a Table, giving the 
natural deviation ; but iron is now so largely and recklessly used 
in deck fittings, &c., that compass errors have assumed a magni¬ 
tude quite unknown when iron vessels first came into vogue. 
Formerly, also, more care was exercised in the selection of suitable 
positions for the compass, and the theory of adjustment was not 
so well understood. Thus it is that adjustment now cannot be 
dispensed with, or the majority of compasses would be quite un¬ 
manageable. (Scarcely anyone, now-a-days, will be found so 
ignorant as to advocate non-adjustment. 

Sir George Airy, late Astronomer-Itoyal, thus sums up the 
advantages in favour of compass adjustment:— 
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“ XON'-CORRECTED CoSl PASSES. 

Using a Table of Errors. 

(1.) The directive power on the 
compass is extremely different on 
different courses. 

(2.) The principal part of the 
talmlatcd errors arises from sub-per¬ 
manent magnetism, whose ctfeets in 
producing Deviation vary greatly in 
ditierent parts of the earth. 

(3.) It is therefore absolutely neces¬ 
sary, from time to time, to make a 
new table of errors, by observations 
in numerous positions not fewer than 
eight) of the ship’s head. 

(4.) In dillicult navigation, as in the 
channels of the Thames or the Mersey, 
especially with frequent tacks, the 
use of a Table of Errors would be 
attended with great danger." 


“ Corrected Compasses 
The IlinnacU being a ljust ib/e. 

(1.) The directive power ou the 
needle is sensibly constant. 

(2.) The magnets, which perfectly 
correct the sub-permanent magnetism 
in one place, will also perfectly cor 
root it in another. 

(3.) Only when there is suspicion 
of change in the ship’s magnetism 
are new observations necessary, and 
then two are sufficient. 

^4 ) In any hydrographical ditli- 
culty, the corrected compass is right 
on all tacks, and its use is perfectly 
simple.” 


No. 2 of tlie above applies equally to the Deviation arising Irom 
the inductive magnetism of vertical iron. 

Of late years the much-tortured compass has been subjected 
to a fresh source of disturbance, very much of the “snake in the 
grass” type. Of course Electric Lighting is referred to. So 
important do the < ’ominittee of Lloyd’s Register of British and 
Foreign Shipping consider the subject, that they have issued 
proposals for the consideration of Shipowners and others. The 
following are those which bear upon the compass:— 

(1) . POSITION OF DYNAMOS AND OF ELECTRIC MOTORS.- 
Rynames and Electric Motors should he placed as far as jiossihlc from all 
compasses, and should U* at least 30 feet from the standard compass. 

(2) . CABLES hi vessels fitted with continuous current dynamos, mid 
wired on the single wire system, no single cable should be carried within l. , » 
feet of any eon i] kiss, mid cables conveying a heavy cum lit should be fixed at 
still greater distance. If it is necessary to tix the cables w ithin this distance, 
then for all parts of the vessel lighted from this cable the double-wire system 
should he adopted, the return wire he ng carried its near the tlow as jmssihlc 
in the vicinity of the compasses. 

3). ADJUSTMENT OF COMPASSES. The compasses sh mid he ad 
justed with the dynamo n it working, aft« r which the vessels head shoald he 
put upon the ditierent courses, with the dynamo miming at full rjmt* 1, and on 
each course the indications of the compass should lie noted with the dynamo 

running with open credit and with all po.**ih> com lu nut.. the current 

switched “on” and “till"’ all circuit* pacing near the compasses. Tin sc 
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indications should be compared with those obtained with the dynamo stopped, 
and any serious deflections of the compasses remedied before the vessel sails. 
In vessels wired on the “ double-wire ” system this is not so important as in 
those wired on the “ single-wire ” system, but at least the effect should be 
tested of the dynamo running with open circuit. 

It is evident from the suggestions in (3) that if the adjuster 
carries them out faithfully—as he should do—he has his work 
cut out for him. This question of Electric Lighting should he 
looked into at the time of preparing the specification for a new 
vessel, or at the time of contracting for an installation in the 
case of an old one. It is no use waiting till the Dynamos have 
been put in position and the bunches of wires cased in. Let 
Navigators bear this in mind, and take Time by the forelock. 


REMEMBER 

THAT HOWEVER WELL A COMPASS MAY BE ADJUSTED, OBSERVA¬ 
TIONS FOR DEVIATION SHOULD BE MADE EVERY WATCH AS A 
MATTER OF ORDINARY ROUTINE. SPECIAL OBSERVATIONS SHOULD 
BE MADE AFTER ANY CHANGE OF COURSE EXCEEDING ONE POINT. 
IT IS NOT POSSIBLE TO COMPENSATE “RETAINED” MAGNETISM, 
AND IN SOME SHIPS THE DEVIATION FROM THIS CAUSE IS VERY 
LARGE. 


Look ahead. 


Final injunc¬ 
tion. 
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CHAPTER XVII. 

SHAPING THE CO U H S E. 

At first sight this seems a simple enough affair, ami yet there 
are often, if not always, many matters of moment which require 
duo deliberation before the actual Course to be steered can be 
given to the helmsman. 

Until within a recent period, the Course was set to the nearest 
quarter point,and with short chunks of vessels—which, especially 
when running, yawed a handful of points either way—this was 
near enough, perhaps; but the old "three-handled serving mallet” 
has given way to the " Four-Poster ’ ami the "tea-kettle." Navi¬ 
gation of to-day demands much greater precision ; and, in large 
steamers at all events, the Course is now rarely given otherwise 
than in degrees. Indeed, some of the new pattern compass-cards 
ure so graduated as to leave it no longer optional. 

To the man unaccustomed to it, this steering to degrees seems 
rather absurd, as he is almost certain to regard it as a vain 
striving after the impossible. But when be discovers that tlio 
long and finely-modelled vessels of present build actually make 
the desired Course, allowing for current ami leeway, bis unbelief 
gives place to astonishment, and he is fain to admit that the 
world progresses. 

To conduct a vessel from one place to another, when out of 
sirht of land, involves a knowledge of the Tul l. Cot’KsE, tho 
Magnetic Ohtksk, and the Compass Cockse. 

'I'lie Thue CoUK.se h the angle made with the meridian by a 
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straight line on Mercator, drawn to connect the ship’s position 
with the place bound to. This angle is readily ascertained, after 
the manner already described, by means of the Protractor, Field’s 
Parallel Ruler, or the common ebony one (the latter being used 
in conjunction with the true compass diagram on the chart) ; 
also by calculation. 

The Magnetic Course is derived from the True Course by The Magnclle 
applying to it the Variation at place of ship, which may be Course 
obtained with accuracy from the Magnetic Chart of the World. 

Easterly variation is applied to the left, and westerly variation 
to the right of the true course. Thus, if the True Course is 
North, and the variation is 20’ Easterly, the Magnetic Course 
would be N. 20° W. 

The Compass Course, or course to steer, is found by applying TheCompasi 
the Deviation to the Magnetic Course —Easterly to the left, Course - 
and Westerly to the right, just as you would with Variation. 
Consequently, when these two elements in the Course are of the 
same name, they are to be applied in the same direction, and 
vice versa. 

It is usual to speak of Easterly Variation and Deviation as pius and 
plus ( + ), and of Westerly Variation and Deviation as minus 
(-). Thus, if the Magnetic Course is N. 20’ W., and the "*”" ofVariil - 

tion or Devia- 

Deviation is - 20°, the Compass Course would be North. tion. 

This manner of distinguishing the name of the Variation and 
Deviation by the plus and minus signs, though purely arbitrary, 
is convenient when one has become accustomed to it. Thus, in 
the example just given, we have North for the True Course, 
with + 20° of Variation, and — 20° of Deviation : since, as 
many are aware, these two quantities neutralize each other, 
being equal in amount, but of opposite names, it is evident that 
the Compass Course must be North, or the same as the True 
Course. 

As a further illustration, let the True Course be N. 40° E., 
the Variation — 33°, and the Deviation + 8°. Then, taking 
their difference (being of contrary names), we have — 30° as the 
remainder; or, in other words, the correction is 30° Wly., which 
makes the Compass Course N. 70° E. 
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Variation.- 3^ Being of contrary names, \ 

Deviation.+ 8° take their difference. / 

Collection .- 30° A|»j»!y to the right, beiug Westerly. 

Truk Course ... X. 40° E. 

Compass Course . . N. 70 * E. 


The tyro must guard against the mistake of using the prefixes 
plies and minus in their arithmetical sense, since, in the process 
just described, a minus correction, though subtractive in the S.E. 
and N.W. quadrants, is additive in the N.E. and S.W. quadrants.* 
To give a case where the Variation and Deviation have the 
same sign and consequently act in unison, let the True Course 
be S. 75° W., the Variation + 24°, and the Deviation + 0°, the 
Correction would be + 30*. making tho Compass Course S. 45* W. 


Variation .... 

. + 

21° 

Being of same name, add 1 

Deviation .... 


G° 

them together. f 

Correction .... 


30 * 

Apply to the left, beiug Easterly 

Tuuf. Course . . 

. S. 

75° 

W. 

Com pass Course . 

. s. 

45° 

W. 


In all iron vessels, ami indeed m most wooden ones (since the 
compasses, even of the latter, are seldom altogether free from the 
influence of iron), the above “ rendering down ” of the True 
Course into the Compass Course is absolutely necessary. 

The above is sound, so far a.s it goes: nevertheless, there is » 
flaw which might escape detection if attention were not drawn 
to it. Where the compass is uncompensated, or where the devia¬ 
tions of an imperfectly compensated compass happen to he large, 
the Navigator is embarrassed by the fact that there is often a 
large difference in the amount of deviation employed to shape a 
course, as compared with that employed to correct a course 


* The leader will itinemiwT th»l when llie daily r.ite cr th act emulated erior of m 
chronometer ■ marked willi the pietix +, il means that the oi.e is paining, and that tha 
other fail, and no/ a* an ludculion Rial thay are qua: tiliei to te aa.Ua. 
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already steered. In other words, when a ship’s head is, say, 
North magnetic, it probably points in a very different direction 
to what it does when her head is North by compass. Now, if 
the deviation be ascertained when ship’s head is in each of 
these two positions, it will not be found the same ; hence the 
amount to be applied to change a compass course into a magnetic 
course will be less or more than that employed in the reverse 
operation. 

This will be apparent when it is remembered that the mag¬ 
netic influences at work on the compass vary with the precise 
direction of the ship’s head. Let us imagine a case. With ship’s 
head North, by uncompensated compass, the deviation is three 
points westerly. Her head, therefore, is really N.W. by N. mag¬ 
netic. But we want to know what the deviation is with her head 
pointing North, magnetic. She must, therefore, be turned three 
whole points to the right—not by compass, but actually three 
points. Now, this turning of the ship to so great an extent will 
bring stronger or weaker influences to bear upon the compass than 
before, with the result that the deviation will be quite different: 
in fact, though we know the ship to have moved exactly three 
points to the right, the compass might make it appear that she 
had moved only two points, or, on the other hand, that she had 
moved as many as four points. In all compass work, therefore, 
it is important to realize the distinction between the direction 
of ship’s head by compass and ship’s head magnetic. The two 
directions may differ by many—not degrees but—points. 

Referring back to the two figured examples, it will now be 
noticed that, although the amount of deviation is specified, the 
reader is not informed whether it was ascertained with ship’s 
head on a certain point by compass, or with ship’s head on same 
point magnetic. In each of the examples, the deviation is so 
small that the difference would probably be insensible; but 
with uncompensated compasses it would be otherwise, and some 
plan would have to be adopted for the conversion of magnetic 
courses into compass courses, and the contrary, as might be 
required. 2 T 
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There are many mo<)es of doing this: 

1 Napier's diagram, with which nil certificated oilicera are 
familiar. 

2. Arch. Smith’s “ straight line’* method, which may he likened 

unto a ladder with the rungs at various angles. 

3. A compass card, its circumference lying J of an inch or so 

within an outer circle representing the magnetic points 
of the compass. 

Of the three, the writer much prefers Arch. Smith’s method, 
as an}’ fellow can easily construct it for himself ; whereas it 
requires a man who has lived in the same street with a 
draughtsman to produce the others. 

In the case of the method advocated, it is convenient to con¬ 
struct tico distinct ladders—one to shew’ the rungs starting 
from the whole points viag., and arriving where they may on 
the compass side ; the other to shew the rungs starting from the 
wdiole points by corn pass, and fetching across where they may 
on the mag. side. 

Now that adjustment, having outlived prejudice, is universul'y 
resorted to, these contrivances are hardly wanted ; all the same, 
it is well to know and understand them. 

To construct Arch. Smith's method, draw 3 columns (4 vertical 
lines side by side, each about an inch in width. Leave the 
middle one blank. Divide and rule the right and left columns 
each into 32 parts, and write in rotation the points of the 
compass, beginning both sides with North at top. Head the 
lift column “ Compass Course/’ and the right column " Magnetic 
Coup e.” Then, if the deviation has been determined with ship’s 
head on each whole point by compass, connect the points on the 
I- ft with the 1 1*green on the right according to the amount of 
deviation. l*'or example, if, with ship’s head North by com}-ass, 
the deviation is + G°, the line (or rung would start from North 
on the 1« ft, and be drawn slantingly across to N. 1C. or 
the right. 

Or if, with ship’s head North magnetic by l'elorus (see page 
13d)> the compass deviation is + Kb, the line woidd start from 
North nil the right, and he drawn across to N. 10 \V on the 
h ft, ami so on. Rule a form for each. 
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The navigating outtit of a foreign-going vessel is incomplete Magnetic 
without a Magnetic Chart of the World. The Admiralty publish worid^ ^ 
one, giving single degree curves of equal Variation,* and many, 
if not all, of their Ocean Charts give the curves for every fifth 
degree. On the first-named, which is now issued for the year 
1907, there is a chartlet shewing the annual change in the 
Variation. - ! - A knowledge of this change is important, as in many 

.... 0 r p “ Annual change 

parts of the world it is very rapid, and after a few years the i n the Varia 
correction becomes quite a consideration. Thus, on the North tion - 
Coast of Ireland the Variation is decreasing at the rate of about 
1* in ten years, which soon mounts up; and in the English 
Channel the rate is about 1* in eleven years. 

Pilots are not always acquainted with this peculiarity of terres¬ 
trial magnetism, and, in consequence, some of the old ones give 
courses which may have been the correct thing when they were 
apprentices, but are so no longer. For example, quite recently a Liability to 
very experienced channel pilot gave the magnetic bearing of chan ^ e of 
the South Foreland lights when in one as W. by N., though in Ue beannE * 
reality it is now r little better than W. £ N.; and on being told so, 
said he was certain he was right, as he recollected hearing it 
thus given since he was a hoy , and he ivas not aware that the 
lighthouses had ever been moved from their original 'places. 

Where there is a wide expanse of shoal water, and only a 
narrow channel, half a point in thick weather, or at night, may 
just make all the difference between danger and safety, in a 
run of only ten miles it w T ould throw the ship one mils out of 
her proper course. 

Certain cheap and useful almanacs, much in favour with 
coasters, contain tables of Channel Courses ; but it is evident chana"^ 
from what has just been stated, that in a comparatively short Courses, 
time these tables must need revision. A man with a chart does 
not require such dry nursing, and a ship navigated without one 
is not safe. 

There are parts of the world, also, where a trifling change in 
the ship's position means a comparatively large change in the 
amount of Variation. These localities are easily recognised on 
the Magnetic Chart by the crowding together of the Variation 
curves ; and when the ship’s track happens to lie across these 
curves, it is necessary to be more than usually careful with the 
compass course. 

• These are termed “ Iaogonic Curves." 

t Variation curves are also giveu on the monthly Meteorological Charts of the North 
Atlantic and of the Indian Ocean, issued by the British Meteorological Ollice ; and on 
the monthly Pilot Charts of the North Atlantic and of the North Pacific, isMied by the 
United States Hydrographic Office; as also on similar charts emanating bom tb. 

Deutsche Seewarte. 
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Between Nantucket and Cape Race, for example, an Atlantic 
“Greyhound” will increase the Variation as much as 12* in 11 single 
day's run ; and a want of due appreciation of the rapidity of 
change, through not having a Variation Chart, has probably 
been one of tlie causes which formerly led to so many cases of 
stranding in this neighbourhood. When shaping a course in 
such a locality, it is advisable to measure olF on the Magnetic 
Chart the probable run during the ensuing 2d hours, and so ascer¬ 
tain the change which will take place in the amount of the 
Variation in that time; then alter course every “four bells” or 
“eight bells” to the required extent. Supposing the change of 
Variation in a day’s run to be 12°, it would be properly met by 
altering the course 1* every two hours. This is a long way 
better than employing the mean value of the Variation at both 
ends of the run, and steering one course throughout. 

It is evident that if this last mentioned and more common plan 
should be pursued, the vessel’s track will be actually a curve 
instead of a straight line ; and if the course should happen to he 
a “ line” one, set to pass within a few miles of an outlying shoal, 
this loose manner of doing it might lead to disaster in those cast's 
where the convex or outer side of the cuj've chanced to lie on the 
same side as the danger. 

Sometimes, when steering on a Great Circle track, tl c Variation 
accidentally alters in the same proportion as the Truk Course, 
so that there is no necessity for changing the Compass Course 
as long as this condition prevails. 

The render now comes to a point demanding special attention. 
At first it may be n little ditlicult to understand, but its import¬ 
ance will not allow it to be overlooked. It has reference to this 
periodical changing of the course in accordance with the increase 
or decrease of Variation as the vessel progi esses, and the bothering 
effects of “ Retained ” magnetism. .Many iron steamers hound to 
New York have got ashore at various times 011 the “ Georges" 
and Sahlc Island, when tho e in command thought they were 
well to the southward. An unusual set of current generally 
gets the Maine in these cases, the writer hopes to make it clear, 
however, that current was not nrossarily the cause of the 
stranding, thou. It it may sometimes have contributed to it. A 
number nf petty things, wln-n acting in the same direction, will 
produce a large * fleet; therefore it is necessary to notice tho*o 
which, tak'K lof themAelrfs, would he seemingly trivial. 

Ry consulting the Magnetic Chart it will be seen that the 
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amount of variation on the coasts of New England and Nova 
Scotia changes very rapidly in a short distance. Now a careful Something 
navigator would undoubtedly allow for this by steering a more b 

southerly compass course as the Westerly Variation decreased ; 
but he might lose sight of the fact that this change of course— 
small as it might be—would probabl}’’ cause almost a propor¬ 
tionate increase in the Easterly Deviation of his compasses, and 
thus counteract the effect he desired to produce. 

It has been shewn in a previous chapter that compasses, when 
under the influence of “Retained ” magnetism,always hang back 
in the direction of the last course. Now, in vessels crossing the 
Atlantic, this effect is very marked when, near the end of the 
passage, they come to be put upon Northerly or Southerly 
courses; and badly placed compasses, which may be nearly 
correct, say on West, speedily acquire a large + error as the 
course is changed towards the South, and a — one as it is changed 
towards the North, on points where previously no error existed.* 

This error may grow with such rapidity at every change in the 
course as very nearly to equal the amount of that change, and 
thereby frustrate its intention. 

The neutral line which separates the 4- and — Deviations con- “Critical 
sequent on “ Retained ” magnetism, may be termed the “ Critical L,nes ’ 
line ” ; and, for Trans-Atlantic steamers, it is about East going 
one way, and West when going the other. 

Near the termination of the Eastern passage the “ Retained ” 
magnetism causes a minus error on Southerly courses, and a 
plus one on Northerly courses. Reverse this for a west-bound 
ship. 

After a straight run of several days, it is not uncommon, when 
the comjyass is badly placed , to find the Deviation increase fully 
half a degree for every degree of alteration in the compass 
course. For example, on W. by S. | S. (by compass) let the 
Deviation be half a point easterly; but if the course be altered 
to W.S.W. (by compass), the Deviation will probably increase to 
three-quarters of a point. 

In the first case, the actual direction of the ship's head 
(magnetic) would be W. by S.; and in the second case it would 


* Iron is now so ranch used for deck-fittings of all kinds, that it is often extremely 
difficult to hit upon even a fairly good place for the compasses. A subject of such vital 
importance, however, should have the best attention of both owners and builders when 
the vessel is being designed. No matter how skilful the Adjuster, or how well made tho 
compass, the latter cannot act satisfactorily, if recklessly placed in the vicinity of large 
bodies of iron. (See chapter on Compasses). 
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be only \V. by S. \ S. ^magnetic). or a quarter of ft point more 
to the southward, though by oompiss apparent y half a point to 
the southward of the original course. 'This is one of the great 
evils of a badly placed compass; an 1 if, in ad lition to this 
drawback, the adjustment be of an indifferent character, the 
« vil will In* augmented; find when, to the direct effect of the 
* Ib taine 1 ” magnetism just mentioned, is added the swing of the 
card produced by the incessant and perhaps violent motion of the 
ship— which, in its turn, allows the magnetic disturbing force to 
act upon the needle at an firs which are constantly varying —to 
make a good course is clearly a hopeless matter. Under such 
circumstances the unfortunate Quartermasters too often get 
roundly rated for careless steering, when the truth is, the best 
of helmsmen would be puzzled to keep the ship’s bead straight 
on any course for even two minutes at a time. 

It follows that tlie navigator, when hauling to the Southward 
in the locality named, should bear in mind this tendency of the 
ship to hang to the Westward, and make ample allowance for it, 
according to existing circumstances. If sun, moon, or stars be 
visible azimuths will speedily tell him the true state of the case; 
but if these are not available, there is nothing like the Deep-Sea 
Lead, which, on the Atlantic const of the United States, may be 
dep» mb <1 upon as a reliable guide to avoid danger. 

We now come to Great Circle Sailing. Most people sturdily 
refuse to admit that a curve joining any two places coi stitutes 
a shorter distance between them than a straight line would ; and 
in this they are perfectly correct. A straight line is the shortest 
distance between any two points; and it is because the opposite 
idea is conveyed—unintentionally, of course—by an imperfect or 
ba llv put explanation of Great Circle Sailing, that there are still 
sai ors who refuse to believe in it; or, if otherwise, it is solely 
because they have a vague idea that the distance is lessened on 
account of the decrees of longitude being shorter in high latitudes, 
f ngettirg that to arrive at these short degrees of longitude, 
add it it 71 tl degrefs of latitude would have to be sailed over. As 
a matt' r of fact, the short dog re** of longitude have nothing to 
io with it. W hen .1 Great Circle tinck is laid down on a 
Meic.u >r Chart, and compared with the straight line* ruled he- 
twe* it the same points, it certainly does seem odd to be told that 
th** curved track is the shorter of the two, and that to sail on the 

* l 1 « *t ft k’H !•"* i* V» wn .n .1 Klminb Lin*, or l-oiodruntc C’urv«*. 
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straight line (as laid down on the chart) would be to go over 
unnecessary ground. 

The key to the puzzle lies in the fact already stated, that a 
chart on Mercator projection gives a distorted representation of 
the earth s surface ; and its construction is such, that the shortest 
distance between any two points on the globe is represented, not 
by a straight line, but by a certain curved line termed a Great 
Circle, or Orthodromic curve, which, if carried round the world, 
would divide it into two equal portions, and whose plane would 
in every case pass through its centre. The only exceptions to M4r:diansand 
this rule are those where the straight line on the chart happens the Equator 
to coincide with the equator, or with a meridian, since both these line* 

are Great Circles in themselves. It follows, with these excep-on Mercator 
tions, that a straight line between any two places on a Mercator repres^T 
chart is always a round-about route, being more so in polar Grea t Circle* 
regions than in equatorial ones. 

This is easily put to a direct and simple test by means of a 
good terrestrial globe, say two feet in diameter, and a general 
chart of the North Atlantic on Mercator projection. Let it be 
required to find the shortest possible distance between the light¬ 
house on the island of Inishtrahul, off the north coast of Ireland, 
and that on Belle Isle, at the entrance to the Strait of the same 
name. 

On the globe, at each of the places mentioned, drive in a 
common brass pin, and stretch a piece of fine silk thread tightly 
from one to the other.* Everyone will admit readily enough that How todcter 
this thread marks the shortest possible road between the two miue a Great 
places; there can be no doubt of that. This, then, is the required ^ 0 ^. ° n 
Great Circle track, and if carried right round the globe, would 
be found to divide it exactly in half. Small Chiles, on the 
other hand, divide the earth into two unequal portions, and in 
consequence their planes cannot pass through its centre. Now 
examine the angle the thread makes with the various meridians 
it crosses, and in each case the angle will be seen to be dilferent, 
shewing that on a Great Circle the True Course is continually 
altering. 

Next measure with care the exact latitude in which the thread 
cuts each of the meridians on the globe, and prick off on the 
chart the several positions thus ascertained. Connect them in a 
free-hand by pencil lines, and it will be seen that the nearest 


* How do carpenters act when they wish to mark a perfectly straight line between two 
poiuts on a plane ? 
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distance bitween Inishtrnhul anti Belle Isle is represented on the 
chart 1 *y a curve, differing very widely from the straight lme 
drawn between the two places on the same chart. Next, by way 
of proof, try what the straight line on (he chart looks like U'hen 
transferred to the globe: so just reverse the last j rocess, and prick 
off on the (jlohe the latitude of the straight line where it cuts the 
meridians on the chart. Drive in a pin at each such point; and 
from one to the other,and on their southern ore uivex side, stretch 
a second piece of thread, and it will l>e seen with half an eye that 
the straight line on the chart is actually a round-about one when 
laid down on the trio be. This will be made still more apparent 
by removing the intermediate row of pins last inserted, when the 
second thread will become cpiite slack, which could not be the 
ease if it had been the measure of the shortest distance between 
the places.* 

A ship navigated on the straight-line course of the chart, 
never has her head in the exact direction of the port bound to 
until it is in sight. On the other hand, a vessel’s head, when 
following the Omit Circle track, is all the time pointed exactly 
towards the port bound to. If it wire only possible at starting to 
sre her diMinath u from the masthead, and the ship were ste< re 1 
unswervingly for it, she would, in such a case, be sailing on the 
Great Circle between the two places; and it would be found by 
a series of azimuths, taken as the voyage progressed, that the 
True < VjL’ksi: —or, in other words, that the angle her track made 
with the meridian—was continually changing, though the 
absolute direction of the ship's head did not vary a single degree 
from first to last. But if the vessel were navigated on the 
Mercator course, it would be seen that, at starting, her head 
pointed considerably towards the equatorial side of the port 
lound to. and only turned gradually towards it as the voyage 
progressed. Azimuths taken from time to time would shew no 


change in the Turn CWrsk. 

This will, perhaps, be bitter undo stood from a consideration 
uf the fact that a Mercator track cuts all the meridians at the 
saint angle; and since on tin gloha these m* ridiansnre not para 1»*1 
to each other, it follows that, to enable this condition to be ful- 
l'l'ed by the ship, she must pursue a cireuitous route. The saving 
in di tanee is not al wn\s tie only advantage gamed by Great 


* F r t in | i | • a liv •Unit'll nl mi oil l '!• 1 ' «• i l m n *i 11* «t»-tm|* 1< * 

nt ir mu 1 > j>i«i« |<ln wo l<l l>n lullrr <• < -* *y a »i- *r c j> • « -f li e 

M' V i'll", il O r In tr.vVi On' t '»|*« It iri» m>.l l »• « j|«c of t. i 1 Moj e or 
liotn t ■ • i r i> a*n t » II * nrl 1 wn |'i i n x 
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Circle sailing. It often happens, in a sailing ship especially, 
that a foul wiml, according to the Rhumb or straight line course, 
is actually a fair one. Hence the advisability of determining 
the Great Circle course prior to sailing, so that a comparison 
with the Mercator course can be made, having due regard to the 
direction and force of the wind. 

Take, for instance, the case of a vessel bound from Quebec to windward 
Greenock or Liverpool. The true course and distance by chart Great CircI * 
from Belle Isle lighthouse to Iuishtrahul lighthouse is N. So* E., sail,ne 
1,722 miles; but the distance on the Great Circle is 1,G90 miles, 
or 32 less; and the course at starting is X. 63£° E, or 19£° 
more to the northward. Now, if a sailing-ship, on clearing the 
Strait, has the wind at E. § N., it would at first seem immaterial, 
on looking at a Mercator chart, which tack she was put upon ; 
but if placed on the starboard tack, she would lie up within 3J 
points of the true direction of her port; whilst, if placed on the 
other tack, instead of approaching her port, she would be actually 
going away from it. 

The following is a still better example of the advantage gained 
by Great Circle sailing. It is taken, by permission, from a first- 
class practical Epitome of Navigation, written by the late 
Captain William C. Bergen, of Sunderland :— 

“Given the ship, off Flinders Island, Bass Strait, in lat. 40° 0' S., long. 148° 

30 E., bound to Callao, in lat. 12° 4' S., long. 77° 14' W. It is required to 
compare the Great Circle and Mercator tracks. 

To COMPARE THE COURSES. 

The Mercator course is E. by N. I N., and the first Great Circle course is Examp1e lr(>4t 
S.E. i E.; the difference, therefore, 4f points. Suppose the wind to come Bergen * 
from E. by N. I N., that is, right ahead by the Mereator track To a person Epitome 
ignorant of Great Circle sailing, it would appear a matter of indifference, so 
far as the wind was concerned, on which tack the vessel were put. Suppose 
one vessel to be put on the starboard taek, and that she could make a course 
good six points from the wind Then her course made good would be N. | E, 
which differs from the Great Circle course lOf points, and the vessel would 
lose 50 miles in the first 100 sailed. 

Suppose another vessel to be put upon the port taek. Then her course 
made good would be S.E § S., that is, within lj points of the first Great 
Circle course, and she would gain 97 miles in the first 100 sailed. 

The two ships sail each 100 miles, and one is 50 miles further from her port 
than when she started ; the other is 97 miles nearer than when she started ; 
thus, in this case, making a difference of 147 miles in less than one day’s sail 
in favour of Great Circle sailing. 

Again, suppose the wind to come strong, say half a gale, from the N. £ E. 

Then the vessel 011 the Mercator track would lie her course, but she would be 
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close hauled ami it would be necessary to reduce sail in order to case the 
vowel, so tlu-1 she would be forging ahead at the r.ite of from t to 3 lades an 
hour, and at the same time making from 2 t > 4 points leeway ; but the vessel 
outlie tireat f’ircle track would have the wind on the quarter, she would 
carry double-reefed topsails, mainsail, and jib, and \v ml 1 1 e going at the rate 
of from C to 8 miles an hour. 

Again, suppose the wind to increase to a heavy gale from the North, aud 
cause a high sea. Then the ship may run Smith until the fury of the gale is 
Burnt, and she will at the same time gain G3 miles in the first 100 sailed. 


TO COMPARE THE DISTANCES. 

The distance by the Mercator track is 7,321 miles, and that by Great Circle 
is fi.772 miles which therefore is shorter than the Mercator by 519 miles, aud 
it therefore should be adopted, if polar regions, land, »li »als, winds, and 
cu neats will allow.’' 

When these two tracks are at their greatest point of separation 
they are about 1,500 miles apart, anti it will be readily understood 
that this may mean a very ditlerent state of tilings in regard lo 
winds, weather, and currents. This is strikingl}’ exemplified in 
the example just given, in which everything is in favour of the 
Great Circle track. 

It is also shewn on the route between Liverpool and Phila¬ 
delphia. To follow the Great Circle track on this voyage, the 
vessel must leave by the northern branch of the Irish Channel, 
which, being shorter than the other, is of course much sooner 
cleared. The time occupied from land to land by a fast steam¬ 
ship is less than four days, a circumstance in itself very 
reassuring to passengers, who, when they see Cape Dace, con¬ 
sider the dangers of the voyage as \ tactically at an end. The 
weal her is undoubtedly less stormy, though perhaps a trille 
colder than that experione-d in the trend of the Gulf Stream. 
Should any cyclonic storms be crossing the Atlantic, the chances 
arc greater for the ship being on their easterly wind side, 
fewer vessels me met with, and, consequently, less risk of 
collision ; and lastly, the adverse current < f tl c Gulf Stream is 
completely dodged by getting inshore of it at Cape Kace, from 
which point, down inside Sable Island, to the Delaware, there is 
nearly always a favouring current, and much less sea in the 
North-West gales. Unfortunately this route, from the liability 
to encounter fog and ice at otlur seasons, is only safe during the 
lute autumn and winter months. 

There arc many modes of cu/eii/n/i w; the data for t neat < ’irclo 
tracks, but all are tedious in a measure, and it is very desirable 
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that there should be some graphic method of doing this, so as to 
enable the navigator to see at a glance whether it is practicable 
or not; also what winds and currents he may expect by following 
it. This desideratum has been well supplied by Captain W. C. Bergen's 
Bergen, already referred to, who some years ago published a C,rcl ° 
very admirable series of Great Circle track charts. These are 
so constructed that a straight line drawn on them, between any 
two places, represents the required Great Circle track. * 

Once satisfied, by reference to these useful charts, of the 
advisability of the route thereon indicated, the track should be 
transferred for greater convenience to a Mercator chart of larger 
scale ; this is usually done by measuring the latitude of the 
straight line where it is intersected by the various meridians, 
and pricking oft’ on the working sheet the points thus ascer¬ 
tained. When the meridians are only drawn at ever)' 10th 
degree of longitude, this is scarcely sufficient for accuracy ; in 
which case the latitude and longitude of the line, at as many 
intermediate points as may be deemed necessary, should be 
determined and transferred in the same manner. By connecting 
these points in pencil, the Great Circle track, as shewn on a 
Mercator chart, is at once obtained, and that, too, by a very 
simple operation, which need uot occupy more than a few 
minutes, and is familiar to everyone. A protractor of novel 
construction is supplied with each chart, for laying oft’ the 
course at any part of the route ; and the instructions for its use 
are ver} r plain, so that the navigator can please himself as to 
how he does it. 

The principle upon which Captain Bergen has constructed his 
charts has been fully endorsed by the late Astronomer-lloyal, 
and other eminent mathematicians. For laying down Great 
Circle tracks, it may be said with confidence that there is 
nothing half so handy as these charts, and their very low price 
places them within reach of all. 

Another important point in connection with this subject here Track on 
presents itself. It must not be overlooked that, as the Great Polar side oi 
Circle track is the shortest possible, there must be another on its Grcat CirclH 
polar side equal in length to the Mercator track ; so that, if 
from any cause it should be deemed expedient to adopt this last 
route, or if forced on to it by head winds or obstructions, it is 
consoling to know that, though to the eye it is apparently a 
terrible round, such is not really the case, or at all events, that 
it is not more so than the Mercator course. 

* The United States Hydrographic Office has issued, from time to time, most valuable 
Great Circle Charts; and No. 90 of its publications, entitled ‘ The Development »f 
Great Circle Sailing,” is an admitted classic. 
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C5S RECIPROCAL BEARINGS NOT IDENTICAL. 

One lesson to be derived from the foregoing is, tlmt when in 
doubt for the moment as to the tack to go upon with a head 
wind, no very great harm can be done by putting the vessel on 
the one which lies on the polar site of the Mercator course. 

The principle of Great Circle sailing may be made yet plainer 
by a consideration of the following case. Suppose three very 
lofty mountains—each loO miles apart from the other—to be 
situated in some high latitude, such as Scotland, or Tierra del 
Fimgo ; and that an observer on the most eastern summit found 
that all three peaks lay precisely in the same straight line ; and 
that the true bearing of that line, as measured from his own 
meridian, by careful theodolite observations of the heavenly 
bodies, was exactly West 90*). If this same observer next 
ascended the most Western peak, he would of course find, on 
looking back, that the three mountains were still in line as 
before ; but on taking their true bearing from this new position, 
he would now discover that instead of its being due Hast— 
the exact reverse of what he obtained at the first station—it 
would be about E. 2£* N.* if in Scotland, and E. 2C S. if in 
Tierra del F 11 ego. The explanation is, that each bearing was 
measured from a different meridian ; and as these meridians on 
tlie globe do not run parallel to each other, like they are made 
to do in the construction of a Mercator chart, it follows that the 
true hearings could not possibly be the reverse of each other, 
ns one unlearned in such matters would imagine they ought to 
be. This accounts for the courses at each end of a long Great 
Circle track being so very different to each other. 

In the comparatively short one between Belle Isle and Inish- 
trnliul, the true course at starting from Belle Isle is N. f>3$* E.; 
but tin* true initial course from Inishtrnhul is N. 77* W. On the 
(tiler hand, the construction of a Mercator chart is snch that the 
true course between any two places is the same at starting as at 
the finish, or at any intermediate point. In the case just men¬ 
tioned, it is N. JsT E. in the one direction, and S. xS3* W. in the 
other, or the mean of the two initial Great Circle courses. 

To revert to tin* three mountains: If the observer were a 

• i^'ii ip * li-.il was |>rrformc<! in <\» ifinua 1 >y iho I’nitp-l S.aIps C a»t S rvey. With 
ilip ai.I df aii n Uniuiml known an tin* 11 <* 1 o£‘a|>1i. wli -li rolled i llir ray* in tlip 

rei|nr«*l ilm- i u, llip it tjiriK* ti ie 1-pi i tfv of Moimt Helena ad<1 Mount S- ita 
xv eenly ulil tint* I, ti u K li tli«> p \.r» w* e l. , 'J nnlei n|»art. Tin* n i'ip tou£i it 
i' « ■* on i f tl - k • i ' \cl hia< r. 

T'lf Inr^e 1 tr irtM in on O |i ante Siiivm hx »r « *1 Kn'vulon ,1 W 2 

a'tnp II W S ii W ilcv, nnotSrr on Sin v • |)o> anl 'J, 7 l*rt feel In Irehiul, Ami a 
l ml .r S a I pH I II ol »2 fed in < iim'tr m I. K*nli mle in over UX) tm'ei, anil tl.a 
'* a, Ik ri .» n 'i i" in 61 .* 
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surveyor, and it was his duty to lay their positions down on 
a Mercator chart, he would first ascertain very accurately the 
latitude and longitude of each, and then prick off these positions 
on the chart. 

One not acquainted with chart construction would suppose A Mcrcator 
that, if in nature the mountain peaks existed all in the same Cbart d ° esnot 
straight line, they would do so also on the chart; but it would frueVeu" 
not be so. If correctly laid down according to their ascertained tive positions, 
latitudes and longitudes, they would form a curve, the centre 
one lj'ing considerably on the polar side of a straight line 
joining the other two. 

This again goes to prove that the Mercator chart depicts 
falsely the geographical features of the earth, but here dis¬ 
paragement ends, for of all the known projections it is the one 
best suited to the general requirements of the navigator. 

By Bergen’s charts, Composite Great Circle sailing is rendered 
quite simple ; they have, moreover, the advantage of shewing at 
once whether the preference should he given to it or to the 
strict Great Circle. A pamphlet containing a full explanation 
of the different applications of Great Circle sailing accompanies 
each chart. 

In the chapter entitled “ Sky Pilotage,” an effort is made to 
engraft upon the mind of the reader that an Azimuth Circle is 
a Great Circle , but as the chapter in question was getting spun 
out rather more than seemed desirable, it was left to the present 
one to give a practical and convincing proof of the truth of the 
statement, and to shew how advantage may be taken of it. 

Open Burdwood’s Tables at page 305, and ascertain therefrom „ , 

r . x ° . 0T Great Circle 

the sun’s true azimuth with following data : —Lat. of ship 60 IS., courses found 
Declin. 23° N. App. time at ship, 5 hrs. 4-S in. r.M. The answer ^®^ dwood s 
is N. SO* 31' W. 

Next, ignoring winds, currents, and intervening land, ascer¬ 
tain the initial Great Circle Course between Bergen in Norway 
(lat. 60° N., long. 5° E.) and Havana (23* N., 82° \V.), so famous 
for the soothing weed of Cuba. You can do this by any method 
yon like best, and, in passing, it may be said that there are no 
end of ways. If you work correctly, the answer will be 
N. 801* W., or identically the same as the sun's true Azimuth 
in the preceding half of the experiment. 

Therefore, to find Great Circle courses by the Azimuth Tables 
you have only to regard the Latitude of the port bound to as 
Declination, and the difference of Longitude, turned into time, 
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as the hour angle. The latitude of ship you take from the t >p 
of the page as usual. 

It will be noticed in this example that the difference of Longi¬ 
tude between Bergen and Havana is b7°, equal to 5 hrs. 43 m. 

This is a “ Wrinkle ” worth knowing, as it very much simplifies 
the determination of G. G. courses, and, seeing the number of 
from 'I'aPieg and other contrivances * now published for expe litiously 
finding the true azimuth, it makes the whole business " as easy 
as falling off a log." 

But we have not yet quite done with this interesting problem. 
The distance by G C. sailing is 4,125 miles, and by Mercator 
sailing it is 4,340; the difference (215 in.) is not much in so long a 
run, but the difference in the initial course (40J* is remarkable, 
and, as it so happens, it lies on the side the navigator would 
prefer to have it. For example, the init’al G. C. course (N. 
30$* W.) takes riglit out into open water to the northward of 
the Shetland Isles, whereas the Mercator course (S. 51«* \\\ 

would require the passage to be taken between the Shetland 
and Orkney Isles, perhaps on a dark night and in the teeth of 
a " dirty South-wester.” 

To impress this thoroughly: let it be understood that if a 
vessel sailed from Bergen and adopted the Mercator course, the 
man at the masthead, if he could sec llavtna. would report it as 
nearly points on the starboard bow, and having signed articles 
fora voyage to the West Indies and buck, would wonder where 
on earth the ‘ Old Man ’ was steering to. 

Now, as G. C. sailing is principally of use between places of 
high latitudes, Bind wood’s Tables—giving the declinati »n only 
to 23’—are not really of much good, and a voyage Bergen to 
Havana) had to be contrived that would suit them. 'Phis being 
so, we must cast ubout for something better, and in “ Becky’s 
- (tom V B C Tables" we have it. All you have to do is to select in 
0 Table B a star with a declination near about equal to the lati¬ 
tude of the port bound to; whether they are of the same name 
or otherwise does not signify a jot, as will be shewn. 

Th's lime l-‘t the voyage be from Bergen to Quebec, mid let it 
be intended to enter the Strait by the passago between Bello 
Isle and Labrador. The point aimed at would consequently be 

* \ masterly i. of almost every |> >* ■ *1«* iimUio l, w if li tii lnual, ry ilu^raini, 

* 1 fo 1 nl In N ». !*) 1 f the vuIuaMc a.ilt lo iiivgsliMi j». Ii!ialie<) ly the t r u t*<! 
Stale* ll)>lrn’ra|»l 'c l>•!*•«*. It l« entitle l the /> re' mtnt of (Jrrtl C» r-t S>ni\nj , 
an 1 by Mr. <5. W Liillehalct, of lliat office. 
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in 524° N., 55° W. Looking in the list for a star with about 
this declination, wc find Canopus registered as 52* 6 S., which is 
‘ the very medicine the Doctor ordered.’ 

Referring to bottom portion of Table B (page 441), wc find Bergen to 
Canopus ready to hand. Now, Bergen is in 5* E., so the dif- Quebec ' 
ferencc of longitude is 60°, equal in time to 4hrs. 0 in. 

The problem then takes this form :— 

Being at Bergen in 60° N., what is the true azimuth of Canopus, 
supposing its declination to be Xorth, at 4hrs. Ora. West of the 
meridian ? 

Table A, Lat. 60° + l'OOO 
„ B, Canojm * - 1 '512 

- 0-512 

Enter Table C with Lat. 60’, and at sight the true azimuth 
corresponding to -512 is found to be 7f>|°. By the rule at the 
bottom, it is to be named N. and W. The figures are but few, 
and the whole operation need not take three minutes. Next, 
work out (if you know how) the G. C. course from Bergen to 

Belle Isle (lat. 60° N., long. 5° E., to lat. 52.^° N., long. 55° \\\; 

and it will be found identical with above, namely, N. 75|° W. 

N. 7of* W. 

Thus “ Becky’s ABC Tables ” afford an easy method of 
working G. C. courses.* 

To reverse the process, or find the initial course from Belle Q uebe cu 
Isle to Bergen : this time you must select a star in Table B, Bergen, 
with a Declination of 60*, corresponding with the Latitude of 
Bergen. Remember, the star must always represent the port 
bound to. j3 Centauri just suits :— 

Table A, Lat. 524° - (page 440) - + 0 752 

„ B, /3 Centauri - ( „ 441) - - 1 '991 

- 1239 

In Table C (page 449), with Latitude 52£’, the azimuth will be 
found N. 521* E., which is the first course to steer on leaving 
Belle Isle. The distance between the two given positions is 
1 , 97(31 m iles. The distance, however, is of much less importance— 
it is constant for a full-powered steamer; but the course is con¬ 
stantly altering, and demands an expeditious way of finding it.4 

The Epitome methods of working G. C. courses and distances 

• See important article, page 1093 of Wanf. Mag. for December, 1895 ; and 
by D. Wilson-Barker and W. Allingham, pages 147-150 Messrs. Cnftin * Co. London). 

f In the enlarged Tables, published separatel), the Declination is carried to 65° ; con- 
sequeutly, Creat Circle problems in high latitudes can be solved without recourse to tbr 
stellar portion of Table B. 
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RULE I'OK CHEAT CIRCLE DISTANCE 


arc no doubt rigorously accurate, but they arc dreadfully tedious 
and complicated, and the ABC Tables will be found a most 
convenient substitute. It will now be shewn how they can bs 
conjured into giving Great Circle Distances as well as Courses. 

Rule for the Distance. 

1 Consider the “True Azimuth” head-line in Table C to 
represent the ditlerence of Longitude between the two places. 
Then cuter left-hand column with Latitude of place of departure, 
abreast this, and, under the degrees taken as representing the 
difference of Longitude, take out the tabular value. Prefix the 
sign + or - according to whether the ditlerence of Longitude 
is less or more than 90°. 

Notk.—W hen it exceeds 90° rou must use its supplement 

2. Convert the initial Course into Time. Then enter left-hand 
column of Table A with Latitude of place of ilepartu rc as before, 
abreast this, and, under the hours and minutes representing the 
Initial Course, take out the tabular value. Prefix the sign + 
or — according to whether the course is reckoned from the 
elevated or depressed pole. 

d. Add together algebraically the two values found as al>ove. 

4. Muter the Latitude column of Table C with the complement 
»f the Initial Course ; and, on the line abreast, seek out the va ue 
agreeing with the sum of those referred to in precept No. d* 
Over this value, in the head-line marked “True Azimuth,” will be 
found the degrees giving the approximate Great Circle Distance. 
By interpolation it can obviously l>e taken out to parts of a 
degree. 

Although the method is correct, great accuracy cannot reason¬ 
ably be expected without careful interpolation. Multiply by t>0 
for mih?'>. 

Taking the Bergen-(.Quebec example, we have 

Tablet-. Latitude and -htT. of Longitude HO* - - + l'l.Vi 

Table A. Latitude 60\ ami Course 7 r »P lirs 3 hi. - + 4-10 

4 I 60S 

Table t\ With 1 fti'innd Hp(e«mipl. of Initial l fourae) ihe (Untune* 
w 32* M* I /*74 miles. 
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By way of emphasizing the utility of the ABC Tables, let us 
now take the Bergen-Havana example for Distance. 

Table C. Latitude 60°, and diff. of Longitude 87° - - + 0'105 
Table A. Latitude 60°, and Course 80£ y = 6 hrs. 22 m. *• 0’289 

+ 0394 


Table C. With 0 391 and (compl. of Initial Course) the Distance 
is 68° 47' = 4,127 miles, which is not far from the truth. 

But all this is somewhat of a digression, and we must return 
to the subject which has given a title to this chapter. 

To allow for a known current or tide when shaping a course, 
is only an application of the “ Composition of Velocities.” In 
the parallelogram RGSC, the direction SR, in which the ship is 
steered, gives one component; the direction of the current SC is 
another; and the course made good, SG, is the resultant. 

Let P, the port, bear N. 35° E. from S, the ship, whose rate of 
sailing is S miles per hour : let the arrow represent the direction 
of a 3-knot current setting S. 77° E. From S lay off on the 
arrow the hourly drift SC, taking the measurement from any 
convenient scale, say half an inch to the mile. Using the same 
scale, take in the dividers the vessel’s hourly speed; and placing 
one foot at C, the other will fall upon the line SP at the point G . 
Draw the dotted line GC, and rule SR parallel to it; also dot RG 
parallel to SC. The Parallelogram is now complete, and its 
opposite sides are equal to each other. 



Current 
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By steering in the direction SR = N. 14° E., the vessel will 

*2 u 
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make good her intended course SP, and keep the port all the 
time on the same line of bearing. So long as the angle GSC is 
less than the angle GCS, the current is favouring the vessel—in 
the present case to the extent of half a mile an hour. The 
figure need not necessarily be drawn on the face of the chart; 
the back, or any spare piece of paper, will do equally well; and 
the scale may be anything that is desired. Should the chart scale 
be employed, it will generally be necessary to multiply the vessel’s 
speed and the drift of the current by some convenient factor— 
say 5—so as to get a good working size for drawing the figure. 
If 5 be used, the side CG will equal 40 of the chart scale, and the 
side SC will equal 15 of the chart scale. A protractor, or Field's 
parallel ruler, can be used for laying off the angles. 

From a consideration of the diagram it will be readily seen 
that a fast vessel in channel, when running between any two 
points, is not so much influenced by tide as a slow one. 

In making up the reckoning, leeway and heave of the sea must 
be allowed for according to judgment, as they vary in different 
vessels according to their build ; and in the same vessel according 
to her draught and trim for the time being. They depend also upon 
the amount of wind and sea and the sail carried, so that no fixed 
rule for estimating them can be laid down. The leeway table one 
usually secs in books on Navigation is therefore but of little value. 

There is, however, a somewhat important matter to be con¬ 
sidered in connection with leeway. Suppose a vessel, on a wind 
heading X.W. by N., under short canvas, and looking up within 
11 points of her port, which accordingly bears north; but, owing 
to its blowing bard, she is making '2\ points leeway, (dearly 
this vessel is only making good n N.W. by \V. $ W. course, which 
is points from the direction of her port. Let her speed 
under these conditions be, say, 4 knots. Now, if the yards be 
cheeked in a point or so, and the vessel be kept off N.W. by \\\, 
she will slip away much faster through the water, and probably 
will make not more than half a point leeway. This keeps the 
course made good exactly the same as before, with the advantage 
of increased speed. Therefore, if you can possibly avoid it, do 
not allow your vessel to sag to leeward by jamming her up in the 
wind. K KEl* VOLK WAKi: KKillT AVIKKN, unless it be found from 
tlm bearing of the port that the course made good i« actually 
taking the vessel away from it, in which case it is obvious that 
the less the speed the better. 

In Steamers it is often a u utter for comidemtion whither, by 
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keeping away in a head wind, and setting fore-and-aft canvas, 
the increased speed will compensate for the extra distance sailed 
over. It may be accepted as a fact that, by keeping away in 
full-powered steamships, there is no advantage gained under 
ordinary conditious of wind and sea. Generally, novv-a-days, 
the sails of large steamers are so disproportionate to the size of 
hull, that their propelling effect is but trifling, though their 
steadying effect may be considerable. 

When blowing a gale, however, with a heavy head sea smother¬ 
ing everything fore and aft, it is probably advantageous to ease a 
fast steamer by keeping off sufficientl 3 r to get the fore-and-afters 
to stand with the booms nearly amidships. By this means she 
would take the sea more kindly, and the canvas would*keep her 
side down ; but she would probably lose in the matter of nearing 
her port. On the other hand, in an under-powered boat of small 
or moderate size, it would undoubtedly be a gain to assist her 
with canvas. Against a strong wind and head sea such vessels 
will do absolutely next to nothing. In addition to want of 
power, their propellers are too near the broken surface water, 
and, being short vessels, they “race” heavily in a head sea, which 
necessitates shutting off steam just at the time it is most 
required. 

In the long, deep-draught vessels of the trails-Atlantic lines, 
pitching is reduced to a minimum, and the screw, from being 
well immersed, has a good grip of the water, and is better able 
to stand up to its work. This is particularly the case in twin- 
screws, owing to their smaller diameter. 

When a steamer is thus kept away under sail, and a port 
is not far distant, a point will be reached when, to avoid losing 
ground, it will be necessary to haul up and steer directly for 
it. Seafarers are indebted to Captain W. B. Duncan, formerly 
of the Marine School, South Shields, for the investigation of 
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KEEPISG AWAY WITH HEAD WIXD AXD SEA. 
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the rule for what he proposes to call “Triangular Sailing." By 
permission it is here inserted, nearly verbatim, from Bergen's 
Epitome. 

In the above figure, let S be the ship’s place, P her port ; let 
the arrow denote the direction of the wind, PSA the angle that 
the ship must be kept away in order that the sails may pull; 
A the place where the ship must he hauled up direct to her 
port ; AP its bearing at that time ; and let the rate of speed in 
the direction SP, SA, and AP, be respectively o, 8, and 5 miles 
an hour; then we have the following 

Rule. 

Tut the rates of sailing in the form of a vulgar fraction, of 
which the numerator is the lesser rate, and the denominator the 
greater rate;* redtice this fraction to a decimal, find the angle 
of which this decimal is the natural cosine. It will be the angle 
PAB between the ship’s track, SAB when she is kept awny, 
and the bearing of the port AP at the time she ought to be 
hauled up for it. 

Taking the preceding rates, wo have by the rule § = '025000, 
which is the natural cosine of 51* 10', that is, 4A points, roughly. 
Let the ship be on the starboard tack, and her course SAB 
when kept away W.S.W.; then N.W. by \\\ A \V. is 4$ points 
from W.S.W., and is therefore the bearing of the port when the 
bliip is hauled up for it. 

To Find the Point A on tiir Ciiaut. 

Through S, the ship’s pla*’e, draw SAB, to represent the course W.S.W. ; 
and through P, the port, draw I'A, the bearing N W. by W. j W. The |>oint 
where these two lines intersect will determine .1. The distances .Shi and .1 P 
can then be measured, and the time of going these distances compared with 
the time of going the distance ^7'. 

By Calculation. 

Referring to the ligurc : In the triangle APS , let S/‘ = ion miles ; then, by 
Trigonometry, 

•S',1 .- SP;; sine P; sine .1. 

A P ; SP : sine .V. sine A. 

• “ A Tract ton is a q lantily which ropieseuts a part or pari* of an integer or whule. 
A (that is, a common) Irnctiou, in lls aiiiiplcsl lot ui, is ci pressed |.y menu a of 

two mimberi placed one ovrr the other, wrilb a lin-o Ix-tween them. The lower of these is 
called the Iff nominator, and sin w» into how many of equal parts the whole h divided ; 
the upper is called tho Sumrrator, aiul shew* h w many of those parts .ire Uhcu to form 
the fia l >>n. Thus, ^ denotes that Lite whole is d vi*lcd into four equal parts, and that 
three of them are taken to form the fraction."—t'Ol.E.Ma«*. 
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Let the angle £=2 points ; then the angle A = PAS=\ 80° - PAB- 180° - 
51° 19'= 128° 41'. 

And the angle P = 180° - (A + S) = 180° - (12S* 41 ' + 22° 30') = 2S° 49'. 
Hence we have as follows :— 


To Find SA. 

Angle P 2So 49' - Sine 9 683055 

Angle PAZ?51° 19' Cosec. 0* 107565 
HP 100' --- - Log. 2-000000 


To Find AP. 

Angle S 22° 30' -Sine 9-582840 
Angle PAB 51° 19' Cosec. 0-107565 
SP 100' --- - Log. 2-000000 


5.4 61'-75 - - - Log. 1-790620 AP 49'*02 - - - Log. 1 690405 


To find the Time saved. 


MILKS. KNOTS. HOURS. 

SA 61-75 -4- 8 = 7-72 
AP 49-02 r 5 = 9-80 


17*52 

SP 100 -4- 5 = 20-00 


Time saved = 2*48 that is, nearly 12i per cent. 

Notes. —(I) If a change of wind occur, the chances that it will be in favour of the vessel 
are as 16 to 3. (2) If the wind be blowing so hard that a small-powered vessel cannot 
steam against it, tack her when the port is right abeam. 

In these days of “ Steam ” there need be no apology for intro¬ 
ducing the question of Coal Consumption. It is a subject 
which has a very practical aspect for both Owner and Master. It 
affects the pocket of the one, and the reputation of the other. 
The tail-end of a chapter on “ Shaping the Course ” seems the 
natural place to deal with it. 

The master of every steamer—at least of every foreign-going 
steamer—should be able to calculate fully as well as his Engineer- 
officers the distance a certain quantity of coal will take him at 
any given speed: or, putting it the other way about, he should 
know what reduction to make in his speed to enable him to steam 
a given distance with the coal at his disposal. 

It is obvious that this is a matter of the very first importance, 
nevertheless there are astonishingly few men who understand 
the principle involved in the problem or can figure it out. This 
surely cannot be due to any difficulty in the way, because, as will 
presently appear, the solution is as simple as it well can be. Nor 
can it arise from an idea that, in the event of coal running short, 
the Chief Engineer would have to bear the brunt of the blame; 
for this would be simply a weak and unworthy attempt to shirk 
the responsibility properly attaching to his own position as 
master. There must be some other explanation, but what it is 
the writer does not know. 


Triangula/ 

Sailing 


What the 
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THE MASTER'S DUTY. 


Consumption 
In relation to 
speed. 


Data to be 
t ipplie l lo 
Master. 


Consumption o( 
“ Triples ' and 
Compounds ' 


'* Knowledge is Power.” There is no truer saying, and if the 
Master wishes to be Master, and to continue Master, he should 
know all about coal consumption, and much more besides in the 
same direction. Ignorance of such a very rudimentary matter 
necessarily places the so-called Master in the hands of subor¬ 
dinates, and is calculated to bring the profession into well- 
merited contempt. He must not wonder or complain if occa¬ 
sionally some are found to take advantage of his weakness. 
The Colonel of a regiment should know to a fraction how far 
his men can march under given conditions, and what rations he 
has available to keep them going. In the event of break-down 
on the road it would be a lame excuse to say that he relied 
upon the Doctor to tell him about the first, and the Commis¬ 
sariat oflicer as to the la^t. Why did the Board of Trade 
institute examinations in steam for Navigating ollicers ? Because 
evidently it was considered advisable that those in supreme 
control should have some knowledge of that which they con¬ 
trolled. They can never hope to be Experts: life is not long 
enough. Neither can the Engineer rightly hope to be a Navi¬ 
gator : he may be one or other, as choice dictates, but not both. 
Each has plenty to do in Ids own sphere ; some say, too much. 

With this dissertation respecting one of the many responsi¬ 
bilities of a Ship-Master, we will pass on to the solution of the 
main question. When the Builder delivers a new steamer, it is 
customary to tell the Owner her capabilities in various directions, 
such as measurement and dead-weight capacity, stability, speed, 
kc. Some Builders give much more complete information than 
others, but in relation to coal consumption the following should 
always ho forthcoming. 

1. Speed on trial-trip, accurately determined. 

*2. ( orresponding Indicated Horse Power. 

.*>. Corresponding revolutions. 

4. Corresponding draft of water. 

Pitch and Slip of Propeller. 

Also, the same data (calculated) for ship when down to her 
load marks. Now, well designed “ Triples ” should not burn 
more than P7 lbs. of good South Wales coal per Indicated Horse 
Power, but to he on the safe side we will put it at 1 H lbs.; for 
coal is not of the best, boilers will occasionally leak, tube- 

stoppers are not unknown, and altogether there are a number of 
tilings that tend to run up the consumption. In like manner, 
compound engines in ordinary working may be taken to burn 
its much its 2 2 lbs, so that, knowing the I.H.P. of a set of engines 
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it is easy to calculate what they will burn at full speed. We 
have therefore arrived at the fact that Power and Fuel are con¬ 
vertible terms. 

The question, as narrowed down, is now as follows :— 

Supposing a vessel is found to have insufficient coal on board 
to reach her destination at full speed, to what should she slow 
down to make sure of getting there in reasonable time ? The 
rule is that the Indicated Horse Power (or coal consumption) 
varies until the cube of the speed of the engines. As usually stated, 
the last three words are omitted, leaving it indefinite as to 
whether the speed of the engines or of the ship is meant, and, as 
we shall presently see, there may be a vast difference in the 
result. 

Taking the case of the ss. Highjlyer, indicating 4356 H.P., at 153 
revolutions, with a corresponding speed in fine weather of 20 knots; 
the consumption, at PS lbs., would be just 3’5 tons per hour. 

This example will be worked both with speed of ship and 
speed of engines. All conditions being favourable, there will be 
no difference, but in bad weather, with a foul bottom, or with 
increased immersion, it will be considerable. Judgment and 
experience are required to deal with what occurs in practice. 
Example. 

If 3’5 tons of coal per hour be required for a speed of 20 knots 
in a moderate breeze and smooth sea, how much is required for 
a speed of 10 knots under similar conditions ? 

20 3 : 10* :: 3 # 5 tons. Answer 0 4375 tons ^8 cwt. 3 qrs. 


20 knots 

10 kuota 

x 20 

x 10 

— 

— 

400 

100 

x 20 

x 10 

8000 

1000 

y 3 5 tom 


5000 

3000 

- Tons 

8000 |3500 , 0/ 0'4375 
/320001 

30000 

24000 

60000 

56000 


Proper way to 
state the rule. 


40000 

40000 





A useful book. 


A iiteful fact. 
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Tons 0'4375 
x 20 

cwt. 8*7500 
4 

qrs. 3 0000 

Of course no one would dream of working out the cubes as on 
opposite page when they can be taken out at sight from almost 
any engineer's pocket-book. Mackrow's Xaval Architect's and 
Shipbuilder s Pocket-book gives the squares and cubes of numbers 
up to 2,201, and there are many others that do pretty much the 
same. But supposing none of these Tables available, calculation 
must be resorted to, and where decimals happen to come in, the 
rows of figures become formidable; then the easiest way is by 
logarithms. 

Multiplication by logs, is done by addition, and division is 
done by subtraction ; and to raise a number to any power 
(Involution), you merely multiply the log. of the number by the 
index of the power required ; thus:— 


Example I. Rfppatfd). 

20’ : l(>» : : 3 7. : Result 3 Log. 10 3OO0O 

liuir. 3*5 0 5-III 

Result (in' x 3 :.) 2o* - 

33 14 l 

I,np. Result - 3 10 f Log. 3.5 3 L g. 20 3 0031 

3 Log. 20 - 

0 -1375 Log. “Gil 1 

.*. 0 4375 tons - 8 cwt. 3 qrs. is required for speed of 10 knots. 


It looks almost incredible that less than half a ton per hour 
should sullice for 10 knots, when it takes .1$ tons in the same 
vessel to get 20 knots; but "it is the last straw which breaks 
the camel’s back,” and it is the last half knot that swallows 
the coal. 

We will now try the same problem, substituting revolutions of 
engines for speed of ship. Assuming, for the moment, the “slip” 
to be the same in each case, a simple proportion sum shews that 
7RJ revolutions Would be required for 10 knots. Then we have— 
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153 3 : 7G-5 3 :; 3 5 : Result 

3 Log. 7 6'5 

5-6510 

.'. Result = (7G-5 3 x 3'5) -r 153 s 

Log. 3’5 

05441 

G’1951 

.*. Log. Result = 3 Log. 7G 5 + Log. 3’5 

3 Log. 153 

65541 

- 3 Log. 153 

0 4375 Log. 

7G410 


0 4375 tons is required as in previous example. 


We now come to the reason for substituting speed of engines speed of ship 
for speed of ship. If the speed of the Highflyer in smooth water * f h,ng { 
be 20 knots with 153 revolutions, the same number would not engines is 
give the same speed in heavy weather: that is a dead certainty, another 
as everyone is aware. The speed might possibly drop to 10 
knots, but so long as the full number of revolutions was main¬ 
tained, the maximum consumption of 3’5 tons would also be 
maintained; shewing that speed of the ship cannot always be 
taken as a guide in the matter of consumption. It is preferable 
to take the speed of the engines , for upon the revolutions depends 
the Indicated Horse Power, and upon the Indicated Horse Power 
depends the coal consumption. 

We will now invert the foregoing example, thus: — 

If 153 revolutions can be got with an expenditure of 35 tons, 
what number can be got with an expenditure of 0 1375 tons? 

3 5 : 0-4375 : : 153 3 : Result 3 Log. 0 4375 7-6410 

3 Log. 153 G‘5541 


Result 3 = (0-4 3 7 5 x 153 3 ) 4- 3 5 


.*. 3 Log. Result = Log. 0‘4375 + 
3 Log. 153 - Log. 3-5 


G1951 

Log. 3.5 0-5441 

3 Log. Result 5"6510 
Log. Result 1"8837 


.'. Revolutions to be got = 76"5. 


“ Slip.” 

Consumption and speed naturally lead up to the question of 
“ Slip.” In the Highflyer the pitch of the propeller is 14-6 feet. 

But what is meant by “ Pitch ” ? It may be explained briefly as 
follows: If the propeller revolved in a fixed solid—like a cork- Explanation 
screw in a cork—the distance it would move forward in one ,,sn P" 
complete revolution would be the “ Pitch.” But water, not 










To 6<i.l "Slip.* 


To 6nJ /<» 
crntjff of 
M SHp.“ 
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being a fixed solid, yields to the push of the propeller; the loss 
arising from this is the upparent slip, ami it may be described 
as the ditlerencc between the speed of the ship and the speed of 
the propeller. With correct data to go upon, the slip is easily 
calculated. For example :— 

The lliyhjlyer 1ms a propeller with a pitch of 14 b feet, ami at 
lo?» revolutions she is found by trials in slack water to have a 
speed of ‘JO knots. What is the amount of slip, and its per¬ 
centage ? 

Pitch - ire 

Revolution? - 153 

438 

730 

140 

2233 .8 speed of propeller per minute in feet 
x GO minutes 


134028 0 speed of propeller per hour in feet. 

Feet in a mile 0080 j 134028 ty 22 01 speed of propeller in knots 
/12160 ( 20 00 speed of ship „ 

12428 204 = Slip. 

121G0 - 

20800 

24320 

To find the pera ntarje of slip proceed as under. 

As 22*04 knots : 1O0 knots : : 2 04 slip : Answer. 

2*04 

400 

2000 

a2*01 v204(>0/9*25 j>er cent. slip. 

' i:»s3o' 

5640 

4108 

12320 

11020 

Inverting the question we got the following:— 

Pitrh 14*l» ft.. Uovolutions 1511, Slip 0**2o percent Heijuired 
the .speed of the ship ? 
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Knots. 

14'6 x 153 x 60 -f G0S0 = 22-04 = speed of propeller. 

Then as 100 : 9'25 :: 22'04 
9-25 

11020 

4408 

19836 

100 [203-8700/2'01 Slip. 

/200 ’ 

387 

400 n early. 

Speed of propeller - - 22*04 knots per hour. 

Slip - 2-04 „ 

Speed of ship - - - 20‘00 „ „ 

It will be noticed that the percentage is calculated on the 
speed of the 'propeller, not of the ship. 

Example. 

Owing to heavy head wind and sea, the speed of the ship lias 
fallen off to 10 knots, though the revolutions are still maintained 
at 153. Required the percentage of slip. 

Speed of propeller.22 04 knots. 

Speed of ship .10*00 „ 

Slip.12-04 „ 

As 22 04 knots : 100 knots :: 12*04 slip. 

x 100 

22"04 \ 1204 00/ 54-6 per cent, slip 
/11020 ( 


10200 

8816 


13840 

13224 

The percentage of slip is, of course, entered daily in the Engine- 
room Register, along with a host of other useful items for the 
Master to consider, and to utilize in the navigation of his ship. 

In this little matter of making the coal spin out, it has been 
made clear that weather is a factor in the calculation that 
cannot be neglected ; therefore, so arrange your speed as to leave 
a margin for eventualities. If you think you can fetch at 8 
knots, better slow down to 7, at all events for the first half of 
the distance. 


Exaggerated 

instance. 


Professional 

perplexities. 
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We will now look at another phase of this all important 
question of fuel consumption. 

Rule.— The consumption varies as the square of the speed 
multiplied by the distance. 

Let consumption be C when speed is S and distance is I), and 

Let consumption be c when speed is s and distance is d ; then 
we have the following proportion :— 

C : c :: S 1 x D : s ? x d. 


Example. 

If 121 tons of coal suffice for 1134 miles at a reduced speed 
of 10 knots, how many tons will suffice for 1522 miles at 12 
knots under similar-conditions of wind and sea ? 

Let C = required quantity, e = 121 tons, S = 12 knots, 1> -c 1522 miles 
* = 10 knots, d = 1131 miles. Then we have— 

C : C : • b* x I) : 5 * x«/ ; or 0 : 121 : : 12* * 1522 : 10* x 1134. 

hog. C - (log c + 2 log. S + log. D) - (2 log. s + log.«/). 

log. c 2 0x279 

2 log. S 215x30 Hence C = 234 ; and coals 

log. 1» 3 1S241 7 •42350 required will be 231 tons. 

2 log. t 2-00000 

log. d 3 05401 5 05401 

log. 0 2-30x95 

_ 

The wording of the question may be altered thus:— 

A steamer having made n voyage of 1 134 miles at a reduced 
speed of 10 knots, with a total expenditure of 121 tons of fuel, 
what should he her consumption fora voyage of 1522 mites at 
12 knots, the weather and other conditions hein_j the same * 
A nswer : 23 V tons. 

The following is another variety of the problem. The last 
rule still holds good. 
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Example. 

A steamer is supplied with fuel sufficient for 2000 miles at a 
speed of 10 knots ; at what reduced speed must she steam to 
cover 3000 miles ? Let s = reduced speed, then 

C : c :: 2000 x 10" : 3000 s'. 

But C and c are now equal. 

. • . 2000 x 10 2 = 3000 s' 

3 a" = 200 
s' = 66 6 
4 = 8 16 knots. 

or :— 

Multiply the original distance by the square of the original 
speed, and divide by the new distance. Then the square root of 
the product will be the required speed. 

Keeping to the same example, we have original distance. 
D = 2000 miles, the original speed S = 10 knots, and the new 
distance cl = 3000 miles, to find the corresponding reduced 
speed s. Then formula becomes :— 

d : D :: S' : s' 

.-.** = (D x S 2 ) -r d 
c •. 2 log. s = log. I) + 2 log. S - log. d 

log. D 3 30103 

2 log. S 2-00000 

5-30103 
log. d 3-47712 

2 log. s 1-82391 
log. s 0-91195 

Obtaining the square root, or the cube root, in the usual way 
is rather a puzzle to many outside the four walls of a school; 
but logarithms do away with all doubt if we remember that the 
log. of the square root of a quantity is half the logarithm of the 
quantity itself; and the log. of the cube root of a quantity is 
one-third the logarithm of the quantity itself. 


Hence s 8 165 ; and 
the reduced speed is 
8-165 knots. 
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One more example will suflicu to show this. 

A steamer lias accomplished 1200 miles at 10 knots, will) an 
expenditure of 140 tons of coal; she has got 1 100 n iles to go, 
hut the engineer reports he has only 100 tons left to do it with 
At what reduced speed must she now steam to fetch her destina¬ 
tion ? Then the formula is:— 


C : tf :: x D : j* x d. 

/. I 1 = (c X S’ X Il| r >C X '/) 

. *. - log. s — (log. c + 2 l<»g. ^ + lu^ I>) K-g. C + log d) 


log. c 2 onuoo 
2 log. S 2-00000 
log. 1) 3 071*lb 7 07013 


log. 0 21H)13 

log. <i 311'il 3 5 *29221) 

2 log. a 1 '7 b692 


Hence s => 7*S23 ; and 
ilu- reduced sj>eed is 
7 S25 knots. There¬ 
fore sh'W down to 
7i kuots to l>e on 
the sure side. 


log. a 0-89316 


This is what Captain 1>. WiKnn-Barker, 11 N K, F.K.S.K., 
of the Thames Nautical College, ll.M.S. ITo/row^/*, would call 
“ steamanship ”—a necessary nccoinplhdiment in these days. 








CHAPTER XVIII. 


THE DANGER ANGLE, AND CORRECT DETERMINATION OF DISTANCE 
FROM LAND, 

As laid down in a previous chapter, every captain and officer on 
hoard ship should keep a note of the height of the eye above the 
load-line corresponding to the bridge, upper, and main decks. If 
this be known for any given draught, it is, of course, easily ascer¬ 
tained for any other. Such information is useful, not only for the 
correct application of the “ Dip ” in every-day sight-taking, but it 
is of importance in arriving at the approximate distance from a 
beacon light when it first pops into view above the horizon in 
clear weather.* It also affords a ready means of estimating by 
eye alone the distance of an object, by referring its water-line to 
the sea horizon. 

The distance of the visible horizon depends mainly upon two 
things, namely, the curvature of the earth’s surface, which may 
be assumed as constant, and the height of the observer’s eye, 
which, of course, varies with circumstances; and this distance 
happens to correspond approximately to the square root of the 
height of the eye, “ an accidental relation ”—as Raper puts it— 
“easy to remember. ” Thus, if the height of the eye be 25 feet, 
the distance of the visible sea horizon will be about 5 nautical 
miles : if the height of the eye be 3G feet, the distance will be 
about G miles, and so on. (For “ Dip ” see page 323 and 
Appendix (N). 

To get a still closer approximation, multiply the square root of 
the height in feet by 1'063. 

The general tendency, however, of terrestrial refraction is to 
throw up the horizon, and slightly increase the distances thus 
Obtained; therefore, when some degree of accuracy is aimed at, 
you must use 1T5 as a factor instead of T0G3. Refraction in- 

• By Beacon light is meaut any one of the various coast lights exhibited for purposes of 
navigation. 


Acquaintance 
with height 
of the eye 
useful in 
estimating 
Distance. 


“ Dip." 


Distance oJ 
the visible 
Horizon. 
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ESTIMATING DISTANCE UY SEA UOKIZOX 


Distance from 
Beacon Light. 


creates the distance of visibility on the average by of the 
intercepted arc, lienee the difference in the factors. 

If an observer, whose eye is elevated say 20 feet above the sea 
level, is passing a small island, rock, ship, or other object, whose 
water-line appears one unbroken continuation of the sea horizon, 
he knows that his distance from it is rather more than 5 miles. 
If the water-line of the object appears nearer to him than the 
horizon, he knows that the distance must be lees than 5 miles ; 
arul if the water-line is invisible, and consequently beyond the 
horizon, he knows it must be greater than 3 miles. Indeed, by 
asceuding or descending till the water-line of the object comes 
on a new horizou, corresponding to the altered level, it is pos¬ 
sible to make a very fair shot at the actual distance. 

Similarly, in clear weather, when a beacon light first shows 
itself above the horizon, the approximate distance from it may be 
found as follows:—take the square root of the elevation of the 
observer’s eye, and the square root of the elevation of the light, 
both in feet. Add them together, aud you have the distance 
required. Let the eye, for example, be 16, and the light 169 feet 
above the sea level. The square root of 16 is 4, which, added to 
13, the square root of 169, gives 17 nautical miles as the approxi¬ 
mate distance of the light when first sighted.* (Do not forget to 
note the time. The greater the speed of your ship the more neces¬ 
sary is this caution). 

The following table, in which refractiou is taken into account 
gives a still closer approximation. In the case just quoted it 
makes the distance 19A miles instead of only 17. 

On this account, and being easy of reference, it is preferable 
to cudgelling one’s brains over the extraction of square roots. It 
is takeu from the Author’s Mother tingle,and Off-shore Distance 
Tables. 


* What in hero stated re'era only lo such light* lM and 2ml order) an have auffic enl 
power to l»c aeon at distances corresponding to their elevation. It is necessary to dis¬ 
criminate between Hie /.nmmowj rai go aud the i>> jrayhica iauge ; the one dependn 
upon the jiowrr of the ghl, and the otl.er upon its e evation. For example, the light on 
S.»n liOrciizo Island, Callao, hi* l the ahniird elevation of 2M) fe* t, which should Rive it » 
range of 41 miles, but it *\ns so h a p <>r affair tl^O that 10 < r 12 mile* was about its 
outside limit of viaillUty. On n • mint "f greater liability tn obscuration bv fog or mist 
hanging over lull-lops. 200 fret should l>e the niatiniuin elevation for l>eiron lights, but 
pern larities of position sometime* f >r t etig tietra to place them higher. San liOienro 
Lig t was discontinued in I"l*'. an l a new l ght established ou I’alomiu s II cks. .V 
Light List. Tart VII. No. 
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Table of maiimum distance at which an object is visible at sea according to its eleva¬ 
tion and that of the observer, the weather being clear and the refraction normal. 
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Feet. 

Naut 

Feet 

Naut 

miles. 

Feet 

Naut 

miles 

Feet 

Naut. 

miles. 

Feet 

S: 

Feet 

sT 

1 

1-15 

35 

6-81 

69 

9-55 

115 

12-34 

285 

19-41 

510 

25-97 

2 

1-63 

36 

690 

70 

9-62 

120 

12-60 

290 

19-57 

520 

26-22 

3 

1-99 

37 

7 00 

71 

9-69 

125 

12-86 

295 

19-75 

530 

26-47 

4 

2-30 

38 

7-09 

72 

9-76 

130 

13-12 

300 

19-92 

540 

26-73 

5 

2-57 

39 

7 'IS 

73 

9-83 

135 

13-37 

305 

20-08 

550 

26-97 

6 

2-81 

40 

7-27 

74 

9 89 

140 

13-62 

310 

20-24 

560 

27*22 

7 

3-04 

41 

7-36 

75 

9-96 

145 

13-S5 

315 

20-40 

570 

27-46 

3 

3-25 

42 

7-45 

76 

10-03 

150 

14-08 

320 

20-57 

580 

27-70 

9 

3-45 1 

43 

7-54 

77 

10-09 

155 

14-32 

325 

20-73 

590 

27-94 

10 

3-63 

44 

7*63 

78 

10-16 

160 

14-55 

330 

20-88 

600 

28-17 

11 

3-81 

45 

7-71 

79 

10-22 

165 

14-77 

335 

21-04 

610 

28-41 

12 

3-99 

46 

7-80 

80 

10-28 

170 

14-99 

340 

21-20 

620 

28-64 

13 

4-15 

47 

7-88 

81 

10-35 

175 

15-21 

345 

21-35 

630 

28 87 

14 

4*31 

48 

7-97 

82 

10-41 

180 

15-43 

350 

21-51 

640 

29-10 

15 

4*46 

49 

8-05 

83 

10-48 

185 

15-64 

355 

21-67 

; 650 

29-32 

16 

4-60 

50 

8-13 

84 

10-54 

190 

15*85 

360 

21-82 

660 

29-55 

17 

4-75 

51 

8-21 

85 

10-60 

195 

16 06 

365 

21-97 

670 

29-77 

18 

4-8S 

52 

8-30 

86 

10-66 

200 

16-26 

370 

22-12 ! 

6S0 

29-99 

19 

5-02 

53 

8-37 

87 

10-73 

205 

16-46 

375 

22-27 I 

690 

30-21 

20 

5-15 

54 

8-45 

88 

10-79 

210 

16-66 

380 

22-42 

700 

30-43 

21 

5*27 

55 

8-53 

89 

10-85 

215 

16-86 

385 

22-56 | 

710 

30-64 

22 

5-40 

56 

8-61 

90 

10-91 

220 

17-05 

390 

22-71 

720 

30-86 

23 

5-52 

57 

8-68 

91 

10-97 

225 

17-25 

395 

22-86 

730 

31-07 

24 

5-64 

58 

8-76 

92 

11-03 

230 

17-44 

400 

23-00 

740 

31-28 

25 

5*75 

59 

8-83 

93 

11-09 

235 

17-63 

410 

23-29 

750 

31-49 

26 

5-87 

60 

8-91 

94 

11-15 

240 

17-81 

420 

23-57 1 

760 

31-70 

27 

5-98 

61 

8-98 

95 

11-21 

245 

18-00 

430 

23-85 | 

770 

31-91 

28 

6-09 

62 

9-06 

96 

11-27 

250 

18-18 

440 

24-12 I 

780 

32-12 

29 

6 *20 

63 

9-13 

97 

11-33 

255 

18-36 

450 

24-39 

790 

32-32 

30 

6-30 

64 

9-20 

98 

11-39 

260 

18-54 

460 

24-66 

800 

32-53 

SI 

6-41 

65 

9-27 

99 

11-44 

265 

18-72 

470 

24-93 

850 

33-52 

82 

6-51 

66 

9-34 

100 

11-50 

270 

18S9 

480 

25-19 I 

900 

34-50 

33 

661 

67 

9-41 

105 

11-79 

275 

19-07 

490 

25-45 

950 

35-45 

34 

6-71 

68 

9-4S 

110 

12-07 

280 

19-24 

500 

25-71 

1000 

36-36 


Example.— When distant 20f miles, the top of a tower — 200 
feet high—will just he coming visible to an observer whose eye 
is elevated 15 feet above the water; thus, from the table 
15 feet elevation, distance of horizon 4'46 naut. miles. 

200 „ * „ 16-26 „ 

2072 

This example may be put in another way. 

The officer of the middle watch having, in the intervals of a hint 
looking out ahead, kept his eye on a certain coast light on his 
quarter, notices that at last it is about to dip below the horizou, 
and wishing, like a sensible man, to verify his vessel's position 
seeing that fog or thick weather may come on at any time, he 
carefully observes and marks down the bearing by standard 
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compass. At the moment of disappearance lie notes the time hy 
whcclhuusc clock am] tlie patent log reading. He knows the 
height of his eye to he 15 feet, and the chart gives the height of 
the light at 200 feet; then hy the Table the distance is found tc 
be 20J miles. 

The corrected bearing and above distance being laid oil’ on the 
chart, of course fixes the vessel’s position at the time recorded. 
W hen the officer of the watch, after being relieved, calls the 
captain at “ eight bells,” the latter is gratified to hear of the 
“ tix,” and being rendered easy in his mind, says “ Thank you,” 
requests to he called at daylight, and meanwhile turns over for 
another “ caulk.” 

To check Light-ranges hy the table is always advisable, as it 
not infrequently happens that books and charts give this item 
very incorrectly ; and in any case it is manifest, from what has 
been said, that the range must depend upon the varying height of 
the observer’s eye—whether he be on the lofty bridge of a large 
steamer, or on the main deck of a small vessel. 

In the Admiralty Light List of the British Isles, the range is 
calculated for a height of eye of 15 feet, the elevation of the 
lights themselves being in all cases taken as ((bore llitjk Water. 
To remember this last point is of importance where the rise and 
fall of tide is considerable—as, for example, in the Bristol Channel, 
the Bay of Fundy, or the Culf of St. Mulo. With u tidal range 
of dO feet, there would be a difference of >ix mil*" in the visibility 
of a light, according ns it happened to he high or low water at 
tlie time of observation Low Water gives the greatest range of 
visibility. 

The range of the Cies Island light, on the coast of Spain, is, 
or used to be, ^iveii at 20 miles, but the writer often saw 
it at do miles. Reference to the table will shew that the latter 
is the distance at which, if it is a 1st order light, it ought to 
he visible to an observer ilevnted 25 feet, since its own height 
above the sou level is 004 feet. Now, there is a va>t ditlerence 
between 20 and dd miles, and in many cases a departure, based 
upon such incorrect data, would lead to grief. 

When looking out for a light at night, the fact is sometime* 
forgotten tlmt from aloft tl e range of \ ision is much increased. 
By noting a star immediately over the light, a very correct bear¬ 
ing may be obtained from the Standard Compass before the 
light becomes \ Bible to those cm deck. 

Alter all, e\cn when every care 1ms been Liken, this mode of 
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getting at the distance of lights by their presumed range is but 
guess-work. A great deal depends upon the clearness of the 
atmosphere, and more still upon the vagaries of refraction. For 
this latter it is impossible to make a correct allowance, and its 
effect is sometimes very startling. 

At the commencement of the year 1881, the writer, then in 
command of the (s.s.) “ British Queen ” on her first voyage, was 
astonished, when making the American coast, to see—a full hour 
and a quarter before the proper time—a light, which, from its 
characteristics, could be no other than Cape May, unless, indeed, 
some alteration had been made of which he was not aware. As 
the vessel’s position had been determined with great accuracy 
only a couple of hours previously, both by stellar observations 
and soundings, the unexpected appearance of this light was, for 
the moment, quite puzzling. When in doubt, the trump card to 
play in a case of this kind is to stop, which was done forthwith, 
and a careful bearing of the light taken by standard compass, the 
Deviation on the course then steered being well known from 
previous observations. Whilst busy getting a cast of the lead, 
the officer of the watch reported the sudden appearance of a fixed 
light on the starboard beam. Both lights shone with brilliancy. 
To get the correct bearing of this new light the horizontal angle 
between it and the first one was measured by sextant. 

This mode of doing it was rendered all the more necessary as 
the vessel's head had fallen off in the meanwhile to a point of the 
compass upon which the deviation ivas only imperfectly hiotvn. 

The ship’s place was first laid off by the course and distance 
made since the “ fix ” by stars, and the soundings on the chart 
were found to tally exactly with the cast just taken. 

To make assurance doubly sure, the North * was next observed 
for latitude, which also agreed. There could, therefore, be but 
little doubt as to the vessel’s true position. Assuming the lights 
to be those of Absecon and Cape May, their bearings, which 
crossed at a good angle (09’), were then laid down, and inter¬ 
sected most exactly at the position assigned to the ship, which, 
of course, was conclusive; so the engines were started ahead, 
and the course resumed. From this point to Cape May the 
distance was 35 miles, and to Absecon 29 miles. 

The first-named light was 152 feet above tlje sea level, and 
should not have been seen further than 21 miles; whilst Absecon 
was 1G7 feet, and should not have been seen further than 22 miles. 
In 15 minutes, however, owing to some atmospheric change, the 
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lights gradually lost brilliancy, and at last vanished altogether; 
and it was not until the vessel was some miles inside the ordinary 
range of Cape May light that it reappeared, although we were 
steadily approaching it all the time. In due course the Five- 
fathom Bank lightship was sighted and passed, and the position 
of our own vessel at time of stopping fully continued. The 
river was full of ice at the time, and this may have had some¬ 
thing to do with it. 

Some years previous to this occurrence, the writei saw the Hash 
light on Sankaty Head at a distance of 38 miles, or 17 miles out¬ 
side its usual range. In both these cases abnormal refraction 
had temporarily lifted the lights above the horizon, and made 
them visible at a point where, under ordinary conditions, such 
a thing would have been impossible. The reverse of this 
phenomenon occasionally happens. 

This goes to shew that extraordinary departures from the 
general rule will sometimes occur, und points out the necessity 
for extreme caution ; also the value of an independent check in 
cases where any error might lead into danger. There is no other 
profession whose members are obliged to be so constantly on the 
alert against accident brought about by freaks of nature, render¬ 
ing unreliable the very materials they ha\c to work with. 

If a vessel be provided with a good Azimuth Compass, the 
horizontal angle between the ship's course and a beacon light on 
its first appearance, can be used to determine the approximate 
distance at which the latter will he passed when abeam, provided 
always the same course he steered and made ynod. Having 
ascertained by the Range tables the distance of the light, open 
the Traverse tables at the given angle, ami, with this distance in 
its own column, take out the corresponding amount in the 
departure column, which will lie the passing distance required. 

Suppose a vessel to be steering North by compass, ami on the 
first appearance of a beacon light its bearing is taken as N. 1<» K., 
ami its range calculated at 20 miles. Open the Traverse tables 
at Hi and in the departure column will be found 5A miles, oppo¬ 
site 2o in tlie distance column. But the im\ igntnr should not 
rest content with such an assurance, since tide or current, leeway 
or had steering, might altogether falsify it. 

For an ohsi-nution of the kind here referred to, the " Kelvin' 
Standard Compass is invalual lc, as it is provided with what is in 
all respects a most perfect little instrument for taking accurate 
bearings by night or day. Friend's lVlorus is also good, and has 





THE FOUR-POINT BEARING. 


683 


the advantage of being portable, so that if the object of which 
the bearing is sought should be concealed in one position, the 
Pelorus can readily be moved to another. It has already beeu 
said that there should be a proper stand for the Pelorus on each 
side of the bridge. To use it for this purpose, clamp the lubber 
line to the course steered, and at the instant that an assistant 
intimates that the vessel is exactly on her course, take your 
beariug by the sight-vanes. 

As the light is approached, a more accurate method of getting 
its distance when abeam becomes available. 

It is known as “ Distance by Four-point Bearing.” This method 
recommends itself to favour from its extreme simplicity and com¬ 
parative accuracy. It is as follows:—When the light or other 
fixed object bears by compass four points (45°) from the course, 
note the exact time by watch or clock, and again do so when it 
bears on the beam, or 90° from the course. The distance run by 
the ship in the interval is the distance of the object when abeam. 

For example, let a ship be steering North by compass at a 
speed of 14 knots. At 9 a.m. a lighthouse is observed to bear 
N.E., and at 9.30 it bears East. In the interval of half-an-hour 
the ship ran 7 miles, which, accordingly, is her distance off the 
lighthouse when abeam. 


A Ease 7 mi Us _L 



S is the position of the ship at 9 o’clock, when L bore N.E., or 
4 points on the bow. 

A is the position of the ship at 9 30, when L bore due East, or 
on the beam. 

The line SA is the run in the interval, = 7 miles, and represents 
latitude. The line AL is the distance of the lighthouse when 
abeam, = 7 miles, and represents departure. 


Distance by 
Four-point 
bearing. 
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To prove this, open the Traverse Tables at the angle 45°, and 
the latitude and departure will be found equal to each other. 

Should it be required to know the ship’s distance from the light¬ 
house at the time of its bearing 4 points abaft the beam, recourse 
must be had to the Traverse Tables; and in the distance column, 
under the angle of 45° will be found the required information. 


5 




Jki. l 


A 


East 7Miles. 


Thus, the ship having sailed on for another half-hour, =7 miles, 
at which time L bore S.M, or 4 points abaft the beam, her distance 
from it would be 10 miles, and would serve as a departure. 

This 4-point method of ascertaining distance is most convenient 
in practice, as the very trilling calculation required can be per¬ 
formed mentally without leaving the deck, and needs no reference 
to the chart. In this lies its great charm. It is manifest, how¬ 
ever, that it cannot be considered vigorously exact, since cither 
the speed or the course (upon both of which it depends) may 
have been influenced by tide or current Still the method is a 
good one, and the practice of it on all occasions should be a 
standing rule, lndced.it often happens—at night especially— 
that no other method is available which does not depend upon 
the same principle. 

The 4 point bearing is the simplest exemplification of the rule 
that whenever the. angle between the course and the object is 
doubled, the distance run in the interval is the distance of at 
second bearing. For example, 1st bearing dO on the 1 >ow; 
2nd hearing »'<0 on the bow ; distance run between bearings 
equal to distance oil'at 2nd bearing. 

tYitics say truly that this method is defective in one respect, 
namely, that the Navigator sometimes requires to know the dis¬ 
tance ho is going to pass oil’ the object before it cornea abeam. 
For example, a certain cape might have an outlying sunken reef 










DOUBLING THE ANGLE ON THE BOW. 


685 


at a distance of some miles, and the distance by 4-point bearing 
might come too late to avert danger. “ The Saints,” on the N.W. 
coast of France, may be cited as a place where this could well 
happen. However, there is a way out of the difficulty without 
deserting our old friend the 4-poiut bearing. 



Let a ship be steering north at a speed of 12 knots over the 
ground. Her intention is to pass a few miles westward of “ The 
Saints.” In due time the light on the Ar Men Rock is sighted a 
little on the starboard bow. At 8 P.M., when bearing exactly 
N.N.E. (2 points) the patent log is noted. After a run of 9 
miles the light bore N.E. (4 points), and the time was recorded 
as 8.45 p.m. 

As the first bearing has been doubled, the distance run in the 
interval is the distance off at second bearing, namely, 9 miles. 
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This distance multiplied by 71 gives the distance the Ar Men 
Rock light will be off when abeam. Naturally, you will not omit 
to verify this by the 4-point method, of which, when at S\ you 
have already taken the first half. 

Here are the figures, *71 x 9 = G 39 miles, which will be the 
approximate passing distance. 

At 9.17 I\m. the light was abeam, and, as the distance run 
between S 2 and S* was just G*4 miles, the verification is satis¬ 
factory. The ship, therefore, passed 3} miles outside the western 
rock of “ The Saints.” 

In practice it is more in keeping with the character of the 
problem to reject the second decimal and multiply merely by ’7. 
if you want to know why this factor is used, open the Traverse 
tables at 45°, and against 1 in the distance column you will find 
it. It is merely a question of the proportion of the sides of the 
triangle. Ry taking 10 as distance and shifting the decimal, the 
factor becomes *71 : and by taking 100 in the distance column 
and shifting the decimal it becomes *707. But, as already stated, 
the nature of the problem does not admit of such refinements. 

This is probably the best of the bearing methods : not its least 
recommendation is that it can be solved mentally. The weak 
spot in doubling a 2-point bearing is the acuteness of the angle. 
This is evident in the diagram, so do not expect more than 
approximate results. 

It often happens, also, that a light or other fixed object is not 
visible till nearly abeam. In such cases the 4-point method is 
not available, but the distance of the object can be found as 
follows: — 

Note the time carefully when it bears exactly 2G* W before the 
beam, and again when it has the same bearing abaft the beam. 
The distance run in the interval is the distance of the object 
when it was abea m. 

These bearings, forming close upon an equilateral triangle 
give a specially favourable result. 


10 X AMPLE. 

At 9 o'clock a light boro 2l»J u before the beam; at 915 it was 
abeam, and at 9*30 it bore 2»H abaft the beam. Ship steaming 
12 knots against a 2-knot tide or current. Required the 
distance from the Ihdit at 9.15, when it was abeam. 

Answer —5 miles, which is the distance the ship made oirr 
the if round in the interval between first and last bearing. 
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It is not so long ago—indeed not further back than the 
4 seventies ’—that oti'-shore distance methods were hardly known. 
Prior to that time, cross-bearings were the staple commodity. 
Failing these, there was the Ark-adian plan of observing two 
bearings of an object, regardless of any particular angle, and by 
calling into action the parallel ruler and dividers, and wrestling 
with a refractory chart that had been rolled np for nigh upon a 
twelvemonth, the position was finally determined after a fashion. 
But in those days ships did not steam at the rate of '15 miles 
an hour. 

Now, it is the other way about, and the Navigator is deluged 
with any number of gimcrack methods, tables, diagrams and 
brazen instruments. Some of these latter are wonderful. At a 
cost of £10, more or less, and after a few weeks of study, they 
can be made to do what a simple-minded person (not an inventor) 
would perhaps be stupid enough to think could be done equally 
well with the ordinary tools of the trade, and a few pe.ncil 
figures on the helmet of the binnacle. I11 fact, a New Era has 
dawned upon Navigators in the matter of Position-Finding, and 
henceforth no inconsiderable part of their time in port will be 
spent in resisting the invasions of inventors. There may be 
people who consider a 50-ton steam hammer the best thing with 
which to crack nuts, but the writer is not one of them. 

It is not proposed in these pages to bewilder with cartloads of 
methods having no special recommendation; and, keeping in 
view that the great point to be achieved now-a-days is to be 
able to get the required distances accurately, quickly, and with¬ 
out leaving the deck, we will restrict ourselves to an exposition 
of the only two other beaHng methods likely to be of service. 

Should a bearing before or abaft the beam be observed at any 
anede on the bow or quarter, the distance when abeam can 
readily be obtained by multiplying the distance run in the 
interval by a factor taken from the subjoined Table. The limits 
given are sufficient for practical purposes :— 
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SEXTANT AXGLKS FOR FISTAXCE. 


Exam pi.k. 

Tlic time when a light bears CO 0 on the bow is noted, and 
also, of course, when it is abeam. The run in the interval is 
10 miles. Required distance from light when abeam. 

CO* = 1 -73 
x 10 

17 30 miles. 

Or, enter Traverse Table at GO , and against 10 in Latitude 
column will be found 17 3 in Departure column. Also, in the 
Distance column will be found -0, the distance of light at first 
bearing. It is handy to have a small “ black board ” and piece 
of chalk, on the bridge, to figure out these things. On the 
darkest night the chalk marks can be seen l»v a keen-eyed 
officer. The board should be a fixture. 

The next method demands a little more preparation, but this 
for°re^h^° d can done leisure. Many vessels are continuously employed 
Liner*. in one trade, and consequently frequent certain coasts. Once 
more it is repeated that such vessels, more particularly, should 
be furnished with the best and largest scale coast sheets 
procurable. 

On these, connect by a red line the various lighthouses, points, 
or other conspicuous marks which exist within sight of each 
other, nay at distances not exceeding 10 or 12 miles. Measure 
these distances very carefully ; also the mag. 1 earing from one 
to the other, and write thorn down on their respective con¬ 
necting lines. 

Exactly at right angles to these bearings draw red lines sea¬ 
ward of nn indefinite length. They should exceed by a few 
miles the distance at which you are in the habit of passing the 
points in question. Then you are ready for action. 

Of course, it is not intended that the charts should be 
plastered all over with these lines. The Na\igatur will know 
by experience where he wants them, and will act accordingly. 

Ry way of illustration, take the cut facing this page. The 
ship is steering East m.), and passing in turn the lighthouses 
Alpha, Ihta, and damma (evidently it must be the coast of 
Oret*ee ). It is required to know her d stance oil*on tie hearings 
given. Let the ship bo approaching the position marked S'. 
The Navi'galor notices that the red hearing line of Alph i is 
N. 3* E. (M.\ and having, say. .’»* of westerly deviation on the 
course lie is leering, tin* cotnpans bearing of Alpha becomes 







SHIP'S COURSE. EAST (m 



ro FACs: PAGE 60 S 


215 miles S\ 12-745 miles 
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N. 8° E. Sextant in hand, he stands at the compass, and at the 
moment when the bearing comes on, he snaps the horizontal 
angle between A Ipha and Beta, say 60\ At the same moment 
the officer of the watch records the time and patent log reading. 

Now the Rule is,—multiply (on your cuff if you like) the 
Natural cotangent of observed angle by the shore base, and you 
get j'our distance from the 'nearer object. 

On page 725 Raper gives a Table of Natural sines, tangents, 
&C., but only to degrees, and this is hardly good enough. Cham¬ 
ber’s Mathematical Tables (No. 5, extra, of Nautical Library) 
gives them in extenso, which perhaps is a little too good for this 
particular purpose, so to meet the want the Author has inserted 
Nat. cotangents, cosecants, &c., in his Danger Angle and Off-shore 
Distance Tables , referred to further on. Now for the distance 
from Alpha. 

Nat. cotang. 60°. ‘577 using only 3 decimals. 

Shore base . * 8'2 miles. 

1154 

4616 

Distance 4 *7314 — 4| miles. 

But two decimals in the Nat. cotang, would be ample; thus,— 

•58 
x 8*2 

116 

464 

Distance 4 '756 = 4| miles as before. 

This distance is pricked off on the fixed red line, and the position 
is determined as being at S 1 . 

The vessel continues on her course, and as S 5 is approached 
the same process is repeated. The compass bearing of Beta is 
also taken as N. 8° E., but the observed angle this time is 62° 20' 


nearly; therefore 

Nat. cotaug. 62° 20' . ’524 

Shore base. x 8*2 


1048 

4192 


Distance of Beta 4 ‘2968 = 4i miles. 
Here again two places of decimals would suffice 
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This distance is pricked otf, and the position is determined at 
S\ The course is continued, and the Navigator, allowing the 5* 
westerly deviation, arranges to measure the angle between Beta 
and Gamma when the latter bears North by compass. This he 
does, and gets the angle GG 3 5'; therefore 


Nat. cotang. C6° 5 . *143 

Shore base .x 121 


443 

SsG 

443 

Distance of Gamma G 3G03 = miho. 

I wo decimals would give 5 ’424. 

On pricking this oil’, the position is determined at S\ The 
actual distance from S l to S J is nearly 21 miles, but the patent 
log shewed 2d. Therefore there was either a current against 
the ship or the patent log had an error of 8$ per cent , The 
course was made good exactly. 

Anyone who follows out the foregoing will see that in each 
case the position is accurately fixed in less than a couple of 
minutes after taking the angle, and can be entered in the rough 
log at once without leaving the deck, 'fhc officer of the watch 
should be required to do a simple thing like this as a matter of 
regular routine . By this means the ship will be navigated on 
business principles, instead of trusting to luck: there will be no 
“guessing” or “estimating” the off-shore distances: they will 
be exact; and all with next to no trouble. Should it be required 
by the Master to mark the position on the chart, he has merely 
to take the distance from the log-book and prick it olF on a line 
already existing. Parallel rulers arc not even required ; nothing 
but dividers. What cun be simpler or easier ? If the distance 
of the further object be desired, it is only necessary to multiply 
the shore base by the Natural cosecant of the observed angle 
instead of by the Natural cotangent. The student will perceive 
that all these cases can be solved, if desired, by the Traverse 
'fables, since the triangles are right-angled. 

Pilots, in the absence of definite leading marks, are in the 
habit of judging their position by what they term "the rake of 
the eye”—a loose plan, which, to say the least of it, is unsatis¬ 
factory, since no three individuals on hoard ship will agree in 
their tfit'matc of distance or of height, and. at times, appearances 
ili t-five e\eii the most experienced ; sr» that, under certain con- 
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ditions of coasting, exact methods become a necessity. Fortun¬ 
ately, as already shewn, there are such methods; and the 
opportunity for employing them is both greater and less trouble¬ 
some than is generally supposed. We will now introduce some 
more of a rather different type. 

Comparatively few men are aware what a powerful ally they 
possess in the Sextant for the determination of distance, and to 
enable them to fix a ship’s position with all needful precision 
when in sight of land. Judgment may be at fault—for man is 
not infallible; but angular measurements are reliable matters of 
fact. 

In the chapter on the Station Pointer, it was shewn how two 
simultaneous horizontal angles, subtended by three well defined 
objects, gave an exact “fix;” also, how an angle between two 
objects in transit and a third, was equally good, if not better. 
In these cases the angles measured are horizontal ones; but it 
is now proposed to shew that vertical angles, combined with a 
compass bearing or not, as the case may be, will fulfil the same 
purpose, and sometimes be available wheu the others are not. 

On the Admiralty charts, the heights of all beacon lights are 
given, as well as those of most of the islets, rocks, hills, cliffs, 
and mountains along a line of coast. Each of these, then, are 
available as bases in a right-angled triangle, by which to deter¬ 
mine their distance; but when the vertical angle is small, and 
the distance considerable, the angle must be measured with all 
possible accuracy. To do so, the sextant telescope should be 
employed, and the angle observed both “on and off” the arc. 
The mean of the two readings will then be free from index error. 
But if the object be near,—say a lighthouse on the edge of a 
cliff, about a mile or so away,—it will be sufficient to measure 
its altitude in the usual manner, and apply the index error 
previously determined. 

The divisions of the limb of every sextant are continued for a 
few degrees to the right of zero, and this is known as the “Arc 
>i excess.” For example, suppose it were required to measure 
the vertical angle between the summit of a distant mountain 
and the sea horizon underneath it. This is a case in which, 
unless the ship were steering directly towards or from the moun¬ 
tain, the angle would alter very slowly, and is one where the 
“ on and off” reading should be employed. By moving the index 
bar of the sextant forward from zero, the retlected image of the 
summit would be brought down to the actual horizon, as seen 
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directly through the horizon glass, and the reading would be 
made in the ordinary way. Starting again from zero, and moving 
the index backwards, the reflected image of the horizon will be 
brought up to the actual summit of the mountain, as seen by 
direct vision through the horizon glass. 

To get the value of the angle in this last case, both the limb 
and the vernier must be read from left to right. Suppose the 
sextant limb to be divided to 10', then 10' of the vernier would 
have to be considered 0 or zero, the 9 taken as T, the 8' as 2', 
the 7 as 3', and so on. A little practice will soon overcome any 
difliculty which may at first be experienced in doing this. To 
utilise quickly the vertical angle, and to render the method com¬ 
plete, a set of tables is necessary, so that the required distance 
ilia} 7 be taken out by inspection. 

There is a handy little book by the late Captain Bucher, R.N. 
(published by Potter, 145, Minories, London), in which the angle* 
are calculated for heights from 30 to 280 feet, and distances 
varying from a cable’s length to four miles. The small scope 
of this book, however, only lits it for use where the object of 
which the angle is measured lies at a less distance than the 
visible horizon. The author’s intention was that it should be 
employed more particularly in experimental squadrons, for 
finding the distance of one ship from another by her masthead 
angle. 

To give a wider scope to this vertical method, the writer has 
published an extended set of somewhat similar Distance Tables, 
in which angles are given for heights from 50 to 18,000 feet, and 
distances from a tenth of a mile up to 100 miles. Part 1. of the 
Tables is intended to be used with objects not exceeding 1,000 
feet in height, which lie on or within the radius of the observer’s 
horizon, ami Part If., where curvature has to be taken into 
consideration, is for more elevated objects lying beyond the 
observer’s horizon.* The book is pocket size. 

By these Tables (Purt I.) the distance from an object can be 
taken out absolutely ut sight, without the necessity for any 
figuring whatsoever. It may now and again happen, however, 
that the height of the object exceeds 1000 feet, the limit of 
Part I., in which case use the following rule.f 

Multiply the height in fret by 505, and divide by the number of 

• Th* Danger Angle, ami Off shorr Dulanc* Tahir*. Price 4 j. Gd. Philip, Sou and 
Nephew. 

t lu llw 4il» trillion. Pa:l I. haa bona extended Vo 1100 feet. 
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minutes in the angle between the summit and the water-line: the 
quotient will be the distance in nautical miles and decimals of 
a mile. 

Thus, in passing Ailsa Craig (Firth of Clyde) it subtended an 
angle of 1° 57' when abeam, the observer being elevated 26 feet. 
The given height of the Craig is 1097 feet, but for sake of round 
numbers call it 1100 feet. Required the distance to a point 
vertically under the summit. 

1100 feel. 

*665 constant factor. 

5500 

6600 

5500 

-ItL 

Sextant an^Ie 117 ) 621’500 ( 5‘312 distance. 

585 

365 

351 

140 

117 

230 

234 

This rule is quite independent of Tables of any kind, as you 
have merely to remember the constant *5G5. 

The same result may be achieved by yet another plan, though 
uot nearly such a convenient one. 

Rule. 

Divide the Natural Cotangent of the angle of elevation by 
G0S0, and multiply the quotient by the height in feet of the object. 

This will give the distance in nautical miles. 

Example. 

Passing a small island, a peak of which is marked on the chart 
as 700 feet high, the observed vertical angle of same was 1° 53'. 
Required the distance of the ship from the part of the island 
referred to. 

Nat. Cotang. 

6080 \ 30-411580 / *005002 nearly. 

/ 30-400 ( x 700 

11580 3-501400 miles. 

12160 5 


Tables of 
Logs, are 
not required 


Tables are 
required. 
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For veritication see page 33 of the authors Tables. 

These methods require pencil and paper, and involve delay; 
whilst, therefore, they are not so handy as the Tables, they serve 
well on a pinch, and are perfectly accurate. They are restricted 
to objects o?i or within the observer’s horizon. 

In July, 1KS2, Commodore J. 0. Walker, Chief of Bureau of 
Navigation, Cnited States Navy, courteously sent the author a 
“Diagram for finding Distances and Heights.” On comparing 
the results obtained by this ingenious contrivance with those 
taken out of Part II. of the Tables, they proved in every case 
identical. This correspondence between calculation and con¬ 
struction served of course as a voucher for the accuracy of each. 
The diagram, however, is not so handy for reference as the 
Distance 'babies—especially on deck, where its size (24* x 19') 
would render it liable to be taken charge of by every pull’ of 
wind, as well as injured by rain or spray. The diagram also 
lacks the advantages to be derived from Part I. of the Distance 
'fables. The inventor is 11. Von Bayer, C.H., and the price one 
dollar. 

Vertical 

To shew the practical utility of this vertical angle method, let 
us suppose that the navigator, for some important reason, such 
as meeting a crowd of vessels, is forced to round more closely 
than he otherwise would, the Skerries lighthouse on the coast of 
Anglesea. He knows, however, that at 3 cables from it there is 
the hidden African rock, which he had better pass at least two 


Danger Angie. Crt ljJts outside of to ensure safety; this makes in all 5 cables 


Point* oF 

UUfrnF nt 

from the lighthouse. 1! is chart gives the height of the light as 
117 feet above the level of high water. Opening the Distance 
Tables, therefore, at 120 feet since it is scarcely likely to be high 
water at that precise moment 1 ) he finds opposite 5 cables the angle 
2* 1.'/ 3s". This, when corrected for index error, is placed upon 
the sextant, and so long as the angle subtended between the 
centre of the lantern and the water-line beneath it does not 
exceed this amount, he knows he is at, or outside, the prescribed 
distance. 

Attention is here called to the fact that the angle is measured 
no£ to the cowl or top of the lighthouse, but to the centre of the 
glass lanttrn, or, in other words, to a point representing the 
height of the focal plane of the light above the level of the sea 
If it be desired to measure from the extreme top of the light* 
house to its water-line, the following is the approximate number 
of feit to be added to the given height of the light;— 






SIZE OF LIGHTHOUSE LANTERNS. 
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1st Orel, light, from ceutre of the light to the vane is about 17 ft. 9 in. 
2ml „ - - - „ 14 „ 6 „ 


3rd 

4th 

5th 

6 th 


12 . 

8 , 


In connection with this matter of taking vertical angles, one 
point deserves notice. When the objeet is near, the observer 
should get as low down as possible, to lessen the error which 
would arise from his eye not being on the level of the water-line, 
to which the angle is measured. 

Light house 


s 

o 



Water line 


S represents the angle as measured from the bridge, and 0 
what it would be if measured from the sea level. Except, how¬ 
ever, in exaggerated cases, the difference is not large; and as the 
angle at S is greater than the angle at 0, the error lies on the 
safe side, if the injunction to descend is disregarded, so long as 
there exists no danger outside of the ship. 



This second case is one to be guarded against, as the error in¬ 
volved is considerable. It represents a ship passing a lighthouse, 
standing on a hill, say some two miles inland; whilst in the 
foreground, at IF, is a low rocky point. The angle S, subtended 
by L and IF, is clearly too great; it ought to be measured 
between L and V.; but as this is impossible from there being no 
way of ascertaining the whereabouts of the imaginary point V, 
the difficult}” is practically got over by descending to as near the 
point 0 as you can get. 

On the other hand, when measuring the vertical angle of 
objects beyond the horizon , it is desirable that the observer should 
be as high as he can conveniently get. The words water-line 
and horizon must not be understood to mean the same thing. 


Precautions tc 
be observed In 
measuring 
Vertical 
Angles. 


A palpably 
bad case. 


Distinction 
between 
Water-line 
and Hot non 
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Fix by Iwo 
vertical 

angles withoul 
bearing. 


The horizon is the natural boundary line where the sea and 
heavens apparently meet each other, and its distance—a direct 
consequence of the earth’s curvature—depends upon the elevation 
of the observer. The distance of an object’s water-liue, on the 
contrary, lias nothing to do with the elevation of the observer. 
Attention to these and other delicate points constitutes the expert 
navigator. 

When a distaut mountain peak is visible above the sea horizon, 
a ship’s position may be fixed, with a near approacli to accuracy, 
by measuring its "on aud ofi'" altitude, and layiug oil’ on the 
observed line of bearing the corresponding distance taken out 
from the tables by inspection. Or the Compass may be dispensed 
with altogether if the Astronomical bearing be found by a second 
observer in the manner indicated on page ill7. 

Should two summits be observed simultaneously, or nearly so, 
which are separated by a considerable horizontal angle—the 
nearer to 90° the better—the ship’s place will be found by simply 
sweeping the distance from each with the dividers. It is true 
the circles will intersect at two points, but the eye alone, or a 
rough bearing, will easily determine which is the ship’s position. 


I'crro 


<4 



Lot the diagram be supposed to represent any two neighbour* 
mg islands say Ferro and Tenerifle, both of which are lofty— 
and let the arcs of circles represent their respective distances 
from the ship. Then the latter must either be at A or at /»*>’ 
and it is almost needless to say there can be no difficulty in 
deciding which. In all these cases where vertical angles aro 
measured, the greater the height of the object, and leso acute the 
obst rved angle, tin* more reliable will be the result. 
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When well out in the offing, known mountain peaks are fie 
quently visible, and form salient features, when the coast-line— 
indistinct through distance or haze—offers no points by which 
to get a “ fix.” This is very much the case on the coasts of Chile 
and Peru. Moreover, should a vessel be standing in from sea¬ 
ward to make her port, what a source of satisfaction it is to be 
able to define her precise position, and shape a correct course for 
it before the coast-line is even visible, and this with scarcely any 
trouble. 

The Sextant has a vast superiority over the Compass in a 
number of cases. This is particularly well shewn in the problem 
known as the “Danger Angle,” where the compass is scarcely of 
any service whatever. It is no disparagement, however, to the 
compass to say that it caunot do everything , or that there are 
other instruments which, in particular eases, should supersede it. 

The “Danger Angle” may be measured either vertically or 
horizontally, according to the features of the coast. Let us take 
a vertical one first—of which a good example has already been 
given in the case of the Skerries Lighthouse and African Rock. 
It was there shewn that so long as the angle did not exceed 
2° 17' 26", the vessel would pass two cables’ length outside the 
danger. Similarly with the South Rock off Tuskar. This can 
be rounded in safety if the angle between the water-line and the 
top of the lighthouse is not allowed to exeeed 1°; but in such a 
situation, where the tide runs strongly, the angle would require 
to be narrowly watched; and, unless pressed in by having to 
port for another vessel at the critical moment, there is no object 
in making such very close shaves with plenty of sea room on one 
side—although at the same time, be it said, ordinary skill and 
care should obviate the necessity for throwing distance away as 
if it cost nothing. Moreover, there are thousands and thousands 
of spots where dangerous shoals have to be threaded without the 
aid of a pilot, and then this sort of knowledge is worth a Jew’s 
eye. 

The peculiar and very convenient property of the eircle, 
namely, the equality of angles in the same segment, permits of 
the second or horizontal application of the “ Danger angle.” 

In the diagram the line ABGDL'FG represents the course of a 
ship as she rounds a promontory, off which lie several dangerous 
rocky shoals. Having decided to give the reefs a berth of half 
a mile or so, a circle is drawn passing that distance outside of 
them, and through the church and windmill on the cliff. Then 


The Danger 
Angle. 


Vertical 
Danger Augle 


Horizontal 
Danger AngU 
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measure with a protractor the augle at D, subtended by the 
aforesaid church and windmill, which of course, in an accurate 
survey, will be laid down in their proper places on the chart. 
The angle in the present instance is 25’, and may be termed 


Tile Danger 
iVngle — 
horizontal 



/ 


the “Danger angle.” It will be found to be the same for all 
parts of the circumference of the circle seaward of the two 
marks, no matter whether measured at J, C, D, K, or II. There¬ 
fore, so long as the observed angle is less than 25°, the vessel 
must be outside of the circle, and in safety ; hut if the angle he 
greater than 25*, she is evidently insult the circle, and in danger. 

As depicted above, the vessel is standing alongshore on the line 
A IK', hut ns she approaches the pitch of the cape her commander, 
who is on the alert with his sextant, gets the “ Danger angle ” at 
the point (\ Thus warned of his being too close in, he nt once 
starboards and hauls oil’ steering so as to avoid increasing or 
unnecessarily diminishing the angle until the point K is gained, 
when the course KhXI, along the coast, causes the angle rapidly 
to decrease, and tells the danger is passed. 

It is manifest that compass cross-bearings here would be of no 
use, since the cut made by a difference in the bearings of only t'J 
points is too acute to be in the le;ist reliable. 

Supposing the height to he known of the clitl’or of the church 
a second observer could independently verify the distance by the 
vertical “ Danger angle," so that not only could the navigation 
be conduct* *1 with the utmost safety, hut without losing ground • 

• A» * rule U H aafer lo navigate in Iho vicinity of doubtiul ground during rouglmb 
uraikier Ibau during tine, *iiho tuukeu r<xki carrying only iLrr« 01 four taU.utu* o«r 
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This horizontal method may be employed in a great variety of 
ways, and has the special advantage that the man in charge of 
the navigation, after having once drawn his circle and measured 
the danger angle, has no need to leave the deck and attempt 
hurriedly to lay off unsatisfactory bearings on a chart. He has 
a hard and fast angle, and so long as he does not increase it, he 
knows without any other guide that his ship is safe. For those 
running steadily in certain trades, it is advisable to have the 
“ Danger angles ” tabulated for the various parts of their route 
requiring them. Less would then be heard of losses through 
“ errors in judgment.” 

For example : off the coast of Brazil, the Abrolhos* lighthouse 
stands on one of a small group of islets out of sight of land, which 
islets are surrounded by sunken coral reefs extending seaward 
several miles. This group of islets is circular in shape; and so 
long as they subtend a horizontal angle not greater than 7° 20', 
it is impossible to touch the reefs on the eastern side. 

Liverpool navigators, running in the North Atlantic steam 
trade, are all familiar with an awkwardly situated danger on the 
south coast of Ireland known as the Pollock Rock. The Admiralty 
surveyors found ou it not less than 4| fathoms, but the local 
fishermen say that it has a spot with only 3 fathoms. Every 
one experienced in such work knows how extremely difficult it 
is to find the shoalest points of a reef, principally on account of 
the lead slipping off when the rocks are cone-shaped, and as this 
ridge is some 400 feet in extent, it is quite likely the fishermen 
may be right. 

Lying, as it does, slap in the eastern fairway to and from 
Queenstown, it is a regular Bete noir , and from the absence of 
good clearing marks, in hazy weather or at night, requires a 
wide berth. 

Here the “Danger angle” comes in as a perfect safeguard. 
So long as the horizontal angle between the fog-trumpet on Poor 
Head and Bishops Tower, some 3i miles to the eastward, does 

them, will not break in smooth water, but will uumistakably do so when there is 
any sea. 

Note.— Have an intelligent quick-eyed officer at the masthead under such circumstances . 

In Magellan Straits ami other parts of the world sunken dangers are buoyed, so to 
speak, by “ Kelp,” and this is almost ou unfailing guide during daylight; but it should 
be known that where the currents are strong, “Kelp” is often run uuder. “Live 
Kelp”—which is the term given to the weed when rooted to the rock—is easily dis¬ 
tinguished from loose or “ dead Kelp: ” the one is oily looking, combed out and streaky ; 
the other drifts about iu tangled masses. 

* Abndhos is compounded of two Portuguese words, signifying “Opeu your eyes." 


Abrolhos reefs 


Pollock Rork. 


" Live Kelp 
—a sign of 
danger 
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THE POLLOCK ROCK OFF QUEENSTOWN. 


Horizontal 
Danger Angle 


Pearl Rock 


not exceed 70°, you will—when at nearest approach—pass four 
cables outside the rock. To strike it the angle would require to 
be about 93°. 

The fog-signal station on Poor Head, witli its white boundary 
wall, is unmistakable, and the trumpet is quite conspicuous at 
the western end of the enclosure. Bishop's Tower is situated on 
high ground midway betwen Poor Head and Ballycottin light¬ 
house. With the binocular it is easily got hold of, and once 
recognised and impressed on the memory there is no after trouble 
in doing so. 

To ascertain the “ danger angle ” for any place possessing 
suitable marks is a simple matter:—choose two conspicuous 
objects which are laid down on the chart, and if possible let them 
lie about an equal distance on each side of the danger. Put a 
pencil dot on the chart at the distance you wish to pass from the 
danger, and then draw a circle through the two selected objects 
and the pencil dot. The centre of the circle may be found by 
trial or as described in foot-note.* Next connect the pencil dot 
with each of the marks by a fine straight line, and, with a pro¬ 
tractor of any kind, measure the contained angle. This angle, 
as already stated, will he found to he the same at any point in 
the circumference of the circle. 

Of course if it were desired to pass inside the Pollock Rock, 
another circle could be drawn to suit the new condition. In this 
case, to give the rock a berth of 4 cables on the inshore side, the 
“ Hanger angle " must not be less than 117°—an inconveniently 
large angle to measure with the sextant, hut it might be possible 
to select more suitable objects. When taking the inside passage 
beware of the " Hawk ” and other sunken rocks off Poor Head. 

Entering or leaving Gibraltar Bay on the west side, the Pearl 
Rock (on which 1I.M.S. Agincourt was nearly lost) has to bj 
guarded against. The horizontal “danger angle" to pass 2} 
cables (or a quarter of a mile) outside it, is 74°. This angle is to 
be measured between two very conspicuous square towers, the 
one situated on a hill overlooking the lighthouse on Cnrnero 
Point, and the other on the hill above Fravlo Point. 

Whether measured at the points in the diagram marked A, B, 


“To Hud the ‘ Danger angle " houz ulnl), U li nt*i ary Ij kit >a U'al a circle can !•« 
drawn lo j * * I'lnugh atiy three j,ivcn point', no matter li >w ■ ituatc I, proviJt 1 they do 
not lie in the * me ilraNthl line. In the a*/ >ii> ng iigi ro«, a n.l\ \\'ho>e ceulrc U at t‘, 
'i drtwn through t'n • • \ en i»ml« - 1 /»'/> Ihe entire Is f mini by tho lnttr.ni lion of the 
U tli-1 'lift A*’and 1* « I'lnpUr \1 , on Xn' -n /Wifer. 








PEARL ROCK “DANGER ANGLE.'' (74*) 
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0, D, or any other part of the circle seaward of the towers, the 
angle is still 74°. 

Again, in going into the port of Lisbon after dark, before the Entering 
present range lights were established, the only guides to avoid ^ v * r a J g a e g r us 
the North and South Cachopos were the Compass bearings of Anglo. 

San Julian and Bugio lights; but it often happened in winter 
that there was a heavy run on the bar, which sent the compass- 
cards spinning, and so rendered them utterly useless at the time 
of all others when most wanted; besides, in any case it would 
have been impossible to leave the bridge to lay off bearings at 
such a critical time. 

The writer, however, has entered with comparative ease on 
very stormy nights, when no pilot could be had, by steering so as 
to maintain the “Danger Angle” of 71° between Guia and San 
Julian lights, until those of Bugio and San Julian subtended 
nearly the same angle (68°), when the worst was passed, and it 
merely remained to con the vessel by eye mid-ehannel between 
the two last-mentioned lights. 

If, by bad steering or otherwise, the “Danger angle ” between 
the first pair of lights was allowed to be greater or less than 71* 
at the moment the “ Danger angle ” came on between San Julian 
and Bugio, it shewed the vessel was not in mid-channel. In the 
event of the angle being greater than 71°, she was on the North 
side of the fairway; and if less, it placed her on the South side. 



For a solutiou of this ami other equally iuterestiug Problems iu Practical Geometry, 
see Iia/ter, 
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So long, however, as the “ Danger Angle ” between < luia ami 
San Julian did not exceed 64 , or be less than 70", there was 
not any cause lor alarm. 

]>y way of practice, these “ Danger angles ” might be laid otf 
on Admiralty Plan No. 89, which gives the entrance of the River 
Tagus. 

It would hardly be wise, however, to make one’s first experi¬ 
ment with the “ Danger angle ” under critical conditions sucli as 
those just described, nor would it be fair play to the method. 
Better, by far, to practise whore no risk is incurred, until a per¬ 
fect mastery of the principles gives confidence in their power. 
The foregoing examples afford conclusive proof that the Sextant 
is often of greater use in pilot waters than the Compass—not 
that the latter, after centuries of good service, is to be despised 
and forsaken ; that time has not yet come. Each of the two 
instruments is good in its place; and it is the object of these 
pages to point out more particularly those cases where, with 
advantage, one may be employed in preference to the other. 

To conclude this subject, it should always be borne in mind 
that, in taking cross-boa rings, the better plan is to observe but 
one compass bearing—whichever is most conveniently s* tun ted 
for the purpose—and then, with the sextant, take the horizontal 
angle between the two selected objects. Tim second bearing is, 
of course, got by applying the sextant angle to the right or left 
of the lirst one, as the case may require. 

Get into a habit, and make your olliccrs do the same, of noting 
and marking down tin re and then the exact time of all such 
observations. This is becoming more and more important a-s the 
speed of steame rs increases. Twenty miles an hour is not now 
uncommon, ami it means u mite in only ,! minute <? — indeed, 
with a strong favouring tide—in less than .*1 minutes." 

K\ wna.F. being tiff H hhoad, observed the Skerries liu'lithouse to bear 
S. M K. by eompa s at 10.7 \.m. by watch, the sextant angle between it and 
the South St.*ek lighthouse l eing *o at the same moment. The latter, there¬ 
fore, bore S -1° K. by same compass ; and the eat, living nearly a right angle, 
give a good “ tix." I'atuit l‘»g shewed miles. (Apply deviation.) 

Exactly one hour afterwards, the ship's position was again 
found in similar maimer, and, when couipmvd with the run by 
log and course steered in the interval, shewed the set of title to 
l-e N. 70 E. (true), ami rate J knots. 

* ** e A] ft • x M. 










CHAPTER XIX. 


THE COMPOSITION AND RESOLUTION OF FORCES AND VELOCITIES. 

A full understanding of the Composition and Resolution of Knowledge of 
Forces and Velocities is of so much importance to the sailor, this sub 3 ect 

. . * , very importanl 

from the infinite number and diversity of their application to to seamen. 
every branch of his business, that it is hoped the introduction 
of a chapter, savouring at first sight more of mechanics than 
navigation, will not be considered out of place. Indeed, there 
are few problems in physical science with which the principles 
herein to be explained are not intimately blended. Their re¬ 
lation to navigation, generally, is close ; but it is seen more 
particularly, perhaps, in Current Sailing, and also when it 
becomes necessary to trace the total effect on the compasses of 
an iron ship to its various causes. 

Motion is the direct outcome of force, and the composition and Motion and 
resolution of motions are in all respects analogous to those of Force 
forces. It is therefore quite admissible, and will be convenient 
here, to deal with them as synonymous or convertible terms. 

A single force may be represented on paper by an arrow- A Single 
headed straight line : the commencement of the line indicating Force, how 
the Point of application of the force ; the direction of the line, plp r e e r Sented °* 
the Direction of the force; and the length of the line, the 
Magnitude or Intensity of the force, according to the scale 
made use of. 

The smallest number of inclined forces which can maintain 
equilibrium is three. To do so, these three forces must act 
through one point, and in one plane. Their relation to each _ „ , 

other depends on the following principle in mechanics, known of Forces and 
as the Parallelogram of Forces, or, where motion is alluded to, Veloc,l,es 
as the Parallelogram of Velocities. The law is thus expressed. 

If two forces be represented in magnitude and direction by the 
adjacent sides of a parallelogram an equivalent force will be 
represented in magnitude and direction by that diagonal, whieh 
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passes through the point of intersection of those two sides. The 
two side forces are termed the Components; and the diagonal 
is the Jtcsultant of their joint effort ; while the point where all 
three act is called the Point of application. 

Parallelograms A P ara llelogram is a four-sided, straight-lined figure, the 
opposite sides of which are parallel ; and the diameter, or 
diagonal, is the straight line joining two of its opposite angles. 
The square, the oblong, the rhombus, and the rhomboid are four 
different kinds of parallelograms. In the first, all the sides are 
equal, and all the angles are right angles ; the second has all its 
angles right angles, but nil its sides are not of the same length ; 
the third has all its sides equal, but its angles are not right 
angles; and the fourth has only its opposite sides of the same 
length, and its angles are not right angles. 



Given one 
angle in a 
parallelogram 
to find tlie 
other three 


In the rhomboid here given, the side AB is parallel to the 
side CD, and AD is parallel to BC. The angle HAD is equal to 
the angle BCD; the angle ABC is equal to the angle ADC; and 
AC is one diagonal. If AB and AD represent two forces in 
magnitude and direction, then AC represents their resultant, 
and A is the point of application. 

In any parallelogram the four angles amount to four right 
angles, or HGO^' ; and, from the fact, above stated, that any two 
diagonally opposite angles are equal to each other, if one angle 
be given, the other three can easily he determined. Thus, if 
ADC = llfi u , the angle ABD will also equal 110 w . These two 
values added together, and the sum subtracted from 8G0°, leaves 
128° as the sum of BAD and BCD ; and, as these arc equal each 
to the other, their values must be respectively half of 12>» w , or 
G4 U . Again, the two interior angles on the same side of either 
AB or BC are togelh r equal to two right angles ; therefore, to 
find the value of the angle BCD, we simply subtract the number 
of degrees in ABC from lsO°. Hence, BCD - 180° - ABC 
s ls()° — 110° ■» Gt°, thus confirming the result of the 
previous method. By drawing a parallelogram on paper, and 
measuring the angles by protractor, it will be found that these 
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rules are universally true. It is well to alter the lettering of 
the angles, to ensure familiarity with the methods employed, of 
any geometrical figure. 

The following is an example of the Composition of Velocities, 
which should be mastered by every seaman. 

In a calm, the onward progress of a steamship causes those on 
board of her to experience a breeze, which would appear to eoine 
from right ahead at a rate exactly equal to the speed of the ship 
over the ground. In the accompanying figure let AB represent 
the apparent wind, due to the advance of a steamer steering 
due East, 14 miles an hour; and let AC represent the true wiud 
such as would be experienced by the vessel if stopped, say from 
N.E. by N., 10 miles an hour. Then AB, AC, are the two 
components of the resultant AD, found by completing the 
parallelogram ABDC; and AD represents the direction and the 
velocity of the wind as felt by an observer on deck, due to 


Scale: I inch-lOmiles. 



the combined directions and velocities of the actual wind and 
of the ship’s advance. To solve by construction is far from 
difficult 1 Let A be the ship’s position ; draw AB in a direction 
due West from A, make AB = 14 ; and draw AC in a S.W. by 
S. direction, making AC — 10. Complete the parallelogram 
ABDC, and join AD; then AD represents in magnitude and 
direction, on the same scale as the other lines, the resultant 
wind, which is N. 66° 58' E., 21 £ miles an hour. Check this 
by protractor and a pair of compasses ! “ See everything as you 

pass it ” is a rule that holds in mathematics quite as much as it 
does in the coasting trade. 

In order to calculate the direction and velocity of the re¬ 
sultant, we have, in the figure, CD = AB, and AC = BD. 
Moreover, the angle BAC is included between the bearings West 
and S.W. by S. ; and is, therefore, 5 points, or 5G P 15'. Hence, 


Composition 
of Velocities. 
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from what lias gone before, the angle ACD = 1M) 0 — 5G° 15' 
= 123 w 45 ; and, in the triangle ACD, there are given the two 
sides AC, CD, and the included angle ACD, to find AD. A 
reference to any book on plane trigonometry will disclose the 
formula) used in the following solution. 


CD + AC : CD - AC : : tan. DAC + A1>C : tan. DAC “ ADC (1) 



Sin. 

ADC : sin. ACD 

:: AC : AD 


(2) 

CD . . - 

14 

DAC + ADC = 

ISO* - 123* 13 


e 

0 

I 

AC . . = 

to 

} DAC + ADC) 



= *-V 71' 


— 

4 (DAC - ADC) 



5* 5i* 

Sum . . - 

24 






_ 

.-. DAC 

= 33* 13', and 

ADC 

= 23* 2 

Difference - 

4 





To Find J 

DAC 

ADC). 

T-, 

Find 

AD 

4 log. . . 


0 0020 

ACD sin. , 


. . 9*919$ 

2s* 7i tan. 


9 *7 2 so 

AC log. . 


. 1 UOO > 



0 3300 



0 919S 

24 log. . . 


) -3S02 

ADC sin. . 


. 9 3923 

5* tan. . 


$ 94 9S 

21*25 log. . 



i (DAC - 

ADO) 

— O'* 54 ' 



AD = 214 


Inspection by aid of traverse table, however, will suit every 
case admirably ; although undue reliance upon short cuts of this 
nature tends to reduce the navigator to the low plane of a 
mechanical computer. Here we may regard the problem from 
the point of view of a vessel steaming first SAW by S. 10 miles 
and then W. 14 miles, to find the course und distance made 
good in the usual way. 


1 I 

Dint. 

N 

s 

K. \\. 

S. 3 i ts. W. 

10 


s-3 

— r.-c 

W. 

11 

— 

| — 

— 14 0 

S. CG’flx W. 

2H 

- 

S3 

— 19 0 


11elice, the supposititious ship having made S. GO 5s' \W, the 
resultant of the actual wind and the actual ship’s travel is as 
though the wind blew from N. GG° 5S' lv.at the rate of 21 j miles 
an hour. A ship under the influence of a sea-surface current 
ullbrds a similar example, to be worked in tin* same \va\, for each 
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method; and, just as the azimuth table provides an infinite 
number of problems in great circle sailing, so the traverse 
table may be pressed into the service of workers, when remote 
from teachers, for problems in plane trigonometry. 

Knowing how to compound two forces, or two velocities, Composition of 
acting at a point, it is easy to compound, or determine the Forces^" tW ° 
resultant of, any number of forces acting at a point, by taking Velocities, 
them in detail. Compound the resultant of two with a third 
force, then compound this resultant with a fourth force, and so 
on until but one resultant is left. This method, as will be seen 
by the seaman, is on all fours with that employed when solving 
a day’s work of many courses and distances by traverse table. 

The Resolution of Forces, or of Velocities, is the converse of Resolution of 
the foregoing example. To resolve, or split up as it were, a velocities 
given force, or a given velocity, into its components, let AD 
represent the force, or velocity, in magnitude and direction. 

Then we have merely to draw a parallelogram having AD as 
diagonal, and AB, AC, will similarly represent the required 
components, respectively, in magnitude and in direction. 

It is evident that there are an infinite number of pairs of 
forces into which BD might be resolved. It is usual, however, 
to resolve a force into forces that are at right angles to each 
other. 

Subjoined is one more example of the practical value of 
understanding the Parallelogram of Forces. 



Important 
illustration 
shewing how 
strains can be 
calculated. 


“Stand from 
nnder." 


HATCHWAY 
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now TO CALCULATE STRAINS. 


Jn the diagram, W is a weight of ten tons which is suspended 
without motion from a span between two masts. Let the angle 
DCB = 140*, and the angle ACB = 72*. then the angle ACD 
will 68°,* Draw AC to represent 10 tons on uny convenient 
scale, say a tenth of an inch to the ton ; also draw AB parallel 
to DC, and AD parallel to BC. Then by simple proportion of 
the parts, DC will represent the strain on the after pennant 
— 1480 inches by scale, or 14-80 tons; and CB the strain on the 
forward pennant = 1442 inches by scale, or 14’42 tons. 

In triangle ACD we have AC = 10, CAD = 72*, ADC = 40 , 
to tind CD, 


Formula : 


CD _ siii. CAD . _ .p s in. CAD 

AC sin. ADC ' sin. A DO 


But to divide by the sine is equivalent to multiplying by the 
cosecant; and we may write, in order to lessen the treadmill 
work, 

CD — AC sin. CAD cosec. ADC 
= 10 sin. 7-* cosec. 40* 

Similarly, in triangle ABC, we have AC = 10, BAC = OS , 
ABC - 40*, to find CD; and, by the same formula as above, 

DC = AO sin. BAC cosec. ADC 
= 10 sin. Os'* cosec. 40* 

To Fisn CD. To Find DC. 


io log. l-ooooo io log .i-ooooo 

7*2 sin.9-976*21 Gs* sin.0 1*0717 

40° coscc. 0 1911*3 40° coscc .... 01911*3 

CD log.1*17011 DC log.1*15910 

. . CD - 11 s DC = 14 42 


Hence, strain on CD is 14 S tons ; and on BC is 14 42 tons. 

Similarly, having ascertained the strain on the pennants, it is 
easy, by constructing other two parallelograms, to calculate the 
*■ up and down,” or crushing strain on each mast, as well as the 
bending, or exact, " fore-ami aft ” pul . 

•The Kn lid s holur vs t hav no difficu’ty in .seelur how the values of the remaining 
a R’ea are arrived at, I it I r the litf Tina'-on f ha are weafc in geometry, he it 
h >wu that m any par^l.e’. g.am the angle 1*U’ will always l>c equal l its counterpart 
At’H. in th s ease 72®. The l ree angles I a tr a ^le vv en addel t*-K * tin r ma’.e 
etaeily IS) 0 , *»that If two are hn iwn, the t'flrd is ra ily f »ue I. ‘1 lien \C'H q DAt*, 
nr p 72° • 140 1 -', vshi h Mil trade 1 f til l v 0 k n voa tie a< K * e Al>< ns 10 J . an 1 
»n <’ a oidiiu to the defli"lion »f a |ariUeogram the *igle AlK la equal to its 
opposite an^le A He. the Utter inuat le » ju.vl ;•> ll also. 
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In the foregoing example—common enough on board ship— 
the strain on each of the two parts of the span is shewn to be 
something excessive—much more so, indeed, than one would at 
first sight conceive to be possible, and this, too, without taking 
into account the additional strain which the span would have to 
sustain were it required to lift the weight instead of merely 
suspending it, as in the diagrams. 

This example, though not pertaining to Navigation, is specially 
introduced because of its exceeding value in putting the sailor on 
his guard as to the peculiar properties of a span in connection 
with the dangerous operation of taking heavy weights in or 
out. The flatter the span, the greater will be the breaking or 
tensile strain it will have to endure, and the greater also will be 
the bending or shearing strain upon the masts. Therefore, 
when practicable, make it a rule to have the parts as much 
“ up and down ” as the drift necessary to clear the hatchway 
and bulwarks will admit of. 

We will now try what stress the span would have to bear, 
supposing the weight still the same, but the angle DCB acute , 
instead of obtuse as before. 




w 

J HATCHWAY [ 


Flat Cargo 
Spans. 
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WISD rUESSUIlK A SI) VELOCITY. 


Let the angle LCD = 77 u , and the angle ACL = 32 , then 
the angle ACD = 77^ — 32’ 45 w . The remaining angles 

are obtained as already explained ; and the solution follows 
that of the preceding example. 

To Find CL. To Find UC. 


10 l.»g.l OOOitO 10 log.10(HKK> 

32° sin. 9-72421 45° sin.9M94U 

103 c cost-c. . . . 0 0112s 103° cosi'c. . . . 0 0112s 

CL log. 0 73319 BC log.0 SCOT7 

.*. CD = 5 II . \ BC = 7'26 


Lubberly 

accidents 


Swigging 
off ’ a roj e 


Disposition of 
• n< hors tu a 


Hence, the strain on Cl) is 5’4Y tons; and on LC is 7 20 tons. 

We here see that the strain on the span is positively much has 
than half what it w<is in the first case, shewing \ery clearly the 
impropriety of rigging cargo gear straight across from mast to 
mast. Through pure ignorance of the danger incurred, this 
arrangement is quite common, as one may find out for himself by 
taking the trouble to walk round the docks of any large port. 
The consequences are seen in loss of life, broken spars, and claims 
for smashed up enrgo. These evidences of grievous ignorance 
occur more frequently than one would imagine. The writer 
recollects the case, not so very long ago, of two celebrated 
steamers belonging to the same owners, where, through this 
cause, the masts were brought down on deck when taking out 
their funnels, though the heavier funnel of the two had but the 
paltry weight of four tons!!! Yet later, the taking out of a 
crank-shaft in a certain vessel had a similar result. 

As an illustration familiar to every seaman take this one: 
When n weak-handed watch can get no more of a rope (say the 
lee fore-brace) by straight pulling on it, wluit do they do i 
Why, make it fast to the pin and “swig it oil*. By so doing 
they are unconsciously acting the part of the weight on a 
straight span. The belaying pin may be taken to represent 
one mast, the lending block the other, and the part of the 
brace between these two points as the span. So powerful 
is the effect that the invariable result is to gain more of the 
brace after total failure to do so in the ordinary way. 

Tl'oro is scarcely a limit to the application of this important 
principle in the science of Forces. It comes into play in a 
marked mnnnei in the ease of a vessel riding to two unchors— 
one broud on each bow. The proof is easy that when the 
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spread is great, two anchors, so placed, are actually weaker 
to hold the vessel in a gale than one anchor right ahead. 

The Traverse Table can often be taken advantage of to solve 
problems similar to those given in this chapter. In fact, the 
Traverse Table is a “ handy-billy ” in much trigonometrical 
work involving a right angle. 

“Forces and Velocities” remind one of the tables frequently 
seen in pocket-books, which assign a pressure and velocity to 
the wind. Such tables should be received with great caution— 
firstly, because there is a doubt as to the accuracy of the instru¬ 
ments which record wind velocity; secondly, because there is a 
further doubt as to the relation between velocity and pressure ; 
and, thirdly, because the pressure is supposed to vary as the Wind 

J i measu 

square of the velocity, so that any error m the estimate ol tne 
latter becomes greatly exaggerated when turned into pressure. 


2 z 





CHAPTER XX. 

A LG EDUA 

Algebra is usually n great bugbear to sailors, and although in 
the Practice of Navigation it cannot be considered an essential, 
a knowledge of the first four rules will occasionally be found very 
useful indeed. And these rules are so simple, that to commit 
them to memory within an hour or two need not "pawl the 
capstan ” of anyone possessing average intelligence. They are 
here given for reference when wanted. 

ALGEBRAIC ADDITION. 

Positive quantities added together give a positvv result. 
Example. 

+ s 

Added KM 4 

Kqiul + l 

Negative quantities added together give a negative result. 
Example. 

-i 

AJilfil to - 4 

Equal - a 

To atid together unlike quantities, take their difference, and 
prefix the sign of the greater. 

Exam pie. 

-1 

AdiUU to + 4 


Kqax] -4 1 
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ALGEBRAIC SUBTRACTION. 

To subtract one quantity from another, change the sign of the 
quantity to be subtracted, take their difference, and affix the 
sign of the greater, if they are then of opposite names; but if 
changing the sign of the subtrahend, make it similar to that of 
the minuend, then add arithmetically both quantities together, 
and prefix the same (or common) sign. 

Examples. 

From .... — 4 I From > • • — 4 

Subtract ... — 2 (change the sign) Subtract - - - + 2 (change the sign) 

Remains - - - — 2 | Remains - - — 6 


VLGEBRAIC MULTIPLICATION. 
Like signs give +, and unlike signs give —. 


Examples. 


If.— 4 

Be multiplied by — 1 

The product equals+8 


it.+4 

Be multiplied by +2 

The product equals-}- 8 


u. +4 

Be multiplied by —2 

The product equals— 8 


IF.—4 

Be multiplied by +2 

The product equals— 8 


ALGEBRAIC DIVISION. 

When the Divisor and Dividend have like signs, the sign of 
the quotient is plus; and when the signs are unlike , that of the 
quotient is minus. 


Examples. 


+ 2) + 4( + 2 


“ “ ) + 4 ( — 

+ 4 


2 ) — 4 ( — 2 
— 4 


DOMINO. 



























appendix. 


(A). 

On the method of correcting the rate of a Marine Chronometer. 

When the mean rates which a chronometer has made iu the 
three temperatures, 55°, 70°, and 85°, are known from the Obser¬ 
vatory rate sheets, it is necessary to calculate the quantities, C, T, 
and R, for that watch. 

T is the temperature in which the watch attains its maximum 
gaining rate. 

R is the rate at T. 

C is a constant factor, which, multiplied by the square of any 
number of degrees from T, shows the amount of loss for that 
number of degrees. 

It may be here mentioned that C and T have been found by 
experiment to remain constant for long periods, seldom changing, 
unless the watch is either cleaned or repaired. R, on the con¬ 
trary, is liable to change occasionally, and should be verified at 
every opportunity of obtaining a rate by observation. 

Formula for finding G, T, and R.* 

Rate in 55* say - 0 72*-... r 

... r - r' = - 0’45 ... d 

„ 70° „ -0-27‘...r' 

... r - r"= + 108 ...d 
„ 85° „ - 1 35* ... r" 

il - d = - 1'53 
.1 + d'= + 003 

To find G 

2 (d - d ) — 3-OG 

O - - = -- - 0-0034 

30 2 900 


• Sign + indicates fast error, or gaiuing rata 
,, — ,, slow ,, or losing ,, 
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To find T 

d + d' + 0 63 

(T 70 ) = - = - = - 3T 

G x CO - 0 204 
.*. T = 70 a - 3 1 C6 0° 

(T - 70 - x C = 9 Cl x 0-0034 - OOC*- 

To find K 

Jtiitc at . 70 - 0 27'*- losing. 

Difference to T = + 0 03 H - faster. 

U .... - - 0-24*- losing. 

Let . . X = any number of degrees from T. 

Then C x X 2 = amount of loss for X. 

The quantities C, T, and K, for any having been found, 

the rule for finding the rate c? the same \vatr.h in any given 
temperature is as follows :— 

'fake the difference between the given temperature and T 
(calling this difference N). 

Multiply X 2 by C, and the result will he the amount by which 
the watch will go slower at the given temperature than it does at 
T; and, therefore, by applying the amount thus obtained to U 
(the rate of the watch at T), the rate in the given temperature 
will be obtained. 

When C, T, and II have been found, the rate which the watch 
will keep in various temperatures can he found from the Table 
on next page but one. 

The Table gives the amount by which a watch will go slower 
than at T, at any given number of degrees from T. The rule 
for Using the Table is :— 

Take the difference between the given temperature and T 
(that is, X). 

Take C to the nearest third decimal place. Kilter the Table 
with C at the head. Kilter the column marked X, with X as 
given to ncArest degree, and in the column marked Cor’n will 1*} 
found the amount by which the watch will go slower f-*r X 
degrees. 

Ft r rnpit •— 

T 72° C 0-0O3 It - O'M*- 

Ketjnmd tlit* rate ill CO* 

Dilb renoo between T and iriven temjior.iiure 12 - X. 

Kilter Table headed G 0 0o3, an 1 column X, and lake 12 

The column headed Dor’ll gives o 13 ". ].>i'ng 
It - OM 

n-07* 


Kate in (50* . 
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The “ thermal error” or correction of the rates for temperature, 
as carried out at the Bidston Observatory, has led to the dis¬ 
covery by Mr. Hartnup of a small but very systematic difference 
between the “ Sea ” and “ Shore ” rates of chronometers. With 
very few exceptions, chronometers used in steamships have been 
fouud to go somewhat slower at sea than on shore—the amount 
in different instruments ranging from a small fractiou of a second 
to upwards of one second a day. This is probably caused hy the 
motion of the ship, or the magnetic effect of the metal of which 
she is built. It is small in comparisou with the thermal error, 
and is only capable of being detected in cases where the correc¬ 
tions for change of temperature have been carefully applied at 
sea during the voyage. 

Since the above was written, radio-telegraph}”, popularly 
known as wireless, has become an accomplished fact between 
ship and shore. Time signals are sent seaward daily from the 
United States Naval Wireless Telegraphic Stations at short 
intervals; received by ships within the effective radius, that 
are fitted with radio-telegraphic installation which is in working 
order, and used for verifying or correcting chronometer rates, 
and hence the time and longitude at sea. The French Govern¬ 
ment similarly despatch wireless time signals, for chronometer 
purposes, from Eiffel Tower, Paris, to ships in the vicinity that 
are fitted with wireless installation. Such an easy and reliable 
system of determining Greenwich Mean Time has been under¬ 
way since 1910, and was fully described on the United States 
Hydrographic Office Pilot Charts of January, 1911. During 
the war wireless time signals from Eiffel Tower have been 
discontinued. 
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It has been considered advisable to give a place to the following 
correspondence between the author and another, bearing as it 
does upon a very important consideration in the navigation of 
iroii ships:— 

The Editor, Mercantile Marine Service Association “ Reporter .” 

HEELING ERROR. 

Sir,—Will any correspondent kindly give the method usually 
employed at the Board of Trade Examinations for calculating 
the Heeling Error ? Given the heel, the direction of the ship’s 
head by compass, and the Heeling Error observed, to find the 
approximate Heeling Error, with a greater or less given heel, 
and with the ship’s head on some other named point of the 
compass, the ship’s magnetic latitude being in both cases the 
same.—Yours faithfully, Inganno. 

December, 1877. 


The Editor, Mercantile Marine Service Association “ Reporter * 
HEELING ERROR. 

Sir,—In answer to “Inganno,’ in your January number, I 
submit that the first thing to be done is to determine what 
is called the heeling co-efficient. It is the error on the North or 
South point by compass, caused by one degree of heel, and is 
found by dividing the difference between the deviation, ship 
upright and ship heeling, by the number of degrees of heel. 

For example, given the deviation on North, ship upright, equal 
to - 21°; when heeling 12° to starboard, equal to - 3°; this is 
equivalent to a plus change of 18°, which, divided by 12° of heel, 
gives + 1**5 as the heeling co-efficient for each degree of heel to 
starboard. From this it will be seen that the heeling error is 
directly proportional to the amount of heel. Now, when the 
heeling error is given for any other than the North or South 
points, it is easily reduced to these by simply dividing it by the 
natural cosine of the number of points from North or South; 
then divide the result by the inclination to starboard or port, as 
the case may be, and you have the heeling co-efficient as before. 
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For example, the heeling error on W.X.W., with 1G 9 of heel to 
port, is — 9 19 ; divide this by 3S3 (the natural cosine of G 
points) ami }’ou get 24°; divide this l»y the heel (1G°), and once 
again we shake hands with our friend the heeling co-efficient. 

Xow it is evident that if we require the heeling error for any 
other given point, we have merely to multiply the heeling eo- 
efficient by the natural cosine of the number of points contained 
between Xortli or South (taking the nearest) and the stated 
point, multi pi}’ the result by the fresh heel, and we have the 
error required. 

For example, the heeling co-cffiicient on Xortli is + l'*5 for 
each degree of heel to starboard; required the heeling error on 
X.H. by X. i X., heeling 10 to starboard. Multiply + 1‘5 by 
•832 (the natural cosine of 2^ points): the result is + 1 '32; 
multiply this again by 10 inclination to starboard, and we got 
+ 13 23 as the answer. 

I have treated the foregoing solution of the question asked by 
“inganno” at considerable length, and in piecemeal fashion, 
hoping that by bo doing it would be rendered clearer. The 
mathematical expression is very concise, but seamen are more 
accustomed to regard wcut/ur signs than to study algebraic ones. 
He fore quitting this subject I must warn “Jnganuo” that if the 
heeling error has a plus sign when heeling to starboard, it will 
have a minus one with a heel in the opposite direction; also, 
that the signs are reversed when the Northern semicircle of the 
compass is substituted for the Southern one, or the contrary, 
loir example, if the heeling co-efficient on Xorth is 4 - I'-’j when 
heeling to starboard, it will be — 1°*5 on South when heeling 
the same way. In conclusion, the heeling error on any given 
point must not be confounded with the • l.eriation on the same 
point. For example, the deviation , ship upright on S.W. is 
+ 13°, but when heeling 17 to port it is only + 2°, the heeling 
error is consequently —11. 

OoMI'I.KTK Kxamim.K.—W ith ship’s head S. 1C. by K„ and up¬ 
right, the deviation is + 23°; when heeling 8° to port it is + 0 *. 
Required the deviation 011 X.X.W., when heeling Ij 9 to star¬ 
board; the deviation on that point, when upright, being 14 ; 
magnetie latitude the «ni'io in each ease ? .Answer. — 7G*'2.’>. 

Syt IKK T. S. Livkv 

Ffhnmrjj 20th, 1873. 
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STAR TELESCOPE FOR SEXTANTS. 

About the first thing to be seen to on getting a star telescope 
fitted to one’s sextant, is that its colliination adjustment is per¬ 
fect If the line of sight of the telescope is at all inclined to the 
plane of the instrument, instead of being strictly parallel to it, 
as it should be, all angles measured with it will be too great; 
and the larger the angle so measured, the greater will be the 
error. To determine the value of the error corresponding to the 
various angles or altitudes, which may at any time be observed, 
proceed as follows:—The sextant being in perfect adjustment, 
screw in the ordinary direct telescope, and, on a fine clear night, 
measure carefully the angle between two stars, whose distance 
apart is between 100° and 110°. Read off and note this angle, 
but do not move the index; then insert the star telescope, and 
verify the measure —taking care to make it in the very centre of 
the field. If the line of collimation is correct, the stars will be 
in contact as before ; but if it is not so, the stars will appear to 
have separated. Bring them again into contact, and, having 
read off the angle, the difference between it and the first reading 
is, of course, the error for that particular angle. 

To find what it would be for smaller angles, one might proceed 
as before, by selecting stars at the required distance apart; but 
it is better to adopt another method, wherein a knowledge of the 
error of parallelism of the telescope is pre-supposed. 

Raper, in his explanation to Table 54, already referred to on 
page 73, gives a rule for determining the error for any given 
altitude or angular distance when the error of parallelism of the 
telescope employed is known ; and this same rule, when worked 
backwards, serves of course to find the error of parallelism. 

Rule to find the Error of Parallelism. 

From the log. sine of the error belonging to any given angle, 
measured by sextant, subtract the log. tangent of half the same 
angle, and the remainder divided by 2 will be the log. sine of the 
error of collimation. 
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Kx ample. 

Let the error at 100° due to defective adjustment of the line ol* collimution 
Vie 8‘; required the inclination of the telescope to the plane of the sextant. 


Log. sine of 8’ . 7'3CC82 

Log. tangent of half 100° = 50° . 10‘07G19 

2 ' 17 29063 

Log. sine 2° 32’. 8 64531 


Now, having ascertained the angular inclination of the tele¬ 
scope to the plane of the sextant, if it be required to know the 
quantity to be subtracted from any other altitude or distance 
measured with the same star telescope and sextant, we must 
employ Kapcr’s rule in its direct form as follows :— 

“ To twice the log. sine of the error in the parallelism of the 
telescope, add the log. tangent of half the angle measured. The 
sum will be the log. sine of the required error in the observed 
angle." 

•Kx AMPLE. 

The error of parallelism having been determined as 2° 32’, required to kuov* 
the quantity to be subtracted from an observed altitude of 40°. 


2° 32" Log. sine 8 C4531 * 2. 7’29062 

Half of 40° = 20° Tangent . 9 56107 

Quantity to be subtracted 2‘ 27* Sine ... C'85. J9 


Having ascertained by direct measurement the error at 100® 
or thereabouts, it is recommended to ascertain, by calculation as 
above, the error for all other altitudes at intervals of say 5\ 
Having thus made a small table, guin it on the inside of the lid 
of the sextant case for ready reference. Whether the errors are 
known or not, don’t forget the advice on page 370, to observe 
stars on both sides of the zenith. The diameter of the object 
glass of the star telescope should not exceed 1* inches clear 
aperture, unless special provision is made for one of greater size 
by raising the horizon-glass an additional of an inch or there¬ 
abouts above the plane of the instrument. In usiny the star 
telescope be careful to observe as nearly as possible in the cjciict 
centre of the field. 













APPENDIX (D). 
THE THREE POIXT PROBLEM 


Scale : I inch - 4 miles 


C 


A 



B 


P 


Let the unknown angle at A be x, and the angle at B he y. 
Then x and y may be found, as follows, by the algebraieal 
artifice of the employment of an auxiliary angle, here called 0. 
In any plane triangle we have the sides proportional to the 
sines of the opposite angles, as proved in works on Plane 
Trigonometry. Hence, in the triangles A PC, BPC, it follows 
that: 




sin, x 
sin. M 


AO sin, x 
sin. M 


but things that are equal to the same thing are equal each to 
the other : 


• AO sin, x BO si n, y 
sin. AI sin. N 


j sin. x BO sin M 

and .*. ' ~z -- = 

sin. y AO sm. 2s 


and the right hand side of this last equation may be assumed, 
correctly, to be equal to the tangent of auxiliary angle 0; 
because the tangent of an angle varies through every value 
from zero to infinity, plus or minus. 

. sin. x _ BC sin. M 
sin. y AO sin. N 


tan. 9 
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Then, hy subtracting ami adding unity to each side of this 
equation, and dividing out, we get: 

sin. .r - sin, y . t an. 6-1 
sin. x + bin. y lan. 6 t 1 

and a reference to any work on Plane Trigonometry shews that 
this equation may be written in the more convenient form for 
logarithmic calculation : 


un $ (£ vl = s _ 45 ., 
an. 3 U i- yi 

The auxiliary angle artifice is often handy. Here it enables 
us to obtain a direct solution of the three-point problem; ami 
the same formula covers every case. Let M _ 34 , X = 4S°, 
ACB = 161°, AC = 5, BC = 7 L to correspond with the ligure 
in this Appendix, and the solution is indicated below, tir.st 
finding the value of 0, and then A (x — y). It will be noticed 
that x + y) = 3G0° - M 4- X + ABC; -- 300° - 243* _ 
117°; and, therefore, J (x + y) = 30'. P is the sought 

ship’s position. 


7 4 log. $6923 

9 - 45*) un. S73132 

34 ‘ (in. 9 74706 

i x f y Un. 0 212»i> 

45* coscc. 0 1-JSV3 

— 

— 

J - y ui . S 91400 

0 74572 

— 

6 log. b9s97 

x y ~ 10* 

— 

x t- y 117* 

9 tin. 04673 

a- - 03* ;to 

6 = 4V» 5 

y = 53* 30' 
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79»?'5H 

3 h9«.W!5 

3 11159:6 . 

0 4971199 *• 

1 remnfcrcuce m statute miles . 

4 39,*71 - 1 

62s0 feet in one note . 

3 722t3.TJ ♦ 

Circiuul. in fc«>t 131,333,716 

s 11*43763 

Cncunif. in minutes of arc *1600 

4 3. 11 >3S - 

Menu Nnut i'aI mile 8«"*»»)2fi3 feet 

3 7s.i9r*JI» 






APPENDIX (E), i tc. 


7 25 


APPENDIX (E). 

The mean radius of an oblate spheroid is the radius of a sphere 
of equal volume, and is equal to (a*b) where a is the equatorial 
and b the polar radius. The earth’s mean radius is therefore 
395S79 statute miles, and according to this way of looking at it 
the mean sea mile would equal G080 - 3 feet. In the United States 
the nautical mile is defined to be one-sixtieth part of the length 
of a degree of a great circle of a sphere the surface of which is 
equal in area to the area of the surface of the earth. This value, 
ou Clarke’s spheroid, is 1,S53 , 24S metres. 

APPENDIX (F). 

As the magnetic poles are approached it may be assumed that, 
in conformity with the general law of magnetism, the deflections 
of the needle would become larger than here recorded ; but this 
is a matter of more interest to the scientist than to the navigator. 


APPENDIX (G). 

The mariner’s compass is found to be disturbed by submarine 
influences near North Quarken, Gulf of Bothnia; Oxelosund, 
Sweden; Cape St. Francis, Labrador; Cossack, N.W. Australia; 
New Ireland and Bougainville, Solomon Islands; Tumbora 
volcano, Sumbawa Island, near Java; St. Mary’s Isle, near 
Madagascar ; Delagoa Bay ; Iceland and its adjacent waters; 
Odessa Bay, and the shoal south of it; and Isle de Los, W. coas* 
of Africa. 

APPENDIX (II). 

In Walker’s Taffrail log the bell sounds at every Jth part 
of a knot run by the ship, therefore = knots. Thus, 
if the interval between two strokes of the bell be 40 seconds, the 
hourly speed of the ship is 15 knots. A small table like the 
subjoined may be stuck up in the chart-room :— 


s. knots. 
50 = 12 0 
49 - 12-2 
4S = 12-5 
47 = 127 


s. knots. s. knots. 

46 = 130 I 42 = 14 3 
45 = 13-3 41 - 14 6 

44 = 13-6 40 - 1.V0 

43 - 14-0 | 39 = 154 


The governor should always be used with a Taflrail log, other¬ 
wise it rotates by fits and starts, and the mechanism is more 
liable to sutler from the rapid spinning which occurs after the 
line gets sufficiently twisted to overcome the friction induced by 
the drag of the rotator. 

In the case of Harpoon logs a guard of two pieces of crossed 
iron should be seized to the line about a couple of fathoms or so 
ahead of the log. Its business is to arrest seaweed, waste, and 
rubbish, which would otherwise foul the log and render it use¬ 
less for the time being. 







7=6 


J PPKSDIX (I), fc. 


APPENDIX (1). 

It may be taken as quite beyond the realms of controversy 
that the moon has absolutely no direct eilect upon weather; and 
even an indirect etlect, in certain localities, is doubtful. For 
example, in Torres Straits gales are remarkably prevalent about 
the times of Full and New Moon, or, in other words, at Springs. 
During 1841-44, l)r. Rattray, of H.M.’s surveying ship. Fly, 
noticed that at these periods there was a large area of coral r-‘ef 
uncovered at low water, extending out from land some GO or 7U 
miles, and the great heating by the sun's rays of this large area 
has a tendency to cause gales at F. and C. Thus in this locality 
the moon, operating through the titles, indirectly produces (with 
the sun’s assistance) a meteorological disturbance at regular 
periods, and of considerable magnitude. Proof, however, is 
wanting. 

Again, where there is much rise of tide, say in the upper por¬ 
tion of the Bristol Channel, there must be some displacement 
of air by the incoming volume of water, quite apart from the 
eilect produced by submergence of miles of heated tracts of land, 
and this is also alleged to have some etlect. 

Pilots of rivers and estuaries like the Mersey, the Dee, or the 
Clyde, are familiar with these local cMects, such as a breeze spring- 
ing up with the tlood, \'c., though they may not be able to detinc 
the true cause. 

Again, in very many tropical ports—Bombay for example, dur¬ 
ing the N.K. monsoou—laud and sea breezes alternate with won¬ 
derful regularity. Facia forenoon, the heated land draws to it 
the sea-breeze (or “ Doctor”), and right welcome it is. This dies 
away after nightfall, and vessels in the oiling experience an oll- 
shore wind owing to the land having become cooler than the sea. 
Anvoiie who has beat up the Malabar or Coromandel Coast is 
familiar with these changes, which are all due to fluctuations of 
tem} tern litre. 

One must learn to look beyond his noso for causes. 

APPENDIX (d). 

From Syzygy to Quadrature the tide prime#, and for three days 
or so after Springs the interval between the corresponding tides 
of successive days is less than the nv« rage 50m. 

Fey contra, from Quadrature to Syzygy the tide lays, and 
accordingly, for about throe days after Neaps the opposite elfect 
is produced. 
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APPENDIX (K). 

On the night of 31st October, 1S7G, a storm-wave 10 feet high 
swept over both banks of the Magna and the islands in its 
mouth ; 98,000 people were drowned. “ Soondrebun ” of Bengal, 
sometimes written “ Sundarband ” or “ Sunderbunds.” 

APPENDIX (L). 

Another method of finding the Mean Time at ship and also at 
Greenwich of the meridian passage of a star, is as follows :— 

Example. 

AVhat was the Mean Time at ship and at Greenwich of the 


meridian passage of * Procyon on February 19th, 1895, the 
Longitude being 45° \V. ? 

H. M. ft. 

R.A. of Procyon (page 332, JY.d.). 7 33 50 

24 

31 33 50 

Sidereal Time at Green. Mean Noon. 21 56 14 

Approx. Mean Time of transit at ship . 9 37 6 

Longitude in Time. 3 0 0 \\ 

Approx. G.M. Time. 12 37 6 


Sidereal Time at G.M. Noon . 2i 56 44 

Acceleration for 12h. 37m. 6s. - 4 - 2 4 

Corrected Sidereal Time . 21 58 48 

31 33 50 

Mean Time at ship at transit. 9 35 2 

Longitude in Time. 3 0 0 W. 

Corrected Greenwich Mean Time . 12 35 2 


If still greater accuracy be required, the foregoing must be 
repeated :— 


II. M. 8. 

Sid. Time at G.M. Noon (page 21, A r .d.). 21 56 4375 

Acceleration for 12 hrs. 4 - 1 58*28 

„ „ 35m. + 5 75 

„ .. 2s. + 0*00 

21 58 4778 

31 33 50 00 

M.T.S. of trausit of * Procyon on Febry. 19th... 9 35 2*22 


3 A 
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APPENDIX (My. 

For pilotage purposes in confined water spaces, everyday experience 
teaches that the compass cannot claim to be more than an auxiliary 
to the eye methods commonly employed. 'Where changes in direction 
are many and rapid, time is wanting to lay off positions by the com¬ 
paratively slow process of cross-bearings :—take the more intricate parts 
of the estuaries of the Thames and Mersey for example. It is due to 
this very obvious fact that a purely local pilot never consults a chart; 
either he is guided by the mostly present buoys, or, in their abscucc, 
by trausit-marks in the day-time, and by range lights, coloured sectors, 
and maskings at night. 

Where banks are much given to sinking without permission, as in 
the Hugli, or, say in Yarmouth Roads, the buoyage has to be re¬ 
arranged at short intervals, and pilots have to look out for fresh 
transits. Now, as the charts of such unstable localities cannot be 
kept precisely up to date, the sensible navigator, on arriving within 
pilotage limits, hauls up his courses, backs the main-topsail, hoists the 
“Jack ” at the fore, puts a Jacob’s ladder over the lee side, and gets a 
boat-rope ready well forward. Then “ local talent,” when it comes on 
board, does the rest a3 above described. 

But intricacy is a question of degree, and outside of Europe there 
are heaps of danger-strewn places with a paucity of buoys, lights, and 
pilots—perhaps none at all—where the navigation, though demanding 
much skill and clear-headed judgment, permits of more deliberation. 
The navigator thus left to his own devices has to fall back on the 
tools of his trade, and, unless familiar with the potentialities of Sextant 
and Station Pointer—the first as an angle measurer, and the second as 
an angle-plotter—looks to his ancient friend “ Cross-bearings ” to get 
him along. Here, then, it is proper to remind him that if the ship 
has to pursue many and widely-varying courses, it is very important 
to liavo a closdy a<ljuslal navigating compass (s^e clause (I), page Git?, 
as there is always danger at such titties of applying the Deviation the 
wrong way ; and though such Deviation may be small, its misapplica¬ 
tion just doubles the effect on course or bearings. In the Royal Navy, 
during ilcet movements, a “ manceuvring compass ” is kept in close 
ndju*tment for the reasons here given. 

But there yet remains an equal y important point which the man 
entrusted with the safety of a ship cannot afford to overlook : owing, 
n; some eases, perhaps, to their more striking appearance, or some 
unaccountable whim of the moment, the uu\igator may be beguiled 
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into selecting the more distaut visible objects for cross bearings, and 
this may easily prove fatal. Provided they are well defined and 
correctly delineated, preference should always be tjiven to objects near at 
hand. 

An error in bearing of a paltry quarter of a point—from whatever 
cause or unhappy combination of causes—is well within the bounds of 
probability. Now, with the object so near say as one mile, the ship’s 
position due to such an error is only vitiated to the trifling extent of 
half a cable; but should the object happen to be five miles off, the 
displacement amounts to a quarter of a mile, and at ten miles to half a 
mile. At either end of the Magellan Strait tempting objects, ten- 
mile and upwards, are quite common, and an error in beat ing of 3° or 
4* would probably entail disaster. 

It may be argued that the natural tendency is to take bearings of 
the nearer land-marks; perhaps so, but the writer has so often seen the 
contrary done without any apparent reason, that it is just as well to em¬ 
phasize by repetition the last paragraph of page 104. See also page 149. 

It is greatly in favour of the Station Pointer method of “fixing” 
that it is free from Deviation, and that a sextant-angle can be taken 
ever so much more accurately than a compass-bearing—especially 
should there happen to exist the not unusual accompaniments of sea 
and wind to make things lively. These undoubted advantages give 
correspondingly greater liberty in choice of objects. 

It is regrettable that one or two shipmasters, who have never tried it , 
publicly jeer at the Station Pointer as newfangled, expensive (which it 
is not), unpractical, and requiring a mail steamer’s complement of 
officers. This is because, unfortunately, they know no better, and are 
therefore altogether out of their proper sphere when they undertake the 
r61e of critics. Theirs is a prejudice which experience would dispel : 
such men, by way of mental reparation, often become extravagantly 
enthusiastic about that which they had previously condemned. 

All the recognised instruments of navigation—and the Station 
Pointer is now one of them—have their legitimate times and uses, as, 
in previous pages, the writer has endeavoured to shew, and the navi¬ 
gator must learn to discriminate. Once more, “Knowledge is Power.” 

If the recommendation is to use near objects for “ fixing ” ship, the 
exact converse applies when adjusting compasses or ascertaining Devia¬ 
tion by known bearing of a terrestrial object. In these latter cases it 
is better that the object should be as far away as possible, compatible 
with distinct vision (see paragraph near bottom of page G18, et sequitur) 

The two aspects of the bearing question dealt with in this Appendix 
ate entirely distinct, and must not be confused with each other. 
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DEFINITIONS. 

Here and there throughout the text various definitions in Nautical 
Astronomy have hern introduced in a casual way as necessity has arisen ; but 
now that the Hoard ■ >f Trade has .stiffened its back, it appears desirable to 
recapitulate them sy.stematically, and add such others as are wanting, so that 
the student may not lie put to the inconvenience of referring to other books 
perhaps not accessible at the moment for enlightenment regarding the 
various technical expressions he may happen upon from time to time. 

It may be argued with some show of truth that the proper place for these 
definitions is at the beginning of Tart II., but on the whole they are somewhat 
dry reading, will be supertl mus to some, and likely to “choke off’' those who 
require a little coaxing. They are therefore relegated to an Appendix, where 
thev will be handy when wanted. 

Care has been taken to arrange the definitions in such a sequence that, as 
far as possible, each one is preliminary to the next. The simpler ones have 
alio been put first. It follows that it will not do to skip, or to Wgin any¬ 
where but at the beginning, since the definitions are more readily grasped in 
proportion to the reader's aeqn lintance with those which have preceded any 
particular one. 

It would of course be possible to put much more tersely the matter 
contained in the following pages, but in that ease it would not be so readily 
understood by the less advanced student. In fad the heading is hardly 
correct, for what follows must be considered more in the nature of detailed 
Explan t(ton* than curt Definitions. 

It is a misfortune that in the average book on Nautical Astronomy many 
expressions are employed which mean exactly the same tiling, but the reader 
is not told so. Unless this redundancy is pointed out, confusion is apt to 
arise iu the student’s mind. In view also of the fact that (hi hulk of seamen 
have but scant mathematical training, nothing but the homeliest language has 
been made u>e of: so now to business. 

The innocent little word “ Circle ” is so often encountered in these 
explanations at dchmti n«, that it will he better to tAekle it at the very 
outset. 

1. A CIRCLE is a plane figure Imi'iided or surrounded by a continuous 
curved l nc called the circumference, of which every [>art is at the same 
distance from a [Hunt within named the c< litre. It will lie noticed that, 
strictly speaking, the cir le is not the circumference, but the surface winch it 
end ues. 

In the Kugh'h m tern the ciicumfereiice is diuded into and these 
again in minutes ('• and second ( ) of dec. The eircumft rence may also be 
d'vid* I into hours, mniutis, mid sec aids of Time. As very fainihir examples 
of the*!- tw > divisions we have the e mip.iM canl and a clock dial. 
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Lines drawn from the centre to any part of the circumference are termed 
radii, aud are of equal length ; the length of any one of these when multiplied 
by 2 is equal to the diameter; and the diameter multiplied by 31416 is very 
nearly equal to the length of the circumference. 

Radius must not be confounded with Radian, which is something totally 
different (see footnote, page 217). 

If a circle be divided into two equal parts termed semi circles, each will 
contain ISO 3 or 12 lirs. ; the line of separation is the diameter. For example, 
in the Tables of Burdwood and Davis the azimuth is reckoned through 180° 
in the eastern and western semicircles. If a circle be divided into four equal 
parts termed quadrants, each will contain 90° or 6 hrs. For example, the 
compass-card is divided from 0° at North and South to 90° at East and West. 
A Right-angle contains 90°; an Acute-angle , less than 90°; an Obtuse-angle , 
more than 90°. 

Any portion of the circumference is called an arc, and the straight line 
connecting the extremities of an arc is termed the chord of the arc. The 
parts of the circle separated by the chord are termed segments. A semi¬ 
circle is a segment. 

The Complement of an angle is what the angle wants of 90° or 6 hrs. ; 
therefore, if the given angle be 60 p or 4 hrs., its complement h 30° or 2 hrs. 
The Supplement of an angle is wbat the angle wants of 180° or 12 hrs.; 
therefore, if the given angle be 105° or 7 hrs., its supplement is 75° or 5 hrs. 
These two words are often contracted to “co” and “su,” and used as a prefix 
to some other word; thus we have sine and “ co-sine,” versed sine and 
“su-versed-sine ” ; therefore, the log sine of 60° is the same as the log cosine 
of 30®, as may be seen by inspection of any Table of Trigonometrical Ratios. 

A vast deal more might be written about a Circle and its properties, 
which, however, would be out of place for the purpose in view. It is said 
that to describe a true circle is easier than to draw a perfectly straight line. 

2. A SPHERE or Globe is a solid figure bounded by a curved surface, 
every point on which is at the same distance from au interior poiut called the 
centre of the sphere. Evemj plane section of a sphere is a circle. For 
example, imagine a billiard ball to be cut clean through in such a manner as 
to divide it very unequally, then the flat side or section of each of the two 
pieces, whether the large or the small, will be a true circle, provided the cut 
is a clean one. (The meaning of the word plane is given on page 337.) A 
“ plane ” has no material existence, it is devoid of thickness, it is merely what 
is termed an “abstract idea.” In geometrical reasoning we have to suppose a 
good many impossibilities : for example, a “Line” is length without breadth ; 
and a “ Point ” has no magnitude. 

3. A GREAT CIRCLE is one which divides a sphere into two equal 
parts; and to do so its plane must pass through the dcad-ceutre of that 
sphere ; but it is free to do so in an infinite number of directions—there is no 
limit when we are dealing with imaginary planes. For example, an imaginary 
line joining any two stars in the firmament constitutes an arc of a Great 
Circle; it matters not whether the stars lie vertically, horizontally, or 
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obliquely to the observer. Pursuing this matter just a trifle further,—if we 
take haphazard any three stars not in a straight line, the three connecting 
lines would be arcs of Great Circles lying in different planes, but each passing 
through the centre of our globe, and the surface of the sphere included by the 
three ares would be a spherical triangle. It is clear, therefore, that any 
number of such Great Circles may be considered to exist in space. 

The Poles of a Great Circle are the extremities of that diameter of the 
sphere which is perpendicular to the plane of such Circle. For example, the 
Equator is a Great Circle, whose plane—passing through the centre of the 
Earth—divides it into the Northern and Southern Hemispheres, with their 
corresponding North anti South Poles. 

Now as all Great Circles truly bisect each other, it follows, let their 
inclination be what it may, that each one must intersect the Equator in two 
opposite points; ami the two opposite points of any Great Circle must be 
180’ apart. (See definition No. 8.) 

The Angle at the Pole <>f a Great Circle is measured by the arc of the 
Great Circle which subtends that angle. Think this over till thoroughly 
comprehended, and then don’t forget it; as it is a rule requiring constant 
applicant n. Still taking Mother Earth by way of illustration, the Augle at 
the Pole would be suhtendc 1 by an arc of the Equator in the case of a difference 
of longitude, say, between the meridians of Washington and Greenwich. Or, 
supposing an observer to be on the Equator, in Long. 0*, the Angle at the 
Zenith would be subtended by an arc of the celestial meridian of 90® east and 
west longitude. In each of these two cases the Groat Circles subtending the 
angles are perpendicular to each other ; but, as already stated, Great Circles 
may intersect at any angle of inclination. Now if the first two lines uf this 
paragraph are understood, it will be seen that the Angle at the Poles of the 
Ecliptic (see definition No. 10) would not be subtended by an arc of the 
Equim rtial, which intersects the Ecliptic, but by the Ecliptic itself. Put we 
are getting a little too "previous.” 

The Vertex is the poiut of highest latitude touched by a Great Circle, 
not being the Equator ; and there are of necessity two such vertices, just in 
the same way as there aio two points of intersection. These N ertices are 
diametrically opposite to each otlur, both in latitude and longitude,—ono in 
the Northern, and the other i.i the Southern Hemisphere : if so, they must be 
180° apart, and 90* distant in each direction frmn the two jtoiuUi where the 
Gnat t’irele to which they belong intersects the Equator. Therefore, if you 
know the longitude of those crossing places, yon ubo know the longitude of 
each vertex, and vi e rersd. So nine for tl c 1 mgitude ; but what about the 
latitude? Well, this is determined with eq ial read ooss. since the angle of 
intersection is always equal to the Latitude of Vertex. This is nut chance ; 
it is a law of 41 spherics.” There will be more said nl>out this i*eculiarity ol 
Great Circles when we come to the Ecliptic. 

The meridian of longitude which passes through the Vertex is known as 
the Meridian of Vertex, and is the only one wliieli euts the Great Circle at 
right angles. It i* useful to remember this peculiarity also. 

Great Circles and their Poles are scattered ab>ut everywhere ami any¬ 
where millions of thorn. They are for ever cropping up in Nautical 
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Astronomy, and therefore in Navigation, which is based upon it. But if you 
know one, you know the whole family, and they behave exactly a^ke in 
similar circumstances. 

4. A SMALL CIRCLE is an insignificant and distant connection of the 
Great Circle family. One does not hear so much about it in Nautical Astron¬ 
omy. It is rigorously excluded—not, indeed, from the ordinary family 
circle —but from the family triangle , which is an exclusive meeting of three 
Great Circles—presumably members of the “upper circle.” At such a 
meeting a Small Circle would be regarded as an interloper, and put out, being 
quite inadmissible in such high society. 

A Small Circle divides a sphere unequally , and consequently its plane 
cannot pass through the centre. 

5. THE CELESTIAL SPHERE may be conceived to be an immense 
spherical dome or shell, with the stars as glittering points on its inner 
surface, and ourselves as a speck at its centre. Upon this sphere we imagine 
certain lines to be traced (corresponding to similar imaginary lines on this 
Earth), whereby may be fixed the apparent positions of the heavenly bodies, 
and their motions ascertained and described. The apparent place of a 
heavenly body depends solely upon its direction from the observer, and has 
nothing whatever to do with its actual distance. 

With the solitary exception of our troublesome neighbour the Moon, the 
parallax of all the other bodies with which seamen are concerned is so 
insignificant—owing to their vast distance—that in practical navigation it is 
usual to disregard it utterly. It would therefore be quite immaterial whether 
such bodies were observed from the centre or surface of the Earth : the 
measurements would be identical. 

With our own satellite it is different: owing to the Moon’s proximity, all 
lunar observations have to be reduced to the Earth’s centre. The elements in 
the Nautical Almanac are—as may well be imagined—computed as between 
the centres of the various heavenly bodies. The Celestial Sphere is often 
spoken of as the “Celestial Concave,” since it is the inner surface we are 
supposed to be looking at. 

6. THE POLES OF THE CELESTIAL SPHERE are two fixed points 
in the heavens where, if a star were situated, it would suffer no displacement 
whatever during the 24 sidereal hours occupied by the apparent rotation of 
the sphere on its axis : consequently, as we shall see by-and-bye, such a star 
would have no “ diurnal circle.” Polaris beiug distant upwards of a degree 
from the Celestial Pole, does not quite fulfil these conditions, and only 
approximately represents the place of the Pole. It has a diurnal circle— 
though a very small one—which is gradually getting less, but will never 
reach the vanishing point. 

The line joining these two fixed points is the axis of the celestial sphere 
about which it seems to rotate. To its inhabitants, the Earth appears to be 
at rest, and the celestial sphere to move round it from east to west. In reality 
it is just the other way about (see footnote, page 390). Do not get “ mixed ” 
over this capsizing of the arrangement of the universe. 
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The Axis of the Earth, and all lints jwrallel to this Art's, point to 
the Celestial Pole (set detin. No. 2. r >). The North Point which is on the 
horizon, must not be confounded with the North Pole , which has an 
elevation above the horizon equal to the latitude of the observer. 

7. THE EQUINOCTIAL CIRCLE, or Celestial Equator, is a Croat 
Circle midway between the poles of the celestial sphere, and therefore 
DO’ from each. It is iu fact the Earth’s equator extended to the heavens. 
When the Sun is crossing this circle in spring and autumn declin. 0*), day and 
night are- Pules excepted -everywhere equal in duration (see page 39s . 

The Equinoctial Circle forms the horizon of an observer standing at either 
pole of the Earth, and as soon as the Sun appears above it, there will be 
constant daylight for a jieriod of six months. This is to compensate him for 
the other six months of the year during which there would l*e modified 
darkness. (See para. 3, page 407). 

In speaking of the Equinoctial Circle the second word is often dropped 
altogether. The Equinoctial is to the heavens what the Equator is to the 
Earth. 

8. THE VERNAL EQUINOX, or First Point of Aries, is used by 
astronomers aud navigators a? a reference point in the sky, much the same 
as Greenwich is used as a refercuce point on the Earth (see page 30^). The 
Equinoctial Point is the starting place for liight Ascension, Sidereal Time, 
and Celestial Longitude : for brevity sake it is cut down to “ The Equinox.” 

The Autumnal Equinox is the opposite point, where the Ecliptic cuts the 
Equinoctial when the Sun is moving south. The Ecliptic and Equinoctial 
being great circles, t lie Vernal and Autumnal Equinoxes are of course ISO’ 
apart: to traverse this space it takes the Sun six months. l)o not confuse 
“ Equinox ” with “ Equinoctial ” : one is a Point, the other is a Great Circle. 

9. THE EQUINOCTIAL COLURE, or Zero Hour Circle, is a Great 
Circle passing through the celestial poles and the equinoctial points. That 
half which passes thr nigh the vernal equinox may be regarded as The 
Celestial Primo Meridian. 

10. THE ECLIPTIC is that Great Circle in the heavens which the Sun 
seems to describe in tlie course of a year. It is better explained as the trace 
of the plane of the Earth's orbit ni>ou the celestial sphere. It derives its 
name from the fact that eclipses ran only occur when the Moon is crossing it. 

As before stated, the Ecliptic cuts the Equinoctial at the vernal and 
autumnal equinoctial points. Midway between these come the vertices of the 
Ecliptic, known as the summer and winter Solstices, which mark the jt^ition 
ut maximum d* cl nation (23° 27 N and S \ Here for a brief spell the Sun 
seeni'. to stand i-till beforo retracing his steps to the >th<T heim'sphe e. 

The great circle passing through the solstitial point*, the j>olcs of the 
equinoctial and ecliptic is termed The Solstitial Colnrc. It lies at right 
angles to the Equinoctial Colure (see No. if. The Solstitial f’olnrc is the 
“Meridian of Vertex" of the Ecliptic. 

The terms “summer and winter solstices '' are, of course, only relative, 
•nice the Engosh summer is ti e Vustrnlasi»u winter, and rice ve «<t 
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By “equinoctial point,” or “equinox,” is usually meant the vernal equinox, 
or 1st Point of Aries. The other is much less heard of. 

11. OBLIQUITY OF THE ECLIPTIC is the practically constant angle 
(23° 27') which the ecliptic makes with the equinoctial at their points of 
intersection. In accordance with the laws of “spherics,” this angle is equal 
to the polar limit of the Sun’s declination. 

The Poles of the Earth, instead of being perpendicular to the plane of its 
orbit round the Sun, are inclined to it at the above angle. It is this 
beneficent arrangement which gives us the four seasons of the year, and the 
varying length of day and night. 

12. THE TROPICS are two small circles—parallel to the equinoctial— 
drawn through the solstitial points. The Sun never gets beyond these 
boundaries. The northern is the Tropic of Cancer, and tin southern the 
Tropic of Capricorn. 

13. THE TORRID ZONE is the space on the surface of the Earth lying 
within the tropics. Twice in the year at noon the Sun is over-head to every 
place within this area, and never to any place outside of it. It is mostly a 
hot shop. 

14. THE POLAR CIRCLES arc small circles distant 23° 27' from either 
pole. The northern is called the Arctic Circle, and the southern the 
Antarctic Circle. Their latitude, therefore, is G6° 33' N. and S. respectively. 

15. THE FRIGID ZONES are the spaces lying within the polar circles. 
If the torrid zone—temperature apart—has its little peculiarity, so have 
the Frigid Zones, but in a more marked degree; for at places within their 
inhospitable limits the Sim keeps above the horizon during part of the summer, 
and below it during part of the winter. The extent to which this happens 
depends upon the sun’s declination and the distance of the place from the pole. 

16. THE TEMPERATE ZONES are the spaces lying between the tropics 
and polar circles. They have nothing to do with the great Temperance 
Question or the principles of the natives. 

17. LATITUDE. The Celestial Latitude of a body is reckoned from the 
ecliptic toward one or other of its poles, and is measured on a “ circle of 
latitude ” passing through the body. A circle of celestial latitude is a great 
circle perpendicular to the plane of the ecliptic. Terrestrial Latitude of a place 
is reckoned from the equator towards one or other of the poles of the Earth, 
and is measured on a meridian. 

18. LONGITUDE. The Celestial Longitude of a body is measured on 
the Ecliptic, starting from the equinoctial point. It is always reckoned in arc, 
and from west to east throughout the complete 360°. Terrestrial Longitude 
of a place is measured on the Equatoo' y starting in both directions from the 
meridian of Greenwich, and is reckoned up to 180° E. and 180° W. 

The latitude and longitude of the Sun and Moon are given in the Nautical 
Almanac , on pages III. and IV. for the month. They are not used by 
navigators. 
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19. THE ZENITH, in general terms, is the jioint vertically over-he&l in 
the celestial concave : for example, it is the jioint whence a plumb-line would 
meet the surface of the Earth. The direction of the plumb-line is determined 
by the direction of gravity at the place of contact : this is very seldom indeed 
exactly towards the centre of the Earth (see pages 9 and 10\ 

Were the Earth a true sphere, the Zenith might be defined as the point 
where a line drawn from the centre of the* Earth, upwards through the 
observer, would meet the sky. I5ut since the Earth is not a true sphere, this 
second definition really indicates a point known its the Geocentric Zenith. 
Moreover, the True Zenith is only correctly determined when the direction of 
gravity is not interfered with by loca r and abnormal influences (se-’ par. 3 of 
page 10\ 

20. THE ZENITH DISTANCE at any moment is simply the angular 
distance of a body from the observer’s Zenith, or what the true altitude wants 
of 90°. The Zenith Distance is therefore the e omp'ement of the altitude. 
The body may have any bearing. When a body is on the horizon its Z. D. 
is 90'. It is measured on a vertical circle, or circle of altitude. 

21. MERIDIAN ZENITH DISTANCE only differs from N'o. 20 in being 
the body's distance from the zenith at the instint of jmssing the observer's 
nun'vlian ; in the ease of the Sun this would he at apparent noon, and at 
such times the bearing would be either North or South. 

22. THE NADIR is the point under foot wl ich is opposite to the zenith. 
In observatory work it is readily determined l>y directing the tekscnj»e 
downwards to a basin of mercury between the piers of the instrument, and 
slowly moving it by the proper screw until the image of the horizontal wire in 
the reticule, as seen by retlcetion, coincides with the wire itself. (See 
page 8<i). The “ horizontal point ” for the zero of the instrument s of course 
90 3 from the Nadir. 

This method has superseded the old-fashioned ones, which, besides being 
much more troublesome, were atllieted with the uncertainties of that hnglvar 
of the astronomer -refraction. The Nadir is seldom or never referred to in 
navigation. 

23. HORIZON ( see Plate is a general term which, where navigation is 
concerned, resolves itself into the flati >«<»/, the Sensible, mid Visible horizons, 
lint in the end they all come to the wine thing. 

24 THE RATIONAL HORIZON is a great circle of the celestial sphere, 
having the zenith and nadir for its poles ; it is therefore half-way tatween 
them, and in * fp m each. The plane of the Rathnal Horizm passes through 
tin centre of the li*rth. Wherever he may elect to go, each individual 
carries with him his own Rational Horizon, so that their number is infinite: 
but however many there may l*o, or however varied their angles of inclination, 
they one and all I* ve the same centre see juge 322\ The observer's Horizon 
has several faithful companions which never desert it. They are—the Zenith, 
Meridian. Prime Vertical, and a host of other Vertical t’ircles. (See No. 27). 
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25. THE SENSIBLE HORIZON is a small circle parallel to the 
particular rational horizon to which it corresponds, and its plane passes 
through the eye of the observer. 

Though separated by the semidiameter of the Earth (nearly 4,000 miles), 
it is evident that when extended to this infinitely distant surface of the 
celestial concave—as in the case of the fixed stars—the two horizons resolve 
themselves at the “vanishing point” into a single great cirele ( see pages 
320-323). They may therefore be treated as one and indivisible, except when 
the Moon is concerned. 

26. THE VISIBLE, or Apparent Horizon, is the line where the sea 
and sky appear to meet. It is a small circle parallel to the others, but 
depressed below the sensible horizon by an angular amount depending upon 
the height of the eye above the surface of the sea : this angular amount is 
familiar to seamen as the “dip of the horizon.” There is True Dip and 
Apparent Dip : in the latter the effect of refraction is allowed for. The exact 
formula for true dip is :— 

. s “'- a= y^+A) 

where It — mean radius of the Earth, A = true dip, h = height of eye. 
With R = 20,902,412 feet, and 4 — 40 feet, the true dip is 6' 43"*5. 

27. VERTICAL CIRCLES, or Circles of Altitude, are great circles 
passing through the zenith and nadir, and therefore perpendicular to the 
observer’s horizon in every direction. 

28. A CELESTIAL MERIDIAN is a great circle passing through the 
poles of the heavens, the zenith and nadir : it therefore marks the north and 
south points of the horizon, and lies at right angles to the equinoetial and 
horizon. It is a particular case of a vertical circle. The Celestial Meridian 
is merely the plane of a terrestrial meridian extended to the celestial concave. 
Though very important in its way, it is only a local reference line. There are 
of course any number of meridians. 

Please understand that, unless otherwise specified, the word “ meridian ” 
as used in these explanations is to be considered the meridian of the observer. 

29. THE PRIME VERTICAL is the vertical circle passing through the 
zenith at right angles to the meridian : it therefore runs east and west, and 
cuts the horizon at those points. It is essentially a Great Cirele. All bearings 
mentioned in these “explanations” are True bearings. 

30. HOUR-CIRCLES are great circles of the celestial sphere passing 
through its poles , and therefore at right angles to the equinoctial: they 
correspond exactly to the meridians of the Earth, and are sometimes termed 
“ Circles of declination.” 

31. THE ALTITUDE of a heavenly body in general terms is its angulai 
elevation above the horizon, and is measured by the arc of a vertical circle. 
In practice there are three kinds of Altitudes :—(1) The Observed Altitude 
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as taken with a sextant ; (2) The Apjxirent Altitude, which is got by 
applying to the observe*l altitude the instrumental errors and dip, also semi¬ 
diameter—if any. It is therefore the angle of elevation of the line drawn 
from the observer to the ap/xirent plaee of the body ; 3) The Tme Altitude 
is got from the apparent altitude by the application of refraction and j*amllax. 
The latter—in the ease of stars—is non-existent, and in the ease of the Sun 
and planets may be neglected with safety. With the Moou it is a big item. 

The True Altitude, therefore, is the angle of elevation of the line dr urn 
from the centre of the Earth to the True place of the body. 

In the ease of the troublesome Moon the altitude needs yet another minor 
correction. The nearer a body is, the larger it looks : now, when the Moon is 
right over head, it is nearer to the observer by half the Earth’s diameter than 
when it is on his horizon ; hence its angular diameter when in the zenith is 
appreciably larger, and the increase is called Augmentation. 

The Moon’s semidiameter, as recorded in the .V*» utiea' Aim tmic, is the 
angle under which it would appear if viewed from the centre of the Earth. 
Hut we don’t view it from the centre of the Earth, and so the semidiameter 
needs u plus correction depending for amount upon the Morn's Altitude. 
This is given in tabular form in all epitomes, but it is so small as not to 
he worth bothering about except in the case of a Lunar Distance, if ever used 
at sea, whore “Every mickle nmk’s a muckle.” fFor refraction see |>age 9t, 
and f- r parallax see pages 3*20-323.) 

32. PARALLELS OF ALTITUDE are small circles parallel to the 
horizon. They are more commonly called “Circles of Equal Altitmle.” {See 
page 4S0.) 


33. THE DECLINATION of a laxly is its angular distance north or 
south of the equinoctial, ami is measured by the arc of the hour circle passing 
through the laxly. Declination ranks in the heavens with Latitude on Earth: 
thus a star whose declination is, say 40° X., will pass the meridian in the 
zenith of all places in Latitude 40° X. 

34. POLAR DISTANCE is the body’s angular distance from the elevate l 
pole. When the body is on the celestial equator (declination 0°) its Polar 
I Mstance is !HW. 

Win n the dcchnati >n and the observer’s latitude bear the same name, the 
Polar Pistince is the complement of the declination ; but when they are of 
contrary mines the Polar Distance is the sum of the declination and 
Thus if the observer l*e in north latitude, and the declination be 20° X., the 
Polar Distance would In* ; but if the declination were *J0° S., the Polar 
1 bst.m ‘e would Ik' 110°. 

35. THE AZIMUTH, or True Bearing, is the angle at the zenith 
between the okservei’s meridian and the vertical circle pissing through the 
body. It is measured 1 y the uv of t/u /mri :»« intercepted Iftwceii the north 
or south ]k int and the tout of this vertical. In all casrs n body will change its 
Azimuth imwt rapidly when on the meridian, ami least rapidly when on the 
prune vertical If for sonic special purjHise the A nniitli should require to Ik* 
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known very accurately when the body is near the meridian, Time-Azimuths 
will give the best results : similarly, should the body be near the prime vertical, 
Alt.-Azimuths will give the best results. 

The most favourable time for swinging ship for compass work is of course 
when the Azimuth is changing least rapidly, and this can be ascertained at a 
glance from Burdwood or Davis, accordiug to the latitude and declination. 
The altitude, though, should never exceed 40°, and 30° is the ordinary limit. 
For ship work Time-Azimuths are more convenient than Alt.-Azimuths (see 
bottom of page 123). 

But although they should be looked for, one cannot always command the 
most favourable conditions; when, unfortunately, they are absent, the 
philosophic sailor will comfort himself with proverbs suitable to the occasion, 
such as “ Beggars cannot be choosers,” “ Half a loaf is better than no 
bread.” Endeavour so to discipline your mind as always to be thankful even 
for small mercies. Contentment is happiness, though proper ambition is 
commendable. 

30. THE AMPLITUDE is merely the complement of the azimuth of 
a body on the horizon, and is reckoned from east or west towards north or south. 
Thus, if the azimuth were N. 80° W., the corresponding Amplitude would be 
\V. 10° N. In Burdwood and Davis the azimuth is counted through 180°, and 
one might wonder how the “ complement” rule would then work. There is no 
difficulty. Imagine the amizmuth to be N. 120° W.; subtract from 180° and 
we get S. GO 0 W. for the azimuth. Now the complement of this is W. 30° *8. 
= the Amplitude. 

The Amplitude is defined as the angle between the prime vertical and that 
vertical circle which passes through the body when the latter is on the horizon. 

Strictly, the term is only applied to a body at its rising or setting. It is 
dropping out of fashion, as no one now-a-days would dream of waiting for that 
which after all—when the critical moment arrived—might not be visible : we 
have all heard of such things as a “ high dawn,” “ the Sun setting in a 
bank,” &c. 

Azimuth Tables and good bearing instruments make it easy to get compass 
observations almost at any hour. 

In the days of wooden sailing ships it was not uncommon in the first or 
second dog-watch to see “ the old man ” solemnly laying his hand “ ou edge ” 
(or the Gunter scale) over the compass, and squiuting along it in the direction 
of the setting Sun. It was so easy to do, and the table in the Epitome 
obligiugly gave the Amplitude without any calculation whatever. The rising 
Sun did not receive so much notice : the mate would be busy washing decks, 
and “ the old man ” had not yet turned out. Steel has changed all that, and 
compasses insist upon their claims to constant attention. 

To an observer on the equator the Amplitude of a body is equal to its 
declination ; thus, if the declination is 15° N. the body will rise bearing 
E. 15* N., and set bearing W. 15° N. Under all cireumsUnices, however, it 
bears the same name as the declination. 

When its declination is 0°, the body rises and sets due cast and west in all 
latitudes. In high latitudes, when the body—instead of rising or setting 
vertically—skims the horizon obliquely, the visible Amplitude is only 
approximate, ami a correction is necessary. Why should this be 1 
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37. TIME is an all-im|*>rtant factor iu our daily lives. “ Punctuality is 
the soul of business,” and though we have clocks and watches to keep u.s 
straight, there must be something to keep them straight in the first instance. 
This “something” is the uniform rutntion of the Earth on its axis, which is 
always informed in exactly the same time, and thereby gives to us the 
portion of time known as a Day. 

But there are “days” and “days.” Broadly, a day is the interval 
between the departure of the observers meridian from a heavenly body—not 
necessarily the Sun—and its next return thereto. It derives its prefix or 
Christian name from the body with which the motion of the meridian is 
associated. If the various heavenly bodies preserved the same jiositions 
with respect to each other, the intervals between the departure and return of 
a meridian to each would be the same, and consequently days of all 
denominations—whether solar, lunar, or sidereal—would be of equal leugtli. 
But tlris is not the case. The Suu (or more strictly, the Earth in its orbit , 
the Moon, and the Planets are in continual motion, with velocities not only 
differing from each other, but varying in each particular body; hence a big 
celestial complication, which cuts out plenty of work for the astronomer in the 
compilation of that “wonderful book of prophecy M the Xauticil Almanac. 

But our resources don’t end here, for, ever so far away, beyond Sun, .Moon, 
and Planets, there dwells the glittering host of stars—stms in various stages 
of existence. They possess, it is true, wlmt astronomers call “ proper 
motions” of their own; some speeding oue way and some another, with 
velocities scarcely possible to realize ; hut owing to the immensity of distance 
which separates them from this Earth, their movements inter se are only 
barely perceptible in the observatory after the lapse of many years. So far, 
therefore, ns we mortals are concerned, the shirs arc fixed points in the 
fathomless depths of the sky: the “Plough” of to-day is pretty much the 
“Plough” of a hundred years ago; so also with the other constellations,— 
within the memory of man they alter not. 

This majestic phalanx sweeps round nbout the Earth unceasingly, keeping 
step exactly, and without any derangement of its formation. Me turn to 
practical account the unfailing punctuality of this stellar procession by t iking 
it as that jwirtieulur measure of Time known as the Sidereal day of 21 
Sidereal hours. 


38. A SIDEREAL DAY, therefore, is the interval between the de|*arturc 
of a meridian from a given star and its return to the name, >t the t me 
occupied by the Rirth in rotating once on its axis. This measure of time, 
ever available, is of invariable length. 

To keep the ropes clear for running, we will at once draw a distinction 
between rotation and revolution They should not be used ind • erimin 
Atclv. In these pages the first will always l*o tmderst hmI t > nirtin <t 4 */y 
f/ innui'i on its own axis, like a tcet »tum, a top, or a nurry gv round ; 
and the second, the jmth »r rhit a 6i >bj ronwl its Th'»s 

the Earth n fates on its axis once in the course of a </iy, and rex -ires round 
the Sun once in the course of a year. Tl e Moon revolves round tin Eirth, 
but ta rotation is so very slow ns to be only once i i a revolution. The Moon, 
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therefore, always shews us the samo side. What the other side is like we 
don't know, though Libration enables us to peep round the corners to a small 
extent. 

Also, in considering the various daily measures of time, the observer must 
stick to his post. If he deserts it for another, as a ship does on the ocean, 
the intervals between successive meridian passages will be longer or shorter 
according to whether he has moved westward or eastward. As we cannot 
venture just now to complicate matters after this fashion, the observer will 
please to consider his eye glued to the transit instrument of anv one 
observatory he may select, Greenwich for choice. 

39. AN APPARENT SOLAR DAY is the interval between the departure 
of a meridian from the Sun's centre and its return to the same. But from 
two causes this interval is a variable one, and therefore unsuited to the 
affairs of high-pressure civilized life ; nor could clocks be constructed to keep 
pace with its vagaries. 

Cause No. 1 is the apparent variable motion of the Sun in the ecliptic, 
due to the fact that the velocity of the Earth in its orbit varies with its 
distance from the Sun; and here, be it said, the Sun is nearest to us in the 
northern winter and furthest in the northern summer. The Earth’s orbit, 
then, is not a true circle, but an ellipse, with the Sun in one of the foci. 

Cause No. 2 arises from the Sun’s apparent path not being coincident 
with the equinoctial, but inclined at an angle already explained as the 
“ obliquity of the ecliptic.” To know when the effect from this cause is least 
and greatest requires a little meditation. Just think it over. 

A sun-dial shows Apparent Solar Time, and we also use this latter time 
at sea, where it is the custom to “make 8 bells” when the Sun is on the 
meridian at noon. 

40. A MEAN SOLAR DAY. With a view to obtaining a convenient 
and unifonn measure of time, astronomers have recourse to a Mean Solar 
Day, the length of which is equal to the mean or average of all the Apparent 
Solar Days in the year. An imaginary sun called the mean sun is made to 
take the place of the real Sun, and the interval between the departure of any 
meridian from the mean sun and its next return to it constitutes the Mean 
Solar Day. Being a uniform measure of time, we are enabled to make clocks 
and watches which will practically conform to it. 

If the imaginary or mean sun could be observed on the meridian at the 
instant when the mean-time clock indicated Oh. Om. Os., it would again be 
observed there when the hands returned to the same position. 

As the time deduced from observation of the real Sun is called Apparent 
time, so the time deduced from the imaginary sun is called Mean time. 

Mean Time cannot be obtained from observation, because there is nothing 
to observe ; but it may readily be deduced from an observation of the real 
Sun with the aid of the Equation of Time presently to be explained. 

41. THE CIVIL DAY and ASTRONOMICAL DAY. The first named, 
or common mode of reckoning, consists of 24 mean solar hours, counted in two 
batches of 12 hours each. We have seen that the Solar Day really begins 
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with the transit of one or other of the two suns across the meridian at mean 
or apparent noon, ami this is the natural order of things if we accept the Sun 
a3 our time-keeper. But the Civil I>ay begins at the ]>receJin(i mulnijht, 
and its first batch of 12 hours takes us to noon ; we then make a fresh start, 
and the second batch of 12 hours carries us on to the following midnight, and 
so completes the Civil Day. Hence the ordinary clock is only marked to 12 
hours. At Bern in Switzerland there is a large public clock with its dial 
marked in two batches of 12 hours each, one lot for a.m. and the other for p.m. 

The Civil reckoning is, therefore, always 12 hours in advance of the 
Agronomical reckoning ; hence the well-known rule for determining the 
latter from the former, viz:—In civil time, with p.m. make no change ; but 
with a m., diminish the day of the month by one, and add 12 to the hours. 
Thus:—January 2nd, 7 h ■JO"' p.m. civil time, is January 2nd, 7 4IT 1 

astronomical time ; but January 2nd, 7 h 49 ,n a m. civil time, is January 1st, 
19 h 49 m astronomical time. It will be noticed that Astronomical Time has 
no a.m. or p.m. but runs right through the 24 hours. This is the case with 
Sidereal Time also. 

Ships’ log-books used to be kept in astronomical time by some, since it 
seemed convenient. Other navigators preferred the log-l»ook kept in what was 
called nautical time, which, like astronomical, commenced at noon, lienee the 
remark which used to be found in the last page of the harbour log :—“ This 
day contains twelve hours to commence the sea log.” Fortunately, for all 
concerned, Civil Time is now universal. The Nautical Day commenced 12 
hours before, and the Astronomical Day 12 hours after, the Civil Day. 

There being no room in the cramped columns of Kailway time-tables to 
insert a.m. and p.m. except at the top, every traveller, other than a “ bagman ’’ 
used to Find ditliculty in sorting out times of arrival and departure over long 
routes, especially ns O'* 0“ p.m. was represented by 12 h G m p.m., which 
could only mean G m after mulniyht. At length a genius came along and hit 
upon the simple device of putting the a.m. figures in one kind of type, and the 
p.m. in another. Once more Columbus and the egg. 

To summarise, the Civil Day begins at midnight and ends at tlie next 
midnight, which is the most convenient arrangement for the ordinary affairs 
of life on shore. The Astronomical Day logins at the noon between the two 
midnights, and ends at the next noon. It has l»cen propped to make the 
Astronomical Day conform to the Civil Day, but it entails Mich n general 
upset—including the Xnutioil Almanac that whilst admitting its advan¬ 
tages, astronomers »cem loath to make the change, 

42. THE EQUATION OF TIME. The difference Mwceii the time 
given by the imaginary sun and the real Sun at any instant, is so termed It 
is the angle at the f>ole of the /A/umocho/ included between the meridians 
passing through the centre ot the real and imaginary suns respectively that 
is to say, the difference ktween their Bight Ascensions. 

Sometimes the real Sun is ahead of the imagiuarv one, and sometimes 
astern of it, and this regulates the application of the Filiation of Time as 
given m the Xaulical Aim mac, where it is additive and subtractive by turns. 

From I... 23rd to April lf>th tlie real Sun is leading; therofiire. 

during this period the clock will be before the Sun. 

From April IMh to June 14th the real Sun is astern if tin "tlur, and the 
clock will k behind tho Sun. 
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In tin- Figure the dotted curve gives, the difference between the apparent Sun 
and the mean Sun for each month due to the orbit of the former being an ellipse. 
The curve shows the difference due to the angle between the ecUptic and the 
equator. The continuous curve is the combination of those two, and is the 
equation of time as given in the Xuutical A nauur. 

From June 1 -1th to August 3t.t the real Sun has agn»n got in advance, and 
the clock will be before the Sun. Finally, fiom August 31st to Peeemlor 23rd 
the real Sun is behind, and the clock will be behind the Sun. The greatest 
value of the Fqnation of Time is lb" ‘JO*. 

Now this matter of the clock being before or behind the Sun, as given in 
Whitaker’s and other shii■•rig almanacs, is apt t> be confusing; but reference 
to our bosom friend the Xuutical Ahnanar makts it plain enough. For 
example:— At 2 r.M. by the clock on May 1st, l'Jti-J, at Greenwich, required 
to know whether the clock is before or behind the Su'i. ^Remember that 
the clock shews Mean Time, while the Sun shews Apparent Time.) 

On pago 75 of the Xuutical Aluunuo- page 11. lor the month) the | reccpt 
enjoin« that the liquation of Time sbaU be added to Mean Time to find 
Apparent Ti ie. b. m. *. 

Flock = 2 0 o or Greenwich Meau Time. 

Equation of Time -f 2 54 

Heal Sun ... 2 2 51 or Greenwich Apparent Time. 

Tht re lore the clock is behind the Sun. 

43. THE LUNAR DAY. As with other heavenly bodies, this is the 
interval of time between the departure of any meridian from the Moon, and 
its next return thereto. So far this has been the wording used, and is the 
truer way of putting it; but generally the Earth is consul*n l as standing 
still, and the other 1 iodic* revolving round it. If we adopt the same \ icw, the 
wording must be altered to rend like this : - A Lunar Day is the interval of 
time between two successive transits of the M mn *vcr the same meridian. 
The meaning is of course identical. 

Ihi the average the Moon gains 12 114 on the Sun daily, so that she 
comes to the meridian of solar time later eaeli day. To tind the mean 

interval between sueces'ive transits of the Moon we may use the j ro|>ortion 
3iHV 12' 11 *1 2t h : .r ; w la nce jc - 2t h SOW". 

The variations of the Moon’s motion in Eight Ascension, which are very 
considerable, rmisi th's int«r\.il to vary from 24 h 3^ m to 2. f » h »V". 

44 SIDEREAL TIME at any place, at any moment, is the icestcrn hour- 
angle of the vernal iqumox. When the opiinoetia! j m• 1 1 is on the mcrid an 
of the observer, local Sidereal Time 1 m g'us. At that instant, and at tli-it 
particular spit, it is, so t > say, Sidereal Noon, ami a will regulated sidereal 
clock should indicate if' o M o*, quite ims|»eettve of tin time shewn by a 
in* an »"d ir clock, which might pocsibly indicate midnight, or any otln r hour 

All «l»» •'Nat<*»ries are equipped with a sidereal clock, the face of which is 
marked up t 24 h »urs, and in this way it agrees with li ght Ascension, 
wl ieh ii) o runs eoi tinuoiikly through 21 I " irs. 

I’»\ n g nice at his si h real e| »ek. and at the Hid t Aset union rdumn in 
hi *i ir eatalogm, the u-troiiomer can tell in a moment wlmt particular st ir 
is thin man ng Id* luernl'nn, and 'nil set his tiaiisit instrument t • the proj er 
•altitude t T observing its passage. Let its ium 0 inc a case ;— 
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On June 10th, 1902, the Astronomer-Royal .at Greenwich, in Lnt. 51° 28V 
N., finds the time by his sidereal clock to be 14 hrs., and wishes to test its 
correctness. From long practice lie remembers that Arcturus has a R.A. of 
about this amount, and turning it up, finds it to be 14 h ll ln 13 99 s , therefore 
it will pass the meridian at that instant of sidereal time : this gives him ll m 
in which to get ready. The declination of Arcturus is 19’ 41V N., and its 
meridian altitude is found as follows :— 


Latitude . 

. 51 

28* 

N. 

Declination. 

. 19 

41* 

N. 

Zenith Distance. 

. 31 

47 

JN\ 


90 



True Altitude.. 

. 58 

13 

S. 

Refraction . 

. + 

i 


Apparent Alt. 

. 58 

13* 

S. 


The transit is accordingly rotated on its supports to point to the southern 
heavens, and set to 58° 13£'. By this time Arcturus will be about entering 
the field of the teleseope, so the astronomer will record the minute shewn by 
the clock, and pick up the beat of the pendulum, which in the stillness of an 
observatory is almost painfully distinct. Then, at the precise instant, when 
Arcturus is on the vertical wire representing the meridian of Greenwich, the 
second and tenth of a second will be noted by ear. Any disagreement 
between the observed time of transit and the star’s R.A. is the error of the 
clock on sidereal time. 

This illustrates the principle of the thing, but in practice many important 
niceties require attention to ensure accuracy, and the chronograph may be 
substituted for the ear. 

Certain stars, whose places have been determined with the most pains¬ 
taking precision, are selected for this special purpose and get the name of 
“ clock stars.” The transit is supposed to point true north or south, but it 
might be a trifle out of the plane of the meridian, so the nearer the “ clock 
star ” is to the zenith the less will any error in azimuth be felt. Let the 
reader think this out and discover the reason. 

To the navigator who is not furnished with a sidereal clock, and is con¬ 
stantly shifting his position, a most useful item in the Xautical Almanac 
is the Sidereal Time at Greenwich Mean Noon. With this and his 
chronometers he can get the sidereal time for any hour at Greeuwich, or at 
ship, whenever the necessity arises ( see pages 401-402). 

Sidereal Time , then, is nothing more than the distance, at any moment, 
of the equinoctial point from the meridian of the observer, in whatsoever part 
of the world he may happen to be. {See footnote, page 330). 

A sidereal day consists of 23 h 56 m 4‘09 s of mean solar time, and 
during it a meridian rotates through 360°. A sidereal day is therefore shorter 
than a mean solar day by 3 m 55’91 s of mean solar time, and the deficiency 
is termed the Retardation of mean solar on sidereal time. This brings us to 
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the fact that in the course of a year tho Earth rotates on its axis 3fifij times ; 
or we have that number of sulerenl 'toy* as compared with 3*»r>.J s-Jnr >tn»/s. 
Leap year has been d* vised to dispose of the odd quarters, wliirh, if neglected, 
would in process of time seriously derange the calendar. The “old quarters” 
are not quite quarters, so a further correction lias to Ik' made at long intervals. 

In the Xiutieal Alnuinnr , on paste III. of any month, in the centre 
column, will he found the Mean Time of Transit of the First Point of 
Aries. This is the distance (or hour-angle of the me-tn Sun from the 
meridian at the instant when the true point of intersection of the ecliptic and 
equinoctial (called tho First Point of Aries, or vernal equinox) is on the 
meridian of Greenwich. It is the time by a Greenwich tnmn time clock at 
the moment that a Grecnwieh svtereal clock indicates exactly <> h O'” 0% 
and may be termed Mean Time at Sidereal noon, precisely ns in the right* 
hand column of page II. we have Sidereal Time at Mean noon. It is 
useful Ibr changing Sidereal Time into Mean Time. 

Should the place of observation not Ik* on the meridian of Greenwich, tho 
mean time must lie corrected by the subtnv'tinn of 9\s3« for each hour (and 
in proportion for each part of an hour) of longitude if the place be to the 
HVsf of Greenwich, but by its if to the East. 

45. RIGHT ASCENSION is the angle u t the eeUstinf f>olc Ktween 
the 1 tody's hour-circle and another which jtasses through the equinoctial 
point ; the last of these two circles is distinguished a* the Equinoctial 
Colnre, or Zero Hour circle (see definition N >. 9 . The Equinoctial ('dure 
being a "rent circle, of course passes through both the equinoctial jmints 
Aries and Libra. See bottom para, of page 3!»^). 

11. A. is in the sky what Ijongitudc is on Earth, though their starting jtoinLf 
are not the same. 

Eight Ascension of a given body is virtually the Sidereal Time whin such 
given IhmIv |Kisses the observer’s meridian. It is measured easfirtirl by tbf 
arc of the equinoctial intercepted Mweon the equinoctial |h« int and the 
font of the 1* sly's hour circle. 

The Eight Ascension of Sun, Moon, Planets, mid Stars, are nil reckoned 
from the snme point. The only dillerenee is that stellar Eight Ascensions 
are practically constant, whilst those of the other Lillies require correction 
for Greenwich Date, more especially that of the rapidly moving Minui. 

46. RIGHT ASCENSION OF THE MERIDIAN sounds large, but is 
merely the observer's own E.A. nt n /;/ »i« nmt, as would Ik* indicated by 
bis sidereal clock if lie bad one, and therefore entitled to be called Sidereal 
Tuno at Place. Should the oWrver In- alloat it would be equally proper to 
deline it as the Sidereal Time at Ship The example mi page ti»2 shews 
how to liml it at sen. 

It is now advisable t> en'l attention t • the lug distinction existing h tween 
the Eight Wcnsimi of a Stai and the Eigl t Ascension of the Meridian. 
The first named does not vary, l*ecausc the star Lung a tixtere in the 
nh tin! concave, the mterml lietfleen it and the iqually fixed “equinoctial 
point '' n mains practically emu ta.it, as may Ik* seen by inspecting the Star 
List in tlie Auii/ini/ .l/mupin'. the eiprtiioctnil point and the skir rot-ite in 
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-unison. It is different with the observer ; he being on Earth, and the 
equinoctial point being in the sky, they are all the time rotating either 
towards or from each other ; in the first ease the eastern hour-angle is 
decreasing, in the second ease the western hour-angle is increasing. 

So it follows that the Right Ascension of the (Meridian of the) observer 
is an ever-varying quantity, being dependent upon the hour-angle of the 
equinoctial point at any given moment as shewn by his Sidereal (Jloek. 

In navigation books the word “ meridian,” when used in this connection, 
is intended to mean the meridian of the observer; but as there arc many 
meridians, the omission of the word “ observer ” may cause perplexity, and 
therefore—cumbrous though it lie—it is here inserted whenever it appears 
advisable. This Appendix is not intended for astronomers, but for young see 
officers anxious to know something more than mere “ Rule of thumb.” 


47. RIGHT ASCENSION OF THE MEAN SUN. The mean Sun is 
an ingenious ereatiou of the astronomer to meet the requirements of this 
work-a-day world in general, and of elock-makers in particular. It is a 
fictitious body whieh is supposed to make the round of the equinoctial with 
uniform velocity in the same time that the real Suu makes the round of the 
ecliptic with variable velocity. 

Though in the 12-months’ raee it happens that sometimes one is ahead 
and sometimes the other—the amount being shewn by the Equation of Time 
plus or minus— both suns reach the winning post at the same instant: on 
the turf this is described as a “ dead heat.” 

We see, therefore, that the apparent revolution of a star round the Earth 
gives a day of uniform length, and that the real revolution of the Earth round 
the Sun gives a year of uniform length. 

Mean noon is the instant when the mean Sun is on the celestial meridian 
of the observer, and mean time is therefore the hour-angle of the mean Sun 
{see pages 397-398). 

Now, it being understood what is meant by “ mean Sun,” it follows from 
definition No. 45 that the “ Right Ascension of the Mean Sun ” (written 
R.AM.S.) is simply its distance from the equinoctial point at any given 
moment. But here comes a little complication, for, unlike the R.A. of a fixed 
star, the R.A.M.S. is a constantly increasing quantity, owing to the mean solar 
day being longer than a sidereal day by 3 ni 5G*56 S of sidereal time. This 
means that 24 mean solar hours equal 24 h 3 m 5G‘5G S sidereal hours. The 
excess is termed the “ Acceleration of sidereal on mean solar time.” 

By opening the Xautical Almanac at page II. of any month it will be 
seen that the right-hand column is headed “ Sidereal Time.” A very little 
reflection, based on previous definitions, will convince the student that with 
equal propriety this column might be headed “ Right Ascension of the Mean 
Sun,” for so it is, but only at the instant of Greenwich mean noon. For any 
subsequent hour the Sidereal Time lias to be corrected (or brought up to date) 
by adding the amount of acceleration corresponding to the time elapsed since 
mean noon. This is an ordinary “ rule of three ” sum, but even that little 
trouble is saved by the table ou page 77^. 
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To sum up, the R.A.M.S. is nothing mure than the Sidereal Time at 
Greenwich mean noon after eurreetion in the manner already dcserilted. In 
corroboration, please note that the Sidereal Time as recorded in the Manti'cal 
Almanac increases daily hy 3 ,n &n*AO*. On j>age 5. r >0 are two examples 
involving the use of the R.A.M.S. to get Mean Time. The nile is:—From 
the Sidereal Time at place (increased if necessary hy 24 hr*.) subtrai t the 
R.A.M.S. : the result will be Mean Time at place. 

43. HOUR-ANGLE, *«r Horary Angle, or Meridian Distance These 
all mean the same thing. The second and third ought to be chucked out — 
cs|»ceially the third, as it is apt to get mixed up with a similar expression 
in nautical surveying used to express the difference of longitude Wtween 
two stations. 

The Ilmir-Angle like Right Ascension—is also an angle at the jxtle, but 
in this ease it is the angle between the celestial meridian of the observer and 
the hour circle passing through the l>ody in question ; whereas in the ease of 
Right Ascension the angle is between the zero hour-circle jmssing through 
the equinoctial point and the hour-circle passing through the liody. 

In other words, the Right Ascension of any given 1**1 y is its distance in 
time from the equinor ; and the Hour-Angle is its distance in time from the 
observer. 

This again amounts to saying that the Hour-Angle is simply the dillerenee 
between the. body’s own Right Ascension and the Right Ascension of the 
Meridian of the oliserver. Rut just taking the difference will not tell what 
name to give to the II mr Angle. All sorts of mystification would ensue; lmt 
none whatever by following this simple rule : From the Fight Ascension of 
the Meridian (increase!I laj 21 hours if necesetrg) subtract the Fight 
Ascension of the Star: the remainder will be the Hour-Angle DVst; if it 
exceeds 12 hours , subtract from 21 awl name it Fast. See pages 120 131). 

There is a very simple and graphic way of s/u win a how to name the 
Hour Angle making a mistake impossible. It can l>e rigged up in less than 
no time, and costs notlung. The requisites are a piece of whitish cardlioard 
about 7 inches square, and a piece of writing paper somewhat smaller ; also 
a couple of ordinary brass pins from your wile's « r sister's pincushion, or from 
your own “ Dittv hag.” 

On the oardlmard describe n circle with a diameter of o inches ; divide the 
circumference roughly into 21 hours, marking the or 21 1 ' with r, which 
is the symbol for the Equinox, or First Point of Aries.* Then the circum¬ 
ference will represent the Equinoctial, and the numerals will In' hours ol 
Right Ascension; they mufct Ik* written down from wot to e.Lst, as they would 
be written on this page. If you like to take the trouble, the names of the 
principal stars may be set down against their respective Right Ascensions. 
For example, Ifamef would be written against 2 , Capctla against 5 ; Fegulus 
n-uinst 10 ; fl Ct nt turi against 1 t, and so on. 

Next, descrilii* a circle «>t Dili, diameter on the writing piper, and cut it 
out neatly with s«. mrs. 1-Voin the centre to the circumference drawn ml 
line, and write along it “Right Ascension of tin* Meridian of the oWrvtr." 


* tt uvk' I ke a grapnvl. 
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Complete by drawing a few arrows round the margin of the paper circle in 
the direction of from west to east. The paper will then represent the Earth 
ready to rotate in the plane of the Equinoctial, which it can be made to do 
after fastening together it and the cardboard by a pin through their common 
centre. The “ gatchet ” is then ready for action. 

Now, to see what name to give any particular IIour-Angle, you have only 
to set the red line to the hour representing the Right Ascension of the 
Meridian, and stick in the second pin at the hour corresponding to the star’s 
Right Ascension : it then speaks for itself. 

Example :—When the Right Ascension of the Meridian is 22 h , required 
the Hour-Angle of Hamel , and its name. Having set the red line to 22 11 , 
and stuck in the pin against Hamel , it is at once seen that the Hour-Angle is 
4 h East. Now try how this agrees with the verbal rule 

h m 

R.A.M. of observer. 22 0 

R.A. of * Hamel . 2 0 subtract. 

Hour-Angle. 20 0 W. 

24 

Hour-Angle . 4 h 0 m E. 

Let the Hour-Angle of Altnir be required when the R.A.M. is 2 h 0 m . Set 
the red line to 2 h and stick in the pin at 20 h against Altalr. The Hour- 
Angle is 6 h west. 

h ni 

R.A.M. of observer . 2 0 + 24 h 

R.A. of * Altair . 20 0 subtract. 

Hour-Angle . 6 h 0 m W. 

The Hour-Angle, as may be seen by the “gatchet,” is measured by the are of 
the Equinoctial included between hour-eircles of the observer and the body, 
and is mostly reckoned in Time. 

Since it is the result of the unceasing rotation of the Earth on its axis, the 
II.A. is continually changing in amount : at eaeh instant easterly Hour-Angles 
grow smaller, and westerly ones grow larger. 

With the Sun all is plain sailing, since it is obvious that a p.m. Hour- 
Angle is the same as Apparent Time at Ship ; and an a.m. Hour-Angle is got 
by subtracting Apparent Time from 12 hrs. 

Further light may be thrown on the subject by explaining how in practice 
Mean Time at Ship can be got from the Hour-Angle of a star, 

1. Given the Hour-Angle and time by chronometer. 

2. Find the corresponding Greenwich Date. 

3. Take out star’s R.A. from Nautical Almanac. 

4. Take out Sidereal Time at preceding Greenwich Mean Noon, and 
correct it for Greenwich Date by table on page 773. It then becomes 
the Right Ascension of the Mean Sun. 

6. When the Hour-Angle is IFcst, add it to the star’s R.A. : this gives the 
Right Ascension of the Meridian of the observer: from this (increased 
by 24 hrs. if necessary) subtract the R.A. of the Mean Sun, and 
the result will be Mean Time at Ship. 
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C. When tlie Hour-Angle is £<tst, subtract it from the star’s Right 
Ascension (increased by 24 lira, if necessary). This gives the R.A. of 
the observer’s meridian : tlien proceed as before. Two examples are 
driven "ii page 550. 

XoTK.—It simplifies matters to regard all Hour-Angle- as Westerly. By 
subtracting an Easterly II. from 24 hrs. it becomes a Westerly one : 
Rule i} is then not needed. Try the exjieriment with I'omathaut , on jflge 
550. 

A study of Nua. 37-ts makes it clear that in Nautical Astronomy there 
are two principal points of departure from which intervals of time are 
reckoned, viz. The Vernal Equinox (or First 1’oint of vl rie.<\ and the 
Meridian of the Observer. The Vernal Equinox is concerne<l with Sidereal 
Time and Right Ascensions ; and the Meridian of the Observer has to do with 
Hour-Angles. 

When the object is on the meridian the Hour-Angle is zero. 

49. DIURNAL CIRCLES. To get a correct idea of the movements of 
the heavenly bodies these circles should be closely studied: the knowledge 
thus acquired will lie found most valuable to anyone who aspires to being a 
really crack navigator. 

If the heavens bo watched for a few hours on any fine night—ami sailors, 
above all other men, have heaps of opportunities—one cannot help noticing 
that while certain stars rise somewhere along the eastern horizon, others set 
somewhere along the western horizon, and that all move in circles uni/nnuht 
in such a way as not to disturb their relative configurations, but as if they 
were attached to the inner surface of a hollow rotating sphere, turning on its 
axis once a day sidereal . 

The path thus described by any one star duriwj </ complete revolut i m is 
called its Diurnal Circle. In the case of the Sun, the port-ion atow the 
horizon is termed its “diurnal are,"and the portion below, its “nocturnal arc.” 

The ipjnrent motion of the heavenly bodies from East to Wot is caused 
by the steady lett handed rotation of the Earth in the opjHisite direction. 
Tin** teetotum like spM is at the rate of nearly 17 3 statute miles a minute at 
the Equator. Expressed in are it is 15 per minute, or 15" per hour ; making, 
of course, 3do in 2 t hours (sidereal). In 21 hours of Me in Time the Earth 
rotates through 3i!o .'0 8 33, and a mean *>! ir day is therefore longer than 
a si'/tir il d.ij by 3 m 5(*'5(> s of sidtreil time. 

If we express it in .!/<. in Time, the length of a Sidereal Day is 
23»> :.(>"» 4 0*>. 

Hutto revert t< the of the heavens : Il the observer laces south, 

the apptrent motion of the heavenly ladies is right handed ; if he faces 
north, it is left handed. 

It is obvious, even fr mi the In tie here said, that there must In? a great 
variety of Dmrn il I'inJes according to the declination of the laxly and the 
latitude of the observi i the place of tin* pole l tin* sky depending upon the 
latter. It will pn.smtly be shewn that the place of the pole is the governing 
factor win re Diurnal t’holes are eoiioi rued. 
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We will try to illustrate this by putting the observer in the two extreme 
positions of the Equator anil the Pole, and depicting what would be the aspect 
of the heavens from eaeh of these points of view. We will begin with the 
Equator. Note .— The student would derive great assistance from a celestial 
globe. 

50. THE RIGHT SPHERE. With the observer at the Equator (Lat. 0°), 
the celestial poles will be in his horizon bearing respectively north and south ; 
and the celestial equator (or “equinoctial”) will pass vertically overhead 
through his zenith in an east and west direction. It will therefore be 
identical with the prime vertical. 

Do not forget that the altitude of the pole equals the latitude of the 
observer ; consequently, if the latitude be 0°, the altitude of the poles must 
also be 0°, which is equivalent to saying that they are in the horizon. (See 
pages 366, 367). 

Stars of any deelination short of 90° N. or S. will rise and set vertically, 
and their Diurnal Cireles —however large or small —will be biseeted by the 
horizon, so that they will be exactly 12 hours above it and 12 hours below. 
With the exception of such stars as have declination 0°, the Diurnal Circles 
will be “ small circles.” 

Now let us imagine the stars to be really moving across the sky from east 
to west, and that each of the more conspicuous ones marked its path by leaving 
a permanent trail of light in its wake ; then the observer at the equator, 
looking towards one or other of the poles, would see an irregular series of 
concentric semicircles—one within the other—getting smaller and smaller 
tow'ards the poles. It would be as if he were standing exactly in the centre 
of a straight railway tunnel, with ribbed arches, and of such a length that 
the openings at either end were reduced to a mere speck of light. The specks 
of light would be the north and south Celestial Poles, and the ribbed arches, at 
varying distances apart, to suit the varying declinations, would represent the 
upper halves of the Diurnal Circles. The railway tunnel is here assumed to 
be a tme semicircle ; but it is in fact always more than a semicircle, the 
hidden portion underneath the line being called the “ invert.” This is 'not 
Nautical Astrouomy, but merely a remark in passing. 

51. THE PARALLEL SPHERE. The other extreme, and still more 
unlikely case, is when the observer is at one of the Poles of the Earth 
(Lat. 90°). 

He who reaches this mathematical point—for convenience let us say the 
North Pole—will find himself confronted with some strange phenomena. For 
example, the elevated celestial pole will be exactly in his zenith, and the 
equinoctial will coincide with the horizon. All stars of northern declination 
will remain at a Med altitude above the horizon—neither rising nor falling— 
hut perpetually sailing round in “small circles” parallel to the horizon. He 
has only to slue round on his heel to see at one go every star in the Northern 
hemisphere. On the other hand, stars (not planets) belonging to the Southern 
hemisphere would never come into view. 

To the man at the North Pole there would be no north, east, or west points— 
nothing but South in every direction, and the heavenly bodies whilst visible 
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would always be on a meridian. So long as our man stood motionless the 
rotation of the Earth on its axis would simply turn him round on a pivot, 
like a wax figure in a hair dresser's window. 11 is weight also would be 
increased by about a pound, owing to being 13i miles nearer the Earth’s 
centre than when he was at the equator. 

Should he remain for a year (and one can fancy him saying “ Heaven for- 
hid ! ”) he would have during that time but one day and one night—long ones, 
to be sure, for each would be of six months’ duration. On March 20th the 
upper limb of the Sun, preceded for a week or so by a day dawn glow, would 
top the horizon, and, as it travelled round, more and more of it would slowly 
conic into view, until on the following day the entire disc woul l be visible, 
and the “orb of day ” would present the curious appearance of a ruddy ball 
rolling round the horizon.* 

Day by day the Sun would mount higher, slowly describing a flattened 
spiral in the heavens, till on .June 2lst it would attain the maximum altitude 
of 23j° with a Right Ascension of G hours. After that it would depart in 
reverse order, till on September 22nd, with a U.A. of 12 hours, its centre 
would again be on the horizon, and the following day it would disappear in 
the same lingering manner as it came, leaving winter liehind for an unbroken 
period of six long months, during which the chief coin jiensat inn would lie the 
auroral displays and the bi-weekly visits of the Moon. 

Rut before the Sun bids farewell to the summer solstice, it is worth while 
to call attention to what would happen if the individual at the pole were to 
t<ike <i step or two townls that luminary. Rv so doing he would at onee 
make it “ noon or wib/-(/ny.” Having accomplished this very easy feat, let him 
“right about turn ” and march a lew pacesthe Sun so as to get on the 
opposite side of the pole. It would now be im tni'rhf, notwithstanding the 
absence of darkness ; in fact, our l\>lar Sentry would have it in his j tower to 
create for himself at will the phenomenon of the “ Midnight Sun,” which for 
some years past has taken so many tourists to the North (’aj>e nt midsummer. 
As often as he chose, and with the minimum of exertion, the man nt the ]*ole 
would lie able at one moment to view the Sun on the meridian at its upper 
culmination, and at the next to see it at its /*»i eer culmination ; thus 
annihilating time and space, and upsetting our established notions of the 
decorous behaviour of the celestial bodies. In other words, a couple ot strides 
would change astronomical n* ■ n into astronomical uiidnight. This knocks 
Ma. kelyno and Devimt into tits. 

We will now consider the .1/ *»nV behaviour. Like tlie Sun, onr 
satellite spends an equal amount of time in each hemisphere ; but, owing 
to the very much greater rapidity of her motion, the Moon would he 
visible and invisible during alternate fortnights. Hi the e ice Itonnd regions, 
she woi Id more especially deserve her name of “the cold ehiste moon;” 
hut depend upon it she would nevertheless be right welcome when she came. 
She would shew her appreciation of the reception accorded lu r by re 
m lining visible to the watcher during the whole peri *1 of her visit ; like tho 
Sun, there would be no daily rising and setting 

• n.s h< urly ck.iiifi! m tho ilocllnation, and theroforc hourly incre**c in tin* altitude, 
i* nearly one minute ol ,ir 1‘ when tho Sun ii * crnniiii; tin* hue.'* Thu rale ^ra tuillr 
•linunMia* lo rer) at 'ho solali'ei. 
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Oblique Sphere for Lat. 51° 20' N. showing diurnal circles of Vega (decl. 38° 42' N.), Pollux 
(decl. 28° 16' N), and Adara (decl. 28° 50' S.); also circle of Perpetual Apparition as 
described by * Vega, and corresponding circle of Perpetual Occultationin the southern 
hemisphere 
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There is just one other point before we finish with the sentinel at the 
pole. Though the Sun is invisible for six months, it must not be supposed 
that during all that time the watcher is shrouded in black night. It has 
been shewn that the silvery Moon makes regular visits at short intervals, 
and of course there is starlight also. Moreover, the Hashing “ Northern 
Lights” are a sight not easily forgotten. But over and above these luxuries, 
there is something besides which proves that an often heard of sable 
personage is never quite so black as he’s painted. 

Owing to the refraction and reflection of light, a certain amount is 
received from the Sun even when below the horizon, and this is the case 
so long as the Sun is not more than 18° below it. When this downward 
point has beeu passed, twilight ceases altogether, and darkness (so far as 
the Sun is concerned) reigns supreme. Of course the degree of twilight 
depends upon how far the Sun is below the horizon. It goes without 
saying that at 6° below, the twilight would be stronger than at 16°. Now 
the Sun does not reach 18° S. declination till the middle of November ; 
and on returning northward it again reaches 18° S. about the end of 
January: therefore, excepting for some three months at midwinter, the man 
at the North pole has always more or less twilight. After all, then, and 
aided by his white surroundings, he is not so badly off in this respect as 
most people would imagine. Perhaps, also, it may be a source of satisfaction 
to kuow r that even in his darkest moments the sailor’s guiding star (Polaris), 
like the proverbial “sweet little cherub that sits up aloft to look after 
poor Jaek,” is serenely looking down upon him from a point almost right 
overhead. 

52. THE OBLIQUE SPHERE (see Tlate). Since but few people 
reside permanently, or even temporarily, on the Equator, and fewer have 
succeeded in capturing either Foie, this—of the Clique Sphere—is the aspect 
of the heavens which, weather permitting, nightly presents itself to the great 
majority of earth-dwellers. The Oblique Sphere is, and always will be, the one 
to engage the attention of most seafarers. We must therefore take more than 
ordinary pains to set forth its peculiarities. 

To prevent confusion, and to get away from mere generalities, we will, 
throughout what follows, assume the learner to be located at some spot 
intermediate to the equator and the north pole : then at any such spot 
the heavenly bodies (of all denominations) will move in circles oblique to 
his horizon , and the higher the latitude the greater will be the obliquity, 
the exact angle from the zenith being arrived at from the simple fact that 
it is equal to the latitude. We have seen that to the observer at the equator 
stars rise and set vertically; and that to the observer at the poles, stars 
move round horizontally without either rising or setting : therefore, at inter¬ 
mediate stations, such as we are now considering, they must move obliquely 
to the horizon, which is the correct translation of the American word 
“ Slantin-diklar.” 

For greater convenience we will deal exclusively with the movements 
* Written in July, 1899. 
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of the stars, it being understood that other belies—so far as tliei united 
declinations permit Ixdiave in a manner precisely similar. 

In his new position the observer will notice a tendency of stirs t) 
linger near the horizon not that there is any real reduction of s|>eed 
before sinking into the depths beyond ; and those with north declination 
which may pass the meridian to the southu'<ir>l of his zenith will never¬ 
theless rise and set behind him, so to speak, <»r t i the wothwioi of the fcist 
and west points. This last feature always puzzles the novice, who, not 
realizing the ohli./niti/ of the diurnal circles, almost invariably thinks that 
a star whose declination is less than his own latitude should ri<e and set to 
the southward of the K. and \V. points, and accordingly, at such times, 
looks for them in the wrong place. 

The next thing to point out is that mars north of the equator will have 
more than hat/ their diurnal circles above the horizon, and will therefore be 
visible for more than 12 hours. footnote, page 3Id. 

To exemplify the oblique movement by actual figures capable of 
verification, let the latitude be 51* 20 N., which fits in fairly well with a 
number of places on our own coasts, such as the Fast net, the lireaksea 
Lightship near Cardiff, or the Downs near Ramsgate ; but the open sea is 
preferable, as giving an unobstructed horizon to the north. Now, being 
in this latitude in any pirt of the Northern Hemisphere, let the observer 
put on his warmest monkey-jacket, woollen mitts, mntib r, and sea-boot*, tor 
the date is January 13th, t!M2, and lay himself out to follow the course of 
the bright and easily recognised /’« JIilc, whose declination—2 V Id' N- 
puts it nearly half way twixt himself and the equator. It will l>e a long 
watch, so he and a sympathetic brother officer can take it in turns and 
report progress to each other. Participation will increase the interest : it is 
chummy, and means mutual instruction, which happens to be the very 
best way of learning. 

When on the meridian about midnight (Apparent Time at Ship), t*»*• 
angular distance of /'ulltur to the south of the observer's zenith will 1*» 
*23’ t ; nevertheless, it will rise tOj to the north of east, and set at the 
same amplitude to the north of west. It is evident that, I > accomplish 
this, its path in the sky must be a slanting one from north towards the south 
when rising, and the reverse after passing the meridian. 

A rough and ready way of shewing this is to borrow the horse-sine —there 
is certain to be one for luck somewhere about the ship, the pr >|K-r place beitur 
on, not in, the harness cask and on your tobacco-board (see page 512) draw 
a circle (in chalk will do) a couple of inches or s> greater m diameter than the 
distance between the points of the horse s!i-k\ This circle is meant Ibr your 
own horizon, its centre is yonr own position, and its further >ide r* presents 
the south. From left to right, through the centre, draw a straight line 
(diameter to represent the Prime Vertical : it* extreiuitie- will of course l*e 
the li. an l W. points. Next stick a j»en, pricker, roping needle, a My 
passenger's stiletto, or anything tint comes liuiidv, into the centre of the 
circle, and lix it as upright as you can ■ this will shew the direction of the 
zenith. 

All y >u have now g«<t to do is to hold the legs of your lucky liop*c shoe 
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on the uearer semicircle, about half-way between the prime vertical line 
ami the part of the circumference nearest to yourself; next lean the top of 
the horse-shoe from you to such an extent that it may be 23’ by guess to the 
south of the pricker. The representation is then complete The left leg of 
the shoe will represent the spot where Pollux will rise, the top of the shoe 
the meridian altitude, and the right leg the place of setting. If your eye is a 
good one for making measurements, you might even roughly guess the altitude 
when on the prime vertical; this is 37° 20' at 4 h lS ra , on either side, from the 
meridian. (Nee Table. 29 of Paper.) 

Xow, as Pollu v passes the meridian about midnight on the 13th January. 
1902, it will be on the prime vertical bearing east at 7 h 42 m f.m. on that day, 
ami bearing west at 4 h 18 ra a.m. on the 14th. 

Pollux will be 17 h 38^ above the horizon, and 6 h 22 m below it. So on 
January 13th it will rise about 3 h ll m in the afternoon, and set at 8 h 49 m 
the following morning. This completes all the points of interest in connection 
with the movements of Pollux, as presented to an observer in the given 
latitude and on the given date. Other northern stars passing the meridian to 
the southward of the observer will behave somewhat similarly, according to 
their respective declinations. An example showing one of a special character 
will be given further on. 

Stars of southern declination, though conforming tc the same oblique 
movement, will spend less than 12 hours above the horizon, and more than 12 
hours below it. To prove this let us choose Adara, with declination 28° 50' 
S., which is nearly the same as that of Pollux, but of opposite name. To the 
observer in 51° 20’ X., Adara will rise 50i° to the southward of east, will pass 
the meridian 80° 10' to the southward of his zenith, and will set 50i° to the 
southward of west. It will be above the horizon for only 6 b 12 m , and below 
it for 17 h 48 ,n ; just reversing as nearly as possible the behaviour of Pollux. 

Xow, if stars of northern declination act in one way, and stars of southern 
declination act in the contrary way, there must somewhere be a neutral line 
where the change takes place. This neutral line is the Equator, for there the 
diurnal circle of a star whose declination is 0° will be exactly cut in two by 
the horizon, and such star will be above the horizon just as long as below it, 
namely, 12 sidereal hours, equal to 11 11 58 ,n of mean solar time. 

Xext we come to circumpolar stars. Strictly speaking all stars are 
circumpolar, but it is convenient that the expression should be restricted to 
those whose distance from the elevated pole is less than the observer's latitude. 
Such stars never sink below the horizon of that place, and consequently, with 
a suitable instrument (the Equatorial of an observatory), their diurnal circle 
can be followed “from start to finish,” if such a phrase can be used of a figiue 
which has neither beginning nor end. 

Keeping the star-gazer still planted in Lat. 51° 20' X., we will now invite 
his attention to the brilliant Vega (declin. 38° 42' X.). This star, though 
passing the meridian nearly 121* to the southward of his zenith, will just 
come within the category of “circumpolar,” for ll h 58 m after passing the 
meridian—when at its lower culmination—it will be found just skimming the 
north point of the horizon. (Refraction not considered.) The diameter of 
Vega's diurnal circle would be large in this latitude—102° 36'—aud of courst 
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in an observatory tlie whole of it mu PI ta followed continuously, weather ami 
lwtience permitting. 

As the polar-distances of stars diminish, so will the diameter of their 
diurnal circles, until at last Polaris is reached with the smallest diurnal circle 
ot all those in which the sailor is interested. After Polaris comes the polar 
point itself, and this, Iming a fixture in declin. [*0°, has no diurnal circle 
whatever 

Circumpolar stars, being always above the horizon, lie within what is 
called the Circle of Perpetual Apparition, the radius of which is equal to 
the altitude of the jnde, which again is equal to the latitude. 

Per contra , stars at similar distances from the depressed pole lie within 
the “ Circle of Perpetual Occultation,” and never eoine into view. In this 
way we in England are precluded from seeing some of the brightest of the 
southern constellations. The size of these two circles de]tends entirely ujjon 
the latitude, but whether large or small, they are always counterparts of each 
other. When the observer is at the Pole, they are a maximum ; when he is 
at the Equator they cease to exist. 

From the foregoing we see that to understand the movements of the 
heavenly bodies requires considerable study—but nothing more than any one 
is capable of. A voyage from England round the Horn includes all the 
possibilities of the “ Oblique Sphere” but a shorter cut is obtained by the 
use of a decent-sized celestial globe, say, one of *24 inches : owing to cost, it is 
not often that larger ones are met with. To “rectify” the globe for the 
Oblique Sphere> the elevated pole must be raised and adjusted to an angle 
equal to the desired latitude—say 51" 20’, as we have just been dealing with 
it. This can be done by means of the degrees market 1 on the brass meridian ; 
then by rotating the globe from east to west it will readily be seen what stars 
never set, which ones never rise, am] during what part of the 21 hours any 
given one is above or below* the horizon, together with its meridian zenith 
distance ami amplitude.* The data given for Pollute and Adir i am lie put 
to the test, and thus conlidence will be acquired in a very short time. 

To give a correct idea of the movements of the stars, there is nothing that 
can touch the celestial globe. Once the student has mastered the subject — 
and it won't take him long practical star work will come much easier, and 
prove ever so much more interesting and useful. Knowing the |«th anv 
given star mest follow according to its deol nation, and his own latitude, he 
w*ll always know where to look for it, and identifieatioj. will l*e but the work 
of a moment. Many in* n are loath to touch stars f» r Ion tthole, localise of the- 
Hour \ngle being treated differently to that of the Sun. The difficulty is 
wholly iinu' nary, there is really nothing m it, ami a |»eri*sal ol Definition 
>’<». 4s w '1 ahow how supremely simple it Incomes in practice. As for the 
remainder of the work, it is uo m »rc than f >r the Sun. seeing that the Declin. 
does not req i*n to be corrected , both it and the star’s II.A. are taken out at 
Bight, and at the same opening, lake the Sun also, the Altitude correction is 
found by iiisfR'rtmn from a Table given in every epitome 

Where, then, is the dlliculty f 

■ Uccol.cc lint Hr aro now dialii £ with the t'tUstril S| here, which meins to retolr* 
m tin* uunucr because of the real rotation of ihc Karlli in the 0|>|>oiite direction. 
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Lunars versus Chronometers. 

The following amusing lines from the facile pen of Mr. E. Pluinstead 
appeared in the March number of the Nautical Magazine for 1900. They 
are inserted by kind permission of their author, aud of the editor of the 
N. M. Mr. Plumstcad appears to be an exceptionally good observer, whether 
in fine weather or foul. As a yachtsman he takes unusual interest in the 
science of Navigation, making a specialty of the “ Lunar,” which—blow high, 
blow low—he never tires of pushing to the front. Whilst deprecatiug the 
tabooing of the Moon for determination of position, Mr. Plumstead is in 
other respects an ardent champion of “ Wrinkles,” which he has facetiously 
dubbed “The gospel according to Lecky ”; the writer is at once grateful and 
flattered. But as regards the no longer vexed question of “ Lunars versus 
Chronometers,” the average professional Navigator has long ago decided it for 
himself, and not even the eloquent advocacy of so enthusiastic and capable an 
amateur will move him. The one knows the peculiar secrets of the sea—the 
other does not. Unfortunately, Navigation happens to be one of the least of 
the multifarious duties of the great bulk of Shipmasters: vide ending of 
Preface to First Edition. 

There was a time when Parallax aud dear old Mrs. Moou 
Were understood by seamen, and esteemed a precious boon. 

Then Wrinkles came ; Edition Nine burst forth mid jubilation, 

Waxed fat and kicked ; and then ensued the following conversation : 

“ Pack up ! Clear out! ” said Wrinkles, “Take notice now, and mind, 

Both Parallax and you to Coveutry we’ve consigned.” 

“Who’s He?” retorted Mrs. Moon, “ I never heard such fudge; 

Are you the We ? Have I no friends ? Are you the only judge ? ” 

“ You’ve hit it off," said Wrinkles “ I am, the We, far famed : 

You’ve lost your ancient following, of your conduct they’re ashamed, 

Except a few ‘ Old Timers,' who from sundry dark recesses 
Sing your praises iu the papers, have no names, give no addresses." 

“That's rather neat," replied the Moon, “ But will yon have the kindness 
Just to state the cause of this revolt, and why this modern hlinduess 
To the virtues that 1 still possess ? Explain the situation. 

What has blighted all my virtues ? Who has spoiled my reputation ? " 

*' Where have you been ? What have you learned ? ’’ said Wrinkles, “ Don't you know 
What happened here—it must be near a century ago? 

You’ve heard of Sextant, Compass, Log, Mercurial Barometer ; 

Tremble 1 a goddess has been born. We’ve christened her Chronometer. 

“ Behold my love, is she not fair ? so strong, so plump, so pliable." 

“All Tommy Rot,” replied the Moon, “ I’ll bet she’s not reliable " 

“ Alas ! ” said Wrinkles, “ I kuow that; for has it not been noted, 

To her most ecceutric conduct my best chapter’s been devoted? 

“ Had you but read what I have said on her merits and demerits 
In Chapter Four, not for one hour would you maintain your spirits; 

Could l but show you Wrinkles your appearances would cease, 

You’d for ever hide your ' bloomin’ cheek,’ for ever hold your peace. ’ 

“Of Wrinkles, sir," replied the Moon, “We’ve ‘several copies’ here ; 

But the chapter headed Lunars is the one we hold most dear. 

With equal care we’ve read them both ; compared our notes, ami reckoned 
No mortal who believed the first could understand the second. 

“ 'Tis just about twelve months ago, I said to some inquirers, 

‘ You had no power to banish me, I still have my admirers.’ 

Adieu 1 dear boy. I’m off. Goodnight. To Coventry? No l Never/ 

Let ‘ IFrt'nWas ’ come , Chronometers yo, but I go on for ever." 
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Much ha* happened since Mr. Plu instead penned his humorous 
poetical defence of the lnnar*«listance method. The Xautical 
Almanac for 11)07 (both editions) is without tables of lunar 
distances, and, after l'JOG, not even candidates for the mis¬ 
named “extra” master's certificate have been required to shew 
arithmetical accuracy by working an old-fashioned lunar. By 
the aid of the tables of Right Ascension and Declination, which 
1 are continued in the Xautical Almanac, a leisured lunarian of 
phenomenal perseverance can calculate the omitted lunar 
distance for himself ; but lunars are as much out of date as 
the caravels of Columbus—and for a like reason. Once reliable 
chronometers were on the market at a moderate price, the 
time-honoured lunars were doomed as regards the purposes of 
practical navigation ; and they naturally fell into desuetude, 
even as safeguards against navigators’ negligence or mechanical 
mischief. For a very long scries of years lunar distances were 
given in the Xautical Almanac with a persistency worthy of a 
better cause, and the lunar formed part of the so-called “extra” 
examination ; although it was well known that the former wus 
never, or hardly ever, used by practical navigators for various 
well-founded reasons, while the arithmetical test in an examina¬ 
tion room was often brought to a successful issue by men who 
had never measured a lunar distance !>y sextant, who could not 
if they would, and who would not if they could. The computa¬ 
tion of lunar distances at the expense of the nation was 
unnecessary, and the inclusion of the lunar in Board of Trade 
examinations gave plenty of scope for the honest doubter as to 
their utility, inasmuch as it did but encourage cramming of a 
most baneful character. To find a lunar ilDtance we have given 
the polar distances of the two heavenly bodies as the sides of a 
spherical triangle, and the difference in Right Ascension as the 
included angle, to find the third side. This is precisely the 
same thing as finding the distance on a great circle between 
two ports on our plain t. A type of the method to be followed 
is worked in the Xautical Almanac, for the Moon and Spica ; 
but there is not any necessity to find the spherical angles at the 
bnof the figure, and the direct method of solution is strong.y 
recommended. In the spherical triangle ARC, let C be angle = 
dill re nee of right ascensions, 1 »* = a = the greater polar dis¬ 

tance, At’ = b = the lesser polai distance, and AR = < = the lunar 
distance sought; then the formula to be used, with the assistance 
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of an auxiliary angle 8, are : (1) tan. 6 = tan b cos. C, and (2) 
cos. c = cos. b cos. ( a — 6) sec. 0. 

In the Nautical Almanac example: (J - 23’ 26' IS" = Moon's 
R.A. - Star’s R.A.; a = south polar distance of Spica = Method *f 
79° 19' 26"; b = south polar distance of the Moon = 78* 16' 26". workiQg - 
Then it will be found that 8 = 77" 15'. 9"; (a - 0) = 2* 14' 17"; 
and c = lunar distance required = 23° 0' 30". 

To Find C. 


b tan. 

0-6S285 

b cos. 

9 30799 

C cos. 

9'962(30 

(a - 6) cos. 

9-99972 


— 

0 sec. 

0 63629 

6 tan. 

0 64545 


—-- 


— 

c cos. 

9 96400 

\ 0 = 

77* 15' 9" 

... c _ 

23* O' 30" 


England has followed the lead of France in the matter of _ 

^ ^ . France follow* 

lunars. In 1902, the French Bureau of Longitude announced Lecky, and 
officially that from, and after, 1905 the Gonnaissance des Temps foliowsFrance 
(French Nautical Almanac ) would cease to publish the hitherto in condemning 
usual tables of lunar distances. One of the members of the ,UQars ’ 
Bureau—M. E. Guyou, Capitaine de fregate—dealt fully with 
the past, present, and future of the lunar, in an article of some 
length, which may be found in the Revue Maritime of June, 

1902. These tables had been regularly given for 13 L years in 
the Gonnaissance des Temps, and for 140 years in the Nautical 
Almanac; but they have disappeared in tardy agreement with 
the inexorable law of the survival of the fittest. After quoting 
the condemnation of the lunar by Wrinkles, Captain Guyou 
expressed the opinion that the justice of the revolutionary 
opinion there given so emphatically cannot be logically 
contested. 

The foundation of Greenwich Observatory in 1675, under 
Flamsteed, led to a rectification of the lunar tables, in accordance ^ H 
with the terms of his appointment; in 1713 the illustrious 
Newton's tables were published ; and improvement, not only in 
lunar tables, but also in instruments for measuring the lunar 
distance at sea, has been continuous. At the same time the 
demand for both tables and instruments has fallen far in defect 
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of the supply. A tyro in navigation, or nautical astronomy, 
can readily grasp the minutite of the lunar distance problem. 
None but an observer of experience in this particular branch 
may rightly hope to measure a lunar distance correctly. Conse¬ 
quently, the “extra" master devoted his attention to the 
“ liggers ” required of him by the examiners, and calmly ignored 
the practical part of the work, which is absolutely necessary. 
Comment is needless! 

Greenwich Observatory was originally destined for the purpose 
of obtaining large numbers of accurate observations of the 
positions of the moon and the stars near her path, in order 
to be able to predict, with some degree of certainty, their 
distances at specified hours of Greenwich mean time. The first 
Royal Observatory cost hut £.'>20, and the salary of the fir^t 
Astronomer Royal was but £100 per annum, a sum which barely 
paid for his instruments. To conclude, Greenwich Observatory 
came into being solely for the benefit of seafarers, and ex¬ 
cellently was this purpose fulfilled. Like other public institu¬ 
tions, however, founded solely for seamen, the shore-dweller has 
practically absorbed it. 

Those who still regard the lunar with affection cannot do 
better than obtain back numbers of the A nutioil Maj'icine, say 
from 1900 to 1905, both years inclusive, which contain very 
able articles in favour of the retention of the method, by 
Air. 11. R. Goodwin, R.N., and Mr. 1C. Tlumstead, Never has the 
case for the moon heel) more clearly, or more enthusiastically, 
set forth than it was in the contributions from the facile pens of 
those writers. We repeat, however, that 1 11 liars have had their 
day. Let them rest i » pence 1 

Lord ])nuraven, in his text-hook 011 navigation, has put the 
case against the lunar pioblem very fairly. “The most that can 
l>e said in favour of lunnrs,” writes Lord Dunraven, “is that, if 
n great mnuler of them are taken under very favourable 
circumstances, by a practised hand, fairly accurate results may 
he expected. It is oven just conceivable that a first-rate 
observer, availing himself of frequent and good opportunities 
of taking distances during a voyage of many months, might 
succeed in arriving at a tolerably good estimate of his 
chronometers rate; but I would not like to rely upon it. 
However, we need m>t bother our heads about whether lurnrs 
are useful or not. Von need never work one at sea unless it 
amuses you to do so." NiV tnnisit tjhtvui annuli. 
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EXPLANATION OF SIGNS AND ABBREVIATIONS. 

Adopted in the Charts issued by the Hydrographic 
Office, Admiralty. 


QUALITY OF THE 

GENERAL ABBREVIATIONS. 

BOTTOM. 

b. 

- blue 

Alt. - - 

Alternating 

Lt. F. 

- Light Fixed 

blk. 

- black 

Anehge. - 

Anchorage 

Lt FI. 

- Light Flashing 

br. 

- brown 

B. - - - 

Bay 

Lt.Int. Lightlntennittent 

brk. 

- broken 

B. - - 

Black 

Lt. Rev 

. Light Revolving 



Near a Buoy. 


L.W. - 

- Low Water 

e. - 

- coarse 

Baty. - 

Battery 

cl. 

- clay 

Bk. - - 

Bank 

Magz. 

- Magazine 

erl 

- coral 

c. - - - 

Cape 

Mage. 

• Magnetic 

d. 

- dark 

C.G. - - 

Coast Guard 

Min. - 

- Minutes 





Near a Light 

f. - 

- fine 

Cath. - - 

Cathedral 

Mt. - 

- Mountain 

g. * 

- gravel 

Cl, - - 

Church 

Np. - 

- Neaps 

gn. 

- green 

Chan. - 

Channel 

Obsn.Spot Observation 

grd. 

- ground 

Cheq. 

.Near a Buoy. 

Cold. - - 

Chequered 

P. - - 

- Port bp0t + 

gy- 

- gray 

Coloured 

P.D. - 

Position doubtful 

h. 

- hard 

Cr. - 

Creek 

Pk. - 

- Peak 

in. 

- mud 

E.D. Existence doubtful 

Pt. - 

- Point 

oys. 

- oysters 

Fig. Lt - 

Floating Light 

R. - - 

* River 

oz. 

- ooze 

Fms. - - 

Fathoms 

1 R- - - 

- Red 





Near a Buoy 

peb. 

- pebbles 

Ft. - - 

Feet or foot 

1 Rf. - 

- Reef 

r. - 

- rock 

G. - - 

Gulf 

Rk. - 

- Rock 

rot. 

- rotten 

1 Gt. - - 

Great 

Sd. - 

- Sound 

R. 

- sand 

H. - - 

Hour 

Sec. - 

- Seconds 

sft. 

- soft ; 

, Hd. - - 

Head 

Sir.'"''- Shoal 

sh. 

- shells | 

Ho. - - 

House 

s P . - 

- Springs 

S pk. 

- speckled 

, Hr. - - 

Harbour 

Str. - 

- Strait 

St. 

- stones 

H.S. - Horizontal Stripes 

Tel. - 

- Telegraph 

Rtf. 

- stiff 

a Buoy. 

H.W - - 

High Water 

Yarn. - 

- Variation 

W. 

- white 

H.W.F. f 

High Water 

Vil. - 

- Village 

wd. 

- weed 

& C. \ 

Full & Change 

Vis. - 

- Visible 

y. 

- yellow 

I - - - 

Island 

\^S. r a -L k *‘Vertical Stripes 

gl. 

- globigcrina 

' Is. - - - 

Islands 

W. - 

- White 

P t. 

• pteropod 

Kn. - - 

Knots 

W. PI. - Watering Place 

rad. 

for. 

• radiolaria 

foraininifera 

L. - - - 

Lit. - - 

Long. 

Lake 

Latitude 

Longitude 

Ore. - - Occulting 
I'l'l-Vm-,! & Flashing 
irr™' Life Boat 



Lt. - - 

Light 

L.S.S. 

Life Saving Stn. 
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GENERAL REMARKS. 

All Chart* ami Plan's arc, where practicable, constructed upon 
the True Meridian — i.r., the Hast and West marginal lines aie 
drawn parallel to the True Meridian. Soundings are reduced to 
mean Low Water of Ordinary Spring tides, and are expressed in 
Fathoms (of 0 feetJ and fractions of a fathom, or in feet and 
fractions of a loot, such being denoted on the Chart. The under¬ 
lined figures on the dry banks represent in feet or fathoms the 
depth of waiter over them at High Water, or the heights of the 
banks above Low Water. The method adopted is explained in 
the Title of the (’lmrt. 

The Velocity of Tide is expressed in knots and fractions of a 
knot. The Period of tlie Tide being shown thus—1st Qi\, 
2nd Qr., 3rd Qr., 4th Qr., for 1st, 2nd, 3rd, and Hit Quarters; or 
by I h., II h., Ac., for 1st, 2nd, &c., hours after high or low 
water, or by 1 thick dots on the arrows, r.;/., two dots on the 
flood tide arrow ( ) indicates two hours after low water. 

The Rise of Tide is measured from the mean Low Water level 
of Ordinary Springs. The Range of Tide is measured from the 
Low Water of one tide to the High Water of the following title. 

All heights are given in feet above High Water Ordinary 
Spiings, and in places where there is no tide, above the sea-level. 

All bearings, including the direction of winds and currents, 
are Magnetic; except when otherwise expressed. Hearings of 
Lights are given ns seen from seaward, ami not from the lights. 

'flic natural Scale, or the proportion which the Chart hears to 
the earth, obtained by reducing the number of feet in the minute 
of latitude to inches, and dividing the product by the number 
of inches to r mile the Chart is drawn upon, is represented 
thus : A Cable's length is assumed to be the 10th part of a 

sea-mile or etjual to 100 fathoms. It lias been suggested that 
soundings mi Cliaits shall always be given in feet, not in fathoms. 
Un page 71 of Knight's Modt rn »$VumunWH/j, 1012, it is urged 
that a “ lead-line should have a mark for every fathom and 
half-fathom up to ten fathoms; and for a consult ruble range— 
eoviring the depths that are critical for the ship using it it 
should be marked in feet." For a skip draw ing 20 feet of water 
there would he a mark at every foot between 20 and .40 , and the 
soundings leported similarly hy the leadsman. Commander (5. P. 
Cha.se, also of the United States Navy, has \oiccd a like opinion. 
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The attainment of the values A, B, C, D is as easy as falling off a log to 
all familiar with the principles of parallel sailing and the most elementary 
plane trigonometry ; bearing in mind that we can often do by a little con¬ 
triving what cannot be done by pushing and striving. In Fig. 1, projection 
on plane of horizon, much out of proportion to show small quantities, P 
pole ; Z, z, the true and erroneous zeniths, respectively ; S, the heavenly 
body ; KQW, the equator ; SPZ, the hour-angle = H ; PZS, the azimuth = 
A ; l = latitude ; dl = error in latitude ; d H = error in hour-angle; c = 
declination. With centre I\ radius PZ, describe arc BZ. Then, as seen by 
Fig. 1, Bz = error in latitude - dl; and ZPz = error in hour-angle = d H. 
From parallel sailing we recognise that BZ = d II cos. 1...(!•)• Since the 
triangle ZBz is extremely small, we may regard it as plane without fear of 
appreciable error. Then Bz = BZ tau. BZz = BZ tan. PZS...(II.) ; because 
PBZ - 90° = SZz, and SZB is common. Therefore, substituting in II.) 
the value of BZ given in (I), we have— 

Bz = d II cos. I tan. PZS. 
a l = </II cos. I tan. A. 

.'. (/ II = d l ~ cos. / tan. A. 

— dl sec. I cot. A...(III.) 

But cot. A - cot. II sin. I - cos. I tan. c cosec. H, by elementary trigo¬ 
nometry, and, substituting this value of cot. A in (III. , we get— 

d II = d l sec. / (cot- II sin. I - cos. I tan. o cosec. U) 

= dl (cot. II tan. I - tan. S cosec. II) 

= dl (tabular A - tabular B) 

Let dl = 1 ; then d 11 = A - B as per tables. 

From (III.) we have cot. A = cos. I; therefore, C = cot. A -r 
cos. I - cot. A sec. I, and (J of the tables is revealed. 

In Fig. 2, let S, s, be true and erroneous positions of sun ; a, the altitude. 
With centre Z, radius sZ, describe arc sr. Then Sr = error iu altitude = 
da. With centic P, radius PS or Ps, describe arc Ss. Then SPs = error in 
hour-angle = d II. The small triangle Srs is practically plane ; and, there¬ 
fore, Sr = Ss cos. sSr = Ss sin. PSZ...(IV.), because sSr + PSZ - PSs - 90°. 
But, by parallel sailing, Ss SPs cos. o - SPs sin. PS = d H sin. PS 
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Therefore, substituting this value of Ss, in IV.), we get da = Sr = 1 / H sin. 
l'S sin l*SZ...(Y.). But 6in. PS sin. PSZ sin. PZ sin. PZS, because the 
sines of the angles of a spherical triangle are proportional to the sines of the 
opposite shies. Hence, substituting in (V.\ we have d a = d H sin. PZ sin. 
PZS (/II cos. I sin A. Therefore d 11 = da sec. I cosec. A ; and tabular 
1) i. - obtained. 

A merely nodding acquaintance with the differential calculus gives A, l>, 
C, 1>, even easier. By usual formula, connecting the cosine of an angle with 
the .sines and cosines of the sides of a spherical triangle, we have- 
sin. <1 = sin. c sin. t f cos. c cos. Z cos. 11 . I) 

1 Afferent iating with respect to l and II, while a and 0 are constant, O sin 
c cos. I dl eos. c sin. / cos. 11 </ / - cjs . < cos. I sin 11 d II. 

dll „ sin. c cos. / co*. » .sin. Z cos. II 4> 
dl cos. i cos. / sin. 11 

tan. J cosec. 11 - tan. Z Cut. II. 

Assume d Z _ 1 ; then — 

d II - tan. £ cosec II - tan. Z cut. 11 

= - (tan. / cot. 11 - tan. 1 coscc. 11) 

= - (tabular A - tabular It. 

\gaiu differentiating (1), as above, we may write (2 as follows 

'<11 _ cos. a c<>s. A _ _ cos. a cos. A 
d l cus. 0 cos. Z sin. 11 cos. ci cos. / >iii A 

.. P = - cot. A .«<*<• Z :t 


Klemeutary trigonometry shows that cos. a sin. A — - cos. ! sin. II. also 
• os. u cos. A *■ sin. ! cos. I - cos. f sin. I cos. II ; and these values are sub 
stituted in (*J). 

Again, differentiating I) with respect to a and II, with c and l constant 
Cos a da - cos. * cos. Z sin. 11 d II 

. ill COS. d „ 

d i cos. c cos. Z sill. 11 

But. by ratio of sines of angles and opposite sides, - cos d snll- cos. a 
Hin. A. 1 fence, substituting this value in denominator of (|i, we - ct 


d II 
da 


CO*. Cl 

cos. a sm. A 


cos. Z mu A 


sco. Z coscc. A 


Tabular 1> - sec. Z coscc. A. 

Vnd we have now found the values of tabular A, It, t and I). 


• T' ore m u it anything inherently dlflPu’l 11 the solution* by trigonometry to anyone 
fainil nr with elementary irtvt at* *11 ami nauti'M natron my. and the oaUnlu* solution! 
are like plautij knucklo ones in the pottai of llie temple of inalhrtiiatli**. I* l tie 
stronily advise the amdent to thoroughly master the first six chapters of Todhuntei** 
fij / n 1 r Ttiji * o-irtry Macmillan A ('o. , also Chapter Xt. on small tarlaliota in (he 
parts of a spl eric«l tr angle—a w. rk t) which 1 owe much. W.A. 
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SUBSTITUTE FOR HORIZON. 


Captain (now Roar-Admiral) B. A. Fiske, U.S. Navy, gave a 
method of finding the altitude of a celestial body by sextant 
from a vessel’s deck when horizon is indeterminable. An 
angular altitude above some well-defined part of a ship, or other 
object, on the same vertical circle, situated at a known distance 
from the observer, is measured; and then the dip is found, for 
the measured altitude, by computing the angle subtended at the 
known distance by the difference in height between the observer’s 
eye and the object angled on. 

During the night of 2nd August, 1907, the warships Arkansas, 
Florida, and Olympia, being then in company, the suggested 
method was put to the test of experiment by Comm. Yates 
Stirling, U.S.N., of the Arkansas , Capt. B. A. Fiske, U.S.N. 
Sixteen hours previously the ships had been steaming in a dense 
fog, bound to Seguin Island from Block Island. About 10 h. 
35 min. P.M., a clear enabled the Arkansas to make out distinctly 
the lights of her consorts. The sky was cloudless overhead, and 
many stars were visible, bnt the horizon was unavailable. 
Commander Stirling pressed Polaris into the service. A mid¬ 
shipman took the distances of the two ships by stadimeter; 
another noted the times; and the Arkansas was manoeuvred so 
as to bring the stern lights of the Florida and of the Olympia 
directly under the star in succession. When by stadimeter the 
lights were distant 500 yards and 1000 yards respectively, 
altitudes of Polaris were taken by Commander Stirling. The 
actual computation of the sight on the Olympia is given below; 
and that for the sight on the Florida is the same, except that 
the dip was 29' IS" instead of 17' 4G". The latitude found was 
42° 4G' 9" N., using the Olympia; and 42° 43' N., using the 
Florida. Tan. dip = height -4- distance. 


Height. 2.V5. 1-10033 Star’s dec. 

Dist. 30'W . 3 47712 

-- P 

Dip 17'40" tan.. .. 771321 

Star’s It.A. 

G.M.T.15* 31 59*(Aug. 2) Star’s Alt. 

Sun 8 K.A. S 39 43 

t’orrn.+ 2 33 Dip .. . 

- ltef. .. . 

G.S.T.24 14 15 

Long. 4 3S 20 Corr. 

L.S.T. 19 35 55 h . 

Star's R. A. 1 20 10 <f> .. 

Star's H.A.. is 9 45 L . 

or(-) 87 33 45 cos S-02S70 

p . 71 -6" log 1-35491 


<p . 3' S" log 0-48361 


SS U 4S' 23' 
71-6" 

H. M. 3. 

1 20 10 

43 8 0 

- 17 46 

-12 

- IS 48 

42 40 12 
3 3 

42 46 9 
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At 1 li. 30 m. a.m. a sounding of 31 fathoms was obtained on 
Platt’s Hank, thus tixing the position of the Arkansas within a 
mile. Working back from this it was found that the latitude 
at the time of sight of Polaris was 42° I V 30" X. 

During the forenoon of the ensuing day, while the Arkansas 
was anchored off Kennchcc River, in a dense fog. Captain Kiske 
had a boat sent out in the sun’s direction, near noon, to serve as 
an origin for latitude by sun, which shone brightly overhead 
although the dense fog precluded the boat from being made out 
beyond a distance of 173 yards. The resulting altitudes of the 
sun—one by a lieutenant, one by a midshipman—only differed 
V; and the resulting latitudes were 43' O’ X. and 43 7 X. 
After the log had fallen oil’, the latitude of the Arkansas, a> 
determined by observations of Seguin Island, proved to be 
4' 1 V' less than the mean of the two results obtained during the 
fog. Assuming an error in the adopted distance of the mark- 
boat from the observers, and a consequent error in the dip or 
angular depression of that part of the boat serving as the origin 
of altitudes, some observations were made for longitude from the 
Arkansas while at anchor off Bath, Maine, on f>th August. 
'Hie sights, worked out singly, gave longitudes of t»D° ,"3’ \\\, 
lit) 0 4l)' \Y., GO 0 ol' \Y., and GO 47' \V. Meaning the four gives 
till 4H' W., and the correct result by chart was GO 4 V 3G" W. 

This method’s reliability depends largely upon aeenraev of dip 
applied to the angular altitude; and, theiefore, upon the 
accuracy of measurement of the observer’s distance from the 
mark boat, or substituted object, and Ins height above it. 
Xcverthelcss the method is within the range of the practical 
navigator’s requirements failing others. 

Let da, dj.\ he errors in altitude (a) and distance (.r), re- 
spectn ely, then the ell’ecl in seconds of are upon the deduced 
value of the dip is obtainable from the following equation:— 

,r . dti — a . i/.i* 
sin t " (. i - + a ) 

Assuming that the observations of 3rd August were taken 
with < ye Ji\e sanls above the mnrk-!e\el. then, if the estimated 
distance of 173 yards be .3 yards in error, the resulting dip will 
be out to the amount of 1' 43". In the example of 2nd August, 
if the given distance of 3000 feet he 30 fret in error, then tin* 
dip will be only 11” out, provided the height was correct; and 
if, at the same time, then* were an error of 3 inches in the 
height, then the tesultmg dip cannot he iimre than 2*V' in error. 
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GYROSCOPIC COMPASSES. 

The irresistible influence of modern methods in practical navi¬ 
gation demands that an elementary explanation shall be brought 
to the notice of the world’s navigators with respect to that com¬ 
paratively new aid to safe navigation known as the gyroscopic 
compass. A gyroscope is essentially a rotating wheel. Never¬ 
theless it must not be illogicall}' assumed that every rotating 
wheel is a gyroscope. A spinning top, or a rolling hoop, both 
dear to boys before going to sea, is the first left-handed intro¬ 
duction to a gyroscope ; albeit this view of the matter fortunate^ 
does not enter into their school curriculum. Few riders of 
bic}'des would give, offhand, the correct explanation of the 
curious circumstance that their trusty steeds succeed in keeping 
upright. Such knowledge, however, is not the basis of a cyclist’s 
success as a prize-winner. It is proverbial that the philosopher 
who steered by the stars, doubtless assisted thereto by a critical 
command of the higher mathematics, eventually fell into a 
lowly but open well. A bic} T cle is merel 3 T one form of a rolling 
hoop ! A g 3 r roscopic compass is costl}', delicate, and elaborate. 
Hence we ma}’ fairly compare it, in some ways, with a bicycle 
of repute. At a fair speed a boy’s hoop will run straight; but 
when its onward motion decreases, as } r oung trundlers are well 
aware, such a pleasant phything commences to wobble and 
eventual!}' comes to the ground. Every rotating wheel displays 
a tendency to set its own axis parallel to that about which it 
happens to be rotating. Hence, inasmuch as the axis, about 
which cver 3 T tlnng in this connection is rotating is that of our 
planet, it follows that a spinning wheel, fixed in a frame free to 
move in any direction, will eventually assume a position so that 
the respective ends of its axis point north and south. A wheel 
gyroscope of this nature governs not only the uprightness of a 
spinning top, so dear to many a generation, but also the earth 
on its axis. Such a wheel, rotating rapid!}', affords an example 
of Newton’s three laws of motion, that may be enunciated as 
follow : 1. Every bod}' continues in a state of rest, or of 

uniform motion in a straight line, except in so far as it may he 
compelled to change that state by force acting upon it. (2) 
Change of motion is proportional to the acting force, and takes 
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place in the direction of tin* straight line in which the force arts. 
(M) To evoiy action there is always an equal aiul corresponding 
reaction ; or the mutual il lations of any two bodies arc always 
equally and oppositely diiveted in the same straight line. 
When those laws are applied to rotating bodies we get, re¬ 
spectively, the phenomena of gyroscopical inertia, precession, 
and the mathematical relation of precession to external force. 
Applications of the gyroscope depend, more especially, upon the 
two lirst. 

Gyroscopic inertia is that property by virtue of which a well- 
balanced gyroscope will maintain the direction of its axle 
stationary when set parallel to the axis of the earth. Unless 
the gyro-wheel axle be parallel to the earth's axis it will appear 
to rotate against the hands of a watch, about a line parallel to 
the earth's axis, looking from South to North, with a sidereal 
day period of 2,'» h. 5G min. f secs. A perfectly balanced gyro¬ 
scope is not suitable for navigational purposes, as it would 
never come to rest under the prevailing conditions. 

Precession is the motion due to an attempt to rotate the 
plane of rotation of a spinning wheel. The applied force meets 
with much resistance ; and the direction of rotation of the wheel's 
plane is at right angles to the plane of the force causing it, ami 
in a direction that jdaccs the direction of the wheel’s rotation 
like that of the force, if the wheel is free to turn in any direction. 
This opposing force is caused by the precession, which varies 
inversely as the weight, speed, and the square of the diameter 
of the wheel, lienee the advantage of a wheel of considerable 
diameter. A balanced gyro will process in one direction about 
a vertical axis, provided a suitable weight be hung in line with 
the end of its axis. Consequent on inertia, rotation of the earth, 
and precession,an approximately twenty-four hour circular track 
is connected with an ellipse of much shorter period having a 
comparatively long and horizontal major axis. The “simple 
oscillation ' across a meridian is common t> all kinds of gyro¬ 
compasses. Further steps are taken to ensure that the gyro 
axis will come to rest in the centre of oscillation ; and numerous 
arrangements have been devised to clleet this result and thus 
arrive in the shortest possible way of a reliable compass. 
Further information may he gleaned in detail from an article 
l,y A. K Gott, A.M.I.K.K., which appeared in the Xautinxl 
nr of September, 1!)1G. liven the easiest of explana¬ 
tions, i( must be admitted, is somewhat difficult to follow. 
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Foucault, an eminent French philosopher, so long ago as 1S52, 
arrived at the sound conclusion that a gyroscope evinces a 
tendency to seek the true North. Yet only in comparatively 
recent times has this pregnant property been taken advantage 
of for service conditions on board ships at sea. To-day, how¬ 
ever, a large number of the world’s warships and large liners are 
fitted with gyroscopic compasses of precision. The theory that 
a heavy and rapidly spinning disc, supported at its eentre of 
gravity, will retain its direction in space was probably dimly 
realized prior to the convincing investigations of Foucault. In 
a tentative way, however, that learned Frenchman preferred to 
regard the principle as an experimental demonstration of the 
earth’s rotation on its axis. Subsecpiently he explained that if 
such a gyroscopic disc were mounted so as to ensure that the 
axis on which it turned could not be moved with complete 
freedom, but solely about a vertical axis, the resulting position 
in which the axis would be at rest must be due North and 
South. This is the fundamental principle determining the 
utility of a gyroscopic compass for the practical purposes of the 
navigator. Not till an electric motor had become an accom¬ 
plished fact, as Foucault might have said in his own tongue, was 
it possible to rotate the disc at a speed sufficient for the purpose 
in view. A gyroscopic compass, from one vantage ground, may 
be roughly regarded as a liquid compass in which the magnetic 
needle is replaced by a rotating g} T ro having its axis alwa} r s 
pointing true North and South. This is what is required by 
navigators in ships of iron or of steel in order to ensure a maxi¬ 
mum of safety. 

A gyroscopic compass has several highly attractive advantages, 
over the usual magnetic compass, that tend to commend the 
former to seafarers on board ships where time is more especially 
synonymous with money. Consequently this type of aid to safe 
and speed}" navigation is coming more and more frequentl}" 
under the close consideration of the most important shipping 
industries of the principal maritime nations. A gyroscopic 
compass, however, is not only delieate but also characteristically 
complicated. Moreover, owing to the employment of various 
attachments that are unavoidably elaborate in some instances, a 
gyroscopic compass is comparatively costly to buy and to 
maintain. Nevertheless, it indicates the true North without 
much trouble; and this is a property not lightly to be despised, 
or ignored, in these trying times of quick passages under all 
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sorts of meteorological conditions. The princij»al merit of a 
gyroscopic compass is dependent upon the fact that its indica¬ 
tions are unaffected by the earth’s magnetism; albeit the 
gyroscopic compass must be credited with a directive force, 
similar to, but many times greater than, that of a magnetic 
compass. At any place on the earth’s suiface, other than those 
poles where none but enthusiasts are likely to venture, a gyro¬ 
scope, provided it is free to move only in the planes, will evince 
a tendency to set itself with axis of rotation parallel to the 
earth’s axis consequent on the relative rotations of the two 
bodies. The respective ends of the gyro-wheel are termed 
“ north-seeking ” or '* south-seeking ” according to the direction 
of spin. Variation charts, deviation tallies, correcting nngnets 
ami correcting spheres, troubles due a ship’s pitching ami rolling 
in a heavy seaway, and similar items pertaining to the magnetic 
compass that was alone available to the old-timer, all vanish 
below the horizon of progress when a gyro-coin puss is in use, as 
though compelled by the weird influence of a magician's waml. 
Any kind of metal may remain in close proximity to a gyro¬ 
compass without turning its head. Fwn the old sailors' \arns 
as to the adverse influence of the steel hoops in a la ly 
passenger’s crinoline of the olden time, and the steel in the cork 
leg of a pilot on the tlreat bakes of North America, will be 
without point where a gyroscopic compass is regarded as ybct/e 
/n'uh'tjtfi Fair weather, or foul ; blow high, or blow low; thick 
wi ather or cloudless sky ; mi}' navigator, using a gyro-compass 
intelligently, has always at command the bearing of true North 
without either sights or calculation. Three hours previous to 
proceeding on a passage, nr at the instant when word is passed 
along to get lip steam, a similar action can be arranged for the 
gyrocompass should it he temporarily out of e unmUsinn. If 
deemed desirable by the shipmaster coneerned, this kind of 
compass can he kept in action eontimn isly, inasmuch as the 
wear on its hearings is lelatively a negligible quant ly The 
gyro-cunpass cannot rightly he expected to universally supersede 
the navigator’s familiar friend of long-standing known as the 
magnetic compass ; hut the latter type seems destined in the 
near future, to become a stan 1-hy, «>n many a warship and large 
liner under every ting, on all fours with the hand—tecring g«ar 
of sueli a ship that is seldom brought into ]day except when a 
bleak down occurs with tin* modern apparatu-. 

F.mcmilt’s theory m\olves the proposition that " evi ry free 
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rotating body, when subjected to some other or new turning 
force, tends to set its axis of rotation parallel to the new axis of 
rotation by the shortest path, so that the two rotations take 
place in the same direction.” This, concisely stated, is the main 
principle upon which is based the working of a gyro-compass as 
a reliable assistant to navigators “bound to go.” The late Lord 
Kelvin, ever eager to lessen risks for the world's navies, whether 
of peace or of war, by translating abstract mathematics, that are 
understood but by the few, into concrete contrivances that are 
infinitel} T useful for the multitude, devoted much of his invalu¬ 
able time, and his unsurpassed genius, to the betterment of the 
gyroscope under various heads. To him, greatl}*, we owe the 
fact that it cast off its limited environment of initial usefulness 
as a toj^ for natural-philosophy classes at the Universities and 
elsewhere. The United Kingdom, the United States, and other 
maritime countries that count, have constructed gyroscopic 
compasses on lines first satisfactorily laid down by Kelvin in 
one of his many and varied contributions to practical mathe¬ 
matics. Inventive capacity and “high science ” are not neces¬ 
sarily co-existent in an individual; but the late Lord Kelvin, 
himself a navigator, was a brilliant exception to a general rulo 
as sailors are well aware and freely admit. Mathematical 
machines neither invent nor discover. Kelvin was both an 
inventor and a discoverer; and Kelvin was a mathematician 
with a bent for the sea. Such a combination of theory and 
practice is rare. 

A gyro-compass is similar in external appearance to the 
magnetic compass it is likely to supplant on board vessels where 
initial expenditure is a secondary consideration when attempting 
to solve the problem of increased safety of life at sea. The card 
of this class of compass, as is now the case with some of the old- 
fashioned type, is marked from 1° to 360°. In a few there is an 
auxiliary card, arranged in the centre of the dial, that makes a 
complete revolution for a small change in course; and is 
divided so that an alteration in ship’s head, if only of a few 
minutes of arc, is immediately apparent. The weighty disc is 
rotated by a small motor, and mounted in a framework that 
floats on mercury; the whole instrument being balanced so that 
the tendency of the ilotation shall ensure the disc being vertical 
and its axis being horizontal. It is this tendency, according to 
Foucault’s principle, that compels the axis to point North and 
South. Two strings to a bow are proverbially good ! Hence 
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tin* following method of regarding this matter may prove Useful. 
If the gyro-wheel were caused to rotate with its plane vertical, 
and in the meridian of the observer, then the rotation will 
maintain it in a fixed direction in space; but as the earth itself 
is turning, this tends to incline the plane of the gyi“»*wheel to 
the meridian. On the other side we have the doating power of 
the mercury tending to upright the disc, or gyro-wheel. The 
resultant of these two tendencies is to compel the disc into that 
only position of stability when it is vertical and square to the 
meridian. In other words, the axis about which the disc then 
rotates will point due North aud South. 

When it is required to lay oil* a course with the aid of a gyro¬ 
compass solely, two corrections may have to be regarded by 
navigators concerned in that operation. Both will, perhaps 
rightly, be regarded as negligible for the practical purposes of 
navigation where give and take is an order of the day. Tables 
are supplied, however, for the purpose of allowing for those tiny 
and tedious items should such a course of procedure be deemed 
desirable by those intimately concerned. One of those correc¬ 
tions depends upon an adverse influence introduced by change 
of latitude, should such take place. A vessel, for example, 
leaving a Tinted Kingdom port, would have her gyro-compass 
carefully adjusted to the parallel of ."><) . Tnless she change her 
latitude as much as KT, this adjustment will serve every 
purpose. Going north, or south, across the equator, for example, 
a navigator can, if lie feel desirous of doing so. quite readily 
adjust his gyro-eompiss, for latitude-error, by following the rules 
laid down for his guidance in an accompanying book of instruc¬ 
tions. Such an operation need be carried out only crossing each 
tenth parallel of latitude. Another correction known as the 
e correcti >n, is merely the expression of the geometrical relation 
between the .speed of the ship and the speed of the earth’s 
rotation. A reference to the tables that are supplied with a 
gyro compass, as aho\e mentioned, sutlices to master this correc¬ 
tion should it be deemed essential in practical navigation. 

There are three prominent types of gyro-coin pastes, known 11 s 
the "Anschutz.” tin,* “Sperry,” and the "Sea Star,’’ respectively. 
Preliminary experiments appear to have been carried to a 
successful finish, about 1!M)0, by Mr. Klphinstoiic with the 
Anschutz type for the purpose of determining a substitute for 
tho usual magnetic compass on board a sliip about to sit out for 
the Aictioii regions on a North Polar lvxpe lition. Klevou yeur.s 
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later, Mr. Eiphinstonc made a detailed statement in a paper read 
before a meeting of that year’s British Association, during the 
course of which he described the many methods he had availed 
himself of in order to conquer the apparently inherent defects of 
such a system, and also the success that crowned his unsparing 
efforts. This type of gyroscopic compass is of pendular con¬ 
struction, free to swing under the action of gravity. Three 
gyro-wheels counteract any adverse effect likely to be intro¬ 
duced by violent behaviour, in a heavy sea, of the ship on which 
the gyro-compass is fitted. Their peripheral speed is said to be 
between 20,000 and 30,000 revolutions a minute. Special motor 
generators had to be employed having a periodicity of 330 per 
second. Attached spirit-levels indicate whether the instrument 
is properly performing its allotted duty in pointing out the true 
North to the anxious mariner. A “ Sperry ” gyro-compass is 
suspended by a wire that is kept mechanically deprived of twist 
directly the gyro-wheel is in motion; and the latter is destitute 
of friction round the vertical axis. The gyro-wheel revolutions 
are 8600 a minute, and the periodicity is 145 per second. In 
this type of gyro-compass a "follow-up ” motor leaves the gyro- 
wheel with but little work to do. Errors in compasses of this 
nature are due to latitude, change of latitude at constant speed, 
change of speed, pitching and rolling of the ship viewed as a 
compass platform, slowness of the gyroscope, and the quality of 
the steering of the ship. All these elements of discordance and 
doubt are traceable to the fact that such compasses are pendular 
and rely upon the action of gravity. The “Sea Star” type, 
designed by Captain V. H. Rozie and Mr. E. Kilburn Scott, has 
a clockwise direction of rotation of the gyro-wheel when looking 
at the north-seeking end of the gyro-wheel spindle. In the 
two first-mentioned types, the direction of rotation of the gyro- 
wheel is against the hands of a watch held face npwards-eounter- 
clockwisc. Consequent on the gyro-wheel rotation in the “ Sea 
Star” type being opposite to that of the earth, the gyro-wheel 
in this instance is in unstable equilibrium. Hence the motor, in 
this compass, is said to correct any tendency to deflection. 
There is thus induced a general sensitiveness that permits of the 
adoption of comparatively small instruments, inasmuch as the 
kinetic energy of the wheel is not so important as it is with 
other forms of compasses. 

A master-compass, or, as it is sometimes termed, a mother- 
compass, may be regarded as the standard compass of the gyro- 
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class. It may l>e placed in position either down l>elow, or on 
the uppermost clock or bridge ; but, in every instance, this kind 
of compass should be directly on the centre-line of the ship 
concerned. A master-compass may be used directly as the 
steering compass; or it can be used for controlling other gyro¬ 
compasses, situated in various positions on the same ship, that 
are titted so as to receive its indications by means of a special 
transmitter. 

Radio-telegraphy as it becomes more and more common will 
be pressed into various services for the guidance of ships in the 
vicinity of the land. Signals from another ship, from a light¬ 
ship, or from a lighthouse, can be utilized. The Marconi-llellini 
Tosi wireless direction-tinder enables a navigator to determine, 
very nearly, the bearing of a radio-station whence a message 
is received. It is said that the range of communication lies 
between the limits of ten miles and lift}’ miles or more, varying 
with the ]lower of the sending station. Probably the first 
reliable records on this plan were made from the S.S. 

(irorr/r, between Canada and Kngland. She got the hearings 
of Cape Race, Cape Ray, and Father Point, w th certainty and 
despatch, as also of vessels under way. Another steamer, the 
h’squimo, hound from Hull to Christiania, enjoyed a like ex¬ 
perience. The aerial waves are quite distinct from the ordinary 
wireless installation on hoard signalling ships,, li would appear 
that at the date of writing. October, H'lG, this method merely 
allows of the determination of a line of bearing somewhere on 
which the ship happens to be. The Cnited States Navy 
authorities have called the attention of shipmasters whose vessels 
are titted with radio-telegraphy apparatus, that are in the 
vicinity of Cape t’od, to the fact that a "Distance Finder" had 
just been installed at the United States Navy Radio Station, 
North Truro, Mass.; and it was suggested that those immediately 
inteiested should put the utility if the proposed method to 
the test of experience. Alheit in its tentative stage, this system 
is said to have ill lorded results differing only by n couple of 
degret s from the corresponding bearings obtained by recoin>e to 
the compass as of old. Appaieutly this method furnishes uu 
observer with an indication as to the line on which the sending 
station is at the instant of nhsination. Thus a bearing of l!0° 
on the starboard how, for example is not distinguishable from 
one that is 1’t) on the port quarter. Seldom, howe\er, does 
doubt arise under this head. Two successive readings ot a 
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course that is maintained during the interval will place the 
matter on the bed-rock of certainty, and at the same time give 
the listening ship’s distance from the sending station in the usual 
way. Should two coast-stations be within wireless touch, a 
ready reference to the ship’s geographic position is placed on 
record. A wireless compass not only enables a vessel to locate 
her geographical position, but also the position of an approach¬ 
ing vessel fitted with radio-telegraphy apparatus. Navigators 
familiar with mathematical formulae of more than Kindergarten 
complexity will find Chapter XVII. of Glazebrook and Shaw’s 
Practical Physics of the highest importance in connection with 
magnetism and ship’s compasses. It is to be hoped that in the 
next edition they will fully explain both the gyro-compass and 
the radio-compass. 
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THE MOON AN AUXILIARY. 


The moon occasionally helps a navigator; but is generally 
left severely alone, consequent on the many vexatious cor¬ 
rections that she generally demands. A correspondent of the 
Nautical Mayazme quite recently quoted an instance w T here 
Luna was an aid to safe navigation. Bound from Port Arthur, 
Texas, to London, and expecting to be in the vicinity of the 
Tortugas in the early morning, the master was anxious to obtain 
a sight—hitherto impossible on the passage. Concluding that 
a clear was probable, he waited with sextant in hand, and the 
mate standing by at the chronometer. Suddenly the Moon 
became visible on the port bow, and Sirius followed suit to 
starboard. The whole operation, the sights being carried out 
in quick succession, lasted only a minute and a half; and no 
other sight was possible that night. A table due to Messrs. A. 
McLellan and S. P. Elliott, given in Brown’s Nautical Almanac , 
atfords the nccessaiy correction of the moon’s altitude at sea 
by the use of a single term. Having given, for example: Moon’s 
altitude 45° 18' 10", hor. par. bo 37," height of eye l(i feet, we 
get by Brown’s Table— 


From Table. 


Alt. 

Corr. 


. . 45 13 10 
. . *f- 19 6 



45 37 16 


Add for 16 ft. height . . 4 4 

19-1 


19' 0" 


3 n 
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CHRONOMETERS: USE AND ABUSE. 

Jn the exhibit of the United States Navy at the Panama- 
Pacific Exposition there were some chronometers ha\ mg manel- 
lous histories. One, found by the Narcs’ Arctic Expedition in 
Newman’s Bay, had been abandoned in the American discovery 
ship Polaris, 1872, nearly four years prior to its recovery. 
Presented to the United States Oovornment alter the return 
home of Xares and Ids gallant crew, it is still running with 
marked accuracy. Another, equally satisfactory, was in use 
during an Arctic expedition of 1850. The lirst chronometer of 
American make used by the United States authorities was 
similarly in active service. Two chronometers that went to the 
bottom with the United States warship Maine during Feb. 
1in Havana harbour, and remained submerged for fourteen 
years, were also on exhibition, albeit rusted almost beyond 
recognition. An “ardent disciple" of MY</tX7*s, in n letter 
published not long since in the X mtiod M>'<jnzinr t pointed out 
in detail that the chronometers of 21 large line were kept in 
improperly-constructed receptacles, no chronometer journal kept, 
ami no daily comparisons taken. The .shop-rule was invariably 
relied upon and unhesitatingly used. Having carefully plotted 
the ship's position by cross healings of well-defined points on 
shore, and then determined the longitude by each of two eliroii- 
onieteis in the usual way, it wu*. found that one placed the ship 
nine niinuti s of !» ngitude, and the other seventeen minutes of 
longitude, a wav from lur actual spot. The three chrunomett rs 
carried on ships of that line were sent ashore at either end of 
the route and remained until the eve of sailing. “ Em. 11 when 
every precaution is tak* 11 ," wrote .bums Page, 011 a Pilot Chart 
of the t inted States Hydrographic t >llie*\ Washington, IU\, in 
t!)l)2 ‘ it is impossible to carry ” a chronometer “ from place to 
place without altering its rate ... It frequently happens that 
the sea or travr lling rate is quite distinct from the land rate, 
ow ing to the change of surroundings,' T » delay the arrival of 
a chronometer on board until the day of '•ailing is seldom justi¬ 
fiable, mi 1 sometimes dangerous. 
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19*212 

11 

24 

18*9 

11S72 


0 

54 

53-06 

19*221 

11 

36 

9-5 

11813 

21 

0 

56 

48‘4l 

19*230 

11 

47 

56-5 

11754 

22 

0 

58 

43*82 

19*240 

11 

59 

40*0 

116*95 

23 

' 

0 

39-29 

1 

19251 

N.12 

11 

19-9 

ii 6*34 
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332 APPARENT PLACES OF STARS, lNSO. 


AT UPPER TRANSIT AT GREENWICH. 


Month 

and 

Day. 

[ a Andromeda;. 

a Aurigae. 
(CitptlLi) 

a Canis Majom. 
(£iriMj) 

a Leonii. 
[lieyuluj) 

R A. 

Dec. N. 

R. A. 

Idcc. N. 

R. A. 

Dec. S. 

R.A. 

f Dec. N. 


h m 


h m 

1 . 

h rn 


a m 



O 2 

2S 25 

5 7 

45 52 

6 39 

16 33 

IO 2 

12 32 

Jan. 1 

• 

11 88 

553 

R 

52 Si 

1 34*o 

• 

53*9o 

10-3 

« 

0S1 

6ri 

11 

ll 75 

54 4 

52 Si 

353 

5397 

127 

i-oS 

59 7 

21 

1 1-62 

53 2 

52 74 

3^5 , 

53 9^ 

149 

1 3» 

5S i 

3> 

H 51 

5.8 

5262 

37 4 

5395 

169 

1 50 

576 

Keb. l“b 

II 42 

52-2 

53*45 

3S 1 

53S7 

186 

1 63 

570 

20 

*« 35 

4S6 

5224 

3$ 5 

5375 

200 

1 72 

566 

Mar. 1 

11 32 

470 

5200 

3^7 

53 60 

21-2 

176 

564 

11 

11 32 

454 

5'75 

3^5 

53 42 

22 0 

*75 

5 6 5 

2.' 

“ 37 

440 

51 50 

380 

5324 

225 

170 

567 

3« 

1146 

42 s 

51 27 

37 2 

5305 

22 6 

162 

57 i 

Apr. 10 

11 60 

420 

51-08 

36*2 

52 86 

224 

• 52 

576 

20 

1179 

415 

5092 

35 0 

52 (X) 

219 

1-40 

58 * 

3° 

1202 

41 4 

50 Si 

33 7 , 

5254 

212 

I 2S 

5*7 

May to 

12 28 

417 

50 76 

P3 

52 42 

20 I 

1 *5 

502 

20 

12 18 

424 

50 7S 1 

308 

52 3» 

IS S 

1 03 

597 

10 

1 1291 

43'4 

5086 

294 

5230 

*7 3 

091 

bo 2 

June 9 , 

1325 

44S 

51 01 

279 

52 29 

15-6 j 

0 81 

606 

*9 

13 <0 

46 6 

5120 

?66 

52 33 1 

«37 

073 

610 

29 

•3 95 . 

486 

5145 

25 5 

5240 

118 i 

0 67 

61 3 

July 9 

1429 | 

50 S 

5'75 | 

I 24 6 

5252 

96 

063 

61 5 

19 

1461 

53’2 

520S 

23-9 

53 66 

76 

061 

61 6 

29 

14 So ! 

55 7 

52*4 1 

23 3 

5284 

5-S 

ob 1 

61 6 

Aug. 8 

1516 

582 

52 ^3 ' 

23 0 

5305 

4 » 

ot>4 

614 

18 

*5'39 

007 

53 24 

229 

53*2b 

26 1 

070 

61 l 

28 | 

i5'57 

6 32 

53^5 

229 

53 53 

*5 I 

079 

606 

Sept. 7 

1572 

°5'5 

5407 

23 ' 

53 79 

07 

091 ! 

6ot> 

•7 

l 5 S2 

67 7 1 

514 > 

23 6 , 

5407 

°'3 

1*05 

592 

27 

I589 | 

698 

54 S9 

24 I 

54 36 

°*3 

123 

58*1 

Oct. 7 

1591 

716 

55 29 

24 S 

5465 

o-S 

i 44 

56 S 

17 

I5«)l I 

73-i 

55 °7 1 

25 7 1 

54-05 

17 

1 09 

ss i 

27 I 

I5 S, » 

74 1 

5°'°3 

20 7 

55 21 

3 * 

1-96 

53 s 

Nov. 6 

1 5 79 

75*4 

5 11 5° 

J, *t 

55 52 

4‘S 

2 25 

520 

16 

15 70 1 

702 

5005 

200 

557S 

60 

247 

501 


•5 59 

7 ii'b 

5C i/O , 

3°4 

5'1'02 

9 2 

2 <*J 

482 

l)e 0 

15 17 

7**7 

57 to 

3' 7 

56 2 , 

1 1 O 

323 

403 

lb 

15 *4 

705 

57 24 

33 ' 

56 |l 

14 2 

356 

44 5 

26 I 

15 20 

759 

5733 

34 5 

5<>54 

16 s 

3-«7 

428 

.«> ! 

15-06 

75' 

5735 

35*S 

5003 

19 2 

4 15 

412 
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APPARENT PLACES OF STARS, 1S80. 


343 




AT 

UPPER TRANSIT AT GREENWICH. 



Month 

and 

Day. 

a Ursx Majoris. 

a Virginis. 
(Spica) 

v Ursae Majoris. 

a Bootis. 

( Arcturus) 

R.A. 

Dec. N. 

R.A. 

Dec. S. 

R.A. 

Dec. N. 

R.A. 

Dec. N. 



b m 

. / 

h in 


b in 

. / 

b m 




10 56 

62 23 

13 l8 

10 32 

13 42 

49 54 

14 IO 

19 47 

Jan. 

1 

a 

21*54 

30*8 

s 

53 -io 

9*2 

8 

49*12 

21 8 

s 

11*76 

747 


it 

22*07 

311 

5344 

11*2 

49*55 

>9*9 

12 09 

72*4 


21 

22*56 

320 

53 77 

> 3-2 

49 99 

l8 § 

12*42 

7 f 5 


31 

2297 

33-3 

5408 

> 5-2 

50 ‘ 4 > 

17-8 

> 2*74 

68*9 

Feb. 

IO 

23-30 

35'2 

54-37 

17*0 

50*81 

>77 

1306 

67-7 


20 

23-53 

37 4 

54 -b 3 

187 

51*18 

I 8*2 

>335 

67*0 

Mar. 

1 

23*67 

39 ‘S 

54*86 

20*2 

5 , " 5 > 

19*2 

>3*61 

667 


11 

2371 

42*4 

55-05 

21*4 

5 >78 

208 

>3-84 

66*9 


21 

23-66 

45*0 

55*20 

22*4 

5>-99 

22*8 

14*04 

675 


31 

2353 

475 

55 32 

23 2 

52»5 

251 

14*20 

68*4 

Apr 

IO 

23 33 

49‘9 

55 - 4 i 

23-8 

52*25 

277 

14 32 

69*5 


20 

2307 

52-0 

55'46 

24*2 

52-30 

304 

>4-41 

71*0 


30 

2276 

537 

55 M 9 

24*4 

52*29 

33 *> 

>447 

72*6 

May 

IO 

2243 

550 

55 49 

24*4 

52-24 

357 

14*50 

742 


20 

2 2 08 

55‘9 

55 47 

243 

52*14 

38-2 

14*50 

75-8 


3 ° 

21*72 

5 6 '4 

55 M 3 

24*1 

52 00 

40*5 

14-47 

77'4 

June 

9 

21*38 

56-3 

! 55'37 

237 

5 >-S 3 

42*4 

1442 

789 


19 

21 06 

558 

1 55 - 3 o 

233 

5 >'64 

43*9 

> 4-35 

802 


29 

2077 

54 7 

55 ‘ 2 i 

22*8 

5 >42 

45*0 

14*26 

81 *4 

July 

9 

20*51 

532 

55 " 11 

22*2 

5 > >9 

457 

1414 

82*3 


19 

20*30 

5**4 

I 55 'oo 

21*5 

50-94 

45*9 

14*01 

83*0 


29 

20*13 

49*2 

5489 

20*9 

50*69 

457 

13-87 

83-4 

Aug. 

8 

20*01 

46*6 

1 5478 

20*3 

50-45 

45 0 

1372 

83-5 


18 

19*96 

43 ’S 

; 54*7 

196 

50*22 

43-9 

>358 

83 4 


28 

19*96 

40*8 

54-58 

19*0 

50*00 

42*3 

> 3"44 

83*0 

Sept. 

7 

20*03 

37'2 

54 50 

18-5 

49 " 8 o 

40-3 

>3-3* 

82*2 


'7 

20*17 

339 

54-45 

iS*o 

49-64 

37 9 

13*20 

81*2 


27 

20*37 

30-5 

54 43 

177 

49 53 

35'3 

1311 

799 

Oct. 

7 

20*64 

27*2 

54'45 

>77 

49 M 6 

32‘3 

>306 

78-3 


17 

209S 

24*0 

54-52 

I 7-9 

49*44 

290 

>3 06 

76-4 


27 

21*39 

20*9 

54-63 

18*3 

49-50 

25*2 

13*10 

74*2 

Nov. 

6 

21 85 

1 8 * i 

5479 

190 

49*62 

21*7 

* 3 " >9 

71*6 


16 

2237 

15*6 

54-99 

20*0 

49*80 

18*2 

>3-32 

69*1 


26 

22*92 

13*6 

55*24 

21*3 

50*04 

>47 

13-5* 

66*4 

Dec. 

6 

2350 

12*0 

55 52 

22*8 

50-34 

n *5 

>374 

637 


16 

24*09 

10*9 

5583 

24-5 

50*70 

8*5 

14*01 

611 


26 

24*68 

10*3 

56*16 

26 4 

51*10 

59 

1 4'3 1 

58-5 


36 

25*23 

10*3 

5649 

28*3 

Si 52 

37 

1463 

56 -1 
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784 


APPARENT PLACES OF STARS, 1SS0. 


AT UPPER TRANSIT AT GREENWICH. 


Month 

n Ophiuchi. 

a Aquilx. 

M/tair) 

a Cygni. 

and 








Day 


R.A 

Dec. N. 

R.A. 

Dec. N 

R.A. 

Dec. N. 



h m 


h m 


h m 




I? 29 

12 3 S 

19 44 

00 

OJ 

20 37 

44 5° 

Jan. 

, 

21*42 

40-5 

55‘33 

93 

»9‘36 

76-3 


11 

2 I 62 

473 

55-40 

7-8 

1932 

735 


21 

21S5 

45*3 

55-52 

6 - 2 

1932 

70-7 


3' 

2211 

43*5 

55-66 

47 

I9 3S 

67-5 

Feb. 

to 

22' 3 S 

410 

55-83 

3"4 

<949 

64 6 


20 

2267 

40-7 

5603 

2 3 

19-65 

620 

Mar. 

1 

22-97 

399 

5626 

i*5 

19S5 

597 


11 

23-26 

39‘5 

56*51 

II 

20-10 

57-S 


21 

23-56 

39*5 

5<>77 

ro 

20*39 

564 


3* 

2 3 -Ss 

399 

57-05 

1 3 

20*72 

55"5 

Apr 

10 

2412 

40-7 

57*31 

1 0 

21 07 

1 55‘2 


20 


41'9 

57 64 

29 

21 43 

55-5 


3° 

24-62 

43*3 

57 94 

43 

21-Si 

56-4 

May 

to 

24S4 

45*0 

5824 

5’9 

2210 

57 S | 


20 

2303 

4 fy 9 

58*52 

78 

2250 

59-8 


3° 

25-20 

4S-9 

5879 

9’8 

| 2291 

62-2 

June 

9 

25-33 

50-9 

59-04 

ii*9 

2323 

64 9 j 


*9 

25-42 

529 

5920 

140 

2352 

67 9 ! 


29 

254S 

54'Q 

59*44 

10 2 

23 77 

7< 2 1 

July 

9 

25-50 

56*7 

5959 

iS-3 

2390 

74-6 | 


19 

25-47 

5$*3 

5969 

20-2 

2410 

7S-o 


29 

2511 

598 

1 5975 

22 0 

24 <8 

Si 4 

Aug. 

8 

25-32 

Oil 

59 76 

2 36 

24-20 

84-7 


18 

2519 

621 

59 74 

251 

2418 

87 8 


2.S I 

25-04 

62-S 

5967 

26-3 

2410 

907 1 

Sept. 

7 

24S7 

63 3 

59-56 

2 7-3 

2396 

93*3 


17 

24*60 

63-5 

1 59-43 

2-So 

2379 

95 5 


27 

24*5* 

63 4 

59-28 

2S5 

2358 

97’4 

Oct. 

7 

24-33 

631 

59-n 

2S7 

2334 

9S-S 


'7 

2417 

62-5 

58-04 

2S'7 

2308 

99 8 


27 

2404 

61 5 

58-77 

28-4 

22-82 

100-2 

Nov. 

0 

23-94 

60-3 

5S62 

27 9 

22*56 

100*2 


in 

2 J-M 

5SS 

58-49 

272 

2231 

997 


20 

21 SS 

57 1 

5839 

26-2 

2209 

987 

Dec. 

6 

23-92 

55"2 

58-32 

250 

21 So 

97 2 


16 

24-01 

529 

5^-20 

23 7 

2 173 

95 2 


26 

2415 

5° 7 

5830 

22‘3 

2f6l 

029 


3<* 

24-?2 

48 6 

5835 

207 

21-54 

90-3 




















NAUTICAL ALMANAC ELEMENTS. 


7S5 


TABLES. 


4S3 


USED r 

V DETERMINING THE LATITUDE BV OBSERVATIONS OF 

THE POLE STAR OUT OF TIIE MERIDIAN. 


TABLE I. 

Containing the First Correction. 
Argument ;—Sidereal Time of Observati 

on. 

rrecti 



Sidereal 

Time. 

Correction. 

Sidereal 

Time. 

Sidereal 

Time. 

C01 

ion. 

Sidereal 

Time. 

h m 

. , 


h tu 

1 

b in 



„ 

h in 

O O 

- l 15 

45 + 

12 0 

6 O 

- 0 

25 

43 + 

IS 0 

10 

1 16 

48 

10 

IO 

1 0 

22 

23 

IO 

20 

1 17 

42 

20 

20 

0 

>9 

1 

20 

30 

1 iS 

28 

3° 

30 

0 

*5 

36 

30 

40 

1 T9 

4 

40 

40 

0 

12 

10 

40 

50 

1 19 

31 

50 

50 

0 

8 

43 

50 

1 0 

1 19 

50 

*3 0 

7 0 

0 

5 

14 

19 0 

10 

1 19 

59 

10 

TO 

- 0 

1 

45 + 

IO 

2 C 

1 19 

59 

20 

20 

1 + 0 

1 

45 - 

20 

3° 

1 19 

50 

30 

30 

0 

5 

>4 

30 

40 

1 19 

3 ' 

40 

40 

0 

S 

43 

40 

5° 

1 19 

4 

50 

50 

0 

12 

10 

50 

2 0 

1 18 

28 

14 0 

8 0 

0 

>5 

36 

20 O 

10 

1 17 

42 

TO 

10 

0 

>9 

1 

IO 

20 

1 16 

48 

20 

20 

0 

22 

23 

20 

30 

> '5 

45 

30 

3o 

0 

25 

43 

30 

40 

1 14 

34 

40 

40 

0 

29 

0 

40 

So 

i >3 

14 

5° 

5 ° 

0 

32 

‘3 

5 ° 

3 0 

1 11 

45 

15 0 

9 0 

0 

35 

23 

21 C 

(0 

I TO 

8 

TO 

10 

0 

38 

29 

IO 

20 

I 8 

24 

20 

20 

0 

4' 

30 

20 

30 

1 6 

31 

3 ° 

30 

0 

44 

27 

30 

40 

1 4 

3« 

40 

40 

0 

47 

18 

40 

50 

1 2 

23 

5 ° 

50 

0 

50 

4 

50 

4 O 

1 0 

9 

16 0 

10 0 

0 

52 

45 

22 0 

10 

0 57 

47 

10 

10 

0 

55 

19 

IO 

20 

0 ss 

'9 

20 

20 

0 

57 

47 

20 

3 ° 

0 52 

45 

30 

30 

1 

0 

9 

30 

40 

0 50 

4 

40 

40 

1 

2 

23 

40 

5 ° 

0 47 

18 

5 ° 

60 

1 

4 

3 i 

50 

5 0 

0 44 

27 

17 0 

11 0 

1 

6 

3* 

23 0 

10 

0 41 

3 ° 

TO 

TO 

1 

8 

24 

IO 

20 

c 38 

29 

20 

20 

1 

10 

8 

20 

3 ° 

0 35 

23 

30 

30 

1 

11 

45 

30 

40 

0 32 

>3 

40 

40 

1 

13 

'4 

40 

So 

0 29 

0 

50 

50 

1 

14 

34 

50 

6 0 

~o 35 

43 + 

i£ 0 

12 O 

+ 1 

'5 

45 - 

24 O 
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TABLES. 


TABLE If. 

Containing the Second Correction {altragt to be cuUed.) 
Ar/umtuli —Sidereal Time and Altitude. 


Sidereal 

Time. 

Altitude. 

Sidereal 

Time. 


0 

0 


0 

5 

0 

10 

1°5 

O 

20 

O 

2 5 

3 °o 

0 

35 

b ru 















b m 

0 0 

0 

0 

0 

1 

0 

1 

0 

2 

0 

2 

0 

3 

0 3 

0 4 

12 0 

30 ' 

0 

0 

0 

0 

0 

0 

0 

1 

0 

1 

0 

1 

0 1 

0 1 

30 

1 O 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 0 

0 0 

*3 0 

30 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 0 

0 0 

30 

2 O 

0 

0 

0 

0 

0 

0 

0 

1 

0 

1 

0 

1 

0 1 

0 1 

14 0 

30 

0 

0 

0 

1 

0 

J 

0 

2 

0 

2 

0 

3 

0 3 

0 4 

30 

3 0 

0 

0 

0 

1 

0 

2 

0 

3 

0 

4 

0 

5 

0 6 

0 8 

15 0 

30 

0 

0 

0 

2 

0 

3 

0 

5 

0 

6 

0 

8 

0 10 

0 12 

30 

4 0 

0 

0 

0 

2 

0 

4 

0 

7 

0 

9 

0 

11 

0 14 

0 17 

16 0 

30 

0 

0 

0 

3 

0 

6 

0 

8 

0 

11 

0 

1 5 

0 18 

O 22 

30 

5 0 

0 

0 

0 

3 

0 

7 

0 

to 

0 

14 

0 

IS 

0 22 

0 27 

17 0 

30 

0 

0 

0 

4 

0 

8 

0 

12 

0 

lb 

0 

21 

0 26 

0 31 

30 

6 0 

0 

0 

0 

4 

0 

9 

0 

»3 

0 

IS 

0 

23 

0 29 

0 35 ' 

18 0 

30 

0 

0 

0 

5 

0 

9 

0 

>4 

0 

20 

0 

25 

0 3 « 

O 3 * 

1 50 

7 0 

0 

0 

1 0 

5 

0 

10 

0 

*5 

0 

20 

0 

26 

0 32 

0 39 I 

19 0 

jo 

0 

0 

0 

5 

0 

10 

0 

»5 

0 

20 

0 

26 

0 32 

0 39 

30 

S 0 

0 

0 

0 

5 

0 

9 

0 

14 

0 

20 

0 

25 

0 31 

0 38 

20 0 

jo 

0 

0 

0 

4 

0 

9 

0 

«3 

0 

18 

0 

23 

0 29 

0 35 

30 

9 0 

0 

0 

0 

4 

0 

8 

0 

12 

0 

16 

0 

21 

0 26 

0 3 ‘ 

21 0 

30 

0 

0 

0 

3 

0 

7 

0 

to 

0 

M 

0 

18 

0 22 

0 27 

30 

10 0 

0 

0 

0 

3 

0 

6 

0 

8 

0 

11 

0 

>5 

0 iS 

0 22 

22 0 

30 

0 

0 

0 

2 

0 

4 

0 

7 

0 

9 

0 

11 

0 14 

0 17 

30 

11 0 

0 

0 

0 

2 

0 

3 

0 

5 

0 

6 

0 

8 

0 to 

0 12 

33 0 

30 ! 

0 

0 

0 

1 

0 

2 

0 

3 

0 

4 

0 

5 

0 6 

0 8 

32 

12 0 

0 

0 

0 

i 

0 

1 

0 

2 

0 

2 

0 

3 

0 3 

0 4 

24 0 


TABLE III. {for 1SS0.) 

Containing the Third Correction (a/irviy* to be <uHe<L\ 
Argument! • — Sidereal Time and Pate. 




Fell. I. March 


April I 


May 1. June 


July 1 


0 

l 

34 

f 

31 

1 

24 

1 

14 

1 

6 

1 

2 

t 

4 

2 

t 

30 

1 

;S 

1 

34 

1 

2b 

1 

17 

t 

0 

1 

0 

4 

1 

28 ! 

l 

35 

1 

V* 

1 

3 ' 

1 

23 

l 

'3 

1 

6 

6 

l 

•3 

1 

22 

1 

28 

1 

2S 1 

1 

23 

l 

14 

1 

4 

8 

0 

54 

1 

4 

1 

12 

1 

17 

1 

«7 

1 

11 

1 

2 

to 

0 

37 

0 

46 

0 

53 

l 

2 

1 

6 

l 

5 

0 

S 9 

12 

0 

26 | 

0 

29 

0 

37 

0 

40 

0 

54 

0 

58 1 

0 

V 

'4 

0 

-I 

0 

22 

0 

26 

0 

34 

a 

43 

0 

5 1 

0 

51 

lb 

0 

32 

1 0 

2 5 

0 

24 

0 

2Q 

0 

37 

0 

47 

0 

51 

IS 

0 

47 

0 

3 * 

, 0 

32 

0 

32 , 

0 

37 

0 

46 

0 

S'* 

2 ) 

1 

6 

0 

50 

0 

4 S 

0 

4 3 

0 

43 

0 

49 

0 

5 * 

22 

l 

23 

l 

14 

1 

7 

0 

5 * 

0 

54 I 

0 

55 

1 

1 

24 

1 

34 

1 

3 ' 

1 

24 

1 

14 

1 

6 

1 

2 

; 

4 
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TABLE II. 

Containing the Second Correction {always to be added.) 
Arguments :—Sidereal Time and Altitude. 



Sidereal 

Time. 

Altitude. 

Sidereal 

Time. 

35 

40 

45 

5°0 

55 

60 

6 5 

70 

b m 
















b 

rn 

0 0 

0 

4 

0 

5 

0 

6 

0 

7 

0 

8 

0 

10 

0 

12 

0 16 

12 

0 

3 ° 

0 

1 

0 

2 

0 

2 

0 

3 

0 

3 

0 

4 

0 

5 

0 6 


30 

1 0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

O 

0 

1 

0 1 

>3 

0 

30 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

1 

0 1 


30 

2 0 

0 

1 

0 

2 

0 

2 

0 

3 

0 

3 

0 

4 

0 

5 

0 6 

14 

O 

30 

0 

4 

0 

5 

0 

6 

0 

7 

0 

8 

0 

10 

0 

12 

0 16 


3 ° 

3 0 

0 

8 

0 

9 

0 

11 

0 

•3 

0 

16 

0 

19 

0 

23 

0 30 

15 

O 

30 

0 

12 

0 

14 

0 

17 

0 

21 

0 

25 

0 

3 ° 

0 

37 

0 47 


30 

4 0 

0 

17 

0 

20 

0 

24 

0 

29 

0 

35 

0 

42 

0 

52 

1 7 

16 

O 

30 

! 0 

22 

0 

26 

0 

32 

0 

38 

0 

45 

0 

55 

1 

8 

1 27 


30 

5 0 

0 

27 

0 

32 

0 

39 

0 

46 

o 

55 

1 

7 

1 

23 

1 46 

17 

O 

30 

0 

31 

0 

38 

0 

45 

0 

54 

1 

4 

1 

iS 

1 

36 

2 3 


30 

6 0 

0 

35 

0 

42 

0 

50 

1 

0 

1 

12 

1 

27 

1 

47 

2 iS 

iS 

0 

3 ° 

0 

38 

0 

45 

0 

54 

1 

4 

1 

17 

1 

33 

1 

55 

2 28 


30 

7 0 

0 

39 

0 

47 

0 

56 

1 

6 

1 

19 

1 

36 

1 

59 

2 33 

J 9 

0 

30 

0 

39 

0 

47 

0 

S& 

i 

6 

1 

19 

1 

36 

1 

59 

2 33 


30 

8 0 

0 

38 

0 

45 

0 

54 

1 

4 

J 1 

17 

1 

33 

1 

5 S 

2 2S 

20 

0 

30 

0 

3 S 

0 

42 

0 

50 

1 

0 

1 1 

12 

1 

27 

1 

47 

2 iS 


30 

9 0 

0 

3 « 

0 

38 

0 

45 

0 

54 

i 1 

4 

1 

iS 

1 

36 

1 2 l 

! 21 

0 

30 

0 

27 

0 

32 

0 

39 

0 

45 

0 

55 

1 

7 

1 

2 3 

1 46 


30 

10 0 

0 

22 

0 

27 

0 

32 

1 0 

38 

0 

45 

0 

55 

1 

8 

1 27 

22 

0 

30 

0 

17 

0 

20 

0 

24 

0 

29 

1 0 

35 

0 

42 

0 

52 

1 7 


30 

ti 0 

0 

12 

0 

14 

0 

17 

0 

21 

1 0 

25 

0 

30 

0 

37 

0 47 

23 

0 

3 ° 

0 

8 

i 0 

9 

0 

11 

0 

‘3 

0 

16 

I 0 

19 

0 

23 

0 30 


30 

12 0 

0 

4 

1 0 

5 

0 

6 

0 

7 

0 

8 

1 0 

10 

0 

12 

0 16 

24 

0 


TABLE III. (for 18S0.) 

Containing the Third Correction (always to be added.) 
Arguments :—Sidereal Time and Date. 


Sidereal 

Time. 

July 

1. 

Aug 

. 1. 

Sept 1. 

Oct. 1. 

Nov. 1. 

Dec. 1. 

Dec. 3 

b 



, 

„ 

, 

* 

, 


, 



. 

, , 

0 

1 

4 

1 

11 

I 

21 

1 

32 

1 

44 

1 

52 I 

1 5 

2 

1 

6 

1 

7 

1 

>3 

1 

23 

1 

34 

1 

44 

1 5 

4 

1 

6 

I 

1 

I 

2 

1 

7 

1 

15 

1 

25 

1 3 

6 

] 

4 

0 

55 

0 

5° 

0 

49 

0 

52 

1 

O 

1 

8 

1 

2 

0 

5' 

0 

41 

0 

34 

0 

32 

0 

34 

0 4 

10 

0 

59 

0 

4 S 

0 

37 

0 

26 

0 

18 

0 

«S 

0 1 

12 

0 

56 

0 

49 

0 

39 

0 

28 

0 

16 

0 

S 

0 

14 

0 

54 

0 

53 

0 

47 

0 

37 

0 

26 

0 

16 

0 

16 

0 

54 

0 

59 

0 

58 

0 

S3 

0 

45 

0 

35 

0 2 

18 

0 

56 

1 

5 

1 

10 

1 

11 

1 

8 

1 

1 

0 5 

20 

0 

58 

1 

9 

1 

'9 

1 

26 

1 

2S 

1 

26 

1 2 

22 

1 


1 

12 

1 

23 

1 

34 

1 

42 

1 

45 

1 4 

24 

1 

4 

1 

11 

1 

21 

1 

32 

' 

44 

1 

52 

i 5 
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MARCH, 1881. 


7 $$ 


IL 




AT MEAN NOON. 





THE SUN’S Equation of 



u 

0 


Time, 



*-'* 

<. 


to be 




U 

JZ 

Apparent 

tubtracted 

from 

Var. 



>~. 

a 

Declination. 

* n Mean 

1 hour. T\me. 

in 

1 hour. 

Sidereal Time. 



. , • 

m • 


b m • 

Sun. 

27 

N. 2 45 59 5 

5S 65 5 21-64 

0765 

0 20 13 02 

Mon. 

28 

3 9 25 6 

58-5° 5 3-29 

0-764 

0 24 9'57 

Tues. 

29 

3 32 4 « i 

5 8 '34 4 44 98 

0761 

1 

0 28 6*13 

1 

AUGUST, 1881. 

Mon. 


N. 17 56 81 

380c 6 448 

38-78 6 0-47 

0-1 

8 40 55 62 

Tues. 

2 

17 40 46 0 

0*180 

8 44 5218 

Wed. 

3 

17 25 6S 

39'49 5 55*4 

! 0*206 

8 48 4S74 

Thur. 

4 

17 9 107 

' 4018 5 50 59 

0231 

8 52 45 29 

OCTOBER, 1881. 



AT MEAN NOON. 




•C 

B 

THE SUN’S Equation of 


f‘ 




Time, 



V 



to be 



JB 

•C 

Apparent 

Var added to 

Var. 


0 

O 

in Affa,i 


Sidereal Time 

Q 


Declination. 

.. Time. 

1 Hour 

1 Hour. 




. , 

to • 


b 03 • 

Nil n. 

23 

S. n 33 44 2 

5250 +153721 

0324 

*4 S 955 

Mon. 

24 

ii 54 390 

52 06 15 44 61 

0294 

1412 611 

Tuev 

25 

12 15 22S 

5 ‘ 5 <» >5 5 ‘ 3 ' 

1 0264 

14 16 266 



NOVEMBER, 1S81. 



Thur. 

17 

S. iq 6 196 

3030 14 4 s S7 

0*516 

•5 4 * 43'43 

I- ml. 

iS 

l<) 20 4°'2 

35-44 14 jb'oo 

0-551 

15 50 39 98 

Sat. 

>9 

j 19 34 39 9 

345b 14 2240 

05S6 

«5 54 3*'54 
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APPARENT PLACES OF STARS, 1881. 345 



AT UPPER 

TRANSIT AT 

GREENWICH. 



Month 

and 

Day. 

a Ursae Majoris. 

a Crucis (Mean.) 

a Virginls. 

( Spica) 


R.A. 

Dec. N. 

R.A. 

Dec. S. 

R.A. 

Dec. S. 


b in 

. , 

b m 


b m 





10 56 

62 22 

12 20 

62 26 

13 l8 

10 32 
fi j 



Jan. 1 

25*02 

70*3 

B 

* '25 

12*2 

56*36 

27-5 



11 

2555 

707 

**S 3 

14-2 

5669 

29-5 



21 

2b’02 

716 

2*37 

l6"7 

57 02 

3*5 



3 * 

264 2 

73 '° 

2-86 

*9 5 

57*33 

33’4 



Feb. 10 

2674 

74‘9 

3‘ 2 9 

22-7 

5762 

35 ’ 2 



20 

26*96 

77-1 

3*64 

260 

57*87 

36*9 



Mar. 2 

27*09 

79-6 

3*92 

295 

58-09 

3 S *3 



12 

27-12 

82-2 

4 *i 3 

33 -o 

58*27 

39*5 



22 

27-06 

84-8 

4-26 

36*5 

58*42 

40*5 



Apr. I 

26 92 

874 

4'32 

39’9 

58-53 

4 i *3 

c 


II 

26-70 

89-8 

412 

43 * 1 

5S-61 

418 

s 0 


21 

26*43 

91 *S 

4-26 

46*1 

58-66 

42-1 

|1 I 

xt-00 









cn ro 

May I 

26-12 

93*6 

4 -i 3 

4 S-8 

58-68 

42*3 



II 

25-/S 

94'9 

3*95 

51*1 

1 5868 

42*3 

1 a ! 

Z, 

21 

25 43 

95-8 

| 374 

53 '* 

! 58-66 

42-1 



3 l 

2507 

96*2 

| 3-48 

S 4'6 

5 S- 6 i 

4*‘9 



June 10 

2473 

96-1 

1 3*9 

55*6 

5 S *55 

4*"5 

£ w 


20 

24-40 

955 

288 

56-2 

5 S -47 

4**1 


ro ^ 

3 ° 

24II 

94 5 

2 ‘55 

56*3 

58*38 

40*5 

^ 1 p ! 


July 10 

23-85 

93 ‘o 

2*22 

55 9 

58*27 

399 

£3 fc 1 

jj* 

I "3 








< 


20 

23‘63 

9**1 

I*89 

55 -o 

5816 

39 *3 

< S 


3 ° 

1 23-46 

8S9 

.58 

53'6 

58-04 

38-6 

3 ^ 


Auy. 9 

2 3’35 I 

863 

I *’ 3 o 

5**9 

57*93 

379 



>9 

23*29 1 

83'5 

ro6 

49*8 

57*82 

37*2 



29 

2 3 ' 3 ° , 

80-5 

0-87 

47'4 

5772 

366 



Sept. 8 

23-37 

77 0 

0*74 

44'8 

57*64 

36*1 



18 

2351 

73 ‘6 

069 

42"0 

57*59 

357 



28 

23 71 

70-3 

072 

39 * 

57 57 

354 



Oct. 8 

, 23-99 

67-0 

0-85 

36*5 

57*59 

35*3 



18 

2433 

638 

1*07 

34 * 1 

57-66 

355 



28 

2473 

6o-8 

1-38 

32-1 

5777 

35*9 



Nov. 7 

25-20 

58-0 

*77 

3°'4 

57*93 

366 



*7 1 

| 25-72 

556 

2-24 

29'3 

58*3 

37*6 



27 

26*27 

53‘6 

277 

287 

58-38 

38*9 



Dec. 7 1 

26-S5 

52-0 

3'34 

287 

58-66 

40-4 



,7 i 

| 27-44 

51-0 

3*93 

294 

58*97 

421 



27 ; 

28-02 

505 

4*53 

30-6 

59 ’ 3 o 

43-9 



37 

28 ' 57 i 

50-6 

512 

32*3 

5963 

45-9 




































r 9 ° 


XA UTICA L A LMA SA C ELEMENTS. 


n. FEBRUARY, 1882. 





AT MEAN 

NOON. 



A 

0 

.£ 

c 

0 

THE SUN’S 

Kauation 
of Time, 

| 1 


.C 

0 

rl 

a 

5? 

V 

.G 

0 

-d pparent 

Declination. 

1 

Var. 

1 in 
t hour. 

lO l't 

tubtractri 

from 

Mean 

Time. 

V ar . 

in 

1 hour. 

Sidereal Time. 

Sun . 
Mon. 
Tucs. 

I 

27 

2$ 

^ S 3S 201 
S . s 490 
7 S3 i°'S 

56-14 
56-44 
5673 

m s 

13 460 

12 53 92 

12 4269 

• 

0433 
' 0'45 6 

0479 

h m * 

22 24 55 ^1 

22 2S 5216 

22 3- 4S 7* 


APPARENT PLACES OF STARS, 1882. 333 


AT UTTER TRANSIT OK GREENWICH. 


Month 

and 

Day 

a Canis Minoris. 
(/Voryoii) 

R.A. 

Dec. N. 



h m 




7 33 

5 3 1 

Jan. 

i 

9S9 

24'7 


11 

toot 

23 4 


21 

to 09 

22 2 


3 ‘ | 

10 12 

21 2 

I- eb. 

10 

roto 

204 


20 

>0*03 

to s 

Mat. 

2 

992 

193 


12 

97 S 

ni 


SATURN, 1882 . 



MEAN TIMH 


Month 

Apparent 

KiRhi 

Ascension. 

Apparent 

and 

Decimation. 

Day. 

<Vix»n. 

A'oon 


h ra • 

. 

Feb 26 

2 24 4 VOO 

12 t tb 2 

27 

2 25 4 

12 3 7 * 

2 S 

2 25 24 22 

N i: 5 0*0 



















TABLE FOR USE WITH THE STARS. 


79 * 


For converting Intervals of Mean Solar Time into Equivalent Intervals 
of Sidereal Time. 


HOURS. 

MINUTES. 

SECONDS. 

Hours of 1 

Mean Time. 

Equivalents 

in 

Sidereal Time. 

Minutes of 1 

Mean Time- 

Equivalents 

in 

Sidereal 

Time. 

Minutes of 
Mean Time. 

Equivalents 

in 

Sidereal 

Time. 

•Seconds of 1 

Mean Time. 

Equiva¬ 

lents 

in 

Sidereal 

Time. 

1 Seconds of 

j Mean Time. 

Equiva¬ 

lents 

in 

Sidereal 

Time. 


h 

m s 


m 

■ 


m 

s 


B 


1 s 

I 

I 

0 98565 

l 

I 

0-1643 

31 

3* 

5-0925 

I 

T0O27 

31 

31-0849 

2 

2 

0 197130 

2 

2 

0-3286 

32 

32 

5*^568 

2 

2-0055 

32 

320176 

3 

3 

0 29-5694 

3 

3 

0-4928 

33 

33 

5-4211 

3 

3 00S2 

33 

33-0904 

4 

4 

0 39'4 2 59 

4 

4 

06571 

34 

34 

5-5853 

4 

4 0110 

34 

34 0931 

s 

s 

0 49-2824 

5 

5 

0-8214 

35 

35 

5-7496 

5 

5-oi37 

35 

35°958 

6 

6 

0 59-138S 

6 

6 

0-9857 

36 

36 

5-9139 

6 

60164 

36 

36-0986 

7 

7 

1 8-9953 

7 

7 

**499 

37 

37 

60782 

7 

70192 

37 

37-1013 

8 1 

S 

1 iS*S51S 

8 

8 

1-3142 

38 

38 

6-242.4 

8 

S0219 

38 

38-1040 

9 

9 

1 28-7083 

9 

9 

*•4785 

39 

39 

6-4067 

9 

9-0246 

39 

39-1068 

10 

10 

1 385647 

10 

10 

1 -6428 

40 

40 

6-5710 

10 

100274 

40 

40-1095 

11 

11 

1 48-4212 

11 

11 

1 ‘8070 

41 

41 

6-7353 

11 

II'OJOI 

41 

41-1123 

12 

12 

1 58-2777 

12 

12 

* *97 * 3 

42 

42 

68995 

12 

12-0329 

42 

42-1150 

13 

•3 

2 8-1342 

«3 

J 3 

2-1356 

43 

43 

7-0638 

i3 

13-0356 

43 

43 1177 

14 

M 

2 179906 

14 

14 

2-299S 

44 

44 

7-2281 

14 

140383 

44 

44.1205 

>5 

*5 

2 27-8471 

*5 

15 

2-4641 

45 

45 

7-3924 

15 

15-0411 

45 

45-1232 

16 

16 

2 377036 

16 

16 

2-6284 

46 

46 

7-5566 

16 

16*0438 

46 

46-1259 

17 

17 

2 47-5600 

17 

17 

2-7927 

47 

47 

7-7209 

17 

170465 

47 

47-1287 

18 

iS 

2 57 4165 

iS 

18 

2-9569 

48 

48 

7-8852 

18 

18-0493 

48 

48-1314 

19 

19 

3 7‘ 2 73° 

19 

«9 

3-1212 

49 

49 

8-0495 

19 

190520 

49 

49-M42 

20 

20 

3 *7 *259 

20 

20 

3'2855 

50 

50 

8-2137 

20 

20-0548 

50 

50-1369 

21 

21 

3 26-9859 

21 

i JI 

3*4498 

5 1 

5* 

8-37S0 

21 

21-0575 

51 

51-1396 

22 

22 

3 36 8424 

22 

122 

3-6140 

52 

52 

8-5423 

22 

22-0602 

52 

52-1424 

23 

23 

3 46 69S9 

23 

23 

3-7783 

53 

53 

87066 

23 

23*0630 

53 

53*1451 

24 

24 

3 56-5S54 

24 

' 24 

3-9426 

54 

54 

8-8708 

24 

24-0657 

54 

54-1479 




25 

l2 5 

4-1069 

55 

55 

9*0351 

25 

25*0685 

55 

55 1506 




26 

i 26 

4-2711 

56 

56 

9-1994 

26 

26-0712 

56 

SO' 1533 




27 

I27 

4*4354 

57 

57 

9-3637 

27 

27-0739 

57 

57-I56I 




28 

128 

4*5997 

58 

58 

9-5279 

28 

280767 

58 

58-1588 




29 

29 

4-7640 

59 

59 

9692 2 

29 

29-0794 

59 

591615 




30 

30 

4-9282 

60 

60 

9-8565 

30 

30*0821 

60 

601643 


3 E 
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SOME CROSS-CHANNEL DISTANCES. 

ENGLAND TO IRELAND. 


Nautical Milee. 

Bristol to Rosslare ... 

161*0 

„ Cork 

235*0 

New Milford to Rosslarc 

65*0 

„ Wexford ... 

74*0 

„ Waterford 

98*0 

„ Roche’s Point 

125*0 

„ Queenstown 

1292 

„ Fastnet Lighthouse .. 

176*5 

St Ami’s Head to Hook Tower ... 

70*7 

Fishguard to Rosslarc 

54*0 

„ Waterford (daylight) 

90*7 


92*0 

L>ubiin 

95*5 

„ Fastuet Lighthouse 

178*0 

Holyhead to Kingstown 

57*0 

„ Dublin 

60 0 

Liverpool to Dublin... 

120*0 

„ Drogheda 

120 0 

„ Dundalk 

124*5 

„ Newry 

128*5 

., Belfast 

135*0 

„ Ross) are 

154*5 

Fleetwood to Belfast 

118*0 

Stranraer to Larne 

34*0 

ENGLAND TO THE CHANNEL ISLANDS. 

New Milford to St. Heliers 

26G'0 approx. 

Dartmouth to St. Peter Port (via Little Russel)... 

70*2 

n „ (via S. Coast of Guernsey) 

74*7 

Weymouth to St. Teter Port 

71*3 

„ St. Heliers (direct) 

95*0 

„ „ (via Guernsey) 

98*0 

Southampton to St. Peter Port ... 

104*0 

St. Heliers direct (via Race of Alderney) 

122*5 

t> n (via (’asquets & Guernsey) 130‘7 

Spithead, Horse san<l fort (via Noodles and Race of 


Alderney) to St. Ileliers 

125*0 approx. 
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XVME CROSS-CIIAXXEL MSTAXCKS. 


BETWEEN THE CHANNEL ISLANDS. 


St. I’etcr I’ort to St. Delicrs ... . . 

Nautical Mile*. 

2<V7 

„ Sark and back 

100 

,, Alderney 

230 

„ round Guernsey ami back 

27 0 

Sark to Alderney ... 

21 '5 approx. 

St. Holier* to Sark 

22 0 

„ Alderney 

430 

„ roiunl .Jersey and bark ... 

37 0 

CHANNEL ISLANDS TO FRANCE.. 

St. rotor l’..rt to St. .Malo direct (W. of Miii'piiers) ... 

55 0 

„ „ calling at St. Molicrs 

03-0 

t frailvillc direct (K. of Mint|uicrs) ... 

55 0 

, „ callin'; at St. Dehors 

57 0 

St. Deliors to St. Malo IS. of Mini(uicrs) . . 

37 0 

„ (over the Min<tuiers) ... 

34 0 

Granville (direct 

300 

Clierhouru . . 

5vo npprox. 

St. llrieuo 

40-0 

Morlaix ... ... . . 

87t) 

St. Holier* to St. Malo ... 37 - ol 

St. Malo to tlranville ... 22'o The round trip ... 

89*) 

tlranville to St. lichen* ... 300 J 

Alderney to Chcrhouri; 

22‘5 approx 

ENGLAND TO FRANCE AND THE CONTINENT. 

Weymouth to I'herhmrtf 

Nautical Mite*. 

GS-0 

,, St. Malo direct 

1210 

St. IIncite 

128-0 

Morlaix . . 

137 0 

11 rest 

207-0 

Southampton to lia\rc 

1O0-2 

„ St. Malo 

151 0 

New haven to Dieppe 

055 

Folk! i st*ate to llouloone 

2«3 

Dover lo Calais 

22*0 

UMfnd • ■ 

023 

Queenboro' to KUudiin;;... 

ll4t) 
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England to France and the Continent (continued). 


Harwich to Hook of Holland 
„ Rotterdam ... 

„ Antwerp 

„ Hamburg 


Nautical Miles. 

1097 

125'0 

1400 

305*0 


BETWEEN VARIOUS ENGLISH PORTS. 


New Milford to the Lizard 

134*7 1 

1 

Lizard to Penleo Point. 

4G*0 

L 

t 

Penlee Point to Mill Bay Dock... 

3-7 J 

1 

New Milford to Mill Bay Dock 


184*4 

New Milford to St. Ann’s 

10*0 > 


St. Ann’s to Longships. 

101*0 


Longships to Lizard . 

23*5 


Lizard to Start Point . 

63*5 


Start Point to Portland Bill 

49*5 


Portland Bill to Weymouth 

70 . 


New Milford to Weymouth 


... 254*0 

New Milford to Tenby (Pier) 


33*0 

„ Fishguard 


43*5 

„ Llanelly (G. W. R. Dock) 

50*0 

„ Swansea Roads 


58*0 

Porthcawl 


60*0 

„ Cardiff (Bute Dock) 

93*0 

., Avonmouth Dock 


108*0 

„ Bristol 


... 113*5 

Weymouth to Start Point 

5G*5 ) 

Start Point to Mill Bay Dock ... 

25*5 J 

Weymouth to Mill Bay Dock 


82*0 

Weymouth to Southampton, Empress Dock ... 55*0 

Saltney to Dee Light-Vessel 

Dee Light-Vessel to Chester Bar 

23*0 1 

1 

Buoy 

7*0 

I 

Chester Bar Buoy to Holyhead... 

46*0 J 

1 

Saltney to Holyhead 


7G0 

Saltney to Hilbre Island. 

23*0 1 

L 

Hilbre Island to Rock Light ... 

15*0 J 

r 

Saltney to Liverpool 


38*0 

Penzance to St. Mary’s (Scillyy by N. channel ... 35*7 


S. „ ... 37*5 
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I» j •!—11 l M-J • y Contractors to H M‘s Government, Ac. 

13 14, GREAT CASTLE STREET, REGENT STREET, W. 1. 

Wholesale and Optical Works: CLAPHAM COMMON, LONDON, S.W. 4. 
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NEW AND REVISED EDITIONS. 
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SHIP ECONOMICS, 

or Practical Aids for Shipmasters, 
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chultng .i Glossary of Tec hut al Terms 
and >o Diagrams. 
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The purpose of this !>rx»k is tnryiiip 
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saty information regarding the on* 
•fruition, repairs, and maim<i*amc of 
his ship , to estimate the appruv natc 
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tie. 
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lie- s* Inn *n of all I* lie and S| ur"il 
1 r .ingles. . ml apjw it n < f r* • s ne !•> the 
\-ir pnd ins in \angai in . nd \ it*. I 
A iron mv, • 'hiding lire I i e S < g. 
with t barl l t nstruct <n an I .Men urat i f 
Surfa iv S s. and S» uis 

11 e p t nil i n i hi*- v a r* w - * n 
i ti V. it i • \ in u•mv ile tqncd I inn l t‘ r 

r sjv 11 < nts .1 !■ f • i d i trade* Lv* r 
ml e* M r ic Otticu 

I r \ui' i rch m. ike M nct •n**fnr«k"ij 
till first n ■ a t’ mpl I p i i . I r ihiSP* \vl • 
h*\e n'l rece vr I («nd i t i ir t a mit< • 
in it I edui# I n . i c.( > melt *1 i f . , 

in* in a h >M t me a*u!l* «ntkn \s' Igctl 
tin- Si eiu-v f« r all | rul i.il | ur| * . 


1.UMHIN : (’.LukOL 1*1111 II* *V SON, Liil, o, l titt Sirih, L.< . 
t 1\ 1 Kl'unt ltitt IP, Si «N & M PI 11 \\, l.rn., 20 , (.nek. ti Mian. 

I / A /.s /• A' A ' .t//A / / 1 // f 7> 

k_ J 

M'i 














Seventh Edition of a Standard Nautical Work 


PHILIPS’ 

MERCANTILE MARINE ATLAS 

OF THE WORLD 

A Series of 35 Plates containing over 200 Charts and Plans, with 
Tables of 10,200 Distances between Ports, National and House 
Flags, lists of British and United States Consulates, and complete 
Index of 20,000 Ports, &c. Including two new Coloured Charts 
dealing exhaustively with the various maritime and commercial 
aspects of the 

PANAMA CANAL 

and a Series of Charts shewing Cables, and also names and 
positions of 

WIRELESS TELEGRAPHY STATIONS 
Edited by GEORGE PHILIP, F.R.G.S. 

Specially designed for Merchant Shippers, Exporters and Ocean Travellers , 
and for general use. 

"An indispensable work of reference to all interested io the merchant shipping of Great Britain, and 
indeed of the whole world.”— Daily Telegraph. 

" This comprehensive study of the means of communication in all parts of the world must prove an 
invaluable work of reference to shipowners, ship brokers, and traders, and indeed to the many others who 
take an interest in the maintenance of our maritime supremacy.”— Shipping and Mercantile Gazette. 

“ A masterpiece of research and information. A veritable encyclopaedia of the sea, a production of 
which even Messrs. George Philip & Son, with their long record of excellent geographical works, may be 
justly proud.”— Financial News. 

Large Imperial Folio, 20 by I5i ins., Half-bound Leather, 

Gilt Top, 

£4 net 

Export Edition with special Supplement £4- 14-S. Sdb net. 

GEORGE PHILIP & SON, Ltd., 

LONDON : The London Geographical Institute, 32, Fleet Street, E.C. 
LIVERPOOL: PHILIP, SON & NEPHEW, Ltd., 20, Church Street. 
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VUES & VORT CHARGES 

throughout the World. 


NEW ISSUE consisting of “Urquharts Dues and Charges in 
Foreign and Colonial Ports” (15th Edition), and “ Turnbull’s 
Dock and Port Charges of the United Kingdom” (1 hh Edition), 
with numerous coloured Maps. 

Complete in three volumes arranged as follows :— 

Vol. I. EUROPE AND AFRICA. 

Vol. II. AMERICA, ASIA AND AUSTRALASIA. 

Vol. III. UNITED KINGDOM. 

£3 13s. 6d. net. 

Authoritative and reliable information relating to more than 3,000 
Ports is supplied. In most cases ACTUAL DISBURSEMENT LISTS 
are given instead of proforma lists as in previous editions. I he 
Appendices have been considerably enlarged by the insertion of a 
number of new Ports and other useful inlormation. A special chapter 
on the PANAMA CANAL, compiled from official figures, and an 
alphabetical list of the principal W! RE LESS TELEGRAPHS 
STATIONS are outstanding features of this new edition. 


Some < f the most important information contained in this work 
may be briefly summarised as follows:~ 


POPULATION. 
EXPORTS. 
BROKERAGE. 
ACCOMMODATION. 
TONNAGE DUES. 
LIGHT DUES, 
PILOTAGE. 
HARBOUR DUES. 


WHARFAGE. 

IMPORTS. 

PROVISIONS. 

WAREHOUSE 

ACCOMMODATION. 
REGULATIONS AS TO 
EMIGRATION AND 
IMMIGRATION. 


In addition to the above, particulars as to ACTUAL 
CHARGES of Steamers and Sailing Vessels and CHARGES 
FOR STEVEDORING AND LABOUR in countries other 
than the British Isles are also given. 


GEORGE PHILIP & SON. Ltd. 

The London Geographical Institute, 32 Fleet Street, London. 
Philip, Son & Nephew, Ltd., 20 Church Street, Liverpool. 











Second Edition. Revised. Royai 4to, Price 15s. net. 


GENERAL UTILITY TABLES. 

For the quick solution of many everyday Problems in Navigation ; 
more especially the Azimuth of Sun, Moon, Planets and Stars; 
Great Circle Sailing and Composite Sailing. 

By S. T. S. LECKY, Master Mariner. 


The Tables ivill also be found very convenient as auxiliaries in i onnection 
with Double and Simultaneous Altitudes by A. C. Johnson s famous method. 


“Captain Lecky has laid his brethren under another obligation by the publication 
of this book. These Tables originally appeared in ‘ Wrinkles,’ but in this work they are 
extended, re-arranged, and provided with explanations which should go far to help the 
candidate through his examination for the * Extra ’ Board of Trade certificate. Unlike any 
other azimuth tables, these of Lecky will work azimuths for any declination, altitude, or 
hour angle. Their use does not involve any mathematical knowledge. These table? 
can do anything for the navigator but talk, and all should have a copy.”— 

Liverpool Journal of Commerce. 

“Captain Lecky, the author of ‘ Wrinkles in Practical Navigation,’ a copy of which 
is found on board every British, American, and Argentine war vessel, has just sent to a 
friend here a copy of his ‘General Utility Tables,’which are reported on here by very 
competent navigators as by far the best thing ever brought out. 

“Our maritime reporter thus expresses himself:—Please put the Tables to any test 
you like, and 1 venture to say they will come out of the ordeal in the most triumphant 
manner. I will briefly explain what I claim for them : — In the matter of Sun Azimuths 
they greatly excel both Burdwood and Davis combined. Their range of latitude is 6o°— 
these are 65°; their range of declination is 23*—these are 65° ; with them Azimuth is not 
given for altitudes above 6o*, whilst these give them for any Altitude and any Hour Angle. 
Next: these Tables give the azimuth of all the navigational Stars, and, of course, include 
the Moon and Planets. Next : these Tables can be used with the most perfect ease foi 
practicable cases of Great Circle Sailing, also for many other useful and interesting 
problems. 

“In view of this very favourable report from a very competent and practical 
navigator, we recommend all our subscribing navigators to secure a copy before the issue 
is exhausted.’ —The TIMES of Argentina. 


LONDON: GEORGE PHILIP & SON, Ltd., 32 FLEET STREET, E.C. 
LIVERPOOL: PHILIP, SON & NEPHEW, Ltd., ao CHURCH STREET. 
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\V R I X K L E S 

IN 

Practical Xa vi gation. 


Hv CAPTAIN S. T. S. LECKV 


Soon after publleailon this work was supplied to the vessels of the United 
States Navy, by order of the Bureau of Navigation, Washington. D C.; and by 
Admiralty order it was subsequently supplied to vessels of the Royal Navy. It 
has been adopted by the Trinity House of London, and by many of the large 
ship owning companies of England. 


OPINION'S OF TI1E PRESS OX PREVIOUS EDITIONS. 

“‘Wrinkles,’ what a misnomer! Why the hook is far more calculated to remove them than to 
pucker the face of the reader. Here you have a real comfort to the .seaman ; many a knotty p >int of 
his profession pul before him in a readable torm, so that, so ( r from l>eing worried, he is inclined, like 
Sam Weller over his love-letter, to wish ‘there was more.’ The author disclaims any literary merit in 
his book on the score of roughing it at sea since the age of thirteen ; but he might Inve lclt this to the 
critic to find out, for assuredly few more u eful, practical, and well written addition* to the saih r's 
library have appeared for many a 1 >»g year than the ' Wrinkles’ ivnv l>eforc ns. X> officer in the Mer 
cantile Marine, or rather no merchant ship, should sail without this v» lume on !x>nrd. The amount of 
i stine' ion to be derived from it would surpi sc, and pleasural ly surpri e, most sea me t. We hope 
* Wrinkles’ will so >n c >mc into general demand, and in 1 *cd it should be made a lext-boek on borrd 
the and l lot tester without loss of time.” Co. urn's Cnt:t i Rennet Ma ’aunt. 

“One of the wisest of modern aphorisms is the dictum that ‘ Every man s a debtor to his pro¬ 
fession and in the present volume Ca| tain Leeky has p..id whfil we hoj>c is u- t hi» last instalment. 

“ Wc may say at once lint this is an admirable book. 

“The- author, like a good workman, stalls with a review of his t *>l* K> ks and instruments , and 
pithily observes : 4 There arc so many works on navigation that any one so disposed might easily on 

vert lii* cabin into a book closet, leaving no r >om to slow away himself and wardrobe.’ lie gives a list 
of »0 lx* >ks, c **'ing a rout £$ . 

“ Chapter XV is devoted to what the author calls ‘ Wcalhcrolocv/ .and wc think it one of the IxrV. 
in the book. .Ns might be expected, the author thinks that the l»cst system of all is constant watchful- 
ness. 

“.In taking leave of this valuable I rook, the reviewer has to sav, in conclusion, that 

should it Ih: his fate again to plough the waters for a livelihood, he shall certainly add to his library 
‘Captain Lccky’s Wrinkle* hi Practical Navigation,’ c\en at the risk of ‘leaving no room to stow assay 
himself and wardrolic.* Mmnntt,e Marine e*TUt on a. ion A'/A A*//A', 

“Captain I.ecky devotes his l»o«<k to practical Navigition. He h. s dedicated his w-uk to Sir 
Thom, s liras -y, in memory of having h .1 a | lacc in the Sun' iw dnnng a ] rtion of her adventurous 
vo)a >c The author lei s us that the Is >k lif s been | rep re 1 t >r c*m ara vclv voung mcmltf' * of the 
prole »ion, and that ‘one of the leading ohicc s has 1 km n to elucidate m plain English some * f tho,• 
importinl clemenlarv i nnciples which the saz in s have enveloped in such hare of rmstciv as lo render 
pursuit hopeless to any but a sk'Ued nulluniatician.’ That C plain I.eck\ lias performed this task care 
lully and cltec'ually will !> admitted by who are o»mj<ter t to consult . • d to give an oj ini »n on hit 
pages. In the npj>endi\ wdl be found s >mc [ rettv lormul.e for c *rreeling the rale of a marine cluon >- 
meter, with examj les t< be woiked out ; ,1s > a tall f e >rr ecu ns due to changes of tcmixrraturc ; s me 
in. irmation re >c ting what i* kn *wn as tli** * 1v*c‘m g error ‘ in the comj»asscs f iron sn ] s, ami other 

< il-.OKliE Pill UP N bUN. Li t>., 3.’ 1 I r.KT S I* RLE l\ LONDON. E.L. 
run. IP. SON k Nhplltw. Ltd, r Cill’KtU >1KKLI, LIN LRt’OOL. 
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OPINIONS OF THE PRESS— Continued. 

mportant matters. Captain Lccky’s work does not aim at novel theories or recondite disquisitions on 
questions of navigation ; but it is a practical and useful production, and as such will, we have no doubt, 
be appreciated by those for whom it is intended.”— Shipping and Mercantile Gazette. 

“A pleasant feature in the work is that, written in homely language, thoroughly familiar to the 
nautical ear, it is never too learned. None of the ‘Wrinkles ’ are surrounded by that husk of mathema¬ 
tical mystery with which some of our modern savants love to shroud the information they are seeming 
to give, and puzzle rather than instruct their readers. 

“The entire work is so well worthy of attention that it seems unfair to especialise any particular 
chapter. We should advise sailors to thoroughly study the whole book, from the Preface to Appendix 
D. — British Merchant Service Journal. 

“ The author of this work states in his preface that ‘the particular aim of the treatise is to furnish 
seamen with thoroughly practical hints, such as are not found in the ordinary works on Navigation,’ 
and he has stuck to his text. The work abounds in excellent and sound advice on every subject and 
science with which a navigator should be acquainted ; and in discussing instruments, books, and 
methods, though there are no novelties, there is much practical information that will be serviceable alike 
to old and young.”— Nautical Magazine. 

“ The great charm of the work is that the author does not ascend to what some term the scientific ; 
he is never too learned, but has well carried out the task he sets himself in the preface. 

“In a pleasant, attractive, and sailor-like style he deals with what Captain Bedford, in the ‘Sailor’s 
Pocket Book,’so well terms ‘the important simplicities’ of navigation. The mariner’s compass, the 
sextant, chronometer, chart, dividers, parallel rulers, log and lead, station pointer, barometer and ther¬ 
mometer, are each in turn treated upon, and valuable ‘ wrinkles ’ with regard to their manipulation and 
individual peculiarities are given to the public. 

“ These ‘wrinkles’ are the result of the observations of a sailor who has not only gone to sea with 
his eyes open, but who also has had the industry to read and weigh the opinions of others. 

“The student of ‘Wrinkles’ will not only derive advantage from the experience of its observant 
author, but he will also find himself introduced to the best men and works connected with the instru¬ 
ments and subjects treated upon. Numerous examples and illustrations illuminate the ordinary letter- 
press.”— United Service Gazette. 

“ Nautical works are almost as ‘ plentiful as blackberries,’ and it is rather difficult for an author in 
these days to bring anything before the public in the nautical way which has not already appeared in 
print. Captain Lecky has, however, proved that there is no rule without an exception, for his ‘ Wrinkles’ 
in Practical Navigation is quite an exception to the general run of instructive books on navigation, for 
he takes the sailor from the ‘cradle to the grave,’ and tells him what to do when he first leaves the 
former until he finishes his education. The information conveyed in ‘ Wrinkles ’ is told in a thoroughly 
readable way, and put in a form at once concise and intelligible ; and however full the seaman’s library 
may be, we are sure that he cannot do better than find space on his book-shelf for ‘ Wrinkles in Practical 
Navigation.’ ”— Hunt's Yachting Magazine. 

“ Captain Lecky’s ‘ Wrinkles’ may be accepted with confidence ; the vast amount of matter which 
the work contains is astonishing, but, after a careful perusal, competent readers will, we think, admit 
that not a single page has been penned in vain. 

“ The most ancient of mariners can, we believe, obtain from Captain Lecky’s work a large supply 
of useful ‘ Wrinkles.’ "—Army and Navy Gazette. 

“ A valuable addition to the science of practical navigation is the work under the above title by 
Captain Lecky of the American Steamship Line. Captain Lecky’s announced purpose in the prepara¬ 
tion of this volume ‘ is to furnish seamen with thoroughly practical hints, such as are not found in the 
ordinary works on navigation,' and he has accomplished this in a large degree, not the least valuable 
feature of his production being in numerous illustrations and diagrams, which ought to make their sub¬ 
jects clear to the dullest mind. The appearance of such a work on navigation should be warmly 
welcomed by seamen, whose arduous vocation generally prevents them from giving much thought or 
time to investigations other than those which lie near the surface of things. 

“ But the general public, as well as navigators, have much to learn from Captain Lecky’s ‘ Wrinkles.' 
The author conclusively demolishes the theory that in approaching icebergs thermometric tests of the 
water can be confidently relied on to reveal through darkness or fog the proximity of these floating 
dangers. He also throws out some valuable hints on fog navigation, and forcibly overthrows the plea 
for high speed in fogs, especially when near land, and trusting to that ‘stupid old pilot—dead reckon¬ 
ing.’ To the general reader his chapter on ‘Weatherology ’ will present peculiar attractions. Captain 
Lecky has evidently been a keen weather observer at sea, and has informed himself of most that has been 
advanced by modern meteorologists on the ‘ law of storms.’ It is to be regretted, however, both for 
1 science and seamanship, that he seems to underrate the benefits the navigator has derived, or is likely to 
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derive, from concerted meteorological observations on the ocean. * If.’ he says, ' conceited action avails j 
o little, what chance has an isolated individual, such as the commander of a ship, who has nothing to 
guide him but his own local observations, of satisfying himself as to the weather he may expect for even ] 
a single coming day?* Captain I.ccky overlooks the fact that, as yet no ‘concerted action’ for inves- 11 
tigation of ocean meteorology at all commensurate with the magnitude of the marine storin-field has ever 
been taken ; and, unhappily, while giving his nautical brethren minute instructions as to almost every¬ 
thing that concerns them to know or to do, he (.mils to spur them up to the work of co-operating in the 
great modern international scheme of marine weather-research, designed to supply the very lack he seem- 4 
iugly deplores. If Captain Lecky and half the commanders of the merchant marine, who will read 
his book w ith eager interest, would enter heartily on this observational work, and contribute their simul- 1 
taneous ocean weather reports to the signal service, the results deduced from such co-operation might I 
hasten that better day he hopes for, in which the seaman will not have to depend solely upon his own 
individual weather experience, but will go on his ocean course having his way, so to speak, ‘blazed* ■ 
'hrough the winds and latitudes and longitudes, and will be in possession of knowledge by which he 
can, in a large degree, forecast to-morrow's ‘ probabi itics.’"— Pub.u Ledger and Daily Transcript, 1 
Philadelphia. 

‘‘A practical and direct help to merchant captains will be found in a work lately published by 
Messrs. George Philip & Son, of Meet Street, London. The author, Captain S. T. S. Lecky, R.N R., 
is well known in the mercantile marine as a careful, clever, and scientific navigator, and he has brought ' 
a Lrgc amount of his know ledge and practical al ility to bear upon the present publication. The aim of # 
the author has evidently been to convey, in simple language, thoroughly practical hints, and he has con- ■ 
densed, in a clear, succinct style, the teachings of slant ard works and the results of his own experience 1 
into a handy and clever work. The author states in his preface that ‘The v .lume contains but little 
that is claimed as strictly original ; it is based upon life-long observation, matter gleaned from the works ■ 
of men of repute, and information derived Irom intercourse with shipmasters and the cloth generally.’— J 
Notwithstanding this modest preface, Captain Lecky has throw n out some valuable hints, and has given 1 
his information in a very sensible form. This is particularly aj plicablc to his selection of books neces- ■ 
s. ry freference and guidance, and his list of indispensable nautical instruments of navigation. The | 

L ha] far on the * Mariner’s Compass ’ contains a large amount of useful inlormation. and will be read , 
wi h interest by all practical navigators. Ills remarks on the marine chronometer, the sextant, and the 
artificial and sea-horizons, form the subjects of three very al-lc chapters, and will well repay careful 
| erusal. This ap] lies also to his observations on the u>e of instruments, their adjustment, and compar¬ 
ative value, and, although there is little that is novel, lus ‘wrinkles’ arc given in a sailor like and 
concise form. The astronomical portion of the volume is all good and practical, and such as all who 
have charge of life and property at sea should have a knowledge of. Especially cle. r and c< ncise arc 
his remarks on ‘ Latitude by meridian altitude,’ and his ‘Longitude by cliron meter,’ while those 
chapters devoted to the subjects of ‘ shaping a course,’ anil ‘ The danger angle and correct determina¬ 
tion of instance trom land,’ will commend themselves to all practical and enquiring minds. 

“ The author lias collected some useful notes on tides, currents, waves and breakers, which should* 
be of m icli service to those interested in such physical phenomena. 

“ The Iiook is well printed, and contains 70 or So illustrations, including some carefully executed I I 
I hysicvd maps.” - 1 he hn^mhuian, Calcutta, 

“ This work is certainly the very l>cst of its class ever emanating from a practical seaman, and to us ' \ 
it was a real source of pleasure to read it through, as we did from prefix to appendix Captain Lecky I 
has written in a charming, oil-hand style, and fiom the start captures his reader and leads him on in deep 
•Merest through the thirty-thiee chapters ot liis work. Me makes the study of navigation a real pleasure, I 
and as attractive as i romance, yet lull, practical, and correct. We claim to know something 1 I ’ naviga¬ 
tion wrinkles,’ but Captain I.ecky has quickly and tersely taught us how little we really did know, lie 
s not only a keen ol server, but has cleverly adapted the good opinions of others, and blended them so 
adroitly with tin sc of his own, which arc ripened with experience, that the work stands without a peel 
in the i tcrature of things pertaining to the sc -neeof navigation. There is no work that we know of that 
w-ca v urgently recommend to the practical navgator as this one. It is a library in itself. It is the j 
x >rk >t a true sailor, and one whom wc must esteem very highly for his superior talents and attainments* I 
N i w irk of its class ever received higher c mmendation from the Rrit'sh press than ' Wrinkles’ has, and 
deservedly so. It is a work that can !>e understoxl by the profc«sional mariner of any grade, and Inring 
levoi 1 of the ‘wholly t k> learned,’ is suited to . 11 degrees of progress in the study of navigation ; and even | 
•he ol I st master mariner can learn from its pages very much that is valual le, while to the ‘youngster’ 
t s inv. 1 1 viable. We b'-pe our shipmasters will secure a coj y of this work, and we feel assured that they f 
a ill ‘hank us for pointing < it i*s ixi encc and merits Captain Lecky is now in command of one of the 
\mcncan Line steamers, and henr • he is w I jmstcl in the Atlantic trade, and was in Sir Thomas 
I ras»cv’s famous yacht s nn ea»i , in her cruise around the world. We cmgralulatc the captain upon 
•he resul s of his lal mr , and he certainly deserves the thanks of his brethren everywhere .”—1 ht 
,\an t, * Ca-e'i N»-w York). 
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